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Legal disclaimer
All products manufactured by FLIR Systems are warranted against defective materials and workmanship for a period of
one (1) year from the delivery date of the original purchase, provided such products have been under normal storage, use
and service, and in accordance with FLIR Systems instruction.

Uncooled handheld infrared cameras manufactured by FLIR Systems are warranted against defective materials and
workmanship for a period of two (2) years from the delivery date of the original purchase, provided such products have
been under normal storage, use and service, and in accordance with FLIR Systems instruction, and provided that the
camera has been registered within 60 days of original purchase.

Detectors for uncooled handheld infrared cameras manufactured by FLIR Systems are warranted against defective
materials and workmanship for a period of ten (10) years from the delivery date of the original purchase, provided such
products have been under normal storage, use and service, and in accordance with FLIR Systems instruction, and
provided that the camera has been registered within 60 days of original purchase.

Products which are not manufactured by FLIR Systems but included in systems delivered by FLIR Systems to the original
purchaser, carry the warranty, if any, of the particular supplier only. FLIR Systems has no responsibility whatsoever for
such products.

The warranty extends only to the original purchaser and is not transferable. It is not applicable to any product which has
been subjected to misuse, neglect, accident or abnormal conditions of operation. Expendable parts are excluded from the
warranty.

In the case of a defect in a product covered by this warranty the product must not be further used in order to prevent
additional damage. The purchaser shall promptly report any defect to FLIR Systems or this warranty will not apply.

FLIR Systems will, at its option, repair or replace any such defective product free of charge if, upon inspection, it proves
to be defective in material or workmanship and provided that it is returned to FLIR Systems within the said one-year
period.

FLIR Systems has no other obligation or liability for defects than those set forth above.

No other warranty is expressed or implied. FLIR Systems specifically disclaims the implied warranties of merchantability
and fitness for a particular purpose.

FLIR Systems shall not be liable for any direct, indirect, special, incidental or consequential loss or damage, whether
based on contract, tort or any other legal theory.

This warranty shall be governed by Swedish law.

Any dispute, controversy or claim arising out of or in connection with this warranty, shall be finally settled by arbitration in
accordance with the Rules of the Arbitration Institute of the Stockholm Chamber of Commerce. The place of arbitration
shall be Stockholm. The language to be used in the arbitral proceedings shall be English.

Copyright

© 2012, FLIR Systems, Inc. All rights reserved worldwide. No parts of the software including source code may be
reproduced, transmitted, transcribed or translated into any language or computer language in any form or by any means,
electronic, magnetic, optical, manual or otherwise, without the prior written permission of FLIR Systems.

The documentation must not, in whole or part, be copied, photocopied, reproduced, translated or transmitted to any
electronic medium or machine readable form without prior consent, in writing, from FLIR Systems.

Names and marks appearing on the products are either registered trademarks or trademarks of FLIR Systems and/or its
subsidiaries. All other trademarks, trade names or company names referenced herein are used for identification only and
are the property of their respective owners.

Quality assurance

The Quality Management System under which these products are developed and manufactured has been certified in
accordance with the ISO 9001 standard.

FLIR Systems is committed to a policy of continuous development; therefore we reserve the right to make changes and
improvements on any of the products without prior notice.

Publ. No. T559480. Generated Saturday 18 February 2012, (10:21AM)



The history
FLIR Systems was established in 1978 to pioneer the
development of high-performance infrared imaging
systems, and is the world leader in the design,
manufacture, and marketing of thermal imaging
systems for a wide variety of commercial, industrial,
and government applications.
Today, FLIR Systems embraces several major
companies with outstanding achievements in infrared
technology since 1958, e.g., the Swedish AGEMA
Infrared Systems (formerly AGA Infrared Systems), the
three United States companies Indigo Systems, FSI,
and Inframetrics, and the French company Cedip. In
November 2007, Extech Instruments was acquired by
FLIR Systems.

1960s: 60 kg (130 lb.)

2011: 0.34 kg (0.75 lb.)
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Extech i5

Part number:

39302-0204
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v0.19)

Imaging and optical data

IR resolution 80 × 80 pixels

Thermal sensitivity/NETD < 0.1°C (0.18°F) / 100 mK

Field of view (FOV) 17° × 17°

Minimum focus distance 0.6 m (2 ft.)

Spatial resolution (IFOV) 3.7 mrad

Image frequency 9 Hz

Focus Focus free

Detector data

Detector type Focal plane array (FPA), uncooled microbolometer

Spectral range 7.5–13 µm

Image presentation

Display 2.8 in. color LCD

Image adjustment Automatic adjust/lock image

Measurement

Object temperature range –20°C to +250°C (–4°F to +482°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter Center spot

Emissivity correction Variable from 0.1 to 1.0

Emissivity table Emissivity table of predefined materials

Reflected apparent temperature correction Automatic, based on input of reflected temperature

Set-up

Color palettes Black and white, iron and rainbow

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Storage media miniSD card

File formats Standard JPEG, 14-bit measurement data included

Data communication interfaces

Interfaces USB Mini-B: Data transfer to and from PC

Power system

Battery type Rechargeable Li Ion battery
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Part number: Power system

Battery voltage 3.6 V39302-0204
Specifications subject to change without further notice. Battery operating time Approx. 5 hours at +25°C (+77°F) ambient temperature and
Camera models and accessories subject to regional typical use
market considerations. License procedures may apply.

Charging system Battery is charged inside the camera.Information and equipment described herein may require
US Government authorization for export purposes. Charging time 3 h to 90% capacity
Diversion contrary to US law is prohibited.

Power management Automatic shut-down(v0.19)
AC operation AC adapter, 90–260 VAC input, 5 VDC output to camera

Environmental data

Operating temperature range 0°C to +50°C (+32°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity

EMC • EN 61000-6-2:2005 (Immunity)
• EN 61000-6-3:2007 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation Camera housing and lens: IP 43 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.34 kg (0.75 lb.)

Camera size (L × W × H) 223 × 79 × 83 mm (8.8 × 3.1 × 3.3 in.)

Material Polycarbonate + acrylonitrile butadiene styrene (PC-ABS)
Thixomold magnesium
Thermoplastic elastomer (TPE)

Color Orange and green

Certifications

Certification UL, CSA, CE, PSE and CCC

Scope of delivery

Packaging, type Hard case

• Hard transport case (including padlock)
• Infrared camera
• Battery (inside camera)
• Calibration certificate
• Downloads brochure
• FLIR QuickReport CD
• Hand strap
• miniSD card, with SD card adapter
• Power supply/charger with EU, UK, US and Australian plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Warranty extension card
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FLIR i5

Part number:

39301-0103
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v0.19)

Imaging and optical data

IR resolution 80 × 80 pixels

Thermal sensitivity/NETD < 0.1°C (0.18°F) / 100 mK

Field of view (FOV) 17° × 17°

Minimum focus distance 0.6 m (2 ft.)

Spatial resolution (IFOV) 3.7 mrad

Image frequency 9 Hz

Focus Focus free

Detector data

Detector type Focal plane array (FPA), uncooled microbolometer

Spectral range 7.5–13 µm

Image presentation

Display 2.8 in. color LCD

Image adjustment Automatic adjust/lock image

Measurement

Object temperature range –20°C to +250°C (–4°F to +482°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter Center spot

Emissivity correction Variable from 0.1 to 1.0

Emissivity table Emissivity table of predefined materials

Reflected apparent temperature correction Automatic, based on input of reflected temperature

Set-up

Color palettes Black and white, iron and rainbow

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Storage media miniSD card

File formats Standard JPEG, 14-bit measurement data included

Data communication interfaces

Interfaces USB Mini-B: Data transfer to and from PC

Power system

Battery type Rechargeable Li Ion battery

24 (of 3109) http://www.flir.com · http://support.flir.com FLIR ix series



Part number: Power system

Battery voltage 3.6 V39301-0103
Specifications subject to change without further notice. Battery operating time Approx. 5 hours at +25°C (+77°F) ambient temperature and
Camera models and accessories subject to regional typical use
market considerations. License procedures may apply.

Charging system Battery is charged inside the camera.Information and equipment described herein may require
US Government authorization for export purposes. Charging time 3 h to 90% capacity
Diversion contrary to US law is prohibited.

Power management Automatic shut-down(v0.19)
AC operation AC adapter, 90–260 VAC input, 5 VDC output to camera

Environmental data

Operating temperature range 0°C to +50°C (+32°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity

EMC • EN 61000-6-2:2005 (Immunity)
• EN 61000-6-3:2007 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation Camera housing and lens: IP 43 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.34 kg (0.75 lb.)

Camera size (L × W × H) 223 × 79 × 83 mm (8.8 × 3.1 × 3.3 in.)

Material Polycarbonate + acrylonitrile butadiene styrene (PC-ABS)
Thixomold magnesium
Thermoplastic elastomer (TPE)

Color Blue and gray

Certifications

Certification UL, CSA, CE, PSE and CCC

Scope of delivery

Packaging, type Hard case

• Hard transport case (including padlock)
• Infrared camera
• Battery (inside camera)
• Calibration certificate
• Downloads brochure
• FLIR QuickReport CD
• Hand strap
• miniSD card, with SD card adapter
• Power supply/charger with EU, UK, US and Australian plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Warranty extension card
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FLIR i7

Part number:

39301-0305
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v0.20)

Imaging and optical data

IR resolution 120 × 120 pixels

Thermal sensitivity/NETD < 0.1°C (0.18°F) / 100 mK

Field of view (FOV) 25° × 25°

Minimum focus distance 0.6 m (2 ft.)

Spatial resolution (IFOV) 3.7 mrad

Image frequency 9 Hz

Focus Focus free

Detector data

Detector type Focal plane array (FPA), uncooled microbolometer

Spectral range 7.5–13 µm

Image presentation

Display 2.8 in. color LCD

Image adjustment Automatic adjust/lock image

Measurement

Object temperature range –20°C to +250°C (–4°F to +482°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter Center spot

Area Box with max./min.

Isotherm Above/below

Emissivity correction Variable from 0.1 to 1.0

Emissivity table Emissivity table of predefined materials

Reflected apparent temperature correction Automatic, based on input of reflected temperature

Set-up

Color palettes Black and white, iron and rainbow

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Storage media miniSD card

File formats Standard JPEG, 14-bit measurement data included

Data communication interfaces

Interfaces USB Mini-B: Data transfer to and from PC
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Part number: Power system

Battery type Rechargeable Li Ion battery39301-0305
Specifications subject to change without further notice. Battery voltage 3.6 V
Camera models and accessories subject to regional

Battery operating time Approx. 5 hours at +25°C (+77°F) ambient temperature andmarket considerations. License procedures may apply.
typical useInformation and equipment described herein may require

US Government authorization for export purposes. Charging system Battery is charged inside the camera.
Diversion contrary to US law is prohibited.

Charging time 3 h to 90% capacity(v0.20)
Power management Automatic shut-down

AC operation AC adapter, 90–260 VAC input, 5 VDC output to camera

Environmental data

Operating temperature range 0°C to +50°C (+32°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity

EMC • EN 61000-6-2:2005 (Immunity)
• EN 61000-6-3:2007 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation Camera housing and lens: IP 43 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.34 kg (0.75 lb.)

Camera size (L × W × H) 223 × 79 × 83 mm (8.8 × 3.1 × 3.3 in.)

Material Polycarbonate + acrylonitrile butadiene styrene (PC-ABS)
Thixomold magnesium
Thermoplastic elastomer (TPE)

Color Blue and gray

Certifications

Certification UL, CSA, CE, PSE and CCC

Scope of delivery

Packaging, type Hard case

• Hard transport case (including padlock)
• Infrared camera
• Battery (inside camera)
• Calibration certificate
• Downloads brochure
• FLIR QuickReport CD
• Hand strap
• miniSD card, with SD card adapter
• Power supply/charger with EU, UK, US and Australian plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Warranty extension card
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FLIR i3

Part number:

39301-0403
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v0.95)

Imaging and optical data

IR resolution 60 × 60 pixels

Thermal sensitivity/NETD < 0.15°C (0.27°F) / 150 mK

Field of view (FOV) 12.5° × 12.5°

Minimum focus distance 0.6 m (2 ft.)

Spatial resolution (IFOV) 3.7 mrad

Image frequency 9 Hz

Focus Focus free

Detector data

Detector type Focal plane array (FPA), uncooled microbolometer

Spectral range 7.5–13 µm

Image presentation

Display 2.8 in. color LCD

Image adjustment Automatic adjust/lock image

Measurement

Object temperature range –20°C to +250°C (–4°F to +482°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter Center spot

Emissivity correction Variable from 0.1 to 1.0

Emissivity table Emissivity table of predefined materials

Reflected apparent temperature correction Automatic, based on input of reflected temperature

Set-up

Color palettes Black and white, iron and rainbow

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Storage media miniSD card

File formats Standard JPEG, 14-bit measurement data included

Data communication interfaces

Interfaces USB Mini-B: Data transfer to and from PC

Power system

Battery type Rechargeable Li Ion battery
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Part number: Power system

Battery voltage 3.6 V39301-0403
Specifications subject to change without further notice. Battery operating time Approx. 5 hours at +25°C (+77°F) ambient temperature and
Camera models and accessories subject to regional typical use
market considerations. License procedures may apply.

Charging system Battery is charged inside the camera.Information and equipment described herein may require
US Government authorization for export purposes. Charging time 3 h to 90% capacity
Diversion contrary to US law is prohibited.

Power management Automatic shut-down(v0.95)
AC operation AC adapter, 90–260 VAC input, 5 VDC output to camera

Environmental data

Operating temperature range 0°C to +50°C (+32°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity

EMC • EN 61000-6-2:2005 (Immunity)
• EN 61000-6-3:2007 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation Camera housing and lens: IP 43 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.34 kg (0.75 lb.)

Camera size (L × W × H) 223 × 79 × 83 mm (8.8 × 3.1 × 3.3 in.)

Material Polycarbonate + acrylonitrile butadiene styrene (PC-ABS)
Thixomold magnesium
Thermoplastic elastomer (TPE)

Color Blue and gray

Certifications

Certification UL, CSA, CE, PSE and CCC

Scope of delivery

Packaging, type Hard case

• Hard transport case (including padlock)
• Infrared camera
• Battery (inside camera)
• Calibration certificate
• Downloads brochure
• FLIR QuickReport CD
• Hand strap
• miniSD card, with SD card adapter
• Power supply/charger with EU, UK, US and Australian plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Warranty extension card
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Extech IRC30

Part number:

39302-0504
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v0.95)

Imaging and optical data

IR resolution 60 × 60 pixels

Thermal sensitivity/NETD < 0.15°C (0.27°F) / 150 mK

Field of view (FOV) 12.5° × 12.5°

Minimum focus distance 0.6 m (2 ft.)

Spatial resolution (IFOV) 3.7 mrad

Image frequency 9 Hz

Focus Focus free

Detector data

Detector type Focal plane array (FPA), uncooled microbolometer

Spectral range 7.5–13 µm

Image presentation

Display 2.8 in. color LCD

Image adjustment Automatic adjust/lock image

Measurement

Object temperature range –20°C to +250°C (–4°F to +482°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter Center spot

Emissivity correction Variable from 0.1 to 1.0

Emissivity table Emissivity table of predefined materials

Reflected apparent temperature correction Automatic, based on input of reflected temperature

Set-up

Color palettes Black and white, iron and rainbow

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Storage media miniSD card

File formats Standard JPEG, 14-bit measurement data included

Data communication interfaces

Interfaces USB Mini-B: Data transfer to and from PC

Power system

Battery type Rechargeable Li Ion battery
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Part number: Power system

Battery voltage 3.6 V39302-0504
Specifications subject to change without further notice. Battery operating time Approx. 5 hours at +25°C (+77°F) ambient temperature and
Camera models and accessories subject to regional typical use
market considerations. License procedures may apply.

Charging system Battery is charged inside the camera.Information and equipment described herein may require
US Government authorization for export purposes. Charging time 3 h to 90% capacity
Diversion contrary to US law is prohibited.

Power management Automatic shut-down(v0.95)
AC operation AC adapter, 90–260 VAC input, 5 VDC output to camera

Environmental data

Operating temperature range 0°C to +50°C (+32°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity

EMC • EN 61000-6-2:2005 (Immunity)
• EN 61000-6-3:2007 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation Camera housing and lens: IP 43 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.34 kg (0.75 lb.)

Camera size (L × W × H) 223 × 79 × 83 mm (8.8 × 3.1 × 3.3 in.)

Material Polycarbonate + acrylonitrile butadiene styrene (PC-ABS)
Thixomold magnesium
Thermoplastic elastomer (TPE)

Color Orange and green

Certifications

Certification UL, CSA, CE, PSE and CCC

Scope of delivery

Packaging, type Hard case

• Hard transport case (including padlock)
• Infrared camera
• Battery (inside camera)
• Calibration certificate
• Downloads brochure
• FLIR QuickReport CD
• Hand strap
• miniSD card, with SD card adapter
• Power supply/charger with EU, UK, US and Australian plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Warranty extension card
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FLIR i3

Part number:

60101-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data

IR resolution 60 × 60 pixels

Thermal sensitivity/NETD < 0.15°C (0.27°F) / 150 mK

Field of view (FOV) 12.5° × 12.5°

Minimum focus distance 0.6 m (2 ft.)

Spatial resolution (IFOV) 3.7 mrad

Image frequency 9 Hz

Focus Focus free

Detector data

Detector type Focal plane array (FPA), uncooled microbolometer

Spectral range 7.5–13 µm

Image presentation

Display 2.8 in. color LCD

Image adjustment Automatic adjust/lock image

Measurement

Object temperature range –20°C to +250°C (–4°F to +482°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F) and object temperature
above +0°C (+32°F)

Measurement analysis

Spotmeter Center spot

Emissivity correction Variable from 0.1 to 1.0

Emissivity table Emissivity table of predefined materials

Reflected apparent temperature correction Automatic, based on input of reflected temperature

Set-up

Color palettes Black and white, iron and rainbow

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Storage media miniSD card

File formats Standard JPEG, 14-bit measurement data included

Data communication interfaces

Interfaces USB Mini-B: Data transfer to and from PC
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Part number: Power system

Battery type Rechargeable Li Ion battery60101-0101
Specifications subject to change without further notice. Battery voltage 3.6 V
Camera models and accessories subject to regional

Battery operating time Approx. 5 hours at +25°C (+77°F) ambient temperature andmarket considerations. License procedures may apply.
typical useInformation and equipment described herein may require

US Government authorization for export purposes. Charging system Battery is charged inside the camera.
Diversion contrary to US law is prohibited.

Charging time 3 h to 90% capacity(v1.04)
Power management Automatic shut-down

AC operation AC adapter, 90–260 VAC input, 5 VDC output to camera

Environmental data

Operating temperature range 0°C to +50°C (+32°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity

EMC • EN 61000-6-2:2005 (Immunity)
• EN 61000-6-3:2007 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation Camera housing and lens: IP 43 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Drop 2 m (6.6 ft.)

Physical data

Camera weight, incl. battery 0.365 kg (0.80 lb.)

Camera size (L × W × H) 223 × 79 × 85 mm (8.8 × 3.1 × 3.4 in.)

Material Polycarbonate + acrylonitrile butadiene styrene (PC-ABS)
Thixomold magnesium
Thermoplastic elastomer (TPE)

Color Black and gray

Certifications

Certification UL, CSA, CE, PSE and CCC

Scope of delivery

Packaging, type Hard case

• Hard transport case (including padlock)
• Infrared camera
• Battery (inside camera)
• Calibration certificate
• Downloads brochure
• FLIR Tools CD-ROM
• Hand strap
• miniSD card, with SD card adapter
• Power supply/charger with EU, UK, US and Australian plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Warranty extension card
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FLIR i5

Part number:

60101-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data

IR resolution 100 × 100 pixels

Thermal sensitivity/NETD < 0.1°C (0.18°F) / 100 mK

Field of view (FOV) 21° × 21°

Minimum focus distance 0.6 m (2 ft.)

Spatial resolution (IFOV) 3.7 mrad

Image frequency 9 Hz

Focus Focus free

Detector data

Detector type Focal plane array (FPA), uncooled microbolometer

Spectral range 7.5–13 µm

Image presentation

Display 2.8 in. color LCD

Image adjustment Automatic adjust/lock image

Measurement

Object temperature range –20°C to +250°C (–4°F to +482°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F) and object temperature
above +0°C (+32°F)

Measurement analysis

Spotmeter Center spot

Emissivity correction Variable from 0.1 to 1.0

Emissivity table Emissivity table of predefined materials

Reflected apparent temperature correction Automatic, based on input of reflected temperature

Set-up

Color palettes Black and white, iron and rainbow

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Storage media miniSD card

File formats Standard JPEG, 14-bit measurement data included

Data communication interfaces

Interfaces USB Mini-B: Data transfer to and from PC

34 (of 3109) http://www.flir.com · http://support.flir.com FLIR ix series



Part number: Power system

Battery type Rechargeable Li Ion battery60101-0201
Specifications subject to change without further notice. Battery voltage 3.6 V
Camera models and accessories subject to regional

Battery operating time Approx. 5 hours at +25°C (+77°F) ambient temperature andmarket considerations. License procedures may apply.
typical useInformation and equipment described herein may require

US Government authorization for export purposes. Charging system Battery is charged inside the camera.
Diversion contrary to US law is prohibited.

Charging time 3 h to 90% capacity(v1.04)
Power management Automatic shut-down

AC operation AC adapter, 90–260 VAC input, 5 VDC output to camera

Environmental data

Operating temperature range 0°C to +50°C (+32°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity

EMC • EN 61000-6-2:2005 (Immunity)
• EN 61000-6-3:2007 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation Camera housing and lens: IP 43 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Drop 2 m (6.6 ft.)

Physical data

Camera weight, incl. battery 0.365 kg (0.80 lb.)

Camera size (L × W × H) 223 × 79 × 85 mm (8.8 × 3.1 × 3.4 in.)

Material Polycarbonate + acrylonitrile butadiene styrene (PC-ABS)
Thixomold magnesium
Thermoplastic elastomer (TPE)

Color Black and gray

Certifications

Certification UL, CSA, CE, PSE and CCC

Scope of delivery

Packaging, type Hard case

• Hard transport case (including padlock)
• Infrared camera
• Battery (inside camera)
• Calibration certificate
• Downloads brochure
• FLIR Tools CD-ROM
• Hand strap
• miniSD card, with SD card adapter
• Power supply/charger with EU, UK, US and Australian plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Warranty extension card
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FLIR i7

Part number:

60101-0301
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data

IR resolution 140 × 140 pixels

Thermal sensitivity/NETD < 0.1°C (0.18°F) / 100 mK

Field of view (FOV) 29° × 29°

Minimum focus distance 0.6 m (2 ft.)

Spatial resolution (IFOV) 3.7 mrad

Image frequency 9 Hz

Focus Focus free

Detector data

Detector type Focal plane array (FPA), uncooled microbolometer

Spectral range 7.5–13 µm

Image presentation

Display 2.8 in. color LCD

Image adjustment Automatic adjust/lock image

Measurement

Object temperature range –20°C to +250°C (–4°F to +482°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F) and object temperature
above +0°C (+32°F)

Measurement analysis

Spotmeter Center spot

Area Box with max./min.

Isotherm Above/below

Emissivity correction Variable from 0.1 to 1.0

Emissivity table Emissivity table of predefined materials

Reflected apparent temperature correction Automatic, based on input of reflected temperature

Set-up

Color palettes Black and white, iron and rainbow

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Storage media miniSD card

File formats Standard JPEG, 14-bit measurement data included

Data communication interfaces

Interfaces USB Mini-B: Data transfer to and from PC
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Part number: Power system

Battery type Rechargeable Li Ion battery60101-0301
Specifications subject to change without further notice. Battery voltage 3.6 V
Camera models and accessories subject to regional

Battery operating time Approx. 5 hours at +25°C (+77°F) ambient temperature andmarket considerations. License procedures may apply.
typical useInformation and equipment described herein may require

US Government authorization for export purposes. Charging system Battery is charged inside the camera.
Diversion contrary to US law is prohibited.

Charging time 3 h to 90% capacity(v1.04)
Power management Automatic shut-down

AC operation AC adapter, 90–260 VAC input, 5 VDC output to camera

Environmental data

Operating temperature range 0°C to +50°C (+32°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity

EMC • EN 61000-6-2:2005 (Immunity)
• EN 61000-6-3:2007 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation Camera housing and lens: IP 43 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Drop 2 m (6.6 ft.)

Physical data

Camera weight, incl. battery 0.365 kg (0.80 lb.)

Camera size (L × W × H) 223 × 79 × 85 mm (8.8 × 3.1 × 3.4 in.)

Material Polycarbonate + acrylonitrile butadiene styrene (PC-ABS)
Thixomold magnesium
Thermoplastic elastomer (TPE)

Color Black and gray

Certifications

Certification UL, CSA, CE, PSE and CCC

Scope of delivery

Packaging, type Hard case

• Hard transport case (including padlock)
• Infrared camera
• Battery (inside camera)
• Calibration certificate
• Downloads brochure
• FLIR Tools CD-ROM
• Hand strap
• miniSD card, with SD card adapter
• Power supply/charger with EU, UK, US and Australian plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Warranty extension card
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FLIR E33

Part number:

49001-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.11)

Imaging and optical data

IR resolution 160 × 120 pixels

Thermal sensitivity/NETD < 0.07°C @ +30°C (+86°F) / 70 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 2.72 mrad

Image frequency 60 Hz

Focus Manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +650°C (+32°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter 3

Area Box with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes Arctic, Gray, Iron, Lava, Rainbow and Rainbow HC

Set-up commands Local adaptation of units, language, date and time formats

Languages 21

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card
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Part number: Storage of images

Image storage mode IR/visual images; simultaneous storage of IR and visual49001-0101
imagesSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Image annotations
Information and equipment described herein may require

Text Text from predefined list or soft keyboard on touch screenUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Report generation • Separate PC software with extensive report generation
(v1.11)

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and one LED light

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, composite video

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Composite

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Safety Power supply: CE/PSE/EN/UL/CSA 60950-1

Physical data

Camera weight, incl. battery 0.825 kg (1.82 lb.)

Camera size (L × W × H) 246 × 97 × 184 mm (9.7 × 3.8 × 7.2 in.)

Tripod mounting UNC ¼"-20 (adapter needed)
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Part number: Scope of delivery

• Hard transport case49001-0101
• Infrared camera with lensSpecifications subject to change without further notice.
• BatteryCamera models and accessories subject to regional
• Calibration certificatemarket considerations. License procedures may apply.
• Camera lens cap

Information and equipment described herein may require • Downloads brochure
US Government authorization for export purposes. • FLIR Tools software CD-ROM
Diversion contrary to US law is prohibited. • Handstrap

• Memory card(v1.11)
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR E65

Part number:

49001-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.11)

Imaging and optical data

IR resolution 160 × 120 pixels

Thermal sensitivity/NETD < 0.07°C @ +30°C (+86°F) / 70 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 2.72 mrad

Image frequency 60 Hz

Focus Manual

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +650°C (+32°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes Arctic, Gray, Iron, Lava, Rainbow and Rainbow HC

Set-up commands Local adaptation of units, language, date and time formats

Languages 21

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card
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Part number: Storage of images

Image storage mode IR/visual images; simultaneous storage of IR and visual49001-0201
imagesSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Image annotations
Information and equipment described herein may require

Text Text from predefined list or soft keyboard on touch screenUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Report generation • Separate PC software with extensive report generation
(v1.11)

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and one LED light

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, composite video

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Composite

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Safety Power supply: CE/PSE/EN/UL/CSA 60950-1

Physical data

Camera weight, incl. battery 0.825 kg (1.82 lb.)

Camera size (L × W × H) 246 × 97 × 184 mm (9.7 × 3.8 × 7.2 in.)

Tripod mounting UNC ¼"-20 (adapter needed)
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Part number: Scope of delivery

• Hard transport case49001-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• BatteryCamera models and accessories subject to regional
• Calibration certificatemarket considerations. License procedures may apply.
• Camera lens cap

Information and equipment described herein may require • Downloads brochure
US Government authorization for export purposes. • FLIR Tools software CD-ROM
Diversion contrary to US law is prohibited. • Handstrap

• Memory card(v1.11)
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR E30

Part number:

49001-1801
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

Imaging and optical data

IR resolution 160 × 120 pixels

Thermal sensitivity/NETD < 0.1°C @ +30°C (+86°F) / 100 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 2.72 mrad

Image frequency 60 Hz

Focus Manual

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thumbnail gallery

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter 1

Area Box with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes Arctic, Gray, Iron, Lava, Rainbow and Rainbow HC

Set-up commands Local adaptation of units, language, date and time formats

Languages 21

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images; simultaneous storage of IR and visual
images
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Part number: Image annotations

Report generation • Separate PC software with extensive report generation49001-1801
Specifications subject to change without further notice.
Camera models and accessories subject to regional Digital camera
market considerations. License procedures may apply.

Built-in digital camera 2 Mpixel (1664 × 1248 pixels) with LED lightInformation and equipment described herein may require
US Government authorization for export purposes. Built-in digital lens data FOV 53° × 41°Diversion contrary to US law is prohibited.
(v1.03)

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces USB-mini, USB-A, composite video

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC

Video out Composite

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Safety Power supply: CE/PSE/EN/UL/CSA 60950-1

Physical data

Camera weight, incl. battery 0.825 kg (1.82 lb.)

Camera size (L × W × H) 246 × 97 × 184 mm (9.7 × 3.8 × 7.2 in.)

Tripod mounting UNC ¼"-20 (adapter needed)

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery
• Calibration certificate
• Camera lens cap
• Downloads brochure
• FLIR Tools software CD-ROM
• Handstrap
• Memory card
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR E30bx

Part number:

49001-1901
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

Imaging and optical data

IR resolution 160 × 120 pixels

Thermal sensitivity/NETD < 0.1°C @ +30°C (+86°F) / 100 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 2.72 mrad

Image frequency 60 Hz

Focus Manual

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thumbnail gallery

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter 1

Area Box with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes Arctic, Gray, Iron, Lava, Rainbow and Rainbow HC

Set-up commands Local adaptation of units, language, date and time formats

Languages 21

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images; simultaneous storage of IR and visual
images
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Part number: Image annotations

Report generation • Separate PC software with extensive report generation49001-1901
Specifications subject to change without further notice.
Camera models and accessories subject to regional Digital camera
market considerations. License procedures may apply.

Built-in digital camera 2 Mpixel (1664 × 1248 pixels) with LED lightInformation and equipment described herein may require
US Government authorization for export purposes. Built-in digital lens data FOV 53° × 41°Diversion contrary to US law is prohibited.
(v1.03)

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces USB-mini, USB-A, composite video

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC

Video out Composite

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Safety Power supply: CE/PSE/EN/UL/CSA 60950-1

Physical data

Camera weight, incl. battery 0.825 kg (1.82 lb.)

Camera size (L × W × H) 246 × 97 × 184 mm (9.7 × 3.8 × 7.2 in.)

Tripod mounting UNC ¼"-20 (adapter needed)

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery
• Calibration certificate
• Camera lens cap
• Downloads brochure
• FLIR Tools software CD-ROM
• Handstrap
• Memory card
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR E40 (incl. Wi-Fi)

Part number:

49001-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.14)

Imaging and optical data

IR resolution 160 × 120 pixels

Thermal sensitivity/NETD < 0.07°C @ +30°C (+86°F) / 70 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 2.72 mrad

Image frequency 60 Hz

Focus Manual

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +650°C (+32°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter 3

Area 3 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes Arctic, Gray, Iron, Lava, Rainbow and Rainbow HC

Set-up commands Local adaptation of units, language, date and time formats

Languages 21

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card
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Part number: Storage of images

Image storage mode IR/visual images; simultaneous storage of IR and visual49001-2001
imagesSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Image annotations
Information and equipment described herein may require

Voice 60 seconds (via Bluetooth)US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Text Text from predefined list or soft keyboard on touch screen
(v1.14)

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and one LED light

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Composite

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Safety Power supply: CE/PSE/EN/UL/CSA 60950-1

Physical data

Camera weight, incl. battery 0.825 kg (1.82 lb.)

Camera size (L × W × H) 246 × 97 × 184 mm (9.7 × 3.8 × 7.2 in.)

Tripod mounting UNC ¼"-20 (adapter needed)
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Part number: Scope of delivery

• Hard transport case49001-2001
• Infrared camera with lensSpecifications subject to change without further notice.
• BatteryCamera models and accessories subject to regional
• Calibration certificatemarket considerations. License procedures may apply.
• Camera lens cap

Information and equipment described herein may require • Downloads brochure
US Government authorization for export purposes. • FLIR Tools software CD-ROM
Diversion contrary to US law is prohibited. • Handstrap

• Memory card(v1.14)
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR E50 (incl. Wi-Fi)

Part number:

49001-2101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.14)

Imaging and optical data

IR resolution 240 × 180 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.82 mrad

Image frequency 60 Hz

Focus Manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Scalable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +650°C (+32°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter 3

Area 3 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes Arctic, Gray, Iron, Lava, Rainbow and Rainbow HC

Set-up commands Local adaptation of units, language, date and time formats

Languages 21
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory49001-2101
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images; simultaneous storage of IR and visual
market considerations. License procedures may apply. images
Information and equipment described herein may require
US Government authorization for export purposes.

Image annotationsDiversion contrary to US law is prohibited.
Voice 60 seconds (via Bluetooth)(v1.14)

Text Text from predefined list or soft keyboard on touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and one LED light

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Composite

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Safety Power supply: CE/PSE/EN/UL/CSA 60950-1

Physical data

Camera weight, incl. battery 0.825 kg (1.82 lb.)

Camera size (L × W × H) 246 × 97 × 184 mm (9.7 × 3.8 × 7.2 in.)
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Part number: Physical data

Tripod mounting UNC ¼"-20 (adapter needed)49001-2101
Specifications subject to change without further notice.
Camera models and accessories subject to regional Scope of delivery
market considerations. License procedures may apply.

• Hard transport caseInformation and equipment described herein may require
• Infrared camera with lensUS Government authorization for export purposes.
• BatteryDiversion contrary to US law is prohibited.
• Calibration certificate

(v1.14) • Camera lens cap
• Downloads brochure
• FLIR Tools software CD-ROM
• Handstrap
• Memory card
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR E60 (incl. Wi-Fi)

Part number:

49001-0602
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.14)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 60 Hz

Focus Manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Scalable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +650°C (+32°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter 3

Area 3 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes Arctic, Gray, Iron, Lava, Rainbow and Rainbow HC

Set-up commands Local adaptation of units, language, date and time formats

Languages 21
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory49001-0602
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images; simultaneous storage of IR and visual
market considerations. License procedures may apply. images
Information and equipment described herein may require
US Government authorization for export purposes.

Image annotationsDiversion contrary to US law is prohibited.
Voice 60 seconds (via Bluetooth)(v1.14)

Text Text from predefined list or soft keyboard on touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and one LED light

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Composite

Radio

Wi-Fi Standard: 802.11 b/g
Frequency range: 2412–2462 MHz
Max output power: 15 dBm

Bluetooth Frequency range: 2402–2480 MHz

Antenna Internal

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles
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Part number: Environmental data

EMC • ETSI EN 301 489-1 (radio)49001-0602
• ETSI EN 301 489-17Specifications subject to change without further notice.
• EN 61000-6-2 (Immunity)Camera models and accessories subject to regional
• EN 61000-6-3 (Emission)market considerations. License procedures may apply.
• FCC 47 CFR Part 15 B (Emission)

Information and equipment described herein may require • ICES-003
US Government authorization for export purposes.

Radio spectrum • ETSI EN 300 328Diversion contrary to US law is prohibited.
• FCC Part 15.247

(v1.14) • RSS-210

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Safety EN/UL/CSA/PSE 60950-1

Physical data

Camera weight, incl. battery 0.825 kg (1.82 lb.)

Camera size (L × W × H) 246 × 97 × 184 mm (9.7 × 3.8 × 7.2 in.)

Tripod mounting UNC ¼"-20 (adapter needed)

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery Charger
• Calibration certificate
• Camera lens cap
• Downloads brochure
• FLIR Tools software CD-ROM
• Handstrap
• Memory card
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR E40bx (incl. Wi-Fi)

Part number:

49001-2401
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.13)

Imaging and optical data

IR resolution 160 × 120 pixels

Thermal sensitivity/NETD < 0.045°C @ +30°C (+86°F) / 45 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 2.72 mrad

Image frequency 60 Hz

Focus Manual

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter 3

Area 3 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes Arctic, Gray, Iron, Lava, Rainbow and Rainbow HC

Set-up commands Local adaptation of units, language, date and time formats

Languages 21

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card
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Part number: Storage of images

Image storage mode IR/visual images; simultaneous storage of IR and visual49001-2401
imagesSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Image annotations
Information and equipment described herein may require

Voice 60 seconds (via Bluetooth)US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Text Text from predefined list or soft keyboard on touch screen
(v1.13)

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and one LED light

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Composite

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Safety Power supply: CE/PSE/EN/UL/CSA 60950-1

Physical data

Camera weight, incl. battery 0.825 kg (1.82 lb.)

Camera size (L × W × H) 246 × 97 × 184 mm (9.7 × 3.8 × 7.2 in.)

Tripod mounting UNC ¼"-20 (adapter needed)
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Part number: Scope of delivery

• Hard transport case49001-2401
• Infrared camera with lensSpecifications subject to change without further notice.
• BatteryCamera models and accessories subject to regional
• Calibration certificatemarket considerations. License procedures may apply.
• Camera lens cap

Information and equipment described herein may require • Downloads brochure
US Government authorization for export purposes. • FLIR Tools software CD-ROM
Diversion contrary to US law is prohibited. • Handstrap

• Memory card(v1.13)
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR E50bx (incl. Wi-Fi)

Part number:

49001-2501
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.13)

Imaging and optical data

IR resolution 240 × 180 pixels

Thermal sensitivity/NETD < 0.045°C @ +30°C (+86°F) / 45 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.82 mrad

Image frequency 60 Hz

Focus Manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Scalable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter 3

Area 3 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes Arctic, Gray, Iron, Lava, Rainbow and Rainbow HC

Set-up commands Local adaptation of units, language, date and time formats

Languages 21
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory49001-2501
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images; simultaneous storage of IR and visual
market considerations. License procedures may apply. images
Information and equipment described herein may require
US Government authorization for export purposes.

Image annotationsDiversion contrary to US law is prohibited.
Voice 60 seconds (via Bluetooth)(v1.13)

Text Text from predefined list or soft keyboard on touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and one LED light

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Composite

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Safety Power supply: CE/PSE/EN/UL/CSA 60950-1

Physical data

Camera weight, incl. battery 0.825 kg (1.82 lb.)

Camera size (L × W × H) 246 × 97 × 184 mm (9.7 × 3.8 × 7.2 in.)
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Part number: Physical data

Tripod mounting UNC ¼"-20 (adapter needed)49001-2501
Specifications subject to change without further notice.
Camera models and accessories subject to regional Scope of delivery
market considerations. License procedures may apply.

• Hard transport caseInformation and equipment described herein may require
• Infrared camera with lensUS Government authorization for export purposes.
• BatteryDiversion contrary to US law is prohibited.
• Calibration certificate

(v1.13) • Camera lens cap
• Downloads brochure
• FLIR Tools software CD-ROM
• Handstrap
• Memory card
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR E60bx (incl. Wi-Fi)

Part number:

49001-1002
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.14)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.045°C @ +30°C (+86°F) / 45 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 60 Hz

Focus Manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Scalable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter 3

Area 3 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes Arctic, Gray, Iron, Lava, Rainbow and Rainbow HC

Set-up commands Local adaptation of units, language, date and time formats

Languages 21
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory49001-1002
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images; simultaneous storage of IR and visual
market considerations. License procedures may apply. images
Information and equipment described herein may require
US Government authorization for export purposes.

Image annotationsDiversion contrary to US law is prohibited.
Voice 60 seconds (via Bluetooth)(v1.14)

Text Text from predefined list or soft keyboard on touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and one LED light

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Composite

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Safety Power supply: CE/PSE/EN/UL/CSA 60950-1

Physical data

Camera weight, incl. battery 0.825 kg (1.82 lb.)
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Part number: Physical data

Camera size (L × W × H) 246 × 97 × 184 mm (9.7 × 3.8 × 7.2 in.)49001-1002
Specifications subject to change without further notice. Tripod mounting UNC ¼"-20 (adapter needed)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Scope of deliveryInformation and equipment described herein may require
US Government authorization for export purposes. • Hard transport caseDiversion contrary to US law is prohibited. • Infrared camera with lens

• Battery (2 ea.)(v1.14)
• Battery Charger
• Calibration certificate
• Camera lens cap
• Downloads brochure
• FLIR Tools software CD-ROM
• Handstrap
• Memory card
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR E40

Part number:

49001-2201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

Imaging and optical data

IR resolution 160 × 120 pixels

Thermal sensitivity/NETD < 0.07°C @ +30°C (+86°F) / 70 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 2.72 mrad

Image frequency 60 Hz

Focus Manual

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +650°C (+32°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter 3

Area 3 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes Arctic, Gray, Iron, Lava, Rainbow and Rainbow HC

Set-up commands Local adaptation of units, language, date and time formats

Languages 21

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card
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Part number: Storage of images

Image storage mode IR/visual images; simultaneous storage of IR and visual49001-2201
imagesSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Image annotations
Information and equipment described herein may require

Text Text from predefined list or soft keyboard on touch screenUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Report generation • Separate PC software with extensive report generation
(v1.07)

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and one LED light

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, composite video

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Composite

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Safety Power supply: CE/PSE/EN/UL/CSA 60950-1

Physical data

Camera weight, incl. battery 0.825 kg (1.82 lb.)

Camera size (L × W × H) 246 × 97 × 184 mm (9.7 × 3.8 × 7.2 in.)

Tripod mounting UNC ¼"-20 (adapter needed)
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Part number: Scope of delivery

• Hard transport case49001-2201
• Infrared camera with lensSpecifications subject to change without further notice.
• BatteryCamera models and accessories subject to regional
• Calibration certificatemarket considerations. License procedures may apply.
• Camera lens cap

Information and equipment described herein may require • Downloads brochure
US Government authorization for export purposes. • FLIR Tools software CD-ROM
Diversion contrary to US law is prohibited. • Handstrap

• Memory card(v1.07)
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR E50

Part number:

49001-2301
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

Imaging and optical data

IR resolution 240 × 180 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.82 mrad

Image frequency 60 Hz

Focus Manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Scalable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +650°C (+32°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter 3

Area 3 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes Arctic, Gray, Iron, Lava, Rainbow and Rainbow HC

Set-up commands Local adaptation of units, language, date and time formats

Languages 21
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory49001-2301
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images; simultaneous storage of IR and visual
market considerations. License procedures may apply. images
Information and equipment described herein may require
US Government authorization for export purposes.

Image annotationsDiversion contrary to US law is prohibited.
Text Text from predefined list or soft keyboard on touch screen(v1.07)

Report generation • Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and one LED light

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, composite video

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Composite

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Safety Power supply: CE/PSE/EN/UL/CSA 60950-1

Physical data

Camera weight, incl. battery 0.825 kg (1.82 lb.)

Camera size (L × W × H) 246 × 97 × 184 mm (9.7 × 3.8 × 7.2 in.)

Tripod mounting UNC ¼"-20 (adapter needed)
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Part number: Scope of delivery

• Hard transport case49001-2301
• Infrared camera with lensSpecifications subject to change without further notice.
• BatteryCamera models and accessories subject to regional
• Calibration certificatemarket considerations. License procedures may apply.
• Camera lens cap

Information and equipment described herein may require • Downloads brochure
US Government authorization for export purposes. • FLIR Tools software CD-ROM
Diversion contrary to US law is prohibited. • Handstrap

• Memory card(v1.07)
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR E60

Part number:

49001-1602
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 60 Hz

Focus Manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Scalable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +650°C (+32°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading, for ambient temperature
10°C to 35°C (+50°F to 95°F)

Measurement analysis

Spotmeter 3

Area 3 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes Arctic, Gray, Iron, Lava, Rainbow and Rainbow HC

Set-up commands Local adaptation of units, language, date and time formats

Languages 21
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory49001-1602
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images; simultaneous storage of IR and visual
market considerations. License procedures may apply. images
Information and equipment described herein may require
US Government authorization for export purposes.

Image annotationsDiversion contrary to US law is prohibited.
Text Text from predefined list or soft keyboard on touch screen(v1.09)

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and one LED light

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, composite video

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Composite

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Safety Power supply: CE/PSE/EN/UL/CSA 60950-1

Physical data

Camera weight, incl. battery 0.825 kg (1.82 lb.)

Camera size (L × W × H) 246 × 97 × 184 mm (9.7 × 3.8 × 7.2 in.)

Tripod mounting UNC ¼"-20 (adapter needed)
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Part number: Scope of delivery

• Hard transport case49001-1602
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery Chargermarket considerations. License procedures may apply.
• Calibration certificate

Information and equipment described herein may require • Camera lens cap
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR Tools software CD-ROM

• Handstrap(v1.09)
• Memory card
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR T200

Part number:

40206-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.20)

Imaging and optical data

IR resolution 200 × 150 pixels

Thermal sensitivity/NETD < 0.1°C @ +30°C (+86°F) / 100 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 2.18 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture Scalable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes BW, BW inv, Iron, Rain

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images; simultaneous storage of IR and visual
images

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB
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Part number: Video recording in camera and video streaming

Non-radiometric IR-video streaming MPEG-4 to PC using USB40206-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional Digital camera
market considerations. License procedures may apply.

Built-in digital camera 1.3 Mpixel (1280 × 1024 pixels), and video lampInformation and equipment described herein may require
US Government authorization for export purposes. Built-in digital lens data FOV 53° × 41°Diversion contrary to US law is prohibited.
(v1.20)

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces USB-mini, USB-A, composite video

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC / streaming
MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR T200 (9 Hz)

Part number:

45606-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.32)

Imaging and optical data

IR resolution 240 × 180 pixels

Thermal sensitivity/NETD < 0.08°C @ +30°C (+86°F) / 80 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.82 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture Scalable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes BW, BW inv, Iron, Rain

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images; simultaneous storage of IR and visual
images
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Part number: Image annotations

Voice 60 seconds45606-0201
Specifications subject to change without further notice. External sensors Possible to connect (Bluetooth®):
Camera models and accessories subject to regional Extech Moisture Meter MO297
market considerations. License procedures may apply. Extech Clamp Meter EX845
Information and equipment described herein may require Report generation • Separate PC software with extensive report generationUS Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Video recording in camera and video streaming(v1.32)

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case45606-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Calibration certificate
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.32)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR T250

Part number:

40205-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data

IR resolution 200 × 150 pixels

Thermal sensitivity/NETD < 0.08°C @ +30°C (+86°F) / 80 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 2.18 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture Scalable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes BW, BW inv, Iron, Rain

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images; simultaneous storage of IR and visual
images

Panorama For creating panorama images in FLIR Reporter
Professional software
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Part number: Image annotations

Voice 60 seconds40205-0201
Specifications subject to change without further notice. Text Text from predefined list or soft keyboard on touch screen
Camera models and accessories subject to regional

Image marker On IR or visual imagemarket considerations. License procedures may apply.
Information and equipment described herein may require Sketch From touch screen
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Video recording in camera and video streaming(v1.04)
Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 1.3 Mpixel (1280 × 1024 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces USB-mini, USB-A, composite video, headset connection

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC / streaming
MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Headset
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR T250 (9 Hz)

Part number:

45605-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.16)

Imaging and optical data

IR resolution 240 × 180 pixels

Thermal sensitivity/NETD < 0.08°C @ +30°C (+86°F) / 80 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.82 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture Scalable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes BW, BW inv, Iron, Rain

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images; simultaneous storage of IR and visual
images

Panorama For creating panorama images in FLIR Reporter
Professional software
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Part number: Image annotations

Voice 60 seconds45605-0201
Specifications subject to change without further notice. Text Text from predefined list or soft keyboard on touch screen
Camera models and accessories subject to regional

Image marker On IR or visual imagemarket considerations. License procedures may apply.
Information and equipment described herein may require Sketch From touch screen
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. External sensors Possible to connect (Bluetooth®):

Extech Moisture Meter MO297(v1.16) Extech Clamp Meter EX845

Report generation • Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case45605-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Calibration certificate
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.16)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR T250 (9 Hz) + EX845

Part number:

45605-0201-1
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This is a bundled product consisting of a FLIR camera and an Extech product.

Scope of delivery

• 45605-0201 - FLIR T250 (9 Hz)
• T910972 - EX845: Clamp meter + IR therm TRMS 1000A AC/DC
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FLIR T300 (30 Hz)

Part number:

45305-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.16)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 30 Hz

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)
+200°C to +650°C (+392°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card
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Part number: Storage of images

Image storage mode IR/visual images; simultaneous storage of IR and visual45305-0201
imagesSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Image annotations
Information and equipment described herein may require

Voice 60 secondsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Text Text from predefined list or soft keyboard on touch screen
(v1.16)

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case45305-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Calibration certificate
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.16)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR T330 (50 Hz)

Part number:

45004-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.14)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.08°C @ +30°C (+86°F) / 80 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 50 Hz (PAL) / 60 Hz (NTSC)

Focus Automatic or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown within temp interval on visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 3

Area 3 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarm (above/below) on spotmeter, box or
difference temperature

Screening Difference temperature alarm, audible

Set-up

Color palettes BW, BW inv, Iron, Rain

Set-up commands Local adaptation of units, language, date and time formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory45004-0201
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images; simultaneous storage of IR and visual
market considerations. License procedures may apply. images
Information and equipment described herein may require
US Government authorization for export purposes.

Image annotationsDiversion contrary to US law is prohibited.
Voice 60 seconds(v1.14)

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case45004-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Calibration certificate
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.14)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR T335 (30 Hz)

Part number:

45311-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.17)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 30 Hz

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)
+200°C to +650°C (+392°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card
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Part number: Storage of images

Image storage mode IR/visual images; simultaneous storage of IR and visual45311-0201
imagesSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Image annotations
Information and equipment described herein may require

Voice 60 secondsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Text Text from predefined list or soft keyboard on touch screen
(v1.17)

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20

95 (of 3109) http://www.flir.com · http://support.flir.com FLIR Txxx series



Part number: Scope of delivery

• Hard transport case45311-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Calibration certificate
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.17)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR T335 (30 Hz) + EX845

Part number:

45311-0201-1
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

This is a bundled product consisting of a FLIR camera and an Extech product.

Scope of delivery

• 45311-0201 - FLIR T335 (30 Hz)
• T910972 - EX845: Clamp meter + IR therm TRMS 1000A AC/DC
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FLIR T335 (9 Hz)

Part number:

45609-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.16)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)
+200°C to +650°C (+392°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card
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Part number: Storage of images

Image storage mode IR/visual images; simultaneous storage of IR and visual45609-0201
imagesSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Image annotations
Information and equipment described herein may require

Voice 60 secondsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Text Text from predefined list or soft keyboard on touch screen
(v1.16)

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case45609-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Calibration certificate
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.16)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR T335 (9 Hz) + EX845

Part number:

45609-0201-1
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This is a bundled product consisting of a FLIR camera and an Extech product.

Scope of delivery

• 45609-0201 - FLIR T335 (9 Hz)
• T910972 - EX845: Clamp meter + IR therm TRMS 1000A AC/DC
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FLIR T340 (50 Hz)

Part number:

45002-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.14)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.08°C @ +30°C (+86°F) / 80 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 50 Hz (PAL) / 60 Hz (NTSC)

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown within temp interval on visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarm (above/below) on spotmeter, box or
difference temperature

Screening Difference temperature alarm, audible

Set-up

Color palettes BW, BW inv, Iron, Rain

Set-up commands Local adaptation of units, language, date and time formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory45002-0201
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images; simultaneous storage of IR and visual
market considerations. License procedures may apply. images
Information and equipment described herein may require
US Government authorization for export purposes.

Image annotationsDiversion contrary to US law is prohibited.
Voice 60 seconds(v1.14)

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case45002-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Downloads brochure
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.14)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR T360 (30 Hz)

Part number:

45302-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.15)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 30 Hz

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown within temp interval on visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)
+200°C to +650°C (+392°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarm (above/below) on spotmeter, box or
difference temperature

Screening Difference temperature alarm, audible

Set-up

Color palettes BW, BW inv, Iron, Rain

Set-up commands Local adaptation of units, language, date and time formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory45302-0201
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images; simultaneous storage of IR and visual
market considerations. License procedures may apply. images
Information and equipment described herein may require
US Government authorization for export purposes.

Image annotationsDiversion contrary to US law is prohibited.
Voice 60 seconds(v1.15)

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case45302-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Calibration certificate
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.15)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR T360 (9 Hz)

Part number:

37705-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.2)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.06°C @ +30°C (+86°F) / 60 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown within temp interval on visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Screening Difference temperature alarm, audible

Set-up

Color palettes BW, BW inv, Iron, Rain

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card (1000+ images)

Image storage mode IR/visual images; simultaneous storage of IR and visual
images
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Part number: Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB37705-0102
Specifications subject to change without further notice. Non-radiometric IR-video streaming MPEG-4 to PC using USB
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Digital cameraInformation and equipment described herein may require
US Government authorization for export purposes. Built-in digital camera 1.3 Mpixel (1280 × 1024 pixels), and video lampDiversion contrary to US law is prohibited.

Built-in digital lens data FOV 53° × 41°(v1.2)

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces USB-mini, USB-A, composite video

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR T365 (30 Hz)

Part number:

45309-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.15)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 30 Hz

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown within temp interval on visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)
+200°C to +650°C (+392°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarm (above/below) on spotmeter, box or
difference temperature

Screening Difference temperature alarm, audible

Set-up

Color palettes BW, BW inv, Iron, Rain

Set-up commands Local adaptation of units, language, date and time formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory45309-0201
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images; simultaneous storage of IR and visual
market considerations. License procedures may apply. images
Information and equipment described herein may require
US Government authorization for export purposes.

Image annotationsDiversion contrary to US law is prohibited.
Voice 60 seconds(v1.15)

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20

111 (of 3109) http://www.flir.com · http://support.flir.com FLIR Txxx series



Part number: Scope of delivery

• Hard transport case45309-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Calibration certificate
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.15)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR T365 (30 Hz) + EX845

Part number:

45309-0201-1
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This is a bundled product consisting of a FLIR camera and an Extech product.

Scope of delivery

• 45309-0201 - FLIR T365 (30 Hz)
• T910972 - EX845: Clamp meter + IR therm TRMS 1000A AC/DC
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FLIR T365 (9 Hz)

Part number:

45602-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.15)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown within temp interval on visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)
+200°C to +650°C (+392°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarm (above/below) on spotmeter, box or
difference temperature

Screening Difference temperature alarm, audible

Set-up

Color palettes BW, BW inv, Iron, Rain

Set-up commands Local adaptation of units, language, date and time formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory45602-0201
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images; simultaneous storage of IR and visual
market considerations. License procedures may apply. images
Information and equipment described herein may require
US Government authorization for export purposes.

Image annotationsDiversion contrary to US law is prohibited.
Voice 60 seconds(v1.15)

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case45602-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Calibration certificate
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.15)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR T365 (9 Hz) + EX845

Part number:

45602-0201-1
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This is a bundled product consisting of a FLIR camera and an Extech product.

Scope of delivery

• 45602-0201 - FLIR T365 (9 Hz)
• T910972 - EX845: Clamp meter + IR therm TRMS 1000A AC/DC
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FLIR T390 (50 Hz)

Part number:

45001-0202
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.15)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.08°C @ +30°C (+86°F) / 80 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 50 Hz (PAL) / 60 Hz (NTSC)

Focus Automatic or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarms (above/below) on spotmeters, boxes
or difference temperature

Screening Difference temperature alarm, audible

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered

Set-up commands Local adaptation of units, language, date and time formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory45001-0202
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images; simultaneous storage of IR and visual
market considerations. License procedures may apply. images
Information and equipment described herein may require Periodic image storage Every 10 seconds up to 24 hoursUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Panorama For creating panorama images in FLIR Reporter

Professional software(v1.15)

Image annotations

Voice 60 seconds (via Bluetooth)

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Visual video recording Video clip to memory card

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)
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Part number: Physical data

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens45001-0202
pointing forwardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Tripod mounting UNC ¼"-20
market considerations. License procedures may apply.
Information and equipment described herein may require

Scope of deliveryUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. • Hard transport case

• Infrared camera with lens(v1.15)
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR T400 (30 Hz)

Part number:

45301-0202
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.15)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 30 Hz

Focus Automatic or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)
+200°C to +1200°C (+392°F to +2192°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarms (above/below) on spotmeters, boxes
and difference temperature

Screening Difference temperature alarm, audible

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered
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Part number: Set-up

Set-up commands Local adaptation of units, language, date and time formats45301-0202
Specifications subject to change without further notice.
Camera models and accessories subject to regional Storage of images
market considerations. License procedures may apply.

Image storage Standard JPEG, including measurement data, on memoryInformation and equipment described herein may require
cardUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Image storage mode IR/visual images; simultaneous storage of IR and visual
images(v1.15)

Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth)

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Visual video recording Video clip to memory card

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)
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Part number: Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)45301-0202
Specifications subject to change without further notice. Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
Camera models and accessories subject to regional pointing forward
market considerations. License procedures may apply.

Tripod mounting UNC ¼"-20Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Scope of delivery
(v1.15)

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR T425 (30 Hz)

Part number:

45307-0202
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.15)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 30 Hz

Focus Automatic or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)
+200°C to +1200°C (+392°F to +2192°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarms (above/below) on spotmeters, boxes
and difference temperature

Screening Difference temperature alarm, audible

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered
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Part number: Set-up

Set-up commands Local adaptation of units, language, date and time formats45307-0202
Specifications subject to change without further notice.
Camera models and accessories subject to regional Storage of images
market considerations. License procedures may apply.

Image storage Standard JPEG, including measurement data, on memoryInformation and equipment described herein may require
cardUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Image storage mode IR/visual images; simultaneous storage of IR and visual
images(v1.15)

Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth)

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Visual video recording Video clip to memory card

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)
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Part number: Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)45307-0202
Specifications subject to change without further notice. Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
Camera models and accessories subject to regional pointing forward
market considerations. License procedures may apply.

Tripod mounting UNC ¼"-20Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Scope of delivery
(v1.15)

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR T425 (30 Hz) + EX845

Part number:

45307-0202-1
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This is a bundled product consisting of a FLIR camera and an Extech product.

Scope of delivery

• 45307-0202 - FLIR T425 (30 Hz)
• T910972 - EX845: Clamp meter + IR therm TRMS 1000A AC/DC
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FLIR T425 (9 Hz)

Part number:

45601-0202
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.15)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)
+200°C to +1200°C (+392°F to +2192°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarms (above/below) on spotmeters, boxes
and difference temperature

Screening Difference temperature alarm, audible

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered
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Part number: Set-up

Set-up commands Local adaptation of units, language, date and time formats45601-0202
Specifications subject to change without further notice.
Camera models and accessories subject to regional Storage of images
market considerations. License procedures may apply.

Image storage Standard JPEG, including measurement data, on memoryInformation and equipment described herein may require
cardUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Image storage mode IR/visual images; simultaneous storage of IR and visual
images(v1.15)

Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth)

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Visual video recording Video clip to memory card

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)
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Part number: Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)45601-0202
Specifications subject to change without further notice. Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
Camera models and accessories subject to regional pointing forward
market considerations. License procedures may apply.

Tripod mounting UNC ¼"-20Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Scope of delivery
(v1.15)

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR T425 (9 Hz) + EX845

Part number:

45601-0202-1
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This is a bundled product consisting of a FLIR camera and an Extech product.

Scope of delivery

• 45601-0202 - FLIR T425 (9 Hz)
• T910972 - EX845: Clamp meter + IR therm TRMS 1000A AC/DC
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FLIR B200

Part number:

40208-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.21)

Imaging and optical data

IR resolution 200 × 150 pixels

Thermal sensitivity/NETD < 0.08°C @ +30°C (+86°F) / 80 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 2.18 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture Scalable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images; simultaneous storage of IR and visual
images
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Part number: Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB40208-0102
Specifications subject to change without further notice. Non-radiometric IR-video streaming MPEG-4 to PC using USB
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Digital cameraInformation and equipment described herein may require
US Government authorization for export purposes. Built-in digital camera 1.3 Mpixel (1280 × 1024 pixels), and video lampDiversion contrary to US law is prohibited.

Built-in digital lens data FOV 53° × 41°(v1.21)

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces USB-mini, USB-A, composite video

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC / streaming
MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR B200 (9 Hz)

Part number:

45608-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.32)

Imaging and optical data

IR resolution 240 × 180 pixels

Thermal sensitivity/NETD < 0.07°C @ +30°C (+86°F) / 70 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.82 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture Scalable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card
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Part number: Storage of images

Image storage mode IR/visual images; simultaneous storage of IR and visual45608-0201
imagesSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Image annotations
Information and equipment described herein may require

Voice 60 secondsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. External sensors Possible to connect (Bluetooth®):

Extech Moisture Meter MO297(v1.32)
Extech Clamp Meter EX845

Report generation • Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case45608-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Calibration certificate
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.32)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B250

Part number:

40207-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data

IR resolution 200 × 150 pixels

Thermal sensitivity/NETD < 0.07°C @ +30°C (+86°F) / 70 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 2.18 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture Scalable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images; simultaneous storage of IR and visual
images

Panorama For creating panorama images in FLIR Reporter
Professional software
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Part number: Image annotations

Voice 60 seconds40207-0201
Specifications subject to change without further notice. Text Text from predefined list or soft keyboard on touch screen
Camera models and accessories subject to regional

Image marker On IR or visual imagemarket considerations. License procedures may apply.
Information and equipment described herein may require Sketch From touch screen
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Video recording in camera and video streaming(v1.04)
Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 1.3 Mpixel (1280 × 1024 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces USB-mini, USB-A, composite video, headset connection

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC / streaming
MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Headset
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR B250 (9 Hz)

Part number:

45607-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.16)

Imaging and optical data

IR resolution 240 × 180 pixels

Thermal sensitivity/NETD < 0.07°C @ +30°C (+86°F) / 70 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.82 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture Scalable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images; simultaneous storage of IR and visual
images

140 (of 3109) http://www.flir.com · http://support.flir.com FLIR Bxxx series



Part number: Storage of images

Panorama For creating panorama images in FLIR Reporter45607-0201
Professional softwareSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Image annotations
Information and equipment described herein may require

Voice 60 secondsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Text Text from predefined list or soft keyboard on touch screen
(v1.16)

Image marker On IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case45607-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Calibration certificate
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.16)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B250 (9 Hz) + MO297

Part number:

45607-0201-1
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This is a bundled product consisting of a FLIR camera and an Extech product.

Scope of delivery

• 45607-0201 - FLIR B250 (9 Hz)
• T910973 - MO297: Moisture meter, pinless with memory
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FLIR B300 (30 Hz)

Part number:

45306-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.16)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 30 Hz

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card
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Part number: Storage of images

Image storage mode IR/visual images; simultaneous storage of IR and visual45306-0201
imagesSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Image annotations
Information and equipment described herein may require

Voice 60 secondsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Text Text from predefined list or soft keyboard on touch screen
(v1.16)

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case45306-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Calibration certificate
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.16)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B335 (30 Hz)

Part number:

45312-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.17)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 30 Hz

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card
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Part number: Storage of images

Image storage mode IR/visual images; simultaneous storage of IR and visual45312-0201
imagesSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Image annotations
Information and equipment described herein may require

Voice 60 secondsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Text Text from predefined list or soft keyboard on touch screen
(v1.17)

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case45312-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Calibration certificate
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.17)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B335 (30 Hz) + MO297

Part number:

45312-0201-1
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

This is a bundled product consisting of a FLIR camera and an Extech product.

Scope of delivery

• 45312-0201 - FLIR B335 (30 Hz)
• T910973 - MO297: Moisture meter, pinless with memory
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FLIR B335 (9 Hz)

Part number:

45610-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.16)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, picture in picture, thumbnail gallery

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card
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Part number: Storage of images

Image storage mode IR/visual images; simultaneous storage of IR and visual45610-0201
imagesSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Image annotations
Information and equipment described herein may require

Voice 60 secondsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Text Text from predefined list or soft keyboard on touch screen
(v1.16)

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case45610-0201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth® USB micro adapter

Information and equipment described herein may require • Calibration certificate
US Government authorization for export purposes. • Downloads brochure
Diversion contrary to US law is prohibited. • FLIR QuickReport™ PC software CD-ROM

• Headset(v1.16)
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B335 (9 Hz) + MO297

Part number:

45610-0201-1
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This is a bundled product consisting of a FLIR camera and an Extech product.

Scope of delivery

• 45610-0201 - FLIR B335 (9 Hz)
• T910973 - MO297: Moisture meter, pinless with memory
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FLIR B360 (30 Hz)

Part number:

45304-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.15)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 30 Hz

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown within temp interval on visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarm (above/below) on spotmeter, box or
difference temperature

Screening Difference temperature alarm, audible

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered
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Part number: Set-up

Set-up commands Local adaptation of units, language, date and time formats45304-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional Storage of images
market considerations. License procedures may apply.

Image storage Standard JPEG, including measurement data, on memoryInformation and equipment described herein may require
cardUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Image storage mode IR/visual images; simultaneous storage of IR and visual
images(v1.15)

Image annotations

Voice 60 seconds

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward
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Part number: Physical data

Tripod mounting UNC ¼"-2045304-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional Scope of delivery
market considerations. License procedures may apply.

• Hard transport caseInformation and equipment described herein may require
• Infrared camera with lensUS Government authorization for export purposes.
• Battery (2 ea.)Diversion contrary to US law is prohibited.
• Battery charger

(v1.15) • Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Headset
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B360 (9 Hz)

Part number:

37706-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.2)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.06°C @ +30°C (+86°F) / 60 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown within temp interval on visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered

Set-up commands Local adaptation of units, language, date and time formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card (1000+ images)

Image storage mode IR/visual images; simultaneous storage of IR and visual
images
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Part number: Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB37706-0102
Specifications subject to change without further notice. Non-radiometric IR-video streaming MPEG-4 to PC using USB
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Digital cameraInformation and equipment described herein may require
US Government authorization for export purposes. Built-in digital camera 1.3 Mpixel (1280 × 1024 pixels), and video lampDiversion contrary to US law is prohibited.

Built-in digital lens data FOV 53° × 41°(v1.2)

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces USB-mini, USB-A, composite video

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
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FLIR B365 (30 Hz)

Part number:

45310-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.15)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 30 Hz

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown within temp interval on visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarm (above/below) on spotmeter, box or
difference temperature

Screening Difference temperature alarm, audible

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered
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Part number: Set-up

Set-up commands Local adaptation of units, language, date and time formats45310-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional Storage of images
market considerations. License procedures may apply.

Image storage Standard JPEG, including measurement data, on memoryInformation and equipment described herein may require
cardUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Image storage mode IR/visual images; simultaneous storage of IR and visual
images(v1.15)

Image annotations

Voice 60 seconds

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward

161 (of 3109) http://www.flir.com · http://support.flir.com FLIR Bxxx series



Part number: Physical data

Tripod mounting UNC ¼"-2045310-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional Scope of delivery
market considerations. License procedures may apply.

• Hard transport caseInformation and equipment described herein may require
• Infrared camera with lensUS Government authorization for export purposes.
• Battery (2 ea.)Diversion contrary to US law is prohibited.
• Battery charger

(v1.15) • Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Headset
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B365 (30 Hz) + MO297

Part number:

45310-0201-1
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This is a bundled product consisting of a FLIR camera and an Extech product.

Scope of delivery

• 45310-0201 - FLIR B365 (30 Hz)
• T910973 - MO297: Moisture meter, pinless with memory
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FLIR B365 (9 Hz)

Part number:

45604-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.15)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown within temp interval on visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarm (above/below) on spotmeter, box or
difference temperature

Screening Difference temperature alarm, audible

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered
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Part number: Set-up

Set-up commands Local adaptation of units, language, date and time formats45604-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional Storage of images
market considerations. License procedures may apply.

Image storage Standard JPEG, including measurement data, on memoryInformation and equipment described herein may require
cardUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Image storage mode IR/visual images; simultaneous storage of IR and visual
images(v1.15)

Image annotations

Voice 60 seconds

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)

Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
pointing forward
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Part number: Physical data

Tripod mounting UNC ¼"-2045604-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional Scope of delivery
market considerations. License procedures may apply.

• Hard transport caseInformation and equipment described herein may require
• Infrared camera with lensUS Government authorization for export purposes.
• Battery (2 ea.)Diversion contrary to US law is prohibited.
• Battery charger

(v1.15) • Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Headset
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B365 (9 Hz) + MO297

Part number:

45604-0201-1
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This is a bundled product consisting of a FLIR camera and an Extech product.

Scope of delivery

• 45604-0201 - FLIR B365 (9 Hz)
• T910973 - MO297: Moisture meter, pinless with memory
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FLIR B400 (30 Hz)

Part number:

45303-0202
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.15)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 30 Hz

Focus Automatic or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarms (above/below) on spotmeters, boxes
and difference temperature

Screening Difference temperature alarm, audible

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm
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Part number: Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered45303-0202
Specifications subject to change without further notice. Set-up commands Local adaptation of units, language, date and time formats
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Storage of imagesInformation and equipment described herein may require
US Government authorization for export purposes. Image storage Standard JPEG, including measurement data, on memoryDiversion contrary to US law is prohibited. card
(v1.15)

Image storage mode IR/visual images; simultaneous storage of IR and visual
images

Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth)

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Visual video recording Video clip to memory card

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)
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Part number: Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)45303-0202
Specifications subject to change without further notice. Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
Camera models and accessories subject to regional pointing forward
market considerations. License procedures may apply.

Tripod mounting UNC ¼"-20Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Scope of delivery
(v1.15)

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B425 (30 Hz)

Part number:

45308-0202
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.15)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 30 Hz

Focus Automatic or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarms (above/below) on spotmeters, boxes
and difference temperature

Screening Difference temperature alarm, audible

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm
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Part number: Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered45308-0202
Specifications subject to change without further notice. Set-up commands Local adaptation of units, language, date and time formats
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Storage of imagesInformation and equipment described herein may require
US Government authorization for export purposes. Image storage Standard JPEG, including measurement data, on memoryDiversion contrary to US law is prohibited. card
(v1.15)

Image storage mode IR/visual images; simultaneous storage of IR and visual
images

Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth)

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Visual video recording Video clip to memory card

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)
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Part number: Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)45308-0202
Specifications subject to change without further notice. Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
Camera models and accessories subject to regional pointing forward
market considerations. License procedures may apply.

Tripod mounting UNC ¼"-20Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Scope of delivery
(v1.15)

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B425 (30 Hz) + MO297

Part number:

45308-0202-1
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This is a bundled product consisting of a FLIR camera and an Extech product.

Scope of delivery

• 45308-0202 - FLIR B425 (30 Hz)
• T910973 - MO297: Moisture meter, pinless with memory
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FLIR B425 (9 Hz)

Part number:

45603-0202
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.15)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.4 m (1.31 ft.)

Spatial resolution (IFOV) 1.36 mrad

Image frequency 9 Hz

Focus Automatic or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in touch screen, 3.5 in. LCD, 320 × 240 pixels

Image modes IR image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Object temperature range –20°C to +120°C (–4°F to +248°F)
0°C to +350°C (+32°F to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 5

Area 5 boxes with max./min./average

Automatic hot/cold detection Auto hot or cold spotmeter markers within area

Isotherm Detect high/low temperature/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

External optics/windows correction Automatic, based on inputs of optics/window transmission
and temperature

Measurement corrections Reflected temperature, optics transmission and
atmospheric transmission

Measurement function alarm Audible/visual alarms (above/below) on spotmeters, boxes
and difference temperature

Screening Difference temperature alarm, audible

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm
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Part number: Set-up

Color palettes BW, BW inv, Iron, Rain, RainHC, Bluered45603-0202
Specifications subject to change without further notice. Set-up commands Local adaptation of units, language, date and time formats
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Storage of imagesInformation and equipment described herein may require
US Government authorization for export purposes. Image storage Standard JPEG, including measurement data, on memoryDiversion contrary to US law is prohibited. card
(v1.15)

Image storage mode IR/visual images; simultaneous storage of IR and visual
images

Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth)

Text Text from predefined list or soft keyboard on touch screen

Image marker 4 on IR or visual image

Sketch From touch screen

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera including IR and
visual images

• Separate PC software with extensive report generation

Video recording in camera and video streaming

Visual video recording Video clip to memory card

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.1 Mpixel (2048 × 1536 pixels), and video lamp

Built-in digital lens data FOV 53° × 41°

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, composite video,
headset connection

Bluetooth Communication with headset and external sensors, using
USB adapter

Wi-Fi Peer to peer (adhoc) or infrastructure (network), using USB
adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 4 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation Camera housing and lens: IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)
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Part number: Physical data

Camera weight, incl. battery 0.88 kg (1.94 lb.)45603-0202
Specifications subject to change without further notice. Camera size (L × W × H) 106 × 201 × 125 mm (4.2 × 7.9 × 4.9 in.), with built-in lens
Camera models and accessories subject to regional pointing forward
market considerations. License procedures may apply.

Tripod mounting UNC ¼"-20Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Scope of delivery
(v1.15)

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Sunshield
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B425 (9 Hz) + MO297

Part number:

45603-0202-1
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This is a bundled product consisting of a FLIR camera and an Extech product.

Scope of delivery

• 45603-0202 - FLIR B425 (9 Hz)
• T910973 - MO297: Moisture meter, pinless with memory
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FLIR T620 15° (incl. Wi-Fi)

Part number:

55901-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.13)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 15° x 11° / 0.5 m (1.64 ft.)

Spatial resolution (IFOV) 0.41 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory55901-0101
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual and IR image automatically grouped togheter.Information and equipment described herein may require
US Government authorization for export purposes. Periodic image storage 7 seconds to 24 hours (IR)Diversion contrary to US law is prohibited. 14 seconds to 24 hours (IR and visual)
(v1.13)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB or WLAN

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)
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Part number: Environmental data

Encapsulation IP 54 (IEC 60529)55901-0101
Specifications subject to change without further notice. Bump 25 g (IEC 60068-2-29)
Camera models and accessories subject to regional

Vibration 2 g (IEC 60068-2-6)market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes. Physical dataDiversion contrary to US law is prohibited.

Weight 1.33 kg (2.93 lb.)(v1.13)
Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T620 25° (incl. Wi-Fi)

Part number:

55901-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.12)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.25 m (0.82 ft.)

Spatial resolution (IFOV) 0.68 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory55901-0102
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual and IR image automatically grouped togheter.Information and equipment described herein may require
US Government authorization for export purposes. Periodic image storage 7 seconds to 24 hours (IR)Diversion contrary to US law is prohibited. 14 seconds to 24 hours (IR and visual)
(v1.12)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB or WLAN

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)
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Part number: Environmental data

Encapsulation IP 54 (IEC 60529)55901-0102
Specifications subject to change without further notice. Bump 25 g (IEC 60068-2-29)
Camera models and accessories subject to regional

Vibration 2 g (IEC 60068-2-6)market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes. Physical dataDiversion contrary to US law is prohibited.

Weight 1.3 kg (2.87 lb.)(v1.12)
Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T620 45° (incl. Wi-Fi)

Part number:

55901-0103
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.13)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° x 34° / 0.15 m (0.49 ft.)

Spatial resolution (IFOV) 1.23 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory55901-0103
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual and IR image automatically grouped togheter.Information and equipment described herein may require
US Government authorization for export purposes. Periodic image storage 7 seconds to 24 hours (IR)Diversion contrary to US law is prohibited. 14 seconds to 24 hours (IR and visual)
(v1.13)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB or WLAN

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)
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Part number: Environmental data

Encapsulation IP 54 (IEC 60529)55901-0103
Specifications subject to change without further notice. Bump 25 g (IEC 60068-2-29)
Camera models and accessories subject to regional

Vibration 2 g (IEC 60068-2-6)market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes. Physical dataDiversion contrary to US law is prohibited.

Weight 1.35 kg (2.97 lb.)(v1.13)
Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T620bx 15° (incl. Wi-Fi)

Part number:

55901-0301
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.13)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 15° x 11° / 0.5 m (1.64 ft.)

Spatial resolution (IFOV) 0.41 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update
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Part number: Set-up

Camera software update Use PC software FLIR Tools55901-0301
Specifications subject to change without further notice.
Camera models and accessories subject to regional Storage of images
market considerations. License procedures may apply.

Image storage Standard JPEG, including measurement data, on memoryInformation and equipment described herein may require
cardUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.(v1.13)
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB or WLAN

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles
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Part number: Environmental data

EMC • ETSI EN 301 489-1 (radio)55901-0301
• EN 61000-6-2 (Immunity)Specifications subject to change without further notice.
• EN 61000-6-3 (Emission)Camera models and accessories subject to regional
• FCC 47 CFR Part 15 Class B (Emission)market considerations. License procedures may apply.

Encapsulation IP 54 (IEC 60529)Information and equipment described herein may require
US Government authorization for export purposes. Bump 25 g (IEC 60068-2-29)Diversion contrary to US law is prohibited.

Vibration 2 g (IEC 60068-2-6)(v1.13)

Physical data

Weight 1.33 kg (2.93 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T620bx 25° (incl. Wi-Fi)

Part number:

55901-0302
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.13)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.25 m (0.82 ft.)

Spatial resolution (IFOV) 0.68 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update
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Part number: Set-up

Camera software update Use PC software FLIR Tools55901-0302
Specifications subject to change without further notice.
Camera models and accessories subject to regional Storage of images
market considerations. License procedures may apply.

Image storage Standard JPEG, including measurement data, on memoryInformation and equipment described herein may require
cardUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.(v1.13)
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB or WLAN

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles
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Part number: Environmental data

EMC • ETSI EN 301 489-1 (radio)55901-0302
• EN 61000-6-2 (Immunity)Specifications subject to change without further notice.
• EN 61000-6-3 (Emission)Camera models and accessories subject to regional
• FCC 47 CFR Part 15 Class B (Emission)market considerations. License procedures may apply.

Encapsulation IP 54 (IEC 60529)Information and equipment described herein may require
US Government authorization for export purposes. Bump 25 g (IEC 60068-2-29)Diversion contrary to US law is prohibited.

Vibration 2 g (IEC 60068-2-6)(v1.13)

Physical data

Weight 1.3 kg (2.87 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T620bx 45° (incl. Wi-Fi)

Part number:

55901-0303
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.13)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° x 34° / 0.15 m (0.49 ft.)

Spatial resolution (IFOV) 1.23 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update
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Part number: Set-up

Camera software update Use PC software FLIR Tools55901-0303
Specifications subject to change without further notice.
Camera models and accessories subject to regional Storage of images
market considerations. License procedures may apply.

Image storage Standard JPEG, including measurement data, on memoryInformation and equipment described herein may require
cardUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.(v1.13)
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB or WLAN

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles
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Part number: Environmental data

EMC • ETSI EN 301 489-1 (radio)55901-0303
• EN 61000-6-2 (Immunity)Specifications subject to change without further notice.
• EN 61000-6-3 (Emission)Camera models and accessories subject to regional
• FCC 47 CFR Part 15 Class B (Emission)market considerations. License procedures may apply.

Encapsulation IP 54 (IEC 60529)Information and equipment described herein may require
US Government authorization for export purposes. Bump 25 g (IEC 60068-2-29)Diversion contrary to US law is prohibited.

Vibration 2 g (IEC 60068-2-6)(v1.13)

Physical data

Weight 1.35 kg (2.97 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T640 15° (incl. Wi-Fi)

Part number:

55901-0401
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.14)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 15° x 11° / 0.5 m (1.64 ft.)

Spatial resolution (IFOV) 0.41 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Viewfinder Built-in 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)
+300°C to +2000°C (+572°F to +3632°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Profile 1 live line

Measurement presets Yes

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list
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Part number: Measurement analysis

Measurement corrections Reflected temperature, optics transmission, atmospheric55901-0401
transmission and external opticsSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Set-up
Information and equipment described herein may require

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HCUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Set-up commands Configure information to be shown in image; programmable

button; local adaptation of units, language, date and time(v1.14)
formats, camera software update

Camera software update Use PC software FLIR Tools

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB or WLAN

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)
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Part number: Power system

Power management Automatic shutdown and sleep mode (user selectable)55901-0401
Specifications subject to change without further notice.
Camera models and accessories subject to regional Environmental data
market considerations. License procedures may apply.

Operating temperature range –15°C to +50°C (+5°F to +122°F)Information and equipment described herein may require
US Government authorization for export purposes. Storage temperature range –40°C to +70°C (–40°F to +158°F)Diversion contrary to US law is prohibited.

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C(v1.14)
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 1.33 kg (2.93 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T640 25° (incl. Wi-Fi)

Part number:

55901-0402
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.14)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.25 m (0.82 ft.)

Spatial resolution (IFOV) 0.68 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Viewfinder Built-in 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)
+300°C to +2000°C (+572°F to +3632°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Profile 1 live line

Measurement presets Yes

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list
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Part number: Measurement analysis

Measurement corrections Reflected temperature, optics transmission, atmospheric55901-0402
transmission and external opticsSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Set-up
Information and equipment described herein may require

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HCUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Set-up commands Configure information to be shown in image; programmable

button; local adaptation of units, language, date and time(v1.14)
formats, camera software update

Camera software update Use PC software FLIR Tools

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB or WLAN

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Radio

Wi-Fi Standard: 802.11 b/g
Frequency range: 2412–2462 MHz
Max output power: 15 dBm

Bluetooth Frequency range: 2402–2480 MHz
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Part number: Radio

Antenna Internal55901-0402
Specifications subject to change without further notice.
Camera models and accessories subject to regional Power system
market considerations. License procedures may apply.

Battery Li Ion, 2.5 hours operating timeInformation and equipment described herein may require
US Government authorization for export purposes. Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bayDiversion contrary to US law is prohibited. charger
(v1.14)

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• ETSI EN 301 489-17
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)
• ICES-003

Radio spectrum • ETSI EN 300 328
• FCC Part 15.247
• RSS-210

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Safety EN/UL/CSA/PSE 60950-1

Physical data

Weight 1.3 kg (2.87 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T640 45° (incl. Wi-Fi)

Part number:

55901-0403
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.14)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° x 34° / 0.15 m (0.49 ft.)

Spatial resolution (IFOV) 1.23 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Viewfinder Built-in 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)
+300°C to +2000°C (+572°F to +3632°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Profile 1 live line

Measurement presets Yes

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list
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Part number: Measurement analysis

Measurement corrections Reflected temperature, optics transmission, atmospheric55901-0403
transmission and external opticsSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Set-up
Information and equipment described herein may require

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HCUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Set-up commands Configure information to be shown in image; programmable

button; local adaptation of units, language, date and time(v1.14)
formats, camera software update

Camera software update Use PC software FLIR Tools

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB or WLAN

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)
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Part number: Power system

Power management Automatic shutdown and sleep mode (user selectable)55901-0403
Specifications subject to change without further notice.
Camera models and accessories subject to regional Environmental data
market considerations. License procedures may apply.

Operating temperature range –15°C to +50°C (+5°F to +122°F)Information and equipment described herein may require
US Government authorization for export purposes. Storage temperature range –40°C to +70°C (–40°F to +158°F)Diversion contrary to US law is prohibited.

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C(v1.14)
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 1.35 kg (2.97 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T640bx 15° (incl. Wi-Fi)

Part number:

55901-0601
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.12)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 15° x 11° / 0.5 m (1.64 ft.)

Spatial resolution (IFOV) 0.41 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Viewfinder Built-in 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Profile 1 live line

Measurement presets Yes

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics
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Part number: Measurement analysis

Humidity alarm 1 humidity alarm, including dew point alarm55901-0601
Specifications subject to change without further notice. Insulation alarm 1 insulation alarm
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Set-upInformation and equipment described herein may require
US Government authorization for export purposes. Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HCDiversion contrary to US law is prohibited.

Set-up commands Configure information to be shown in image; programmable(v1.12)
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB or WLAN

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)
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Part number: Power system

Power management Automatic shutdown and sleep mode (user selectable)55901-0601
Specifications subject to change without further notice.
Camera models and accessories subject to regional Environmental data
market considerations. License procedures may apply.

Operating temperature range –15°C to +50°C (+5°F to +122°F)Information and equipment described herein may require
US Government authorization for export purposes. Storage temperature range –40°C to +70°C (–40°F to +158°F)Diversion contrary to US law is prohibited.

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C(v1.12)
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 1.33 kg (2.93 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T640bx 25° (incl. Wi-Fi)

Part number:

55901-0602
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.12)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.25 m (0.82 ft.)

Spatial resolution (IFOV) 0.68 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Viewfinder Built-in 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Profile 1 live line

Measurement presets Yes

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics
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Part number: Measurement analysis

Humidity alarm 1 humidity alarm, including dew point alarm55901-0602
Specifications subject to change without further notice. Insulation alarm 1 insulation alarm
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Set-upInformation and equipment described herein may require
US Government authorization for export purposes. Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HCDiversion contrary to US law is prohibited.

Set-up commands Configure information to be shown in image; programmable(v1.12)
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB or WLAN

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)
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Part number: Power system

Power management Automatic shutdown and sleep mode (user selectable)55901-0602
Specifications subject to change without further notice.
Camera models and accessories subject to regional Environmental data
market considerations. License procedures may apply.

Operating temperature range –15°C to +50°C (+5°F to +122°F)Information and equipment described herein may require
US Government authorization for export purposes. Storage temperature range –40°C to +70°C (–40°F to +158°F)Diversion contrary to US law is prohibited.

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C(v1.12)
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 1.3 kg (2.87 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T640bx 45° (incl. Wi-Fi)

Part number:

55901-0603
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.12)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° x 34° / 0.15 m (0.49 ft.)

Spatial resolution (IFOV) 1.23 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Viewfinder Built-in 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Profile 1 live line

Measurement presets Yes

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics
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Part number: Measurement analysis

Humidity alarm 1 humidity alarm, including dew point alarm55901-0603
Specifications subject to change without further notice. Insulation alarm 1 insulation alarm
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Set-upInformation and equipment described herein may require
US Government authorization for export purposes. Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HCDiversion contrary to US law is prohibited.

Set-up commands Configure information to be shown in image; programmable(v1.12)
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB or WLAN

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)
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Part number: Power system

Power management Automatic shutdown and sleep mode (user selectable)55901-0603
Specifications subject to change without further notice.
Camera models and accessories subject to regional Environmental data
market considerations. License procedures may apply.

Operating temperature range –15°C to +50°C (+5°F to +122°F)Information and equipment described herein may require
US Government authorization for export purposes. Storage temperature range –40°C to +70°C (–40°F to +158°F)Diversion contrary to US law is prohibited.

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C(v1.12)
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 1.35 kg (2.97 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T620 15°

Part number:

55901-1101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 15° x 11° / 0.5 m (1.64 ft.)

Spatial resolution (IFOV) 0.41 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory55901-1101
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual and IR image automatically grouped togheter.Information and equipment described herein may require
US Government authorization for export purposes. Periodic image storage 7 seconds to 24 hours (IR)Diversion contrary to US law is prohibited. 14 seconds to 24 hours (IR and visual)
(v1.10)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 1.33 kg (2.93 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)
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Part number: Physical data

Tripod mounting UNC ¼"-2055901-1101
Specifications subject to change without further notice.
Camera models and accessories subject to regional Scope of delivery
market considerations. License procedures may apply.

• Hard transport caseInformation and equipment described herein may require
• Infrared camera with lensUS Government authorization for export purposes.
• Battery (2 ea.)Diversion contrary to US law is prohibited.
• Battery charger

(v1.10) • Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T620 25°

Part number:

55901-1102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.25 m (0.82 ft.)

Spatial resolution (IFOV) 0.68 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools

219 (of 3109) http://www.flir.com · http://support.flir.com FLIR T6xx series



Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory55901-1102
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual and IR image automatically grouped togheter.Information and equipment described herein may require
US Government authorization for export purposes. Periodic image storage 7 seconds to 24 hours (IR)Diversion contrary to US law is prohibited. 14 seconds to 24 hours (IR and visual)
(v1.09)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 1.3 kg (2.87 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)
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Part number: Physical data

Tripod mounting UNC ¼"-2055901-1102
Specifications subject to change without further notice.
Camera models and accessories subject to regional Scope of delivery
market considerations. License procedures may apply.

• Hard transport caseInformation and equipment described herein may require
• Infrared camera with lensUS Government authorization for export purposes.
• Battery (2 ea.)Diversion contrary to US law is prohibited.
• Battery charger

(v1.09) • Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T620 45°

Part number:

55901-1103
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° x 34° / 0.15 m (0.49 ft.)

Spatial resolution (IFOV) 1.23 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory55901-1103
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual and IR image automatically grouped togheter.Information and equipment described herein may require
US Government authorization for export purposes. Periodic image storage 7 seconds to 24 hours (IR)Diversion contrary to US law is prohibited. 14 seconds to 24 hours (IR and visual)
(v1.09)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 1.35 kg (2.97 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

223 (of 3109) http://www.flir.com · http://support.flir.com FLIR T6xx series



Part number: Physical data

Tripod mounting UNC ¼"-2055901-1103
Specifications subject to change without further notice.
Camera models and accessories subject to regional Scope of delivery
market considerations. License procedures may apply.

• Hard transport caseInformation and equipment described herein may require
• Infrared camera with lensUS Government authorization for export purposes.
• Battery (2 ea.)Diversion contrary to US law is prohibited.
• Battery charger

(v1.09) • Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T620bx 15°

Part number:

55901-1301
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 15° x 11° / 0.5 m (1.64 ft.)

Spatial resolution (IFOV) 0.41 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update
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Part number: Set-up

Camera software update Use PC software FLIR Tools55901-1301
Specifications subject to change without further notice.
Camera models and accessories subject to regional Storage of images
market considerations. License procedures may apply.

Image storage Standard JPEG, including measurement data, on memoryInformation and equipment described herein may require
cardUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.(v1.09)
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)
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Part number: Physical data

Weight 1.33 kg (2.93 lb.)55901-1301
Specifications subject to change without further notice. Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)
Camera models and accessories subject to regional

Tripod mounting UNC ¼"-20market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes. Scope of deliveryDiversion contrary to US law is prohibited.

• Hard transport case(v1.09)
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T620bx 25°

Part number:

55901-1302
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.25 m (0.82 ft.)

Spatial resolution (IFOV) 0.68 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update
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Part number: Set-up

Camera software update Use PC software FLIR Tools55901-1302
Specifications subject to change without further notice.
Camera models and accessories subject to regional Storage of images
market considerations. License procedures may apply.

Image storage Standard JPEG, including measurement data, on memoryInformation and equipment described herein may require
cardUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.(v1.09)
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)
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Part number: Physical data

Weight 1.3 kg (2.87 lb.)55901-1302
Specifications subject to change without further notice. Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)
Camera models and accessories subject to regional

Tripod mounting UNC ¼"-20market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes. Scope of deliveryDiversion contrary to US law is prohibited.

• Hard transport case(v1.09)
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card

230 (of 3109) http://www.flir.com · http://support.flir.com FLIR T6xx series



FLIR T620bx 45°

Part number:

55901-1303
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° x 34° / 0.15 m (0.49 ft.)

Spatial resolution (IFOV) 1.23 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update
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Part number: Set-up

Camera software update Use PC software FLIR Tools55901-1303
Specifications subject to change without further notice.
Camera models and accessories subject to regional Storage of images
market considerations. License procedures may apply.

Image storage Standard JPEG, including measurement data, on memoryInformation and equipment described herein may require
cardUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.(v1.09)
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)
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Part number: Physical data

Weight 1.35 kg (2.97 lb.)55901-1303
Specifications subject to change without further notice. Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)
Camera models and accessories subject to regional

Tripod mounting UNC ¼"-20market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes. Scope of deliveryDiversion contrary to US law is prohibited.

• Hard transport case(v1.09)
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T640 15°

Part number:

55901-1401
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 15° x 11° / 0.5 m (1.64 ft.)

Spatial resolution (IFOV) 0.41 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Viewfinder Built-in 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)
+300°C to +2000°C (+572°F to +3632°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Profile 1 live line

Measurement presets Yes

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list
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Part number: Measurement analysis

Measurement corrections Reflected temperature, optics transmission, atmospheric55901-1401
transmission and external opticsSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Set-up
Information and equipment described herein may require

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HCUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Set-up commands Configure information to be shown in image; programmable

button; local adaptation of units, language, date and time(v1.09)
formats, camera software update

Camera software update Use PC software FLIR Tools

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles
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Part number: Environmental data

EMC • EN 61000-6-2 (Immunity)55901-1401
• EN 61000-6-3 (Emission)Specifications subject to change without further notice.
• FCC 47 CFR Part 15 Class B (Emission)Camera models and accessories subject to regional

market considerations. License procedures may apply. Encapsulation IP 54 (IEC 60529)
Information and equipment described herein may require Bump 25 g (IEC 60068-2-29)US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Vibration 2 g (IEC 60068-2-6)
(v1.09)

Physical data

Weight 1.33 kg (2.93 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T640 25°

Part number:

55901-1402
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.25 m (0.82 ft.)

Spatial resolution (IFOV) 0.68 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Viewfinder Built-in 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)
+300°C to +2000°C (+572°F to +3632°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Profile 1 live line

Measurement presets Yes

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list
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Part number: Measurement analysis

Measurement corrections Reflected temperature, optics transmission, atmospheric55901-1402
transmission and external opticsSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Set-up
Information and equipment described herein may require

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HCUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Set-up commands Configure information to be shown in image; programmable

button; local adaptation of units, language, date and time(v1.09)
formats, camera software update

Camera software update Use PC software FLIR Tools

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles
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Part number: Environmental data

EMC • EN 61000-6-2 (Immunity)55901-1402
• EN 61000-6-3 (Emission)Specifications subject to change without further notice.
• FCC 47 CFR Part 15 Class B (Emission)Camera models and accessories subject to regional

market considerations. License procedures may apply. Encapsulation IP 54 (IEC 60529)
Information and equipment described herein may require Bump 25 g (IEC 60068-2-29)US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Vibration 2 g (IEC 60068-2-6)
(v1.09)

Physical data

Weight 1.3 kg (2.87 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T640 45°

Part number:

55901-1403
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° x 34° / 0.15 m (0.49 ft.)

Spatial resolution (IFOV) 1.23 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Viewfinder Built-in 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)
+300°C to +2000°C (+572°F to +3632°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Profile 1 live line

Measurement presets Yes

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list
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Part number: Measurement analysis

Measurement corrections Reflected temperature, optics transmission, atmospheric55901-1403
transmission and external opticsSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Set-up
Information and equipment described herein may require

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HCUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Set-up commands Configure information to be shown in image; programmable

button; local adaptation of units, language, date and time(v1.09)
formats, camera software update

Camera software update Use PC software FLIR Tools

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

241 (of 3109) http://www.flir.com · http://support.flir.com FLIR T6xx series



Part number: Environmental data

EMC • EN 61000-6-2 (Immunity)55901-1403
• EN 61000-6-3 (Emission)Specifications subject to change without further notice.
• FCC 47 CFR Part 15 Class B (Emission)Camera models and accessories subject to regional

market considerations. License procedures may apply. Encapsulation IP 54 (IEC 60529)
Information and equipment described herein may require Bump 25 g (IEC 60068-2-29)US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Vibration 2 g (IEC 60068-2-6)
(v1.09)

Physical data

Weight 1.35 kg (2.97 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T640bx 15°

Part number:

55901-1601
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 15° x 11° / 0.5 m (1.64 ft.)

Spatial resolution (IFOV) 0.41 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Viewfinder Built-in 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Profile 1 live line

Measurement presets Yes

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics
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Part number: Measurement analysis

Humidity alarm 1 humidity alarm, including dew point alarm55901-1601
Specifications subject to change without further notice. Insulation alarm 1 insulation alarm
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Set-upInformation and equipment described herein may require
US Government authorization for export purposes. Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HCDiversion contrary to US law is prohibited.

Set-up commands Configure information to be shown in image; programmable(v1.08)
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles
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Part number: Environmental data

EMC • EN 61000-6-2 (Immunity)55901-1601
• EN 61000-6-3 (Emission)Specifications subject to change without further notice.
• FCC 47 CFR Part 15 Class B (Emission)Camera models and accessories subject to regional

market considerations. License procedures may apply. Encapsulation IP 54 (IEC 60529)
Information and equipment described herein may require Bump 25 g (IEC 60068-2-29)US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Vibration 2 g (IEC 60068-2-6)
(v1.08)

Physical data

Weight 1.33 kg (2.93 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T640bx 25°

Part number:

55901-1602
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.25 m (0.82 ft.)

Spatial resolution (IFOV) 0.68 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Viewfinder Built-in 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Profile 1 live line

Measurement presets Yes

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics
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Part number: Measurement analysis

Humidity alarm 1 humidity alarm, including dew point alarm55901-1602
Specifications subject to change without further notice. Insulation alarm 1 insulation alarm
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Set-upInformation and equipment described herein may require
US Government authorization for export purposes. Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HCDiversion contrary to US law is prohibited.

Set-up commands Configure information to be shown in image; programmable(v1.08)
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles
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Part number: Environmental data

EMC • EN 61000-6-2 (Immunity)55901-1602
• EN 61000-6-3 (Emission)Specifications subject to change without further notice.
• FCC 47 CFR Part 15 Class B (Emission)Camera models and accessories subject to regional

market considerations. License procedures may apply. Encapsulation IP 54 (IEC 60529)
Information and equipment described herein may require Bump 25 g (IEC 60068-2-29)US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Vibration 2 g (IEC 60068-2-6)
(v1.08)

Physical data

Weight 1.3 kg (2.87 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T640bx 45°

Part number:

55901-1603
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° x 34° / 0.15 m (0.49 ft.)

Spatial resolution (IFOV) 1.23 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Viewfinder Built-in 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Profile 1 live line

Measurement presets Yes

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics
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Part number: Measurement analysis

Humidity alarm 1 humidity alarm, including dew point alarm55901-1603
Specifications subject to change without further notice. Insulation alarm 1 insulation alarm
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Set-upInformation and equipment described herein may require
US Government authorization for export purposes. Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HCDiversion contrary to US law is prohibited.

Set-up commands Configure information to be shown in image; programmable(v1.08)
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual and IR image automatically grouped togheter.

Periodic image storage 7 seconds to 24 hours (IR)
14 seconds to 24 hours (IR and visual)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Radiometric IR-video streaming Full dynamic to PC using USB

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles
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Part number: Environmental data

EMC • EN 61000-6-2 (Immunity)55901-1603
• EN 61000-6-3 (Emission)Specifications subject to change without further notice.
• FCC 47 CFR Part 15 Class B (Emission)Camera models and accessories subject to regional

market considerations. License procedures may apply. Encapsulation IP 54 (IEC 60529)
Information and equipment described herein may require Bump 25 g (IEC 60068-2-29)US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Vibration 2 g (IEC 60068-2-6)
(v1.08)

Physical data

Weight 1.35 kg (2.97 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T610 15° (incl. Wi-Fi)

Part number:

55901-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 15° x 11° / 0.5 m (1.64 ft.)

Spatial resolution (IFOV) 0.41 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory55901-0201
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual and IR image automatically grouped togheter.Information and equipment described herein may require
US Government authorization for export purposes. Periodic image storage 7 seconds to 24 hours (IR)Diversion contrary to US law is prohibited. 14 seconds to 24 hours (IR and visual)
(v1.01)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)
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Part number: Environmental data

Bump 25 g (IEC 60068-2-29)55901-0201
Specifications subject to change without further notice. Vibration 2 g (IEC 60068-2-6)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Physical dataInformation and equipment described herein may require
US Government authorization for export purposes. Weight 1.33 kg (2.93 lb.)Diversion contrary to US law is prohibited.

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)(v1.01)
Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T610 25° (incl. Wi-Fi)

Part number:

55901-0202
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.25 m (0.82 ft.)

Spatial resolution (IFOV) 0.68 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory55901-0202
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual and IR image automatically grouped togheter.Information and equipment described herein may require
US Government authorization for export purposes. Periodic image storage 7 seconds to 24 hours (IR)Diversion contrary to US law is prohibited. 14 seconds to 24 hours (IR and visual)
(v1.01)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)
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Part number: Environmental data

Bump 25 g (IEC 60068-2-29)55901-0202
Specifications subject to change without further notice. Vibration 2 g (IEC 60068-2-6)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Physical dataInformation and equipment described herein may require
US Government authorization for export purposes. Weight 1.3 kg (2.87 lb.)Diversion contrary to US law is prohibited.

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)(v1.01)
Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T610 45° (incl. Wi-Fi)

Part number:

55901-0203
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° x 34° / 0.15 m (0.49 ft.)

Spatial resolution (IFOV) 1.23 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory55901-0203
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual and IR image automatically grouped togheter.Information and equipment described herein may require
US Government authorization for export purposes. Periodic image storage 7 seconds to 24 hours (IR)Diversion contrary to US law is prohibited. 14 seconds to 24 hours (IR and visual)
(v1.01)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Meterlink Wireless connection (Bluetooth®) to:
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Non-radiometric IR-video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Visual video streaming MPEG-4 using Wi-Fi
Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, Wi-Fi, Digital Video Output

Bluetooth Communication with headset and external sensors

Wi-Fi Peer to peer (adhoc) or infrastructure (network)

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • ETSI EN 301 489-1 (radio)
• EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)
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Part number: Environmental data

Bump 25 g (IEC 60068-2-29)55901-0203
Specifications subject to change without further notice. Vibration 2 g (IEC 60068-2-6)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Physical dataInformation and equipment described herein may require
US Government authorization for export purposes. Weight 1.35 kg (2.97 lb.)Diversion contrary to US law is prohibited.

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)(v1.01)
Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Calibration certificate
• Downloads brochure
• FLIR Tools™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T610 15°

Part number:

55901-1201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 15° x 11° / 0.5 m (1.64 ft.)

Spatial resolution (IFOV) 0.41 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory55901-1201
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual and IR image automatically grouped togheter.Information and equipment described herein may require
US Government authorization for export purposes. Periodic image storage 7 seconds to 24 hours (IR)Diversion contrary to US law is prohibited. 14 seconds to 24 hours (IR and visual)
(v1.01)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 1.33 kg (2.93 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case55901-1201
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Calibration certificate

Information and equipment described herein may require • Downloads brochure
US Government authorization for export purposes. • FLIR Tools™ PC software CD-ROM
Diversion contrary to US law is prohibited. • HDMI-DVI cable

• HDMI-HDMI cable(v1.01)
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T610 25°

Part number:

55901-1202
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 25° × 19° / 0.25 m (0.82 ft.)

Spatial resolution (IFOV) 0.68 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory55901-1202
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual and IR image automatically grouped togheter.Information and equipment described herein may require
US Government authorization for export purposes. Periodic image storage 7 seconds to 24 hours (IR)Diversion contrary to US law is prohibited. 14 seconds to 24 hours (IR and visual)
(v1.01)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 1.3 kg (2.87 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case55901-1202
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Calibration certificate

Information and equipment described herein may require • Downloads brochure
US Government authorization for export purposes. • FLIR Tools™ PC software CD-ROM
Diversion contrary to US law is prohibited. • HDMI-DVI cable

• HDMI-HDMI cable(v1.01)
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR T610 45°

Part number:

55901-1203
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <50 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° x 34° / 0.15 m (0.49 ft.)

Spatial resolution (IFOV) 1.23 mrad

Image frequency 30 Hz

Focus Automatic (one shot) or manual

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Image presentation

Display Built-in touch screen, 4.3 in. wide screen LCD, 800 × 480
pixels

Automatic image adjustment Continuous/manual; linear or histogram based; possible to
lock max, min or span temperature

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Measurement

Temperature range –40°C to +150°C (–40°F to +302°F)
+100°C to +650°C (+212°F to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm Above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set

Emissivity correction Variable from 0.01 to 1.0 or selected from materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Set-up

Color palettes Iron, Gray, Rainbow, Arctic, Lava, Rainbow HC

Set-up commands Configure information to be shown in image; programmable
button; local adaptation of units, language, date and time
formats, camera software update

Camera software update Use PC software FLIR Tools
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory55901-1203
cardSpecifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual and IR image automatically grouped togheter.Information and equipment described herein may require
US Government authorization for export purposes. Periodic image storage 7 seconds to 24 hours (IR)Diversion contrary to US law is prohibited. 14 seconds to 24 hours (IR and visual)
(v1.01)

Image annotations

Text Select text from predefined list, editable in camera or type
direct on soft keyboard on touch screen

Sketch From touch screen

Report generation • Instant Report (*.pdf file) in camera
• Separate PC software with extensive report generation

Video recording in camera

Non-radiometric IR-video recording MPEG-4 to memory card

Visual video recording MPEG-4 to memory card

Video streaming

Non-radiometric IR-video streaming Uncompressed colorized video using USB

Visual video streaming Uncompressed colorized video using USB

Digital camera

Built-in digital camera 5 Mpixel with LED light

Laser pointer

Laser Activated by dedicated button

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces USB-mini, USB-A, Digital Video Output

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC /

Uncompressed colorized video

Video out Digital Video Output (DVI)

Video, connector type HDMI compatible

Power system

Battery Li Ion, 2.5 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging temperature 0°C to +45°C (+32°F to +113°F)

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) / 2 cycles

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 1.35 kg (2.97 lb.)

Size (L × W × H) 143 × 195 × 95 mm (5.6 × 7.7 × 3.7 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case55901-1203
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Calibration certificate

Information and equipment described herein may require • Downloads brochure
US Government authorization for export purposes. • FLIR Tools™ PC software CD-ROM
Diversion contrary to US law is prohibited. • HDMI-DVI cable

• HDMI-HDMI cable(v1.01)
• Large eyecap
• Lens cap
• Memory card with adapter
• Neck strap
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Tripod adapter
• USB cable, Std A to Mini-B
• User documentation CD-ROM
• Warranty extension card
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FLIR P660 12°

Part number:

40402-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 12° × 9° / 1.2 m (3.9 ft.)

Spatial resolution (IFOV) 0.33 mrad

Image frequency 30 Hz

Focus Automatic or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Contrast optimization Automatic, adjustable DDE

Image modes IR-image, visual image, thumbnail gallery

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±1°C (±1.8°F) or ±1% of reading for limited temperature
range,
±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3001
card.Specifications subject to change without further notice. Built-in RAM for burst recordingCamera models and accessories subject to regional

market considerations. License procedures may apply. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.Information and equipment described herein may require
Visual image is automatically associated withUS Government authorization for export purposes.
corresponding IR image.Diversion contrary to US law is prohibited.

(v1.09) Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.18 kg (4.81 lb.)

Cameras size, incl. lens (L × W × H) 355 × 144 × 147 mm (14.0 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3001
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.09)
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR P660 24°

Part number:

40402-3002
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Spatial resolution (IFOV) 0.65 mrad

Image frequency 30 Hz

Focus Automatic (one shot or follow the laserspot) or manual
(electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Contrast optimization Automatic, adjustable DDE

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±1°C (±1.8°F) or ±1% of reading for limited temperature
range,
±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm
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Part number: Set-up

Set-up commands Configurable measurment tools menu; configure information40402-3002
to be shown in image; 2 Programmable buttons; userSpecifications subject to change without further notice. profiles; local adaptation of units, language, date and timeCamera models and accessories subject to regional formatsmarket considerations. License procedures may apply.

Information and equipment described herein may require
Storage of imagesUS Government authorization for export purposes.

Diversion contrary to US law is prohibited.
Image storage Standard JPEG, including measurement data, on memory

(v1.10) card.
Built-in RAM for burst recording

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual image is automatically associated with
corresponding IR image.

Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Laser mode Auto Focus/Level/Spotmeter

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)
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Part number: Environmental data

Bump 25 g (IEC 60068-2-29)40402-3002
Specifications subject to change without further notice. Vibration 2 g (IEC 60068-2-6)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Physical dataInformation and equipment described herein may require
US Government authorization for export purposes. Camera weight, incl. lens and battery 1.8 kg (4.0 lb.)Diversion contrary to US law is prohibited.

Cameras size, incl. lens (L × W × H) 299 × 144 × 147 mm (11.8 × 5.7 × 5.8 in.)(v1.10)
Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR P660 45°

Part number:

40402-3003
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° × 34° / 0.2 m (0.7 ft.)

Spatial resolution (IFOV) 1.3 mrad

Image frequency 30 Hz

Focus Automatic or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Contrast optimization Automatic, adjustable DDE

Image modes IR-image, visual image, thumbnail gallery

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±1°C (±1.8°F) or ±1% of reading for limited temperature
range,
±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3003
card.Specifications subject to change without further notice. Built-in RAM for burst recordingCamera models and accessories subject to regional

market considerations. License procedures may apply. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.Information and equipment described herein may require
Visual image is automatically associated withUS Government authorization for export purposes.
corresponding IR image.Diversion contrary to US law is prohibited.

(v1.10) Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 1.93 kg (4.6 lb.)

Cameras size, incl. lens (L × W × H) 324 × 144 × 147 mm (12.8 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3003
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.10)
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR P640 12°

Part number:

40402-3101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 12° × 9° / 1.2 m (3.9 ft.)

Spatial resolution (IFOV) 0.33 mrad

Image frequency 30 Hz

Focus Automatic or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thumbnail gallery

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3101
card.Specifications subject to change without further notice. Built-in RAM for burst recordingCamera models and accessories subject to regional

market considerations. License procedures may apply. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.Information and equipment described herein may require
Visual image is automatically associated withUS Government authorization for export purposes.
corresponding IR image.Diversion contrary to US law is prohibited.

(v1.09) Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.18 kg (4.81 lb.)

Cameras size, incl. lens (L × W × H) 355 × 144 × 147 mm (14.0 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3101
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.09)
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR P640 24°

Part number:

40402-3102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Spatial resolution (IFOV) 0.65 mrad

Image frequency 30 Hz

Focus Automatic or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm
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Part number: Set-up

Set-up commands Configurable measurment tools menu; configure information40402-3102
to be shown in image; 2 Programmable buttons; userSpecifications subject to change without further notice. profiles; local adaptation of units, language, date and timeCamera models and accessories subject to regional formatsmarket considerations. License procedures may apply.

Information and equipment described herein may require
Storage of imagesUS Government authorization for export purposes.

Diversion contrary to US law is prohibited.
Image storage Standard JPEG, including measurement data, on memory

(v1.10) card.
Built-in RAM for burst recording

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual image is automatically associated with
corresponding IR image.

Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)
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Part number: Physical data

Camera weight, incl. lens and battery 1.8 kg (4.0 lb.)40402-3102
Specifications subject to change without further notice. Cameras size, incl. lens (L × W × H) 299 × 144 × 147 mm (11.8 × 5.7 × 5.8 in.)
Camera models and accessories subject to regional

Tripod mounting UNC ¼"-20market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes. Scope of deliveryDiversion contrary to US law is prohibited.

• Hard transport case(v1.10)
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR P640 45°

Part number:

40402-3103
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° × 34° / 0.2 m (0.7 ft.)

Spatial resolution (IFOV) 1.3 mrad

Image frequency 30 Hz

Focus Automatic or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thumbnail gallery

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3103
card.Specifications subject to change without further notice. Built-in RAM for burst recordingCamera models and accessories subject to regional

market considerations. License procedures may apply. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.Information and equipment described herein may require
Visual image is automatically associated withUS Government authorization for export purposes.
corresponding IR image.Diversion contrary to US law is prohibited.

(v1.10) Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 1.93 kg (4.6 lb.)

Cameras size, incl. lens (L × W × H) 324 × 144 × 147 mm (12.8 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3103
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.10)
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR P630 24°

Part number:

40402-3202
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD 40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Spatial resolution (IFOV) 0.65 mrad

Image frequency 30 Hz

Focus Automatic or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 3

Area 3 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3202
card.Specifications subject to change without further notice. Built-in RAM for burst recordingCamera models and accessories subject to regional

market considerations. License procedures may apply. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.Information and equipment described herein may require
Visual image is automatically associated withUS Government authorization for export purposes.
corresponding IR image.Diversion contrary to US law is prohibited.

(v1.09) Periodic image storage Every 10 seconds up to 24 hours

Panorama FoFor creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

GPS (optional) Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 1.8 kg (4.0 lb.)

Cameras size, incl. lens (L × W × H) 299 × 144 × 147 mm (11.8 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3202
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.09)
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR P635 24°

Part number:

40402-3302
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD 40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Spatial resolution (IFOV) 0.65 mrad

Image frequency 30 Hz

Focus Automatic or manual (electric or on the lens)

Zoom 1–4× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3302
card.Specifications subject to change without further notice. Built-in RAM for burst recordingCamera models and accessories subject to regional

market considerations. License procedures may apply. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.Information and equipment described herein may require
Visual image is automatically associated withUS Government authorization for export purposes.
corresponding IR image.Diversion contrary to US law is prohibited.

(v1.10) Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

GPS (optional) Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 1.8 kg (4.0 lb.)

Cameras size, incl. lens (L × W × H) 299 × 144 × 147 mm (11.8 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3302
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.10)
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR P620 24°

Part number:

40402-3402
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.12)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Spatial resolution (IFOV) 0.65 mrad

Image frequency 30 Hz

Focus Automatic or manual (electric or on the lens)

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 3

Area 3 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3402
card.Specifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual image is automatically associated withInformation and equipment described herein may require
corresponding IR image.US Government authorization for export purposes.

Diversion contrary to US law is prohibited. Periodic image storage Every 10 seconds up to 24 hours
(v1.12)

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Video recording in camera and video streaming

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, WLAN, IrDA, composite
video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 1.8 kg (4.0 lb.)

Cameras size, incl. lens (L × W × H) 299 × 144 × 147 mm (11.8 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3402
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.12)
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR P620 45°

Part number:

40402-3403
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.13)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° × 34° / 0.2 m (0.7 ft.)

Spatial resolution (IFOV) 1.3 mrad

Image frequency 30 Hz

Focus Automatic or manual (electric or on the lens)

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thumbnail gallery

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 3

Area 3 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card.
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Part number: Storage of images

Image storage mode IR/visual images, simultaneous storage of IR and visual40402-3403
images.Specifications subject to change without further notice. Visual image is automatically associated withCamera models and accessories subject to regional corresponding IR image.market considerations. License procedures may apply.

Periodic image storage Every 10 seconds up to 24 hoursInformation and equipment described herein may require
US Government authorization for export purposes. Panorama For creating panorama images in FLIR ReporterDiversion contrary to US law is prohibited. Professional software
(v1.13)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Video recording in camera and video streaming

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, WLAN, IrDA, composite
video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 1.93 kg (4.6 lb.)

Cameras size, incl. lens (L × W × H) 324 × 144 × 147 mm (12.8 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3403
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.13)
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B660 12°

Part number:

40402-3801
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.11)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 12° × 9° / 1.2 m (3.9 ft.)

Spatial resolution (IFOV) 0.33 mrad

Image frequency 30 Hz

Focus Automatic or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Contrast optimization Automatic, adjustable DDE

Image modes IR-image, visual image, thumbnail gallery

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +120°C (–40°F to +248°F)

Accuracy ±1°C (±1.8°F) or ±1% of reading for limited temperature
range,
±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3801
card.Specifications subject to change without further notice. Built-in RAM for burst recordingCamera models and accessories subject to regional

market considerations. License procedures may apply. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.Information and equipment described herein may require
Visual image is automatically associated withUS Government authorization for export purposes.
corresponding IR image.Diversion contrary to US law is prohibited.

(v1.11) Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.18 kg (4.81 lb.)

Cameras size, incl. lens (L × W × H) 355 × 144 × 147 mm (14.0 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3801
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.11)
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B660 24°

Part number:

40402-3802
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.12)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Spatial resolution (IFOV) 0.65 mrad

Image frequency 30 Hz

Focus Automatic (one shot or follow the laserspot) or manual
(electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Contrast optimization Automatic, adjustable DDE

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +120°C (–40°F to +248°F)

Accuracy ±1°C (±1.8°F) or ±1% of reading for limited temperature
range,
±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm
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Part number: Set-up

Set-up commands Configurable measurment tools menu; configure information40402-3802
to be shown in image; 2 Programmable buttons; userSpecifications subject to change without further notice. profiles; local adaptation of units, language, date and timeCamera models and accessories subject to regional formatsmarket considerations. License procedures may apply.

Information and equipment described herein may require
Storage of imagesUS Government authorization for export purposes.

Diversion contrary to US law is prohibited.
Image storage Standard JPEG, including measurement data, on memory

(v1.12) card.
Built-in RAM for burst recording

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual image is automatically associated with
corresponding IR image.

Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Laser mode Auto Focus/Level/Spotmeter

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)
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Part number: Environmental data

Bump 25 g (IEC 60068-2-29)40402-3802
Specifications subject to change without further notice. Vibration 2 g (IEC 60068-2-6)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Physical dataInformation and equipment described herein may require
US Government authorization for export purposes. Camera weight, incl. lens and battery 1.8 kg (4.0 lb.)Diversion contrary to US law is prohibited.

Cameras size, incl. lens (L × W × H) 299 × 144 × 147 mm (11.8 × 5.7 × 5.8 in.)(v1.12)
Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)

307 (of 3109) http://www.flir.com · http://support.flir.com FLIR B6xx series



FLIR B660 45°

Part number:

40402-3803
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.12)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° × 34° / 0.2 m (0.7 ft.)

Spatial resolution (IFOV) 1.3 mrad

Image frequency 30 Hz

Focus Automatic or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Contrast optimization Automatic, adjustable DDE

Image modes IR-image, visual image, thumbnail gallery

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +120°C (–40°F to +248°F)

Accuracy ±1°C (±1.8°F) or ±1% of reading for limited temperature
range,
±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats

308 (of 3109) http://www.flir.com · http://support.flir.com FLIR B6xx series



Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3803
card.Specifications subject to change without further notice. Built-in RAM for burst recordingCamera models and accessories subject to regional

market considerations. License procedures may apply. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.Information and equipment described herein may require
Visual image is automatically associated withUS Government authorization for export purposes.
corresponding IR image.Diversion contrary to US law is prohibited.

(v1.12) Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 1.93 kg (4.6 lb.)

Cameras size, incl. lens (L × W × H) 324 × 144 × 147 mm (12.8 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3803
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.12)
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B620 24°

Part number:

40402-3902
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.12)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Spatial resolution (IFOV) 0.65 mrad

Image frequency 30 Hz

Focus Automatic or manual (electric or on the lens)

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +120°C (–40°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 3

Area 3 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3902
card.Specifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual image is automatically associated withInformation and equipment described herein may require
corresponding IR image.US Government authorization for export purposes.

Diversion contrary to US law is prohibited. Periodic image storage Every 10 seconds up to 24 hours
(v1.12)

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Video recording in camera and video streaming

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, WLAN, IrDA, composite
video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 1.8 kg (4.0 lb.)

Cameras size, incl. lens (L × W × H) 299 × 144 × 147 mm (11.8 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3902
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.12)
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR B620 45°

Part number:

40402-3903
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.13)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° × 34° / 0.2 m (0.7 ft.)

Spatial resolution (IFOV) 1.3 mrad

Image frequency 30 Hz

Focus Automatic or manual (electric or on the lens)

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thumbnail gallery

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +120°C (–40°F to +248°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 3

Area 3 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card.
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Part number: Storage of images

Image storage mode IR/visual images, simultaneous storage of IR and visual40402-3903
images.Specifications subject to change without further notice. Visual image is automatically associated withCamera models and accessories subject to regional corresponding IR image.market considerations. License procedures may apply.

Periodic image storage Every 10 seconds up to 24 hoursInformation and equipment described herein may require
US Government authorization for export purposes. Panorama For creating panorama images in FLIR Reporter BuildingDiversion contrary to US law is prohibited. software
(v1.13)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Video recording in camera and video streaming

Non-radiometric IR-video streaming MPEG-4 to PC using USB

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces USB-mini, USB-A, Bluetooth, WLAN, IrDA, composite
video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 1.93 kg (4.6 lb.)

Cameras size, incl. lens (L × W × H) 324 × 144 × 147 mm (12.8 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3903
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.13)
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR SC660 12°

Part number:

40402-3501
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 12° × 9° / 1.2 m (3.9 ft.)

Spatial resolution (IFOV) 0.33 mrad

Image frequency 30 Hz (60/120 Hz with windowing)

Focus Automatic or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Contrast optimization Automatic, adjustable DDE

Image modes IR-image, visual image, thumbnail gallery

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +1500°C (–40°F to +2732°F)

Accuracy ±1°C (±1.8°F) or ±1% of reading for limited temperature
range,
±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3501
card.Specifications subject to change without further notice. Built-in RAM for burst recordingCamera models and accessories subject to regional

market considerations. License procedures may apply. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.Information and equipment described herein may require
Visual image is automatically associated withUS Government authorization for export purposes.
corresponding IR image.Diversion contrary to US law is prohibited.

(v1.09) Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Radiometric IR-video streaming Real-time full dynamic to PC using FireWire
30 Hz or 60/120 Hz with windowing using FLIR ResearchIR

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.18 kg (4.81 lb.)

Cameras size, incl. lens (L × W × H) 355 × 144 × 147 mm (14.0 × 5.7 × 5.8 in.)
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Part number: Physical data

Tripod mounting UNC ¼"-2040402-3501
Specifications subject to change without further notice.
Camera models and accessories subject to regional Scope of delivery
market considerations. License procedures may apply.

• Hard transport caseInformation and equipment described herein may require
• Infrared camera with lensUS Government authorization for export purposes.
• Battery (2 ea.)Diversion contrary to US law is prohibited.
• Battery charger

(v1.09) • Bluetooth headset
• Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR SC660 24°

Part number:

40402-3502
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Spatial resolution (IFOV) 0.65 mrad

Image frequency 30 Hz (60/120 Hz with windowing)

Focus Automatic (one shot or follow the laserspot) or manual
(electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Contrast optimization Automatic, adjustable DDE

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +1500°C (–40°F to +2732°F)

Accuracy ±1°C (±1.8°F) or ±1% of reading for limited temperature
range,
±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm
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Part number: Set-up

Set-up commands Configurable measurment tools menu; configure information40402-3502
to be shown in image; 2 Programmable buttons; userSpecifications subject to change without further notice. profiles; local adaptation of units, language, date and timeCamera models and accessories subject to regional formatsmarket considerations. License procedures may apply.

Information and equipment described herein may require
Storage of imagesUS Government authorization for export purposes.

Diversion contrary to US law is prohibited.
Image storage Standard JPEG, including measurement data, on memory

(v1.10) card.
Built-in RAM for burst recording

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual image is automatically associated with
corresponding IR image.

Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Radiometric IR-video streaming Real-time full dynamic to PC using FireWire
30 Hz or 60/120 Hz with windowing using FLIR ResearchIR

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Laser mode Auto Focus/Level/Spotmeter

Laser alignment Position is automatic displayed on the IR image

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)
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Part number: Environmental data

Encapsulation IP 54 (IEC 60529)40402-3502
Specifications subject to change without further notice. Bump 25 g (IEC 60068-2-29)
Camera models and accessories subject to regional

Vibration 2 g (IEC 60068-2-6)market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes. Physical dataDiversion contrary to US law is prohibited.

Camera weight, incl. lens and battery 1.8 kg (4.0 lb.)(v1.10)
Cameras size, incl. lens (L × W × H) 299 × 144 × 147 mm (11.8 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR SC660 45°

Part number:

40402-3503
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° × 34° / 0.2 m (0.7 ft.)

Spatial resolution (IFOV) 1.3 mrad

Image frequency 30 Hz (60/120 Hz with windowing)

Focus Automatic or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Contrast optimization Automatic, adjustable DDE

Image modes IR-image, visual image, thumbnail gallery

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +1500°C (–40°F to +2732°F)

Accuracy ±1°C (±1.8°F) or ±1% of reading for limited temperature
range,
±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3503
card.Specifications subject to change without further notice. Built-in RAM for burst recordingCamera models and accessories subject to regional

market considerations. License procedures may apply. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.Information and equipment described herein may require
Visual image is automatically associated withUS Government authorization for export purposes.
corresponding IR image.Diversion contrary to US law is prohibited.

(v1.10) Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Radiometric IR-video streaming Real-time full dynamic to PC using FireWire
30 Hz or 60/120 Hz with windowing using FLIR ResearchIR

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 1.93 kg (4.6 lb.)

Cameras size, incl. lens (L × W × H) 324 × 144 × 147 mm (12.8 × 5.7 × 5.8 in.)
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Part number: Physical data

Tripod mounting UNC ¼"-2040402-3503
Specifications subject to change without further notice.
Camera models and accessories subject to regional Scope of delivery
market considerations. License procedures may apply.

• Hard transport caseInformation and equipment described herein may require
• Infrared camera with lensUS Government authorization for export purposes.
• Battery (2 ea.)Diversion contrary to US law is prohibited.
• Battery charger

(v1.10) • Bluetooth headset
• Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR SC640 12°

Part number:

40402-3601
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 12° × 9° / 1.2 m (3.9 ft.)

Spatial resolution (IFOV) 0.33 mrad

Image frequency 30 Hz (60/120 Hz with windowing)

Focus Automatic or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thumbnail gallery

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +1500°C (–40°F to +2732°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3601
card.Specifications subject to change without further notice. Built-in RAM for burst recordingCamera models and accessories subject to regional

market considerations. License procedures may apply. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.Information and equipment described herein may require
Visual image is automatically associated withUS Government authorization for export purposes.
corresponding IR image.Diversion contrary to US law is prohibited.

(v1.09) Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Radiometric IR-video streaming Real-time full dynamic to PC using FireWire
30 Hz or 60/120 Hz with windowing using FLIR ResearchIR

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.18 kg (4.81 lb.)

Cameras size, incl. lens (L × W × H) 355 × 144 × 147 mm (14.0 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3601
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.09)
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR SC640 24°

Part number:

40402-3602
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Spatial resolution (IFOV) 0.65 mrad

Image frequency 30 Hz (60/120 Hz with windowing)

Focus Automatic or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +1500°C (–40°F to +2732°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm
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Part number: Set-up

Set-up commands Configurable measurment tools menu; configure information40402-3602
to be shown in image; 2 Programmable buttons; userSpecifications subject to change without further notice. profiles; local adaptation of units, language, date and timeCamera models and accessories subject to regional formatsmarket considerations. License procedures may apply.

Information and equipment described herein may require
Storage of imagesUS Government authorization for export purposes.

Diversion contrary to US law is prohibited.
Image storage Standard JPEG, including measurement data, on memory

(v1.10) card.
Built-in RAM for burst recording

Image storage mode IR/visual images, simultaneous storage of IR and visual
images.
Visual image is automatically associated with
corresponding IR image.

Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Radiometric IR-video streaming Real-time full dynamic to PC using FireWire
30 Hz or 60/120 Hz with windowing using FLIR ResearchIR

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)
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Part number: Physical data

Camera weight, incl. lens and battery 1.8 kg (4.0 lb.)40402-3602
Specifications subject to change without further notice. Cameras size, incl. lens (L × W × H) 299 × 144 × 147 mm (11.8 × 5.7 × 5.8 in.)
Camera models and accessories subject to regional

Tripod mounting UNC ¼"-20market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes. Scope of deliveryDiversion contrary to US law is prohibited.

• Hard transport case(v1.10)
• Infrared camera with lens
• Battery (2 ea.)
• Battery charger
• Bluetooth headset
• Bluetooth® USB micro adapter
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC
• software CD-ROM
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR SC640 45°

Part number:

40402-3603
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <30 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° × 34° / 0.2 m (0.7 ft.)

Spatial resolution (IFOV) 1.3 mrad

Image frequency 30 Hz (60/120 Hz with windowing)

Focus Automatic or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thumbnail gallery

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +1500°C (–40°F to +2732°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 5 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Measurement function alarm Audible/visual alarms (above/below) on any selected
measurement function

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3603
card.Specifications subject to change without further notice. Built-in RAM for burst recordingCamera models and accessories subject to regional

market considerations. License procedures may apply. Image storage mode IR/visual images, simultaneous storage of IR and visual
images.Information and equipment described herein may require
Visual image is automatically associated withUS Government authorization for export purposes.
corresponding IR image.Diversion contrary to US law is prohibited.

(v1.10) Periodic image storage Every 10 seconds up to 24 hours

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Video recording in camera and video streaming

Radiometric IR-video recording Real-time to built-in RAM, transferable to memory card.

Non-radiometric IR-video recording MPEG-4 to memory card

Radiometric IR-video streaming Real-time full dynamic to PC using FireWire
30 Hz or 60/120 Hz with windowing using FLIR ResearchIR

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 1.93 kg (4.6 lb.)

Cameras size, incl. lens (L × W × H) 324 × 144 × 147 mm (12.8 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3603
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.10)
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR SC620 24°

Part number:

40402-3702
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Spatial resolution (IFOV) 0.65 mrad

Image frequency 30 Hz (60/120 Hz with windowing)

Focus Automatic or manual (electric or on the lens)

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thermal fusion, picture in picture,
thumbnail gallery

Thermal fusion IR image shown above, below or within temp interval on
visual image

Picture in Picture Resizable and movable IR area on visual image

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 3

Area 3 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats
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Part number: Storage of images

Image storage Standard JPEG, including measurement data, on memory40402-3702
card.Specifications subject to change without further notice.

Camera models and accessories subject to regional Image storage mode IR/visual images, simultaneous storage of IR and visual
market considerations. License procedures may apply. images.

Visual image is automatically associated withInformation and equipment described herein may require
corresponding IR image.US Government authorization for export purposes.

Diversion contrary to US law is prohibited. Periodic image storage Every 10 seconds up to 24 hours
(v1.10)

Panorama For creating panorama images in FLIR Reporter
Professional software

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Video recording in camera and video streaming

Radiometric IR-video streaming Real-time full dynamic to PC using FireWire
30 Hz or 60/120 Hz with windowing using FLIR ResearchIR

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 1.8 kg (4.0 lb.)

Cameras size, incl. lens (L × W × H) 299 × 144 × 147 mm (11.8 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20

337 (of 3109) http://www.flir.com · http://support.flir.com FLIR SC6xx series (handheld cameras)



Part number: Scope of delivery

• Hard transport case40402-3702
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.10)
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR SC620 45°

Part number:

40402-3703
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.11)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD <40 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 45° × 34° / 0.2 m (0.7 ft.)

Spatial resolution (IFOV) 1.3 mrad

Image frequency 30 Hz (60/120 Hz with windowing)

Focus Automatic or manual (electric or on the lens)

Zoom 1–2× continuous, digital zoom, including panning

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Image presentation

Display Built-in widescreen, 5.6 in. LCD, 1024 × 600 pixels

Viewfinder Built-in, tiltable LCD, 800 × 600 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span/max/min

Image modes IR-image, visual image, thumbnail gallery

Reference image Shown together with live IR image

Measurement

Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 3

Area 3 boxes or circles with max./min./average

Automatic hot/cold detection Max/Min temp. value and position shown within box, circle
or on a line

Isotherm 2 with above/below/interval

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, optics transmission, atmospheric
transmission and external optics

Humidity alarm 1 humidity alarm, including dew point alarm

Insulation alarm 1 insulation alarm

Set-up

Set-up commands Configurable measurment tools menu; configure information
to be shown in image; 2 Programmable buttons; user
profiles; local adaptation of units, language, date and time
formats

Storage of images

Image storage Standard JPEG, including measurement data, on memory
card.
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Part number: Storage of images

Image storage mode IR/visual images, simultaneous storage of IR and visual40402-3703
images.Specifications subject to change without further notice. Visual image is automatically associated withCamera models and accessories subject to regional corresponding IR image.market considerations. License procedures may apply.

Periodic image storage Every 10 seconds up to 24 hoursInformation and equipment described herein may require
US Government authorization for export purposes. Panorama For creating panorama images in FLIR ReporterDiversion contrary to US law is prohibited. Professional software
(v1.11)

Image annotations

Voice 60 seconds (via Bluetooth) stored with the image

Text Predefined text or free text from PDA (via IrDA) stored with
the image

Image marker 4 on IR or visual image

External sensors Possible to connect (Bluetooth®):
Extech Moisture Meter MO297
Extech Clamp Meter EX845

Video recording in camera and video streaming

Radiometric IR-video streaming Real-time full dynamic to PC using FireWire
30 Hz or 60/120 Hz with windowing using FLIR ResearchIR

Non-radiometric IR-video streaming MPEG-4 to PC using USB and FireWire

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and video lamp

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

Interfaces Firewire, USB-mini, USB-A, Bluetooth, WLAN, IrDA,
composite video, headset connection

Bluetooth Communication with headset and external sensors
(optional), using Bluetooth USB micro adapter

WLAN Peer to peer (adhoc) or infrastructure (network), using Wi-Fi
USB micro adapter

USB • USB-A: Connect external USB device
• USB Mini-B: Data transfer to and from PC / streaming

MPEG-4

Power system

Battery Li Ion, 3 hours operating time

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Power management Automatic shutdown and sleep mode (user selectable)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 1.93 kg (4.6 lb.)

Cameras size, incl. lens (L × W × H) 324 × 144 × 147 mm (12.8 × 5.7 × 5.8 in.)

Tripod mounting UNC ¼"-20
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Part number: Scope of delivery

• Hard transport case40402-3703
• Infrared camera with lensSpecifications subject to change without further notice.
• Battery (2 ea.)Camera models and accessories subject to regional
• Battery chargermarket considerations. License procedures may apply.
• Bluetooth headset

Information and equipment described herein may require • Bluetooth® USB micro adapter
US Government authorization for export purposes. • Calibration certificate
Diversion contrary to US law is prohibited. • Downloads brochure

• FLIR QuickReport™ PC software CD-ROM(v1.11)
• FireWire cable, 4/6
• FireWire cable, 6/6
• Lens cap (mounted on lens)
• Lens cap (2 ea.)
• Memory card-to-USB adapter
• Memory card with adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
• Video cable
• Warranty extension card
• Wi-Fi USB micro adapter (depending on CE and FCC regulations regarding wireless equipment for your country)
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FLIR GF300 14.5°

Part number:

44401-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

General description

The new FLIR GF300 is a revolutionary infrared camera capable of finding Methane emissions or other Volatile Organic
Compounds (VOC). It is also unbeatable for detecting even the smallest gas leaks.

Key features:

• Real time visualization of gas leaks
• Considerably reduced inspection time
• Trace leaks to their source
• Perform safer inspections
• Internal data/video storage
• Digital camera & GPS
• High performance LCD & Tiltable high resolution viewfinder
• Multi-angle handle with integrated direct access buttons

FLIR GF300 can scan large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring plants that it is difficult
to reach with contact measurement tools. Literally thousands of components can be scanned per shift without the need
to interrupt the process. It reduces repair downtime and provides verification of the process. And above all it is
exceptionally safe, allowing potentially dangerous leaks to be monitored from several meters away.
FLIR GF300 will significantly improve your work safety, environmental and regulatory compliance, not to mention helping
to improve the bottom line by finding leaks that essentially decrease profits.

Detects the following gases:
Benzene, Ethanol, Ethylbenzene, Heptane, Hexane, Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-Pentene,
Toluene, Xylene, Butane, Ethane, Methane, Propane, Ethylene, Propylene

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 14.5° × 10.8° / 0.5 m (1.64 ft.)

Focal length 38 mm (1.49 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3.2–3.4 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Benzene, Ethanol, Ethylbenzene, Heptane, Hexane,
Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-
Pentene, Toluene, Xylene, Butane, Ethane, Methane,
Propane, Ethylene, Propylene

Electronics and data rate

Full frame rate 60 Hz
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Part number: Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels44401-0201
Specifications subject to change without further notice. Viewfinder Built-in, tiltable OLED, 800 × 480 pixels
Camera models and accessories subject to regional

Automatic image adjustment Continuous/manual; linear or histogram basedmarket considerations. License procedures may apply.
Information and equipment described herein may require Manual image adjustment Level/span
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Image modes IR-image, visual image, High Sensitivity Mode (HSM)
(v1.08)

Measurement

Temperature range –40°C to +350°C (–40°F to +662°F)

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC

USB, standard USB Mini-B: 2.0 High Speed

Video out Digital Video Output (image)

Power system

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah

Battery operating time > 3 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 7 min. @ 25°C (+77°F)
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Part number: Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)44401-0201
Specifications subject to change without further notice. Storage temperature range –30°C to +60°C (–22°F to +140°F)
Camera models and accessories subject to regional

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°Cmarket considerations. License procedures may apply.
(+77°F to +104°F) (2 cycl)Information and equipment described herein may require

US Government authorization for export purposes. EMC • EN61000-6-4 (Emission)
Diversion contrary to US law is prohibited. • EN61000-6-2 (Immunity)

• FCC 47 CFR Part 15 class A (Emission)(v1.08)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 305 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (2 ea.)
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF300 14.5° Fixed lens

Part number:

44402-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

General description

The new FLIR GF300 is a revolutionary infrared camera capable of finding Methane emissions or other Volatile Organic
Compounds (VOC). It is also unbeatable for detecting even the smallest gas leaks.

Key features:

• Real time visualization of gas leaks
• Considerably reduced inspection time
• Trace leaks to their source
• Perform safer inspections
• Internal data/video storage
• Digital camera & GPS
• High performance LCD & Tiltable high resolution viewfinder
• Multi-angle handle with integrated direct access buttons

FLIR GF300 can scan large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring plants that it is difficult
to reach with contact measurement tools. Literally thousands of components can be scanned per shift without the need
to interrupt the process. It reduces repair downtime and provides verification of the process. And above all it is
exceptionally safe, allowing potentially dangerous leaks to be monitored from several meters away.
FLIR GF300 will significantly improve your work safety, environmental and regulatory compliance, not to mention helping
to improve the bottom line by finding leaks that essentially decrease profits.

Detects the following gases:
Benzene, Ethanol, Ethylbenzene, Heptane, Hexane, Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-Pentene,
Toluene, Xylene, Butane, Ethane, Methane, Propane, Ethylene, Propylene

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 14.5° × 10.8° / 0.5 m (1.64 ft.)

Focal length 38 mm (1.49 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3.2–3.4 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Benzene, Ethanol, Ethylbenzene, Heptane, Hexane,
Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-
Pentene, Toluene, Xylene, Butane, Ethane, Methane,
Propane, Ethylene, Propylene

Electronics and data rate

Full frame rate 60 Hz

Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels

Viewfinder Built-in, tiltable OLED, 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based
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Part number: Image presentation

Manual image adjustment Level/span44402-0201
Specifications subject to change without further notice. Image modes IR-image, visual image, High Sensitivity Mode (HSM)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

MeasurementInformation and equipment described herein may require
US Government authorization for export purposes. Temperature range –40°C to +350°C (–40°F to +662°F)Diversion contrary to US law is prohibited.
(v1.10)

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC

USB, standard USB Mini-B: 2.0 High Speed

Video out Digital Video Output (image)

Power system

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah

Battery operating time > 3 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 7 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)
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Part number: Environmental data

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C44402-0201
(+77°F to +104°F) (2 cycl)Specifications subject to change without further notice.

Camera models and accessories subject to regional EMC • EN61000-6-4 (Emission)
market considerations. License procedures may apply. • EN61000-6-2 (Immunity)

• FCC 47 CFR Part 15 class A (Emission)Information and equipment described herein may require
• EN 61 000-4-8, L5US Government authorization for export purposes.

Diversion contrary to US law is prohibited. Encapsulation IP 54 (IEC 60529)
(v1.10)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 305 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF300 24°

Part number:

44401-0202
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

General description

The new FLIR GF300 is a revolutionary infrared camera capable of finding Methane emissions or other Volatile Organic
Compounds (VOC). It is also unbeatable for detecting even the smallest gas leaks.

Key features:

• Real time visualization of gas leaks
• Considerably reduced inspection time
• Trace leaks to their source
• Perform safer inspections
• Internal data/video storage
• Digital camera & GPS
• High performance LCD & Tiltable high resolution viewfinder
• Multi-angle handle with integrated direct access buttons

FLIR GF300 can scan large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring plants that it is difficult
to reach with contact measurement tools. Literally thousands of components can be scanned per shift without the need
to interrupt the process. It reduces repair downtime and provides verification of the process. And above all it is
exceptionally safe, allowing potentially dangerous leaks to be monitored from several meters away.
FLIR GF300 will significantly improve your work safety, environmental and regulatory compliance, not to mention helping
to improve the bottom line by finding leaks that essentially decrease profits.

Detects the following gases:
Benzene, Ethanol, Ethylbenzene, Heptane, Hexane, Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-Pentene,
Toluene, Xylene, Butane, Ethane, Methane, Propane, Ethylene, Propylene

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Focal length 23 mm (0.89 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3.2–3.4 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Benzene, Ethanol, Ethylbenzene, Heptane, Hexane,
Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-
Pentene, Toluene, Xylene, Butane, Ethane, Methane,
Propane, Ethylene, Propylene

Electronics and data rate

Full frame rate 60 Hz
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Part number: Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels44401-0202
Specifications subject to change without further notice. Viewfinder Built-in, tiltable OLED, 800 × 480 pixels
Camera models and accessories subject to regional

Automatic image adjustment Continuous/manual; linear or histogram basedmarket considerations. License procedures may apply.
Information and equipment described herein may require Manual image adjustment Level/span
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Image modes IR-image, visual image, High Sensitivity Mode (HSM)
(v1.08)

Measurement

Temperature range –40°C to +350°C (–40°F to +662°F)

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC

USB, standard USB Mini-B: 2.0 High Speed

Video out Digital Video Output (image)

Power system

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah

Battery operating time > 3 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 7 min. @ 25°C (+77°F)
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Part number: Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)44401-0202
Specifications subject to change without further notice. Storage temperature range –30°C to +60°C (–22°F to +140°F)
Camera models and accessories subject to regional

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°Cmarket considerations. License procedures may apply.
(+77°F to +104°F) (2 cycl)Information and equipment described herein may require

US Government authorization for export purposes. EMC • EN61000-6-4 (Emission)
Diversion contrary to US law is prohibited. • EN61000-6-2 (Immunity)

• FCC 47 CFR Part 15 class A (Emission)(v1.08)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 306 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (2 ea.)
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF300 24° Fixed lens

Part number:

44402-0202
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

General description

The new FLIR GF300 is a revolutionary infrared camera capable of finding Methane emissions or other Volatile Organic
Compounds (VOC). It is also unbeatable for detecting even the smallest gas leaks.

Key features:

• Real time visualization of gas leaks
• Considerably reduced inspection time
• Trace leaks to their source
• Perform safer inspections
• Internal data/video storage
• Digital camera & GPS
• High performance LCD & Tiltable high resolution viewfinder
• Multi-angle handle with integrated direct access buttons

FLIR GF300 can scan large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring plants that it is difficult
to reach with contact measurement tools. Literally thousands of components can be scanned per shift without the need
to interrupt the process. It reduces repair downtime and provides verification of the process. And above all it is
exceptionally safe, allowing potentially dangerous leaks to be monitored from several meters away.
FLIR GF300 will significantly improve your work safety, environmental and regulatory compliance, not to mention helping
to improve the bottom line by finding leaks that essentially decrease profits.

Detects the following gases:
Benzene, Ethanol, Ethylbenzene, Heptane, Hexane, Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-Pentene,
Toluene, Xylene, Butane, Ethane, Methane, Propane, Ethylene, Propylene

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Focal length 23 mm (0.89 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3.2–3.4 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Benzene, Ethanol, Ethylbenzene, Heptane, Hexane,
Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-
Pentene, Toluene, Xylene, Butane, Ethane, Methane,
Propane, Ethylene, Propylene

Electronics and data rate

Full frame rate 60 Hz

Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels

Viewfinder Built-in, tiltable OLED, 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based
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Part number: Image presentation

Manual image adjustment Level/span44402-0202
Specifications subject to change without further notice. Image modes IR-image, visual image, High Sensitivity Mode (HSM)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

MeasurementInformation and equipment described herein may require
US Government authorization for export purposes. Temperature range –40°C to +350°C (–40°F to +662°F)Diversion contrary to US law is prohibited.
(v1.10)

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC

USB, standard USB Mini-B: 2.0 High Speed

Video out Digital Video Output (image)

Power system

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah

Battery operating time > 3 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 7 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)
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Part number: Environmental data

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C44402-0202
(+77°F to +104°F) (2 cycl)Specifications subject to change without further notice.

Camera models and accessories subject to regional EMC • EN61000-6-4 (Emission)
market considerations. License procedures may apply. • EN61000-6-2 (Immunity)

• FCC 47 CFR Part 15 class A (Emission)Information and equipment described herein may require
• EN 61 000-4-8, L5US Government authorization for export purposes.

Diversion contrary to US law is prohibited. Encapsulation IP 54 (IEC 60529)
(v1.10)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 306 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF306 14.5°

Part number:

44201-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.11)

General description

FLIR GF306 infrared camera enables utilities, manufacturers, and consultants to proactively diagnose leaks of Sulfur
Hexafluoride (SF6) in electrical substation and equipment, a “Greenhouse Gas” with an estimated atmospheric lifetime of
3200 years.

Key features:

• Real time visualization of gas leaks
• Finds SF6 leaks quickly & safely
• Measures temperatures from -40°C to +500°C with high accuracy
• Internal data/video storage
• High Sensitivity Mode – detects even very small leaks
• Digital camera & GPS
• Radiometric with ±1°C accuracy
• High performance LCD & tiltable high resolution viewfinder
• Multi-angle handle with integrated direct access buttons
• Ergonomic, lightweight & easy to operate

FLIR GF306 scans large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring locations (or components)
that are difficult to reach with contact measurement tools. Literally thousands of components can be scanned per shift
without the need to de-energize the equipment. Proactively finding SF6 leaks reduces the potential for costly unplanned
equipment outages and reduces repair downtime. And above all it is exceptionally safe, allowing potentially dangerous
leaks to be monitored from several meters away.
FLIR GF306 significantly improves work safety, environmental and regulatory compliance, not to mention helping to
improve the bottom line by finding leaks that essentially decrease profits.

Detects the following gases:
Sulfur Hexafluoride (SF6), Acetyl Chloride, Acetic Acid, Allyl Bromide, Allyl Chloride, Allyl Fluoride, Ammonia (NH3),
Bromomethane, Chlorine Dioxide, Ethyl Cyanoacrylate, Ethylene, Furan, Hydrazine, Methylsilane, Methyl Ethyl Ketone,
Methyl Vinyl Ketone, Propenal, Propene, R 134a, Tetrahydrofuran, Trichloroethylene, Uranyl Fluoride, Vinyl Chloride,
Vinyl Cyanide, Vinyl Ether

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 14.5° × 10.8° / 0.5 m (1.64 ft.)

Focal length 38 mm (1.49 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled QWIP / 10.3–10.7 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Sulfur Hexafluoride (SF6), Acetyl Chloride, Acetic Acid, Allyl
Bromide, Allyl Chloride, Allyl Fluoride, Ammonia (NH3),
Bromomethane, Chlorine Dioxide, Ethyl Cyanoacrylate,
Ethylene, Furan, Hydrazine, Methylsilane, Methyl Ethyl
Ketone, Methyl Vinyl Ketone, Propenal, Propene, R 134a,
Tetrahydrofuran, Trichloroethylene, Uranyl Fluoride, Vinyl
Chloride, Vinyl Cyanide, Vinyl Ether
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Part number: Electronics and data rate

Full frame rate 60 Hz44201-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional Image presentation
market considerations. License procedures may apply.

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixelsInformation and equipment described herein may require
US Government authorization for export purposes. Viewfinder Built-in, tiltable OLED, 800 × 480 pixelsDiversion contrary to US law is prohibited.

Automatic image adjustment Continuous/manual; linear or histogram based(v1.11)
Manual image adjustment Level/span

Image modes IR-image, visual image, High Sensitivity Mode (HSM)

Measurement

Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±1°C (±1.8°F) for temperature range (0°C, to +100°C,
+32°F to +212°F) or ±2% of reading for temperature range
(>+100°C, >+212°F)

Measurement analysis

Spotmeter 10

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

356 (of 3109) http://www.flir.com · http://support.flir.com FLIR GF3xx series



Part number: Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory44201-0101
stick)Specifications subject to change without further notice.

• USB Mini-B: Data transfer to and from PCCamera models and accessories subject to regional
market considerations. License procedures may apply. USB, standard USB Mini-B: 2.0 High Speed
Information and equipment described herein may require Video out Digital Video Output (image)US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Power system(v1.11)

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah

Battery operating time > 2 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 10 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +40°C (–4°F to +104°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 305 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (2 ea.)
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF306 14.5° Fixed lens

Part number:

44202-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.13)

General description

FLIR GF306 infrared camera enables utilities, manufacturers, and consultants to proactively diagnose leaks of Sulfur
Hexafluoride (SF6) in electrical substation and equipment, a “Greenhouse Gas” with an estimated atmospheric lifetime of
3200 years.

Key features:

• Real time visualization of gas leaks
• Finds SF6 leaks quickly & safely
• Measures temperatures from -40°C to +500°C with high accuracy
• Internal data/video storage
• High Sensitivity Mode – detects even very small leaks
• Digital camera & GPS
• Radiometric with ±1°C accuracy
• High performance LCD & tiltable high resolution viewfinder
• Multi-angle handle with integrated direct access buttons
• Ergonomic, lightweight & easy to operate

FLIR GF306 scans large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring locations (or components)
that are difficult to reach with contact measurement tools. Literally thousands of components can be scanned per shift
without the need to de-energize the equipment. Proactively finding SF6 leaks reduces the potential for costly unplanned
equipment outages and reduces repair downtime. And above all it is exceptionally safe, allowing potentially dangerous
leaks to be monitored from several meters away.
FLIR GF306 significantly improves work safety, environmental and regulatory compliance, not to mention helping to
improve the bottom line by finding leaks that essentially decrease profits.

Detects the following gases:
Sulfur Hexafluoride (SF6), Acetyl Chloride, Acetic Acid, Allyl Bromide, Allyl Chloride, Allyl Fluoride, Ammonia (NH3),
Bromomethane, Chlorine Dioxide, Ethyl Cyanoacrylate, Ethylene, Furan, Hydrazine, Methylsilane, Methyl Ethyl Ketone,
Methyl Vinyl Ketone, Propenal, Propene, R 134a, Tetrahydrofuran, Trichloroethylene, Uranyl Fluoride, Vinyl Chloride,
Vinyl Cyanide, Vinyl Ether

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 14.5° × 10.8° / 0.5 m (1.64 ft.)

Focal length 38 mm (1.49 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled QWIP / 10.3–10.7 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Sulfur Hexafluoride (SF6), Acetyl Chloride, Acetic Acid, Allyl
Bromide, Allyl Chloride, Allyl Fluoride, Ammonia (NH3),
Bromomethane, Chlorine Dioxide, Ethyl Cyanoacrylate,
Ethylene, Furan, Hydrazine, Methylsilane, Methyl Ethyl
Ketone, Methyl Vinyl Ketone, Propenal, Propene, R 134a,
Tetrahydrofuran, Trichloroethylene, Uranyl Fluoride, Vinyl
Chloride, Vinyl Cyanide, Vinyl Ether

Electronics and data rate

Full frame rate 60 Hz

Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels
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Part number: Image presentation

Viewfinder Built-in, tiltable OLED, 800 × 480 pixels44202-0101
Specifications subject to change without further notice. Automatic image adjustment Continuous/manual; linear or histogram based
Camera models and accessories subject to regional

Manual image adjustment Level/spanmarket considerations. License procedures may apply.
Information and equipment described herein may require Image modes IR-image, visual image, High Sensitivity Mode (HSM)
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Measurement(v1.13)
Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±1°C (±1.8°F) for temperature range (0°C, to +100°C,
+32°F to +212°F) or ±2% of reading for temperature range
(>+100°C, >+212°F)

Measurement analysis

Spotmeter 10

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC
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Part number: Data communication interfaces

USB, standard USB Mini-B: 2.0 High Speed44202-0101
Specifications subject to change without further notice. Video out Digital Video Output (image)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Power systemInformation and equipment described herein may require
US Government authorization for export purposes. Battery type Rechargeable Li Ion batteryDiversion contrary to US law is prohibited.

Battery voltage 7.2 V(v1.13)
Battery capacity 4.4 Ah

Battery operating time > 2 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 10 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +40°C (–4°F to +104°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 305 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF306 24°

Part number:

44201-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.11)

General description

FLIR GF306 infrared camera enables utilities, manufacturers, and consultants to proactively diagnose leaks of Sulfur
Hexafluoride (SF6) in electrical substation and equipment, a “Greenhouse Gas” with an estimated atmospheric lifetime of
3200 years.

Key features:

• Real time visualization of gas leaks
• Finds SF6 leaks quickly & safely
• Measures temperatures from -40°C to +500°C with high accuracy
• Internal data/video storage
• High Sensitivity Mode – detects even very small leaks
• Digital camera & GPS
• Radiometric with ±1°C accuracy
• High performance LCD & tiltable high resolution viewfinder
• Multi-angle handle with integrated direct access buttons
• Ergonomic, lightweight & easy to operate

FLIR GF306 scans large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring locations (or components)
that are difficult to reach with contact measurement tools. Literally thousands of components can be scanned per shift
without the need to de-energize the equipment. Proactively finding SF6 leaks reduces the potential for costly unplanned
equipment outages and reduces repair downtime. And above all it is exceptionally safe, allowing potentially dangerous
leaks to be monitored from several meters away.
FLIR GF306 significantly improves work safety, environmental and regulatory compliance, not to mention helping to
improve the bottom line by finding leaks that essentially decrease profits.

Detects the following gases:
Sulfur Hexafluoride (SF6), Acetyl Chloride, Acetic Acid, Allyl Bromide, Allyl Chloride, Allyl Fluoride, Ammonia (NH3),
Bromomethane, Chlorine Dioxide, Ethyl Cyanoacrylate, Ethylene, Furan, Hydrazine, Methylsilane, Methyl Ethyl Ketone,
Methyl Vinyl Ketone, Propenal, Propene, R 134a, Tetrahydrofuran, Trichloroethylene, Uranyl Fluoride, Vinyl Chloride,
Vinyl Cyanide, Vinyl Ether

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Focal length 23 mm (0.89 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled QWIP / 10.3–10.7 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Sulfur Hexafluoride (SF6), Acetyl Chloride, Acetic Acid, Allyl
Bromide, Allyl Chloride, Allyl Fluoride, Ammonia (NH3),
Bromomethane, Chlorine Dioxide, Ethyl Cyanoacrylate,
Ethylene, Furan, Hydrazine, Methylsilane, Methyl Ethyl
Ketone, Methyl Vinyl Ketone, Propenal, Propene, R 134a,
Tetrahydrofuran, Trichloroethylene, Uranyl Fluoride, Vinyl
Chloride, Vinyl Cyanide, Vinyl Ether
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Part number: Electronics and data rate

Full frame rate 60 Hz44201-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional Image presentation
market considerations. License procedures may apply.

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixelsInformation and equipment described herein may require
US Government authorization for export purposes. Viewfinder Built-in, tiltable OLED, 800 × 480 pixelsDiversion contrary to US law is prohibited.

Automatic image adjustment Continuous/manual; linear or histogram based(v1.11)
Manual image adjustment Level/span

Image modes IR-image, visual image, High Sensitivity Mode (HSM)

Measurement

Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±1°C (±1.8°F) for temperature range (0°C, to +100°C,
+32°F to +212°F) or ±2% of reading for temperature range
(>+100°C, >+212°F)

Measurement analysis

Spotmeter 10

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button
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Part number: Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory44201-0102
stick)Specifications subject to change without further notice.

• USB Mini-B: Data transfer to and from PCCamera models and accessories subject to regional
market considerations. License procedures may apply. USB, standard USB Mini-B: 2.0 High Speed
Information and equipment described herein may require Video out Digital Video Output (image)US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Power system(v1.11)

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah

Battery operating time > 2 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 10 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +40°C (–4°F to +104°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 306 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (2 ea.)
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF306 24° Fixed lens

Part number:

44202-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.13)

General description

FLIR GF306 infrared camera enables utilities, manufacturers, and consultants to proactively diagnose leaks of Sulfur
Hexafluoride (SF6) in electrical substation and equipment, a “Greenhouse Gas” with an estimated atmospheric lifetime of
3200 years.

Key features:

• Real time visualization of gas leaks
• Finds SF6 leaks quickly & safely
• Measures temperatures from -40°C to +500°C with high accuracy
• Internal data/video storage
• High Sensitivity Mode – detects even very small leaks
• Digital camera & GPS
• Radiometric with ±1°C accuracy
• High performance LCD & tiltable high resolution viewfinder
• Multi-angle handle with integrated direct access buttons
• Ergonomic, lightweight & easy to operate

FLIR GF306 scans large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring locations (or components)
that are difficult to reach with contact measurement tools. Literally thousands of components can be scanned per shift
without the need to de-energize the equipment. Proactively finding SF6 leaks reduces the potential for costly unplanned
equipment outages and reduces repair downtime. And above all it is exceptionally safe, allowing potentially dangerous
leaks to be monitored from several meters away.
FLIR GF306 significantly improves work safety, environmental and regulatory compliance, not to mention helping to
improve the bottom line by finding leaks that essentially decrease profits.

Detects the following gases:
Sulfur Hexafluoride (SF6), Acetyl Chloride, Acetic Acid, Allyl Bromide, Allyl Chloride, Allyl Fluoride, Ammonia (NH3),
Bromomethane, Chlorine Dioxide, Ethyl Cyanoacrylate, Ethylene, Furan, Hydrazine, Methylsilane, Methyl Ethyl Ketone,
Methyl Vinyl Ketone, Propenal, Propene, R 134a, Tetrahydrofuran, Trichloroethylene, Uranyl Fluoride, Vinyl Chloride,
Vinyl Cyanide, Vinyl Ether

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Focal length 23 mm (0.89 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled QWIP / 10.3–10.7 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Sulfur Hexafluoride (SF6), Acetyl Chloride, Acetic Acid, Allyl
Bromide, Allyl Chloride, Allyl Fluoride, Ammonia (NH3),
Bromomethane, Chlorine Dioxide, Ethyl Cyanoacrylate,
Ethylene, Furan, Hydrazine, Methylsilane, Methyl Ethyl
Ketone, Methyl Vinyl Ketone, Propenal, Propene, R 134a,
Tetrahydrofuran, Trichloroethylene, Uranyl Fluoride, Vinyl
Chloride, Vinyl Cyanide, Vinyl Ether

Electronics and data rate

Full frame rate 60 Hz

Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels
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Part number: Image presentation

Viewfinder Built-in, tiltable OLED, 800 × 480 pixels44202-0102
Specifications subject to change without further notice. Automatic image adjustment Continuous/manual; linear or histogram based
Camera models and accessories subject to regional

Manual image adjustment Level/spanmarket considerations. License procedures may apply.
Information and equipment described herein may require Image modes IR-image, visual image, High Sensitivity Mode (HSM)
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Measurement(v1.13)
Temperature range –40°C to +500°C (–40°F to +932°F)

Accuracy ±1°C (±1.8°F) for temperature range (0°C, to +100°C,
+32°F to +212°F) or ±2% of reading for temperature range
(>+100°C, >+212°F)

Measurement analysis

Spotmeter 10

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC
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Part number: Data communication interfaces

USB, standard USB Mini-B: 2.0 High Speed44202-0102
Specifications subject to change without further notice. Video out Digital Video Output (image)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Power systemInformation and equipment described herein may require
US Government authorization for export purposes. Battery type Rechargeable Li Ion batteryDiversion contrary to US law is prohibited.

Battery voltage 7.2 V(v1.13)
Battery capacity 4.4 Ah

Battery operating time > 2 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 10 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +40°C (–4°F to +104°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 306 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF309 14.5°

Part number:

44601-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

General description

FLIR GF309 is used for high temperature industrial furnace applications. FLIR GF309 is designed to “see through
flames” in all types of gas-fired furnaces, chemical heaters, coal-fired boilers. As the camera has an exceptionally wide
span of temperature range it will also perform high accuracy electrical and mechanical inspections, making it a very
useful instrument for its owner.

Key features:

• Measures temperatures from -40°C to +1500°C with high accuracy
• Dual-use camera; You can also measure at ambient temperatures
• Sensitivity <25 mK
• High performance LCD & Tiltable high resolution viewfinder
• Multi-angle handle with integrated direct access buttons
• GPS & Digital camera
• Compatible with FLIR QuickReport and FLIR Reporter software for professional inspection report

The FLIR GF309 is designed for high temperature industrial furnace applications. These cameras are ideal for
monitoring all types of furnaces, heaters and boilers, particularly in the chemical, petrochemical and utility industries.
Custom-built to see through flames, the GF309 also features a detachable heat-shield designed to reflect heat away
from the camera and camera operator, providing increased protection.
The FLIR GF309 infrared camera provides temperature readings across the entire surface of your heater/boiler/furnace
and will help you to inspect faster, work safer and avert unscheduled shutdowns and, worse, catastrophic failures.

CAUTION: The exceptionally wide temperature range of the FLIR GF309 infrared camera is designed for performing
highly accurate electrical and mechanical inspections and can also “see through flames” for inspecting gas-fired
furnaces, chemical heaters and coal-fired boilers. IN ORDER TO DERIVE ACCURATE TEMPERATURE
MEASUREMENTS IN THESE ENVIRONMENTS THE GF309 OPERATOR MUST HAVE A STRONG
UNDERSTANDING OF RADIOMETRIC FUNDAMENTALS AS WELL AS THE PRODUCTS AND CONDITIONS OF
COMBUSTION THAT IMPACT REMOTE TEMPERATURE MEASUREMENT. The Infrared Training Center (itc) offers a
wide range of world class infrared training for thermography professionals including GF309 operators. For more
information about obtaining the training and certification you require, contact your FLIR sales representative or itc at
www.infraredtraining.com.

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 14.5° × 10.8° / 0.5 m (1.64 ft.)

Focal length 38 mm (1.49 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3.8–4.05 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Electronics and data rate

Full frame rate 60 Hz
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Part number: Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels44601-0101
Specifications subject to change without further notice. Viewfinder Built-in, tiltable OLED, 800 × 480 pixels
Camera models and accessories subject to regional

Automatic image adjustment Continuous/manual; linear or histogram basedmarket considerations. License procedures may apply.
Information and equipment described herein may require Manual image adjustment Level/span
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Image modes IR-image, visual image
(v1.09)

Measurement

Temperature range –40°C to +1500°C (–40°F to +2732°F)

Accuracy ±1°C (±1.8°F) for temperature range (0°C, to +100°C,
+32°F to +212°F) or ±2% of reading for temperature range
(>+100°C, >+212°F)

Measurement analysis

Spotmeter 10

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording 15 Hz direct to memory card

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

368 (of 3109) http://www.flir.com · http://support.flir.com FLIR GF3xx series



Part number: Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory44601-0101
stick)Specifications subject to change without further notice.

• USB Mini-B: Data transfer to and from PCCamera models and accessories subject to regional
market considerations. License procedures may apply. USB, standard USB Mini-B: 2.0 High Speed
Information and equipment described herein may require Video out Digital Video Output (image)US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Power system(v1.09)

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah

Battery operating time > 3 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 7 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 305 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Heat shield
• Lens cap (2 ea.)
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF309 14.5° Fixed lens

Part number:

44602-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.11)

General description

FLIR GF309 is used for high temperature industrial furnace applications. FLIR GF309 is designed to “see through
flames” in all types of gas-fired furnaces, chemical heaters, coal-fired boilers. As the camera has an exceptionally wide
span of temperature range it will also perform high accuracy electrical and mechanical inspections, making it a very
useful instrument for its owner.

Key features:

• Measures temperatures from -40°C to +1500°C with high accuracy
• Dual-use camera; You can also measure at ambient temperatures
• Sensitivity <25 mK
• High performance LCD & Tiltable high resolution viewfinder
• Multi-angle handle with integrated direct access buttons
• GPS & Digital camera
• Compatible with FLIR QuickReport and FLIR Reporter software for professional inspection report

The FLIR GF309 is designed for high temperature industrial furnace applications. These cameras are ideal for
monitoring all types of furnaces, heaters and boilers, particularly in the chemical, petrochemical and utility industries.
Custom-built to see through flames, the GF309 also features a detachable heat-shield designed to reflect heat away
from the camera and camera operator, providing increased protection.
The FLIR GF309 infrared camera provides temperature readings across the entire surface of your heater/boiler/furnace
and will help you to inspect faster, work safer and avert unscheduled shutdowns and, worse, catastrophic failures.

CAUTION: The exceptionally wide temperature range of the FLIR GF309 infrared camera is designed for performing
highly accurate electrical and mechanical inspections and can also “see through flames” for inspecting gas-fired
furnaces, chemical heaters and coal-fired boilers. IN ORDER TO DERIVE ACCURATE TEMPERATURE
MEASUREMENTS IN THESE ENVIRONMENTS THE GF309 OPERATOR MUST HAVE A STRONG
UNDERSTANDING OF RADIOMETRIC FUNDAMENTALS AS WELL AS THE PRODUCTS AND CONDITIONS OF
COMBUSTION THAT IMPACT REMOTE TEMPERATURE MEASUREMENT. The Infrared Training Center (itc) offers a
wide range of world class infrared training for thermography professionals including GF309 operators. For more
information about obtaining the training and certification you require, contact your FLIR sales representative or itc at
www.infraredtraining.com.

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 14.5° × 10.8° / 0.5 m (1.64 ft.)

Focal length 38 mm (1.49 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3.8–4.05 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Electronics and data rate

Full frame rate 60 Hz

Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels

Viewfinder Built-in, tiltable OLED, 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based
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Part number: Image presentation

Manual image adjustment Level/span44602-0101
Specifications subject to change without further notice. Image modes IR-image, visual image
Camera models and accessories subject to regional
market considerations. License procedures may apply.

MeasurementInformation and equipment described herein may require
US Government authorization for export purposes. Temperature range –40°C to +1500°C (–40°F to +2732°F)Diversion contrary to US law is prohibited.

Accuracy ±1°C (±1.8°F) for temperature range (0°C, to +100°C,(v1.11)
+32°F to +212°F) or ±2% of reading for temperature range
(>+100°C, >+212°F)

Measurement analysis

Spotmeter 10

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording 15 Hz direct to memory card

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC

USB, standard USB Mini-B: 2.0 High Speed
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Part number: Data communication interfaces

Video out Digital Video Output (image)44602-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional Power system
market considerations. License procedures may apply.

Battery type Rechargeable Li Ion batteryInformation and equipment described herein may require
US Government authorization for export purposes. Battery voltage 7.2 VDiversion contrary to US law is prohibited.

Battery capacity 4.4 Ah(v1.11)
Battery operating time > 3 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 7 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 305 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Heat shield
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF309 24°

Part number:

44601-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

General description

FLIR GF309 is used for high temperature industrial furnace applications. FLIR GF309 is designed to “see through
flames” in all types of gas-fired furnaces, chemical heaters, coal-fired boilers. As the camera has an exceptionally wide
span of temperature range it will also perform high accuracy electrical and mechanical inspections, making it a very
useful instrument for its owner.

Key features:

• Measures temperatures from -40°C to +1500°C with high accuracy
• Dual-use camera; You can also measure at ambient temperatures
• Sensitivity <25 mK
• High performance LCD & Tiltable high resolution viewfinder
• Multi-angle handle with integrated direct access buttons
• GPS & Digital camera
• Compatible with FLIR QuickReport and FLIR Reporter software for professional inspection report

The FLIR GF309 is designed for high temperature industrial furnace applications. These cameras are ideal for
monitoring all types of furnaces, heaters and boilers, particularly in the chemical, petrochemical and utility industries.
Custom-built to see through flames, the GF309 also features a detachable heat-shield designed to reflect heat away
from the camera and camera operator, providing increased protection.
The FLIR GF309 infrared camera provides temperature readings across the entire surface of your heater/boiler/furnace
and will help you to inspect faster, work safer and avert unscheduled shutdowns and, worse, catastrophic failures.

CAUTION: The exceptionally wide temperature range of the FLIR GF309 infrared camera is designed for performing
highly accurate electrical and mechanical inspections and can also “see through flames” for inspecting gas-fired
furnaces, chemical heaters and coal-fired boilers. IN ORDER TO DERIVE ACCURATE TEMPERATURE
MEASUREMENTS IN THESE ENVIRONMENTS THE GF309 OPERATOR MUST HAVE A STRONG
UNDERSTANDING OF RADIOMETRIC FUNDAMENTALS AS WELL AS THE PRODUCTS AND CONDITIONS OF
COMBUSTION THAT IMPACT REMOTE TEMPERATURE MEASUREMENT. The Infrared Training Center (itc) offers a
wide range of world class infrared training for thermography professionals including GF309 operators. For more
information about obtaining the training and certification you require, contact your FLIR sales representative or itc at
www.infraredtraining.com.

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Focal length 23 mm (0.89 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3.8–4.05 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Electronics and data rate

Full frame rate 60 Hz
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Part number: Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels44601-0102
Specifications subject to change without further notice. Viewfinder Built-in, tiltable OLED, 800 × 480 pixels
Camera models and accessories subject to regional

Automatic image adjustment Continuous/manual; linear or histogram basedmarket considerations. License procedures may apply.
Information and equipment described herein may require Manual image adjustment Level/span
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Image modes IR-image, visual image
(v1.09)

Measurement

Temperature range –40°C to +1500°C (–40°F to +2732°F)

Accuracy ±1°C (±1.8°F) for temperature range (0°C, to +100°C,
+32°F to +212°F) or ±2% of reading for temperature range
(>+100°C, >+212°F)

Measurement analysis

Spotmeter 10

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording 15 Hz direct to memory card

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button
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Part number: Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory44601-0102
stick)Specifications subject to change without further notice.

• USB Mini-B: Data transfer to and from PCCamera models and accessories subject to regional
market considerations. License procedures may apply. USB, standard USB Mini-B: 2.0 High Speed
Information and equipment described herein may require Video out Digital Video Output (image)US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Power system(v1.09)

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah

Battery operating time > 3 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 7 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 306 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Heat shield
• Lens cap (2 ea.)
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF309 24° Fixed lens

Part number:

44602-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.11)

General description

FLIR GF309 is used for high temperature industrial furnace applications. FLIR GF309 is designed to “see through
flames” in all types of gas-fired furnaces, chemical heaters, coal-fired boilers. As the camera has an exceptionally wide
span of temperature range it will also perform high accuracy electrical and mechanical inspections, making it a very
useful instrument for its owner.

Key features:

• Measures temperatures from -40°C to +1500°C with high accuracy
• Dual-use camera; You can also measure at ambient temperatures
• Sensitivity <25 mK
• High performance LCD & Tiltable high resolution viewfinder
• Multi-angle handle with integrated direct access buttons
• GPS & Digital camera
• Compatible with FLIR QuickReport and FLIR Reporter software for professional inspection report

The FLIR GF309 is designed for high temperature industrial furnace applications. These cameras are ideal for
monitoring all types of furnaces, heaters and boilers, particularly in the chemical, petrochemical and utility industries.
Custom-built to see through flames, the GF309 also features a detachable heat-shield designed to reflect heat away
from the camera and camera operator, providing increased protection.
The FLIR GF309 infrared camera provides temperature readings across the entire surface of your heater/boiler/furnace
and will help you to inspect faster, work safer and avert unscheduled shutdowns and, worse, catastrophic failures.

CAUTION: The exceptionally wide temperature range of the FLIR GF309 infrared camera is designed for performing
highly accurate electrical and mechanical inspections and can also “see through flames” for inspecting gas-fired
furnaces, chemical heaters and coal-fired boilers. IN ORDER TO DERIVE ACCURATE TEMPERATURE
MEASUREMENTS IN THESE ENVIRONMENTS THE GF309 OPERATOR MUST HAVE A STRONG
UNDERSTANDING OF RADIOMETRIC FUNDAMENTALS AS WELL AS THE PRODUCTS AND CONDITIONS OF
COMBUSTION THAT IMPACT REMOTE TEMPERATURE MEASUREMENT. The Infrared Training Center (itc) offers a
wide range of world class infrared training for thermography professionals including GF309 operators. For more
information about obtaining the training and certification you require, contact your FLIR sales representative or itc at
www.infraredtraining.com.

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Focal length 23 mm (0.89 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3.8–4.05 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Electronics and data rate

Full frame rate 60 Hz

Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels

Viewfinder Built-in, tiltable OLED, 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based
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Part number: Image presentation

Manual image adjustment Level/span44602-0102
Specifications subject to change without further notice. Image modes IR-image, visual image
Camera models and accessories subject to regional
market considerations. License procedures may apply.

MeasurementInformation and equipment described herein may require
US Government authorization for export purposes. Temperature range –40°C to +1500°C (–40°F to +2732°F)Diversion contrary to US law is prohibited.

Accuracy ±1°C (±1.8°F) for temperature range (0°C, to +100°C,(v1.11)
+32°F to +212°F) or ±2% of reading for temperature range
(>+100°C, >+212°F)

Measurement analysis

Spotmeter 10

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording 15 Hz direct to memory card

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC

USB, standard USB Mini-B: 2.0 High Speed
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Part number: Data communication interfaces

Video out Digital Video Output (image)44602-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional Power system
market considerations. License procedures may apply.

Battery type Rechargeable Li Ion batteryInformation and equipment described herein may require
US Government authorization for export purposes. Battery voltage 7.2 VDiversion contrary to US law is prohibited.

Battery capacity 4.4 Ah(v1.11)
Battery operating time > 3 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 7 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 306 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Heat shield
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF320 14.5°

Part number:

44401-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

General description

The new FLIR GF320 is a revolutionary infrared camera capable of finding Methane emissions or other Volatile Organic
Compounds (VOC). It is unbeatable for detecting even the smallest gas leaks. The FLIR GF 320 offers a completely
unique method of tracing leaks to their source by visualizing this in an image.

Key features:

• Real time visualization of gas leaks
• Measures temperatures from -40°C to +350°C with high accuracy
• Internal data/video storage
• High Sensitivity Mode – detects even very small amount of gas leaks
• Digital camera & GPS
• Radiometric with ±1°C accuracy
• High performance LCD & Tiltable high resolution viewfinder
• Lightweight (2.4 kg) and robust design
• Multi-angle handle with integrated direct access buttons

FLIR GF320 can scan large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring plants that it is difficult
to reach with contact measurement tools. Literally thousands of components can be scanned per shift without the need
to interrupt the process. It reduces repair downtime and provides verification of the process. And above all it is
exceptionally safe, allowing potentially dangerous leaks to be monitored from several meters away.
FLIR GF320 will significantly improve your work safety, environmental and regulatory compliance, not to mention helping
to improve the bottom line by finding leaks that essentially decrease profits.

Detects the following gases:
Benzene, Ethanol, Ethylbenzene, Heptane, Hexane, Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-Pentene,
Toluene, Xylene, Butane, Ethane, Methane, Propane, Ethylene, Propylene

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 14.5° × 10.8° / 0.5 m (1.64 ft.)

Focal length 38 mm (1.49 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3.2–3.4 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Benzene, Ethanol, Ethylbenzene, Heptane, Hexane,
Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-
Pentene, Toluene, Xylene, Butane, Ethane, Methane,
Propane, Ethylene, Propylene

Electronics and data rate

Full frame rate 60 Hz
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Part number: Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels44401-0101
Specifications subject to change without further notice. Viewfinder Built-in, tiltable OLED, 800 × 480 pixels
Camera models and accessories subject to regional

Automatic image adjustment Continuous/manual; linear or histogram basedmarket considerations. License procedures may apply.
Information and equipment described herein may require Manual image adjustment Level/span
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Image modes IR-image, visual image, High Sensitivity Mode (HSM)
(v1.09)

Measurement

Temperature range –40°C to +350°C (–40°F to +662°F)

Accuracy ±1°C (±1.8°F) for temperature range (0°C, to +100°C,
+32°F to +212°F) or ±2% of reading for temperature range
(>+100°C, >+212°F)

Measurement analysis

Spotmeter 10

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button
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Part number: Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory44401-0101
stick)Specifications subject to change without further notice.

• USB Mini-B: Data transfer to and from PCCamera models and accessories subject to regional
market considerations. License procedures may apply. USB, standard USB Mini-B: 2.0 High Speed
Information and equipment described herein may require Video out Digital Video Output (image)US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Power system(v1.09)

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah

Battery operating time > 3 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 7 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 305 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (2 ea.)
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF320 14.5° Fixed lens

Part number:

44402-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.11)

General description

The new FLIR GF320 is a revolutionary infrared camera capable of finding Methane emissions or other Volatile Organic
Compounds (VOC). It is unbeatable for detecting even the smallest gas leaks. The FLIR GF 320 offers a completely
unique method of tracing leaks to their source by visualizing this in an image.

Key features:

• Real time visualization of gas leaks
• Measures temperatures from -40°C to +350°C with high accuracy
• Internal data/video storage
• High Sensitivity Mode – detects even very small amount of gas leaks
• Digital camera & GPS
• Radiometric with ±1°C accuracy
• High performance LCD & Tiltable high resolution viewfinder
• Lightweight (2.4 kg) and robust design
• Multi-angle handle with integrated direct access buttons

FLIR GF320 can scan large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring plants that it is difficult
to reach with contact measurement tools. Literally thousands of components can be scanned per shift without the need
to interrupt the process. It reduces repair downtime and provides verification of the process. And above all it is
exceptionally safe, allowing potentially dangerous leaks to be monitored from several meters away.
FLIR GF320 will significantly improve your work safety, environmental and regulatory compliance, not to mention helping
to improve the bottom line by finding leaks that essentially decrease profits.

Detects the following gases:
Benzene, Ethanol, Ethylbenzene, Heptane, Hexane, Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-Pentene,
Toluene, Xylene, Butane, Ethane, Methane, Propane, Ethylene, Propylene

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 14.5° × 10.8° / 0.5 m (1.64 ft.)

Focal length 38 mm (1.49 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3.2–3.4 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Benzene, Ethanol, Ethylbenzene, Heptane, Hexane,
Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-
Pentene, Toluene, Xylene, Butane, Ethane, Methane,
Propane, Ethylene, Propylene

Electronics and data rate

Full frame rate 60 Hz

Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels

Viewfinder Built-in, tiltable OLED, 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span

Image modes IR-image, visual image, High Sensitivity Mode (HSM)
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Part number: Measurement

Temperature range –40°C to +350°C (–40°F to +662°F)44402-0101
Specifications subject to change without further notice. Accuracy ±1°C (±1.8°F) for temperature range (0°C, to +100°C,
Camera models and accessories subject to regional +32°F to +212°F) or ±2% of reading for temperature range
market considerations. License procedures may apply. (>+100°C, >+212°F)
Information and equipment described herein may require
US Government authorization for export purposes.

Measurement analysisDiversion contrary to US law is prohibited.
Spotmeter 10(v1.11)

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC

USB, standard USB Mini-B: 2.0 High Speed

Video out Digital Video Output (image)

Power system

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V
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Part number: Power system

Battery capacity 4.4 Ah44402-0101
Specifications subject to change without further notice. Battery operating time > 3 hours at 25°C (+68°F) and typical use
Camera models and accessories subject to regional

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-baymarket considerations. License procedures may apply.
chargerInformation and equipment described herein may require

US Government authorization for export purposes. Start-up time Typically 7 min. @ 25°C (+77°F)
Diversion contrary to US law is prohibited.
(v1.11)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 305 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF320 24°

Part number:

44401-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

General description

The new FLIR GF320 is a revolutionary infrared camera capable of finding Methane emissions or other Volatile Organic
Compounds (VOC). It is unbeatable for detecting even the smallest gas leaks. The FLIR GF 320 offers a completely
unique method of tracing leaks to their source by visualizing this in an image.

Key features:

• Real time visualization of gas leaks
• Measures temperatures from -40°C to +350°C with high accuracy
• Internal data/video storage
• High Sensitivity Mode – detects even very small amount of gas leaks
• Digital camera & GPS
• Radiometric with ±1°C accuracy
• High performance LCD & Tiltable high resolution viewfinder
• Lightweight (2.4 kg) and robust design
• Multi-angle handle with integrated direct access buttons

FLIR GF320 can scan large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring plants that it is difficult
to reach with contact measurement tools. Literally thousands of components can be scanned per shift without the need
to interrupt the process. It reduces repair downtime and provides verification of the process. And above all it is
exceptionally safe, allowing potentially dangerous leaks to be monitored from several meters away.
FLIR GF320 will significantly improve your work safety, environmental and regulatory compliance, not to mention helping
to improve the bottom line by finding leaks that essentially decrease profits.

Detects the following gases:
Benzene, Ethanol, Ethylbenzene, Heptane, Hexane, Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-Pentene,
Toluene, Xylene, Butane, Ethane, Methane, Propane, Ethylene, Propylene

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Focal length 23 mm (0.89 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3.2–3.4 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Benzene, Ethanol, Ethylbenzene, Heptane, Hexane,
Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-
Pentene, Toluene, Xylene, Butane, Ethane, Methane,
Propane, Ethylene, Propylene

Electronics and data rate

Full frame rate 60 Hz
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Part number: Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels44401-0102
Specifications subject to change without further notice. Viewfinder Built-in, tiltable OLED, 800 × 480 pixels
Camera models and accessories subject to regional

Automatic image adjustment Continuous/manual; linear or histogram basedmarket considerations. License procedures may apply.
Information and equipment described herein may require Manual image adjustment Level/span
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Image modes IR-image, visual image, High Sensitivity Mode (HSM)
(v1.09)

Measurement

Temperature range –40°C to +350°C (–40°F to +662°F)

Accuracy ±1°C (±1.8°F) for temperature range (0°C, to +100°C,
+32°F to +212°F) or ±2% of reading for temperature range
(>+100°C, >+212°F)

Measurement analysis

Spotmeter 10

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button
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Part number: Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory44401-0102
stick)Specifications subject to change without further notice.

• USB Mini-B: Data transfer to and from PCCamera models and accessories subject to regional
market considerations. License procedures may apply. USB, standard USB Mini-B: 2.0 High Speed
Information and equipment described herein may require Video out Digital Video Output (image)US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Power system(v1.09)

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah

Battery operating time > 3 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 7 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 306 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (2 ea.)
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF320 24° Fixed lens

Part number:

44402-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.11)

General description

The new FLIR GF320 is a revolutionary infrared camera capable of finding Methane emissions or other Volatile Organic
Compounds (VOC). It is unbeatable for detecting even the smallest gas leaks. The FLIR GF 320 offers a completely
unique method of tracing leaks to their source by visualizing this in an image.

Key features:

• Real time visualization of gas leaks
• Measures temperatures from -40°C to +350°C with high accuracy
• Internal data/video storage
• High Sensitivity Mode – detects even very small amount of gas leaks
• Digital camera & GPS
• Radiometric with ±1°C accuracy
• High performance LCD & Tiltable high resolution viewfinder
• Lightweight (2.4 kg) and robust design
• Multi-angle handle with integrated direct access buttons

FLIR GF320 can scan large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring plants that it is difficult
to reach with contact measurement tools. Literally thousands of components can be scanned per shift without the need
to interrupt the process. It reduces repair downtime and provides verification of the process. And above all it is
exceptionally safe, allowing potentially dangerous leaks to be monitored from several meters away.
FLIR GF320 will significantly improve your work safety, environmental and regulatory compliance, not to mention helping
to improve the bottom line by finding leaks that essentially decrease profits.

Detects the following gases:
Benzene, Ethanol, Ethylbenzene, Heptane, Hexane, Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-Pentene,
Toluene, Xylene, Butane, Ethane, Methane, Propane, Ethylene, Propylene

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Focal length 23 mm (0.89 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3.2–3.4 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Benzene, Ethanol, Ethylbenzene, Heptane, Hexane,
Isoprene, Methanol, MEK, MIBK, Octane, Pentane, 1-
Pentene, Toluene, Xylene, Butane, Ethane, Methane,
Propane, Ethylene, Propylene

Electronics and data rate

Full frame rate 60 Hz

Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels

Viewfinder Built-in, tiltable OLED, 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span

Image modes IR-image, visual image, High Sensitivity Mode (HSM)
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Part number: Measurement

Temperature range –40°C to +350°C (–40°F to +662°F)44402-0102
Specifications subject to change without further notice. Accuracy ±1°C (±1.8°F) for temperature range (0°C, to +100°C,
Camera models and accessories subject to regional +32°F to +212°F) or ±2% of reading for temperature range
market considerations. License procedures may apply. (>+100°C, >+212°F)
Information and equipment described herein may require
US Government authorization for export purposes.

Measurement analysisDiversion contrary to US law is prohibited.
Spotmeter 10(v1.11)

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC

USB, standard USB Mini-B: 2.0 High Speed

Video out Digital Video Output (image)

Power system

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V
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Part number: Power system

Battery capacity 4.4 Ah44402-0102
Specifications subject to change without further notice. Battery operating time > 3 hours at 25°C (+68°F) and typical use
Camera models and accessories subject to regional

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-baymarket considerations. License procedures may apply.
chargerInformation and equipment described herein may require

US Government authorization for export purposes. Start-up time Typically 7 min. @ 25°C (+77°F)
Diversion contrary to US law is prohibited.
(v1.11)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 306 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF335 24°

Part number:

57501-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

If your application requires a portable infrared camera able to detect very subtle temperature differences, the FLIR
GF335 is the camera for you. Perfect for the detection of faint heat signatures, the handheld FLIR GF335 is a high
sensitivity, low noise, cooled thermal camera excellent for a wide variety of non-destructive testing and quality control
applications.

Key features:

• Cooled thermal camera (InSb detector) 3–5 µm.
• Sharp thermal images – sensitivity <20 mK.
• High accuracy ±1°C (±1.8°F)/1%
• Measures temperatures from –20°C to +200°C (–4°F to +392°F).
• Built-in radiometric video recording.
• High performance LCD & tiltable high resolution viewfinder.
• Multi-angle handle with integrated direct access buttons.
• GPS & digital camera.
• Compatible with FLIR QuickReport and FLIR Reporter software for professional
• inspection reporting.

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <20 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Focal length 23 mm (0.89 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3–5 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Electronics and data rate

Full frame rate 60 Hz

Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels

Viewfinder Built-in, tiltable OLED, 800 × 480 pixels

Automatic image adjustment Continuous/manual; linear or histogram based

Manual image adjustment Level/span

Image modes IR-image, visual image

Measurement

Temperature range –20°C to +200°C (–4°F to +392°F)
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Part number: Measurement

Accuracy ±1°C (±1.8°F) or ±1% of reading for temperature range 0°C57501-0102
to +200°C (+32°F to +392°F)Specifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Measurement analysis
Information and equipment described herein may require

Spotmeter 10US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Area 5 boxes with max./min./average
(v1.07)

Isotherm Above/below/interval

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Overlay recording mode
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Radiometric IR-video recording 15 Hz direct to memory card

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC

USB, standard USB Mini-B: 2.0 High Speed

Video out Digital Video Output (image)

Power system

Battery type Rechargeable Li Ion battery
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Part number: Power system

Battery voltage 7.2 V57501-0102
Specifications subject to change without further notice. Battery capacity 4.4 Ah
Camera models and accessories subject to regional

Battery operating time > 3 hours at 25°C (+68°F) and typical usemarket considerations. License procedures may apply.
Information and equipment described herein may require Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
US Government authorization for export purposes. charger
Diversion contrary to US law is prohibited.

Start-up time Typically 7 min. @ 25°C (+77°F)(v1.07)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 306 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (2 ea.)
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF346 24°

Part number:

59801-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

The new FLIR GF346 is a revolutionary infrared camera capable of finding Carbon Monoxide and a number of other
gases. It is unbeatable for detecting even the smallest gas leaks. The FLIR GF346 offers a completely unique method of
tracing leaks to their source by visualizing this in an image.
Carbon monoxide (CO) emissions can be a significant threat to primary steel manufacturing operations and other
industries where CO emissions need to be closely watched. Even the slightest leak in a vent stack or pipe can have a
devastating effect. To help ensure safety, protect the environment, and protect your investment in your infrastructure, the
FLIR GF346 camera enables fast detection of CO emissions.
FLIR GF346 can scan large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring plants that it is difficult
to reach with contact measurement tools. Literally thousands of components can be scanned per shift without the need
to interrupt the process. It reduces repair downtime and provides verification of the process. And above all it is
exceptionally safe, allowing potentially dangerous leaks to be monitored from several meters away.
FLIR GF346 will significantly improve your work safety, environmental and regulatory compliance, not to mention helping
to improve the bottom line by finding leaks that essentially decrease profits.

Key features:

• Real time visualization of gas leaks
• Measures temperatures from -20°C to +300°C with high accuracy
• Internal data/video storage
• High Sensitivity Mode – detects even very small amount of gas leaks
• Digital camera & GPS
• Radiometric with ±1°C accuracy
• High performance LCD & Tiltable high resolution viewfinder
• Lightweight (2.4 kg) and robust design
• Multi-angle handle with integrated direct access buttons

Detects the following gases:
Carbon Monoxide, Nitrous Oxide, Ketene, Ethenone, Butyl Isocyanide, Hexyl Isocyanide, Cyanogen Bromide,
Acetonitrile, Acetyl Cyanide, Chlorine Isocyanate, Bromine Isocyanate, Methyl Thiocyanate, Ethyl Thiocyanate,
Chlorodimethylsilane, Dichloromethylsilane, Silane, Germane, Arsine

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Focal length 23 mm (0.89 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / Built-in cold band pass filter 4.52–4.67 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Carbon Monoxide, Nitrous Oxide, Ketene, Ethenone, Butyl
Isocyanide, Hexyl Isocyanide, Cyanogen Bromide,
Acetonitrile, Acetyl Cyanide, Chlorine Isocyanate, Bromine
Isocyanate, Methyl Thiocyanate, Ethyl Thiocyanate,
Chlorodimethylsilane, Dichloromethylsilane, Silane,
Germane, Arsine
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Part number: Electronics and data rate

Full frame rate 60 Hz59801-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional Image presentation
market considerations. License procedures may apply.

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixelsInformation and equipment described herein may require
US Government authorization for export purposes. Viewfinder Built-in, tiltable OLED, 800 × 480 pixelsDiversion contrary to US law is prohibited.

Automatic image adjustment Continuous/manual; linear or histogram based(v1.07)
Manual image adjustment Level/span

Image modes IR-image, visual image, High Sensitivity Mode (HSM)

Measurement

Temperature range –20°C to +300°C (–4°F to +572°F)

Accuracy ±1°C (±1.8°F) or ±1% of reading for temperature range 0°C
to +300°C (+32°F to +572°F)

Measurement analysis

Spotmeter 10

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Overlay recording mode
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button
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Part number: Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory59801-0102
stick)Specifications subject to change without further notice.

• USB Mini-B: Data transfer to and from PCCamera models and accessories subject to regional
market considerations. License procedures may apply. USB, standard USB Mini-B: 2.0 High Speed
Information and equipment described herein may require Video out Digital Video Output (image)US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Power system(v1.07)

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah

Battery operating time > 3 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 7 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 306 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (2 ea.)
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF346 24° Fixed lens

Part number:

59802-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

The new FLIR GF346 is a revolutionary infrared camera capable of finding Carbon Monoxide and a number of other
gases. It is unbeatable for detecting even the smallest gas leaks. The FLIR GF346 offers a completely unique method of
tracing leaks to their source by visualizing this in an image.
Carbon monoxide (CO) emissions can be a significant threat to primary steel manufacturing operations and other
industries where CO emissions need to be closely watched. Even the slightest leak in a vent stack or pipe can have a
devastating effect. To help ensure safety, protect the environment, and protect your investment in your infrastructure, the
FLIR GF346 camera enables fast detection of CO emissions.
FLIR GF346 can scan large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring plants that it is difficult
to reach with contact measurement tools. Literally thousands of components can be scanned per shift without the need
to interrupt the process. It reduces repair downtime and provides verification of the process. And above all it is
exceptionally safe, allowing potentially dangerous leaks to be monitored from several meters away.
FLIR GF346 will significantly improve your work safety, environmental and regulatory compliance, not to mention helping
to improve the bottom line by finding leaks that essentially decrease profits.

Key features:

• Real time visualization of gas leaks
• Measures temperatures from -20°C to +300°C with high accuracy
• Internal data/video storage
• High Sensitivity Mode – detects even very small amount of gas leaks
• Digital camera & GPS
• Radiometric with ±1°C accuracy
• High performance LCD & Tiltable high resolution viewfinder
• Lightweight (2.4 kg) and robust design
• Multi-angle handle with integrated direct access buttons

Detects the following gases:
Carbon Monoxide, Nitrous Oxide, Ketene, Ethenone, Butyl Isocyanide, Hexyl Isocyanide, Cyanogen Bromide,
Acetonitrile, Acetyl Cyanide, Chlorine Isocyanate, Bromine Isocyanate, Methyl Thiocyanate, Ethyl Thiocyanate,
Chlorodimethylsilane, Dichloromethylsilane, Silane, Germane, Arsine

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 24° × 18° / 0.3 m (1.0 ft.)

Focal length 23 mm (0.89 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / Built-in cold band pass filter 4.52–4.67 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Carbon Monoxide, Nitrous Oxide, Ketene, Ethenone, Butyl
Isocyanide, Hexyl Isocyanide, Cyanogen Bromide,
Acetonitrile, Acetyl Cyanide, Chlorine Isocyanate, Bromine
Isocyanate, Methyl Thiocyanate, Ethyl Thiocyanate,
Chlorodimethylsilane, Dichloromethylsilane, Silane,
Germane, Arsine

Electronics and data rate

Full frame rate 60 Hz

Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels
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Part number: Image presentation

Viewfinder Built-in, tiltable OLED, 800 × 480 pixels59802-0102
Specifications subject to change without further notice. Automatic image adjustment Continuous/manual; linear or histogram based
Camera models and accessories subject to regional

Manual image adjustment Level/spanmarket considerations. License procedures may apply.
Information and equipment described herein may require Image modes IR-image, visual image, High Sensitivity Mode (HSM)
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Measurement(v1.05)
Temperature range –20°C to +300°C (–4°F to +572°F)

Accuracy ±1°C (±1.8°F) or ±1% of reading for temperature range 0°C
to +300°C (+32°F to +572°F)

Measurement analysis

Spotmeter 10

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Overlay recording mode
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC
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Part number: Data communication interfaces

USB, standard USB Mini-B: 2.0 High Speed59802-0102
Specifications subject to change without further notice. Video out Digital Video Output (image)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Power systemInformation and equipment described herein may require
US Government authorization for export purposes. Battery type Rechargeable Li Ion batteryDiversion contrary to US law is prohibited.

Battery voltage 7.2 V(v1.05)
Battery capacity 4.4 Ah

Battery operating time > 3 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 7 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 306 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF346 14.5°

Part number:

59801-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

The new FLIR GF346 is a revolutionary infrared camera capable of finding Carbon Monoxide and a number of other
gases. It is unbeatable for detecting even the smallest gas leaks. The FLIR GF346 offers a completely unique method of
tracing leaks to their source by visualizing this in an image.
Carbon monoxide (CO) emissions can be a significant threat to primary steel manufacturing operations and other
industries where CO emissions need to be closely watched. Even the slightest leak in a vent stack or pipe can have a
devastating effect. To help ensure safety, protect the environment, and protect your investment in your infrastructure, the
FLIR GF346 camera enables fast detection of CO emissions.
FLIR GF346 can scan large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring plants that it is difficult
to reach with contact measurement tools. Literally thousands of components can be scanned per shift without the need
to interrupt the process. It reduces repair downtime and provides verification of the process. And above all it is
exceptionally safe, allowing potentially dangerous leaks to be monitored from several meters away.
FLIR GF346 will significantly improve your work safety, environmental and regulatory compliance, not to mention helping
to improve the bottom line by finding leaks that essentially decrease profits.

Key features:

• Real time visualization of gas leaks
• Measures temperatures from -20°C to +300°C with high accuracy
• Internal data/video storage
• High Sensitivity Mode – detects even very small amount of gas leaks
• Digital camera & GPS
• Radiometric with ±1°C accuracy
• High performance LCD & Tiltable high resolution viewfinder
• Lightweight (2.4 kg) and robust design
• Multi-angle handle with integrated direct access buttons

Detects the following gases:
Carbon Monoxide, Nitrous Oxide, Ketene, Ethenone, Butyl Isocyanide, Hexyl Isocyanide, Cyanogen Bromide,
Acetonitrile, Acetyl Cyanide, Chlorine Isocyanate, Bromine Isocyanate, Methyl Thiocyanate, Ethyl Thiocyanate,
Chlorodimethylsilane, Dichloromethylsilane, Silane, Germane, Arsine

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 14.5° × 10.8° / 0.5 m (1.64 ft.)

Focal length 38 mm (1.49 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / Built-in cold band pass filter 4.52–4.67 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Carbon Monoxide, Nitrous Oxide, Ketene, Ethenone, Butyl
Isocyanide, Hexyl Isocyanide, Cyanogen Bromide,
Acetonitrile, Acetyl Cyanide, Chlorine Isocyanate, Bromine
Isocyanate, Methyl Thiocyanate, Ethyl Thiocyanate,
Chlorodimethylsilane, Dichloromethylsilane, Silane,
Germane, Arsine
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Part number: Electronics and data rate

Full frame rate 60 Hz59801-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional Image presentation
market considerations. License procedures may apply.

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixelsInformation and equipment described herein may require
US Government authorization for export purposes. Viewfinder Built-in, tiltable OLED, 800 × 480 pixelsDiversion contrary to US law is prohibited.

Automatic image adjustment Continuous/manual; linear or histogram based(v1.04)
Manual image adjustment Level/span

Image modes IR-image, visual image, High Sensitivity Mode (HSM)

Measurement

Temperature range –20°C to +300°C (–4°F to +572°F)

Accuracy ±1°C (±1.8°F) or ±1% of reading for temperature range 0°C
to +300°C (+32°F to +572°F)

Measurement analysis

Spotmeter 10

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Overlay recording mode
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button
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Part number: Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory59801-0101
stick)Specifications subject to change without further notice.

• USB Mini-B: Data transfer to and from PCCamera models and accessories subject to regional
market considerations. License procedures may apply. USB, standard USB Mini-B: 2.0 High Speed
Information and equipment described herein may require Video out Digital Video Output (image)US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Power system(v1.04)

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah

Battery operating time > 3 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 7 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 305 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (2 ea.)
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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FLIR GF346 14.5° Fixed lens

Part number:

59802-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

The new FLIR GF346 is a revolutionary infrared camera capable of finding Carbon Monoxide and a number of other
gases. It is unbeatable for detecting even the smallest gas leaks. The FLIR GF346 offers a completely unique method of
tracing leaks to their source by visualizing this in an image.
Carbon monoxide (CO) emissions can be a significant threat to primary steel manufacturing operations and other
industries where CO emissions need to be closely watched. Even the slightest leak in a vent stack or pipe can have a
devastating effect. To help ensure safety, protect the environment, and protect your investment in your infrastructure, the
FLIR GF346 camera enables fast detection of CO emissions.
FLIR GF346 can scan large areas rapidly and pinpoint leaks in real time. It is ideal for monitoring plants that it is difficult
to reach with contact measurement tools. Literally thousands of components can be scanned per shift without the need
to interrupt the process. It reduces repair downtime and provides verification of the process. And above all it is
exceptionally safe, allowing potentially dangerous leaks to be monitored from several meters away.
FLIR GF346 will significantly improve your work safety, environmental and regulatory compliance, not to mention helping
to improve the bottom line by finding leaks that essentially decrease profits.

Key features:

• Real time visualization of gas leaks
• Measures temperatures from -20°C to +300°C with high accuracy
• Internal data/video storage
• High Sensitivity Mode – detects even very small amount of gas leaks
• Digital camera & GPS
• Radiometric with ±1°C accuracy
• High performance LCD & Tiltable high resolution viewfinder
• Lightweight (2.4 kg) and robust design
• Multi-angle handle with integrated direct access buttons

Detects the following gases:
Carbon Monoxide, Nitrous Oxide, Ketene, Ethenone, Butyl Isocyanide, Hexyl Isocyanide, Cyanogen Bromide,
Acetonitrile, Acetyl Cyanide, Chlorine Isocyanate, Bromine Isocyanate, Methyl Thiocyanate, Ethyl Thiocyanate,
Chlorodimethylsilane, Dichloromethylsilane, Silane, Germane, Arsine

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD <25 mK @ +30°C (+86°F)

Field of view (FOV) / Minimum focus distance 14.5° × 10.8° / 0.5 m (1.64 ft.)

Focal length 38 mm (1.49 in.)

F-number 1.5

Focus Automatic (one touch) or manual (electric or on the lens)

Zoom 1–8× continuous, digital zoom

Digital image enhancement Noise reduction filter, High Sensitivity Mode (HSM)

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / Built-in cold band pass filter 4.52–4.67 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Detects following gases Carbon Monoxide, Nitrous Oxide, Ketene, Ethenone, Butyl
Isocyanide, Hexyl Isocyanide, Cyanogen Bromide,
Acetonitrile, Acetyl Cyanide, Chlorine Isocyanate, Bromine
Isocyanate, Methyl Thiocyanate, Ethyl Thiocyanate,
Chlorodimethylsilane, Dichloromethylsilane, Silane,
Germane, Arsine

Electronics and data rate

Full frame rate 60 Hz

Image presentation

Display Built-in widescreen, 4.3 in. LCD, 800 × 480 pixels
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Part number: Image presentation

Viewfinder Built-in, tiltable OLED, 800 × 480 pixels59802-0101
Specifications subject to change without further notice. Automatic image adjustment Continuous/manual; linear or histogram based
Camera models and accessories subject to regional

Manual image adjustment Level/spanmarket considerations. License procedures may apply.
Information and equipment described herein may require Image modes IR-image, visual image, High Sensitivity Mode (HSM)
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Measurement(v1.04)
Temperature range –20°C to +300°C (–4°F to +572°F)

Accuracy ±1°C (±1.8°F) or ±1% of reading for temperature range 0°C
to +300°C (+32°F to +572°F)

Measurement analysis

Spotmeter 10

Area 5 boxes with max./min./average

Profile 1 live line (horizontal or vertical)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Emissivity correction Variable from 0.01 to 1.0 or selected from editable
materials list

Measurement corrections Reflected temperature, distance, atmospheric transmission,
humidity, external optics

Set-up

Menu commands Level, span
Auto adjust continuous/manual/semi-automatic
Zoom
Palette
Overlay recording mode
Start/stop recording
Store image
Playback/recall image

Color palettes Iron, Gray, Rainbow

Set-up commands 1 programmable button, local adaptation of units, language,
date and time formats

Storage of images

Storage media Removable SD or SDHC memory card , two card slots

Image storage capacity > 1200 images (JPEG) with post process capability per GB
on memory card

Image storage mode IR/visual images
Visual image can automatically be associated with
corresponding IR image

Periodic image storage Every 10 seconds up to 24 hours

File formats Standard JPEG, 14 bit measurement data included

GPS Location data automatically added to every image from
built-in GPS

Video recording in camera and video streaming

Non-radiometric IR-video recording MPEG4 (up to 60 minutes/clip) to memory card.
Visual image can automatically be associated with
corresponding recording of non-radiometric IR-video.

Visual video recording MPEG4 (25 minutes/clip) to memory card

Non-radiometric IR-video streaming RTP/MPEG4

Digital camera

Built-in digital camera 3.2 Mpixel, auto focus, and two video lamps

Laser pointer

Laser Activated by dedicated button

Data communication interfaces

USB • USB-A: Connect external USB device (e.g. memory
stick)

• USB Mini-B: Data transfer to and from PC
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Part number: Data communication interfaces

USB, standard USB Mini-B: 2.0 High Speed59802-0101
Specifications subject to change without further notice. Video out Digital Video Output (image)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Power systemInformation and equipment described herein may require
US Government authorization for export purposes. Battery type Rechargeable Li Ion batteryDiversion contrary to US law is prohibited.

Battery voltage 7.2 V(v1.04)
Battery capacity 4.4 Ah

Battery operating time > 3 hours at 25°C (+68°F) and typical use

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Start-up time Typically 7 min. @ 25°C (+77°F)

Environmental data

Operating temperature range –20°C to +50°C (–4°F to +122°F)

Storage temperature range –30°C to +60°C (–22°F to +140°F)

Humidity (operating and storage) IEC 68-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F) (2 cycl)

EMC • EN61000-6-4 (Emission)
• EN61000-6-2 (Immunity)
• FCC 47 CFR Part 15 class A (Emission)
• EN 61 000-4-8, L5

Encapsulation IP 54 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Camera weight, incl. lens and battery 2.48 kg (5.47 lb.)

Cameras size, incl. lens (L × W × H) 305 × 169 × 161 mm (12.0 × 6.7 × 6.3 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Battery charger
• Battery, 2 ea.
• Calibration certificate
• Downloads brochure
• FLIR QuickReport™ PC software CD-ROM
• FLIR VideoReport™ PC software CD-ROM
• HDMI-DVI cable
• HDMI-HDMI cable
• Lens cap (mounted on lens)
• Memory card
• Memory card adapter
• Power supply, incl. multi-plugs
• Printed Getting Started Guide
• Printed Important Information Guide
• Registration card
• Service & training brochure
• Shoulder strap
• USB cable
• User documentation CD-ROM
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ThermaCAM™ GasFindIR 25 mm fixed lens Class
I Div II PAL

Part number:

24059-250
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

Licensing and classification

License information Fixed (non-removable) lens version of the ThermaCAM™
GasFindIR Class I, Div II requires US Department of
Commerce License, except inside US.

Classification US NEC Class I, Div II for use in hazardous locations

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD 35 mK @ +30°C (+86°F)

Lens mounting Fixed (non-removable) lens

Field of view (FOV) / Minimum focus distance 22° × 16° / 0.2 m (0.66 ft.)

Focal length 25 mm (0.98 in.)

Spatial resolution (IFOV) 1.2 mrad

F-number 2.3

Image frequency Max 25 Hz (PAL)

Focus Manual

Zoom 2× and 4× Digital Zoom

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3–5 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Well capacity 18 e^6

Electronics and data rate

Integration type (electronic shutter speed) Snap shot

Integration time Selectable: 1–16 ms

Read-out modes Integrate while read

Dynamic range 12-bit

Full frame rate 50 Hz (PAL)

Scene temperature range (50 Hz/60 Hz)

High (50 Hz/60 Hz) (power switch setting = 3) 15°C to 65°C (59°F to 149°F)

Medium (50 Hz/60 Hz) (power switch setting = 2) 40°C to 175°C (104°F to 347°F)

Low (50 Hz/60 Hz) (power switch setting = 1) –15°C to 15°C (5°F to 59°F)

Image presentation

Interpolation None

Video output RS-170 EIA/NTSC or CCIR/PAL composite video

Viewfinder Built-in viewfinder, 800 × 600, OLED, B/W

External display Via personal video recorder

Storage of images

Storage media Included personal video recorder

File formats Standard .avi or .asf video format

407 (of 3109) http://www.flir.com · http://support.flir.com ThermaCAM™ GasFindIR series



Part number: Video recording in camera and video streaming

Video recording type Recording of video sequences to personal video recorder.24059-250
Specifications subject to change without further notice. Streaming type 8-bit analog output
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Data communication interfacesInformation and equipment described herein may require
US Government authorization for export purposes. Serial communication, purpose Command and controlDiversion contrary to US law is prohibited.

Serial communication, standard RS-232(v1.07)
Serial communication, connector type 7-pin Fischer connector

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)
S-video

Video, connector type BNC (CVBS)
5-pin Fischer connector (S-video)

Power system

Battery type NiMH

Battery voltage 6 V

Battery capacity 4.2 Ah

Battery operating time Approx. 2 hours at +25°C (+77°F) ambient temperature and
typical use

Battery note The battery latch is replaced with a TORX® screw on the
GasFindIR Class I, Div II.

Charging system Included battery charger (AC adapter or 12 V from a
vehicle)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) 20–80% (non condensing)

EMC • EN 55011:1998 (Emission)
• EN 61000-4-2:1995 (Electronic Discharge)
• EN 610000-4-3:1996 (Electromagnetic Field Immunity)
• EN 61000-4-3:1993 (Magnetic Fields)

Physical data

Camera weight, incl. lens and battery 2.20 kg (4.85 lb.)

Camera size (L × W × H) 262 x 158 x 132 mm (10.3 x 6.2 x 5.2 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• ThermaCAM GasFindIR Camera
• 25 mm lens cap
• Optical cleaning kit
• Neck strap
• Battery charger, 2 ea.
• NiMH battery, 3 ea.
• User’s Manual
• Hard transport case
• S-Video cable
• Video cable
• Personal Video Recorder (PVR) and battery
• A/V Cable for Personal Video Recorder
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ThermaCAM™ GasFindIR 25 mm fixed lens Class
I Div II NTSC

Part number:

24059-201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

Licensing and classification

License information Fixed (non-removable) lens version of the ThermaCAM™
GasFindIR Class I, Div II requires US Department of
Commerce License, except inside US.

Classification US NEC Class I, Div II for use in hazardous locations

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD 35 mK @ +30°C (+86°F)

Lens mounting Fixed (non-removable) lens

Field of view (FOV) / Minimum focus distance 22° × 16° / 0.2 m (0.66 ft.)

Focal length 25 mm (0.98 in.)

Spatial resolution (IFOV) 1.2 mrad

F-number 2.3

Image frequency Max 30 Hz (NTSC)

Focus Manual

Zoom 2× and 4× Digital Zoom

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3–5 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Well capacity 18 e^6

Electronics and data rate

Integration type (electronic shutter speed) Snap shot

Integration time Selectable: 1–16 ms

Read-out modes Integrate while read

Dynamic range 12-bit

Full frame rate 60 Hz (NTSC)

Scene temperature range (50 Hz/60 Hz)

High (50 Hz/60 Hz) (power switch setting = 3) 15°C to 65°C (59°F to 149°F)

Medium (50 Hz/60 Hz) (power switch setting = 2) 40°C to 175°C (104°F to 347°F)

Low (50 Hz/60 Hz) (power switch setting = 1) –15°C to 15°C (5°F to 59°F)

Image presentation

Interpolation None

Video output RS-170 EIA/NTSC or CCIR/PAL composite video

Viewfinder Built-in viewfinder, 800 × 600, OLED, B/W

External display Via personal video recorder

Storage of images

Storage media Included personal video recorder

File formats Standard .avi or .asf video format

409 (of 3109) http://www.flir.com · http://support.flir.com ThermaCAM™ GasFindIR series



Part number: Video recording in camera and video streaming

Video recording type Recording of video sequences to personal video recorder.24059-201
Specifications subject to change without further notice. Streaming type 8-bit analog output
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Data communication interfacesInformation and equipment described herein may require
US Government authorization for export purposes. Serial communication, purpose Command and controlDiversion contrary to US law is prohibited.

Serial communication, standard RS-232(v1.07)
Serial communication, connector type 7-pin Fischer connector

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)
S-video

Video, connector type BNC (CVBS)
5-pin Fischer connector (S-video)

Power system

Battery type NiMH

Battery voltage 6 V

Battery capacity 4.2 Ah

Battery operating time Approx. 2 hours at +25°C (+77°F) ambient temperature and
typical use

Battery note The battery latch is replaced with a TORX® screw on the
GasFindIR Class I, Div II.

Charging system Included battery charger (AC adapter or 12 V from a
vehicle)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) 20–80% (non condensing)

EMC • EN 55011:1998 (Emission)
• EN 61000-4-2:1995 (Electronic Discharge)
• EN 610000-4-3:1996 (Electromagnetic Field Immunity)
• EN 61000-4-3:1993 (Magnetic Fields)

Physical data

Camera weight, incl. lens and battery 2.20 kg (4.85 lb.)

Camera size (L × W × H) 262 x 158 x 132 mm (10.3 x 6.2 x 5.2 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• ThermaCAM GasFindIR Camera
• 25 mm lens cap
• Optical cleaning kit
• Neck strap
• Battery charger, 2 ea.
• NiMH battery, 3 ea.
• User’s Manual
• Hard transport case
• S-Video cable
• Video cable
• Personal Video Recorder (PVR) and battery
• A/V Cable for Personal Video Recorder
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ThermaCAM™ GasFindIR 25 mm lens Class I Div
II PAL

Part number:

24059-251
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

Licensing and classification

License information Interchangeable lens version of the ThermaCAM™
GasFindIR Class I, Div II requires US Department of State
License and will be subject to limitations on resale, except
inside US. Allow a minimum of 90 days after application
submittal for approval.

Classification US NEC Class I, Div II for use in hazardous locations

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD 35 mK @ +30°C (+86°F)

Lens mounting Interchangeable lens

Field of view (FOV) / Minimum focus distance 22° × 16° / 0.2 m (0.66 ft.)

Focal length 25 mm (0.98 in.)

Spatial resolution (IFOV) 1.2 mrad

F-number 2.3

Image frequency Max 25 Hz (PAL)

Focus Manual

Zoom 2× and 4× Digital Zoom

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3–5 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Well capacity 18 e^6

Electronics and data rate

Integration type (electronic shutter speed) Snap shot

Integration time Selectable: 1–16 ms

Read-out modes Integrate while read

Dynamic range 12-bit

Full frame rate 50 Hz (PAL)

Scene temperature range (50 Hz/60 Hz)

High (50 Hz/60 Hz) (power switch setting = 3) 15°C to 65°C (59°F to 149°F)

Medium (50 Hz/60 Hz) (power switch setting = 2) 40°C to 175°C (104°F to 347°F)

Low (50 Hz/60 Hz) (power switch setting = 1) –15°C to 15°C (5°F to 59°F)

Image presentation

Interpolation None

Video output RS-170 EIA/NTSC or CCIR/PAL composite video

Viewfinder Built-in viewfinder, 800 × 600, OLED, B/W

External display Via personal video recorder

411 (of 3109) http://www.flir.com · http://support.flir.com ThermaCAM™ GasFindIR series



Part number: Storage of images

Storage media Included personal video recorder24059-251
Specifications subject to change without further notice. File formats Standard .avi or .asf video format
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Video recording in camera and video streamingInformation and equipment described herein may require
US Government authorization for export purposes. Video recording type Recording of video sequences to personal video recorder.Diversion contrary to US law is prohibited.

Streaming type 8-bit analog output(v1.07)

Data communication interfaces

Serial communication, purpose Command and control

Serial communication, standard RS-232

Serial communication, connector type 7-pin Fischer connector

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)
S-video

Video, connector type BNC (CVBS)
5-pin Fischer connector (S-video)

Power system

Battery type NiMH

Battery voltage 6 V

Battery capacity 4.2 Ah

Battery operating time Approx. 2 hours at +25°C (+77°F) ambient temperature and
typical use

Battery note The battery latch is replaced with a TORX® screw on the
GasFindIR Class I, Div II.

Charging system Included battery charger (AC adapter or 12 V from a
vehicle)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) 20–80% (non condensing)

EMC • EN 55011:1998 (Emission)
• EN 61000-4-2:1995 (Electronic Discharge)
• EN 610000-4-3:1996 (Electromagnetic Field Immunity)
• EN 61000-4-3:1993 (Magnetic Fields)

Physical data

Camera weight, incl. lens and battery 2.20 kg (4.85 lb.)

Camera size (L × W × H) 262 x 158 x 132 mm (10.3 x 6.2 x 5.2 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• ThermaCAM GasFindIR Camera
• 25 mm lens cap
• Optical cleaning kit
• Neck strap
• Battery charger, 2 ea.
• NiMH battery, 3 ea.
• User’s Manual
• Hard transport case
• S-Video cable
• Video cable
• Personal Video Recorder (PVR) and battery
• A/V Cable for Personal Video Recorder
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ThermaCAM™ GasFindIR 25 mm lens Class I Div
II NTSC

Part number:

24059-200
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

Licensing and classification

License information Interchangeable lens version of the ThermaCAM™
GasFindIR Class I, Div II requires US Department of State
License and will be subject to limitations on resale, except
inside US. Allow a minimum of 90 days after application
submittal for approval.

Classification US NEC Class I, Div II for use in hazardous locations

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD 35 mK @ +30°C (+86°F)

Lens mounting Interchangeable lens

Field of view (FOV) / Minimum focus distance 22° × 16° / 0.2 m (0.66 ft.)

Focal length 25 mm (0.98 in.)

Spatial resolution (IFOV) 1.2 mrad

F-number 2.3

Image frequency Max 30 Hz (NTSC)

Focus Manual

Zoom 2× and 4× Digital Zoom

Detector data

Focal Plane Array (FPA) / Spectral range Cooled InSb / 3–5 µm

Sensor cooling Stirling Microcooler (FLIR MC-3)

Well capacity 18 e^6

Electronics and data rate

Integration type (electronic shutter speed) Snap shot

Integration time Selectable: 1–16 ms

Read-out modes Integrate while read

Dynamic range 12-bit

Full frame rate 60 Hz (NTSC)

Scene temperature range (50 Hz/60 Hz)

High (50 Hz/60 Hz) (power switch setting = 3) 15°C to 65°C (59°F to 149°F)

Medium (50 Hz/60 Hz) (power switch setting = 2) 40°C to 175°C (104°F to 347°F)

Low (50 Hz/60 Hz) (power switch setting = 1) –15°C to 15°C (5°F to 59°F)

Image presentation

Interpolation None

Video output RS-170 EIA/NTSC or CCIR/PAL composite video

Viewfinder Built-in viewfinder, 800 × 600, OLED, B/W

External display Via personal video recorder
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Part number: Storage of images

Storage media Included personal video recorder24059-200
Specifications subject to change without further notice. File formats Standard .avi or .asf video format
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Video recording in camera and video streamingInformation and equipment described herein may require
US Government authorization for export purposes. Video recording type Recording of video sequences to personal video recorder.Diversion contrary to US law is prohibited.

Streaming type 8-bit analog output(v1.07)

Data communication interfaces

Serial communication, purpose Command and control

Serial communication, standard RS-232

Serial communication, connector type 7-pin Fischer connector

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)
S-video

Video, connector type BNC (CVBS)
5-pin Fischer connector (S-video)

Power system

Battery type NiMH

Battery voltage 6 V

Battery capacity 4.2 Ah

Battery operating time Approx. 2 hours at +25°C (+77°F) ambient temperature and
typical use

Battery note The battery latch is replaced with a TORX® screw on the
GasFindIR Class I, Div II.

Charging system Included battery charger (AC adapter or 12 V from a
vehicle)

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) 20–80% (non condensing)

EMC • EN 55011:1998 (Emission)
• EN 61000-4-2:1995 (Electronic Discharge)
• EN 610000-4-3:1996 (Electromagnetic Field Immunity)
• EN 61000-4-3:1993 (Magnetic Fields)

Physical data

Camera weight, incl. lens and battery 2.20 kg (4.85 lb.)

Camera size (L × W × H) 262 x 158 x 132 mm (10.3 x 6.2 x 5.2 in.)

Tripod mounting UNC ¼"-20

Scope of delivery

• ThermaCAM GasFindIR Camera
• 25 mm lens cap
• Optical cleaning kit
• Neck strap
• Battery charger, 2 ea.
• NiMH battery, 3 ea.
• User’s Manual
• Hard transport case
• S-Video cable
• Video cable
• Personal Video Recorder (PVR) and battery
• A/V Cable for Personal Video Recorder
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FLIR A300

Part number:

48201-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.11)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 30 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Set-up

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Storage of images

Storage media Built-in memory for image storage

File formats Standard JPEG, 16-bit measurement data included

Ethernet

Ethernet Control and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary

Ethernet, video streaming MPEG-4, ISO/IEC 14496-1 MPEG-4 ASP@L5

Ethernet, image streaming 16-bit 320 × 240 pixels @ 3 Hz
- Radiometric

Ethernet, power Power over Ethernet, PoE IEEE 802.3af class 0

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP
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Part number: Digital input/output

Digital input, purpose Image tag (start/stop/general), Input ext. device48201-1001
(programmatically read)Specifications subject to change without further notice.

Camera models and accessories subject to regional Digital input 2 opto-isolated, 10–30 VDC
market considerations. License procedures may apply.

Digital output, purpose Output to ext. device (programmatically set)Information and equipment described herein may require
US Government authorization for export purposes. Digital output 2 opto-isolated, 10–30 VDC, max 100 mA
Diversion contrary to US law is prohibited.

Digital I/O, isolation voltage 500 VRMS(v1.11)
Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Composite video

Video out Composite video output, PAL and NTSC compatible

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 40 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.7 kg (1.54 lb.)

Camera size (L × W × H) 170 × 70 × 70 mm (6.7 × 2.8 × 2.8 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Scope of delivery

• Cardboard box
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• User documentation CD-ROM
• Utility CD-ROM
• Registration card
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FLIR A310

Part number:

48201-1101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.09)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 30 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Measurement option Measurement Mask Filter
Schedule response: File sending (ftp), email (SMTP)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm

Alarm functions 6 automatic alarms on any selected measurement function,
Digital In, Camera temperature, timer

Alarm output Digital Out, log, store image, file sending (ftp), email
(SMTP), notification
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Part number: Set-up

Color palettes Color palettes (BW, BW inv, Iron, Rain)48201-1101
Specifications subject to change without further notice. Set-up commands Date/time, Temperature°C/°F
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Storage of imagesInformation and equipment described herein may require
US Government authorization for export purposes. Storage media Built-in memory for image storageDiversion contrary to US law is prohibited.

File formats Standard JPEG, 16-bit measurement data included(v1.09)

Ethernet

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary

Ethernet, video streaming MPEG-4, ISO/IEC 14496-1 MPEG-4 ASP@L5

Ethernet, image streaming 16-bit 320 × 240 pixels @ 7-8 Hz
- Radiometric

Ethernet, power Power over Ethernet, PoE IEEE 802.3af class 0

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start/stop/general), Input ext. device
(programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose As function of ALARM, Output to ext. device
(programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Composite video

Video out Composite video output, PAL and NTSC compatible

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 40 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.7 kg (1.54 lb.)

Camera size (L × W × H) 170 × 70 × 70 mm (6.7 × 2.8 × 2.8 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum
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Part number: Scope of delivery

• Cardboard box48201-1101
• Infrared camera with lensSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• Ethernet™ cable

Information and equipment described herein may require • Mains cable
US Government authorization for export purposes. • Power cable, pig-tailed
Diversion contrary to US law is prohibited. • Power supply

• Printed Getting Started Guide(v1.09)
• Printed Important Information Guide
• Service & training brochure
• User documentation CD-ROM
• Utility CD-ROM
• Registration card
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FLIR A315

Part number:

48001-1101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 60 Hz

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam
protocol

Ethernet, image streaming 16-bit 320 × 240 pixels @ 60 Hz
- Signal linear
- Temperature linear
- Radiometric
GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP
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Part number: Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream48001-1101
on/off), Input ext. device (programmatically read)Specifications subject to change without further notice.

Camera models and accessories subject to regional Digital input 2 opto-isolated, 10–30 VDC
market considerations. License procedures may apply.

Digital output, purpose Output to ext. device (programmatically set)Information and equipment described herein may require
US Government authorization for export purposes. Digital output 2 opto-isolated, 10–30 VDC, max 100 mA
Diversion contrary to US law is prohibited.

Digital I/O, isolation voltage 500 VRMS(v1.10)
Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 40 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.7 kg (1.54 lb.)

Camera size (L × W × H) 170 × 70 × 70 mm (6.7 × 2.8 × 2.8 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Scope of delivery

• Cardboard box
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• User documentation CD-ROM
• Utility CD-ROM
• Registration card
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FLIR A320 Tempscreen

Part number:

48201-1201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 30 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 4

Area 4 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Measurement option Measurement Mask Filter
Schedule response: File sending (ftp), email (SMTP)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm

Alarm functions 6 automatic alarms on any selected measurement function,
Digital In, Camera temperature, timer

Screening Difference temperature alarm with dynamic updated
reference temperature (visualized by the isotherm)
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Part number: Alarm

Alarm output Digital Out, log, store image, file sending (ftp), email48201-1201
(SMTP), notificationSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Set-up
Information and equipment described herein may require

Color palettes Color palettes (BW, BW inv, Iron, Rain)US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Set-up commands Date/time, Temperature°C/°F
(v1.06)

Storage of images

Storage media Built-in memory for image storage

File formats Standard JPEG, 16-bit measurement data included

Ethernet

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary

Ethernet, video streaming MPEG-4, ISO/IEC 14496-1 MPEG-4 ASP@L5

Ethernet, image streaming 16-bit 320 × 240 pixels
- Signal linear
- Temperature linear
- Radiometric

Ethernet, power Power over Ethernet, PoE IEEE 802.3af class 0

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start/stop/general), Input ext. device
(programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose As function of ALARM, Output to ext. device
(programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Composite video

Video out Composite video output, PAL and NTSC compatible

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 40 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.7 kg (1.54 lb.)
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Part number: Physical data

Camera size (L × W × H) 170 × 70 × 70 mm (6.7 × 2.8 × 2.8 in.)48201-1201
Specifications subject to change without further notice. Tripod mounting UNC ¼"-20 (on three sides)
Camera models and accessories subject to regional

Base mounting 2 × M4 thread mounting holes (on three sides)market considerations. License procedures may apply.
Information and equipment described herein may require Housing material Aluminum
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Scope of delivery(v1.06)
• Cardboard box
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• User documentation CD-ROM
• Utility CD-ROM
• Registration card
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FLIR A300 (9 Hz)

Part number:

42701-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 9 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Set-up

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Storage of images

Storage media Built-in memory for image storage

File formats Standard JPEG, 16-bit measurement data included

Ethernet

Ethernet Control and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary

Ethernet, video streaming MPEG-4, ISO/IEC 14496-1 MPEG-4 ASP@L5

Ethernet, image streaming 16-bit 320 × 240 pixels @ 3 Hz
- Radiometric

Ethernet, power Power over Ethernet, PoE IEEE 802.3af class 0

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP
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Part number: Digital input/output

Digital input, purpose Image tag (start/stop/general), Input ext. device42701-1001
(programmatically read)Specifications subject to change without further notice.

Camera models and accessories subject to regional Digital input 2 opto-isolated, 10–30 VDC
market considerations. License procedures may apply.

Digital output, purpose Output to ext. device (programmatically set)Information and equipment described herein may require
US Government authorization for export purposes. Digital output 2 opto-isolated, 10–30 VDC, max 100 mA
Diversion contrary to US law is prohibited.

Digital I/O, isolation voltage 500 VRMS(v1.01)
Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Composite video

Video out Composite video output, PAL and NTSC compatible

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 40 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.7 kg (1.54 lb.)

Camera size (L × W × H) 170 × 70 × 70 mm (6.7 × 2.8 × 2.8 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Scope of delivery

• Cardboard box
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• User documentation CD-ROM
• Utility CD-ROM
• Registration card
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FLIR A310 (9 Hz)

Part number:

42701-1101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 9 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Measurement option Measurement Mask Filter
Schedule response: File sending (ftp), email (SMTP)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm

Alarm functions 6 automatic alarms on any selected measurement function,
Digital In, Camera temperature, timer

Alarm output Digital Out, log, store image, file sending (ftp), email
(SMTP), notification
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Part number: Set-up

Color palettes Color palettes (BW, BW inv, Iron, Rain)42701-1101
Specifications subject to change without further notice. Set-up commands Date/time, Temperature°C/°F
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Storage of imagesInformation and equipment described herein may require
US Government authorization for export purposes. Storage media Built-in memory for image storageDiversion contrary to US law is prohibited.

File formats Standard JPEG, 16-bit measurement data included(v1.01)

Ethernet

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary

Ethernet, video streaming MPEG-4, ISO/IEC 14496-1 MPEG-4 ASP@L5

Ethernet, image streaming 16-bit 320 × 240 pixels @ 4.5 Hz
- Radiometric

Ethernet, power Power over Ethernet, PoE IEEE 802.3af class 0

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start/stop/general), Input ext. device
(programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose As function of ALARM, Output to ext. device
(programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Composite video

Video out Composite video output, PAL and NTSC compatible

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 40 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.7 kg (1.54 lb.)

Camera size (L × W × H) 170 × 70 × 70 mm (6.7 × 2.8 × 2.8 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum
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Part number: Scope of delivery

• Cardboard box42701-1101
• Infrared camera with lensSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• Ethernet™ cable

Information and equipment described herein may require • Mains cable
US Government authorization for export purposes. • Power cable, pig-tailed
Diversion contrary to US law is prohibited. • Power supply

• Printed Getting Started Guide(v1.01)
• Printed Important Information Guide
• Service & training brochure
• User documentation CD-ROM
• Utility CD-ROM
• Registration card
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FLIR A315 (9 Hz)

Part number:

42901-1101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 9 Hz

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam
protocol

Ethernet, image streaming 16-bit 320 × 240 pixels @ 9 Hz
- Signal linear
- Temperature linear
- Radiometric
GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP
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Part number: Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream42901-1101
on/off), Input ext. device (programmatically read)Specifications subject to change without further notice.

Camera models and accessories subject to regional Digital input 2 opto-isolated, 10–30 VDC
market considerations. License procedures may apply.

Digital output, purpose Output to ext. device (programmatically set)Information and equipment described herein may require
US Government authorization for export purposes. Digital output 2 opto-isolated, 10–30 VDC, max 100 mA
Diversion contrary to US law is prohibited.

Digital I/O, isolation voltage 500 VRMS(v1.01)
Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 40 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.7 kg (1.54 lb.)

Camera size (L × W × H) 170 × 70 × 70 mm (6.7 × 2.8 × 2.8 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Scope of delivery

• Cardboard box
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• User documentation CD-ROM
• Utility CD-ROM
• Registration card
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FLIR A320 Tempscreen (9 Hz)

Part number:

42701-1201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 9 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Spotmeter 4

Area 4 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Measurement option Measurement Mask Filter
Schedule response: File sending (ftp), email (SMTP)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm

Alarm functions 6 automatic alarms on any selected measurement function,
Digital In, Camera temperature, timer

Screening Difference temperature alarm with dynamic updated
reference temperature (visualized by the isotherm)
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Part number: Alarm

Alarm output Digital Out, log, store image, file sending (ftp), email42701-1201
(SMTP), notificationSpecifications subject to change without further notice.

Camera models and accessories subject to regional
market considerations. License procedures may apply. Set-up
Information and equipment described herein may require

Color palettes Color palettes (BW, BW inv, Iron, Rain)US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Set-up commands Date/time, Temperature°C/°F
(v1.01)

Storage of images

Storage media Built-in memory for image storage

File formats Standard JPEG, 16-bit measurement data included

Ethernet

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary

Ethernet, video streaming MPEG-4, ISO/IEC 14496-1 MPEG-4 ASP@L5

Ethernet, image streaming 16-bit 320 × 240 pixels
- Signal linear
- Temperature linear
- Radiometric

Ethernet, power Power over Ethernet, PoE IEEE 802.3af class 0

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start/stop/general), Input ext. device
(programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose As function of ALARM, Output to ext. device
(programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Composite video

Video out Composite video output, PAL and NTSC compatible

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 40 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.7 kg (1.54 lb.)

434 (of 3109) http://www.flir.com · http://support.flir.com FLIR A3xx/6xx series



Part number: Physical data

Camera size (L × W × H) 170 × 70 × 70 mm (6.7 × 2.8 × 2.8 in.)42701-1201
Specifications subject to change without further notice. Tripod mounting UNC ¼"-20 (on three sides)
Camera models and accessories subject to regional

Base mounting 2 × M4 thread mounting holes (on three sides)market considerations. License procedures may apply.
Information and equipment described herein may require Housing material Aluminum
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Scope of delivery(v1.01)
• Cardboard box
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• User documentation CD-ROM
• Utility CD-ROM
• Registration card
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FLIR A310pt 6° (9 Hz) PAL

Part number:

60901-1101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

Imaging and optical data (thermal camera)

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 6° × 4.5° / 4 m (13.11 ft.)

Focal length 76 mm (3.0 in.)

Spatial resolution (IFOV) 0.33 mrad

Lens identification Automatic

F-number 1.3

Image frequency 9 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data (thermal camera)

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement (thermal camera)

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis (thermal camera)

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm (thermal camera)

Alarm functions 6 automatic alarms on any selected measurement function,
camera temperature

Set-up (thermal camera)

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Imaging and optical data (visual camera)

Field of view (FOV) 57.8° (H) to 1.7° (H)

Focal length 3.4 mm (wide) to 122.4 mm (tele)
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Part number: Imaging and optical data (visual camera)

F-number 1.6 to 4.560901-1101
Specifications subject to change without further notice. Focus Automatic or manual (built in motor)
Camera models and accessories subject to regional

Optical Zoom 36× continuousmarket considerations. License procedures may apply.
Information and equipment described herein may require Electronic Zoom 12× continuous, digital, interpolating
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Detector data (visual camera)(v1.06)
Focal Plane Array (FPA) 1/4” Exview HAD CCD

Effective pixels 380.000

Technical specification (pan & tilt)

Azimuth Range Az velocity 360° continuous, 0.1 to 60°/sec max

Elevation Range El velocity +/- 45°, 0.1 to 30°/sec. max

Programmable presets 128

Automatic heaters Clears window from ice

Ethernet (complete system)

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TBA

Ethernet, video streaming Two independent channels for each camera
- MPEG-4, H.264, or M-JPEG

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Composite video (complete system)

Video out Composite video output, PAL compatible

Video, standard CVBS (ITU-R-BT.470 PAL)

Power system (complete system)

Voltage 24 VAC (21-30 VAC)
24 VDC (21-30 VDC)

Power 24 VAC: 215 VA max w/heater
24 VDC: 195 W max w/heater

Environmental data (complete system)

Operating temperature range –25°C to +50°C (-13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data (complete system)

Weight 18.1 kg (40.0 lb.)

Size (L × W × H) 460 × 467 × 326 mm (18.1 × 18.4 × 12.8 in.)

Base mounting TBA

Housing material Aluminum
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Part number: Scope of delivery (complete system)

• Cardboard box60901-1101
• Pan & tilt with infrared camera including lens and visual cameraSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• FLIR Sensors Manager CD-ROM

Information and equipment described herein may require • Lens cap
US Government authorization for export purposes. • Printed Getting Started Guide
Diversion contrary to US law is prohibited. • Printed Important Information Guide

• Service & training brochure(v1.06)
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A310pt 15° (9 Hz) PAL

Part number:

60901-1102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data (thermal camera)

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 15° × 11.25° / 1.2 m (3.93 ft.)

Focal length 30.38 mm (1.2 in.)

Spatial resolution (IFOV) 0.82 mrad

Lens identification Automatic

F-number 1.3

Image frequency 9 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data (thermal camera)

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement (thermal camera)

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis (thermal camera)

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm (thermal camera)

Alarm functions 6 automatic alarms on any selected measurement function,
camera temperature

Set-up (thermal camera)

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Imaging and optical data (visual camera)

Field of view (FOV) 57.8° (H) to 1.7° (H)

Focal length 3.4 mm (wide) to 122.4 mm (tele)
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Part number: Imaging and optical data (visual camera)

F-number 1.6 to 4.560901-1102
Specifications subject to change without further notice. Focus Automatic or manual (built in motor)
Camera models and accessories subject to regional

Optical Zoom 36× continuousmarket considerations. License procedures may apply.
Information and equipment described herein may require Electronic Zoom 12× continuous, digital, interpolating
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Detector data (visual camera)(v1.04)
Focal Plane Array (FPA) 1/4” Exview HAD CCD

Effective pixels 380.000

Technical specification (pan & tilt)

Azimuth Range Az velocity 360° continuous, 0.1 to 60°/sec max

Elevation Range El velocity +/- 45°, 0.1 to 30°/sec. max

Programmable presets 128

Automatic heaters Clears window from ice

Ethernet (complete system)

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TBA

Ethernet, video streaming Two independent channels for each camera
- MPEG-4, H.264, or M-JPEG

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Composite video (complete system)

Video out Composite video output, PAL compatible

Video, standard CVBS (ITU-R-BT.470 PAL)

Power system (complete system)

Voltage 24 VAC (21-30 VAC)
24 VDC (21-30 VDC)

Power 24 VAC: 215 VA max w/heater
24 VDC: 195 W max w/heater

Environmental data (complete system)

Operating temperature range –25°C to +50°C (-13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data (complete system)

Weight 17.9 kg (39.5 lb.)

Size (L × W × H) 460 × 467 × 326 mm (18.1 × 18.4 × 12.8 in.)

Base mounting TBA

Housing material Aluminum
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Part number: Scope of delivery (complete system)

• Cardboard box60901-1102
• Pan & tilt with infrared camera including lens and visual cameraSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• FLIR Sensors Manager CD-ROM

Information and equipment described herein may require • Lens cap
US Government authorization for export purposes. • Printed Getting Started Guide
Diversion contrary to US law is prohibited. • Printed Important Information Guide

• Service & training brochure(v1.04)
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A310pt 25° (9 Hz) PAL

Part number:

60901-1103
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data (thermal camera)

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 9 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data (thermal camera)

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement (thermal camera)

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis (thermal camera)

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm (thermal camera)

Alarm functions 6 automatic alarms on any selected measurement function,
camera temperature

Set-up (thermal camera)

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Imaging and optical data (visual camera)

Field of view (FOV) 57.8° (H) to 1.7° (H)

Focal length 3.4 mm (wide) to 122.4 mm (tele)
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Part number: Imaging and optical data (visual camera)

F-number 1.6 to 4.560901-1103
Specifications subject to change without further notice. Focus Automatic or manual (built in motor)
Camera models and accessories subject to regional

Optical Zoom 36× continuousmarket considerations. License procedures may apply.
Information and equipment described herein may require Electronic Zoom 12× continuous, digital, interpolating
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Detector data (visual camera)(v1.04)
Focal Plane Array (FPA) 1/4” Exview HAD CCD

Effective pixels 380.000

Technical specification (pan & tilt)

Azimuth Range Az velocity 360° continuous, 0.1 to 60°/sec max

Elevation Range El velocity +/- 45°, 0.1 to 30°/sec. max

Programmable presets 128

Automatic heaters Clears window from ice

Ethernet (complete system)

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TBA

Ethernet, video streaming Two independent channels for each camera
- MPEG-4, H.264, or M-JPEG

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Composite video (complete system)

Video out Composite video output, PAL compatible

Video, standard CVBS (ITU-R-BT.470 PAL)

Power system (complete system)

Voltage 24 VAC (21-30 VAC)
24 VDC (21-30 VDC)

Power 24 VAC: 215 VA max w/heater
24 VDC: 195 W max w/heater

Environmental data (complete system)

Operating temperature range –25°C to +50°C (-13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data (complete system)

Weight 17.8 kg (39.3 lb.)

Size (L × W × H) 460 × 467 × 326 mm (18.1 × 18.4 × 12.8 in.)

Base mounting TBA

Housing material Aluminum
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Part number: Scope of delivery (complete system)

• Cardboard box60901-1103
• Pan & tilt with infrared camera including lens and visual cameraSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• FLIR Sensors Manager CD-ROM

Information and equipment described herein may require • Lens cap
US Government authorization for export purposes. • Printed Getting Started Guide
Diversion contrary to US law is prohibited. • Printed Important Information Guide

• Service & training brochure(v1.04)
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A310pt 6° (9 Hz) NTSC

Part number:

60902-1101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

Imaging and optical data (thermal camera)

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 6° × 4.5° / 4 m (13.11 ft.)

Focal length 76 mm (3.0 in.)

Spatial resolution (IFOV) 0.33 mrad

Lens identification Automatic

F-number 1.3

Image frequency 9 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data (thermal camera)

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement (thermal camera)

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis (thermal camera)

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm (thermal camera)

Alarm functions 6 automatic alarms on any selected measurement function,
camera temperature

Set-up (thermal camera)

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Imaging and optical data (visual camera)

Field of view (FOV) 57.8° (H) to 1.7° (H)

Focal length 3.4 mm (wide) to 122.4 mm (tele)
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Part number: Imaging and optical data (visual camera)

F-number 1.6 to 4.560902-1101
Specifications subject to change without further notice. Focus Automatic or manual (built in motor)
Camera models and accessories subject to regional

Optical Zoom 36× continuousmarket considerations. License procedures may apply.
Information and equipment described herein may require Electronic Zoom 12× continuous, digital, interpolating
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Detector data (visual camera)(v1.06)
Focal Plane Array (FPA) 1/4” Exview HAD CCD

Effective pixels 380.000

Technical specification (pan & tilt)

Azimuth Range Az velocity 360° continuous, 0.1 to 60°/sec max

Elevation Range El velocity +/- 45°, 0.1 to 30°/sec. max

Programmable presets 128

Automatic heaters Clears window from ice

Ethernet (complete system)

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TBA

Ethernet, video streaming Two independent channels for each camera
- MPEG-4, H.264, or M-JPEG

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Composite video (complete system)

Video out Composite video output, NTSC compatible

Video, standard CVBS (SMPTE 170M NTSC)

Power system (complete system)

Voltage 24 VAC (21-30 VAC)
24 VDC (21-30 VDC)

Power 24 VAC: 215 VA max w/heater
24 VDC: 195 W max w/heater

Environmental data (complete system)

Operating temperature range –25°C to +50°C (-13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data (complete system)

Weight 18.1 kg (40.0 lb.)

Size (L × W × H) 460 × 467 × 326 mm (18.1 × 18.4 × 12.8 in.)

Base mounting TBA

Housing material Aluminum
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Part number: Scope of delivery (complete system)

• Cardboard box60902-1101
• Pan & tilt with infrared camera including lens and visual cameraSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• FLIR Sensors Manager CD-ROM

Information and equipment described herein may require • Lens cap
US Government authorization for export purposes. • Printed Getting Started Guide
Diversion contrary to US law is prohibited. • Printed Important Information Guide

• Service & training brochure(v1.06)
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A310pt 15° (9 Hz) NTSC

Part number:

60902-1102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data (thermal camera)

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 15° × 11.25° / 1.2 m (3.93 ft.)

Focal length 30.38 mm (1.2 in.)

Spatial resolution (IFOV) 0.82 mrad

Lens identification Automatic

F-number 1.3

Image frequency 9 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data (thermal camera)

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement (thermal camera)

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis (thermal camera)

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm (thermal camera)

Alarm functions 6 automatic alarms on any selected measurement function,
camera temperature

Set-up (thermal camera)

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Imaging and optical data (visual camera)

Field of view (FOV) 57.8° (H) to 1.7° (H)

Focal length 3.4 mm (wide) to 122.4 mm (tele)
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Part number: Imaging and optical data (visual camera)

F-number 1.6 to 4.560902-1102
Specifications subject to change without further notice. Focus Automatic or manual (built in motor)
Camera models and accessories subject to regional

Optical Zoom 36× continuousmarket considerations. License procedures may apply.
Information and equipment described herein may require Electronic Zoom 12× continuous, digital, interpolating
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Detector data (visual camera)(v1.04)
Focal Plane Array (FPA) 1/4” Exview HAD CCD

Effective pixels 380.000

Technical specification (pan & tilt)

Azimuth Range Az velocity 360° continuous, 0.1 to 60°/sec max

Elevation Range El velocity +/- 45°, 0.1 to 30°/sec. max

Programmable presets 128

Automatic heaters Clears window from ice

Ethernet (complete system)

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TBA

Ethernet, video streaming Two independent channels for each camera
- MPEG-4, H.264, or M-JPEG

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Composite video (complete system)

Video out Composite video output, NTSC compatible

Video, standard CVBS (SMPTE 170M NTSC)

Power system (complete system)

Voltage 24 VAC (21-30 VAC)
24 VDC (21-30 VDC)

Power 24 VAC: 215 VA max w/heater
24 VDC: 195 W max w/heater

Environmental data (complete system)

Operating temperature range –25°C to +50°C (-13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data (complete system)

Weight 17.9 kg (39.5 lb.)

Size (L × W × H) 460 × 467 × 326 mm (18.1 × 18.4 × 12.8 in.)

Base mounting TBA

Housing material Aluminum
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Part number: Scope of delivery (complete system)

• Cardboard box60902-1102
• Pan & tilt with infrared camera including lens and visual cameraSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• FLIR Sensors Manager CD-ROM

Information and equipment described herein may require • Lens cap
US Government authorization for export purposes. • Printed Getting Started Guide
Diversion contrary to US law is prohibited. • Printed Important Information Guide

• Service & training brochure(v1.04)
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A310pt 25° (9 Hz) NTSC

Part number:

60902-1103
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data (thermal camera)

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 9 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data (thermal camera)

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement (thermal camera)

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis (thermal camera)

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm (thermal camera)

Alarm functions 6 automatic alarms on any selected measurement function,
camera temperature

Set-up (thermal camera)

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Imaging and optical data (visual camera)

Field of view (FOV) 57.8° (H) to 1.7° (H)

Focal length 3.4 mm (wide) to 122.4 mm (tele)
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Part number: Imaging and optical data (visual camera)

F-number 1.6 to 4.560902-1103
Specifications subject to change without further notice. Focus Automatic or manual (built in motor)
Camera models and accessories subject to regional

Optical Zoom 36× continuousmarket considerations. License procedures may apply.
Information and equipment described herein may require Electronic Zoom 12× continuous, digital, interpolating
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Detector data (visual camera)(v1.04)
Focal Plane Array (FPA) 1/4” Exview HAD CCD

Effective pixels 380.000

Technical specification (pan & tilt)

Azimuth Range Az velocity 360° continuous, 0.1 to 60°/sec max

Elevation Range El velocity +/- 45°, 0.1 to 30°/sec. max

Programmable presets 128

Automatic heaters Clears window from ice

Ethernet (complete system)

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TBA

Ethernet, video streaming Two independent channels for each camera
- MPEG-4, H.264, or M-JPEG

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Composite video (complete system)

Video out Composite video output, NTSC compatible

Video, standard CVBS (SMPTE 170M NTSC)

Power system (complete system)

Voltage 24 VAC (21-30 VAC)
24 VDC (21-30 VDC)

Power 24 VAC: 215 VA max w/heater
24 VDC: 195 W max w/heater

Environmental data (complete system)

Operating temperature range –25°C to +50°C (-13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data (complete system)

Weight 17.8 kg (39.3 lb.)

Size (L × W × H) 460 × 467 × 326 mm (18.1 × 18.4 × 12.8 in.)

Base mounting TBA

Housing material Aluminum
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Part number: Scope of delivery (complete system)

• Cardboard box60902-1103
• Pan & tilt with infrared camera including lens and visual cameraSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• FLIR Sensors Manager CD-ROM

Information and equipment described herein may require • Lens cap
US Government authorization for export purposes. • Printed Getting Started Guide
Diversion contrary to US law is prohibited. • Printed Important Information Guide

• Service & training brochure(v1.04)
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A310pt 6° PAL

Part number:

61001-1101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

Imaging and optical data (thermal camera)

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 6° × 4.5° / 4 m (13.11 ft.)

Focal length 76 mm (3.0 in.)

Spatial resolution (IFOV) 0.33 mrad

Lens identification Automatic

F-number 1.3

Image frequency 30 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data (thermal camera)

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement (thermal camera)

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis (thermal camera)

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm (thermal camera)

Alarm functions 6 automatic alarms on any selected measurement function,
camera temperature

Set-up (thermal camera)

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Imaging and optical data (visual camera)

Field of view (FOV) 57.8° (H) to 1.7° (H)

Focal length 3.4 mm (wide) to 122.4 mm (tele)
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Part number: Imaging and optical data (visual camera)

F-number 1.6 to 4.561001-1101
Specifications subject to change without further notice. Focus Automatic or manual (built in motor)
Camera models and accessories subject to regional

Optical Zoom 36× continuousmarket considerations. License procedures may apply.
Information and equipment described herein may require Electronic Zoom 12× continuous, digital, interpolating
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Detector data (visual camera)(v1.05)
Focal Plane Array (FPA) 1/4” Exview HAD CCD

Effective pixels 380.000

Technical specification (pan & tilt)

Azimuth Range Az velocity 360° continuous, 0.1 to 60°/sec max

Elevation Range El velocity +/- 45°, 0.1 to 30°/sec. max

Programmable presets 128

Automatic heaters Clears window from ice

Ethernet (complete system)

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TBA

Ethernet, video streaming Two independent channels for each camera
- MPEG-4, H.264, or M-JPEG

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Composite video (complete system)

Video out Composite video output, PAL compatible

Video, standard CVBS (ITU-R-BT.470 PAL)

Power system (complete system)

External power, connector type ?

Voltage 24 VAC (21-30 VAC)
24 VDC (21-30 VDC)

Power 24 VAC: 215 VA max w/heater
24 VDC: 195 W max w/heater

Environmental data (complete system)

Operating temperature range –25°C to +50°C (-13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data (complete system)

Weight 18.1 kg (40.0 lb.)

Size (L × W × H) 460 × 467 × 326 mm (18.1 × 18.4 × 12.8 in.)

Base mounting TBA

Housing material Aluminum

455 (of 3109) http://www.flir.com · http://support.flir.com FLIR A3xx/6xx series



Part number: Scope of delivery (complete system)

• Cardboard box61001-1101
• Pan & tilt with infrared camera including lens and visual cameraSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• FLIR Sensors Manager CD-ROM

Information and equipment described herein may require • Lens cap
US Government authorization for export purposes. • Printed Getting Started Guide
Diversion contrary to US law is prohibited. • Printed Important Information Guide

• Service & training brochure(v1.05)
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A310pt 15° PAL

Part number:

61001-1102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data (thermal camera)

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 15° × 11.25° / 1.2 m (3.93 ft.)

Focal length 30.38 mm (1.2 in.)

Spatial resolution (IFOV) 0.82 mrad

Lens identification Automatic

F-number 1.3

Image frequency 30 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data (thermal camera)

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement (thermal camera)

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis (thermal camera)

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm (thermal camera)

Alarm functions 6 automatic alarms on any selected measurement function,
camera temperature

Set-up (thermal camera)

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Imaging and optical data (visual camera)

Field of view (FOV) 57.8° (H) to 1.7° (H)

Focal length 3.4 mm (wide) to 122.4 mm (tele)
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Part number: Imaging and optical data (visual camera)

F-number 1.6 to 4.561001-1102
Specifications subject to change without further notice. Focus Automatic or manual (built in motor)
Camera models and accessories subject to regional

Optical Zoom 36× continuousmarket considerations. License procedures may apply.
Information and equipment described herein may require Electronic Zoom 12× continuous, digital, interpolating
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Detector data (visual camera)(v1.04)
Focal Plane Array (FPA) 1/4” Exview HAD CCD

Effective pixels 380.000

Technical specification (pan & tilt)

Azimuth Range Az velocity 360° continuous, 0.1 to 60°/sec max

Elevation Range El velocity +/- 45°, 0.1 to 30°/sec. max

Programmable presets 128

Automatic heaters Clears window from ice

Ethernet (complete system)

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TBA

Ethernet, video streaming Two independent channels for each camera
- MPEG-4, H.264, or M-JPEG

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Composite video (complete system)

Video out Composite video output, PAL compatible

Video, standard CVBS (ITU-R-BT.470 PAL)

Power system (complete system)

Voltage 24 VAC (21-30 VAC)
24 VDC (21-30 VDC)

Power 24 VAC: 215 VA max w/heater
24 VDC: 195 W max w/heater

Environmental data (complete system)

Operating temperature range –25°C to +50°C (-13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data (complete system)

Weight 17.9 kg (39.5 lb.)

Size (L × W × H) 460 × 467 × 326 mm (18.1 × 18.4 × 12.8 in.)

Base mounting TBA

Housing material Aluminum
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Part number: Scope of delivery (complete system)

• Cardboard box61001-1102
• Pan & tilt with infrared camera including lens and visual cameraSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• FLIR Sensors Manager CD-ROM

Information and equipment described herein may require • Lens cap
US Government authorization for export purposes. • Printed Getting Started Guide
Diversion contrary to US law is prohibited. • Printed Important Information Guide

• Service & training brochure(v1.04)
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A310pt 25° PAL

Part number:

61001-1103
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data (thermal camera)

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 30 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data (thermal camera)

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement (thermal camera)

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis (thermal camera)

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm (thermal camera)

Alarm functions 6 automatic alarms on any selected measurement function,
camera temperature

Set-up (thermal camera)

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Imaging and optical data (visual camera)

Field of view (FOV) 57.8° (H) to 1.7° (H)

Focal length 3.4 mm (wide) to 122.4 mm (tele)
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Part number: Imaging and optical data (visual camera)

F-number 1.6 to 4.561001-1103
Specifications subject to change without further notice. Focus Automatic or manual (built in motor)
Camera models and accessories subject to regional

Optical Zoom 36× continuousmarket considerations. License procedures may apply.
Information and equipment described herein may require Electronic Zoom 12× continuous, digital, interpolating
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Detector data (visual camera)(v1.04)
Focal Plane Array (FPA) 1/4” Exview HAD CCD

Effective pixels 380.000

Technical specification (pan & tilt)

Azimuth Range Az velocity 360° continuous, 0.1 to 60°/sec max

Elevation Range El velocity +/- 45°, 0.1 to 30°/sec. max

Programmable presets 128

Automatic heaters Clears window from ice

Ethernet (complete system)

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TBA

Ethernet, video streaming Two independent channels for each camera
- MPEG-4, H.264, or M-JPEG

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Composite video (complete system)

Video out Composite video output, PAL compatible

Video, standard CVBS (ITU-R-BT.470 PAL)

Power system (complete system)

Voltage 24 VAC (21-30 VAC)
24 VDC (21-30 VDC)

Power 24 VAC: 215 VA max w/heater
24 VDC: 195 W max w/heater

Environmental data (complete system)

Operating temperature range –25°C to +50°C (-13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data (complete system)

Weight 17.8 kg (39.3 lb.)

Size (L × W × H) 460 × 467 × 326 mm (18.1 × 18.4 × 12.8 in.)

Base mounting TBA

Housing material Aluminum
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Part number: Scope of delivery (complete system)

• Cardboard box61001-1103
• Pan & tilt with infrared camera including lens and visual cameraSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• FLIR Sensors Manager CD-ROM

Information and equipment described herein may require • Lens cap
US Government authorization for export purposes. • Printed Getting Started Guide
Diversion contrary to US law is prohibited. • Printed Important Information Guide

• Service & training brochure(v1.04)
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A310pt 6° NTSC

Part number:

61002-1101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data (thermal camera)

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 6° × 4.5° / 4 m (13.11 ft.)

Focal length 76 mm (3.0 in.)

Spatial resolution (IFOV) 0.33 mrad

Lens identification Automatic

F-number 1.3

Image frequency 30 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data (thermal camera)

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement (thermal camera)

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis (thermal camera)

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm (thermal camera)

Alarm functions 6 automatic alarms on any selected measurement function,
camera temperature

Set-up (thermal camera)

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Imaging and optical data (visual camera)

Field of view (FOV) 57.8° (H) to 1.7° (H)

Focal length 3.4 mm (wide) to 122.4 mm (tele)
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Part number: Imaging and optical data (visual camera)

F-number 1.6 to 4.561002-1101
Specifications subject to change without further notice. Focus Automatic or manual (built in motor)
Camera models and accessories subject to regional

Optical Zoom 36× continuousmarket considerations. License procedures may apply.
Information and equipment described herein may require Electronic Zoom 12× continuous, digital, interpolating
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Detector data (visual camera)(v1.04)
Focal Plane Array (FPA) 1/4” Exview HAD CCD

Effective pixels 380.000

Technical specification (pan & tilt)

Azimuth Range Az velocity 360° continuous, 0.1 to 60°/sec max

Elevation Range El velocity +/- 45°, 0.1 to 30°/sec. max

Programmable presets 128

Automatic heaters Clears window from ice

Ethernet (complete system)

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TBA

Ethernet, video streaming Two independent channels for each camera
- MPEG-4, H.264, or M-JPEG

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Composite video (complete system)

Video out Composite video output, NTSC compatible

Video, standard CVBS (SMPTE 170M NTSC)

Power system (complete system)

External power, connector type ?

Voltage 24 VAC (21-30 VAC)
24 VDC (21-30 VDC)

Power 24 VAC: 215 VA max w/heater
24 VDC: 195 W max w/heater

Environmental data (complete system)

Operating temperature range –25°C to +50°C (-13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data (complete system)

Weight 18.1 kg (40.0 lb.)

Size (L × W × H) 460 × 467 × 326 mm (18.1 × 18.4 × 12.8 in.)

Base mounting TBA

Housing material Aluminum
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Part number: Scope of delivery (complete system)

• Cardboard box61002-1101
• Pan & tilt with infrared camera including lens and visual cameraSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• FLIR Sensors Manager CD-ROM

Information and equipment described herein may require • Lens cap
US Government authorization for export purposes. • Printed Getting Started Guide
Diversion contrary to US law is prohibited. • Printed Important Information Guide

• Service & training brochure(v1.04)
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A310pt 15° NTSC

Part number:

61002-1102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data (thermal camera)

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 15° × 11.25° / 1.2 m (3.93 ft.)

Focal length 30.38 mm (1.2 in.)

Spatial resolution (IFOV) 0.82 mrad

Lens identification Automatic

F-number 1.3

Image frequency 30 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data (thermal camera)

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement (thermal camera)

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis (thermal camera)

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm (thermal camera)

Alarm functions 6 automatic alarms on any selected measurement function,
camera temperature

Set-up (thermal camera)

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Imaging and optical data (visual camera)

Field of view (FOV) 57.8° (H) to 1.7° (H)

Focal length 3.4 mm (wide) to 122.4 mm (tele)
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Part number: Imaging and optical data (visual camera)

F-number 1.6 to 4.561002-1102
Specifications subject to change without further notice. Focus Automatic or manual (built in motor)
Camera models and accessories subject to regional

Optical Zoom 36× continuousmarket considerations. License procedures may apply.
Information and equipment described herein may require Electronic Zoom 12× continuous, digital, interpolating
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Detector data (visual camera)(v1.04)
Focal Plane Array (FPA) 1/4” Exview HAD CCD

Effective pixels 380.000

Technical specification (pan & tilt)

Azimuth Range Az velocity 360° continuous, 0.1 to 60°/sec max

Elevation Range El velocity +/- 45°, 0.1 to 30°/sec. max

Programmable presets 128

Automatic heaters Clears window from ice

Ethernet (complete system)

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TBA

Ethernet, video streaming Two independent channels for each camera
- MPEG-4, H.264, or M-JPEG

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Composite video (complete system)

Video out Composite video output, NTSC compatible

Video, standard CVBS (SMPTE 170M NTSC)

Power system (complete system)

Voltage 24 VAC (21-30 VAC)
24 VDC (21-30 VDC)

Power 24 VAC: 215 VA max w/heater
24 VDC: 195 W max w/heater

Environmental data (complete system)

Operating temperature range –25°C to +50°C (-13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data (complete system)

Weight 17.9 kg (39.5 lb.)

Size (L × W × H) 460 × 467 × 326 mm (18.1 × 18.4 × 12.8 in.)

Base mounting TBA

Housing material Aluminum
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Part number: Scope of delivery (complete system)

• Cardboard box61002-1102
• Pan & tilt with infrared camera including lens and visual cameraSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• FLIR Sensors Manager CD-ROM

Information and equipment described herein may require • Lens cap
US Government authorization for export purposes. • Printed Getting Started Guide
Diversion contrary to US law is prohibited. • Printed Important Information Guide

• Service & training brochure(v1.04)
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A310pt 25° NTSC

Part number:

61002-1103
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data (thermal camera)

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 30 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data (thermal camera)

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement (thermal camera)

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis (thermal camera)

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm (thermal camera)

Alarm functions 6 automatic alarms on any selected measurement function,
camera temperature

Set-up (thermal camera)

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Imaging and optical data (visual camera)

Field of view (FOV) 57.8° (H) to 1.7° (H)

Focal length 3.4 mm (wide) to 122.4 mm (tele)
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Part number: Imaging and optical data (visual camera)

F-number 1.6 to 4.561002-1103
Specifications subject to change without further notice. Focus Automatic or manual (built in motor)
Camera models and accessories subject to regional

Optical Zoom 36× continuousmarket considerations. License procedures may apply.
Information and equipment described herein may require Electronic Zoom 12× continuous, digital, interpolating
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Detector data (visual camera)(v1.04)
Focal Plane Array (FPA) 1/4” Exview HAD CCD

Effective pixels 380.000

Technical specification (pan & tilt)

Azimuth Range Az velocity 360° continuous, 0.1 to 60°/sec max

Elevation Range El velocity +/- 45°, 0.1 to 30°/sec. max

Programmable presets 128

Automatic heaters Clears window from ice

Ethernet (complete system)

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TBA

Ethernet, video streaming Two independent channels for each camera
- MPEG-4, H.264, or M-JPEG

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Composite video (complete system)

Video out Composite video output, NTSC compatible

Video, standard CVBS (SMPTE 170M NTSC)

Power system (complete system)

Voltage 24 VAC (21-30 VAC)
24 VDC (21-30 VDC)

Power 24 VAC: 215 VA max w/heater
24 VDC: 195 W max w/heater

Environmental data (complete system)

Operating temperature range –25°C to +50°C (-13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data (complete system)

Weight 17.8 kg (39.3 lb.)

Size (L × W × H) 460 × 467 × 326 mm (18.1 × 18.4 × 12.8 in.)

Base mounting TBA

Housing material Aluminum
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Part number: Scope of delivery (complete system)

• Cardboard box61002-1103
• Pan & tilt with infrared camera including lens and visual cameraSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• FLIR Sensors Manager CD-ROM

Information and equipment described herein may require • Lens cap
US Government authorization for export purposes. • Printed Getting Started Guide
Diversion contrary to US law is prohibited. • Printed Important Information Guide

• Service & training brochure(v1.04)
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A300f 25°

Part number:

61201-1003
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 30 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Set-up

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Storage of images

Storage media Built-in memory for image storage

File formats Standard JPEG, 16-bit measurement data included

Ethernet

Ethernet Control and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary

Ethernet, video streaming MPEG-4, ISO/IEC 14496-1 MPEG-4 ASP@L5

Ethernet, image streaming 16-bit 320 × 240 pixels @ 3 Hz
- Radiometric

Ethernet, power Power over Ethernet, PoE IEEE 802.3af class 0

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start/stop/general), Input ext. device
(programmatically read)

472 (of 3109) http://www.flir.com · http://support.flir.com FLIR A3xx/6xx series



Part number: Digital input/output

Digital input 2 opto-isolated, 10–30 VDC61201-1003
Specifications subject to change without further notice. Digital output, purpose Output to ext. device (programmatically set)
Camera models and accessories subject to regional

Digital output 2 opto-isolated, 10–30 VDC, max 100 mAmarket considerations. License procedures may apply.
Information and equipment described herein may require Digital I/O, isolation voltage 500 VRMS
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Digital I/O, supply voltage 12/24 VDC, max 200 mA
(v1.04) Digital I/O, connector type 6-pole jackable screw terminal

Composite video

Video out Composite video output, PAL and NTSC compatible

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –25°C to +50°C (–13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 5 kg (11.0 lb.)

Size (L × W × H) 460 × 140 × 159 mm (18.1 × 5.5 × 6.3 in.)

Base mounting TBA

Housing material Aluminum

System features

External power operation (heater) 24 VDC
25 W max w/heater @ 24 VDC

External power, connector type (heater) 2-pole jackable screw terminal

Voltage (heater) Allowed range 21-30 VDC

Automatic heaters Clears window from ice

Scope of delivery

• Cardboard box
• Infrared camera with lens and environmental housing
• Calibration certificate
• Downloads brochure
• FLIR Sensors Manager CD-ROM
• Lens cap
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A300f 45°

Part number:

61201-1004
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 45° × 33.8° / 0.20 m (0.66 ft.)

Focal length 9.66 mm (0.38 in.)

Spatial resolution (IFOV) 2.45 mrad

Lens identification Automatic

F-number 1.3

Image frequency 30 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Set-up

Color palettes Color palettes (BW, BW inv, Iron, Rain)

Set-up commands Date/time, Temperature°C/°F

Storage of images

Storage media Built-in memory for image storage

File formats Standard JPEG, 16-bit measurement data included

Ethernet

Ethernet Control and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary

Ethernet, video streaming MPEG-4, ISO/IEC 14496-1 MPEG-4 ASP@L5

Ethernet, image streaming 16-bit 320 × 240 pixels @ 3 Hz
- Radiometric

Ethernet, power Power over Ethernet, PoE IEEE 802.3af class 0

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start/stop/general), Input ext. device
(programmatically read)
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Part number: Digital input/output

Digital input 2 opto-isolated, 10–30 VDC61201-1004
Specifications subject to change without further notice. Digital output, purpose Output to ext. device (programmatically set)
Camera models and accessories subject to regional

Digital output 2 opto-isolated, 10–30 VDC, max 100 mAmarket considerations. License procedures may apply.
Information and equipment described herein may require Digital I/O, isolation voltage 500 VRMS
US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Digital I/O, supply voltage 12/24 VDC, max 200 mA
(v1.04) Digital I/O, connector type 6-pole jackable screw terminal

Composite video

Video out Composite video output, PAL and NTSC compatible

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –25°C to +50°C (–13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 4.9 kg (10.8 lb.)

Size (L × W × H) 460 × 140 × 159 mm (18.1 × 5.5 × 6.3 in.)

Base mounting TBA

Housing material Aluminum

System features

External power operation (heater) 24 VDC
25 W max w/heater @ 24 VDC

External power, connector type (heater) 2-pole jackable screw terminal

Voltage (heater) Allowed range 21-30 VDC

Automatic heaters Clears window from ice

Scope of delivery

• Cardboard box
• Infrared camera with lens and environmental housing
• Calibration certificate
• Downloads brochure
• FLIR Sensors Manager CD-ROM
• Lens cap
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A310f 25°

Part number:

61201-1103
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 30 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Measurement option Measurement Mask Filter
Schedule response: File sending (ftp), email (SMTP)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm

Alarm functions 6 automatic alarms on any selected measurement function,
Digital In, Camera temperature, timer

Alarm output Digital Out, log, store image, file sending (ftp), email
(SMTP), notification
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Part number: Set-up

Color palettes Color palettes (BW, BW inv, Iron, Rain)61201-1103
Specifications subject to change without further notice. Set-up commands Date/time, Temperature°C/°F
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Storage of imagesInformation and equipment described herein may require
US Government authorization for export purposes. Storage media Built-in memory for image storageDiversion contrary to US law is prohibited.

File formats Standard JPEG, 16-bit measurement data included(v1.04)

Ethernet

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary

Ethernet, video streaming MPEG-4, ISO/IEC 14496-1 MPEG-4 ASP@L5

Ethernet, image streaming 16-bit 320 × 240 pixels @ 7-8 Hz
- Radiometric

Ethernet, power Power over Ethernet, PoE IEEE 802.3af class 0

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start/stop/general), Input ext. device
(programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose As function of ALARM, Output to ext. device
(programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Composite video

Video out Composite video output, PAL and NTSC compatible

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –25°C to +50°C (–13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 5 kg (11.0 lb.)

Size (L × W × H) 460 × 140 × 159 mm (18.1 × 5.5 × 6.3 in.)

Base mounting TBA

Housing material Aluminum
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Part number: System features

External power operation (heater) 24 VDC61201-1103
25 W max w/heater @ 24 VDCSpecifications subject to change without further notice.

Camera models and accessories subject to regional External power, connector type (heater) 2-pole jackable screw terminal
market considerations. License procedures may apply.

Voltage (heater) Allowed range 21-30 VDCInformation and equipment described herein may require
US Government authorization for export purposes. Automatic heaters Clears window from ice
Diversion contrary to US law is prohibited.
(v1.04)

Scope of delivery

• Cardboard box
• Infrared camera with lens and environmental housing
• Calibration certificate
• Downloads brochure
• FLIR Sensors Manager CD-ROM
• Lens cap
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A310f 45°

Part number:

61201-1104
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 45° × 33.8° / 0.20 m (0.66 ft.)

Focal length 9.66 mm (0.38 in.)

Spatial resolution (IFOV) 2.45 mrad

Lens identification Automatic

F-number 1.3

Image frequency 30 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Measurement option Measurement Mask Filter
Schedule response: File sending (ftp), email (SMTP)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm

Alarm functions 6 automatic alarms on any selected measurement function,
Digital In, Camera temperature, timer

Alarm output Digital Out, log, store image, file sending (ftp), email
(SMTP), notification
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Part number: Set-up

Color palettes Color palettes (BW, BW inv, Iron, Rain)61201-1104
Specifications subject to change without further notice. Set-up commands Date/time, Temperature°C/°F
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Storage of imagesInformation and equipment described herein may require
US Government authorization for export purposes. Storage media Built-in memory for image storageDiversion contrary to US law is prohibited.

File formats Standard JPEG, 16-bit measurement data included(v1.04)

Ethernet

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary

Ethernet, video streaming MPEG-4, ISO/IEC 14496-1 MPEG-4 ASP@L5

Ethernet, image streaming 16-bit 320 × 240 pixels @ 7-8 Hz
- Radiometric

Ethernet, power Power over Ethernet, PoE IEEE 802.3af class 0

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start/stop/general), Input ext. device
(programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose As function of ALARM, Output to ext. device
(programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Composite video

Video out Composite video output, PAL and NTSC compatible

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –25°C to +50°C (–13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 4.9 kg (10.8 lb.)

Size (L × W × H) 460 × 140 × 159 mm (18.1 × 5.5 × 6.3 in.)

Base mounting TBA

Housing material Aluminum
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Part number: System features

External power operation (heater) 24 VDC61201-1104
25 W max w/heater @ 24 VDCSpecifications subject to change without further notice.

Camera models and accessories subject to regional External power, connector type (heater) 2-pole jackable screw terminal
market considerations. License procedures may apply.

Voltage (heater) Allowed range 21-30 VDCInformation and equipment described herein may require
US Government authorization for export purposes. Automatic heaters Clears window from ice
Diversion contrary to US law is prohibited.
(v1.04)

Scope of delivery

• Cardboard box
• Infrared camera with lens and environmental housing
• Calibration certificate
• Downloads brochure
• FLIR Sensors Manager CD-ROM
• Lens cap
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A310f 90°

Part number:

61201-1105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 90° × 73° / 20 mm (0.79 in.)

Focal length 4 mm (0.157 in.)

Spatial resolution (IFOV) 6.3 mrad

Lens identification Automatic

F-number 1.3

Image frequency 30 Hz

Focus Automatic or manual (built in motor)

Zoom 1–8× continuous, digital, interpolating zooming on images

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis

Spotmeter 10

Area 10 boxes with max./min./average/position

Isotherm 1 with above/below/interval

Measurement option Measurement Mask Filter
Schedule response: File sending (ftp), email (SMTP)

Difference temperature Delta temperature between measurement functions or
reference temperature

Reference temperature Manually set or captured from any measurement function

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global and individual object parameters

Alarm

Alarm functions 6 automatic alarms on any selected measurement function,
Digital In, Camera temperature, timer

Alarm output Digital Out, log, store image, file sending (ftp), email
(SMTP), notification
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Part number: Set-up

Color palettes Color palettes (BW, BW inv, Iron, Rain)61201-1105
Specifications subject to change without further notice. Set-up commands Date/time, Temperature°C/°F
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Storage of imagesInformation and equipment described herein may require
US Government authorization for export purposes. Storage media Built-in memory for image storageDiversion contrary to US law is prohibited.

File formats Standard JPEG, 16-bit measurement data included(v1.04)

Ethernet

Ethernet Control, result and image

Ethernet, type 100 Mbps

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary

Ethernet, video streaming MPEG-4, ISO/IEC 14496-1 MPEG-4 ASP@L5

Ethernet, image streaming 16-bit 320 × 240 pixels @ 7-8 Hz
- Radiometric

Ethernet, power Power over Ethernet, PoE IEEE 802.3af class 0

Ethernet, protocols Ethernet/IP, Modbus TCP, TCP, UDP, SNTP, RTSP, RTP,
HTTP, ICMP, IGMP, ftp, SMTP, SMB (CIFS), DHCP,
MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start/stop/general), Input ext. device
(programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose As function of ALARM, Output to ext. device
(programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Composite video

Video out Composite video output, PAL and NTSC compatible

Video, standard CVBS (ITU-R-BT.470 PAL/SMPTE 170M NTSC)

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –25°C to +50°C (–13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 4.7 kg (10.4 lb.)

Size (L × W × H) 460 × 140 × 159 mm (18.1 × 5.5 × 6.3 in.)

Base mounting TBA

Housing material Aluminum
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Part number: System features

External power operation (heater) 24 VDC61201-1105
25 W max w/heater @ 24 VDCSpecifications subject to change without further notice.

Camera models and accessories subject to regional External power, connector type (heater) 2-pole jackable screw terminal
market considerations. License procedures may apply.

Voltage (heater) Allowed range 21-30 VDCInformation and equipment described herein may require
US Government authorization for export purposes. Automatic heaters Clears window from ice
Diversion contrary to US law is prohibited.
(v1.04)

Scope of delivery

• Cardboard box
• Infrared camera with lens and environmental housing
• Calibration certificate
• Downloads brochure
• FLIR Sensors Manager CD-ROM
• Lens cap
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A315f 25°

Part number:

61201-1203
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 60 Hz

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam
protocol

Ethernet, image streaming 16-bit 320 × 240 pixels @ 60 Hz
- Signal linear
- Temperature linear
- Radiometric
GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP
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Part number: Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream61201-1203
on/off), Input ext. device (programmatically read)Specifications subject to change without further notice.

Camera models and accessories subject to regional Digital input 2 opto-isolated, 10–30 VDC
market considerations. License procedures may apply.

Digital output, purpose Output to ext. device (programmatically set)Information and equipment described herein may require
US Government authorization for export purposes. Digital output 2 opto-isolated, 10–30 VDC, max 100 mA
Diversion contrary to US law is prohibited.

Digital I/O, isolation voltage 500 VRMS(v1.04)
Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –25°C to +50°C (–13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 5 kg (11.0 lb.)

Size (L × W × H) 460 × 140 × 159 mm (18.1 × 5.5 × 6.3 in.)

Base mounting TBA

Housing material Aluminum

System features

External power operation (heater) 24 VDC
25 W max w/heater @ 24 VDC

External power, connector type (heater) 2-pole jackable screw terminal

Voltage (heater) Allowed range 21-30 VDC

Automatic heaters Clears window from ice

Scope of delivery

• Cardboard box
• Infrared camera with lens and environmental housing
• Calibration certificate
• Downloads brochure
• FLIR Sensors Manager CD-ROM
• Lens cap
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A315f 45°

Part number:

61201-1204
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 45° × 33.8° / 0.20 m (0.66 ft.)

Focal length 9.66 mm (0.38 in.)

Spatial resolution (IFOV) 2.45 mrad

Lens identification Automatic

F-number 1.3

Image frequency 60 Hz

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam
protocol

Ethernet, image streaming 16-bit 320 × 240 pixels @ 60 Hz
- Signal linear
- Temperature linear
- Radiometric
GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP
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Part number: Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream61201-1204
on/off), Input ext. device (programmatically read)Specifications subject to change without further notice.

Camera models and accessories subject to regional Digital input 2 opto-isolated, 10–30 VDC
market considerations. License procedures may apply.

Digital output, purpose Output to ext. device (programmatically set)Information and equipment described herein may require
US Government authorization for export purposes. Digital output 2 opto-isolated, 10–30 VDC, max 100 mA
Diversion contrary to US law is prohibited.

Digital I/O, isolation voltage 500 VRMS(v1.04)
Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –25°C to +50°C (–13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 4.9 kg (10.8 lb.)

Size (L × W × H) 460 × 140 × 159 mm (18.1 × 5.5 × 6.3 in.)

Base mounting TBA

Housing material Aluminum

System features

External power operation (heater) 24 VDC
25 W max w/heater @ 24 VDC

External power, connector type (heater) 2-pole jackable screw terminal

Voltage (heater) Allowed range 21-30 VDC

Automatic heaters Clears window from ice

Scope of delivery

• Cardboard box
• Infrared camera with lens and environmental housing
• Calibration certificate
• Downloads brochure
• FLIR Sensors Manager CD-ROM
• Lens cap
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A315f 90°

Part number:

61201-1205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 90° × 73° / 20 mm (0.79 in.)

Focal length 4 mm (0.157 in.)

Spatial resolution (IFOV) 6.3 mrad

Lens identification Automatic

F-number 1.3

Image frequency 60 Hz

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±4°C (±7.2°F) or ±4% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam
protocol

Ethernet, image streaming 16-bit 320 × 240 pixels @ 60 Hz
- Signal linear
- Temperature linear
- Radiometric
GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP
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Part number: Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream61201-1205
on/off), Input ext. device (programmatically read)Specifications subject to change without further notice.

Camera models and accessories subject to regional Digital input 2 opto-isolated, 10–30 VDC
market considerations. License procedures may apply.

Digital output, purpose Output to ext. device (programmatically set)Information and equipment described herein may require
US Government authorization for export purposes. Digital output 2 opto-isolated, 10–30 VDC, max 100 mA
Diversion contrary to US law is prohibited.

Digital I/O, isolation voltage 500 VRMS(v1.04)
Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –25°C to +50°C (–13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2 (Immunity)
• EN 61000-6-3 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 66 (IEC 60529)

Bump 5 g, 11 ms (IEC 60068-2-27)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 4.7 kg (10.4 lb.)

Size (L × W × H) 460 × 140 × 159 mm (18.1 × 5.5 × 6.3 in.)

Base mounting TBA

Housing material Aluminum

System features

External power operation (heater) 24 VDC
25 W max w/heater @ 24 VDC

External power, connector type (heater) 2-pole jackable screw terminal

Voltage (heater) Allowed range 21-30 VDC

Automatic heaters Clears window from ice

Scope of delivery

• Cardboard box
• Infrared camera with lens and environmental housing
• Calibration certificate
• Downloads brochure
• FLIR Sensors Manager CD-ROM
• Lens cap
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• Small accessories kit
• User documentation CD-ROM
• FLIR Tools & Utilities CD-ROM
• Registration card
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FLIR A615 15°

Part number:

55001-0101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 15° x 11° (19° diagonal) / 0.50 m (1.64 ft.)

Focal length 41.3 mm (1.63 in.)

Spatial resolution (IFOV) 0.41 mrad

Lens identification Automatic

F-number 1.0

Image frequency 50 Hz (100/200 Hz with windowing)

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Detector pitch 17 µm

Detector time constant Typical 8 ms

Measurement

Object temperature range –20 to +150°C (–4 to +302°F)
100 to +650°C (+212 to +1202°F)
300 to +2000°C (+572 to +3632°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

USB

USB • Control and image

USB, standard USB 2 HS

USB, connector type • USB Mini-B

USB, communication TCP/IP socket-based FLIR proprietary

USB, image streaming 16-bit 640 × 480 pixels @ 25 Hz
- Signal linear
- Temperature linear
- Radiometric

USB, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45
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Part number: Ethernet

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam55001-0101
protocolSpecifications subject to change without further notice.

Camera models and accessories subject to regional Ethernet, image streaming 16-bit 640 × 480 pixels @ 50 Hz
market considerations. License procedures may apply. 16-bit 640 × 240 pixels @ 100 Hz

16-bit 640 × 120 pixels @ 200 HzInformation and equipment described herein may require
- Signal linearUS Government authorization for export purposes.
- Temperature linearDiversion contrary to US law is prohibited.
- Radiometric

(v1.03) GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream
on/off), Input ext. device (programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose Output to ext. device (programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 30 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.92 kg (2.03 lb.)

Camera size (L × W × H) 222× 73 × 75 mm (8.7 × 2.9 × 3.0 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Comments to physical data Outline dimensional drawings and STEP files can be found
at http://support.flir.com

Scope of delivery

• Cardboard box
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Utility CD-ROM
• Registration card
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FLIR A615 25°

Part number:

55001-0102
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.20)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° x 19° (31° diagonal) / 0.25 m (0.82 ft.)

Focal length 24.6 mm (0.97 in.)

Spatial resolution (IFOV) 0.68 mrad

Lens identification Automatic

F-number 1.0

Image frequency 50 Hz (100/200 Hz with windowing)

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Detector pitch 17 µm

Detector time constant Typical 8 ms

Measurement

Object temperature range –20 to +150°C (–4 to +302°F)
100 to +650°C (+212 to +1202°F)
300 to +2000°C (+572 to +3632°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

USB

USB • Control and image

USB, standard USB 2 HS

USB, connector type • USB Mini-B

USB, communication TCP/IP socket-based FLIR proprietary

USB, image streaming 16-bit 640 × 480 pixels @ 25 Hz
- Signal linear
- Temperature linear
- Radiometric

USB, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45
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Part number: Ethernet

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam55001-0102
protocolSpecifications subject to change without further notice.

Camera models and accessories subject to regional Ethernet, image streaming 16-bit 640 × 480 pixels @ 50 Hz
market considerations. License procedures may apply. 16-bit 640 × 240 pixels @ 100 Hz

16-bit 640 × 120 pixels @ 200 HzInformation and equipment described herein may require
- Signal linearUS Government authorization for export purposes.
- Temperature linearDiversion contrary to US law is prohibited.
- Radiometric

(v1.20) GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream
on/off), Input ext. device (programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose Output to ext. device (programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 30 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.90 kg (1.98 lb.)

Camera size (L × W × H) 216× 73 × 75 mm (8.5 × 2.9 × 3.0 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Comments to physical data Outline dimensional drawings and STEP files can be found
at http://support.flir.com

Scope of delivery

• Cardboard box
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Utility CD-ROM
• Registration card
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FLIR A615 45°

Part number:

55001-0103
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 45° x 34° (55° diagonal) / 0.15 m (0.49 ft.)

Focal length 13.1 mm (0.52 in.)

Spatial resolution (IFOV) 1.23 mrad

Lens identification Automatic

F-number 1.0

Image frequency 50 Hz (100/200 Hz with windowing)

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Detector pitch 17 µm

Detector time constant Typical 8 ms

Measurement

Object temperature range –20 to +150°C (–4 to +302°F)
100 to +650°C (+212 to +1202°F)
300 to +2000°C (+572 to +3632°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

USB

USB • Control and image

USB, standard USB 2 HS

USB, connector type • USB Mini-B

USB, communication TCP/IP socket-based FLIR proprietary

USB, image streaming 16-bit 640 × 480 pixels @ 25 Hz
- Signal linear
- Temperature linear
- Radiometric

USB, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45
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Part number: Ethernet

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam55001-0103
protocolSpecifications subject to change without further notice.

Camera models and accessories subject to regional Ethernet, image streaming 16-bit 640 × 480 pixels @ 50 Hz
market considerations. License procedures may apply. 16-bit 640 × 240 pixels @ 100 Hz

16-bit 640 × 120 pixels @ 200 HzInformation and equipment described herein may require
- Signal linearUS Government authorization for export purposes.
- Temperature linearDiversion contrary to US law is prohibited.
- Radiometric

(v1.03) GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream
on/off), Input ext. device (programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose Output to ext. device (programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 30 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.94 kg (2.07 lb.)

Camera size (L × W × H) 225× 73 × 75 mm (8.8 × 2.9 × 3.0 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Comments to physical data Outline dimensional drawings and STEP files can be found
at http://support.flir.com

Scope of delivery

• Cardboard box
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Utility CD-ROM
• Registration card
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FLIR A615 7°

Part number:

55001-0104
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 7° × 5.3° (8.7° diagonally) / 2.0 m (6.6 ft.)

Focal length 88.9 mm (3.5 in.)

Spatial resolution (IFOV) 0.19 mrad

Lens identification Automatic

F-number 1.3

Image frequency 50 Hz (100/200 Hz with windowing)

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Detector pitch 17 µm

Detector time constant Typical 8 ms

Measurement

Object temperature range –20 to +150°C (–4 to +302°F)
100 to +650°C (+212 to +1202°F)
300 to +2000°C (+572 to +3632°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

USB

USB • Control and image

USB, standard USB 2 HS

USB, connector type • USB Mini-B

USB, communication TCP/IP socket-based FLIR proprietary

USB, image streaming 16-bit 640 × 480 pixels @ 25 Hz
- Signal linear
- Temperature linear
- Radiometric

USB, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Ethernet

Ethernet Control and image
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Part number: Ethernet

Ethernet, type Gigabit Ethernet55001-0104
Specifications subject to change without further notice. Ethernet, standard IEEE 802.3
Camera models and accessories subject to regional

Ethernet, connector type RJ-45market considerations. License procedures may apply.
Information and equipment described herein may require Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam
US Government authorization for export purposes. protocol
Diversion contrary to US law is prohibited.

Ethernet, image streaming 16-bit 640 × 480 pixels @ 50 Hz(v1.01) 16-bit 640 × 240 pixels @ 100 Hz
16-bit 640 × 120 pixels @ 200 Hz
- Signal linear
- Temperature linear
- Radiometric
GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream
on/off), Input ext. device (programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose Output to ext. device (programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 30 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 1.61 kg (3.55 lb.)

Camera size (L × W × H) 271× 126 × 128 mm (10.7 × 5.0 × 5.0 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Comments to physical data Outline dimensional drawings and STEP files can be found
at http://support.flir.com
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Part number: Scope of delivery

• Cardboard box55001-0104
• Infrared camera with lensSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• Ethernet™ cable

Information and equipment described herein may require • Mains cable
US Government authorization for export purposes. • Power cable, pig-tailed
Diversion contrary to US law is prohibited. • Power supply

• Printed Getting Started Guide(v1.01)
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Utility CD-ROM
• Registration card
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FLIR SC305

Part number:

42901-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 9 Hz

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam
protocol

Ethernet, image streaming 16-bit 320 × 240 pixels @ 9 Hz
- Signal linear
- Temperature linear
- Radiometric
GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP
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Part number: Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream42901-1001
on/off), Input ext. device (programmatically read)Specifications subject to change without further notice.

Camera models and accessories subject to regional Digital input 2 opto-isolated, 10–30 VDC
market considerations. License procedures may apply.

Digital output, purpose Output to ext. device (programmatically set)Information and equipment described herein may require
US Government authorization for export purposes. Digital output 2 opto-isolated, 10–30 VDC, max 100 mA
Diversion contrary to US law is prohibited.

Digital I/O, isolation voltage 500 VRMS(v1.10)
Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 40 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.7 kg (1.54 lb.)

Camera size (L × W × H) 170 × 70 × 70 mm (6.7 × 2.8 × 2.8 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• User documentation CD-ROM
• Utility CD-ROM
• Warranty extension card
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FLIR SC325

Part number:

48001-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

Imaging and optical data

IR resolution 320 × 240 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° × 18.8° / 0.4 m (1.31 ft.)

Focal length 18 mm (0.7 in.)

Spatial resolution (IFOV) 1.36 mrad

Lens identification Automatic

F-number 1.3

Image frequency 60 Hz

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–13 µm

Detector pitch 25 µm

Detector time constant Typical 12 ms

Measurement

Object temperature range –20 to +120°C (–4 to +248°F)
0 to +350°C (+32 to +662°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam
protocol

Ethernet, image streaming 16-bit 320 × 240 pixels @ 60 Hz
- Signal linear
- Temperature linear
- Radiometric
GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP
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Part number: Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream48001-1001
on/off), Input ext. device (programmatically read)Specifications subject to change without further notice.

Camera models and accessories subject to regional Digital input 2 opto-isolated, 10–30 VDC
market considerations. License procedures may apply.

Digital output, purpose Output to ext. device (programmatically set)Information and equipment described herein may require
US Government authorization for export purposes. Digital output 2 opto-isolated, 10–30 VDC, max 100 mA
Diversion contrary to US law is prohibited.

Digital I/O, isolation voltage 500 VRMS(v1.10)
Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 40 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.7 kg (1.54 lb.)

Camera size (L × W × H) 170 × 70 × 70 mm (6.7 × 2.8 × 2.8 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• User documentation CD-ROM
• Utility CD-ROM
• Warranty extension card
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FLIR SC645 15°

Part number:

55001-0201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 15° x 11° (19° diagonal) / 0.50 m (1.64 ft.)

Focal length 41.3 mm (1.63 in.)

Spatial resolution (IFOV) 0.41 mrad

Lens identification Automatic

F-number 1.0

Image frequency 25 Hz

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Detector pitch 17 µm

Detector time constant Typical 8 ms

Measurement

Object temperature range –20 to +150°C (–4 to +302°F)
100 to +650°C (+212 to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

USB

USB • Control and image

USB, standard USB 2 HS

USB, connector type • USB Mini-B

USB, communication TCP/IP socket-based FLIR proprietary

USB, image streaming 16-bit 640 × 480 pixels @ 25 Hz
- Signal linear
- Temperature linear
- Radiometric

USB, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45
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Part number: Ethernet

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam55001-0201
protocolSpecifications subject to change without further notice.

Camera models and accessories subject to regional Ethernet, image streaming 16-bit 640 × 480 pixels @ 25 Hz
market considerations. License procedures may apply. - Signal linear

- Temperature linearInformation and equipment described herein may require
- RadiometricUS Government authorization for export purposes.
GigE Vision and GenICam compatibleDiversion contrary to US law is prohibited.

(v1.03) Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream
on/off), Input ext. device (programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose Output to ext. device (programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 30 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.92 kg (2.03 lb.)

Camera size (L × W × H) 222× 73 × 75 mm (8.7 × 2.9 × 3.0 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Comments to physical data Outline dimensional drawings and STEP files can be found
at http://support.flir.com

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Utility CD-ROM
• Warranty extension card
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FLIR SC645 25°

Part number:

55001-0202
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.19)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° x 19° (31° diagonal) / 0.25 m (0.82 ft.)

Focal length 24.6 mm (0.97 in.)

Spatial resolution (IFOV) 0.68 mrad

Lens identification Automatic

F-number 1.0

Image frequency 25 Hz

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Detector pitch 17 µm

Detector time constant Typical 8 ms

Measurement

Object temperature range –20 to +150°C (–4 to +302°F)
100 to +650°C (+212 to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

USB

USB • Control and image

USB, standard USB 2 HS

USB, connector type • USB Mini-B

USB, communication TCP/IP socket-based FLIR proprietary

USB, image streaming 16-bit 640 × 480 pixels @ 25 Hz
- Signal linear
- Temperature linear
- Radiometric

USB, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45
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Part number: Ethernet

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam55001-0202
protocolSpecifications subject to change without further notice.

Camera models and accessories subject to regional Ethernet, image streaming 16-bit 640 × 480 pixels @ 25 Hz
market considerations. License procedures may apply. - Signal linear

- Temperature linearInformation and equipment described herein may require
- RadiometricUS Government authorization for export purposes.
GigE Vision and GenICam compatibleDiversion contrary to US law is prohibited.

(v1.19) Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream
on/off), Input ext. device (programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose Output to ext. device (programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 30 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.90 kg (1.98 lb.)

Camera size (L × W × H) 216× 73 × 75 mm (8.5 × 2.9 × 3.0 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Comments to physical data Outline dimensional drawings and STEP files can be found
at http://support.flir.com

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Utility CD-ROM
• Warranty extension card
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FLIR SC645 45°

Part number:

55001-0203
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 45° x 34° (55° diagonal) / 0.15 m (0.49 ft.)

Focal length 13.1 mm (0.52 in.)

Spatial resolution (IFOV) 1.23 mrad

Lens identification Automatic

F-number 1.0

Image frequency 25 Hz

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Detector pitch 17 µm

Detector time constant Typical 8 ms

Measurement

Object temperature range –20 to +150°C (–4 to +302°F)
100 to +650°C (+212 to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

USB

USB • Control and image

USB, standard USB 2 HS

USB, connector type • USB Mini-B

USB, communication TCP/IP socket-based FLIR proprietary

USB, image streaming 16-bit 640 × 480 pixels @ 25 Hz
- Signal linear
- Temperature linear
- Radiometric

USB, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45
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Part number: Ethernet

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam55001-0203
protocolSpecifications subject to change without further notice.

Camera models and accessories subject to regional Ethernet, image streaming 16-bit 640 × 480 pixels @ 25 Hz
market considerations. License procedures may apply. - Signal linear

- Temperature linearInformation and equipment described herein may require
- RadiometricUS Government authorization for export purposes.
GigE Vision and GenICam compatibleDiversion contrary to US law is prohibited.

(v1.03) Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream
on/off), Input ext. device (programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose Output to ext. device (programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 30 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.94 kg (2.07 lb.)

Camera size (L × W × H) 225× 73 × 75 mm (8.8 × 2.9 × 3.0 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Comments to physical data Outline dimensional drawings and STEP files can be found
at http://support.flir.com

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Utility CD-ROM
• Warranty extension card
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FLIR SC645 7°

Part number:

55001-0204
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 7° × 5.3° (8.7° diagonally) / 2.0 m (6.6 ft.)

Focal length 88.9 mm (3.5 in.)

Spatial resolution (IFOV) 0.19 mrad

Lens identification Automatic

F-number 1.3

Image frequency 25 Hz

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Detector pitch 17 µm

Detector time constant Typical 8 ms

Measurement

Object temperature range –20 to +150°C (–4 to +302°F)
100 to +650°C (+212 to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

USB

USB • Control and image

USB, standard USB 2 HS

USB, connector type • USB Mini-B

USB, communication TCP/IP socket-based FLIR proprietary

USB, image streaming 16-bit 640 × 480 pixels @ 25 Hz
- Signal linear
- Temperature linear
- Radiometric

USB, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Ethernet

Ethernet Control and image
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Part number: Ethernet

Ethernet, type Gigabit Ethernet55001-0204
Specifications subject to change without further notice. Ethernet, standard IEEE 802.3
Camera models and accessories subject to regional

Ethernet, connector type RJ-45market considerations. License procedures may apply.
Information and equipment described herein may require Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam
US Government authorization for export purposes. protocol
Diversion contrary to US law is prohibited.

Ethernet, image streaming 16-bit 640 × 480 pixels @ 25 Hz(v1.01) - Signal linear
- Temperature linear
- Radiometric
GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream
on/off), Input ext. device (programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose Output to ext. device (programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 30 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 1.61 kg (3.55 lb.)

Camera size (L × W × H) 271× 126 × 128 mm (10.7 × 5.0 × 5.0 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Comments to physical data Outline dimensional drawings and STEP files can be found
at http://support.flir.com

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Utility CD-ROM
• Warranty extension card
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FLIR SC655 15°

Part number:

55001-0301
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 15° x 11° (19° diagonal) / 0.50 m (1.64 ft.)

Focal length 41.3 mm (1.63 in.)

Spatial resolution (IFOV) 0.41 mrad

Lens identification Automatic

F-number 1.0

Image frequency 50 Hz (100/200 Hz with windowing)

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Detector pitch 17 µm

Detector time constant Typical 8 ms

Measurement

Object temperature range –20 to +150°C (–4 to +302°F)
100 to +650°C (+212 to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

USB

USB • Control and image

USB, standard USB 2 HS

USB, connector type • USB Mini-B

USB, communication TCP/IP socket-based FLIR proprietary

USB, image streaming 16-bit 640 × 480 pixels @ 25 Hz
- Signal linear
- Temperature linear
- Radiometric

USB, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45
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Part number: Ethernet

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam55001-0301
protocolSpecifications subject to change without further notice.

Camera models and accessories subject to regional Ethernet, image streaming 16-bit 640 × 480 pixels @ 50 Hz
market considerations. License procedures may apply. 16-bit 640 × 240 pixels @ 100 Hz

16-bit 640 × 120 pixels @ 200 HzInformation and equipment described herein may require
- Signal linearUS Government authorization for export purposes.
- Temperature linearDiversion contrary to US law is prohibited.
- Radiometric

(v1.03) GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream
on/off), Input ext. device (programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose Output to ext. device (programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 30 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.92 kg (2.03 lb.)

Camera size (L × W × H) 222× 73 × 75 mm (8.7 × 2.9 × 3.0 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Comments to physical data Outline dimensional drawings and STEP files can be found
at http://support.flir.com

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Utility CD-ROM
• Warranty extension card
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FLIR SC655 25°

Part number:

55001-0302
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.20)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 25° x 19° (31° diagonal) / 0.25 m (0.82 ft.)

Focal length 24.6 mm (0.97 in.)

Spatial resolution (IFOV) 0.68 mrad

Lens identification Automatic

F-number 1.0

Image frequency 50 Hz (100/200 Hz with windowing)

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Detector pitch 17 µm

Detector time constant Typical 8 ms

Measurement

Object temperature range –20 to +150°C (–4 to +302°F)
100 to +650°C (+212 to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

USB

USB • Control and image

USB, standard USB 2 HS

USB, connector type • USB Mini-B

USB, communication TCP/IP socket-based FLIR proprietary

USB, image streaming 16-bit 640 × 480 pixels @ 25 Hz
- Signal linear
- Temperature linear
- Radiometric

USB, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45
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Part number: Ethernet

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam55001-0302
protocolSpecifications subject to change without further notice.

Camera models and accessories subject to regional Ethernet, image streaming 16-bit 640 × 480 pixels @ 50 Hz
market considerations. License procedures may apply. 16-bit 640 × 240 pixels @ 100 Hz

16-bit 640 × 120 pixels @ 200 HzInformation and equipment described herein may require
- Signal linearUS Government authorization for export purposes.
- Temperature linearDiversion contrary to US law is prohibited.
- Radiometric

(v1.20) GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream
on/off), Input ext. device (programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose Output to ext. device (programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 30 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.90 kg (1.98 lb.)

Camera size (L × W × H) 216× 73 × 75 mm (8.5 × 2.9 × 3.0 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Comments to physical data Outline dimensional drawings and STEP files can be found
at http://support.flir.com

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Utility CD-ROM
• Warranty extension card
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FLIR SC655 45°

Part number:

55001-0303
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 45° x 34° (55° diagonal) / 0.15 m (0.49 ft.)

Focal length 13.1 mm (0.52 in.)

Spatial resolution (IFOV) 1.23 mrad

Lens identification Automatic

F-number 1.0

Image frequency 50 Hz (100/200 Hz with windowing)

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Detector pitch 17 µm

Detector time constant Typical 8 ms

Measurement

Object temperature range –20 to +150°C (–4 to +302°F)
100 to +650°C (+212 to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

USB

USB • Control and image

USB, standard USB 2 HS

USB, connector type • USB Mini-B

USB, communication TCP/IP socket-based FLIR proprietary

USB, image streaming 16-bit 640 × 480 pixels @ 25 Hz
- Signal linear
- Temperature linear
- Radiometric

USB, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Ethernet

Ethernet Control and image

Ethernet, type Gigabit Ethernet

Ethernet, standard IEEE 802.3

Ethernet, connector type RJ-45

517 (of 3109) http://www.flir.com · http://support.flir.com FLIR SC3xx/6xx series (fixed cameras)



Part number: Ethernet

Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam55001-0303
protocolSpecifications subject to change without further notice.

Camera models and accessories subject to regional Ethernet, image streaming 16-bit 640 × 480 pixels @ 50 Hz
market considerations. License procedures may apply. 16-bit 640 × 240 pixels @ 100 Hz

16-bit 640 × 120 pixels @ 200 HzInformation and equipment described herein may require
- Signal linearUS Government authorization for export purposes.
- Temperature linearDiversion contrary to US law is prohibited.
- Radiometric

(v1.03) GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream
on/off), Input ext. device (programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose Output to ext. device (programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 30 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 0.94 kg (2.07 lb.)

Camera size (L × W × H) 225× 73 × 75 mm (8.8 × 2.9 × 3.0 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Comments to physical data Outline dimensional drawings and STEP files can be found
at http://support.flir.com

Scope of delivery

• Hard transport case
• Infrared camera with lens
• Calibration certificate
• Downloads brochure
• Ethernet™ cable
• Mains cable
• Power cable, pig-tailed
• Power supply
• Printed Getting Started Guide
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Utility CD-ROM
• Warranty extension card
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FLIR SC655 7°

Part number:

55001-0304
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Imaging and optical data

IR resolution 640 × 480 pixels

Thermal sensitivity/NETD < 0.05°C @ +30°C (+86°F) / 50 mK

Field of view (FOV) / Minimum focus distance 7° × 5.3° (8.7° diagonally) / 2.0 m (6.6 ft.)

Focal length 88.9 mm (3.5 in.)

Spatial resolution (IFOV) 0.19 mrad

Lens identification Automatic

F-number 1.3

Image frequency 50 Hz (100/200 Hz with windowing)

Focus Automatic or manual (built in motor)

Detector data

Focal Plane Array (FPA) / Spectral range Uncooled microbolometer / 7.5–14 µm

Detector pitch 17 µm

Detector time constant Typical 8 ms

Measurement

Object temperature range –20 to +150°C (–4 to +302°F)
100 to +650°C (+212 to +1202°F)

Accuracy ±2°C (±3.6°F) or ±2% of reading

Measurement analysis

Atmospheric transmission correction Automatic, based on inputs for distance, atmospheric
temperature and relative humidity

Optics transmission correction Automatic, based on signals from internal sensors

Emissivity correction Variable from 0.01 to 1.0

Reflected apparent temperature correction Automatic, based on input of reflected temperature

External optics/windows correction Automatic, based on input of optics/window transmission
and temperature

Measurement corrections Global object parameters

USB

USB • Control and image

USB, standard USB 2 HS

USB, connector type • USB Mini-B

USB, communication TCP/IP socket-based FLIR proprietary

USB, image streaming 16-bit 640 × 480 pixels @ 25 Hz
- Signal linear
- Temperature linear
- Radiometric

USB, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Ethernet

Ethernet Control and image
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Part number: Ethernet

Ethernet, type Gigabit Ethernet55001-0304
Specifications subject to change without further notice. Ethernet, standard IEEE 802.3
Camera models and accessories subject to regional

Ethernet, connector type RJ-45market considerations. License procedures may apply.
Information and equipment described herein may require Ethernet, communication TCP/IP socket-based FLIR proprietary and GenICam
US Government authorization for export purposes. protocol
Diversion contrary to US law is prohibited.

Ethernet, image streaming 16-bit 640 × 480 pixels @ 50 Hz(v1.01) 16-bit 640 × 240 pixels @ 100 Hz
16-bit 640 × 120 pixels @ 200 Hz
- Signal linear
- Temperature linear
- Radiometric
GigE Vision and GenICam compatible

Ethernet, protocols TCP, UDP, SNTP, RTSP, RTP, HTTP, ICMP, IGMP, ftp,
SMTP, SMB (CIFS), DHCP, MDNS (Bonjour), uPnP

Digital input/output

Digital input, purpose Image tag (start, stop, general), Image flow ctrl. (Stream
on/off), Input ext. device (programmatically read)

Digital input 2 opto-isolated, 10–30 VDC

Digital output, purpose Output to ext. device (programmatically set)

Digital output 2 opto-isolated, 10–30 VDC, max 100 mA

Digital I/O, isolation voltage 500 VRMS

Digital I/O, supply voltage 12/24 VDC, max 200 mA

Digital I/O, connector type 6-pole jackable screw terminal

Power system

External power operation 12/24 VDC, 24 W absolute max

External power, connector type 2-pole jackable screw terminal

Voltage Allowed range 10–30 VDC

Environmental data

Operating temperature range –15°C to +50°C (+5°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Humidity (operating and storage) IEC 60068-2-30/24 h 95% relative humidity +25°C to +40°C
(+77°F to +104°F)

EMC • EN 61000-6-2:2001 (Immunity)
• EN 61000-6-3:2001 (Emission)
• FCC 47 CFR Part 15 Class B (Emission)

Encapsulation IP 30 (IEC 60529)

Bump 25 g (IEC 60068-2-29)

Vibration 2 g (IEC 60068-2-6)

Physical data

Weight 1.61 kg (3.55 lb.)

Camera size (L × W × H) 271× 126 × 128 mm (10.7 × 5.0 × 5.0 in.)

Tripod mounting UNC ¼"-20 (on three sides)

Base mounting 2 × M4 thread mounting holes (on three sides)

Housing material Aluminum

Comments to physical data Outline dimensional drawings and STEP files can be found
at http://support.flir.com
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Part number: Scope of delivery

• Hard transport case55001-0304
• Infrared camera with lensSpecifications subject to change without further notice.
• Calibration certificateCamera models and accessories subject to regional
• Downloads brochuremarket considerations. License procedures may apply.
• Ethernet™ cable

Information and equipment described herein may require • Mains cable
US Government authorization for export purposes. • Power cable, pig-tailed
Diversion contrary to US law is prohibited. • Power supply

• Printed Getting Started Guide(v1.01)
• Printed Important Information Guide
• Service & training brochure
• USB cable
• User documentation CD-ROM
• Utility CD-ROM
• Warranty extension card
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Software
A photograph from our company archives





FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit
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Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR VideoReport

Part number:

T197556
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR VideoReport makes reports including videos easy. You can create and edit your video clips taken with the FLIR GF
series cameras. Build your movie with a few simple drag-and-drops. Delete bad shots and include only the best scenes.
FLIR VideoReport is a software package specifically designed to provide an easy way to edit non-radiometric *.mp4 and
*.avi video clips, taken with FLIR GF series cameras.

Key features:

• Create a longer video clip from several shorter ones, using a storyboard.
• Rearrange the order of shorter video clips on a storyboard before you create a longer video clip.
• Trim a video clip and make the portions that you don’t want to display invisible.
• Save any frame from a video clip as an image.
• Add a title screen with custom text.
• Add explanatory text to any video clip.
• Play video clips at several different speeds.
• Read out measurement values, stored as metadata from, an *.mp4 video clip.
• Add digital photos to a video clip.
• Add IR images to a video clip.
• Add GPS information from the camera to a video clip.
• Review file properties and information about the camera type, lens, and serial number.
• Split a video clip into two parts.
• Add markers (circle or arrow) as overlay graphics to any video clip.
• Auto Update function

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=90

Release notes

Version 1.1 SP4

New features • --- News in SP4: ---
• New codec implemented.
• Various bug fixes.
• --- News in SP3: ---
• New user interface design
• New logo funcionality
• Various bug fixes

Scope of delivery

• Digital download, or
• CD-ROM

System requirements

Operating system • Microsoft® Windows® XP with Service Pack 3 (SP3),
32-bit

• Microsoft® Windows® Vista® with Service Pack 1
(SP1), 32-bit and 64-bit

• Microsoft® Windows® Vista® with Service Pack 2
(SP2), 32-bit and 64-bit

• Microsoft® Windows® 7, 32-bit and 64-bit

Software note Run Windows® Update before you install FLIR
VideoReport
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Part number: System requirements

Hardware requirements • Personal computer with a 1 GHz 32-bit (x86) processorT197556
• 1 GB of RAM (minimum)

Specifications subject to change without further notice. • 40 GB hard disk, with at least 15 GB available hard disk
Camera models and accessories subject to regional space
market considerations. License procedures may apply. • DVD-ROM drive

• Support for DirectX® 9 graphics with:Information and equipment described herein may require
• - WDDM driverUS Government authorization for export purposes.
• - 128 MB of graphics memory (minimum)Diversion contrary to US law is prohibited.
• - Pixel shader 2.0 in hardware(v1.06) • - 32 bits per pixel
• Super VGA (1024 × 768) or higher-resolution monitor
• Internet access
• Audio output
• Keyboard and Microsoft® mouse, or a compatible

pointing device

Hardware note Actual requirements and product functionality may vary
based on your system configuration.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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FLIR QuickPlot 1.2

Part number:

T197454
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454
• Windows Vista, 32-bit

Specifications subject to change without further notice. • Windows Vista, 64-bit
Camera models and accessories subject to regional • Windows 7, 32-bit
market considerations. License procedures may apply. • Windows 7, 64-bit
Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.08) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 5 user licenses

Part number:

T197454L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 5 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L5
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 10 user licenses

Part number:

T197454L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 10 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L10
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickReport 1.2 SP2

Part number:

1196541
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR QuickReport (freeware) allows users to organize and analyze the radiometric images from its infrared cameras and
present them in a report in just three easy steps.

1. Organize
Transfer the images to your computer via USB, SD Memory Card or Windows® Explorer. In FLIR QuickReport images
will be shown as thumbnails so that they are easy to find and select.
2. Analyze
FLIR QuickReport can be used to analyze your IR images. Change level and span to get the most out of your images.
Measurement functions (spots, areas etc) and text annotations can be added/edited. It is also possible to use the
dewpoint alarm or insulation alarm within FLIR QuickReport.
3. Report
Create multi page report with either 2 IR images, or 1 IR image and a photo. The images can be placed into the report
by using a drag-and-drop operation. Any image descriptions or text comments will be transferred from the camera and
will automatically be included in the report.

Key features:

• Adjust level, span, and color palette
• Change Isotherm and temperature levels
• Create spot meters, lines, and areas
• Email one or more images
• Alter parameters for the Dewpoint and Insulation alarms
• Add your company logo to inspection reports
• Drag-and-drop images and preview report pages
• Digitally zoom and pan up to 8 times
• Fusion: Interval/Blending/Picture-in-Picture
• Text comments: Add/Delete/Edit

The software allows the user to adjust the level, span, zoom and pan of the camera. FLIR QuickReport features a choice
of ten different color palettes. The alarm displays risk of surface condensation, mould growth and inadequate insulation.
The built-in report templates allow the user to either include two infrared images, or an infrared image and a digital
photo. Image descriptions and text and voice comments can be transferred automatically into the report.
The inspection report can be emailed or exported into Excel, or to the FLIR Reporter software.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=38

Release notes

Version 1.2 SP2

New features • MeterLink Support
• Minor Bugfixes

Scope of delivery

• Freeware (see Download)

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°1196541
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.02) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)1196541
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 2470422710US B2 indigo version
Camera models and accessories subject to regional • 44201-0101 FLIR GF306 14.5°
market considerations. License procedures may apply. • 44202-0101 FLIR GF306 14.5° Fixed lens

• 44201-0102 FLIR GF306 24°Information and equipment described herein may require
• 44202-0102 FLIR GF306 24° Fixed lensUS Government authorization for export purposes.
• 44601-0101 FLIR GF309 14.5°Diversion contrary to US law is prohibited.
• 44602-0101 FLIR GF309 14.5° Fixed lens(v1.02) • 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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ThermaCAM™ Researcher Professional 2.8

Part number:

1196147
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

ThermaCAM™ Researcher Professional

Note:

• This version 2.8 is compatible with ThermaCAM SC3000.
• There is a newer version of this software available.

Release notes

Version 2.8
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ThermaCAM™ Researcher Professional 2.9

Part number:

T197020
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

ThermaCAM™ Researcher Professional

Note:

• This version 2.9 is compatible with ThermaCAM Merlin, Omega, SC4000/SC6000 (Cumulus) and ThermaCAM
Phoenix.

• There is a newer version of this software available.

Release notes

Version 2.9
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ThermaCAM™ Researcher Professional 2.10

Part number:

T197936
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

ThermaCAM™ Researcher Professional

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=101

Release notes

Version 2.10

New features • FLIR SC6X0 windowing and 120 Hz support
• Full support for FLIR SC305, FLIR SC325, FLIR SC645,

and SC655 (windowing and full speed)
• No support for FLIR A300, A310, A315, and A615 (still

supports FLIR A320, A320G, and A325)
• Improved Bonjour scanning
• Zoom and pan tools buttons added
• Plot values are now stored in the session files
• JPEG quality setting dialog added, when storing IR *.jpg

files
• JPEG storage with an IR scale added
• FLIR GF series IR images supported
• Auto-adjust only covers zoomed area of the image
• Auto-NUC is now controlled by the camera
• Support for Windows 7, 32- and 64-bit
• Various bug fixes

Scope of delivery

• ThermaCAM™ Researcher Professional

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR Tools

Part number:

T197965
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

General description

FLIR Tools is a software suite specifically designed to provide an easy way to update your camera and create inspection
reports.

Key features:

• Report templates (horizontal IR + DC, vertical IR + DC, horizontal IR + IR).
• Import images from your camera to your computer.
• Apply filters when searching for images.
• Search in all texts in images and text annotations.
• Store the five latest search criterias.
• Lay out, move, and resize measurement tools on any infrared image.
• Create PDF imagesheets of any images of your choice.
• Add headers, footers, and logos to the imagesheets.
• Create PDF reports of any images of your choice.
• Add headers, footers, and logotypes to the report.
• Report editor (report page preview and snap to grid).
• Sort function (by date, groups sorted by by path and groups sorted by date)
• Browse and purchase infrared cameras, software, and accessories in our webshop.
• Software localized to 21 languages.
• Camera update (applies to FLIR Exx and T6xx series only).

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=120

Release notes

Version FLIR Tools 2.0

New features • --- News in 2.0: ---
• Camera tab (Camera connection with FLIR UVC

cameras. Measurement data analysis. Plotting.
Snapshot saving with text annotation and plot.)

• Performance improvement for large reports: can now
create reports and imagesheets of up to 200 pages.

• Various bug fixes.

Scope of delivery

• Digital download, or
• CD-ROM

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
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Part number: Compatible with the following products

• 55901-0102 FLIR T620 25° (incl. Wi-Fi)T197965
• 55901-1103 FLIR T620 45°

Specifications subject to change without further notice. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1301 FLIR T620bx 15°
market considerations. License procedures may apply. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)

• 55901-1302 FLIR T620bx 25°Information and equipment described herein may require
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1303 FLIR T620bx 45°Diversion contrary to US law is prohibited.
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)(v1.08) • 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1

Part number:

T198206
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.02) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 5 user licenses

Part number:

T198206L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 5 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L5 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L5
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 10 user licenses

Part number:

T198206L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 10 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L10 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L10
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR Max 3.1

Part number:

T198209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
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Part number: Compatible with the following products

• 40402-3703 FLIR SC620 45°T198209
• 55901-1201 FLIR T610 15°

Specifications subject to change without further notice. • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1202 FLIR T610 25°
market considerations. License procedures may apply. • 55901-0202 FLIR T610 25° (incl. Wi-Fi)

• 55901-1203 FLIR T610 45°Information and equipment described herein may require
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1101 FLIR T620 15°Diversion contrary to US law is prohibited.
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)(v1.0) • 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T198209
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-2201 FLIR E40
market considerations. License procedures may apply. • 49001-2301 FLIR E50

• 49001-1602 FLIR E60Information and equipment described herein may require
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTUS Government authorization for export purposes.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed(v1.0) • SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 5 user licenses

Part number:

T198209L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 5 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L5
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L5
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 10 user licenses

Part number:

T198209L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 10 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°

561 (of 3109) http://www.flir.com · http://support.flir.com Software



Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L10
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L10
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade previous version to FLIR ResearchIR 3.1

Part number:

T198292
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR 3.1, for
details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

Scope of delivery

• FLIR ResearchIR

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198292
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Upgrade previous version to FLIR ResearchIR
Max 3.1

Part number:

T198291
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR Max 3.1,
for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198291
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
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Part number: Compatible with the following products

• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 CameraT198291
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)

Specifications subject to change without further notice. • 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)

• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)Information and equipment described herein may require
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)US Government authorization for export purposes.
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512Diversion contrary to US law is prohibited.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)(v1.01) • 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade FLIR ResearchIR 3.x to FLIR ResearchIR
Max 3.1

Part number:

T198290
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade of FLIR ResearchIR 3.x to FLIR ResearchIR Max 3.1, for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
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Part number: Compatible with the following products

• 40205-0201 FLIR T250T198290
• 45605-0201 FLIR T250 (9 Hz)

Specifications subject to change without further notice. • 45605-0201-1 FLIR T250 (9 Hz) + EX845
Camera models and accessories subject to regional • 45305-0201 FLIR T300 (30 Hz)
market considerations. License procedures may apply. • 45004-0201 FLIR T330 (50 Hz)

• 45311-0201 FLIR T335 (30 Hz)Information and equipment described herein may require
• 45311-0201-1 FLIR T335 (30 Hz) + EX845US Government authorization for export purposes.
• 45609-0201 FLIR T335 (9 Hz)Diversion contrary to US law is prohibited.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845(v1.01) • 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
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Part number: Compatible with the following products

• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)T198290
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)

Specifications subject to change without further notice. • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)

• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)Information and equipment described herein may require
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512US Government authorization for export purposes.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)Diversion contrary to US law is prohibited.
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)(v1.01) • 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR Viewer (iPad/iPhone Application)

Part number:

APP-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

FLIR Viewer - an intuitive iPhone/iPad app for analyzing, managing, and distributing infrared images.
With FLIR Viewer, you can exchange images between your camera and wireless device, analyze images (spot, level
span and palette), read GPS position and map information, generate and email pdf-reports directly on an iPhone, iPod
Touch or iPad.

Key features:

• Import images from your infrared camera.
• Lay out and move measurement tools on the image.
• Read out temperature measurements.
• Zoom in on images.
• On the iPhone/iPad, remotely take snapshots when a camera is connected.
• On the camera, take snapshots that will automatically be saved on the iPhone/iPad.
• Delete images on the iPhone/iPad.
• Display an image’s GPS coordinates on Google Maps.
• Create and e-mail imagesheets.
• Create and e-mail reports.
• Print imagesheets and reports with any AirPrint-enabled printer.
• Save images in the iPhone/iPad photo library.
• Save PDF reports in image folders.
• Send images to FTP sites and other file-sharing services (Dropbox, Box.net, etc.).
• Display image information, e.g., object parameters, text comments, file details.
• Scale indicators when changing the level/span.
• Play back voice comments.
• Change the level and span.
• Change general settings in the app.
• Change the palette.

FLIR Viewer PRO adds FTP and image management features:

• FTP (Uploading images to a server)
• Box support
• DropBox support
• Downloadable palettes
• Area, Line and Circle tools
• Automatic hot and cold detection
• DeltaT
• Possibility to add your own logo to the reports

Download

The application can be downloaded from App Store, see the link below.

http://itunes.apple.com/se/app/flir-ir-viewer/id408847159?mt=8#ls=1

Release notes

Version FLIR Viewer 1.1.1

New features • --- News in 1.1.1
• Easier method to select a customer logo.
• Additional properties now added. e.g., image size,

camera type, and lens type.
• Updated translations.
• Various bug fixes.

System requirements

Operating system • iOS 4.0 or higher

Hardware requirements • iPhone
• iPad
• iPod
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Part number: Compatible with the following products

• 55901-0201 FLIR T610 15° (incl. Wi-Fi)APP-10000
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Specifications subject to change without further notice.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Camera models and accessories subject to regional
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)market considerations. License procedures may apply.
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)

Information and equipment described herein may require • 55901-0103 FLIR T620 45° (incl. Wi-Fi)
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)

• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)(v1.04)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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FLIR Remote (iPad/iPhone Application)

Part number:

APP-10001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR Remote is an iPhone/iPad app for the remote control of FLIR T6xx series cameras that support Wi-Fi.
FLIR Remote lets thermograhers use an iPad, iPhone, or iPod touch to see and capture live, streaming infrared video
and stills from select FLIR cameras. The app allows users to remotely control the camera functions from the device.

With FLIR Remote, the camera can be stationed in one area and operated wirelessly from another – highly useful for IR
inspections of energized equipment or performing IR surveys in hard-to-reach locations and harsh working
environments. Streaming video and remote access gives decision makers and others on your team a valuable
opportunity to observe and collaborate in the thermal imaging process.

Key features:

• Select camera
• View live images

Using the pay version of FLIR Remote, you can do the following:

• Change image mode, i.e., infrared, visual, fusion, and picture-in-picture.
• Change object parameters, e.g., emissivity, reflected apparent temperature, and object distance.
• Change the temperature range.
• Turn on and turn off the video lamps.
• Display system information.
• Focus the camera.
• Automatically and manually adjust the camera.
• Change the color palette.
• Lay out, move, and resize measurement tools (spot, area box, circle, line).
• Measurement tools context menu (long-press).
• Take a picture.
• Set the camera to automatically take a visual image when taking an infrared image.
• Record video clips.
• Change various settings, e.g., video quality.
• Adjust the temperature scale.
• Save, e-mail, and export images.
• Manage files in the image archive.

Download

The application can be downloaded from App Store, see the link below.

http://itunes.apple.com/us/app/flir-remote/id449160458?mt=8

Release notes

Version FLIR Remote 1.07

New features • --- News in 1.07---
• Improved performance
• Fixed localization issues
• Measurement tools context menu (long-press).
• Various bug fixes
• --- News in 1.05---
• Context-sensitivity menu for measurements tools.
• Line graph.
• Possibility to set scale limits from the keyboard.
• Temperature units setting.
• Video size setting.
• Distance setting.
• Possibility to change the camera temperature range from

the remote control.
• Connection speed.
• Various bug fixes.

System requirements
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Part number: Operating system • iOS 4.0 or higher

Hardware requirements • iPhoneAPP-10001
• iPad

Specifications subject to change without further notice. • iPod
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 55901-0201 FLIR T610 15° (incl. Wi-Fi)Diversion contrary to US law is prohibited. • 55901-0202 FLIR T610 25° (incl. Wi-Fi)
(v1.07) • 55901-0203 FLIR T610 45° (incl. Wi-Fi)

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
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FLIR Tools Mobile (Android Application)

Part number:

APP-10002
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

FLIR Tools Mobile is an intuitive Android app for analyzing, managing, and distributing infrared images.

Key features:

• Import images from your Wi-FI-enabled infrared camera.
• Lay out and move measurement tools on the image.
• Read out temperature measurements.
• Zoom in on images.
• On the Android phone/tablet, remotely take snapshots when a camera is connected.
• On the camera, take snapshots that will automatically be saved on the Android phone/tablet.
• Delete images on the Android phone/tablet.
• Display an image’s GPS coordinates on Google Maps.
• Create and e-mail reports.
• Save images in the Android phone/tablet photo library.
• Send images to FTP sites and other file-sharing services (DropBox, Box.net, etc.).
• Display image information, e.g., object parameters, text comments, and file details.
• Play back voice comments.
• Change the level and span.
• Change general settings in the app.
• Change the palette.
• Help files in 21 languages.

Download

The application can be downloaded from Android Market, see the link below.

https://market.android.com/details?id=com.flir.viewer

Release notes

Version FLIR Tools Mobile 1.0.1

New features • --- News in 1.0.1 ---
• Greek and Russian language support for PDF export

now enabled.
• Help files now translated into 21 languages.
• Various bug fixes and optimizations.

System requirements

Operating system • Android 2.3 and later

Compatible with the following products

• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310APP-10002
• 61201-1003 FLIR A300f 25°

Specifications subject to change without further notice. • 61201-1004 FLIR A300f 45°
Camera models and accessories subject to regional • 61201-1103 FLIR A310f 25°
market considerations. License procedures may apply. • 61201-1104 FLIR A310f 45°

• 61201-1105 FLIR A310f 90°Information and equipment described herein may require
• 49001-2001 FLIR E40 (incl. Wi-Fi)US Government authorization for export purposes.
• 49001-2101 FLIR E50 (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 49001-0602 FLIR E60 (incl. Wi-Fi)(v1.03) • 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter upgrade to current version

Part number:

1199711
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

FLIR Reporter upgrade to current version, for details see the product data for the current version.
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ThermaCAM™ Researcher, previous -> current
version

Part number:

1199714
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

ThermaCAM™ Researcher upgrade to current version, for details see the product data for the current version.

Note:
ThermaCAM™ Researcher Professional 2.10 does not support the following cameras:

• ThermaCAM SC3000
• ThermaCAM Merlin
• Omega
• SC4000/SC6000 (Cumulus)
• ThermaCAM Phoenix
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ThermoVision™ LabVIEW® Digital Toolkit Ver. 3.3

Part number:

T197039
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The ThermoVision LabVIEW Toolkit is a set of VIs (virtual instruments) for cameras that support alarms, measurement
functions, and I/O functionality.
Through LabVIEW, you can use these VIs as sub-VIs to manage communications with a FLIR IR camera in digital mode.
You can also generate true temperature images from images acquired through LabVIEW, and can use the LabVIEW IR
Measurement and Display tools to analyze the temperatures of imaged objects.

Key features:

• Set up communications between LabVIEW VI and a FLIR IR camera
• Capture and collect images via FireWire or Ethernet interfaces
• Adjust the camera configuration parameters and focus as you view a live image
• Control the camera calibration
• Send any other camera command to the camera
• Generate a true temperature image from a 16-bit image acquired using the camera’s
• FireWire or Ethernet interfaces
• Close communications to the IR camera

Users with licenses for the previous version can download a free upgrade via the following link:
http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=63

Note: Only supports National Instrumenst 32-bit Labview

Release notes

Version 3.3

New features • Windows 7 32- and 64-bit support
• Support for FLIR A615 and FLIR SC6X5 (including

windowing)
• Support for windowing in FLIR SC660
• Various bug fixes
• New example VIs

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T197039
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ThermoVision™ System Developers Kit Ver. 2.6

Part number:

T197038
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

ThermoVision™ System Developers Kit

Key features:

• Supports communication and broadcasting via FireWire™, Ethernet, and USB interfaces.
• Gives the user full control of the camera.
• Allows the user to set alarm conditions and measurement functions in the camera
• Allows the user to define I/O functionality (FLIR A series).
• Based on ActiveX technology.
• Supports acquisition of images through FireWire™, Ethernet, and USB interfaces.
• Reads from and writes to file in FLIR Systems’ proprietary file format and writes to files in FLIR Systems’ open floating

point format (*.fpf).
• Converts 16-bit absolute pixels into temperature pixels and several intermediate types of pixels formats, for maximum

user flexibility. Applies to all camera models with temperature measurement capabilities.
• Allows 16-bit temperature linear outputs from FLIR A series cameras.
• Includes method that allows using individual emissivity value correction on any single pixel or condensed measuring

value – e.g. average, minimum etc.
• Supports conditional recording to file through FireWire™, Ethernet, and USB interfaces.

Users with licenses for the previous version can download a free upgrade via the following link:
http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=62

Release notes

Version ThermoVision 2.6 SP2

New features • --- News in SP2:
• Support for FLIR GF3XX series
• Support for windowing in FLIR A615 and FLIR SC6x5
• Support for windowing in FLIR SC6x0
• Various bug fixes

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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Part number: Compatible with the following products

• 55001-0201 FLIR SC645 15°T197038
• 55001-0202 FLIR SC645 25°

Specifications subject to change without further notice. • 55001-0203 FLIR SC645 45°
Camera models and accessories subject to regional • 55001-0204 FLIR SC645 7°
market considerations. License procedures may apply. • 55001-0301 FLIR SC655 15°

• 55001-0302 FLIR SC655 25°Information and equipment described herein may require
• 55001-0303 FLIR SC655 45°US Government authorization for export purposes.
• 55001-0304 FLIR SC655 7°Diversion contrary to US law is prohibited.
• 44401-0201 FLIR GF300 14.5°(v1.04) • 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ThermoVision™ System Tools & Utilities 1.6

Part number:

T197873
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

Utility CD for FLIR A3XX, A6XX, SC3XX and SC6X5 cameras: this CD is normally supplied in camera package. The
software can be downloaded free of charge.
FLIR IR Monitor is included. This software enables the user to set up and control up to nine FLIR A3XX cameras
simultaneously for simple automation and safety applications.

Key features:

• Monitor software for the A3XX series
• Set-up of analysis regions of interest (ROI)
• Set-up of alarms and I/O configuration for digital output
• Setting of scheduled events and other e-mail options
• Set-up and visualization of up to nine A3XX cameras for stand-alone applications, e.g. on-line monitoring and control
• Set-up of synchronized signals for recording of image sequences in FLIR ResearchIR
• Draw a mask to cut out part of the image not to be analyzed
• Saving of images and image control
• Synchronize the camera to internet time servers
• Windows 7, 32- and 64-bit support

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=19

Release notes

Version 1.6

New features • New FLIR IR Camera Player 2.2.3
• Save image snapshot on the PC (FLIR A325 camera)
• Isotherm coverage
• Minor bug fixes

Scope of delivery

• Freeware (see Download) and includes:
• ThermoVision™ System Tools & Utilities 1.6
• FLIR IR Monitor
• FLIR IP Config
• FLIR IR Camera Player

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
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Part number: Compatible with the following products

• 61201-1105 FLIR A310f 90°T197873
• 61201-1203 FLIR A315f 25°

Specifications subject to change without further notice. • 61201-1204 FLIR A315f 45°
Camera models and accessories subject to regional • 61201-1205 FLIR A315f 90°
market considerations. License procedures may apply. • 55001-0101 FLIR A615 15°

• 55001-0102 FLIR A615 25°Information and equipment described herein may require
• 55001-0103 FLIR A615 45°US Government authorization for export purposes.
• 55001-0104 FLIR A615 7°Diversion contrary to US law is prohibited.
• 42901-1001 FLIR SC305(v1.04) • 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Accessories
A photograph from our company archives





Power supply/charger with EU, UK, US and AU
plugs

Part number:

T910711
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Combined power supply & battery charger.

Technical data

AC operation 100–240 VAC, 50/60 Hz, output 5.0 VDC, 1.2 A

Power 6 W

Size (L × W × H) 69.2 × 43.3 × 29.8 mm (2.7 × 1.7 × 1.2 in.)

Cable length 1.8 m (5.9 ft.)

Scope of delivery

• Power supply/Battery charger
• EU, UK, US and Australian plugs

Compatible with the following products

• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7

593 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR ix series



Pouch

Part number:

T126024
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Camera pouch for FLIR iX series with shoulder strap (1.4 m, 4.6 ft.), possible to attach to waist belt.

Technical data

Weight 0.12 kg (0.26 lb.)

Size (L × W × H) 240 × 90 × 75 mm (9.4 × 3.5 × 3.0 in.)

Color Black

Compatible with the following products

• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7

594 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR ix series



Hard transport case for ix

Part number:

T197619
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Hard transport case for FLIR iX and Extech iX

Technical data

Weight 1.69 kg (3.73 lb.)

Size (L × W × H) 390 × 330 × 120 mm (15.4 × 13.0 × 4.7 in.)

Color Black

Compatible with the following products

• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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Battery

Part number:

T197410
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

High capacity battery for the IR camera.

Technical data

Battery type Rechargeable Li Ion battery

Battery voltage 3.7 V

Battery capacity 2.2 Ah at +20°C (+68°F)

Battery note Approximate lithium content: 0.7 g

Charging system Battery is charged inside the camera

Charging temperature 0°C to +45°C (+32°F to +113°F)

Battery storage temperature range –40°C to +70°C (–40°F to +158°F)

Compatible with the following products

• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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IR Window 2 in

Part number:

19250-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 25.5 × 73 × 86 mm (1.0 × 2.87 × 3.36 in.)

Viewing aperture diameter 45 mm (1.77 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 60.3 mm (2.375 in.)
Greenlee Punch: 76BB
Maximum pullout strength: 658 kg (1450 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19250-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 3 in.

Part number:

19251-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 26.9 × 99 × 107 mm (1.05 × 3.89 × 4.22 in.)

Viewing aperture diameter 69 mm (2.71 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 88.9 mm (3.5 in.)
Greenlee Punch: 739BB
Maximum pullout strength: 1656 kg (3650 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19251-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 4 in.

Part number:

19252-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 29.3 × 127 × 137 mm (1.15 × 5.01 × 5.37 in.)

Viewing aperture diameter 89 mm (3.50 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 114.3 mm (4.5 in.)
Greenlee Punch: 742BB
Maximum pullout strength: 1678 kg (3700 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19252-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Memory card micro-SD with adapters

Part number:

T910737
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Micro-SD Card for data storage (e.g. images)

Technical data

Memory card, size At least 2 GB

Scope of delivery

• micro-SD
• Adapter to miniSD Card
• Adapter from miniSD Card to SD memory card

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250

603 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR ix series



Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)T910737
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.03) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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USB cable Std A <-> Mini-B

Part number:

1910423
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using the USB protocol.

Technical data

Weight 60 g (2.1 oz.)

Cable length 1.8 m (5.9 ft.)

Connector Standard USB-A to USB Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)1910423
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.02) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E401910423
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

607 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR ix series



FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit
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Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

610 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR ix series



FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR QuickReport 1.2 SP2

Part number:

1196541
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR QuickReport (freeware) allows users to organize and analyze the radiometric images from its infrared cameras and
present them in a report in just three easy steps.

1. Organize
Transfer the images to your computer via USB, SD Memory Card or Windows® Explorer. In FLIR QuickReport images
will be shown as thumbnails so that they are easy to find and select.
2. Analyze
FLIR QuickReport can be used to analyze your IR images. Change level and span to get the most out of your images.
Measurement functions (spots, areas etc) and text annotations can be added/edited. It is also possible to use the
dewpoint alarm or insulation alarm within FLIR QuickReport.
3. Report
Create multi page report with either 2 IR images, or 1 IR image and a photo. The images can be placed into the report
by using a drag-and-drop operation. Any image descriptions or text comments will be transferred from the camera and
will automatically be included in the report.

Key features:

• Adjust level, span, and color palette
• Change Isotherm and temperature levels
• Create spot meters, lines, and areas
• Email one or more images
• Alter parameters for the Dewpoint and Insulation alarms
• Add your company logo to inspection reports
• Drag-and-drop images and preview report pages
• Digitally zoom and pan up to 8 times
• Fusion: Interval/Blending/Picture-in-Picture
• Text comments: Add/Delete/Edit

The software allows the user to adjust the level, span, zoom and pan of the camera. FLIR QuickReport features a choice
of ten different color palettes. The alarm displays risk of surface condensation, mould growth and inadequate insulation.
The built-in report templates allow the user to either include two infrared images, or an infrared image and a digital
photo. Image descriptions and text and voice comments can be transferred automatically into the report.
The inspection report can be emailed or exported into Excel, or to the FLIR Reporter software.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=38

Release notes

Version 1.2 SP2

New features • MeterLink Support
• Minor Bugfixes

Scope of delivery

• Freeware (see Download)

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°1196541
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.02) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)1196541
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 2470422710US B2 indigo version
Camera models and accessories subject to regional • 44201-0101 FLIR GF306 14.5°
market considerations. License procedures may apply. • 44202-0101 FLIR GF306 14.5° Fixed lens

• 44201-0102 FLIR GF306 24°Information and equipment described herein may require
• 44202-0102 FLIR GF306 24° Fixed lensUS Government authorization for export purposes.
• 44601-0101 FLIR GF309 14.5°Diversion contrary to US law is prohibited.
• 44602-0101 FLIR GF309 14.5° Fixed lens(v1.02) • 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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FLIR Tools

Part number:

T197965
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

General description

FLIR Tools is a software suite specifically designed to provide an easy way to update your camera and create inspection
reports.

Key features:

• Report templates (horizontal IR + DC, vertical IR + DC, horizontal IR + IR).
• Import images from your camera to your computer.
• Apply filters when searching for images.
• Search in all texts in images and text annotations.
• Store the five latest search criterias.
• Lay out, move, and resize measurement tools on any infrared image.
• Create PDF imagesheets of any images of your choice.
• Add headers, footers, and logos to the imagesheets.
• Create PDF reports of any images of your choice.
• Add headers, footers, and logotypes to the report.
• Report editor (report page preview and snap to grid).
• Sort function (by date, groups sorted by by path and groups sorted by date)
• Browse and purchase infrared cameras, software, and accessories in our webshop.
• Software localized to 21 languages.
• Camera update (applies to FLIR Exx and T6xx series only).

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=120

Release notes

Version FLIR Tools 2.0

New features • --- News in 2.0: ---
• Camera tab (Camera connection with FLIR UVC

cameras. Measurement data analysis. Plotting.
Snapshot saving with text annotation and plot.)

• Performance improvement for large reports: can now
create reports and imagesheets of up to 200 pages.

• Various bug fixes.

Scope of delivery

• Digital download, or
• CD-ROM

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
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Part number: Compatible with the following products

• 55901-0102 FLIR T620 25° (incl. Wi-Fi)T197965
• 55901-1103 FLIR T620 45°

Specifications subject to change without further notice. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1301 FLIR T620bx 15°
market considerations. License procedures may apply. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)

• 55901-1302 FLIR T620bx 25°Information and equipment described herein may require
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1303 FLIR T620bx 45°Diversion contrary to US law is prohibited.
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)(v1.08) • 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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One year extended warranty for ix series

Part number:

T199806
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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General Maintenance ix series

Part number:

T199833
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Practical Course - Solar panel inspection -
attendance, 1 pers (2 days)

Part number:

ITC-PRA-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” is
lectured by qualified ITC instructors with special experience
in the field of solar panel installations.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-PRA-2011
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.02)
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Practical Course - Solar panel inspection -
group up to 10 pers (2 days)

Part number:

ITC-PRA-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

641 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR ix series



Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” isITC-PRA-2019
lectured by qualified ITC instructors with special experience

Specifications subject to change without further notice. in the field of solar panel installations.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.02) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course building thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for the inspection of
buildings. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about the building envelope, important physical
parameters and typical faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• The building envelope
• Important physical parameters
• Major anomalies
• Thermal patterns
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Building application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and building applications.

Typical student • A person from the building sector
• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and building

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Building Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2019 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Building Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of building applications.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course building thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for the inspection of
buildings. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about the building envelope, important physical
parameters and typical faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• The building envelope
• Important physical parameters
• Major anomalies
• Thermal patterns
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Building application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and building applications.

Typical student • A person from the building sector
• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and building

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Building Thermography” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.
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Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Short Course Building Thermography” is lecturedITC-EXP-2011
by qualified ITC instructors with special experience in the

Specifications subject to change without further notice. field of building applications.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited. • 40402-3802 FLIR B660 24°
(v1.0) • 40402-3803 FLIR B660 45°

• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course electrical thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2041 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course electrical thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2049
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2049 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course HVAC and plumbing -
attendance 1 pers (2 days)

Part number:

ITC-EXP-2061
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
heating and HVAC systems, and related installations. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography, and how to use your camera the best way. The second day
you will get introduced to various heating systems before you learn about typical faults and how thermography helps you
to locate and analyze these. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Heating systems
• Pipe tracing and localization or water circuits
• Water leaks
• Moisture and humidity
• Water radiators
• Tanks, manifolds and plenums
• HVAC systems
• Industrial heat exchangers
• Photovoltaic panel inspection
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Application labs

Course information

Available languages English, French, German, Italian, Spanish, Swedish

Target group • Beginners and anybody interested in IR thermography,
plumbing and HVAC applications.

Typical student • Plumbers or persons working with plumbing and
or/HVAC systems

• Facility managers
• Someone looking to purchase a camera
• Someone who just purchased a camera

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Short Course HVAC and plumbing” is offered in
EMEA by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course HVAC and plumbing” is lectured by
qualified ITC instructors with special experience in the field
of electrical installations.
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Part number: Compatible with the following products

• 40402-3801 FLIR B660 12°ITC-EXP-2061
• 40402-3802 FLIR B660 24°Specifications subject to change without further notice.
• 40402-3803 FLIR B660 45°Camera models and accessories subject to regional
• 40402-3902 FLIR B620 24°market considerations. License procedures may apply.
• 40402-3903 FLIR B620 45°

Information and equipment described herein may require • 55901-1301 FLIR T620bx 15°
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-1302 FLIR T620bx 25°

• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.02)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course HVAC and plumbing - group up
to 10 pers (2 days)

Part number:

ITC-EXP-2069
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
heating and HVAC systems, and related installations. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography, and how to use your camera the best way. The second day
you will get introduced to various heating systems before you learn about typical faults and how thermography helps you
to locate and analyze these. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Heating systems
• Pipe tracing and localization or water circuits
• Water leaks
• Moisture and humidity
• Water radiators
• Tanks, manifolds and plenums
• HVAC systems
• Industrial heat exchangers
• Photovoltaic panel inspection
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Application labs

Course information

Available languages English, French, German, Italian, Spanish, Swedish

Target group • Beginners and anybody interested in IR thermography,
plumbing and HVAC applications.

Typical student • Plumbers or persons working with plumbing and
or/HVAC systems

• Facility managers
• Someone looking to purchase a camera
• Someone who just purchased a camera

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Short Course HVAC and plumbing” is offered in
EMEA by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course HVAC and plumbing” is lectured by
qualified ITC instructors with special experience in the field
of electrical installations.
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Part number: Compatible with the following products

• 40402-3801 FLIR B660 12°ITC-EXP-2069
• 40402-3802 FLIR B660 24°Specifications subject to change without further notice.
• 40402-3803 FLIR B660 45°Camera models and accessories subject to regional
• 40402-3902 FLIR B620 24°market considerations. License procedures may apply.
• 40402-3903 FLIR B620 45°

Information and equipment described herein may require • 55901-1301 FLIR T620bx 15°
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-1302 FLIR T620bx 25°

• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.02)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - attendance 1 pers.

Part number:

ITC-EXP-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-1001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-1001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - group up to 10 pers.

Part number:

ITC-EXP-1009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-1009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-1009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - attendance 1 pers.

Part number:

ITC-EXP-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-2001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-2001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - group up to 10 pers.

Part number:

ITC-EXP-2009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-2009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-2009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - attendance 1 pers.

Part number:

ITC-EXP-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-3001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-3001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - group up to 10 pers.

Part number:

ITC-EXP-3009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-3009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-3009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 2 in

Part number:

19250-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 25.5 × 73 × 86 mm (1.0 × 2.87 × 3.36 in.)

Viewing aperture diameter 45 mm (1.77 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 60.3 mm (2.375 in.)
Greenlee Punch: 76BB
Maximum pullout strength: 658 kg (1450 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19250-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 3 in.

Part number:

19251-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 26.9 × 99 × 107 mm (1.05 × 3.89 × 4.22 in.)

Viewing aperture diameter 69 mm (2.71 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 88.9 mm (3.5 in.)
Greenlee Punch: 739BB
Maximum pullout strength: 1656 kg (3650 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19251-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 4 in.

Part number:

19252-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 29.3 × 127 × 137 mm (1.15 × 5.01 × 5.37 in.)

Viewing aperture diameter 89 mm (3.50 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 114.3 mm (4.5 in.)
Greenlee Punch: 742BB
Maximum pullout strength: 1678 kg (3700 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19252-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Battery

Part number:

1196398
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

High capacity battery for the IR camera.

Technical data

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 2.2 Ah, at +20°C (+68°F)

Battery note Approximate lithium content: 1.0 g

Charging time 2.5 h to 95% capacity, charging status indicated by LEDs

Charging temperature 0°C to +45°C (+32°F to +113°F)

Battery storage temperature range –40°C to +70°C (–40°F to +158°F)

Battery weight 0.12 kg (0.26 lb.)

Size (L × W × H) 92 × 41 × 26 mm (3.6 × 1.6 × 1.0 in.)

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.

Part number:

1910490
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to power the infrared camera from the cigarette lighter socket in a car.

Note: This is the same product as p/n 1196497.

Technical data

Cable length 1.2 m (3.9 ft).

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
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Part number: Compatible with the following products

• 45002-0201 FLIR T340 (50 Hz)1910490
• 45302-0201 FLIR T360 (30 Hz)

Specifications subject to change without further notice. • 37705-0102 FLIR T360 (9 Hz)
Camera models and accessories subject to regional • 45309-0201 FLIR T365 (30 Hz)
market considerations. License procedures may apply. • 45309-0201-1 FLIR T365 (30 Hz) + EX845

• 45602-0201 FLIR T365 (9 Hz)Information and equipment described herein may require
• 45602-0201-1 FLIR T365 (9 Hz) + EX845US Government authorization for export purposes.
• 45001-0202 FLIR T390 (50 Hz)Diversion contrary to US law is prohibited.
• 45301-0202 FLIR T400 (30 Hz)(v1.01) • 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Battery package

Part number:

T197667
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

A complete battery package consisting of three standard products

Scope of delivery

• T197648 Battery kit, see 1196398 - Battery for specifications
• T197650 2-bay charger kit incl Power supply
• T197649 12 VDC Connection cable kit, see 1196497 - 12 VDC connection cable for specifications

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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2-bay battery charger, incl. power supply with
multi plugs

Part number:

T197650
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Stand-alone 2-bay battery charger, including power supply with multi plugs.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 2000 mA at 12 VDC

Battery charger size (L × W × H) 80 × 98 × 47 mm (3.2 × 3.9 × 1.8 in.), without battery

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Stand-alone 2-bay battery charger
• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Power supply, incl. multi plugs

Part number:

T910750
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Power supply, including multiple plugs, to charge the battery when it is inside or outside of the camera.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 2000 mA at 12 VDC

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Memory card micro-SD with adapters

Part number:

T910737
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Micro-SD Card for data storage (e.g. images)

Technical data

Memory card, size At least 2 GB

Scope of delivery

• micro-SD
• Adapter to miniSD Card
• Adapter from miniSD Card to SD memory card

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)T910737
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.03) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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USB cable Std A <-> Mini-B

Part number:

1910423
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using the USB protocol.

Technical data

Weight 60 g (2.1 oz.)

Cable length 1.8 m (5.9 ft.)

Connector Standard USB-A to USB Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)1910423
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.02) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E401910423
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)
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Camera pouch for E Series, InfraCAM/BCAM, FLIR
i/bxx

Part number:

1122000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Camera pouch for E Series, InfraCAM/BCAM and FLIR i/bXX with waist belt (max 1.2 m, 3.9 ft.) made of Codura fabric
with externally attached battery pouch.

Technical data

Weight 42 g (1.48 oz.)

Size (L × W × H) 300 × 180 × 90 mm (11.8 × 7.1 × 3.5 in.)

Color Black
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Hard transport case for i/b40-60

Part number:

T197247
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Rugged, watertight plastic shipping case for FLIR i/bXX. Holds all items neatly and securely. The case can be locked
with padlocks and features a breather valve to prevent pressure build-up in airplane cargo holds.

Technical data

Weight 2.1 kg (4.6 lb.)

Size (L × W × H) 360 × 290 × 165 mm (14.2 × 11.4 × 6.5 in.)
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Bluetooth® USB micro adapter

Part number:

T951235
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth® USB micro adapter for wireless connection between the infrared camera and external Bluetooth equipment.

Technical data

Bluetooth USB-A

Scope of delivery

• Bluetooth® USB micro adapter

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202-1 FLIR B425 (30 Hz) + MO297T951235
• 45603-0202 FLIR B425 (9 Hz)

Specifications subject to change without further notice. • 45603-0202-1 FLIR B425 (9 Hz) + MO297
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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Bluetooth Headset

Part number:

T197771
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

General description

Headset with Bluetooth for wireless connection with the infrared camera.

Technical data

Bluetooth Connection to the infrared camera

Audio Headset including microphone

Scope of delivery

• Headset
• Ear clip
• Charger
• Multi plugs
• USB cable Std A to Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T197771
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)
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EX845: Clamp meter + IR therm TRMS 1000A
AC/DC

Part number:

T910972
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with METERLiNK™
Wirelessly transmits Voltage and Current readings to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

METERLiNK™ makes it easy for a thermographer to quickly take electrical readings using an Extech EX845 clamp
meter and instantly record them right on an infrared image. METERLiNK™ accelerates infrared inspections and
diagnostics while adding value to your reports by increasing the amount of detail you provide.

EX845 CAT IV Clamp Meter Features:

• Patented built-in non-contact IR Thermometer design with laser pointer
• True RMS Current and Voltage measurements
• Peak hold captures inrush currents and Transients
• MultiMeter functions include AC/DC Voltage, Resistance, Capacitance, Frequency, Diode, and Continuity
• 1.7" (43mm) jaw opening for conductors up to 750MCM or two 500MCM
• 4000 count backlit display
• Features include Data Hold and Min/Max and Auto Power off
• Autoranging with manual range button
• Complete with CAT IV test leads, 9V battery, Type K probe (-22 to 572°F/-30 to 300°C), pouch case, and

Professional Test Lead Set

Professional Test Lead Features:

• 8-Piece Professional Test Lead set
• Two 42" (1m) PVC lead extensions with shrouded banana plugs at both ends
• Two modular 4" (102mm) Heavy Duty test probe handles with 0.16" (4mm) banana plug tip
• Two standard size, alligator clips with insulated rubber boot
• Two extra large, double-insulated, alligator clips with sharp teeth for piercing insulated wire. Jaws open to 0.8"

(20mm)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)T910972
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0403 FLIR T640 45° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 45606-0201 FLIR T200 (9 Hz)Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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MO297: Moisture meter, pinless with memory

Part number:

T910973
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with MeterLink™
Wirelessly transmits moisture and humidity data to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

FLIR infrared cameras rapidly reveal moisture problems in homes and commercial structures. Documenting water
damage with a moisture meter can provide valuable added details about moisture issues. The process of correlating
readings to infrared images however is awkward, imprecise and prone to errors. METERLiNK™ expedites building
inspections by annoting several moisture-related readings from damaged surfaces directly onto the related infrared
image. METERLiNK™ increases accuracy and eliminates confusion about which moisture readings pertain to which
images.

Key features:

• Quickly indicates the moisture content of materials with Pinless technology without damaging the surface; Remote
Pin-type probe (MO290-P included) allows for contact moisture readings (3ft/0.9m cable length)

• Manually store/recall up to 20 labeled readings
• Works on multiple wood types and other building materials
• Easy to read, large dual display with automatic backlight feature
• Simultaneously displays moisture value of wood or material being tested, Air Temperature, IR Temperature, or

Humidity
• Pinless measurement depth to 0.75" (19mm) below the surface
• Programmable high/low Moisture and Humidity alarms
• Designed with a patented IR circuit to measure non-contact surface temperature; 8:1 distance to spot ratio with 0.95

fixed emissivity
• Built-in Humidity/Temperature probe measures Relative Humidity, Air Temperature plus Grains Per Pound

(GPP)/(g/kg), Dew Point (DP), Vapor Pressure, and condensation point
• Automatic calculation of differential Temperature (IR - DP) to determine condensation point
• Fast Analog Bargraph
• Min/Max and Data Hold
• Auto power off and low battery indication
• Complete with pin moisture probe with cable, 9V battery and case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)T910973
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0401 FLIR T640 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)

• 55901-0403 FLIR T640 45° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)(v1.0) • 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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FLIR QuickPlot 1.2

Part number:

T197454
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454
• Windows Vista, 32-bit

Specifications subject to change without further notice. • Windows Vista, 64-bit
Camera models and accessories subject to regional • Windows 7, 32-bit
market considerations. License procedures may apply. • Windows 7, 64-bit
Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.08) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 5 user licenses

Part number:

T197454L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 5 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L5
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 10 user licenses

Part number:

T197454L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 10 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L10
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit
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Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1

Part number:

T198206
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR

System requirements

725 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR ixx and InfraCAM series



Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.02) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 5 user licenses

Part number:

T198206L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 5 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L5 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L5
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 10 user licenses

Part number:

T198206L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 10 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L10 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L10
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR Max 3.1

Part number:

T198209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
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Part number: Compatible with the following products

• 40402-3703 FLIR SC620 45°T198209
• 55901-1201 FLIR T610 15°

Specifications subject to change without further notice. • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1202 FLIR T610 25°
market considerations. License procedures may apply. • 55901-0202 FLIR T610 25° (incl. Wi-Fi)

• 55901-1203 FLIR T610 45°Information and equipment described herein may require
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1101 FLIR T620 15°Diversion contrary to US law is prohibited.
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)(v1.0) • 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T198209
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-2201 FLIR E40
market considerations. License procedures may apply. • 49001-2301 FLIR E50

• 49001-1602 FLIR E60Information and equipment described herein may require
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTUS Government authorization for export purposes.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed(v1.0) • SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 5 user licenses

Part number:

T198209L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 5 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L5
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L5
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 10 user licenses

Part number:

T198209L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 10 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L10
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)

741 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR ixx and InfraCAM series



Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L10
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade previous version to FLIR ResearchIR 3.1

Part number:

T198292
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR 3.1, for
details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

Scope of delivery

• FLIR ResearchIR

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198292
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Upgrade previous version to FLIR ResearchIR
Max 3.1

Part number:

T198291
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR Max 3.1,
for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198291
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
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Part number: Compatible with the following products

• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 CameraT198291
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)

Specifications subject to change without further notice. • 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)

• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)Information and equipment described herein may require
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)US Government authorization for export purposes.
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512Diversion contrary to US law is prohibited.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)(v1.01) • 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade FLIR ResearchIR 3.x to FLIR ResearchIR
Max 3.1

Part number:

T198290
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade of FLIR ResearchIR 3.x to FLIR ResearchIR Max 3.1, for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
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Part number: Compatible with the following products

• 40205-0201 FLIR T250T198290
• 45605-0201 FLIR T250 (9 Hz)

Specifications subject to change without further notice. • 45605-0201-1 FLIR T250 (9 Hz) + EX845
Camera models and accessories subject to regional • 45305-0201 FLIR T300 (30 Hz)
market considerations. License procedures may apply. • 45004-0201 FLIR T330 (50 Hz)

• 45311-0201 FLIR T335 (30 Hz)Information and equipment described herein may require
• 45311-0201-1 FLIR T335 (30 Hz) + EX845US Government authorization for export purposes.
• 45609-0201 FLIR T335 (9 Hz)Diversion contrary to US law is prohibited.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845(v1.01) • 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
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Part number: Compatible with the following products

• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)T198290
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)

Specifications subject to change without further notice. • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)

• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)Information and equipment described herein may require
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512US Government authorization for export purposes.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)Diversion contrary to US law is prohibited.
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)(v1.01) • 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR QuickReport 1.2 SP2

Part number:

1196541
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR QuickReport (freeware) allows users to organize and analyze the radiometric images from its infrared cameras and
present them in a report in just three easy steps.

1. Organize
Transfer the images to your computer via USB, SD Memory Card or Windows® Explorer. In FLIR QuickReport images
will be shown as thumbnails so that they are easy to find and select.
2. Analyze
FLIR QuickReport can be used to analyze your IR images. Change level and span to get the most out of your images.
Measurement functions (spots, areas etc) and text annotations can be added/edited. It is also possible to use the
dewpoint alarm or insulation alarm within FLIR QuickReport.
3. Report
Create multi page report with either 2 IR images, or 1 IR image and a photo. The images can be placed into the report
by using a drag-and-drop operation. Any image descriptions or text comments will be transferred from the camera and
will automatically be included in the report.

Key features:

• Adjust level, span, and color palette
• Change Isotherm and temperature levels
• Create spot meters, lines, and areas
• Email one or more images
• Alter parameters for the Dewpoint and Insulation alarms
• Add your company logo to inspection reports
• Drag-and-drop images and preview report pages
• Digitally zoom and pan up to 8 times
• Fusion: Interval/Blending/Picture-in-Picture
• Text comments: Add/Delete/Edit

The software allows the user to adjust the level, span, zoom and pan of the camera. FLIR QuickReport features a choice
of ten different color palettes. The alarm displays risk of surface condensation, mould growth and inadequate insulation.
The built-in report templates allow the user to either include two infrared images, or an infrared image and a digital
photo. Image descriptions and text and voice comments can be transferred automatically into the report.
The inspection report can be emailed or exported into Excel, or to the FLIR Reporter software.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=38

Release notes

Version 1.2 SP2

New features • MeterLink Support
• Minor Bugfixes

Scope of delivery

• Freeware (see Download)

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°1196541
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.02) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)1196541
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 2470422710US B2 indigo version
Camera models and accessories subject to regional • 44201-0101 FLIR GF306 14.5°
market considerations. License procedures may apply. • 44202-0101 FLIR GF306 14.5° Fixed lens

• 44201-0102 FLIR GF306 24°Information and equipment described herein may require
• 44202-0102 FLIR GF306 24° Fixed lensUS Government authorization for export purposes.
• 44601-0101 FLIR GF309 14.5°Diversion contrary to US law is prohibited.
• 44602-0101 FLIR GF309 14.5° Fixed lens(v1.02) • 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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One year extended warranty for ixx series

Part number:

T199822
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com
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General Maintenance ixx series

Part number:

T199767
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Practical Course - Solar panel inspection -
attendance, 1 pers (2 days)

Part number:

ITC-PRA-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” is
lectured by qualified ITC instructors with special experience
in the field of solar panel installations.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-PRA-2011
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.02)
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Practical Course - Solar panel inspection -
group up to 10 pers (2 days)

Part number:

ITC-PRA-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.
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Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” isITC-PRA-2019
lectured by qualified ITC instructors with special experience

Specifications subject to change without further notice. in the field of solar panel installations.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.02) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course electrical thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2041 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course electrical thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2049
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2049 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

802 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR ixx and InfraCAM series



ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - attendance 1 pers.

Part number:

ITC-EXP-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-1001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-1001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - group up to 10 pers.

Part number:

ITC-EXP-1009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-1009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-1009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - attendance 1 pers.

Part number:

ITC-EXP-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-2001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-2001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - group up to 10 pers.

Part number:

ITC-EXP-2009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-2009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-2009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - attendance 1 pers.

Part number:

ITC-EXP-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-3001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-3001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - group up to 10 pers.

Part number:

ITC-EXP-3009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-3009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-3009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 2 in

Part number:

19250-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 25.5 × 73 × 86 mm (1.0 × 2.87 × 3.36 in.)

Viewing aperture diameter 45 mm (1.77 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 60.3 mm (2.375 in.)
Greenlee Punch: 76BB
Maximum pullout strength: 658 kg (1450 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19250-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 3 in.

Part number:

19251-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 26.9 × 99 × 107 mm (1.05 × 3.89 × 4.22 in.)

Viewing aperture diameter 69 mm (2.71 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 88.9 mm (3.5 in.)
Greenlee Punch: 739BB
Maximum pullout strength: 1656 kg (3650 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19251-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 4 in.

Part number:

19252-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 29.3 × 127 × 137 mm (1.15 × 5.01 × 5.37 in.)

Viewing aperture diameter 89 mm (3.50 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 114.3 mm (4.5 in.)
Greenlee Punch: 742BB
Maximum pullout strength: 1678 kg (3700 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19252-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Battery

Part number:

1196398
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

High capacity battery for the IR camera.

Technical data

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 2.2 Ah, at +20°C (+68°F)

Battery note Approximate lithium content: 1.0 g

Charging time 2.5 h to 95% capacity, charging status indicated by LEDs

Charging temperature 0°C to +45°C (+32°F to +113°F)

Battery storage temperature range –40°C to +70°C (–40°F to +158°F)

Battery weight 0.12 kg (0.26 lb.)

Size (L × W × H) 92 × 41 × 26 mm (3.6 × 1.6 × 1.0 in.)

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.

Part number:

1910490
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to power the infrared camera from the cigarette lighter socket in a car.

Note: This is the same product as p/n 1196497.

Technical data

Cable length 1.2 m (3.9 ft).

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
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Part number: Compatible with the following products

• 45002-0201 FLIR T340 (50 Hz)1910490
• 45302-0201 FLIR T360 (30 Hz)

Specifications subject to change without further notice. • 37705-0102 FLIR T360 (9 Hz)
Camera models and accessories subject to regional • 45309-0201 FLIR T365 (30 Hz)
market considerations. License procedures may apply. • 45309-0201-1 FLIR T365 (30 Hz) + EX845

• 45602-0201 FLIR T365 (9 Hz)Information and equipment described herein may require
• 45602-0201-1 FLIR T365 (9 Hz) + EX845US Government authorization for export purposes.
• 45001-0202 FLIR T390 (50 Hz)Diversion contrary to US law is prohibited.
• 45301-0202 FLIR T400 (30 Hz)(v1.01) • 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Battery package

Part number:

T197667
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

A complete battery package consisting of three standard products

Scope of delivery

• T197648 Battery kit, see 1196398 - Battery for specifications
• T197650 2-bay charger kit incl Power supply
• T197649 12 VDC Connection cable kit, see 1196497 - 12 VDC connection cable for specifications

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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2-bay battery charger, incl. power supply with
multi plugs

Part number:

T197650
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Stand-alone 2-bay battery charger, including power supply with multi plugs.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 2000 mA at 12 VDC

Battery charger size (L × W × H) 80 × 98 × 47 mm (3.2 × 3.9 × 1.8 in.), without battery

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Stand-alone 2-bay battery charger
• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Power supply, incl. multi plugs

Part number:

T910750
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Power supply, including multiple plugs, to charge the battery when it is inside or outside of the camera.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 2000 mA at 12 VDC

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Memory card micro-SD with adapters

Part number:

T910737
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Micro-SD Card for data storage (e.g. images)

Technical data

Memory card, size At least 2 GB

Scope of delivery

• micro-SD
• Adapter to miniSD Card
• Adapter from miniSD Card to SD memory card

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)T910737
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.03) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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USB cable Std A <-> Mini-B

Part number:

1910423
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using the USB protocol.

Technical data

Weight 60 g (2.1 oz.)

Cable length 1.8 m (5.9 ft.)

Connector Standard USB-A to USB Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)1910423
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.02) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E401910423
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)
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Camera pouch for E Series, InfraCAM/BCAM, FLIR
i/bxx

Part number:

1122000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Camera pouch for E Series, InfraCAM/BCAM and FLIR i/bXX with waist belt (max 1.2 m, 3.9 ft.) made of Codura fabric
with externally attached battery pouch.

Technical data

Weight 42 g (1.48 oz.)

Size (L × W × H) 300 × 180 × 90 mm (11.8 × 7.1 × 3.5 in.)

Color Black
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Hard transport case for i/b40-60

Part number:

T197247
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Rugged, watertight plastic shipping case for FLIR i/bXX. Holds all items neatly and securely. The case can be locked
with padlocks and features a breather valve to prevent pressure build-up in airplane cargo holds.

Technical data

Weight 2.1 kg (4.6 lb.)

Size (L × W × H) 360 × 290 × 165 mm (14.2 × 11.4 × 6.5 in.)
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Bluetooth® USB micro adapter

Part number:

T951235
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth® USB micro adapter for wireless connection between the infrared camera and external Bluetooth equipment.

Technical data

Bluetooth USB-A

Scope of delivery

• Bluetooth® USB micro adapter

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202-1 FLIR B425 (30 Hz) + MO297T951235
• 45603-0202 FLIR B425 (9 Hz)

Specifications subject to change without further notice. • 45603-0202-1 FLIR B425 (9 Hz) + MO297
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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Bluetooth Headset

Part number:

T197771
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

General description

Headset with Bluetooth for wireless connection with the infrared camera.

Technical data

Bluetooth Connection to the infrared camera

Audio Headset including microphone

Scope of delivery

• Headset
• Ear clip
• Charger
• Multi plugs
• USB cable Std A to Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T197771
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)
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EX845: Clamp meter + IR therm TRMS 1000A
AC/DC

Part number:

T910972
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with METERLiNK™
Wirelessly transmits Voltage and Current readings to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

METERLiNK™ makes it easy for a thermographer to quickly take electrical readings using an Extech EX845 clamp
meter and instantly record them right on an infrared image. METERLiNK™ accelerates infrared inspections and
diagnostics while adding value to your reports by increasing the amount of detail you provide.

EX845 CAT IV Clamp Meter Features:

• Patented built-in non-contact IR Thermometer design with laser pointer
• True RMS Current and Voltage measurements
• Peak hold captures inrush currents and Transients
• MultiMeter functions include AC/DC Voltage, Resistance, Capacitance, Frequency, Diode, and Continuity
• 1.7" (43mm) jaw opening for conductors up to 750MCM or two 500MCM
• 4000 count backlit display
• Features include Data Hold and Min/Max and Auto Power off
• Autoranging with manual range button
• Complete with CAT IV test leads, 9V battery, Type K probe (-22 to 572°F/-30 to 300°C), pouch case, and

Professional Test Lead Set

Professional Test Lead Features:

• 8-Piece Professional Test Lead set
• Two 42" (1m) PVC lead extensions with shrouded banana plugs at both ends
• Two modular 4" (102mm) Heavy Duty test probe handles with 0.16" (4mm) banana plug tip
• Two standard size, alligator clips with insulated rubber boot
• Two extra large, double-insulated, alligator clips with sharp teeth for piercing insulated wire. Jaws open to 0.8"

(20mm)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)T910972
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0403 FLIR T640 45° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 45606-0201 FLIR T200 (9 Hz)Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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MO297: Moisture meter, pinless with memory

Part number:

T910973
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with MeterLink™
Wirelessly transmits moisture and humidity data to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

FLIR infrared cameras rapidly reveal moisture problems in homes and commercial structures. Documenting water
damage with a moisture meter can provide valuable added details about moisture issues. The process of correlating
readings to infrared images however is awkward, imprecise and prone to errors. METERLiNK™ expedites building
inspections by annoting several moisture-related readings from damaged surfaces directly onto the related infrared
image. METERLiNK™ increases accuracy and eliminates confusion about which moisture readings pertain to which
images.

Key features:

• Quickly indicates the moisture content of materials with Pinless technology without damaging the surface; Remote
Pin-type probe (MO290-P included) allows for contact moisture readings (3ft/0.9m cable length)

• Manually store/recall up to 20 labeled readings
• Works on multiple wood types and other building materials
• Easy to read, large dual display with automatic backlight feature
• Simultaneously displays moisture value of wood or material being tested, Air Temperature, IR Temperature, or

Humidity
• Pinless measurement depth to 0.75" (19mm) below the surface
• Programmable high/low Moisture and Humidity alarms
• Designed with a patented IR circuit to measure non-contact surface temperature; 8:1 distance to spot ratio with 0.95

fixed emissivity
• Built-in Humidity/Temperature probe measures Relative Humidity, Air Temperature plus Grains Per Pound

(GPP)/(g/kg), Dew Point (DP), Vapor Pressure, and condensation point
• Automatic calculation of differential Temperature (IR - DP) to determine condensation point
• Fast Analog Bargraph
• Min/Max and Data Hold
• Auto power off and low battery indication
• Complete with pin moisture probe with cable, 9V battery and case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)T910973
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0401 FLIR T640 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)

• 55901-0403 FLIR T640 45° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)(v1.0) • 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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FLIR QuickPlot 1.2

Part number:

T197454
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454
• Windows Vista, 32-bit

Specifications subject to change without further notice. • Windows Vista, 64-bit
Camera models and accessories subject to regional • Windows 7, 32-bit
market considerations. License procedures may apply. • Windows 7, 64-bit
Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.08) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 5 user licenses

Part number:

T197454L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 5 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L5
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 10 user licenses

Part number:

T197454L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 10 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L10
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

867 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR bxx and BCAM series



Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1

Part number:

T198206
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.02) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 5 user licenses

Part number:

T198206L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 5 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L5 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305

877 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR bxx and BCAM series



Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L5
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 10 user licenses

Part number:

T198206L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 10 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L10 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L10
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR Max 3.1

Part number:

T198209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
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Part number: Compatible with the following products

• 40402-3703 FLIR SC620 45°T198209
• 55901-1201 FLIR T610 15°

Specifications subject to change without further notice. • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1202 FLIR T610 25°
market considerations. License procedures may apply. • 55901-0202 FLIR T610 25° (incl. Wi-Fi)

• 55901-1203 FLIR T610 45°Information and equipment described herein may require
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1101 FLIR T620 15°Diversion contrary to US law is prohibited.
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)(v1.0) • 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T198209
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-2201 FLIR E40
market considerations. License procedures may apply. • 49001-2301 FLIR E50

• 49001-1602 FLIR E60Information and equipment described herein may require
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTUS Government authorization for export purposes.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed(v1.0) • SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 5 user licenses

Part number:

T198209L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 5 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L5
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L5
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 10 user licenses

Part number:

T198209L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 10 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L10
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L10
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade previous version to FLIR ResearchIR 3.1

Part number:

T198292
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR 3.1, for
details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

Scope of delivery

• FLIR ResearchIR

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198292
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Upgrade previous version to FLIR ResearchIR
Max 3.1

Part number:

T198291
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR Max 3.1,
for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198291
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
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Part number: Compatible with the following products

• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 CameraT198291
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)

Specifications subject to change without further notice. • 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)

• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)Information and equipment described herein may require
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)US Government authorization for export purposes.
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512Diversion contrary to US law is prohibited.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)(v1.01) • 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade FLIR ResearchIR 3.x to FLIR ResearchIR
Max 3.1

Part number:

T198290
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade of FLIR ResearchIR 3.x to FLIR ResearchIR Max 3.1, for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
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Part number: Compatible with the following products

• 40205-0201 FLIR T250T198290
• 45605-0201 FLIR T250 (9 Hz)

Specifications subject to change without further notice. • 45605-0201-1 FLIR T250 (9 Hz) + EX845
Camera models and accessories subject to regional • 45305-0201 FLIR T300 (30 Hz)
market considerations. License procedures may apply. • 45004-0201 FLIR T330 (50 Hz)

• 45311-0201 FLIR T335 (30 Hz)Information and equipment described herein may require
• 45311-0201-1 FLIR T335 (30 Hz) + EX845US Government authorization for export purposes.
• 45609-0201 FLIR T335 (9 Hz)Diversion contrary to US law is prohibited.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845(v1.01) • 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
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Part number: Compatible with the following products

• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)T198290
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)

Specifications subject to change without further notice. • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)

• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)Information and equipment described herein may require
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512US Government authorization for export purposes.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)Diversion contrary to US law is prohibited.
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)(v1.01) • 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR QuickReport 1.2 SP2

Part number:

1196541
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR QuickReport (freeware) allows users to organize and analyze the radiometric images from its infrared cameras and
present them in a report in just three easy steps.

1. Organize
Transfer the images to your computer via USB, SD Memory Card or Windows® Explorer. In FLIR QuickReport images
will be shown as thumbnails so that they are easy to find and select.
2. Analyze
FLIR QuickReport can be used to analyze your IR images. Change level and span to get the most out of your images.
Measurement functions (spots, areas etc) and text annotations can be added/edited. It is also possible to use the
dewpoint alarm or insulation alarm within FLIR QuickReport.
3. Report
Create multi page report with either 2 IR images, or 1 IR image and a photo. The images can be placed into the report
by using a drag-and-drop operation. Any image descriptions or text comments will be transferred from the camera and
will automatically be included in the report.

Key features:

• Adjust level, span, and color palette
• Change Isotherm and temperature levels
• Create spot meters, lines, and areas
• Email one or more images
• Alter parameters for the Dewpoint and Insulation alarms
• Add your company logo to inspection reports
• Drag-and-drop images and preview report pages
• Digitally zoom and pan up to 8 times
• Fusion: Interval/Blending/Picture-in-Picture
• Text comments: Add/Delete/Edit

The software allows the user to adjust the level, span, zoom and pan of the camera. FLIR QuickReport features a choice
of ten different color palettes. The alarm displays risk of surface condensation, mould growth and inadequate insulation.
The built-in report templates allow the user to either include two infrared images, or an infrared image and a digital
photo. Image descriptions and text and voice comments can be transferred automatically into the report.
The inspection report can be emailed or exported into Excel, or to the FLIR Reporter software.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=38

Release notes

Version 1.2 SP2

New features • MeterLink Support
• Minor Bugfixes

Scope of delivery

• Freeware (see Download)

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°1196541
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.02) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)1196541
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 2470422710US B2 indigo version
Camera models and accessories subject to regional • 44201-0101 FLIR GF306 14.5°
market considerations. License procedures may apply. • 44202-0101 FLIR GF306 14.5° Fixed lens

• 44201-0102 FLIR GF306 24°Information and equipment described herein may require
• 44202-0102 FLIR GF306 24° Fixed lensUS Government authorization for export purposes.
• 44601-0101 FLIR GF309 14.5°Diversion contrary to US law is prohibited.
• 44602-0101 FLIR GF309 14.5° Fixed lens(v1.02) • 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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One year extended warranty for bxx series

Part number:

T199826
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com
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General Maintenance bxx series

Part number:

T199832
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com
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ITC Advanced Building – attendance 1 pers

Part number:

ITC-ADV-3011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn the physical concepts of heat transfer and apply them together with relevant building science. After the course, the
participant will be able to do a qualified building inspection on the base of existing laws, standards, and regulations.

Note: This course refers mainly to European building standards. Please consult ITC before selling it in other countries.

Content

• Introduction and refresher of IR basics
• Thermal transfer and wall structures
• Insulating materials
• Humidity, moisture, and the dew point
• Air leaks, pressure profiles, and air permeability
• Survey methodology

Labs

• Outside inspection
• Air permeability test (with Blower Door)
• Reporting

Course information

Available languages English

Target group • Professional users in building applications who want to
become experts in Building Thermography.

Typical student • Knows how to operate the camera
• Knows how to report
• Has a background in a building profession, but rather

moderate experience in IR or has experience in another
IR application field but rather moderate knowledge in
building science

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Recommendations • Knowledge of building techniques
• Bring own PC for calculations and exercises

Course details

Duration 3 days (24 hours)

Structure Theory takes place in the mornings, practical labs,
calculations, and software exercises are scheduled for the
afternoons.

Exam A final test (20 multiple choice questions) will be written on
the 3rd day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced Building Course is offered worldwide by ITC
as listed in "Courses offered by ITC partners" (T560393).ITC-ADV-3011 Specific customer requests shall be forwarded to the
closest ITC subsidiary or LTC.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach the

Advanced Building Course.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Advanced Building – group of 10 pers.

Part number:

ITC-ADV-3019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn the physical concepts of heat transfer and apply them together with relevant building science. After the course, the
participant will be able to do a qualified building inspection on the base of existing laws, standards, and regulations.

Note: This course refers mainly to European building standards. Please consult ITC before selling it in other countries.

Content

• Introduction and refresher of IR basics
• Thermal transfer and wall structures
• Insulating materials
• Humidity, moisture, and the dew point
• Air leaks, pressure profiles, and air permeability
• Survey methodology

Labs

• Outside inspection
• Air permeability test (with Blower Door)
• Reporting

Course information

Available languages English

Target group • Professional users in building applications who want to
become experts in Building Thermography.

Typical student • Knows how to operate the camera
• Knows how to report
• Has a background in a building profession, but rather

moderate experience in IR or has experience in another
IR application field but rather moderate knowledge in
building science

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Recommendations • Knowledge of building techniques
• Bring own PC for calculations and exercises

Course details

Duration 3 days (24 hours)

Structure Theory takes place in the mornings, practical labs,
calculations, and software exercises are scheduled for the
afternoons.

Exam A final test (20 multiple choice questions) will be written on
the 3rd day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced Building Course is offered worldwide by ITC
as listed in "Courses offered by ITC partners" (T560393).ITC-ADV-3019 Specific customer requests shall be forwarded to the
closest ITC subsidiary or LTC.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach the

Advanced Building Course.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)

940 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR bxx and BCAM series



Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)

941 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR bxx and BCAM series



Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Short course building thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for the inspection of
buildings. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about the building envelope, important physical
parameters and typical faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• The building envelope
• Important physical parameters
• Major anomalies
• Thermal patterns
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Building application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and building applications.

Typical student • A person from the building sector
• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and building

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Building Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2019 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Building Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of building applications.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course building thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for the inspection of
buildings. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about the building envelope, important physical
parameters and typical faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• The building envelope
• Important physical parameters
• Major anomalies
• Thermal patterns
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Building application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and building applications.

Typical student • A person from the building sector
• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and building

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Building Thermography” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.
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Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Short Course Building Thermography” is lecturedITC-EXP-2011
by qualified ITC instructors with special experience in the

Specifications subject to change without further notice. field of building applications.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited. • 40402-3802 FLIR B660 24°
(v1.0) • 40402-3803 FLIR B660 45°

• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course HVAC and plumbing -
attendance 1 pers (2 days)

Part number:

ITC-EXP-2061
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
heating and HVAC systems, and related installations. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography, and how to use your camera the best way. The second day
you will get introduced to various heating systems before you learn about typical faults and how thermography helps you
to locate and analyze these. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Heating systems
• Pipe tracing and localization or water circuits
• Water leaks
• Moisture and humidity
• Water radiators
• Tanks, manifolds and plenums
• HVAC systems
• Industrial heat exchangers
• Photovoltaic panel inspection
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Application labs

Course information

Available languages English, French, German, Italian, Spanish, Swedish

Target group • Beginners and anybody interested in IR thermography,
plumbing and HVAC applications.

Typical student • Plumbers or persons working with plumbing and
or/HVAC systems

• Facility managers
• Someone looking to purchase a camera
• Someone who just purchased a camera

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Short Course HVAC and plumbing” is offered in
EMEA by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course HVAC and plumbing” is lectured by
qualified ITC instructors with special experience in the field
of electrical installations.
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Part number: Compatible with the following products

• 40402-3801 FLIR B660 12°ITC-EXP-2061
• 40402-3802 FLIR B660 24°Specifications subject to change without further notice.
• 40402-3803 FLIR B660 45°Camera models and accessories subject to regional
• 40402-3902 FLIR B620 24°market considerations. License procedures may apply.
• 40402-3903 FLIR B620 45°

Information and equipment described herein may require • 55901-1301 FLIR T620bx 15°
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-1302 FLIR T620bx 25°

• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.02)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course HVAC and plumbing - group up
to 10 pers (2 days)

Part number:

ITC-EXP-2069
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
heating and HVAC systems, and related installations. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography, and how to use your camera the best way. The second day
you will get introduced to various heating systems before you learn about typical faults and how thermography helps you
to locate and analyze these. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Heating systems
• Pipe tracing and localization or water circuits
• Water leaks
• Moisture and humidity
• Water radiators
• Tanks, manifolds and plenums
• HVAC systems
• Industrial heat exchangers
• Photovoltaic panel inspection
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Application labs

Course information

Available languages English, French, German, Italian, Spanish, Swedish

Target group • Beginners and anybody interested in IR thermography,
plumbing and HVAC applications.

Typical student • Plumbers or persons working with plumbing and
or/HVAC systems

• Facility managers
• Someone looking to purchase a camera
• Someone who just purchased a camera

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Short Course HVAC and plumbing” is offered in
EMEA by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course HVAC and plumbing” is lectured by
qualified ITC instructors with special experience in the field
of electrical installations.
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Part number: Compatible with the following products

• 40402-3801 FLIR B660 12°ITC-EXP-2069
• 40402-3802 FLIR B660 24°Specifications subject to change without further notice.
• 40402-3803 FLIR B660 45°Camera models and accessories subject to regional
• 40402-3902 FLIR B620 24°market considerations. License procedures may apply.
• 40402-3903 FLIR B620 45°

Information and equipment described herein may require • 55901-1301 FLIR T620bx 15°
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-1302 FLIR T620bx 25°

• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.02)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - attendance 1 pers.

Part number:

ITC-EXP-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-1001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-1001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - group up to 10 pers.

Part number:

ITC-EXP-1009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-1009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-1009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - attendance 1 pers.

Part number:

ITC-EXP-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-2001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-2001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - group up to 10 pers.

Part number:

ITC-EXP-2009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-2009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-2009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - attendance 1 pers.

Part number:

ITC-EXP-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-3001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-3001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - group up to 10 pers.

Part number:

ITC-EXP-3009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-3009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-3009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 2 in

Part number:

19250-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 25.5 × 73 × 86 mm (1.0 × 2.87 × 3.36 in.)

Viewing aperture diameter 45 mm (1.77 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 60.3 mm (2.375 in.)
Greenlee Punch: 76BB
Maximum pullout strength: 658 kg (1450 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19250-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 3 in.

Part number:

19251-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 26.9 × 99 × 107 mm (1.05 × 3.89 × 4.22 in.)

Viewing aperture diameter 69 mm (2.71 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 88.9 mm (3.5 in.)
Greenlee Punch: 739BB
Maximum pullout strength: 1656 kg (3650 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19251-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 4 in.

Part number:

19252-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 29.3 × 127 × 137 mm (1.15 × 5.01 × 5.37 in.)

Viewing aperture diameter 89 mm (3.50 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 114.3 mm (4.5 in.)
Greenlee Punch: 742BB
Maximum pullout strength: 1678 kg (3700 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19252-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR lens, f = 30 mm, 15° incl. case

Part number:

1196961
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

The 15° lens is a popular lens accessory and provides 1.7× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 15° × 11.25°

Minimum focus distance 1.2 m (3.93 ft.)

Focal length 30.38 mm (1.2 in.)

Spatial resolution (IFOV) 1.31 mrad/0.82 mrad

F-number 1.3

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.092 kg (0.203 lb.), incl. two lens caps

Size (L × D) 24 × 58 mm (1.0 × 2.3 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202 FLIR B425 (30 Hz)1196961
• 45308-0202-1 FLIR B425 (30 Hz) + MO297

Specifications subject to change without further notice. • 45603-0202 FLIR B425 (9 Hz)
Camera models and accessories subject to regional • 45603-0202-1 FLIR B425 (9 Hz) + MO297
market considerations. License procedures may apply. • 42701-1001 FLIR A300 (9 Hz)

• 42701-1101 FLIR A310 (9 Hz)Information and equipment described herein may require
• 42701-1201 FLIR A320 Tempscreen (9 Hz)US Government authorization for export purposes.
• 42901-1101 FLIR A315 (9 Hz)Diversion contrary to US law is prohibited.
• 48001-1101 FLIR A315(v1.02) • 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR lens, f = 10 mm, 45° incl. case

Part number:

1196960
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This wide angle lens has a field of view almost double that of the standard lens. Perfect for wide or tall targets or when
working in crowded spaces.

Technical data

Field of view (FOV) 45° × 33.8°

Minimum focus distance 0.20 m (0.66 ft.)

Focal length 9.66 mm (0.38 in.)

Spatial resolution (IFOV) 3.93 mrad/2.45 mrad

F-number 1.3

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.105 kg (0.231 lb.), incl. two lens caps

Size (L × D) 38 × 47 mm (1.5 × 1.9 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202 FLIR B425 (30 Hz)1196960
• 45308-0202-1 FLIR B425 (30 Hz) + MO297

Specifications subject to change without further notice. • 45603-0202 FLIR B425 (9 Hz)
Camera models and accessories subject to regional • 45603-0202-1 FLIR B425 (9 Hz) + MO297
market considerations. License procedures may apply. • 42701-1001 FLIR A300 (9 Hz)

• 42701-1101 FLIR A310 (9 Hz)Information and equipment described herein may require
• 42701-1201 FLIR A320 Tempscreen (9 Hz)US Government authorization for export purposes.
• 42901-1101 FLIR A315 (9 Hz)Diversion contrary to US law is prohibited.
• 48001-1101 FLIR A315(v1.01) • 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Battery

Part number:

T197752
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

High capacity battery for the IR camera.

Technical data

Battery type Rechargeable Li Ion battery

Battery voltage 3.7 V

Battery capacity 4.4 Ah, at +20°C (+68°F)

Charging temperature 0°C to +45°C (+32°F to +113°F)

Battery storage temperature range –40°C to +70°C (–40°F to +158°F)

Weight 0.11 kg (0.24 lb.)

Size (L × W × H) 78 × 40 × 22 mm (3.1 × 1.6 × 0,9 in.)

Compatible with the following products

• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Battery charger, incl. power supply with multi
plugs Exx

Part number:

T198125
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Stand-alone 2-bay battery charger, including power supply with multi plugs.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 3000 mA at 12 VDC

Size (L × W × H) 133 × 86 × 51 mm (5.3 × 3.4 × 2.0 in.)

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Stand-alone 2-bay battery charger
• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Sun shield

Part number:

T127100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Sunshield for the FLIR Exx series, to increase visibility of the LCD.

Technical data

Size (L × W × H) 40 × 74 × 70 mm (1.6 × 2.9 × 2.8 in.)

Material Plastic

Color Black

Scope of delivery

• Sun shield

Compatible with the following products

• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Power supply, incl. multi plugs

Part number:

T910814
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

FLIR P/B/SC6xx and FLIR GF3xx series:
Power supply, including multiple plugs, to charge the battery when it is inside or outside of the camera.

FLIR T6xx and FLIR Exx series:
Power supply, including multiple plugs, to charge the battery when it is inside the camera or in the battery charger.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 3000 mA at 12 VDC

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1403 FLIR T640 45°T910814
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-1601 FLIR T640bx 15°
Camera models and accessories subject to regional • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1602 FLIR T640bx 25°

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1603 FLIR T640bx 45°US Government authorization for export purposes.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 44401-0201 FLIR GF300 14.5°(v1.03) • 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.

Part number:

1910490
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to power the infrared camera from the cigarette lighter socket in a car.

Note: This is the same product as p/n 1196497.

Technical data

Cable length 1.2 m (3.9 ft).

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
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Part number: Compatible with the following products

• 45002-0201 FLIR T340 (50 Hz)1910490
• 45302-0201 FLIR T360 (30 Hz)

Specifications subject to change without further notice. • 37705-0102 FLIR T360 (9 Hz)
Camera models and accessories subject to regional • 45309-0201 FLIR T365 (30 Hz)
market considerations. License procedures may apply. • 45309-0201-1 FLIR T365 (30 Hz) + EX845

• 45602-0201 FLIR T365 (9 Hz)Information and equipment described herein may require
• 45602-0201-1 FLIR T365 (9 Hz) + EX845US Government authorization for export purposes.
• 45001-0202 FLIR T390 (50 Hz)Diversion contrary to US law is prohibited.
• 45301-0202 FLIR T400 (30 Hz)(v1.01) • 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Memory card micro-SD with adapters

Part number:

T910737
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Micro-SD Card for data storage (e.g. images)

Technical data

Memory card, size At least 2 GB

Scope of delivery

• micro-SD
• Adapter to miniSD Card
• Adapter from miniSD Card to SD memory card

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)T910737
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.03) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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USB cable Std A <-> Mini-B

Part number:

1910423
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using the USB protocol.

Technical data

Weight 60 g (2.1 oz.)

Cable length 1.8 m (5.9 ft.)

Connector Standard USB-A to USB Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)1910423
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.02) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)

1006 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Exx series



Part number: Compatible with the following products

• 49001-2201 FLIR E401910423
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)
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Video cable

Part number:

1910582
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to transfer video signals from the infrared camera to an external monitor, or to a computer featuring
an internal video card.

Technical data

Cable length 1.9 m (6.2 ft.)

Connector 3.5 mm (four pin) plug to RCA (red, white, yellow)

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Transport case Exx

Part number:

T197935
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Rugged, watertight plastic shipping case for FLIR i/bXX. Holds all items neatly and securely. The case can be locked
with padlocks and features a breather valve to prevent pressure build-up in airplane cargo holds.

Compatible with the following products

• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Bluetooth Headset

Part number:

T197771
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

General description

Headset with Bluetooth for wireless connection with the infrared camera.

Technical data

Bluetooth Connection to the infrared camera

Audio Headset including microphone

Scope of delivery

• Headset
• Ear clip
• Charger
• Multi plugs
• USB cable Std A to Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T197771
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)
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Tripod Adapter

Part number:

T197926
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Tripod adapter, necessary accessory to be able to mount the camera on a tripod.

Technical data

Size (L × W × H) 62× 50 × 23 mm (2.5 × 2.0 × 0.9 in.)

Color Black

Scope of delivery

• Tripod Adapter

Compatible with the following products

• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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EX845: Clamp meter + IR therm TRMS 1000A
AC/DC

Part number:

T910972
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with METERLiNK™
Wirelessly transmits Voltage and Current readings to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

METERLiNK™ makes it easy for a thermographer to quickly take electrical readings using an Extech EX845 clamp
meter and instantly record them right on an infrared image. METERLiNK™ accelerates infrared inspections and
diagnostics while adding value to your reports by increasing the amount of detail you provide.

EX845 CAT IV Clamp Meter Features:

• Patented built-in non-contact IR Thermometer design with laser pointer
• True RMS Current and Voltage measurements
• Peak hold captures inrush currents and Transients
• MultiMeter functions include AC/DC Voltage, Resistance, Capacitance, Frequency, Diode, and Continuity
• 1.7" (43mm) jaw opening for conductors up to 750MCM or two 500MCM
• 4000 count backlit display
• Features include Data Hold and Min/Max and Auto Power off
• Autoranging with manual range button
• Complete with CAT IV test leads, 9V battery, Type K probe (-22 to 572°F/-30 to 300°C), pouch case, and

Professional Test Lead Set

Professional Test Lead Features:

• 8-Piece Professional Test Lead set
• Two 42" (1m) PVC lead extensions with shrouded banana plugs at both ends
• Two modular 4" (102mm) Heavy Duty test probe handles with 0.16" (4mm) banana plug tip
• Two standard size, alligator clips with insulated rubber boot
• Two extra large, double-insulated, alligator clips with sharp teeth for piercing insulated wire. Jaws open to 0.8"

(20mm)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)T910972
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0403 FLIR T640 45° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 45606-0201 FLIR T200 (9 Hz)Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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MO297: Moisture meter, pinless with memory

Part number:

T910973
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with MeterLink™
Wirelessly transmits moisture and humidity data to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

FLIR infrared cameras rapidly reveal moisture problems in homes and commercial structures. Documenting water
damage with a moisture meter can provide valuable added details about moisture issues. The process of correlating
readings to infrared images however is awkward, imprecise and prone to errors. METERLiNK™ expedites building
inspections by annoting several moisture-related readings from damaged surfaces directly onto the related infrared
image. METERLiNK™ increases accuracy and eliminates confusion about which moisture readings pertain to which
images.

Key features:

• Quickly indicates the moisture content of materials with Pinless technology without damaging the surface; Remote
Pin-type probe (MO290-P included) allows for contact moisture readings (3ft/0.9m cable length)

• Manually store/recall up to 20 labeled readings
• Works on multiple wood types and other building materials
• Easy to read, large dual display with automatic backlight feature
• Simultaneously displays moisture value of wood or material being tested, Air Temperature, IR Temperature, or

Humidity
• Pinless measurement depth to 0.75" (19mm) below the surface
• Programmable high/low Moisture and Humidity alarms
• Designed with a patented IR circuit to measure non-contact surface temperature; 8:1 distance to spot ratio with 0.95

fixed emissivity
• Built-in Humidity/Temperature probe measures Relative Humidity, Air Temperature plus Grains Per Pound

(GPP)/(g/kg), Dew Point (DP), Vapor Pressure, and condensation point
• Automatic calculation of differential Temperature (IR - DP) to determine condensation point
• Fast Analog Bargraph
• Min/Max and Data Hold
• Auto power off and low battery indication
• Complete with pin moisture probe with cable, 9V battery and case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)T910973
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0401 FLIR T640 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)

• 55901-0403 FLIR T640 45° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)(v1.0) • 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit
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Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Tools

Part number:

T197965
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

General description

FLIR Tools is a software suite specifically designed to provide an easy way to update your camera and create inspection
reports.

Key features:

• Report templates (horizontal IR + DC, vertical IR + DC, horizontal IR + IR).
• Import images from your camera to your computer.
• Apply filters when searching for images.
• Search in all texts in images and text annotations.
• Store the five latest search criterias.
• Lay out, move, and resize measurement tools on any infrared image.
• Create PDF imagesheets of any images of your choice.
• Add headers, footers, and logos to the imagesheets.
• Create PDF reports of any images of your choice.
• Add headers, footers, and logotypes to the report.
• Report editor (report page preview and snap to grid).
• Sort function (by date, groups sorted by by path and groups sorted by date)
• Browse and purchase infrared cameras, software, and accessories in our webshop.
• Software localized to 21 languages.
• Camera update (applies to FLIR Exx and T6xx series only).

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=120

Release notes

Version FLIR Tools 2.0

New features • --- News in 2.0: ---
• Camera tab (Camera connection with FLIR UVC

cameras. Measurement data analysis. Plotting.
Snapshot saving with text annotation and plot.)

• Performance improvement for large reports: can now
create reports and imagesheets of up to 200 pages.

• Various bug fixes.

Scope of delivery

• Digital download, or
• CD-ROM

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
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Part number: Compatible with the following products

• 55901-0102 FLIR T620 25° (incl. Wi-Fi)T197965
• 55901-1103 FLIR T620 45°

Specifications subject to change without further notice. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1301 FLIR T620bx 15°
market considerations. License procedures may apply. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)

• 55901-1302 FLIR T620bx 25°Information and equipment described herein may require
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1303 FLIR T620bx 45°Diversion contrary to US law is prohibited.
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)(v1.08) • 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1

Part number:

T198206
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.02) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 5 user licenses

Part number:

T198206L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 5 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L5 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L5
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 10 user licenses

Part number:

T198206L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 10 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L10 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L10
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR Max 3.1

Part number:

T198209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
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Part number: Compatible with the following products

• 40402-3703 FLIR SC620 45°T198209
• 55901-1201 FLIR T610 15°

Specifications subject to change without further notice. • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1202 FLIR T610 25°
market considerations. License procedures may apply. • 55901-0202 FLIR T610 25° (incl. Wi-Fi)

• 55901-1203 FLIR T610 45°Information and equipment described herein may require
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1101 FLIR T620 15°Diversion contrary to US law is prohibited.
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)(v1.0) • 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T198209
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-2201 FLIR E40
market considerations. License procedures may apply. • 49001-2301 FLIR E50

• 49001-1602 FLIR E60Information and equipment described herein may require
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTUS Government authorization for export purposes.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed(v1.0) • SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 5 user licenses

Part number:

T198209L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 5 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L5
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L5
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)

1039 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Exx series



FLIR ResearchIR Max 3.1, 10 user licenses

Part number:

T198209L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 10 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L10
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L10
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade previous version to FLIR ResearchIR 3.1

Part number:

T198292
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR 3.1, for
details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

Scope of delivery

• FLIR ResearchIR

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198292
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Upgrade previous version to FLIR ResearchIR
Max 3.1

Part number:

T198291
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR Max 3.1,
for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198291
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
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Part number: Compatible with the following products

• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 CameraT198291
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)

Specifications subject to change without further notice. • 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)

• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)Information and equipment described herein may require
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)US Government authorization for export purposes.
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512Diversion contrary to US law is prohibited.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)(v1.01) • 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade FLIR ResearchIR 3.x to FLIR ResearchIR
Max 3.1

Part number:

T198290
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade of FLIR ResearchIR 3.x to FLIR ResearchIR Max 3.1, for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
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Part number: Compatible with the following products

• 40205-0201 FLIR T250T198290
• 45605-0201 FLIR T250 (9 Hz)

Specifications subject to change without further notice. • 45605-0201-1 FLIR T250 (9 Hz) + EX845
Camera models and accessories subject to regional • 45305-0201 FLIR T300 (30 Hz)
market considerations. License procedures may apply. • 45004-0201 FLIR T330 (50 Hz)

• 45311-0201 FLIR T335 (30 Hz)Information and equipment described herein may require
• 45311-0201-1 FLIR T335 (30 Hz) + EX845US Government authorization for export purposes.
• 45609-0201 FLIR T335 (9 Hz)Diversion contrary to US law is prohibited.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845(v1.01) • 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
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Part number: Compatible with the following products

• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)T198290
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)

Specifications subject to change without further notice. • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)

• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)Information and equipment described herein may require
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512US Government authorization for export purposes.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)Diversion contrary to US law is prohibited.
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)(v1.01) • 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)

1050 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Exx series



FLIR Viewer (iPad/iPhone Application)

Part number:

APP-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

FLIR Viewer - an intuitive iPhone/iPad app for analyzing, managing, and distributing infrared images.
With FLIR Viewer, you can exchange images between your camera and wireless device, analyze images (spot, level
span and palette), read GPS position and map information, generate and email pdf-reports directly on an iPhone, iPod
Touch or iPad.

Key features:

• Import images from your infrared camera.
• Lay out and move measurement tools on the image.
• Read out temperature measurements.
• Zoom in on images.
• On the iPhone/iPad, remotely take snapshots when a camera is connected.
• On the camera, take snapshots that will automatically be saved on the iPhone/iPad.
• Delete images on the iPhone/iPad.
• Display an image’s GPS coordinates on Google Maps.
• Create and e-mail imagesheets.
• Create and e-mail reports.
• Print imagesheets and reports with any AirPrint-enabled printer.
• Save images in the iPhone/iPad photo library.
• Save PDF reports in image folders.
• Send images to FTP sites and other file-sharing services (Dropbox, Box.net, etc.).
• Display image information, e.g., object parameters, text comments, file details.
• Scale indicators when changing the level/span.
• Play back voice comments.
• Change the level and span.
• Change general settings in the app.
• Change the palette.

FLIR Viewer PRO adds FTP and image management features:

• FTP (Uploading images to a server)
• Box support
• DropBox support
• Downloadable palettes
• Area, Line and Circle tools
• Automatic hot and cold detection
• DeltaT
• Possibility to add your own logo to the reports

Download

The application can be downloaded from App Store, see the link below.

http://itunes.apple.com/se/app/flir-ir-viewer/id408847159?mt=8#ls=1

Release notes

Version FLIR Viewer 1.1.1

New features • --- News in 1.1.1
• Easier method to select a customer logo.
• Additional properties now added. e.g., image size,

camera type, and lens type.
• Updated translations.
• Various bug fixes.

System requirements

Operating system • iOS 4.0 or higher

Hardware requirements • iPhone
• iPad
• iPod
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Part number: Compatible with the following products

• 55901-0201 FLIR T610 15° (incl. Wi-Fi)APP-10000
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Specifications subject to change without further notice.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Camera models and accessories subject to regional
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)market considerations. License procedures may apply.
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)

Information and equipment described herein may require • 55901-0103 FLIR T620 45° (incl. Wi-Fi)
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)

• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)(v1.04)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)

1052 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Exx series



FLIR Tools Mobile (Android Application)

Part number:

APP-10002
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

FLIR Tools Mobile is an intuitive Android app for analyzing, managing, and distributing infrared images.

Key features:

• Import images from your Wi-FI-enabled infrared camera.
• Lay out and move measurement tools on the image.
• Read out temperature measurements.
• Zoom in on images.
• On the Android phone/tablet, remotely take snapshots when a camera is connected.
• On the camera, take snapshots that will automatically be saved on the Android phone/tablet.
• Delete images on the Android phone/tablet.
• Display an image’s GPS coordinates on Google Maps.
• Create and e-mail reports.
• Save images in the Android phone/tablet photo library.
• Send images to FTP sites and other file-sharing services (DropBox, Box.net, etc.).
• Display image information, e.g., object parameters, text comments, and file details.
• Play back voice comments.
• Change the level and span.
• Change general settings in the app.
• Change the palette.
• Help files in 21 languages.

Download

The application can be downloaded from Android Market, see the link below.

https://market.android.com/details?id=com.flir.viewer

Release notes

Version FLIR Tools Mobile 1.0.1

New features • --- News in 1.0.1 ---
• Greek and Russian language support for PDF export

now enabled.
• Help files now translated into 21 languages.
• Various bug fixes and optimizations.

System requirements

Operating system • Android 2.3 and later

Compatible with the following products

• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310APP-10002
• 61201-1003 FLIR A300f 25°

Specifications subject to change without further notice. • 61201-1004 FLIR A300f 45°
Camera models and accessories subject to regional • 61201-1103 FLIR A310f 25°
market considerations. License procedures may apply. • 61201-1104 FLIR A310f 45°

• 61201-1105 FLIR A310f 90°Information and equipment described herein may require
• 49001-2001 FLIR E40 (incl. Wi-Fi)US Government authorization for export purposes.
• 49001-2101 FLIR E50 (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 49001-0602 FLIR E60 (incl. Wi-Fi)(v1.03) • 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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One year extended warranty for Exx series

Part number:

T199837
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

1058 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Exx series



General Maintenance Exx series

Part number:

T199839
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced Building – attendance 1 pers

Part number:

ITC-ADV-3011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn the physical concepts of heat transfer and apply them together with relevant building science. After the course, the
participant will be able to do a qualified building inspection on the base of existing laws, standards, and regulations.

Note: This course refers mainly to European building standards. Please consult ITC before selling it in other countries.

Content

• Introduction and refresher of IR basics
• Thermal transfer and wall structures
• Insulating materials
• Humidity, moisture, and the dew point
• Air leaks, pressure profiles, and air permeability
• Survey methodology

Labs

• Outside inspection
• Air permeability test (with Blower Door)
• Reporting

Course information

Available languages English

Target group • Professional users in building applications who want to
become experts in Building Thermography.

Typical student • Knows how to operate the camera
• Knows how to report
• Has a background in a building profession, but rather

moderate experience in IR or has experience in another
IR application field but rather moderate knowledge in
building science

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Recommendations • Knowledge of building techniques
• Bring own PC for calculations and exercises

Course details

Duration 3 days (24 hours)

Structure Theory takes place in the mornings, practical labs,
calculations, and software exercises are scheduled for the
afternoons.

Exam A final test (20 multiple choice questions) will be written on
the 3rd day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced Building Course is offered worldwide by ITC
as listed in "Courses offered by ITC partners" (T560393).ITC-ADV-3011 Specific customer requests shall be forwarded to the
closest ITC subsidiary or LTC.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach the

Advanced Building Course.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Advanced Building – group of 10 pers.

Part number:

ITC-ADV-3019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn the physical concepts of heat transfer and apply them together with relevant building science. After the course, the
participant will be able to do a qualified building inspection on the base of existing laws, standards, and regulations.

Note: This course refers mainly to European building standards. Please consult ITC before selling it in other countries.

Content

• Introduction and refresher of IR basics
• Thermal transfer and wall structures
• Insulating materials
• Humidity, moisture, and the dew point
• Air leaks, pressure profiles, and air permeability
• Survey methodology

Labs

• Outside inspection
• Air permeability test (with Blower Door)
• Reporting

Course information

Available languages English

Target group • Professional users in building applications who want to
become experts in Building Thermography.

Typical student • Knows how to operate the camera
• Knows how to report
• Has a background in a building profession, but rather

moderate experience in IR or has experience in another
IR application field but rather moderate knowledge in
building science

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Recommendations • Knowledge of building techniques
• Bring own PC for calculations and exercises

Course details

Duration 3 days (24 hours)

Structure Theory takes place in the mornings, practical labs,
calculations, and software exercises are scheduled for the
afternoons.

Exam A final test (20 multiple choice questions) will be written on
the 3rd day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced Building Course is offered worldwide by ITC
as listed in "Courses offered by ITC partners" (T560393).ITC-ADV-3019 Specific customer requests shall be forwarded to the
closest ITC subsidiary or LTC.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach the

Advanced Building Course.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3

1086 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Exx series



Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Practical Course - Solar panel inspection -
attendance, 1 pers (2 days)

Part number:

ITC-PRA-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” is
lectured by qualified ITC instructors with special experience
in the field of solar panel installations.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-PRA-2011
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.02)
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Practical Course - Solar panel inspection -
group up to 10 pers (2 days)

Part number:

ITC-PRA-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.
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Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” isITC-PRA-2019
lectured by qualified ITC instructors with special experience

Specifications subject to change without further notice. in the field of solar panel installations.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.02) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course building thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for the inspection of
buildings. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about the building envelope, important physical
parameters and typical faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• The building envelope
• Important physical parameters
• Major anomalies
• Thermal patterns
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Building application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and building applications.

Typical student • A person from the building sector
• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and building

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Building Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2019 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Building Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of building applications.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course building thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for the inspection of
buildings. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about the building envelope, important physical
parameters and typical faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• The building envelope
• Important physical parameters
• Major anomalies
• Thermal patterns
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Building application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and building applications.

Typical student • A person from the building sector
• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and building

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Building Thermography” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

1106 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Exx series



Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Short Course Building Thermography” is lecturedITC-EXP-2011
by qualified ITC instructors with special experience in the

Specifications subject to change without further notice. field of building applications.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited. • 40402-3802 FLIR B660 24°
(v1.0) • 40402-3803 FLIR B660 45°

• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course electrical thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2041 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course electrical thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2049
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2049 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course HVAC and plumbing -
attendance 1 pers (2 days)

Part number:

ITC-EXP-2061
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
heating and HVAC systems, and related installations. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography, and how to use your camera the best way. The second day
you will get introduced to various heating systems before you learn about typical faults and how thermography helps you
to locate and analyze these. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Heating systems
• Pipe tracing and localization or water circuits
• Water leaks
• Moisture and humidity
• Water radiators
• Tanks, manifolds and plenums
• HVAC systems
• Industrial heat exchangers
• Photovoltaic panel inspection
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Application labs

Course information

Available languages English, French, German, Italian, Spanish, Swedish

Target group • Beginners and anybody interested in IR thermography,
plumbing and HVAC applications.

Typical student • Plumbers or persons working with plumbing and
or/HVAC systems

• Facility managers
• Someone looking to purchase a camera
• Someone who just purchased a camera

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Short Course HVAC and plumbing” is offered in
EMEA by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course HVAC and plumbing” is lectured by
qualified ITC instructors with special experience in the field
of electrical installations.
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Part number: Compatible with the following products

• 40402-3801 FLIR B660 12°ITC-EXP-2061
• 40402-3802 FLIR B660 24°Specifications subject to change without further notice.
• 40402-3803 FLIR B660 45°Camera models and accessories subject to regional
• 40402-3902 FLIR B620 24°market considerations. License procedures may apply.
• 40402-3903 FLIR B620 45°

Information and equipment described herein may require • 55901-1301 FLIR T620bx 15°
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-1302 FLIR T620bx 25°

• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.02)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course HVAC and plumbing - group up
to 10 pers (2 days)

Part number:

ITC-EXP-2069
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
heating and HVAC systems, and related installations. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography, and how to use your camera the best way. The second day
you will get introduced to various heating systems before you learn about typical faults and how thermography helps you
to locate and analyze these. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Heating systems
• Pipe tracing and localization or water circuits
• Water leaks
• Moisture and humidity
• Water radiators
• Tanks, manifolds and plenums
• HVAC systems
• Industrial heat exchangers
• Photovoltaic panel inspection
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Application labs

Course information

Available languages English, French, German, Italian, Spanish, Swedish

Target group • Beginners and anybody interested in IR thermography,
plumbing and HVAC applications.

Typical student • Plumbers or persons working with plumbing and
or/HVAC systems

• Facility managers
• Someone looking to purchase a camera
• Someone who just purchased a camera

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Short Course HVAC and plumbing” is offered in
EMEA by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course HVAC and plumbing” is lectured by
qualified ITC instructors with special experience in the field
of electrical installations.
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Part number: Compatible with the following products

• 40402-3801 FLIR B660 12°ITC-EXP-2069
• 40402-3802 FLIR B660 24°Specifications subject to change without further notice.
• 40402-3803 FLIR B660 45°Camera models and accessories subject to regional
• 40402-3902 FLIR B620 24°market considerations. License procedures may apply.
• 40402-3903 FLIR B620 45°

Information and equipment described herein may require • 55901-1301 FLIR T620bx 15°
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-1302 FLIR T620bx 25°

• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.02)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - attendance 1 pers.

Part number:

ITC-EXP-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°

1128 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Exx series



Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-1001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen

1129 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Exx series



Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-1001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - group up to 10 pers.

Part number:

ITC-EXP-1009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-1009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300

1132 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Exx series



Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-1009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - attendance 1 pers.

Part number:

ITC-EXP-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-2001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-2001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - group up to 10 pers.

Part number:

ITC-EXP-2009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-2009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-2009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - attendance 1 pers.

Part number:

ITC-EXP-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-3001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-3001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - group up to 10 pers.

Part number:

ITC-EXP-3009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-3009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-3009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 2 in

Part number:

19250-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 25.5 × 73 × 86 mm (1.0 × 2.87 × 3.36 in.)

Viewing aperture diameter 45 mm (1.77 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 60.3 mm (2.375 in.)
Greenlee Punch: 76BB
Maximum pullout strength: 658 kg (1450 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19250-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 3 in.

Part number:

19251-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 26.9 × 99 × 107 mm (1.05 × 3.89 × 4.22 in.)

Viewing aperture diameter 69 mm (2.71 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 88.9 mm (3.5 in.)
Greenlee Punch: 739BB
Maximum pullout strength: 1656 kg (3650 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19251-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 4 in.

Part number:

19252-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 29.3 × 127 × 137 mm (1.15 × 5.01 × 5.37 in.)

Viewing aperture diameter 89 mm (3.50 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 114.3 mm (4.5 in.)
Greenlee Punch: 742BB
Maximum pullout strength: 1678 kg (3700 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19252-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR lens, f = 30 mm, 15° incl. case

Part number:

1196961
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

The 15° lens is a popular lens accessory and provides 1.7× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 15° × 11.25°

Minimum focus distance 1.2 m (3.93 ft.)

Focal length 30.38 mm (1.2 in.)

Spatial resolution (IFOV) 1.31 mrad/0.82 mrad

F-number 1.3

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.092 kg (0.203 lb.), incl. two lens caps

Size (L × D) 24 × 58 mm (1.0 × 2.3 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202 FLIR B425 (30 Hz)1196961
• 45308-0202-1 FLIR B425 (30 Hz) + MO297

Specifications subject to change without further notice. • 45603-0202 FLIR B425 (9 Hz)
Camera models and accessories subject to regional • 45603-0202-1 FLIR B425 (9 Hz) + MO297
market considerations. License procedures may apply. • 42701-1001 FLIR A300 (9 Hz)

• 42701-1101 FLIR A310 (9 Hz)Information and equipment described herein may require
• 42701-1201 FLIR A320 Tempscreen (9 Hz)US Government authorization for export purposes.
• 42901-1101 FLIR A315 (9 Hz)Diversion contrary to US law is prohibited.
• 48001-1101 FLIR A315(v1.02) • 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

1154 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Txxx series



IR lens, f = 10 mm, 45° incl. case

Part number:

1196960
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This wide angle lens has a field of view almost double that of the standard lens. Perfect for wide or tall targets or when
working in crowded spaces.

Technical data

Field of view (FOV) 45° × 33.8°

Minimum focus distance 0.20 m (0.66 ft.)

Focal length 9.66 mm (0.38 in.)

Spatial resolution (IFOV) 3.93 mrad/2.45 mrad

F-number 1.3

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.105 kg (0.231 lb.), incl. two lens caps

Size (L × D) 38 × 47 mm (1.5 × 1.9 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202 FLIR B425 (30 Hz)1196960
• 45308-0202-1 FLIR B425 (30 Hz) + MO297

Specifications subject to change without further notice. • 45603-0202 FLIR B425 (9 Hz)
Camera models and accessories subject to regional • 45603-0202-1 FLIR B425 (9 Hz) + MO297
market considerations. License procedures may apply. • 42701-1001 FLIR A300 (9 Hz)

• 42701-1101 FLIR A310 (9 Hz)Information and equipment described herein may require
• 42701-1201 FLIR A320 Tempscreen (9 Hz)US Government authorization for export purposes.
• 42901-1101 FLIR A315 (9 Hz)Diversion contrary to US law is prohibited.
• 48001-1101 FLIR A315(v1.01) • 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Close-up 4× (100 µm) incl. case

Part number:

T197215
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 32 × 24 mm

Magnifying factor 4×

Working distance 79 mm

Depth of field ±2.0 mm

Focal length 73 mm (2.9 in.)

Spatial resolution (IFOV) 160 µm/100 µm

F-number 1.3

Number of lenses 2 (2 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.11 kg (0.24 lb.)

Size (L × D) 35.2 × 55 mm

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45304-0201 FLIR B360 (30 Hz)T197215
• 37706-0102 FLIR B360 (9 Hz)

Specifications subject to change without further notice. • 45310-0201 FLIR B365 (30 Hz)
Camera models and accessories subject to regional • 45310-0201-1 FLIR B365 (30 Hz) + MO297
market considerations. License procedures may apply. • 45604-0201 FLIR B365 (9 Hz)

• 45604-0201-1 FLIR B365 (9 Hz) + MO297Information and equipment described herein may require
• 45303-0202 FLIR B400 (30 Hz)US Government authorization for export purposes.
• 45308-0202 FLIR B425 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297(v1.02) • 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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Close-up 2× (50 µm) incl. case

Part number:

T197214
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 16 × 12 mm

Magnifying factor 2×

Working distance 33 mm

Depth of field ±0.4 mm

Focal length 37 mm (1.5 in.)

Spatial resolution (IFOV) 80 µm/50 µm

F-number 1.3

Number of lenses 2 (2 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.11 kg (0.24 lb.)

Size (L × D) 35.2 × 55 mm

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45304-0201 FLIR B360 (30 Hz)T197214
• 37706-0102 FLIR B360 (9 Hz)

Specifications subject to change without further notice. • 45310-0201 FLIR B365 (30 Hz)
Camera models and accessories subject to regional • 45310-0201-1 FLIR B365 (30 Hz) + MO297
market considerations. License procedures may apply. • 45604-0201 FLIR B365 (9 Hz)

• 45604-0201-1 FLIR B365 (9 Hz) + MO297Information and equipment described herein may require
• 45303-0202 FLIR B400 (30 Hz)US Government authorization for export purposes.
• 45308-0202 FLIR B425 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297(v1.03) • 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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IR lens, 76 mm (6°) with case and mounting
support for T/B-200/400

Part number:

T197408
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

A narrow FOV is used in applications where the object that is going to be monitored is remote from the Camera or when
the Camera needs to be far away from the object due to for an example high temperatures.

Technical data

Field of view (FOV) 6° × 4.5°

Minimum focus distance 4 m (13.11 ft.)

Focal length 76 mm (3.0 in.)

Spatial resolution (IFOV) 0.53 mrad/0.33 mrad

F-number 1.3

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note When two pieces of data are separated by “/” the first piece
of data is for T200, B200, T250 and B250 and the second
piece of data is for T360, B360, T400 and B400

Weight Lens: 0.328 kg (0.723 lb.)
Support: 0.099 kg (0.218 lb.)

Size (L × D) 106 × 89 mm (4.17 × 3.48 in.), excluding support

Scope of delivery

• Lens
• Lens case
• Mounting support

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45304-0201 FLIR B360 (30 Hz)T197408
• 37706-0102 FLIR B360 (9 Hz)

Specifications subject to change without further notice. • 45310-0201 FLIR B365 (30 Hz)
Camera models and accessories subject to regional • 45310-0201-1 FLIR B365 (30 Hz) + MO297
market considerations. License procedures may apply. • 45604-0201 FLIR B365 (9 Hz)

• 45604-0201-1 FLIR B365 (9 Hz) + MO297Information and equipment described herein may require
• 45303-0202 FLIR B400 (30 Hz)US Government authorization for export purposes.
• 45308-0202 FLIR B425 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297(v1.04) • 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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IR lens, 4 mm (90°) with case and mounting
support for T/B2xx-4xx

Part number:

T197412
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

A wide angle lens is used when working in confined areas or when a large object area needs to be covered. This lens is
also designed for to look in to electrical cabinets down to 1/2” windows

Technical data

Field of view (FOV) 90° × 73°

Minimum focus distance 20 mm (0.79 in.)

Focal length 4 mm (0.157 in.)

Spatial resolution (IFOV) 10 mrad/8.3 mrad/6.3 mrad

F-number 1.3

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 5%

Lens note When three pieces of data are separated by “/” the first
piece of data is for cameras with IR resolution 200 × 150
pixels, the second piece of data is for cameras with IR
resolution 240 × 180 pixels and the third is for cameras with
IR resolution 320 × 240 pixels

Weight Lens: 0.262 kg (0.578 lb.)
Support: 0.053 kg (0.117 lb.)

Size (L × D) 90 × 60 mm (3.54 × 2.36 in.), excluding support

Scope of delivery

• Lens
• Lens case
• Mounting support

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45610-0201 FLIR B335 (9 Hz)T197412
• 45610-0201-1 FLIR B335 (9 Hz) + MO297

Specifications subject to change without further notice. • 45304-0201 FLIR B360 (30 Hz)
Camera models and accessories subject to regional • 37706-0102 FLIR B360 (9 Hz)
market considerations. License procedures may apply. • 45310-0201 FLIR B365 (30 Hz)

• 45310-0201-1 FLIR B365 (30 Hz) + MO297Information and equipment described herein may require
• 45604-0201 FLIR B365 (9 Hz)US Government authorization for export purposes.
• 45604-0201-1 FLIR B365 (9 Hz) + MO297Diversion contrary to US law is prohibited.
• 45303-0202 FLIR B400 (30 Hz)(v1.04) • 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Lens cap camera

Part number:

1196818
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Lens cap for the camera

Technical data

Weight 6 g (0.2 oz.)

Color Black

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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High temp. option +1200°C/+2192°F for FLIR
T/B2xx to T/B4xx and A/SC3xx Series

Part number:

T197000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +1200°C (+2192°F)

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
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Part number: Compatible with the following products

• 61001-1102 FLIR A310pt 15° PALT197000
• 61001-1103 FLIR A310pt 25° PAL

Specifications subject to change without further notice. • 61002-1101 FLIR A310pt 6° NTSC
Camera models and accessories subject to regional • 61002-1102 FLIR A310pt 15° NTSC
market considerations. License procedures may apply. • 61002-1103 FLIR A310pt 25° NTSC

• 61201-1003 FLIR A300f 25°Information and equipment described herein may require
• 61201-1004 FLIR A300f 45°US Government authorization for export purposes.
• 61201-1103 FLIR A310f 25°Diversion contrary to US law is prohibited.
• 61201-1104 FLIR A310f 45°(v1.0) • 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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Battery

Part number:

1196398
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

High capacity battery for the IR camera.

Technical data

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 2.2 Ah, at +20°C (+68°F)

Battery note Approximate lithium content: 1.0 g

Charging time 2.5 h to 95% capacity, charging status indicated by LEDs

Charging temperature 0°C to +45°C (+32°F to +113°F)

Battery storage temperature range –40°C to +70°C (–40°F to +158°F)

Battery weight 0.12 kg (0.26 lb.)

Size (L × W × H) 92 × 41 × 26 mm (3.6 × 1.6 × 1.0 in.)

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.

Part number:

1910490
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to power the infrared camera from the cigarette lighter socket in a car.

Note: This is the same product as p/n 1196497.

Technical data

Cable length 1.2 m (3.9 ft).

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
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Part number: Compatible with the following products

• 45002-0201 FLIR T340 (50 Hz)1910490
• 45302-0201 FLIR T360 (30 Hz)

Specifications subject to change without further notice. • 37705-0102 FLIR T360 (9 Hz)
Camera models and accessories subject to regional • 45309-0201 FLIR T365 (30 Hz)
market considerations. License procedures may apply. • 45309-0201-1 FLIR T365 (30 Hz) + EX845

• 45602-0201 FLIR T365 (9 Hz)Information and equipment described herein may require
• 45602-0201-1 FLIR T365 (9 Hz) + EX845US Government authorization for export purposes.
• 45001-0202 FLIR T390 (50 Hz)Diversion contrary to US law is prohibited.
• 45301-0202 FLIR T400 (30 Hz)(v1.01) • 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Battery package

Part number:

T197667
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

A complete battery package consisting of three standard products

Scope of delivery

• T197648 Battery kit, see 1196398 - Battery for specifications
• T197650 2-bay charger kit incl Power supply
• T197649 12 VDC Connection cable kit, see 1196497 - 12 VDC connection cable for specifications

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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2-bay battery charger, incl. power supply with
multi plugs

Part number:

T197650
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Stand-alone 2-bay battery charger, including power supply with multi plugs.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 2000 mA at 12 VDC

Battery charger size (L × W × H) 80 × 98 × 47 mm (3.2 × 3.9 × 1.8 in.), without battery

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Stand-alone 2-bay battery charger
• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Power supply, incl. multi plugs

Part number:

T910750
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Power supply, including multiple plugs, to charge the battery when it is inside or outside of the camera.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 2000 mA at 12 VDC

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Adapter, SD memory card to USB

Part number:

1910475
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Adapter, SD memory card to USB.

Easy to install and use; no additional driver installation required for Windows ME, 2000 and XP. Driver included for
Windows 98SE.

Technical data

Weight 16 g (0.56 oz.)

Size (L × W × H) 74 × 26 × 11 mm (2.9 × 1.0 × 0.4 in.)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
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Part number: Compatible with the following products

• 37706-0102 FLIR B360 (9 Hz)1910475
• 45310-0201 FLIR B365 (30 Hz)

Specifications subject to change without further notice. • 45310-0201-1 FLIR B365 (30 Hz) + MO297
Camera models and accessories subject to regional • 45604-0201 FLIR B365 (9 Hz)
market considerations. License procedures may apply. • 45604-0201-1 FLIR B365 (9 Hz) + MO297

• 45303-0202 FLIR B400 (30 Hz)Information and equipment described herein may require
• 45308-0202 FLIR B425 (30 Hz)US Government authorization for export purposes.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45603-0202 FLIR B425 (9 Hz)(v1.01) • 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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Memory card micro-SD with adapters

Part number:

T910737
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Micro-SD Card for data storage (e.g. images)

Technical data

Memory card, size At least 2 GB

Scope of delivery

• micro-SD
• Adapter to miniSD Card
• Adapter from miniSD Card to SD memory card

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)T910737
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.03) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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USB cable Std A <-> Mini-B

Part number:

1910423
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using the USB protocol.

Technical data

Weight 60 g (2.1 oz.)

Cable length 1.8 m (5.9 ft.)

Connector Standard USB-A to USB Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)1910423
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.02) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E401910423
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)
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Video cable

Part number:

1910582
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to transfer video signals from the infrared camera to an external monitor, or to a computer featuring
an internal video card.

Technical data

Cable length 1.9 m (6.2 ft.)

Connector 3.5 mm (four pin) plug to RCA (red, white, yellow)

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Hard transport case for FLIR T/B2xx-4xx

Part number:

1196895
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Hard transport case for ThermaCAM™ T Series and FLIR T/BXXX

Technical data

Weight 3.1 kg (6.8 lb.)

Size (L × W × H) 475 × 355 × 175 mm (18.7 × 14.0 × 6.9 in.)

Color Black

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Pouch

Part number:

1124545
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Pouch, with strap and belt clip, to carry and protect the camera, made in durable nylon.

Scope of delivery

• Pouch
• Strap
• Clip

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Headset, 3.5 mm plug

Part number:

1910489
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Standard headset with 3.5 mm plug

Technical data

Audio Headset including microphone

Audio, connector type 4-pole 3.5 mm jack

Scope of delivery

• Headset

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
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Part number: Compatible with the following products

• 37706-0102 FLIR B360 (9 Hz)1910489
• 45310-0201 FLIR B365 (30 Hz)

Specifications subject to change without further notice. • 45310-0201-1 FLIR B365 (30 Hz) + MO297
Camera models and accessories subject to regional • 45604-0201 FLIR B365 (9 Hz)
market considerations. License procedures may apply. • 45604-0201-1 FLIR B365 (9 Hz) + MO297

• 45303-0202 FLIR B400 (30 Hz)Information and equipment described herein may require
• 45308-0202 FLIR B425 (30 Hz)US Government authorization for export purposes.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45603-0202 FLIR B425 (9 Hz)(v1.01) • 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Neck strap

Part number:

1124544
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Neck strap to carry the camera.

Technical data

Color Black

Scope of delivery

• Neck strap

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
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Part number: Compatible with the following products

• 45607-0201-1 FLIR B250 (9 Hz) + MO2971124544
• 45306-0201 FLIR B300 (30 Hz)

Specifications subject to change without further notice. • 45312-0201 FLIR B335 (30 Hz)
Camera models and accessories subject to regional • 45312-0201-1 FLIR B335 (30 Hz) + MO297
market considerations. License procedures may apply. • 45610-0201 FLIR B335 (9 Hz)

• 45610-0201-1 FLIR B335 (9 Hz) + MO297Information and equipment described herein may require
• 45304-0201 FLIR B360 (30 Hz)US Government authorization for export purposes.
• 37706-0102 FLIR B360 (9 Hz)Diversion contrary to US law is prohibited.
• 45310-0201 FLIR B365 (30 Hz)(v1.02) • 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

1187 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Txxx series



Sun shield

Part number:

1123970
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Sunshield, to increase visibilty of the LCD.

Technical data

Size (L × W × H) 86 × 61 × 46 mm (3.4 × 2.4 × 1.8 in.)

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Bluetooth® USB micro adapter

Part number:

T951235
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth® USB micro adapter for wireless connection between the infrared camera and external Bluetooth equipment.

Technical data

Bluetooth USB-A

Scope of delivery

• Bluetooth® USB micro adapter

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202-1 FLIR B425 (30 Hz) + MO297T951235
• 45603-0202 FLIR B425 (9 Hz)

Specifications subject to change without further notice. • 45603-0202-1 FLIR B425 (9 Hz) + MO297
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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Bluetooth Headset

Part number:

T197771
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

General description

Headset with Bluetooth for wireless connection with the infrared camera.

Technical data

Bluetooth Connection to the infrared camera

Audio Headset including microphone

Scope of delivery

• Headset
• Ear clip
• Charger
• Multi plugs
• USB cable Std A to Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T197771
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)
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Wi-Fi USB micro adapter

Part number:

T951387
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Wi-Fi USB adapter for wireless connection between the infrared camera and external equipment.

NOTE: Only for use in markets accepting CE and FCC regulations for wireless equipment.

Scope of delivery

• Wi-Fi USB micro adapter

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
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Part number: Compatible with the following products

• 45310-0201-1 FLIR B365 (30 Hz) + MO297T951387
• 45604-0201 FLIR B365 (9 Hz)

Specifications subject to change without further notice. • 45604-0201-1 FLIR B365 (9 Hz) + MO297
Camera models and accessories subject to regional • 45303-0202 FLIR B400 (30 Hz)
market considerations. License procedures may apply. • 45308-0202 FLIR B425 (30 Hz)

• 45308-0202-1 FLIR B425 (30 Hz) + MO297Information and equipment described herein may require
• 45603-0202 FLIR B425 (9 Hz)US Government authorization for export purposes.
• 45603-0202-1 FLIR B425 (9 Hz) + MO297Diversion contrary to US law is prohibited.

(v1.0)
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EX845: Clamp meter + IR therm TRMS 1000A
AC/DC

Part number:

T910972
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with METERLiNK™
Wirelessly transmits Voltage and Current readings to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

METERLiNK™ makes it easy for a thermographer to quickly take electrical readings using an Extech EX845 clamp
meter and instantly record them right on an infrared image. METERLiNK™ accelerates infrared inspections and
diagnostics while adding value to your reports by increasing the amount of detail you provide.

EX845 CAT IV Clamp Meter Features:

• Patented built-in non-contact IR Thermometer design with laser pointer
• True RMS Current and Voltage measurements
• Peak hold captures inrush currents and Transients
• MultiMeter functions include AC/DC Voltage, Resistance, Capacitance, Frequency, Diode, and Continuity
• 1.7" (43mm) jaw opening for conductors up to 750MCM or two 500MCM
• 4000 count backlit display
• Features include Data Hold and Min/Max and Auto Power off
• Autoranging with manual range button
• Complete with CAT IV test leads, 9V battery, Type K probe (-22 to 572°F/-30 to 300°C), pouch case, and

Professional Test Lead Set

Professional Test Lead Features:

• 8-Piece Professional Test Lead set
• Two 42" (1m) PVC lead extensions with shrouded banana plugs at both ends
• Two modular 4" (102mm) Heavy Duty test probe handles with 0.16" (4mm) banana plug tip
• Two standard size, alligator clips with insulated rubber boot
• Two extra large, double-insulated, alligator clips with sharp teeth for piercing insulated wire. Jaws open to 0.8"

(20mm)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)T910972
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0403 FLIR T640 45° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 45606-0201 FLIR T200 (9 Hz)Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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MO297: Moisture meter, pinless with memory

Part number:

T910973
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with MeterLink™
Wirelessly transmits moisture and humidity data to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

FLIR infrared cameras rapidly reveal moisture problems in homes and commercial structures. Documenting water
damage with a moisture meter can provide valuable added details about moisture issues. The process of correlating
readings to infrared images however is awkward, imprecise and prone to errors. METERLiNK™ expedites building
inspections by annoting several moisture-related readings from damaged surfaces directly onto the related infrared
image. METERLiNK™ increases accuracy and eliminates confusion about which moisture readings pertain to which
images.

Key features:

• Quickly indicates the moisture content of materials with Pinless technology without damaging the surface; Remote
Pin-type probe (MO290-P included) allows for contact moisture readings (3ft/0.9m cable length)

• Manually store/recall up to 20 labeled readings
• Works on multiple wood types and other building materials
• Easy to read, large dual display with automatic backlight feature
• Simultaneously displays moisture value of wood or material being tested, Air Temperature, IR Temperature, or

Humidity
• Pinless measurement depth to 0.75" (19mm) below the surface
• Programmable high/low Moisture and Humidity alarms
• Designed with a patented IR circuit to measure non-contact surface temperature; 8:1 distance to spot ratio with 0.95

fixed emissivity
• Built-in Humidity/Temperature probe measures Relative Humidity, Air Temperature plus Grains Per Pound

(GPP)/(g/kg), Dew Point (DP), Vapor Pressure, and condensation point
• Automatic calculation of differential Temperature (IR - DP) to determine condensation point
• Fast Analog Bargraph
• Min/Max and Data Hold
• Auto power off and low battery indication
• Complete with pin moisture probe with cable, 9V battery and case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)T910973
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0401 FLIR T640 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)

• 55901-0403 FLIR T640 45° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)(v1.0) • 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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FLIR QuickPlot 1.2

Part number:

T197454
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454
• Windows Vista, 32-bit

Specifications subject to change without further notice. • Windows Vista, 64-bit
Camera models and accessories subject to regional • Windows 7, 32-bit
market considerations. License procedures may apply. • Windows 7, 64-bit
Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.08) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 5 user licenses

Part number:

T197454L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 5 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L5
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 10 user licenses

Part number:

T197454L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 10 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L10
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit
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Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

1210 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Txxx series



FLIR ResearchIR 3.1

Part number:

T198206
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.02) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 5 user licenses

Part number:

T198206L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 5 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L5 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L5
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 10 user licenses

Part number:

T198206L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 10 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L10 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L10
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR Max 3.1

Part number:

T198209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°

1220 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Txxx series



Part number: Compatible with the following products

• 40402-3703 FLIR SC620 45°T198209
• 55901-1201 FLIR T610 15°

Specifications subject to change without further notice. • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1202 FLIR T610 25°
market considerations. License procedures may apply. • 55901-0202 FLIR T610 25° (incl. Wi-Fi)

• 55901-1203 FLIR T610 45°Information and equipment described herein may require
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1101 FLIR T620 15°Diversion contrary to US law is prohibited.
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)(v1.0) • 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T198209
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-2201 FLIR E40
market considerations. License procedures may apply. • 49001-2301 FLIR E50

• 49001-1602 FLIR E60Information and equipment described herein may require
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTUS Government authorization for export purposes.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed(v1.0) • SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 5 user licenses

Part number:

T198209L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 5 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°

1223 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Txxx series



Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L5
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L5
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 10 user licenses

Part number:

T198209L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 10 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L10
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L10
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade previous version to FLIR ResearchIR 3.1

Part number:

T198292
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR 3.1, for
details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

Scope of delivery

• FLIR ResearchIR

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198292
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Upgrade previous version to FLIR ResearchIR
Max 3.1

Part number:

T198291
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR Max 3.1,
for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198291
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
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Part number: Compatible with the following products

• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 CameraT198291
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)

Specifications subject to change without further notice. • 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)

• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)Information and equipment described herein may require
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)US Government authorization for export purposes.
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512Diversion contrary to US law is prohibited.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)(v1.01) • 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade FLIR ResearchIR 3.x to FLIR ResearchIR
Max 3.1

Part number:

T198290
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade of FLIR ResearchIR 3.x to FLIR ResearchIR Max 3.1, for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
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Part number: Compatible with the following products

• 40205-0201 FLIR T250T198290
• 45605-0201 FLIR T250 (9 Hz)

Specifications subject to change without further notice. • 45605-0201-1 FLIR T250 (9 Hz) + EX845
Camera models and accessories subject to regional • 45305-0201 FLIR T300 (30 Hz)
market considerations. License procedures may apply. • 45004-0201 FLIR T330 (50 Hz)

• 45311-0201 FLIR T335 (30 Hz)Information and equipment described herein may require
• 45311-0201-1 FLIR T335 (30 Hz) + EX845US Government authorization for export purposes.
• 45609-0201 FLIR T335 (9 Hz)Diversion contrary to US law is prohibited.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845(v1.01) • 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
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Part number: Compatible with the following products

• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)T198290
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)

Specifications subject to change without further notice. • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)

• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)Information and equipment described herein may require
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512US Government authorization for export purposes.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)Diversion contrary to US law is prohibited.
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)(v1.01) • 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)

1236 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Txxx series



FLIR QuickReport 1.2 SP2

Part number:

1196541
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR QuickReport (freeware) allows users to organize and analyze the radiometric images from its infrared cameras and
present them in a report in just three easy steps.

1. Organize
Transfer the images to your computer via USB, SD Memory Card or Windows® Explorer. In FLIR QuickReport images
will be shown as thumbnails so that they are easy to find and select.
2. Analyze
FLIR QuickReport can be used to analyze your IR images. Change level and span to get the most out of your images.
Measurement functions (spots, areas etc) and text annotations can be added/edited. It is also possible to use the
dewpoint alarm or insulation alarm within FLIR QuickReport.
3. Report
Create multi page report with either 2 IR images, or 1 IR image and a photo. The images can be placed into the report
by using a drag-and-drop operation. Any image descriptions or text comments will be transferred from the camera and
will automatically be included in the report.

Key features:

• Adjust level, span, and color palette
• Change Isotherm and temperature levels
• Create spot meters, lines, and areas
• Email one or more images
• Alter parameters for the Dewpoint and Insulation alarms
• Add your company logo to inspection reports
• Drag-and-drop images and preview report pages
• Digitally zoom and pan up to 8 times
• Fusion: Interval/Blending/Picture-in-Picture
• Text comments: Add/Delete/Edit

The software allows the user to adjust the level, span, zoom and pan of the camera. FLIR QuickReport features a choice
of ten different color palettes. The alarm displays risk of surface condensation, mould growth and inadequate insulation.
The built-in report templates allow the user to either include two infrared images, or an infrared image and a digital
photo. Image descriptions and text and voice comments can be transferred automatically into the report.
The inspection report can be emailed or exported into Excel, or to the FLIR Reporter software.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=38

Release notes

Version 1.2 SP2

New features • MeterLink Support
• Minor Bugfixes

Scope of delivery

• Freeware (see Download)

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°1196541
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.02) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)1196541
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 2470422710US B2 indigo version
Camera models and accessories subject to regional • 44201-0101 FLIR GF306 14.5°
market considerations. License procedures may apply. • 44202-0101 FLIR GF306 14.5° Fixed lens

• 44201-0102 FLIR GF306 24°Information and equipment described herein may require
• 44202-0102 FLIR GF306 24° Fixed lensUS Government authorization for export purposes.
• 44601-0101 FLIR GF309 14.5°Diversion contrary to US law is prohibited.
• 44602-0101 FLIR GF309 14.5° Fixed lens(v1.02) • 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305

1241 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Txxx series



Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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One year extended warranty for T2xx-4xx series

Part number:

T199815
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
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General Maintenance T2xx-4xx series

Part number:

T199802
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.

1261 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Txxx series



Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

1271 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Txxx series



Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Practical Course - Solar panel inspection -
attendance, 1 pers (2 days)

Part number:

ITC-PRA-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” is
lectured by qualified ITC instructors with special experience
in the field of solar panel installations.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-PRA-2011
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.02)
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Practical Course - Solar panel inspection -
group up to 10 pers (2 days)

Part number:

ITC-PRA-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.
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Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” isITC-PRA-2019
lectured by qualified ITC instructors with special experience

Specifications subject to change without further notice. in the field of solar panel installations.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.02) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course electrical thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2041 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course electrical thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2049
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2049 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - attendance 1 pers.

Part number:

ITC-EXP-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-1001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-1001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - group up to 10 pers.

Part number:

ITC-EXP-1009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-1009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-1009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - attendance 1 pers.

Part number:

ITC-EXP-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-2001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-2001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - group up to 10 pers.

Part number:

ITC-EXP-2009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-2009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-2009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - attendance 1 pers.

Part number:

ITC-EXP-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-3001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-3001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - group up to 10 pers.

Part number:

ITC-EXP-3009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-3009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-3009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 2 in

Part number:

19250-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 25.5 × 73 × 86 mm (1.0 × 2.87 × 3.36 in.)

Viewing aperture diameter 45 mm (1.77 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 60.3 mm (2.375 in.)
Greenlee Punch: 76BB
Maximum pullout strength: 658 kg (1450 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19250-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 3 in.

Part number:

19251-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 26.9 × 99 × 107 mm (1.05 × 3.89 × 4.22 in.)

Viewing aperture diameter 69 mm (2.71 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 88.9 mm (3.5 in.)
Greenlee Punch: 739BB
Maximum pullout strength: 1656 kg (3650 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19251-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 4 in.

Part number:

19252-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 29.3 × 127 × 137 mm (1.15 × 5.01 × 5.37 in.)

Viewing aperture diameter 89 mm (3.50 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 114.3 mm (4.5 in.)
Greenlee Punch: 742BB
Maximum pullout strength: 1678 kg (3700 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19252-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR lens, f = 30 mm, 15° incl. case

Part number:

1196961
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

The 15° lens is a popular lens accessory and provides 1.7× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 15° × 11.25°

Minimum focus distance 1.2 m (3.93 ft.)

Focal length 30.38 mm (1.2 in.)

Spatial resolution (IFOV) 1.31 mrad/0.82 mrad

F-number 1.3

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.092 kg (0.203 lb.), incl. two lens caps

Size (L × D) 24 × 58 mm (1.0 × 2.3 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202 FLIR B425 (30 Hz)1196961
• 45308-0202-1 FLIR B425 (30 Hz) + MO297

Specifications subject to change without further notice. • 45603-0202 FLIR B425 (9 Hz)
Camera models and accessories subject to regional • 45603-0202-1 FLIR B425 (9 Hz) + MO297
market considerations. License procedures may apply. • 42701-1001 FLIR A300 (9 Hz)

• 42701-1101 FLIR A310 (9 Hz)Information and equipment described herein may require
• 42701-1201 FLIR A320 Tempscreen (9 Hz)US Government authorization for export purposes.
• 42901-1101 FLIR A315 (9 Hz)Diversion contrary to US law is prohibited.
• 48001-1101 FLIR A315(v1.02) • 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR lens, f = 10 mm, 45° incl. case

Part number:

1196960
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This wide angle lens has a field of view almost double that of the standard lens. Perfect for wide or tall targets or when
working in crowded spaces.

Technical data

Field of view (FOV) 45° × 33.8°

Minimum focus distance 0.20 m (0.66 ft.)

Focal length 9.66 mm (0.38 in.)

Spatial resolution (IFOV) 3.93 mrad/2.45 mrad

F-number 1.3

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.105 kg (0.231 lb.), incl. two lens caps

Size (L × D) 38 × 47 mm (1.5 × 1.9 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202 FLIR B425 (30 Hz)1196960
• 45308-0202-1 FLIR B425 (30 Hz) + MO297

Specifications subject to change without further notice. • 45603-0202 FLIR B425 (9 Hz)
Camera models and accessories subject to regional • 45603-0202-1 FLIR B425 (9 Hz) + MO297
market considerations. License procedures may apply. • 42701-1001 FLIR A300 (9 Hz)

• 42701-1101 FLIR A310 (9 Hz)Information and equipment described herein may require
• 42701-1201 FLIR A320 Tempscreen (9 Hz)US Government authorization for export purposes.
• 42901-1101 FLIR A315 (9 Hz)Diversion contrary to US law is prohibited.
• 48001-1101 FLIR A315(v1.01) • 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Close-up 4× (100 µm) incl. case

Part number:

T197215
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 32 × 24 mm

Magnifying factor 4×

Working distance 79 mm

Depth of field ±2.0 mm

Focal length 73 mm (2.9 in.)

Spatial resolution (IFOV) 160 µm/100 µm

F-number 1.3

Number of lenses 2 (2 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.11 kg (0.24 lb.)

Size (L × D) 35.2 × 55 mm

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45304-0201 FLIR B360 (30 Hz)T197215
• 37706-0102 FLIR B360 (9 Hz)

Specifications subject to change without further notice. • 45310-0201 FLIR B365 (30 Hz)
Camera models and accessories subject to regional • 45310-0201-1 FLIR B365 (30 Hz) + MO297
market considerations. License procedures may apply. • 45604-0201 FLIR B365 (9 Hz)

• 45604-0201-1 FLIR B365 (9 Hz) + MO297Information and equipment described herein may require
• 45303-0202 FLIR B400 (30 Hz)US Government authorization for export purposes.
• 45308-0202 FLIR B425 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297(v1.02) • 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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Close-up 2× (50 µm) incl. case

Part number:

T197214
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 16 × 12 mm

Magnifying factor 2×

Working distance 33 mm

Depth of field ±0.4 mm

Focal length 37 mm (1.5 in.)

Spatial resolution (IFOV) 80 µm/50 µm

F-number 1.3

Number of lenses 2 (2 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.11 kg (0.24 lb.)

Size (L × D) 35.2 × 55 mm

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45304-0201 FLIR B360 (30 Hz)T197214
• 37706-0102 FLIR B360 (9 Hz)

Specifications subject to change without further notice. • 45310-0201 FLIR B365 (30 Hz)
Camera models and accessories subject to regional • 45310-0201-1 FLIR B365 (30 Hz) + MO297
market considerations. License procedures may apply. • 45604-0201 FLIR B365 (9 Hz)

• 45604-0201-1 FLIR B365 (9 Hz) + MO297Information and equipment described herein may require
• 45303-0202 FLIR B400 (30 Hz)US Government authorization for export purposes.
• 45308-0202 FLIR B425 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297(v1.03) • 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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IR lens, 76 mm (6°) with case and mounting
support for T/B-200/400

Part number:

T197408
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

A narrow FOV is used in applications where the object that is going to be monitored is remote from the Camera or when
the Camera needs to be far away from the object due to for an example high temperatures.

Technical data

Field of view (FOV) 6° × 4.5°

Minimum focus distance 4 m (13.11 ft.)

Focal length 76 mm (3.0 in.)

Spatial resolution (IFOV) 0.53 mrad/0.33 mrad

F-number 1.3

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note When two pieces of data are separated by “/” the first piece
of data is for T200, B200, T250 and B250 and the second
piece of data is for T360, B360, T400 and B400

Weight Lens: 0.328 kg (0.723 lb.)
Support: 0.099 kg (0.218 lb.)

Size (L × D) 106 × 89 mm (4.17 × 3.48 in.), excluding support

Scope of delivery

• Lens
• Lens case
• Mounting support

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45304-0201 FLIR B360 (30 Hz)T197408
• 37706-0102 FLIR B360 (9 Hz)

Specifications subject to change without further notice. • 45310-0201 FLIR B365 (30 Hz)
Camera models and accessories subject to regional • 45310-0201-1 FLIR B365 (30 Hz) + MO297
market considerations. License procedures may apply. • 45604-0201 FLIR B365 (9 Hz)

• 45604-0201-1 FLIR B365 (9 Hz) + MO297Information and equipment described herein may require
• 45303-0202 FLIR B400 (30 Hz)US Government authorization for export purposes.
• 45308-0202 FLIR B425 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297(v1.04) • 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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IR lens, 4 mm (90°) with case and mounting
support for T/B2xx-4xx

Part number:

T197412
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

A wide angle lens is used when working in confined areas or when a large object area needs to be covered. This lens is
also designed for to look in to electrical cabinets down to 1/2” windows

Technical data

Field of view (FOV) 90° × 73°

Minimum focus distance 20 mm (0.79 in.)

Focal length 4 mm (0.157 in.)

Spatial resolution (IFOV) 10 mrad/8.3 mrad/6.3 mrad

F-number 1.3

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 5%

Lens note When three pieces of data are separated by “/” the first
piece of data is for cameras with IR resolution 200 × 150
pixels, the second piece of data is for cameras with IR
resolution 240 × 180 pixels and the third is for cameras with
IR resolution 320 × 240 pixels

Weight Lens: 0.262 kg (0.578 lb.)
Support: 0.053 kg (0.117 lb.)

Size (L × D) 90 × 60 mm (3.54 × 2.36 in.), excluding support

Scope of delivery

• Lens
• Lens case
• Mounting support

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45610-0201 FLIR B335 (9 Hz)T197412
• 45610-0201-1 FLIR B335 (9 Hz) + MO297

Specifications subject to change without further notice. • 45304-0201 FLIR B360 (30 Hz)
Camera models and accessories subject to regional • 37706-0102 FLIR B360 (9 Hz)
market considerations. License procedures may apply. • 45310-0201 FLIR B365 (30 Hz)

• 45310-0201-1 FLIR B365 (30 Hz) + MO297Information and equipment described herein may require
• 45604-0201 FLIR B365 (9 Hz)US Government authorization for export purposes.
• 45604-0201-1 FLIR B365 (9 Hz) + MO297Diversion contrary to US law is prohibited.
• 45303-0202 FLIR B400 (30 Hz)(v1.04) • 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Lens cap camera

Part number:

1196818
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Lens cap for the camera

Technical data

Weight 6 g (0.2 oz.)

Color Black

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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High temp. option +1200°C/+2192°F for FLIR
T/B2xx to T/B4xx and A/SC3xx Series

Part number:

T197000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +1200°C (+2192°F)

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
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Part number: Compatible with the following products

• 61001-1102 FLIR A310pt 15° PALT197000
• 61001-1103 FLIR A310pt 25° PAL

Specifications subject to change without further notice. • 61002-1101 FLIR A310pt 6° NTSC
Camera models and accessories subject to regional • 61002-1102 FLIR A310pt 15° NTSC
market considerations. License procedures may apply. • 61002-1103 FLIR A310pt 25° NTSC

• 61201-1003 FLIR A300f 25°Information and equipment described herein may require
• 61201-1004 FLIR A300f 45°US Government authorization for export purposes.
• 61201-1103 FLIR A310f 25°Diversion contrary to US law is prohibited.
• 61201-1104 FLIR A310f 45°(v1.0) • 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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High temp. option +350°C/+662°F for FLIR B2xx to
B4xx Series

Part number:

T197006
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +350°C (+662°F)

Compatible with the following products

• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297

1341 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Bxxx series



Battery

Part number:

1196398
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

High capacity battery for the IR camera.

Technical data

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 2.2 Ah, at +20°C (+68°F)

Battery note Approximate lithium content: 1.0 g

Charging time 2.5 h to 95% capacity, charging status indicated by LEDs

Charging temperature 0°C to +45°C (+32°F to +113°F)

Battery storage temperature range –40°C to +70°C (–40°F to +158°F)

Battery weight 0.12 kg (0.26 lb.)

Size (L × W × H) 92 × 41 × 26 mm (3.6 × 1.6 × 1.0 in.)

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.

Part number:

1910490
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to power the infrared camera from the cigarette lighter socket in a car.

Note: This is the same product as p/n 1196497.

Technical data

Cable length 1.2 m (3.9 ft).

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
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Part number: Compatible with the following products

• 45002-0201 FLIR T340 (50 Hz)1910490
• 45302-0201 FLIR T360 (30 Hz)

Specifications subject to change without further notice. • 37705-0102 FLIR T360 (9 Hz)
Camera models and accessories subject to regional • 45309-0201 FLIR T365 (30 Hz)
market considerations. License procedures may apply. • 45309-0201-1 FLIR T365 (30 Hz) + EX845

• 45602-0201 FLIR T365 (9 Hz)Information and equipment described herein may require
• 45602-0201-1 FLIR T365 (9 Hz) + EX845US Government authorization for export purposes.
• 45001-0202 FLIR T390 (50 Hz)Diversion contrary to US law is prohibited.
• 45301-0202 FLIR T400 (30 Hz)(v1.01) • 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Battery package

Part number:

T197667
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

A complete battery package consisting of three standard products

Scope of delivery

• T197648 Battery kit, see 1196398 - Battery for specifications
• T197650 2-bay charger kit incl Power supply
• T197649 12 VDC Connection cable kit, see 1196497 - 12 VDC connection cable for specifications

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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2-bay battery charger, incl. power supply with
multi plugs

Part number:

T197650
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Stand-alone 2-bay battery charger, including power supply with multi plugs.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 2000 mA at 12 VDC

Battery charger size (L × W × H) 80 × 98 × 47 mm (3.2 × 3.9 × 1.8 in.), without battery

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Stand-alone 2-bay battery charger
• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

1346 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Bxxx series



Power supply, incl. multi plugs

Part number:

T910750
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Power supply, including multiple plugs, to charge the battery when it is inside or outside of the camera.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 2000 mA at 12 VDC

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Adapter, SD memory card to USB

Part number:

1910475
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Adapter, SD memory card to USB.

Easy to install and use; no additional driver installation required for Windows ME, 2000 and XP. Driver included for
Windows 98SE.

Technical data

Weight 16 g (0.56 oz.)

Size (L × W × H) 74 × 26 × 11 mm (2.9 × 1.0 × 0.4 in.)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
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Part number: Compatible with the following products

• 37706-0102 FLIR B360 (9 Hz)1910475
• 45310-0201 FLIR B365 (30 Hz)

Specifications subject to change without further notice. • 45310-0201-1 FLIR B365 (30 Hz) + MO297
Camera models and accessories subject to regional • 45604-0201 FLIR B365 (9 Hz)
market considerations. License procedures may apply. • 45604-0201-1 FLIR B365 (9 Hz) + MO297

• 45303-0202 FLIR B400 (30 Hz)Information and equipment described herein may require
• 45308-0202 FLIR B425 (30 Hz)US Government authorization for export purposes.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45603-0202 FLIR B425 (9 Hz)(v1.01) • 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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Memory card micro-SD with adapters

Part number:

T910737
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Micro-SD Card for data storage (e.g. images)

Technical data

Memory card, size At least 2 GB

Scope of delivery

• micro-SD
• Adapter to miniSD Card
• Adapter from miniSD Card to SD memory card

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250

1350 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Bxxx series



Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)T910737
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.03) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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USB cable Std A <-> Mini-B

Part number:

1910423
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using the USB protocol.

Technical data

Weight 60 g (2.1 oz.)

Cable length 1.8 m (5.9 ft.)

Connector Standard USB-A to USB Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)1910423
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.02) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E401910423
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)
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Video cable

Part number:

1910582
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to transfer video signals from the infrared camera to an external monitor, or to a computer featuring
an internal video card.

Technical data

Cable length 1.9 m (6.2 ft.)

Connector 3.5 mm (four pin) plug to RCA (red, white, yellow)

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Hard transport case for FLIR T/B2xx-4xx

Part number:

1196895
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Hard transport case for ThermaCAM™ T Series and FLIR T/BXXX

Technical data

Weight 3.1 kg (6.8 lb.)

Size (L × W × H) 475 × 355 × 175 mm (18.7 × 14.0 × 6.9 in.)

Color Black

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Pouch

Part number:

1124545
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Pouch, with strap and belt clip, to carry and protect the camera, made in durable nylon.

Scope of delivery

• Pouch
• Strap
• Clip

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Headset, 3.5 mm plug

Part number:

1910489
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Standard headset with 3.5 mm plug

Technical data

Audio Headset including microphone

Audio, connector type 4-pole 3.5 mm jack

Scope of delivery

• Headset

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
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Part number: Compatible with the following products

• 37706-0102 FLIR B360 (9 Hz)1910489
• 45310-0201 FLIR B365 (30 Hz)

Specifications subject to change without further notice. • 45310-0201-1 FLIR B365 (30 Hz) + MO297
Camera models and accessories subject to regional • 45604-0201 FLIR B365 (9 Hz)
market considerations. License procedures may apply. • 45604-0201-1 FLIR B365 (9 Hz) + MO297

• 45303-0202 FLIR B400 (30 Hz)Information and equipment described herein may require
• 45308-0202 FLIR B425 (30 Hz)US Government authorization for export purposes.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45603-0202 FLIR B425 (9 Hz)(v1.01) • 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Neck strap

Part number:

1124544
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Neck strap to carry the camera.

Technical data

Color Black

Scope of delivery

• Neck strap

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
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Part number: Compatible with the following products

• 45607-0201-1 FLIR B250 (9 Hz) + MO2971124544
• 45306-0201 FLIR B300 (30 Hz)

Specifications subject to change without further notice. • 45312-0201 FLIR B335 (30 Hz)
Camera models and accessories subject to regional • 45312-0201-1 FLIR B335 (30 Hz) + MO297
market considerations. License procedures may apply. • 45610-0201 FLIR B335 (9 Hz)

• 45610-0201-1 FLIR B335 (9 Hz) + MO297Information and equipment described herein may require
• 45304-0201 FLIR B360 (30 Hz)US Government authorization for export purposes.
• 37706-0102 FLIR B360 (9 Hz)Diversion contrary to US law is prohibited.
• 45310-0201 FLIR B365 (30 Hz)(v1.02) • 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Sun shield

Part number:

1123970
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Sunshield, to increase visibilty of the LCD.

Technical data

Size (L × W × H) 86 × 61 × 46 mm (3.4 × 2.4 × 1.8 in.)

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Bluetooth® USB micro adapter

Part number:

T951235
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth® USB micro adapter for wireless connection between the infrared camera and external Bluetooth equipment.

Technical data

Bluetooth USB-A

Scope of delivery

• Bluetooth® USB micro adapter

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202-1 FLIR B425 (30 Hz) + MO297T951235
• 45603-0202 FLIR B425 (9 Hz)

Specifications subject to change without further notice. • 45603-0202-1 FLIR B425 (9 Hz) + MO297
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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Bluetooth Headset

Part number:

T197771
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

General description

Headset with Bluetooth for wireless connection with the infrared camera.

Technical data

Bluetooth Connection to the infrared camera

Audio Headset including microphone

Scope of delivery

• Headset
• Ear clip
• Charger
• Multi plugs
• USB cable Std A to Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T197771
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)
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Wi-Fi USB micro adapter

Part number:

T951387
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Wi-Fi USB adapter for wireless connection between the infrared camera and external equipment.

NOTE: Only for use in markets accepting CE and FCC regulations for wireless equipment.

Scope of delivery

• Wi-Fi USB micro adapter

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
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Part number: Compatible with the following products

• 45310-0201-1 FLIR B365 (30 Hz) + MO297T951387
• 45604-0201 FLIR B365 (9 Hz)

Specifications subject to change without further notice. • 45604-0201-1 FLIR B365 (9 Hz) + MO297
Camera models and accessories subject to regional • 45303-0202 FLIR B400 (30 Hz)
market considerations. License procedures may apply. • 45308-0202 FLIR B425 (30 Hz)

• 45308-0202-1 FLIR B425 (30 Hz) + MO297Information and equipment described herein may require
• 45603-0202 FLIR B425 (9 Hz)US Government authorization for export purposes.
• 45603-0202-1 FLIR B425 (9 Hz) + MO297Diversion contrary to US law is prohibited.

(v1.0)
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EX845: Clamp meter + IR therm TRMS 1000A
AC/DC

Part number:

T910972
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with METERLiNK™
Wirelessly transmits Voltage and Current readings to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

METERLiNK™ makes it easy for a thermographer to quickly take electrical readings using an Extech EX845 clamp
meter and instantly record them right on an infrared image. METERLiNK™ accelerates infrared inspections and
diagnostics while adding value to your reports by increasing the amount of detail you provide.

EX845 CAT IV Clamp Meter Features:

• Patented built-in non-contact IR Thermometer design with laser pointer
• True RMS Current and Voltage measurements
• Peak hold captures inrush currents and Transients
• MultiMeter functions include AC/DC Voltage, Resistance, Capacitance, Frequency, Diode, and Continuity
• 1.7" (43mm) jaw opening for conductors up to 750MCM or two 500MCM
• 4000 count backlit display
• Features include Data Hold and Min/Max and Auto Power off
• Autoranging with manual range button
• Complete with CAT IV test leads, 9V battery, Type K probe (-22 to 572°F/-30 to 300°C), pouch case, and

Professional Test Lead Set

Professional Test Lead Features:

• 8-Piece Professional Test Lead set
• Two 42" (1m) PVC lead extensions with shrouded banana plugs at both ends
• Two modular 4" (102mm) Heavy Duty test probe handles with 0.16" (4mm) banana plug tip
• Two standard size, alligator clips with insulated rubber boot
• Two extra large, double-insulated, alligator clips with sharp teeth for piercing insulated wire. Jaws open to 0.8"

(20mm)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)T910972
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0403 FLIR T640 45° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 45606-0201 FLIR T200 (9 Hz)Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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MO297: Moisture meter, pinless with memory

Part number:

T910973
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with MeterLink™
Wirelessly transmits moisture and humidity data to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

FLIR infrared cameras rapidly reveal moisture problems in homes and commercial structures. Documenting water
damage with a moisture meter can provide valuable added details about moisture issues. The process of correlating
readings to infrared images however is awkward, imprecise and prone to errors. METERLiNK™ expedites building
inspections by annoting several moisture-related readings from damaged surfaces directly onto the related infrared
image. METERLiNK™ increases accuracy and eliminates confusion about which moisture readings pertain to which
images.

Key features:

• Quickly indicates the moisture content of materials with Pinless technology without damaging the surface; Remote
Pin-type probe (MO290-P included) allows for contact moisture readings (3ft/0.9m cable length)

• Manually store/recall up to 20 labeled readings
• Works on multiple wood types and other building materials
• Easy to read, large dual display with automatic backlight feature
• Simultaneously displays moisture value of wood or material being tested, Air Temperature, IR Temperature, or

Humidity
• Pinless measurement depth to 0.75" (19mm) below the surface
• Programmable high/low Moisture and Humidity alarms
• Designed with a patented IR circuit to measure non-contact surface temperature; 8:1 distance to spot ratio with 0.95

fixed emissivity
• Built-in Humidity/Temperature probe measures Relative Humidity, Air Temperature plus Grains Per Pound

(GPP)/(g/kg), Dew Point (DP), Vapor Pressure, and condensation point
• Automatic calculation of differential Temperature (IR - DP) to determine condensation point
• Fast Analog Bargraph
• Min/Max and Data Hold
• Auto power off and low battery indication
• Complete with pin moisture probe with cable, 9V battery and case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)T910973
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0401 FLIR T640 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)

• 55901-0403 FLIR T640 45° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)(v1.0) • 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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FLIR QuickPlot 1.2

Part number:

T197454
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454
• Windows Vista, 32-bit

Specifications subject to change without further notice. • Windows Vista, 64-bit
Camera models and accessories subject to regional • Windows 7, 32-bit
market considerations. License procedures may apply. • Windows 7, 64-bit
Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.08) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 5 user licenses

Part number:

T197454L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 5 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L5
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 10 user licenses

Part number:

T197454L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 10 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L10
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit
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Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1

Part number:

T198206
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR

System requirements

1385 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Bxxx series



Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.02) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 5 user licenses

Part number:

T198206L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 5 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L5 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L5
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 10 user licenses

Part number:

T198206L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 10 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L10 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L10
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR Max 3.1

Part number:

T198209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
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Part number: Compatible with the following products

• 40402-3703 FLIR SC620 45°T198209
• 55901-1201 FLIR T610 15°

Specifications subject to change without further notice. • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1202 FLIR T610 25°
market considerations. License procedures may apply. • 55901-0202 FLIR T610 25° (incl. Wi-Fi)

• 55901-1203 FLIR T610 45°Information and equipment described herein may require
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1101 FLIR T620 15°Diversion contrary to US law is prohibited.
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)(v1.0) • 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T198209
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-2201 FLIR E40
market considerations. License procedures may apply. • 49001-2301 FLIR E50

• 49001-1602 FLIR E60Information and equipment described herein may require
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTUS Government authorization for export purposes.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed(v1.0) • SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)

1396 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Bxxx series



FLIR ResearchIR Max 3.1, 5 user licenses

Part number:

T198209L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 5 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L5
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L5
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 10 user licenses

Part number:

T198209L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 10 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L10
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L10
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)

1402 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Bxxx series



Upgrade previous version to FLIR ResearchIR 3.1

Part number:

T198292
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR 3.1, for
details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

Scope of delivery

• FLIR ResearchIR

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198292
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Upgrade previous version to FLIR ResearchIR
Max 3.1

Part number:

T198291
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR Max 3.1,
for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198291
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
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Part number: Compatible with the following products

• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 CameraT198291
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)

Specifications subject to change without further notice. • 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)

• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)Information and equipment described herein may require
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)US Government authorization for export purposes.
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512Diversion contrary to US law is prohibited.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)(v1.01) • 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade FLIR ResearchIR 3.x to FLIR ResearchIR
Max 3.1

Part number:

T198290
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade of FLIR ResearchIR 3.x to FLIR ResearchIR Max 3.1, for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
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Part number: Compatible with the following products

• 40205-0201 FLIR T250T198290
• 45605-0201 FLIR T250 (9 Hz)

Specifications subject to change without further notice. • 45605-0201-1 FLIR T250 (9 Hz) + EX845
Camera models and accessories subject to regional • 45305-0201 FLIR T300 (30 Hz)
market considerations. License procedures may apply. • 45004-0201 FLIR T330 (50 Hz)

• 45311-0201 FLIR T335 (30 Hz)Information and equipment described herein may require
• 45311-0201-1 FLIR T335 (30 Hz) + EX845US Government authorization for export purposes.
• 45609-0201 FLIR T335 (9 Hz)Diversion contrary to US law is prohibited.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845(v1.01) • 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
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Part number: Compatible with the following products

• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)T198290
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)

Specifications subject to change without further notice. • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)

• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)Information and equipment described herein may require
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512US Government authorization for export purposes.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)Diversion contrary to US law is prohibited.
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)(v1.01) • 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR QuickReport 1.2 SP2

Part number:

1196541
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR QuickReport (freeware) allows users to organize and analyze the radiometric images from its infrared cameras and
present them in a report in just three easy steps.

1. Organize
Transfer the images to your computer via USB, SD Memory Card or Windows® Explorer. In FLIR QuickReport images
will be shown as thumbnails so that they are easy to find and select.
2. Analyze
FLIR QuickReport can be used to analyze your IR images. Change level and span to get the most out of your images.
Measurement functions (spots, areas etc) and text annotations can be added/edited. It is also possible to use the
dewpoint alarm or insulation alarm within FLIR QuickReport.
3. Report
Create multi page report with either 2 IR images, or 1 IR image and a photo. The images can be placed into the report
by using a drag-and-drop operation. Any image descriptions or text comments will be transferred from the camera and
will automatically be included in the report.

Key features:

• Adjust level, span, and color palette
• Change Isotherm and temperature levels
• Create spot meters, lines, and areas
• Email one or more images
• Alter parameters for the Dewpoint and Insulation alarms
• Add your company logo to inspection reports
• Drag-and-drop images and preview report pages
• Digitally zoom and pan up to 8 times
• Fusion: Interval/Blending/Picture-in-Picture
• Text comments: Add/Delete/Edit

The software allows the user to adjust the level, span, zoom and pan of the camera. FLIR QuickReport features a choice
of ten different color palettes. The alarm displays risk of surface condensation, mould growth and inadequate insulation.
The built-in report templates allow the user to either include two infrared images, or an infrared image and a digital
photo. Image descriptions and text and voice comments can be transferred automatically into the report.
The inspection report can be emailed or exported into Excel, or to the FLIR Reporter software.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=38

Release notes

Version 1.2 SP2

New features • MeterLink Support
• Minor Bugfixes

Scope of delivery

• Freeware (see Download)

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°1196541
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.02) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)1196541
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 2470422710US B2 indigo version
Camera models and accessories subject to regional • 44201-0101 FLIR GF306 14.5°
market considerations. License procedures may apply. • 44202-0101 FLIR GF306 14.5° Fixed lens

• 44201-0102 FLIR GF306 24°Information and equipment described herein may require
• 44202-0102 FLIR GF306 24° Fixed lensUS Government authorization for export purposes.
• 44601-0101 FLIR GF309 14.5°Diversion contrary to US law is prohibited.
• 44602-0101 FLIR GF309 14.5° Fixed lens(v1.02) • 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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One year extended warranty for B2xx-4xx series

Part number:

T199817
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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General Maintenance B2xx-4xx series

Part number:

T199830
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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ITC Advanced Building – attendance 1 pers

Part number:

ITC-ADV-3011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn the physical concepts of heat transfer and apply them together with relevant building science. After the course, the
participant will be able to do a qualified building inspection on the base of existing laws, standards, and regulations.

Note: This course refers mainly to European building standards. Please consult ITC before selling it in other countries.

Content

• Introduction and refresher of IR basics
• Thermal transfer and wall structures
• Insulating materials
• Humidity, moisture, and the dew point
• Air leaks, pressure profiles, and air permeability
• Survey methodology

Labs

• Outside inspection
• Air permeability test (with Blower Door)
• Reporting

Course information

Available languages English

Target group • Professional users in building applications who want to
become experts in Building Thermography.

Typical student • Knows how to operate the camera
• Knows how to report
• Has a background in a building profession, but rather

moderate experience in IR or has experience in another
IR application field but rather moderate knowledge in
building science

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Recommendations • Knowledge of building techniques
• Bring own PC for calculations and exercises

Course details

Duration 3 days (24 hours)

Structure Theory takes place in the mornings, practical labs,
calculations, and software exercises are scheduled for the
afternoons.

Exam A final test (20 multiple choice questions) will be written on
the 3rd day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced Building Course is offered worldwide by ITC
as listed in "Courses offered by ITC partners" (T560393).ITC-ADV-3011 Specific customer requests shall be forwarded to the
closest ITC subsidiary or LTC.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach the

Advanced Building Course.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Advanced Building – group of 10 pers.

Part number:

ITC-ADV-3019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn the physical concepts of heat transfer and apply them together with relevant building science. After the course, the
participant will be able to do a qualified building inspection on the base of existing laws, standards, and regulations.

Note: This course refers mainly to European building standards. Please consult ITC before selling it in other countries.

Content

• Introduction and refresher of IR basics
• Thermal transfer and wall structures
• Insulating materials
• Humidity, moisture, and the dew point
• Air leaks, pressure profiles, and air permeability
• Survey methodology

Labs

• Outside inspection
• Air permeability test (with Blower Door)
• Reporting

Course information

Available languages English

Target group • Professional users in building applications who want to
become experts in Building Thermography.

Typical student • Knows how to operate the camera
• Knows how to report
• Has a background in a building profession, but rather

moderate experience in IR or has experience in another
IR application field but rather moderate knowledge in
building science

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Recommendations • Knowledge of building techniques
• Bring own PC for calculations and exercises

Course details

Duration 3 days (24 hours)

Structure Theory takes place in the mornings, practical labs,
calculations, and software exercises are scheduled for the
afternoons.

Exam A final test (20 multiple choice questions) will be written on
the 3rd day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced Building Course is offered worldwide by ITC
as listed in "Courses offered by ITC partners" (T560393).ITC-ADV-3019 Specific customer requests shall be forwarded to the
closest ITC subsidiary or LTC.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach the

Advanced Building Course.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Short course building thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for the inspection of
buildings. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about the building envelope, important physical
parameters and typical faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• The building envelope
• Important physical parameters
• Major anomalies
• Thermal patterns
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Building application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and building applications.

Typical student • A person from the building sector
• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and building

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Building Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2019 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Building Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of building applications.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)

1460 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Bxxx series



ITC Short course building thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for the inspection of
buildings. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about the building envelope, important physical
parameters and typical faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• The building envelope
• Important physical parameters
• Major anomalies
• Thermal patterns
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Building application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and building applications.

Typical student • A person from the building sector
• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and building

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Building Thermography” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.
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Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Short Course Building Thermography” is lecturedITC-EXP-2011
by qualified ITC instructors with special experience in the

Specifications subject to change without further notice. field of building applications.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited. • 40402-3802 FLIR B660 24°
(v1.0) • 40402-3803 FLIR B660 45°

• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course HVAC and plumbing -
attendance 1 pers (2 days)

Part number:

ITC-EXP-2061
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
heating and HVAC systems, and related installations. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography, and how to use your camera the best way. The second day
you will get introduced to various heating systems before you learn about typical faults and how thermography helps you
to locate and analyze these. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Heating systems
• Pipe tracing and localization or water circuits
• Water leaks
• Moisture and humidity
• Water radiators
• Tanks, manifolds and plenums
• HVAC systems
• Industrial heat exchangers
• Photovoltaic panel inspection
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Application labs

Course information

Available languages English, French, German, Italian, Spanish, Swedish

Target group • Beginners and anybody interested in IR thermography,
plumbing and HVAC applications.

Typical student • Plumbers or persons working with plumbing and
or/HVAC systems

• Facility managers
• Someone looking to purchase a camera
• Someone who just purchased a camera

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Short Course HVAC and plumbing” is offered in
EMEA by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course HVAC and plumbing” is lectured by
qualified ITC instructors with special experience in the field
of electrical installations.
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Part number: Compatible with the following products

• 40402-3801 FLIR B660 12°ITC-EXP-2061
• 40402-3802 FLIR B660 24°Specifications subject to change without further notice.
• 40402-3803 FLIR B660 45°Camera models and accessories subject to regional
• 40402-3902 FLIR B620 24°market considerations. License procedures may apply.
• 40402-3903 FLIR B620 45°

Information and equipment described herein may require • 55901-1301 FLIR T620bx 15°
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-1302 FLIR T620bx 25°

• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.02)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course HVAC and plumbing - group up
to 10 pers (2 days)

Part number:

ITC-EXP-2069
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
heating and HVAC systems, and related installations. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography, and how to use your camera the best way. The second day
you will get introduced to various heating systems before you learn about typical faults and how thermography helps you
to locate and analyze these. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Heating systems
• Pipe tracing and localization or water circuits
• Water leaks
• Moisture and humidity
• Water radiators
• Tanks, manifolds and plenums
• HVAC systems
• Industrial heat exchangers
• Photovoltaic panel inspection
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Application labs

Course information

Available languages English, French, German, Italian, Spanish, Swedish

Target group • Beginners and anybody interested in IR thermography,
plumbing and HVAC applications.

Typical student • Plumbers or persons working with plumbing and
or/HVAC systems

• Facility managers
• Someone looking to purchase a camera
• Someone who just purchased a camera

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Short Course HVAC and plumbing” is offered in
EMEA by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course HVAC and plumbing” is lectured by
qualified ITC instructors with special experience in the field
of electrical installations.
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Part number: Compatible with the following products

• 40402-3801 FLIR B660 12°ITC-EXP-2069
• 40402-3802 FLIR B660 24°Specifications subject to change without further notice.
• 40402-3803 FLIR B660 45°Camera models and accessories subject to regional
• 40402-3902 FLIR B620 24°market considerations. License procedures may apply.
• 40402-3903 FLIR B620 45°

Information and equipment described herein may require • 55901-1301 FLIR T620bx 15°
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-1302 FLIR T620bx 25°

• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.02)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - attendance 1 pers.

Part number:

ITC-EXP-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-1001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-1001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - group up to 10 pers.

Part number:

ITC-EXP-1009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-1009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-1009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - attendance 1 pers.

Part number:

ITC-EXP-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-2001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen

1486 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Bxxx series



Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-2001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - group up to 10 pers.

Part number:

ITC-EXP-2009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-2009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-2009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - attendance 1 pers.

Part number:

ITC-EXP-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-3001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-3001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

1493 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR Bxxx series



ITC Training 3 days - group up to 10 pers.

Part number:

ITC-EXP-3009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-3009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-3009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 2 in

Part number:

19250-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 25.5 × 73 × 86 mm (1.0 × 2.87 × 3.36 in.)

Viewing aperture diameter 45 mm (1.77 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 60.3 mm (2.375 in.)
Greenlee Punch: 76BB
Maximum pullout strength: 658 kg (1450 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19250-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 3 in.

Part number:

19251-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 26.9 × 99 × 107 mm (1.05 × 3.89 × 4.22 in.)

Viewing aperture diameter 69 mm (2.71 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 88.9 mm (3.5 in.)
Greenlee Punch: 739BB
Maximum pullout strength: 1656 kg (3650 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19251-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 4 in.

Part number:

19252-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 29.3 × 127 × 137 mm (1.15 × 5.01 × 5.37 in.)

Viewing aperture diameter 89 mm (3.50 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 114.3 mm (4.5 in.)
Greenlee Punch: 742BB
Maximum pullout strength: 1678 kg (3700 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19252-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR lens, f=41.3 mm with case (15°)

Part number:

T197914
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

The 15° lens is a popular lens accessory and provides 1.7× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 15° x 11° (19° diagonally)

Minimum focus distance 500 mm (19.69 in.)

Focal length 41.3 mm (1.63 in.)

Spatial resolution (IFOV) 0.41 mrad

Lens identification Automatic

F-number 1.0

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Weight 0.190 kg (0.419 lb.)

Size (L × D) 47 × 67 mm (1.85 × 2.64 in.)

Front lens diameter 52 mm (2.05 in.)

Scope of delivery

• Lens
• Lens case
• Front lens cap
• Rear lens cap

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
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Part number: Compatible with the following products

• 55001-0201 FLIR SC645 15°T197914
• 55001-0202 FLIR SC645 25°

Specifications subject to change without further notice. • 55001-0203 FLIR SC645 45°
Camera models and accessories subject to regional • 55001-0204 FLIR SC645 7°
market considerations. License procedures may apply. • 55001-0301 FLIR SC655 15°

• 55001-0302 FLIR SC655 25°Information and equipment described herein may require
• 55001-0303 FLIR SC655 45°US Government authorization for export purposes.
• 55001-0304 FLIR SC655 7°Diversion contrary to US law is prohibited.

(v1.03)
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IR lens, f=24.6 mm with case (25°)

Part number:

T197922
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

The standard 25° lens is suitable for the majority of applications.

Technical data

Field of view (FOV) 25° x 19° (31° diagonally)

Minimum focus distance 250 mm (9.84 in.)

Focal length 24.6 mm (0.97 in.)

Spatial resolution (IFOV) 0.69 mrad

Lens identification Automatic

F-number 1.0

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Weight 0.160 kg (0.353 lb.)

Size (L × D) 41 × 67 mm (1.61 × 2.64 in.)

Front lens diameter 32 mm (1.26 in.)

Scope of delivery

• Lens
• Lens case
• Front lens cap
• Rear lens cap

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
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Part number: Compatible with the following products

• 55001-0202 FLIR SC645 25°T197922
• 55001-0203 FLIR SC645 45°

Specifications subject to change without further notice. • 55001-0204 FLIR SC645 7°
Camera models and accessories subject to regional • 55001-0301 FLIR SC655 15°
market considerations. License procedures may apply. • 55001-0302 FLIR SC655 25°

• 55001-0303 FLIR SC655 45°Information and equipment described herein may require
• 55001-0304 FLIR SC655 7°US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.03)
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IR lens, f=13.1 mm with case (45°)

Part number:

T197915
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

This wide angle lens has a field of view almost double that of the standard 25° lens. Perfect for wide or tall targets or
when working in confined areas.

Technical data

Field of view (FOV) 45° x 34° (55° diagonally)

Minimum focus distance 150 mm (5.91 in.)

Focal length 13.1 mm (0.52 in.)

Spatial resolution (IFOV) 1.29 mrad

Lens identification Automatic

F-number 1.0

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Weight 0.209 kg (0.461 lb.)

Size (L × D) 50 × 67 mm (1.97 × 2.64 in.)

Front lens diameter 30 mm (1.18 in.)

Scope of delivery

• Lens
• Lens case
• Front lens cap
• Rear lens cap

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
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Part number: Compatible with the following products

• 55001-0201 FLIR SC645 15°T197915
• 55001-0202 FLIR SC645 25°

Specifications subject to change without further notice. • 55001-0203 FLIR SC645 45°
Camera models and accessories subject to regional • 55001-0204 FLIR SC645 7°
market considerations. License procedures may apply. • 55001-0301 FLIR SC655 15°

• 55001-0302 FLIR SC655 25°Information and equipment described herein may require
• 55001-0303 FLIR SC655 45°US Government authorization for export purposes.
• 55001-0304 FLIR SC655 7°Diversion contrary to US law is prohibited.

(v1.03)
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Close-up IR lens, 2.9× (50 µm) with case

Part number:

T198059
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 32 × 24 mm (40 mm diagonally)

Magnifying factor 2.9×

Working distance 84 mm

Depth of field 0.65 mm

Focal length 78 mm

Spatial resolution (IFOV) 50 µm

Lens identification Manual

F-number 1.0

Number of lenses 2 (2 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note The close-up lens is mounted on the 25° lens

Weight 0.197 kg (0.43 lb.)

Size (L × D) 32 × 67 mm

Front lens diameter 53 mm

Scope of delivery

• Lens
• Front lens cap
• Rear lens cap
• Case
• Instruction for mounting close-up lenses

Compatible with the following products

• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55001-0102 FLIR A615 25°
• 55001-0202 FLIR SC645 25°
• 55001-0302 FLIR SC655 25°
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Close-up IR lens, 5.8× (100 µm) with case

Part number:

T198060
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 64 × 48 mm (80 mm diagonally)

Magnifying factor 5.8×

Working distance 172 mm

Depth of field 2.8 mm

Focal length 149 mm

Spatial resolution (IFOV) 100 µm

Lens identification Manual

F-number 1.0

Number of lenses 2 (2 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note The close-up lens is mounted on the 25° lens

Weight 0.176 kg (0.39 lb.)

Size (L × D) 28 × 67 mm

Front lens diameter 53 mm

Scope of delivery

• Lens
• Front lens cap
• Rear lens cap
• Case
• Instruction for mounting close-up lenses

Compatible with the following products

• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55001-0102 FLIR A615 25°
• 55001-0202 FLIR SC645 25°
• 55001-0302 FLIR SC655 25°
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IR lens, f=88.9 mm with case and T6xx support
(7°)

Part number:

T198166
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

The 7° lens is a popular accessory and provides 3.6× magnification compared to the standard lens. Ideal for small or
distant targets such as overhead power lines.

Technical data

Field of view (FOV) 7° × 5.3° (8.7° diagonally)

Minimum focus distance 2.0 m (6.6 ft.)

Focal length 88.9 mm (3.5 in.)

Spatial resolution (IFOV) 0.19 mrad

Lens identification Automatic

F-number 1.3

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Weight 0.77 kg (0.70 lb.)

Weight, lens 0.71 kg (1.57 lb.)

Size (L × D) 96 × 126 mm (3.78 × 4.96 in.), excluding support

Front lens diameter 96 mm (3.78 in.)

Scope of delivery

• Lens
• Lens case
• Front lens cap
• Rear lens cap
• Mounting support
• Lens mounting instructions

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
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High temp option +300°C to 2000°C (+572°F to
3632°F) for FLIR SC645/SC655 and T6xx

Part number:

T197896
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range +300°C to +2000°C (+572°F to +3632°F)

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Power supply, incl. multi plugs

Part number:

T910814
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

FLIR P/B/SC6xx and FLIR GF3xx series:
Power supply, including multiple plugs, to charge the battery when it is inside or outside of the camera.

FLIR T6xx and FLIR Exx series:
Power supply, including multiple plugs, to charge the battery when it is inside the camera or in the battery charger.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 3000 mA at 12 VDC

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1403 FLIR T640 45°T910814
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-1601 FLIR T640bx 15°
Camera models and accessories subject to regional • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1602 FLIR T640bx 25°

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1603 FLIR T640bx 45°US Government authorization for export purposes.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 44401-0201 FLIR GF300 14.5°(v1.03) • 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Battery

Part number:

T198055
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

High capacity battery for the IR camera.

Technical data

Battery type Rechargeable Li Ion battery

Battery voltage 3.7 V

Battery capacity 7.8 Ah

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging time 2.5 h to 90% capacity, charging status indicated by LED's

Charging temperature 0°C to +45°C (+32°F to +113°F)

Battery storage temperature range –40°C to +70°C (–40°F to +158°F)

Battery weight 0.173 kg (0.38 lb.)

Size (L × W × H) 84 × 49 × 60 mm (3.3 × 1.9 × 2.4 in.)

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
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Battery charger, incl. power supply with multi
plugs T6xx

Part number:

T198126
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Stand-alone 2-bay battery charger, including power supply with multi plugs.

Technical data

Size (L × W × H) 50 × 133 × 50 mm (2.0 × 5.2 × 2.0 in.)

Scope of delivery

• Stand-alone 2-bay battery charger
• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
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Memory card micro-SD with adapters

Part number:

T910737
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Micro-SD Card for data storage (e.g. images)

Technical data

Memory card, size At least 2 GB

Scope of delivery

• micro-SD
• Adapter to miniSD Card
• Adapter from miniSD Card to SD memory card

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)T910737
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.03) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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USB cable Std A <-> Mini-B

Part number:

1910423
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using the USB protocol.

Technical data

Weight 60 g (2.1 oz.)

Cable length 1.8 m (5.9 ft.)

Connector Standard USB-A to USB Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)1910423
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.02) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E401910423
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)
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Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.

Part number:

1910490
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to power the infrared camera from the cigarette lighter socket in a car.

Note: This is the same product as p/n 1196497.

Technical data

Cable length 1.2 m (3.9 ft).

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
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Part number: Compatible with the following products

• 45002-0201 FLIR T340 (50 Hz)1910490
• 45302-0201 FLIR T360 (30 Hz)

Specifications subject to change without further notice. • 37705-0102 FLIR T360 (9 Hz)
Camera models and accessories subject to regional • 45309-0201 FLIR T365 (30 Hz)
market considerations. License procedures may apply. • 45309-0201-1 FLIR T365 (30 Hz) + EX845

• 45602-0201 FLIR T365 (9 Hz)Information and equipment described herein may require
• 45602-0201-1 FLIR T365 (9 Hz) + EX845US Government authorization for export purposes.
• 45001-0202 FLIR T390 (50 Hz)Diversion contrary to US law is prohibited.
• 45301-0202 FLIR T400 (30 Hz)(v1.01) • 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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HDMI type C to DVI cable 1.5 m

Part number:

T910930
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This cable is used to connect the infrared camera with an external display.

Technical data

Weight 159 g (5.6 oz.)

Cable length 1.5 m (4.9 ft.)

Connector HDMI type C to DVI

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
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HDMI type C to HDMI type A cable 1.5 m

Part number:

T910891
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This cable is used to connect the infrared camera with an external display.

Technical data

Weight 137 g (4.8 oz.)

Cable length 1.5 m (4.9 ft.)

Connector HDMI type C to HDMI type A

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
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Hard transport case for T6xx series

Part number:

T197924
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Rugged, watertight plastic shipping case for FLIR T6XX series. Holds all items neatly and securely. The case can be
locked with padlocks and features a breather valve to prevent pressure build-up in airplane cargo holds.

Technical data

Weight 3.1 kg (6.8 lb.)

Size (L × W × H) 463 × 346 × 172 mm (18.2 × 13.6 × 6.8 in.)

Color Black

Scope of delivery

• Hard transport case

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
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Large eyecap

Part number:

T197883
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Soft eye cap for the viewfinder on the camera.

Technical data

Color Black

Scope of delivery

• Eye cap

Compatible with the following products

• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
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Stylus pen

Part number:

T197753
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The stylus pen is used to control the camera or entering data via the touch screen.

Technical data

Size (L × D) 94 × 10 mm (3.7 × 0.4 in.)

Color Gray

Scope of delivery

• Stylus pen

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
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Tripod Adapter

Part number:

T197731
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Tripod adapter, necessary accessory to be able to mount the camera on a tripod.

Technical data

Size (L × W × H) 60× 36 × 20 mm (2.4 × 1.4 × 0.8 in.)

Color Black

Scope of delivery

• Tripod Adapter

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
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Neck strap

Part number:

1124544
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Neck strap to carry the camera.

Technical data

Color Black

Scope of delivery

• Neck strap

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
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Part number: Compatible with the following products

• 45607-0201-1 FLIR B250 (9 Hz) + MO2971124544
• 45306-0201 FLIR B300 (30 Hz)

Specifications subject to change without further notice. • 45312-0201 FLIR B335 (30 Hz)
Camera models and accessories subject to regional • 45312-0201-1 FLIR B335 (30 Hz) + MO297
market considerations. License procedures may apply. • 45610-0201 FLIR B335 (9 Hz)

• 45610-0201-1 FLIR B335 (9 Hz) + MO297Information and equipment described herein may require
• 45304-0201 FLIR B360 (30 Hz)US Government authorization for export purposes.
• 37706-0102 FLIR B360 (9 Hz)Diversion contrary to US law is prohibited.
• 45310-0201 FLIR B365 (30 Hz)(v1.02) • 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Bluetooth Headset

Part number:

T197771
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

General description

Headset with Bluetooth for wireless connection with the infrared camera.

Technical data

Bluetooth Connection to the infrared camera

Audio Headset including microphone

Scope of delivery

• Headset
• Ear clip
• Charger
• Multi plugs
• USB cable Std A to Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T197771
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

1534 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR T6xx series



EX845: Clamp meter + IR therm TRMS 1000A
AC/DC

Part number:

T910972
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with METERLiNK™
Wirelessly transmits Voltage and Current readings to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

METERLiNK™ makes it easy for a thermographer to quickly take electrical readings using an Extech EX845 clamp
meter and instantly record them right on an infrared image. METERLiNK™ accelerates infrared inspections and
diagnostics while adding value to your reports by increasing the amount of detail you provide.

EX845 CAT IV Clamp Meter Features:

• Patented built-in non-contact IR Thermometer design with laser pointer
• True RMS Current and Voltage measurements
• Peak hold captures inrush currents and Transients
• MultiMeter functions include AC/DC Voltage, Resistance, Capacitance, Frequency, Diode, and Continuity
• 1.7" (43mm) jaw opening for conductors up to 750MCM or two 500MCM
• 4000 count backlit display
• Features include Data Hold and Min/Max and Auto Power off
• Autoranging with manual range button
• Complete with CAT IV test leads, 9V battery, Type K probe (-22 to 572°F/-30 to 300°C), pouch case, and

Professional Test Lead Set

Professional Test Lead Features:

• 8-Piece Professional Test Lead set
• Two 42" (1m) PVC lead extensions with shrouded banana plugs at both ends
• Two modular 4" (102mm) Heavy Duty test probe handles with 0.16" (4mm) banana plug tip
• Two standard size, alligator clips with insulated rubber boot
• Two extra large, double-insulated, alligator clips with sharp teeth for piercing insulated wire. Jaws open to 0.8"

(20mm)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)T910972
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0403 FLIR T640 45° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 45606-0201 FLIR T200 (9 Hz)Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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MO297: Moisture meter, pinless with memory

Part number:

T910973
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with MeterLink™
Wirelessly transmits moisture and humidity data to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

FLIR infrared cameras rapidly reveal moisture problems in homes and commercial structures. Documenting water
damage with a moisture meter can provide valuable added details about moisture issues. The process of correlating
readings to infrared images however is awkward, imprecise and prone to errors. METERLiNK™ expedites building
inspections by annoting several moisture-related readings from damaged surfaces directly onto the related infrared
image. METERLiNK™ increases accuracy and eliminates confusion about which moisture readings pertain to which
images.

Key features:

• Quickly indicates the moisture content of materials with Pinless technology without damaging the surface; Remote
Pin-type probe (MO290-P included) allows for contact moisture readings (3ft/0.9m cable length)

• Manually store/recall up to 20 labeled readings
• Works on multiple wood types and other building materials
• Easy to read, large dual display with automatic backlight feature
• Simultaneously displays moisture value of wood or material being tested, Air Temperature, IR Temperature, or

Humidity
• Pinless measurement depth to 0.75" (19mm) below the surface
• Programmable high/low Moisture and Humidity alarms
• Designed with a patented IR circuit to measure non-contact surface temperature; 8:1 distance to spot ratio with 0.95

fixed emissivity
• Built-in Humidity/Temperature probe measures Relative Humidity, Air Temperature plus Grains Per Pound

(GPP)/(g/kg), Dew Point (DP), Vapor Pressure, and condensation point
• Automatic calculation of differential Temperature (IR - DP) to determine condensation point
• Fast Analog Bargraph
• Min/Max and Data Hold
• Auto power off and low battery indication
• Complete with pin moisture probe with cable, 9V battery and case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)T910973
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0401 FLIR T640 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)

• 55901-0403 FLIR T640 45° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)(v1.0) • 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit
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Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1

Part number:

T198206
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.02) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 5 user licenses

Part number:

T198206L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 5 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L5 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L5
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 10 user licenses

Part number:

T198206L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 10 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L10 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L10
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR Max 3.1

Part number:

T198209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
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Part number: Compatible with the following products

• 40402-3703 FLIR SC620 45°T198209
• 55901-1201 FLIR T610 15°

Specifications subject to change without further notice. • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1202 FLIR T610 25°
market considerations. License procedures may apply. • 55901-0202 FLIR T610 25° (incl. Wi-Fi)

• 55901-1203 FLIR T610 45°Information and equipment described herein may require
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1101 FLIR T620 15°Diversion contrary to US law is prohibited.
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)(v1.0) • 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T198209
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-2201 FLIR E40
market considerations. License procedures may apply. • 49001-2301 FLIR E50

• 49001-1602 FLIR E60Information and equipment described herein may require
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTUS Government authorization for export purposes.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed(v1.0) • SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 5 user licenses

Part number:

T198209L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 5 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L5
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L5
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 10 user licenses

Part number:

T198209L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 10 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L10
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L10
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)

1562 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR T6xx series



Upgrade previous version to FLIR ResearchIR 3.1

Part number:

T198292
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR 3.1, for
details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

Scope of delivery

• FLIR ResearchIR

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198292
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Upgrade previous version to FLIR ResearchIR
Max 3.1

Part number:

T198291
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR Max 3.1,
for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198291
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
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Part number: Compatible with the following products

• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 CameraT198291
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)

Specifications subject to change without further notice. • 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)

• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)Information and equipment described herein may require
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)US Government authorization for export purposes.
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512Diversion contrary to US law is prohibited.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)(v1.01) • 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade FLIR ResearchIR 3.x to FLIR ResearchIR
Max 3.1

Part number:

T198290
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade of FLIR ResearchIR 3.x to FLIR ResearchIR Max 3.1, for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
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Part number: Compatible with the following products

• 40205-0201 FLIR T250T198290
• 45605-0201 FLIR T250 (9 Hz)

Specifications subject to change without further notice. • 45605-0201-1 FLIR T250 (9 Hz) + EX845
Camera models and accessories subject to regional • 45305-0201 FLIR T300 (30 Hz)
market considerations. License procedures may apply. • 45004-0201 FLIR T330 (50 Hz)

• 45311-0201 FLIR T335 (30 Hz)Information and equipment described herein may require
• 45311-0201-1 FLIR T335 (30 Hz) + EX845US Government authorization for export purposes.
• 45609-0201 FLIR T335 (9 Hz)Diversion contrary to US law is prohibited.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845(v1.01) • 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
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Part number: Compatible with the following products

• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)T198290
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)

Specifications subject to change without further notice. • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)

• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)Information and equipment described herein may require
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512US Government authorization for export purposes.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)Diversion contrary to US law is prohibited.
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)(v1.01) • 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR QuickReport 1.2 SP2

Part number:

1196541
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR QuickReport (freeware) allows users to organize and analyze the radiometric images from its infrared cameras and
present them in a report in just three easy steps.

1. Organize
Transfer the images to your computer via USB, SD Memory Card or Windows® Explorer. In FLIR QuickReport images
will be shown as thumbnails so that they are easy to find and select.
2. Analyze
FLIR QuickReport can be used to analyze your IR images. Change level and span to get the most out of your images.
Measurement functions (spots, areas etc) and text annotations can be added/edited. It is also possible to use the
dewpoint alarm or insulation alarm within FLIR QuickReport.
3. Report
Create multi page report with either 2 IR images, or 1 IR image and a photo. The images can be placed into the report
by using a drag-and-drop operation. Any image descriptions or text comments will be transferred from the camera and
will automatically be included in the report.

Key features:

• Adjust level, span, and color palette
• Change Isotherm and temperature levels
• Create spot meters, lines, and areas
• Email one or more images
• Alter parameters for the Dewpoint and Insulation alarms
• Add your company logo to inspection reports
• Drag-and-drop images and preview report pages
• Digitally zoom and pan up to 8 times
• Fusion: Interval/Blending/Picture-in-Picture
• Text comments: Add/Delete/Edit

The software allows the user to adjust the level, span, zoom and pan of the camera. FLIR QuickReport features a choice
of ten different color palettes. The alarm displays risk of surface condensation, mould growth and inadequate insulation.
The built-in report templates allow the user to either include two infrared images, or an infrared image and a digital
photo. Image descriptions and text and voice comments can be transferred automatically into the report.
The inspection report can be emailed or exported into Excel, or to the FLIR Reporter software.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=38

Release notes

Version 1.2 SP2

New features • MeterLink Support
• Minor Bugfixes

Scope of delivery

• Freeware (see Download)

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°1196541
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.02) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)1196541
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 2470422710US B2 indigo version
Camera models and accessories subject to regional • 44201-0101 FLIR GF306 14.5°
market considerations. License procedures may apply. • 44202-0101 FLIR GF306 14.5° Fixed lens

• 44201-0102 FLIR GF306 24°Information and equipment described herein may require
• 44202-0102 FLIR GF306 24° Fixed lensUS Government authorization for export purposes.
• 44601-0101 FLIR GF309 14.5°Diversion contrary to US law is prohibited.
• 44602-0101 FLIR GF309 14.5° Fixed lens(v1.02) • 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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FLIR Tools

Part number:

T197965
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

General description

FLIR Tools is a software suite specifically designed to provide an easy way to update your camera and create inspection
reports.

Key features:

• Report templates (horizontal IR + DC, vertical IR + DC, horizontal IR + IR).
• Import images from your camera to your computer.
• Apply filters when searching for images.
• Search in all texts in images and text annotations.
• Store the five latest search criterias.
• Lay out, move, and resize measurement tools on any infrared image.
• Create PDF imagesheets of any images of your choice.
• Add headers, footers, and logos to the imagesheets.
• Create PDF reports of any images of your choice.
• Add headers, footers, and logotypes to the report.
• Report editor (report page preview and snap to grid).
• Sort function (by date, groups sorted by by path and groups sorted by date)
• Browse and purchase infrared cameras, software, and accessories in our webshop.
• Software localized to 21 languages.
• Camera update (applies to FLIR Exx and T6xx series only).

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=120

Release notes

Version FLIR Tools 2.0

New features • --- News in 2.0: ---
• Camera tab (Camera connection with FLIR UVC

cameras. Measurement data analysis. Plotting.
Snapshot saving with text annotation and plot.)

• Performance improvement for large reports: can now
create reports and imagesheets of up to 200 pages.

• Various bug fixes.

Scope of delivery

• Digital download, or
• CD-ROM

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
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Part number: Compatible with the following products

• 55901-0102 FLIR T620 25° (incl. Wi-Fi)T197965
• 55901-1103 FLIR T620 45°

Specifications subject to change without further notice. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1301 FLIR T620bx 15°
market considerations. License procedures may apply. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)

• 55901-1302 FLIR T620bx 25°Information and equipment described herein may require
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1303 FLIR T620bx 45°Diversion contrary to US law is prohibited.
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)(v1.08) • 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Viewer (iPad/iPhone Application)

Part number:

APP-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

FLIR Viewer - an intuitive iPhone/iPad app for analyzing, managing, and distributing infrared images.
With FLIR Viewer, you can exchange images between your camera and wireless device, analyze images (spot, level
span and palette), read GPS position and map information, generate and email pdf-reports directly on an iPhone, iPod
Touch or iPad.

Key features:

• Import images from your infrared camera.
• Lay out and move measurement tools on the image.
• Read out temperature measurements.
• Zoom in on images.
• On the iPhone/iPad, remotely take snapshots when a camera is connected.
• On the camera, take snapshots that will automatically be saved on the iPhone/iPad.
• Delete images on the iPhone/iPad.
• Display an image’s GPS coordinates on Google Maps.
• Create and e-mail imagesheets.
• Create and e-mail reports.
• Print imagesheets and reports with any AirPrint-enabled printer.
• Save images in the iPhone/iPad photo library.
• Save PDF reports in image folders.
• Send images to FTP sites and other file-sharing services (Dropbox, Box.net, etc.).
• Display image information, e.g., object parameters, text comments, file details.
• Scale indicators when changing the level/span.
• Play back voice comments.
• Change the level and span.
• Change general settings in the app.
• Change the palette.

FLIR Viewer PRO adds FTP and image management features:

• FTP (Uploading images to a server)
• Box support
• DropBox support
• Downloadable palettes
• Area, Line and Circle tools
• Automatic hot and cold detection
• DeltaT
• Possibility to add your own logo to the reports

Download

The application can be downloaded from App Store, see the link below.

http://itunes.apple.com/se/app/flir-ir-viewer/id408847159?mt=8#ls=1

Release notes

Version FLIR Viewer 1.1.1

New features • --- News in 1.1.1
• Easier method to select a customer logo.
• Additional properties now added. e.g., image size,

camera type, and lens type.
• Updated translations.
• Various bug fixes.

System requirements

Operating system • iOS 4.0 or higher

Hardware requirements • iPhone
• iPad
• iPod
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Part number: Compatible with the following products

• 55901-0201 FLIR T610 15° (incl. Wi-Fi)APP-10000
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Specifications subject to change without further notice.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Camera models and accessories subject to regional
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)market considerations. License procedures may apply.
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)

Information and equipment described herein may require • 55901-0103 FLIR T620 45° (incl. Wi-Fi)
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)

• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)(v1.04)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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FLIR Remote (iPad/iPhone Application)

Part number:

APP-10001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR Remote is an iPhone/iPad app for the remote control of FLIR T6xx series cameras that support Wi-Fi.
FLIR Remote lets thermograhers use an iPad, iPhone, or iPod touch to see and capture live, streaming infrared video
and stills from select FLIR cameras. The app allows users to remotely control the camera functions from the device.

With FLIR Remote, the camera can be stationed in one area and operated wirelessly from another – highly useful for IR
inspections of energized equipment or performing IR surveys in hard-to-reach locations and harsh working
environments. Streaming video and remote access gives decision makers and others on your team a valuable
opportunity to observe and collaborate in the thermal imaging process.

Key features:

• Select camera
• View live images

Using the pay version of FLIR Remote, you can do the following:

• Change image mode, i.e., infrared, visual, fusion, and picture-in-picture.
• Change object parameters, e.g., emissivity, reflected apparent temperature, and object distance.
• Change the temperature range.
• Turn on and turn off the video lamps.
• Display system information.
• Focus the camera.
• Automatically and manually adjust the camera.
• Change the color palette.
• Lay out, move, and resize measurement tools (spot, area box, circle, line).
• Measurement tools context menu (long-press).
• Take a picture.
• Set the camera to automatically take a visual image when taking an infrared image.
• Record video clips.
• Change various settings, e.g., video quality.
• Adjust the temperature scale.
• Save, e-mail, and export images.
• Manage files in the image archive.

Download

The application can be downloaded from App Store, see the link below.

http://itunes.apple.com/us/app/flir-remote/id449160458?mt=8

Release notes

Version FLIR Remote 1.07

New features • --- News in 1.07---
• Improved performance
• Fixed localization issues
• Measurement tools context menu (long-press).
• Various bug fixes
• --- News in 1.05---
• Context-sensitivity menu for measurements tools.
• Line graph.
• Possibility to set scale limits from the keyboard.
• Temperature units setting.
• Video size setting.
• Distance setting.
• Possibility to change the camera temperature range from

the remote control.
• Connection speed.
• Various bug fixes.

System requirements
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Part number: Operating system • iOS 4.0 or higher

Hardware requirements • iPhoneAPP-10001
• iPad

Specifications subject to change without further notice. • iPod
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 55901-0201 FLIR T610 15° (incl. Wi-Fi)Diversion contrary to US law is prohibited. • 55901-0202 FLIR T610 25° (incl. Wi-Fi)
(v1.07) • 55901-0203 FLIR T610 45° (incl. Wi-Fi)

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
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FLIR Tools Mobile (Android Application)

Part number:

APP-10002
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

FLIR Tools Mobile is an intuitive Android app for analyzing, managing, and distributing infrared images.

Key features:

• Import images from your Wi-FI-enabled infrared camera.
• Lay out and move measurement tools on the image.
• Read out temperature measurements.
• Zoom in on images.
• On the Android phone/tablet, remotely take snapshots when a camera is connected.
• On the camera, take snapshots that will automatically be saved on the Android phone/tablet.
• Delete images on the Android phone/tablet.
• Display an image’s GPS coordinates on Google Maps.
• Create and e-mail reports.
• Save images in the Android phone/tablet photo library.
• Send images to FTP sites and other file-sharing services (DropBox, Box.net, etc.).
• Display image information, e.g., object parameters, text comments, and file details.
• Play back voice comments.
• Change the level and span.
• Change general settings in the app.
• Change the palette.
• Help files in 21 languages.

Download

The application can be downloaded from Android Market, see the link below.

https://market.android.com/details?id=com.flir.viewer

Release notes

Version FLIR Tools Mobile 1.0.1

New features • --- News in 1.0.1 ---
• Greek and Russian language support for PDF export

now enabled.
• Help files now translated into 21 languages.
• Various bug fixes and optimizations.

System requirements

Operating system • Android 2.3 and later

Compatible with the following products

• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310APP-10002
• 61201-1003 FLIR A300f 25°

Specifications subject to change without further notice. • 61201-1004 FLIR A300f 45°
Camera models and accessories subject to regional • 61201-1103 FLIR A310f 25°
market considerations. License procedures may apply. • 61201-1104 FLIR A310f 45°

• 61201-1105 FLIR A310f 90°Information and equipment described herein may require
• 49001-2001 FLIR E40 (incl. Wi-Fi)US Government authorization for export purposes.
• 49001-2101 FLIR E50 (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 49001-0602 FLIR E60 (incl. Wi-Fi)(v1.03) • 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

1584 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR T6xx series



One year extended warranty for T6xx series

Part number:

T199836
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
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General Maintenance T6xx series

Part number:

T199838
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
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ITC Advanced Building – attendance 1 pers

Part number:

ITC-ADV-3011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn the physical concepts of heat transfer and apply them together with relevant building science. After the course, the
participant will be able to do a qualified building inspection on the base of existing laws, standards, and regulations.

Note: This course refers mainly to European building standards. Please consult ITC before selling it in other countries.

Content

• Introduction and refresher of IR basics
• Thermal transfer and wall structures
• Insulating materials
• Humidity, moisture, and the dew point
• Air leaks, pressure profiles, and air permeability
• Survey methodology

Labs

• Outside inspection
• Air permeability test (with Blower Door)
• Reporting

Course information

Available languages English

Target group • Professional users in building applications who want to
become experts in Building Thermography.

Typical student • Knows how to operate the camera
• Knows how to report
• Has a background in a building profession, but rather

moderate experience in IR or has experience in another
IR application field but rather moderate knowledge in
building science

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Recommendations • Knowledge of building techniques
• Bring own PC for calculations and exercises

Course details

Duration 3 days (24 hours)

Structure Theory takes place in the mornings, practical labs,
calculations, and software exercises are scheduled for the
afternoons.

Exam A final test (20 multiple choice questions) will be written on
the 3rd day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced Building Course is offered worldwide by ITC
as listed in "Courses offered by ITC partners" (T560393).ITC-ADV-3011 Specific customer requests shall be forwarded to the
closest ITC subsidiary or LTC.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach the

Advanced Building Course.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Advanced Building – group of 10 pers.

Part number:

ITC-ADV-3019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn the physical concepts of heat transfer and apply them together with relevant building science. After the course, the
participant will be able to do a qualified building inspection on the base of existing laws, standards, and regulations.

Note: This course refers mainly to European building standards. Please consult ITC before selling it in other countries.

Content

• Introduction and refresher of IR basics
• Thermal transfer and wall structures
• Insulating materials
• Humidity, moisture, and the dew point
• Air leaks, pressure profiles, and air permeability
• Survey methodology

Labs

• Outside inspection
• Air permeability test (with Blower Door)
• Reporting

Course information

Available languages English

Target group • Professional users in building applications who want to
become experts in Building Thermography.

Typical student • Knows how to operate the camera
• Knows how to report
• Has a background in a building profession, but rather

moderate experience in IR or has experience in another
IR application field but rather moderate knowledge in
building science

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Recommendations • Knowledge of building techniques
• Bring own PC for calculations and exercises

Course details

Duration 3 days (24 hours)

Structure Theory takes place in the mornings, practical labs,
calculations, and software exercises are scheduled for the
afternoons.

Exam A final test (20 multiple choice questions) will be written on
the 3rd day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced Building Course is offered worldwide by ITC
as listed in "Courses offered by ITC partners" (T560393).ITC-ADV-3019 Specific customer requests shall be forwarded to the
closest ITC subsidiary or LTC.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach the

Advanced Building Course.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

1591 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR T6xx series



Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours

1619 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR T6xx series



Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Practical Course - Solar panel inspection -
attendance, 1 pers (2 days)

Part number:

ITC-PRA-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” is
lectured by qualified ITC instructors with special experience
in the field of solar panel installations.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-PRA-2011
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.02)
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Practical Course - Solar panel inspection -
group up to 10 pers (2 days)

Part number:

ITC-PRA-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.
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Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” isITC-PRA-2019
lectured by qualified ITC instructors with special experience

Specifications subject to change without further notice. in the field of solar panel installations.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.02) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course building thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for the inspection of
buildings. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about the building envelope, important physical
parameters and typical faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• The building envelope
• Important physical parameters
• Major anomalies
• Thermal patterns
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Building application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and building applications.

Typical student • A person from the building sector
• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and building

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Building Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2019 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Building Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of building applications.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course building thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for the inspection of
buildings. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about the building envelope, important physical
parameters and typical faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• The building envelope
• Important physical parameters
• Major anomalies
• Thermal patterns
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Building application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and building applications.

Typical student • A person from the building sector
• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and building

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Building Thermography” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.
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Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Short Course Building Thermography” is lecturedITC-EXP-2011
by qualified ITC instructors with special experience in the

Specifications subject to change without further notice. field of building applications.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited. • 40402-3802 FLIR B660 24°
(v1.0) • 40402-3803 FLIR B660 45°

• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course electrical thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2041 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course electrical thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2049
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2049 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course HVAC and plumbing -
attendance 1 pers (2 days)

Part number:

ITC-EXP-2061
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
heating and HVAC systems, and related installations. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography, and how to use your camera the best way. The second day
you will get introduced to various heating systems before you learn about typical faults and how thermography helps you
to locate and analyze these. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Heating systems
• Pipe tracing and localization or water circuits
• Water leaks
• Moisture and humidity
• Water radiators
• Tanks, manifolds and plenums
• HVAC systems
• Industrial heat exchangers
• Photovoltaic panel inspection
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Application labs

Course information

Available languages English, French, German, Italian, Spanish, Swedish

Target group • Beginners and anybody interested in IR thermography,
plumbing and HVAC applications.

Typical student • Plumbers or persons working with plumbing and
or/HVAC systems

• Facility managers
• Someone looking to purchase a camera
• Someone who just purchased a camera

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Short Course HVAC and plumbing” is offered in
EMEA by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course HVAC and plumbing” is lectured by
qualified ITC instructors with special experience in the field
of electrical installations.
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Part number: Compatible with the following products

• 40402-3801 FLIR B660 12°ITC-EXP-2061
• 40402-3802 FLIR B660 24°Specifications subject to change without further notice.
• 40402-3803 FLIR B660 45°Camera models and accessories subject to regional
• 40402-3902 FLIR B620 24°market considerations. License procedures may apply.
• 40402-3903 FLIR B620 45°

Information and equipment described herein may require • 55901-1301 FLIR T620bx 15°
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-1302 FLIR T620bx 25°

• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.02)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course HVAC and plumbing - group up
to 10 pers (2 days)

Part number:

ITC-EXP-2069
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
heating and HVAC systems, and related installations. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography, and how to use your camera the best way. The second day
you will get introduced to various heating systems before you learn about typical faults and how thermography helps you
to locate and analyze these. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Heating systems
• Pipe tracing and localization or water circuits
• Water leaks
• Moisture and humidity
• Water radiators
• Tanks, manifolds and plenums
• HVAC systems
• Industrial heat exchangers
• Photovoltaic panel inspection
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Application labs

Course information

Available languages English, French, German, Italian, Spanish, Swedish

Target group • Beginners and anybody interested in IR thermography,
plumbing and HVAC applications.

Typical student • Plumbers or persons working with plumbing and
or/HVAC systems

• Facility managers
• Someone looking to purchase a camera
• Someone who just purchased a camera

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Short Course HVAC and plumbing” is offered in
EMEA by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course HVAC and plumbing” is lectured by
qualified ITC instructors with special experience in the field
of electrical installations.
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Part number: Compatible with the following products

• 40402-3801 FLIR B660 12°ITC-EXP-2069
• 40402-3802 FLIR B660 24°Specifications subject to change without further notice.
• 40402-3803 FLIR B660 45°Camera models and accessories subject to regional
• 40402-3902 FLIR B620 24°market considerations. License procedures may apply.
• 40402-3903 FLIR B620 45°

Information and equipment described herein may require • 55901-1301 FLIR T620bx 15°
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-1302 FLIR T620bx 25°

• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.02)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297

1650 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR T6xx series



Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - attendance 1 pers.

Part number:

ITC-EXP-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-1001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-1001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - group up to 10 pers.

Part number:

ITC-EXP-1009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-1009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300

1659 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR T6xx series



Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-1009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

1660 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR T6xx series



ITC Training 2 days - attendance 1 pers.

Part number:

ITC-EXP-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-2001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen

1662 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR T6xx series



Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-2001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - group up to 10 pers.

Part number:

ITC-EXP-2009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-2009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-2009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - attendance 1 pers.

Part number:

ITC-EXP-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-3001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-3001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - group up to 10 pers.

Part number:

ITC-EXP-3009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-3009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-3009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 2 in

Part number:

19250-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 25.5 × 73 × 86 mm (1.0 × 2.87 × 3.36 in.)

Viewing aperture diameter 45 mm (1.77 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 60.3 mm (2.375 in.)
Greenlee Punch: 76BB
Maximum pullout strength: 658 kg (1450 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19250-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 3 in.

Part number:

19251-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 26.9 × 99 × 107 mm (1.05 × 3.89 × 4.22 in.)

Viewing aperture diameter 69 mm (2.71 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 88.9 mm (3.5 in.)
Greenlee Punch: 739BB
Maximum pullout strength: 1656 kg (3650 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°

1676 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR P6xx series



Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19251-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 4 in.

Part number:

19252-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 29.3 × 127 × 137 mm (1.15 × 5.01 × 5.37 in.)

Viewing aperture diameter 89 mm (3.50 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 114.3 mm (4.5 in.)
Greenlee Punch: 742BB
Maximum pullout strength: 1678 kg (3700 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19252-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR lens, f = 76 mm, 12°, incl. case for FLIR 600
series

Part number:

T197188
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The 12° lens is a popular lens accessory and provides 2× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 12° × 9°

Minimum focus distance 1.2 m (3.9 ft.)

Focal length 76 mm (3.0 in.)

Spatial resolution (IFOV) 0.33 mrad

F-number 1.1

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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IR lens, f = 131 mm, 7°, incl. case for FLIR 600
series

Part number:

T197190
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The 7° lens is a popular lens accessory and provides 3.5× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 7° × 5.3°

Minimum focus distance 3.0 m (9.8 ft.)

Focal length 131 mm (5.2 in.)

Spatial resolution (IFOV) 0.19 mrad

F-number 1.1

Weight 1.50 kg (3.30 lb.), Support 0.45 kg (0.99 lb.)

Size (L × D) 168.2 mm (6.62 in.) × 146.0 mm (5.75 in.)

Scope of delivery

• Lens
• Lens case
• Mounting support

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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IR lens, f = 19 mm, 45°, incl. case for FLIR 600
series

Part number:

T197189
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This wide angle lens has a field of view almost double that of the standard 24° lens. Perfect for wide or tall targets or
when working in crowded spaces.

Technical data

Field of view (FOV) 45° × 34°

Minimum focus distance 0.2 m (0.7 ft.)

Focal length 19 mm (0.75 in.)

Spatial resolution (IFOV) 1.3 mrad

F-number 1.1

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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IR lens, f = 38 mm, 24°, incl. case for FLIR 600
series

Part number:

T197187
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The standard 24° lens is suitable for the majority of applications.

Technical data

Field of view (FOV) 24° × 18°

Minimum focus distance 0.3 m (1.0 ft.)

Focal length 38 mm (1.5 in.)

Spatial resolution (IFOV) 0.65 mrad

F-number 1.1

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Macro lens, 1x (25 um) with case

Part number:

T197341
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 16 × 12 mm (0.63 x 0.47 in.)

Magnifying factor 1x

Working distance 18 mm (0.71 in.)

Depth of field ±0.13 mm

Spatial resolution (IFOV) 25 µm

F-number 1.1

Focus Fixed

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Close-up IR lens 0.5X, f = 75 mm (fits 24° IR lens)
for ThermaCAM and FLIR 600 series

Part number:

1196683
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This close-up optic attaches to the standard 24° lens and provides resolution of very small targets.

Technical data

Field of view (FOV) 32 × 24 mm (1.26 × 0.94 in.)

Magnifying factor 0.5×

Minimum focus distance 60.3 mm (2.36 in.)

Focal length 76.3 mm (3.0 in.)

Spatial resolution (IFOV) 50 µm

F-number 1.1

Weight 131 g

Size (L × D) 28.6 mm (1.12 in.) × 81.0 (3.19 in)

Compatible with the following products

• 40402-3002 FLIR P660 24°
• 40402-3102 FLIR P640 24°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3802 FLIR B660 24°
• 40402-3902 FLIR B620 24°
• 40402-3502 FLIR SC660 24°
• 40402-3602 FLIR SC640 24°
• 40402-3702 FLIR SC620 24°
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Protective window (fits 24°) with case

Part number:

T197343
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Protective window for the 24° lens. The window is made of monocrystalline fluoride.

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3002 FLIR P660 24°
• 40402-3102 FLIR P640 24°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3802 FLIR B660 24°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3502 FLIR SC660 24°
• 40402-3602 FLIR SC640 24°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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High temperature option +2000°C/+3632°F

Part number:

1196745
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +2000°C (+3632°F)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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High temperature option +1500°C/+2732°F

Part number:

1196744
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +1500°C (+2732°F)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Battery

Part number:

1196209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

High capacity battery for the IR camera.

Technical data

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah at +20°C (+68°F)

Battery note Approximate lithium content: 3.0 g

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging time 2.5 h to 95% capacity, charging status indicated by LED's

Charging temperature 0°C to +45°C (+32°F to +113°F)

Battery storage temperature range –40°C to +70°C (–40°F to +158°F)

Battery weight 0.24 kg (0.52 lb.)

Size (L × W × H) 141 × 47 × 28 mm (5.5 × 1.8 × 1.1 in.)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens

1689 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR P6xx series



Battery charger, incl. power supply with multi
plugs

Part number:

T197692
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Stand-alone 2-bay battery charger, including power supply with multi plugs.

Note: This product replaces T197563 and 1196210EU/UK/US

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 3000 mA at 12 VDC

Battery charger size (L × W × H) 158 × 122 × 25 mm (6.2 × 4.8 × 1.0 in.)

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Stand-alone 2-bay battery charger
• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens

1690 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR P6xx series



Power supply, incl. multi plugs

Part number:

T910814
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

FLIR P/B/SC6xx and FLIR GF3xx series:
Power supply, including multiple plugs, to charge the battery when it is inside or outside of the camera.

FLIR T6xx and FLIR Exx series:
Power supply, including multiple plugs, to charge the battery when it is inside the camera or in the battery charger.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 3000 mA at 12 VDC

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1403 FLIR T640 45°T910814
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-1601 FLIR T640bx 15°
Camera models and accessories subject to regional • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1602 FLIR T640bx 25°

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1603 FLIR T640bx 45°US Government authorization for export purposes.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 44401-0201 FLIR GF300 14.5°(v1.03) • 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Adapter, SD memory card to USB

Part number:

1910475
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Adapter, SD memory card to USB.

Easy to install and use; no additional driver installation required for Windows ME, 2000 and XP. Driver included for
Windows 98SE.

Technical data

Weight 16 g (0.56 oz.)

Size (L × W × H) 74 × 26 × 11 mm (2.9 × 1.0 × 0.4 in.)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
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Part number: Compatible with the following products

• 37706-0102 FLIR B360 (9 Hz)1910475
• 45310-0201 FLIR B365 (30 Hz)

Specifications subject to change without further notice. • 45310-0201-1 FLIR B365 (30 Hz) + MO297
Camera models and accessories subject to regional • 45604-0201 FLIR B365 (9 Hz)
market considerations. License procedures may apply. • 45604-0201-1 FLIR B365 (9 Hz) + MO297

• 45303-0202 FLIR B400 (30 Hz)Information and equipment described herein may require
• 45308-0202 FLIR B425 (30 Hz)US Government authorization for export purposes.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45603-0202 FLIR B425 (9 Hz)(v1.01) • 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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Memory card micro-SD with adapters

Part number:

T910737
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Micro-SD Card for data storage (e.g. images)

Technical data

Memory card, size At least 2 GB

Scope of delivery

• micro-SD
• Adapter to miniSD Card
• Adapter from miniSD Card to SD memory card

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)T910737
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.03) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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USB cable Std A <-> Mini-B

Part number:

1910423
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using the USB protocol.

Technical data

Weight 60 g (2.1 oz.)

Cable length 1.8 m (5.9 ft.)

Connector Standard USB-A to USB Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)1910423
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.02) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E401910423
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)
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FireWire cable 6/6, 2.0 m/6.6 ft.

Part number:

1910482
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using the FireWire protocol.

Technical data

Weight 157 g (5.5 oz.)

Cable length 2.0 m (6.6 ft.)

Connector FireWire 6-pin to 6-pin

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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FireWire cable 4/6, 2.0 m/6.6 ft.

Part number:

1910483
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using the FireWire protocol.

Technical data

Weight 128 g (4.5 oz.)

Cable length 2.0 m (6.6 ft.)

Connector FireWire 4-pin to 6-pin

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Video cable, RCA <-> RCA, 2.0 m/6.6 ft.

Part number:

1910484
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to transfer video signals from the infrared camera to an external monitor, or to a computer featuring
an internal video card.

Technical data

Weight 60 g (2.1 oz.)

Cable length 2.0 m (6.6 ft.)

Connector RCA to RCA

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.

Part number:

1910490
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to power the infrared camera from the cigarette lighter socket in a car.

Note: This is the same product as p/n 1196497.

Technical data

Cable length 1.2 m (3.9 ft).

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
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Part number: Compatible with the following products

• 45002-0201 FLIR T340 (50 Hz)1910490
• 45302-0201 FLIR T360 (30 Hz)

Specifications subject to change without further notice. • 37705-0102 FLIR T360 (9 Hz)
Camera models and accessories subject to regional • 45309-0201 FLIR T365 (30 Hz)
market considerations. License procedures may apply. • 45309-0201-1 FLIR T365 (30 Hz) + EX845

• 45602-0201 FLIR T365 (9 Hz)Information and equipment described herein may require
• 45602-0201-1 FLIR T365 (9 Hz) + EX845US Government authorization for export purposes.
• 45001-0202 FLIR T390 (50 Hz)Diversion contrary to US law is prohibited.
• 45301-0202 FLIR T400 (30 Hz)(v1.01) • 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Hard transport case for FLIR B/P/SC6xx

Part number:

T197262
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Hard transport case for FLIR B/P/SC6XX

Technical data

Weight 3.5 kg (7.7 lb.)

Size (L × W × H) 495 × 387 × 194 mm (19.5 × 15.2 × 7.6 in.)

Color Black

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°

1705 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR P6xx series



Headset, 3.5 mm plug

Part number:

1910489
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Standard headset with 3.5 mm plug

Technical data

Audio Headset including microphone

Audio, connector type 4-pole 3.5 mm jack

Scope of delivery

• Headset

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
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Part number: Compatible with the following products

• 37706-0102 FLIR B360 (9 Hz)1910489
• 45310-0201 FLIR B365 (30 Hz)

Specifications subject to change without further notice. • 45310-0201-1 FLIR B365 (30 Hz) + MO297
Camera models and accessories subject to regional • 45604-0201 FLIR B365 (9 Hz)
market considerations. License procedures may apply. • 45604-0201-1 FLIR B365 (9 Hz) + MO297

• 45303-0202 FLIR B400 (30 Hz)Information and equipment described herein may require
• 45308-0202 FLIR B425 (30 Hz)US Government authorization for export purposes.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45603-0202 FLIR B425 (9 Hz)(v1.01) • 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Remote control unit

Part number:

T197230
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

Remote Control Unit, can be used to control the camera safely from a remote distance (approx. 15 m, 49 ft.). Extremely
useful when the camera needs to look at dangerous processes.

Technical data

WLAN Wireless communication for remote control of the camera
using USB adapter

Operating temperature range The remote control is not intended to be used below 0°C
(32°F)

Weight 0.61 kg (1.3 lb.) (including battery)

Battery weight 0.12 kg (0.26 lb.)

Size (L × W × H) 166.5 × 87.4 × 125.1 mm (6.6 × 4.9 × 3.4 in.)

Scope of delivery

• Cardboard box
• Remote control
• Battery
• Mains cable
• Pouch
• Power supply
• Sunshield
• USB cable
• User’s manual
• WLAN USB micro adapter (intended for the remote control)
• WLAN USB micro adapter (intended for the camera)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Option for P/B6xx: Radiometric IR-video
streaming using FireWire

Part number:

T197921
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This camera option adds more functionality to the FireWire port. The FireWire port can now be used to transfer real-time,
full dynamic IR video to a PC for data capture and analysis.
This option for P/B6XX shall primarily be sold with FLIR QuickPlot for the predictive maintenance and building market,
however it is also compatible with FLIR ResearchIR.

Key features:

• Real time radiometric data streaming to PC using FireWire
• Supports Windowing (with FLIR ReseachIR)

Technical data

Radiometric IR-video streaming Real-time full dynamic to PC using FireWire:
- 9 Hz using FLIR QuickPlot
- 30 Hz or 60/120 Hz (with windowing) using FLIR
ResearchIR

Scope of delivery

• Option for P/B6XX: Radiometric IR-video streaming using FireWire

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
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Bluetooth® USB micro adapter

Part number:

T951235
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth® USB micro adapter for wireless connection between the infrared camera and external Bluetooth equipment.

Technical data

Bluetooth USB-A

Scope of delivery

• Bluetooth® USB micro adapter

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202-1 FLIR B425 (30 Hz) + MO297T951235
• 45603-0202 FLIR B425 (9 Hz)

Specifications subject to change without further notice. • 45603-0202-1 FLIR B425 (9 Hz) + MO297
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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Bluetooth Headset

Part number:

T197771
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

General description

Headset with Bluetooth for wireless connection with the infrared camera.

Technical data

Bluetooth Connection to the infrared camera

Audio Headset including microphone

Scope of delivery

• Headset
• Ear clip
• Charger
• Multi plugs
• USB cable Std A to Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T197771
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)
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Wi-Fi USB micro adapter

Part number:

T951387
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Wi-Fi USB adapter for wireless connection between the infrared camera and external equipment.

NOTE: Only for use in markets accepting CE and FCC regulations for wireless equipment.

Scope of delivery

• Wi-Fi USB micro adapter

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
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Part number: Compatible with the following products

• 45310-0201-1 FLIR B365 (30 Hz) + MO297T951387
• 45604-0201 FLIR B365 (9 Hz)

Specifications subject to change without further notice. • 45604-0201-1 FLIR B365 (9 Hz) + MO297
Camera models and accessories subject to regional • 45303-0202 FLIR B400 (30 Hz)
market considerations. License procedures may apply. • 45308-0202 FLIR B425 (30 Hz)

• 45308-0202-1 FLIR B425 (30 Hz) + MO297Information and equipment described herein may require
• 45603-0202 FLIR B425 (9 Hz)US Government authorization for export purposes.
• 45603-0202-1 FLIR B425 (9 Hz) + MO297Diversion contrary to US law is prohibited.

(v1.0)
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EX845: Clamp meter + IR therm TRMS 1000A
AC/DC

Part number:

T910972
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with METERLiNK™
Wirelessly transmits Voltage and Current readings to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

METERLiNK™ makes it easy for a thermographer to quickly take electrical readings using an Extech EX845 clamp
meter and instantly record them right on an infrared image. METERLiNK™ accelerates infrared inspections and
diagnostics while adding value to your reports by increasing the amount of detail you provide.

EX845 CAT IV Clamp Meter Features:

• Patented built-in non-contact IR Thermometer design with laser pointer
• True RMS Current and Voltage measurements
• Peak hold captures inrush currents and Transients
• MultiMeter functions include AC/DC Voltage, Resistance, Capacitance, Frequency, Diode, and Continuity
• 1.7" (43mm) jaw opening for conductors up to 750MCM or two 500MCM
• 4000 count backlit display
• Features include Data Hold and Min/Max and Auto Power off
• Autoranging with manual range button
• Complete with CAT IV test leads, 9V battery, Type K probe (-22 to 572°F/-30 to 300°C), pouch case, and

Professional Test Lead Set

Professional Test Lead Features:

• 8-Piece Professional Test Lead set
• Two 42" (1m) PVC lead extensions with shrouded banana plugs at both ends
• Two modular 4" (102mm) Heavy Duty test probe handles with 0.16" (4mm) banana plug tip
• Two standard size, alligator clips with insulated rubber boot
• Two extra large, double-insulated, alligator clips with sharp teeth for piercing insulated wire. Jaws open to 0.8"

(20mm)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)T910972
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0403 FLIR T640 45° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 45606-0201 FLIR T200 (9 Hz)Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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MO297: Moisture meter, pinless with memory

Part number:

T910973
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with MeterLink™
Wirelessly transmits moisture and humidity data to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

FLIR infrared cameras rapidly reveal moisture problems in homes and commercial structures. Documenting water
damage with a moisture meter can provide valuable added details about moisture issues. The process of correlating
readings to infrared images however is awkward, imprecise and prone to errors. METERLiNK™ expedites building
inspections by annoting several moisture-related readings from damaged surfaces directly onto the related infrared
image. METERLiNK™ increases accuracy and eliminates confusion about which moisture readings pertain to which
images.

Key features:

• Quickly indicates the moisture content of materials with Pinless technology without damaging the surface; Remote
Pin-type probe (MO290-P included) allows for contact moisture readings (3ft/0.9m cable length)

• Manually store/recall up to 20 labeled readings
• Works on multiple wood types and other building materials
• Easy to read, large dual display with automatic backlight feature
• Simultaneously displays moisture value of wood or material being tested, Air Temperature, IR Temperature, or

Humidity
• Pinless measurement depth to 0.75" (19mm) below the surface
• Programmable high/low Moisture and Humidity alarms
• Designed with a patented IR circuit to measure non-contact surface temperature; 8:1 distance to spot ratio with 0.95

fixed emissivity
• Built-in Humidity/Temperature probe measures Relative Humidity, Air Temperature plus Grains Per Pound

(GPP)/(g/kg), Dew Point (DP), Vapor Pressure, and condensation point
• Automatic calculation of differential Temperature (IR - DP) to determine condensation point
• Fast Analog Bargraph
• Min/Max and Data Hold
• Auto power off and low battery indication
• Complete with pin moisture probe with cable, 9V battery and case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)T910973
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0401 FLIR T640 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)

• 55901-0403 FLIR T640 45° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)(v1.0) • 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit
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Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR QuickReport 1.2 SP2

Part number:

1196541
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR QuickReport (freeware) allows users to organize and analyze the radiometric images from its infrared cameras and
present them in a report in just three easy steps.

1. Organize
Transfer the images to your computer via USB, SD Memory Card or Windows® Explorer. In FLIR QuickReport images
will be shown as thumbnails so that they are easy to find and select.
2. Analyze
FLIR QuickReport can be used to analyze your IR images. Change level and span to get the most out of your images.
Measurement functions (spots, areas etc) and text annotations can be added/edited. It is also possible to use the
dewpoint alarm or insulation alarm within FLIR QuickReport.
3. Report
Create multi page report with either 2 IR images, or 1 IR image and a photo. The images can be placed into the report
by using a drag-and-drop operation. Any image descriptions or text comments will be transferred from the camera and
will automatically be included in the report.

Key features:

• Adjust level, span, and color palette
• Change Isotherm and temperature levels
• Create spot meters, lines, and areas
• Email one or more images
• Alter parameters for the Dewpoint and Insulation alarms
• Add your company logo to inspection reports
• Drag-and-drop images and preview report pages
• Digitally zoom and pan up to 8 times
• Fusion: Interval/Blending/Picture-in-Picture
• Text comments: Add/Delete/Edit

The software allows the user to adjust the level, span, zoom and pan of the camera. FLIR QuickReport features a choice
of ten different color palettes. The alarm displays risk of surface condensation, mould growth and inadequate insulation.
The built-in report templates allow the user to either include two infrared images, or an infrared image and a digital
photo. Image descriptions and text and voice comments can be transferred automatically into the report.
The inspection report can be emailed or exported into Excel, or to the FLIR Reporter software.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=38

Release notes

Version 1.2 SP2

New features • MeterLink Support
• Minor Bugfixes

Scope of delivery

• Freeware (see Download)

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°1196541
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.02) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)1196541
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 2470422710US B2 indigo version
Camera models and accessories subject to regional • 44201-0101 FLIR GF306 14.5°
market considerations. License procedures may apply. • 44202-0101 FLIR GF306 14.5° Fixed lens

• 44201-0102 FLIR GF306 24°Information and equipment described herein may require
• 44202-0102 FLIR GF306 24° Fixed lensUS Government authorization for export purposes.
• 44601-0101 FLIR GF309 14.5°Diversion contrary to US law is prohibited.
• 44602-0101 FLIR GF309 14.5° Fixed lens(v1.02) • 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°

1729 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR P6xx series



Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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One year extended warranty for P6xx series

Part number:

T199811
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
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General Maintenance P6xx series

Part number:

T199771
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250

1759 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR P6xx series



Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Practical Course - Solar panel inspection -
attendance, 1 pers (2 days)

Part number:

ITC-PRA-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” is
lectured by qualified ITC instructors with special experience
in the field of solar panel installations.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-PRA-2011
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.02)
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Practical Course - Solar panel inspection -
group up to 10 pers (2 days)

Part number:

ITC-PRA-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.
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Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” isITC-PRA-2019
lectured by qualified ITC instructors with special experience

Specifications subject to change without further notice. in the field of solar panel installations.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.02) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course electrical thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2041 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course electrical thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2049
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2049 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297

1785 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR P6xx series



Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - attendance 1 pers.

Part number:

ITC-EXP-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-1001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-1001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - group up to 10 pers.

Part number:

ITC-EXP-1009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-1009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-1009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - attendance 1 pers.

Part number:

ITC-EXP-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-2001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-2001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - group up to 10 pers.

Part number:

ITC-EXP-2009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-2009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-2009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - attendance 1 pers.

Part number:

ITC-EXP-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-3001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-3001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - group up to 10 pers.

Part number:

ITC-EXP-3009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°

1805 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR P6xx series



Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-3009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-3009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 2 in

Part number:

19250-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 25.5 × 73 × 86 mm (1.0 × 2.87 × 3.36 in.)

Viewing aperture diameter 45 mm (1.77 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 60.3 mm (2.375 in.)
Greenlee Punch: 76BB
Maximum pullout strength: 658 kg (1450 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19250-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 3 in.

Part number:

19251-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 26.9 × 99 × 107 mm (1.05 × 3.89 × 4.22 in.)

Viewing aperture diameter 69 mm (2.71 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 88.9 mm (3.5 in.)
Greenlee Punch: 739BB
Maximum pullout strength: 1656 kg (3650 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19251-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 4 in.

Part number:

19252-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 29.3 × 127 × 137 mm (1.15 × 5.01 × 5.37 in.)

Viewing aperture diameter 89 mm (3.50 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 114.3 mm (4.5 in.)
Greenlee Punch: 742BB
Maximum pullout strength: 1678 kg (3700 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19252-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Close-up IR lens 0.5X, f = 75 mm (fits 24° IR lens)
for ThermaCAM and FLIR 600 series

Part number:

1196683
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This close-up optic attaches to the standard 24° lens and provides resolution of very small targets.

Technical data

Field of view (FOV) 32 × 24 mm (1.26 × 0.94 in.)

Magnifying factor 0.5×

Minimum focus distance 60.3 mm (2.36 in.)

Focal length 76.3 mm (3.0 in.)

Spatial resolution (IFOV) 50 µm

F-number 1.1

Weight 131 g

Size (L × D) 28.6 mm (1.12 in.) × 81.0 (3.19 in)

Compatible with the following products

• 40402-3002 FLIR P660 24°
• 40402-3102 FLIR P640 24°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3802 FLIR B660 24°
• 40402-3902 FLIR B620 24°
• 40402-3502 FLIR SC660 24°
• 40402-3602 FLIR SC640 24°
• 40402-3702 FLIR SC620 24°
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IR lens, f = 76 mm, 12°, incl. case for FLIR 600
series

Part number:

T197188
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The 12° lens is a popular lens accessory and provides 2× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 12° × 9°

Minimum focus distance 1.2 m (3.9 ft.)

Focal length 76 mm (3.0 in.)

Spatial resolution (IFOV) 0.33 mrad

F-number 1.1

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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IR lens, f = 131 mm, 7°, incl. case for FLIR 600
series

Part number:

T197190
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The 7° lens is a popular lens accessory and provides 3.5× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 7° × 5.3°

Minimum focus distance 3.0 m (9.8 ft.)

Focal length 131 mm (5.2 in.)

Spatial resolution (IFOV) 0.19 mrad

F-number 1.1

Weight 1.50 kg (3.30 lb.), Support 0.45 kg (0.99 lb.)

Size (L × D) 168.2 mm (6.62 in.) × 146.0 mm (5.75 in.)

Scope of delivery

• Lens
• Lens case
• Mounting support

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°

1817 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR B6xx series



IR lens, f = 19 mm, 45°, incl. case for FLIR 600
series

Part number:

T197189
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This wide angle lens has a field of view almost double that of the standard 24° lens. Perfect for wide or tall targets or
when working in crowded spaces.

Technical data

Field of view (FOV) 45° × 34°

Minimum focus distance 0.2 m (0.7 ft.)

Focal length 19 mm (0.75 in.)

Spatial resolution (IFOV) 1.3 mrad

F-number 1.1

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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IR lens, f = 38 mm, 24°, incl. case for FLIR 600
series

Part number:

T197187
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The standard 24° lens is suitable for the majority of applications.

Technical data

Field of view (FOV) 24° × 18°

Minimum focus distance 0.3 m (1.0 ft.)

Focal length 38 mm (1.5 in.)

Spatial resolution (IFOV) 0.65 mrad

F-number 1.1

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Macro lens, 1x (25 um) with case

Part number:

T197341
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 16 × 12 mm (0.63 x 0.47 in.)

Magnifying factor 1x

Working distance 18 mm (0.71 in.)

Depth of field ±0.13 mm

Spatial resolution (IFOV) 25 µm

F-number 1.1

Focus Fixed

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Protective window (fits 24°) with case

Part number:

T197343
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Protective window for the 24° lens. The window is made of monocrystalline fluoride.

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3002 FLIR P660 24°
• 40402-3102 FLIR P640 24°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3802 FLIR B660 24°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3502 FLIR SC660 24°
• 40402-3602 FLIR SC640 24°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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High temperature option +2000°C/+3632°F

Part number:

1196745
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +2000°C (+3632°F)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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High temperature option +1500°C/+2732°F

Part number:

1196744
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +1500°C (+2732°F)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Battery

Part number:

1196209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

High capacity battery for the IR camera.

Technical data

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah at +20°C (+68°F)

Battery note Approximate lithium content: 3.0 g

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging time 2.5 h to 95% capacity, charging status indicated by LED's

Charging temperature 0°C to +45°C (+32°F to +113°F)

Battery storage temperature range –40°C to +70°C (–40°F to +158°F)

Battery weight 0.24 kg (0.52 lb.)

Size (L × W × H) 141 × 47 × 28 mm (5.5 × 1.8 × 1.1 in.)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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Battery charger, incl. power supply with multi
plugs

Part number:

T197692
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Stand-alone 2-bay battery charger, including power supply with multi plugs.

Note: This product replaces T197563 and 1196210EU/UK/US

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 3000 mA at 12 VDC

Battery charger size (L × W × H) 158 × 122 × 25 mm (6.2 × 4.8 × 1.0 in.)

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Stand-alone 2-bay battery charger
• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens

1825 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR B6xx series



Power supply, incl. multi plugs

Part number:

T910814
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

FLIR P/B/SC6xx and FLIR GF3xx series:
Power supply, including multiple plugs, to charge the battery when it is inside or outside of the camera.

FLIR T6xx and FLIR Exx series:
Power supply, including multiple plugs, to charge the battery when it is inside the camera or in the battery charger.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 3000 mA at 12 VDC

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)

1826 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR B6xx series



Part number: Compatible with the following products

• 55901-1403 FLIR T640 45°T910814
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-1601 FLIR T640bx 15°
Camera models and accessories subject to regional • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1602 FLIR T640bx 25°

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1603 FLIR T640bx 45°US Government authorization for export purposes.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 44401-0201 FLIR GF300 14.5°(v1.03) • 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Adapter, SD memory card to USB

Part number:

1910475
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Adapter, SD memory card to USB.

Easy to install and use; no additional driver installation required for Windows ME, 2000 and XP. Driver included for
Windows 98SE.

Technical data

Weight 16 g (0.56 oz.)

Size (L × W × H) 74 × 26 × 11 mm (2.9 × 1.0 × 0.4 in.)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)

1828 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR B6xx series



Part number: Compatible with the following products

• 37706-0102 FLIR B360 (9 Hz)1910475
• 45310-0201 FLIR B365 (30 Hz)

Specifications subject to change without further notice. • 45310-0201-1 FLIR B365 (30 Hz) + MO297
Camera models and accessories subject to regional • 45604-0201 FLIR B365 (9 Hz)
market considerations. License procedures may apply. • 45604-0201-1 FLIR B365 (9 Hz) + MO297

• 45303-0202 FLIR B400 (30 Hz)Information and equipment described herein may require
• 45308-0202 FLIR B425 (30 Hz)US Government authorization for export purposes.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45603-0202 FLIR B425 (9 Hz)(v1.01) • 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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Memory card micro-SD with adapters

Part number:

T910737
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Micro-SD Card for data storage (e.g. images)

Technical data

Memory card, size At least 2 GB

Scope of delivery

• micro-SD
• Adapter to miniSD Card
• Adapter from miniSD Card to SD memory card

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)T910737
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.03) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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USB cable Std A <-> Mini-B

Part number:

1910423
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using the USB protocol.

Technical data

Weight 60 g (2.1 oz.)

Cable length 1.8 m (5.9 ft.)

Connector Standard USB-A to USB Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)1910423
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.02) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E401910423
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)
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Video cable, RCA <-> RCA, 2.0 m/6.6 ft.

Part number:

1910484
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to transfer video signals from the infrared camera to an external monitor, or to a computer featuring
an internal video card.

Technical data

Weight 60 g (2.1 oz.)

Cable length 2.0 m (6.6 ft.)

Connector RCA to RCA

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.

Part number:

1910490
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to power the infrared camera from the cigarette lighter socket in a car.

Note: This is the same product as p/n 1196497.

Technical data

Cable length 1.2 m (3.9 ft).

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
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Part number: Compatible with the following products

• 45002-0201 FLIR T340 (50 Hz)1910490
• 45302-0201 FLIR T360 (30 Hz)

Specifications subject to change without further notice. • 37705-0102 FLIR T360 (9 Hz)
Camera models and accessories subject to regional • 45309-0201 FLIR T365 (30 Hz)
market considerations. License procedures may apply. • 45309-0201-1 FLIR T365 (30 Hz) + EX845

• 45602-0201 FLIR T365 (9 Hz)Information and equipment described herein may require
• 45602-0201-1 FLIR T365 (9 Hz) + EX845US Government authorization for export purposes.
• 45001-0202 FLIR T390 (50 Hz)Diversion contrary to US law is prohibited.
• 45301-0202 FLIR T400 (30 Hz)(v1.01) • 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FireWire cable 6/6, 2.0 m/6.6 ft.

Part number:

1910482
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using the FireWire protocol.

Technical data

Weight 157 g (5.5 oz.)

Cable length 2.0 m (6.6 ft.)

Connector FireWire 6-pin to 6-pin

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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FireWire cable 4/6, 2.0 m/6.6 ft.

Part number:

1910483
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using the FireWire protocol.

Technical data

Weight 128 g (4.5 oz.)

Cable length 2.0 m (6.6 ft.)

Connector FireWire 4-pin to 6-pin

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Hard transport case for FLIR B/P/SC6xx

Part number:

T197262
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Hard transport case for FLIR B/P/SC6XX

Technical data

Weight 3.5 kg (7.7 lb.)

Size (L × W × H) 495 × 387 × 194 mm (19.5 × 15.2 × 7.6 in.)

Color Black

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°

1840 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR B6xx series



Headset, 3.5 mm plug

Part number:

1910489
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Standard headset with 3.5 mm plug

Technical data

Audio Headset including microphone

Audio, connector type 4-pole 3.5 mm jack

Scope of delivery

• Headset

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
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Part number: Compatible with the following products

• 37706-0102 FLIR B360 (9 Hz)1910489
• 45310-0201 FLIR B365 (30 Hz)

Specifications subject to change without further notice. • 45310-0201-1 FLIR B365 (30 Hz) + MO297
Camera models and accessories subject to regional • 45604-0201 FLIR B365 (9 Hz)
market considerations. License procedures may apply. • 45604-0201-1 FLIR B365 (9 Hz) + MO297

• 45303-0202 FLIR B400 (30 Hz)Information and equipment described herein may require
• 45308-0202 FLIR B425 (30 Hz)US Government authorization for export purposes.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45603-0202 FLIR B425 (9 Hz)(v1.01) • 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Remote control unit

Part number:

T197230
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

Remote Control Unit, can be used to control the camera safely from a remote distance (approx. 15 m, 49 ft.). Extremely
useful when the camera needs to look at dangerous processes.

Technical data

WLAN Wireless communication for remote control of the camera
using USB adapter

Operating temperature range The remote control is not intended to be used below 0°C
(32°F)

Weight 0.61 kg (1.3 lb.) (including battery)

Battery weight 0.12 kg (0.26 lb.)

Size (L × W × H) 166.5 × 87.4 × 125.1 mm (6.6 × 4.9 × 3.4 in.)

Scope of delivery

• Cardboard box
• Remote control
• Battery
• Mains cable
• Pouch
• Power supply
• Sunshield
• USB cable
• User’s manual
• WLAN USB micro adapter (intended for the remote control)
• WLAN USB micro adapter (intended for the camera)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Option for P/B6xx: Radiometric IR-video
streaming using FireWire

Part number:

T197921
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This camera option adds more functionality to the FireWire port. The FireWire port can now be used to transfer real-time,
full dynamic IR video to a PC for data capture and analysis.
This option for P/B6XX shall primarily be sold with FLIR QuickPlot for the predictive maintenance and building market,
however it is also compatible with FLIR ResearchIR.

Key features:

• Real time radiometric data streaming to PC using FireWire
• Supports Windowing (with FLIR ReseachIR)

Technical data

Radiometric IR-video streaming Real-time full dynamic to PC using FireWire:
- 9 Hz using FLIR QuickPlot
- 30 Hz or 60/120 Hz (with windowing) using FLIR
ResearchIR

Scope of delivery

• Option for P/B6XX: Radiometric IR-video streaming using FireWire

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
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Bluetooth® USB micro adapter

Part number:

T951235
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth® USB micro adapter for wireless connection between the infrared camera and external Bluetooth equipment.

Technical data

Bluetooth USB-A

Scope of delivery

• Bluetooth® USB micro adapter

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202-1 FLIR B425 (30 Hz) + MO297T951235
• 45603-0202 FLIR B425 (9 Hz)

Specifications subject to change without further notice. • 45603-0202-1 FLIR B425 (9 Hz) + MO297
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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Bluetooth Headset

Part number:

T197771
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

General description

Headset with Bluetooth for wireless connection with the infrared camera.

Technical data

Bluetooth Connection to the infrared camera

Audio Headset including microphone

Scope of delivery

• Headset
• Ear clip
• Charger
• Multi plugs
• USB cable Std A to Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T197771
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)
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Wi-Fi USB micro adapter

Part number:

T951387
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Wi-Fi USB adapter for wireless connection between the infrared camera and external equipment.

NOTE: Only for use in markets accepting CE and FCC regulations for wireless equipment.

Scope of delivery

• Wi-Fi USB micro adapter

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
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Part number: Compatible with the following products

• 45310-0201-1 FLIR B365 (30 Hz) + MO297T951387
• 45604-0201 FLIR B365 (9 Hz)

Specifications subject to change without further notice. • 45604-0201-1 FLIR B365 (9 Hz) + MO297
Camera models and accessories subject to regional • 45303-0202 FLIR B400 (30 Hz)
market considerations. License procedures may apply. • 45308-0202 FLIR B425 (30 Hz)

• 45308-0202-1 FLIR B425 (30 Hz) + MO297Information and equipment described herein may require
• 45603-0202 FLIR B425 (9 Hz)US Government authorization for export purposes.
• 45603-0202-1 FLIR B425 (9 Hz) + MO297Diversion contrary to US law is prohibited.

(v1.0)
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EX845: Clamp meter + IR therm TRMS 1000A
AC/DC

Part number:

T910972
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with METERLiNK™
Wirelessly transmits Voltage and Current readings to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

METERLiNK™ makes it easy for a thermographer to quickly take electrical readings using an Extech EX845 clamp
meter and instantly record them right on an infrared image. METERLiNK™ accelerates infrared inspections and
diagnostics while adding value to your reports by increasing the amount of detail you provide.

EX845 CAT IV Clamp Meter Features:

• Patented built-in non-contact IR Thermometer design with laser pointer
• True RMS Current and Voltage measurements
• Peak hold captures inrush currents and Transients
• MultiMeter functions include AC/DC Voltage, Resistance, Capacitance, Frequency, Diode, and Continuity
• 1.7" (43mm) jaw opening for conductors up to 750MCM or two 500MCM
• 4000 count backlit display
• Features include Data Hold and Min/Max and Auto Power off
• Autoranging with manual range button
• Complete with CAT IV test leads, 9V battery, Type K probe (-22 to 572°F/-30 to 300°C), pouch case, and

Professional Test Lead Set

Professional Test Lead Features:

• 8-Piece Professional Test Lead set
• Two 42" (1m) PVC lead extensions with shrouded banana plugs at both ends
• Two modular 4" (102mm) Heavy Duty test probe handles with 0.16" (4mm) banana plug tip
• Two standard size, alligator clips with insulated rubber boot
• Two extra large, double-insulated, alligator clips with sharp teeth for piercing insulated wire. Jaws open to 0.8"

(20mm)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)T910972
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0403 FLIR T640 45° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 45606-0201 FLIR T200 (9 Hz)Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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MO297: Moisture meter, pinless with memory

Part number:

T910973
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with MeterLink™
Wirelessly transmits moisture and humidity data to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

FLIR infrared cameras rapidly reveal moisture problems in homes and commercial structures. Documenting water
damage with a moisture meter can provide valuable added details about moisture issues. The process of correlating
readings to infrared images however is awkward, imprecise and prone to errors. METERLiNK™ expedites building
inspections by annoting several moisture-related readings from damaged surfaces directly onto the related infrared
image. METERLiNK™ increases accuracy and eliminates confusion about which moisture readings pertain to which
images.

Key features:

• Quickly indicates the moisture content of materials with Pinless technology without damaging the surface; Remote
Pin-type probe (MO290-P included) allows for contact moisture readings (3ft/0.9m cable length)

• Manually store/recall up to 20 labeled readings
• Works on multiple wood types and other building materials
• Easy to read, large dual display with automatic backlight feature
• Simultaneously displays moisture value of wood or material being tested, Air Temperature, IR Temperature, or

Humidity
• Pinless measurement depth to 0.75" (19mm) below the surface
• Programmable high/low Moisture and Humidity alarms
• Designed with a patented IR circuit to measure non-contact surface temperature; 8:1 distance to spot ratio with 0.95

fixed emissivity
• Built-in Humidity/Temperature probe measures Relative Humidity, Air Temperature plus Grains Per Pound

(GPP)/(g/kg), Dew Point (DP), Vapor Pressure, and condensation point
• Automatic calculation of differential Temperature (IR - DP) to determine condensation point
• Fast Analog Bargraph
• Min/Max and Data Hold
• Auto power off and low battery indication
• Complete with pin moisture probe with cable, 9V battery and case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)T910973
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0401 FLIR T640 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)

• 55901-0403 FLIR T640 45° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)(v1.0) • 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit
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Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

1860 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR B6xx series



FLIR QuickReport 1.2 SP2

Part number:

1196541
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR QuickReport (freeware) allows users to organize and analyze the radiometric images from its infrared cameras and
present them in a report in just three easy steps.

1. Organize
Transfer the images to your computer via USB, SD Memory Card or Windows® Explorer. In FLIR QuickReport images
will be shown as thumbnails so that they are easy to find and select.
2. Analyze
FLIR QuickReport can be used to analyze your IR images. Change level and span to get the most out of your images.
Measurement functions (spots, areas etc) and text annotations can be added/edited. It is also possible to use the
dewpoint alarm or insulation alarm within FLIR QuickReport.
3. Report
Create multi page report with either 2 IR images, or 1 IR image and a photo. The images can be placed into the report
by using a drag-and-drop operation. Any image descriptions or text comments will be transferred from the camera and
will automatically be included in the report.

Key features:

• Adjust level, span, and color palette
• Change Isotherm and temperature levels
• Create spot meters, lines, and areas
• Email one or more images
• Alter parameters for the Dewpoint and Insulation alarms
• Add your company logo to inspection reports
• Drag-and-drop images and preview report pages
• Digitally zoom and pan up to 8 times
• Fusion: Interval/Blending/Picture-in-Picture
• Text comments: Add/Delete/Edit

The software allows the user to adjust the level, span, zoom and pan of the camera. FLIR QuickReport features a choice
of ten different color palettes. The alarm displays risk of surface condensation, mould growth and inadequate insulation.
The built-in report templates allow the user to either include two infrared images, or an infrared image and a digital
photo. Image descriptions and text and voice comments can be transferred automatically into the report.
The inspection report can be emailed or exported into Excel, or to the FLIR Reporter software.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=38

Release notes

Version 1.2 SP2

New features • MeterLink Support
• Minor Bugfixes

Scope of delivery

• Freeware (see Download)

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°1196541
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.02) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)1196541
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 2470422710US B2 indigo version
Camera models and accessories subject to regional • 44201-0101 FLIR GF306 14.5°
market considerations. License procedures may apply. • 44202-0101 FLIR GF306 14.5° Fixed lens

• 44201-0102 FLIR GF306 24°Information and equipment described herein may require
• 44202-0102 FLIR GF306 24° Fixed lensUS Government authorization for export purposes.
• 44601-0101 FLIR GF309 14.5°Diversion contrary to US law is prohibited.
• 44602-0101 FLIR GF309 14.5° Fixed lens(v1.02) • 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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One year extended warranty for B6xx series

Part number:

T199812
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
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General Maintenance B6xx series

Part number:

T199828
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
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ITC Advanced Building – attendance 1 pers

Part number:

ITC-ADV-3011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn the physical concepts of heat transfer and apply them together with relevant building science. After the course, the
participant will be able to do a qualified building inspection on the base of existing laws, standards, and regulations.

Note: This course refers mainly to European building standards. Please consult ITC before selling it in other countries.

Content

• Introduction and refresher of IR basics
• Thermal transfer and wall structures
• Insulating materials
• Humidity, moisture, and the dew point
• Air leaks, pressure profiles, and air permeability
• Survey methodology

Labs

• Outside inspection
• Air permeability test (with Blower Door)
• Reporting

Course information

Available languages English

Target group • Professional users in building applications who want to
become experts in Building Thermography.

Typical student • Knows how to operate the camera
• Knows how to report
• Has a background in a building profession, but rather

moderate experience in IR or has experience in another
IR application field but rather moderate knowledge in
building science

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Recommendations • Knowledge of building techniques
• Bring own PC for calculations and exercises

Course details

Duration 3 days (24 hours)

Structure Theory takes place in the mornings, practical labs,
calculations, and software exercises are scheduled for the
afternoons.

Exam A final test (20 multiple choice questions) will be written on
the 3rd day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced Building Course is offered worldwide by ITC
as listed in "Courses offered by ITC partners" (T560393).ITC-ADV-3011 Specific customer requests shall be forwarded to the
closest ITC subsidiary or LTC.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach the

Advanced Building Course.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Advanced Building – group of 10 pers.

Part number:

ITC-ADV-3019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn the physical concepts of heat transfer and apply them together with relevant building science. After the course, the
participant will be able to do a qualified building inspection on the base of existing laws, standards, and regulations.

Note: This course refers mainly to European building standards. Please consult ITC before selling it in other countries.

Content

• Introduction and refresher of IR basics
• Thermal transfer and wall structures
• Insulating materials
• Humidity, moisture, and the dew point
• Air leaks, pressure profiles, and air permeability
• Survey methodology

Labs

• Outside inspection
• Air permeability test (with Blower Door)
• Reporting

Course information

Available languages English

Target group • Professional users in building applications who want to
become experts in Building Thermography.

Typical student • Knows how to operate the camera
• Knows how to report
• Has a background in a building profession, but rather

moderate experience in IR or has experience in another
IR application field but rather moderate knowledge in
building science

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Recommendations • Knowledge of building techniques
• Bring own PC for calculations and exercises

Course details

Duration 3 days (24 hours)

Structure Theory takes place in the mornings, practical labs,
calculations, and software exercises are scheduled for the
afternoons.

Exam A final test (20 multiple choice questions) will be written on
the 3rd day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced Building Course is offered worldwide by ITC
as listed in "Courses offered by ITC partners" (T560393).ITC-ADV-3019 Specific customer requests shall be forwarded to the
closest ITC subsidiary or LTC.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach the

Advanced Building Course.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250

1898 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR B6xx series



Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Short course building thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for the inspection of
buildings. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about the building envelope, important physical
parameters and typical faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• The building envelope
• Important physical parameters
• Major anomalies
• Thermal patterns
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Building application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and building applications.

Typical student • A person from the building sector
• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and building

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Building Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2019 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Building Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of building applications.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course building thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for the inspection of
buildings. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about the building envelope, important physical
parameters and typical faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• The building envelope
• Important physical parameters
• Major anomalies
• Thermal patterns
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Building application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and building applications.

Typical student • A person from the building sector
• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and building

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Building Thermography” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.
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Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Short Course Building Thermography” is lecturedITC-EXP-2011
by qualified ITC instructors with special experience in the

Specifications subject to change without further notice. field of building applications.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited. • 40402-3802 FLIR B660 24°
(v1.0) • 40402-3803 FLIR B660 45°

• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course HVAC and plumbing -
attendance 1 pers (2 days)

Part number:

ITC-EXP-2061
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
heating and HVAC systems, and related installations. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography, and how to use your camera the best way. The second day
you will get introduced to various heating systems before you learn about typical faults and how thermography helps you
to locate and analyze these. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Heating systems
• Pipe tracing and localization or water circuits
• Water leaks
• Moisture and humidity
• Water radiators
• Tanks, manifolds and plenums
• HVAC systems
• Industrial heat exchangers
• Photovoltaic panel inspection
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Application labs

Course information

Available languages English, French, German, Italian, Spanish, Swedish

Target group • Beginners and anybody interested in IR thermography,
plumbing and HVAC applications.

Typical student • Plumbers or persons working with plumbing and
or/HVAC systems

• Facility managers
• Someone looking to purchase a camera
• Someone who just purchased a camera

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Short Course HVAC and plumbing” is offered in
EMEA by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course HVAC and plumbing” is lectured by
qualified ITC instructors with special experience in the field
of electrical installations.
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Part number: Compatible with the following products

• 40402-3801 FLIR B660 12°ITC-EXP-2061
• 40402-3802 FLIR B660 24°Specifications subject to change without further notice.
• 40402-3803 FLIR B660 45°Camera models and accessories subject to regional
• 40402-3902 FLIR B620 24°market considerations. License procedures may apply.
• 40402-3903 FLIR B620 45°

Information and equipment described herein may require • 55901-1301 FLIR T620bx 15°
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-1302 FLIR T620bx 25°

• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.02)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)

1914 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR B6xx series



ITC Short course HVAC and plumbing - group up
to 10 pers (2 days)

Part number:

ITC-EXP-2069
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
heating and HVAC systems, and related installations. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography, and how to use your camera the best way. The second day
you will get introduced to various heating systems before you learn about typical faults and how thermography helps you
to locate and analyze these. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Heating systems
• Pipe tracing and localization or water circuits
• Water leaks
• Moisture and humidity
• Water radiators
• Tanks, manifolds and plenums
• HVAC systems
• Industrial heat exchangers
• Photovoltaic panel inspection
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Application labs

Course information

Available languages English, French, German, Italian, Spanish, Swedish

Target group • Beginners and anybody interested in IR thermography,
plumbing and HVAC applications.

Typical student • Plumbers or persons working with plumbing and
or/HVAC systems

• Facility managers
• Someone looking to purchase a camera
• Someone who just purchased a camera

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Short Course HVAC and plumbing” is offered in
EMEA by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course HVAC and plumbing” is lectured by
qualified ITC instructors with special experience in the field
of electrical installations.
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Part number: Compatible with the following products

• 40402-3801 FLIR B660 12°ITC-EXP-2069
• 40402-3802 FLIR B660 24°Specifications subject to change without further notice.
• 40402-3803 FLIR B660 45°Camera models and accessories subject to regional
• 40402-3902 FLIR B620 24°market considerations. License procedures may apply.
• 40402-3903 FLIR B620 45°

Information and equipment described herein may require • 55901-1301 FLIR T620bx 15°
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-1302 FLIR T620bx 25°

• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.02)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297

1921 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR B6xx series



Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297

1924 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR B6xx series



Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - attendance 1 pers.

Part number:

ITC-EXP-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-1001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-1001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - group up to 10 pers.

Part number:

ITC-EXP-1009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-1009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-1009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - attendance 1 pers.

Part number:

ITC-EXP-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-2001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-2001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - group up to 10 pers.

Part number:

ITC-EXP-2009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-2009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-2009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - attendance 1 pers.

Part number:

ITC-EXP-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-3001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-3001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

1943 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR B6xx series



ITC Training 3 days - group up to 10 pers.

Part number:

ITC-EXP-3009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-3009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-3009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 2 in

Part number:

19250-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 25.5 × 73 × 86 mm (1.0 × 2.87 × 3.36 in.)

Viewing aperture diameter 45 mm (1.77 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 60.3 mm (2.375 in.)
Greenlee Punch: 76BB
Maximum pullout strength: 658 kg (1450 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
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Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19250-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 3 in.

Part number:

19251-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 26.9 × 99 × 107 mm (1.05 × 3.89 × 4.22 in.)

Viewing aperture diameter 69 mm (2.71 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 88.9 mm (3.5 in.)
Greenlee Punch: 739BB
Maximum pullout strength: 1656 kg (3650 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°

1950 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC6xx series (handheld cameras)



Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19251-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR Window 4 in.

Part number:

19252-100
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

This device is a viewport which consist of a crystal "glass" window, mounted in an aluminum frame. The glass is
specially formulated to allow transmission of infrared light to allow use of infrared thermal sensing equipment without
opening the enclosure. This device is intended for installation in doors or walls of electrical enclosures without
compromising the integrity of the enclosure.

Technical data

Voltage Any range

Environment Indoor/outdoor type 4/12

Operating temperature range Maximum: 260°C (500°F)

Storage temperature range Optics, maximum: 1357°C (2474°F)

Size (L × W × H) 29.3 × 127 × 137 mm (1.15 × 5.01 × 5.37 in.)

Viewing aperture diameter 89 mm (3.50 in.)

Material Optics: CaF2 (Calcium Fluoride Crystal)
Body: Anodized aluminum
Hardware: steel

Comments to physical data Required hole diameter, nominal: 114.3 mm (4.5 in.)
Greenlee Punch: 742BB
Maximum pullout strength: 1678 kg (3700 lb.)

Waveband Broadband IR: short-, mid-, and longwave

Visible light spectrum Yes

Certification UL, IP67, NEMA Type 4/12, CSA

Scope of delivery

• IR window
• Case
• Mounting instruction
• Additional safety screw

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°

1952 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC6xx series (handheld cameras)



Part number: Compatible with the following products

• 55901-0101 FLIR T620 15° (incl. Wi-Fi)19252-100
• 55901-1102 FLIR T620 25°

Specifications subject to change without further notice. • 55901-0102 FLIR T620 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1103 FLIR T620 45°
market considerations. License procedures may apply. • 55901-0103 FLIR T620 45° (incl. Wi-Fi)

• 55901-1301 FLIR T620bx 15°Information and equipment described herein may require
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1302 FLIR T620bx 25°Diversion contrary to US law is prohibited.
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.04) • 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR lens, f = 76 mm, 12°, incl. case for FLIR 600
series

Part number:

T197188
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The 12° lens is a popular lens accessory and provides 2× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 12° × 9°

Minimum focus distance 1.2 m (3.9 ft.)

Focal length 76 mm (3.0 in.)

Spatial resolution (IFOV) 0.33 mrad

F-number 1.1

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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IR lens, f = 131 mm, 7°, incl. case for FLIR 600
series

Part number:

T197190
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The 7° lens is a popular lens accessory and provides 3.5× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 7° × 5.3°

Minimum focus distance 3.0 m (9.8 ft.)

Focal length 131 mm (5.2 in.)

Spatial resolution (IFOV) 0.19 mrad

F-number 1.1

Weight 1.50 kg (3.30 lb.), Support 0.45 kg (0.99 lb.)

Size (L × D) 168.2 mm (6.62 in.) × 146.0 mm (5.75 in.)

Scope of delivery

• Lens
• Lens case
• Mounting support

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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IR lens, f = 19 mm, 45°, incl. case for FLIR 600
series

Part number:

T197189
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This wide angle lens has a field of view almost double that of the standard 24° lens. Perfect for wide or tall targets or
when working in crowded spaces.

Technical data

Field of view (FOV) 45° × 34°

Minimum focus distance 0.2 m (0.7 ft.)

Focal length 19 mm (0.75 in.)

Spatial resolution (IFOV) 1.3 mrad

F-number 1.1

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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IR lens, f = 38 mm, 24°, incl. case for FLIR 600
series

Part number:

T197187
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The standard 24° lens is suitable for the majority of applications.

Technical data

Field of view (FOV) 24° × 18°

Minimum focus distance 0.3 m (1.0 ft.)

Focal length 38 mm (1.5 in.)

Spatial resolution (IFOV) 0.65 mrad

F-number 1.1

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°

1957 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC6xx series (handheld cameras)



Macro lens, 1x (25 um) with case

Part number:

T197341
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 16 × 12 mm (0.63 x 0.47 in.)

Magnifying factor 1x

Working distance 18 mm (0.71 in.)

Depth of field ±0.13 mm

Spatial resolution (IFOV) 25 µm

F-number 1.1

Focus Fixed

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Close-up IR lens 0.5X, f = 75 mm (fits 24° IR lens)
for ThermaCAM and FLIR 600 series

Part number:

1196683
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This close-up optic attaches to the standard 24° lens and provides resolution of very small targets.

Technical data

Field of view (FOV) 32 × 24 mm (1.26 × 0.94 in.)

Magnifying factor 0.5×

Minimum focus distance 60.3 mm (2.36 in.)

Focal length 76.3 mm (3.0 in.)

Spatial resolution (IFOV) 50 µm

F-number 1.1

Weight 131 g

Size (L × D) 28.6 mm (1.12 in.) × 81.0 (3.19 in)

Compatible with the following products

• 40402-3002 FLIR P660 24°
• 40402-3102 FLIR P640 24°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3802 FLIR B660 24°
• 40402-3902 FLIR B620 24°
• 40402-3502 FLIR SC660 24°
• 40402-3602 FLIR SC640 24°
• 40402-3702 FLIR SC620 24°
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Protective window (fits 24°) with case

Part number:

T197343
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Protective window for the 24° lens. The window is made of monocrystalline fluoride.

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40402-3002 FLIR P660 24°
• 40402-3102 FLIR P640 24°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3802 FLIR B660 24°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3502 FLIR SC660 24°
• 40402-3602 FLIR SC640 24°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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High temperature option +2000°C/+3632°F

Part number:

1196745
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +2000°C (+3632°F)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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High temperature option +1500°C/+2732°F

Part number:

1196744
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +1500°C (+2732°F)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Battery

Part number:

1196209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

High capacity battery for the IR camera.

Technical data

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah at +20°C (+68°F)

Battery note Approximate lithium content: 3.0 g

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging time 2.5 h to 95% capacity, charging status indicated by LED's

Charging temperature 0°C to +45°C (+32°F to +113°F)

Battery storage temperature range –40°C to +70°C (–40°F to +158°F)

Battery weight 0.24 kg (0.52 lb.)

Size (L × W × H) 141 × 47 × 28 mm (5.5 × 1.8 × 1.1 in.)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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Battery charger, incl. power supply with multi
plugs

Part number:

T197692
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Stand-alone 2-bay battery charger, including power supply with multi plugs.

Note: This product replaces T197563 and 1196210EU/UK/US

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 3000 mA at 12 VDC

Battery charger size (L × W × H) 158 × 122 × 25 mm (6.2 × 4.8 × 1.0 in.)

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Stand-alone 2-bay battery charger
• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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Power supply, incl. multi plugs

Part number:

T910814
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

FLIR P/B/SC6xx and FLIR GF3xx series:
Power supply, including multiple plugs, to charge the battery when it is inside or outside of the camera.

FLIR T6xx and FLIR Exx series:
Power supply, including multiple plugs, to charge the battery when it is inside the camera or in the battery charger.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 3000 mA at 12 VDC

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1403 FLIR T640 45°T910814
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-1601 FLIR T640bx 15°
Camera models and accessories subject to regional • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1602 FLIR T640bx 25°

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1603 FLIR T640bx 45°US Government authorization for export purposes.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 44401-0201 FLIR GF300 14.5°(v1.03) • 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Adapter, SD memory card to USB

Part number:

1910475
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Adapter, SD memory card to USB.

Easy to install and use; no additional driver installation required for Windows ME, 2000 and XP. Driver included for
Windows 98SE.

Technical data

Weight 16 g (0.56 oz.)

Size (L × W × H) 74 × 26 × 11 mm (2.9 × 1.0 × 0.4 in.)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
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Part number: Compatible with the following products

• 37706-0102 FLIR B360 (9 Hz)1910475
• 45310-0201 FLIR B365 (30 Hz)

Specifications subject to change without further notice. • 45310-0201-1 FLIR B365 (30 Hz) + MO297
Camera models and accessories subject to regional • 45604-0201 FLIR B365 (9 Hz)
market considerations. License procedures may apply. • 45604-0201-1 FLIR B365 (9 Hz) + MO297

• 45303-0202 FLIR B400 (30 Hz)Information and equipment described herein may require
• 45308-0202 FLIR B425 (30 Hz)US Government authorization for export purposes.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45603-0202 FLIR B425 (9 Hz)(v1.01) • 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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Memory card micro-SD with adapters

Part number:

T910737
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Micro-SD Card for data storage (e.g. images)

Technical data

Memory card, size At least 2 GB

Scope of delivery

• micro-SD
• Adapter to miniSD Card
• Adapter from miniSD Card to SD memory card

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)T910737
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.03) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

1970 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC6xx series (handheld cameras)



USB cable Std A <-> Mini-B

Part number:

1910423
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using the USB protocol.

Technical data

Weight 60 g (2.1 oz.)

Cable length 1.8 m (5.9 ft.)

Connector Standard USB-A to USB Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)1910423
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.02) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E401910423
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)
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FireWire cable 6/6, 2.0 m/6.6 ft.

Part number:

1910482
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using the FireWire protocol.

Technical data

Weight 157 g (5.5 oz.)

Cable length 2.0 m (6.6 ft.)

Connector FireWire 6-pin to 6-pin

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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FireWire cable 4/6, 2.0 m/6.6 ft.

Part number:

1910483
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using the FireWire protocol.

Technical data

Weight 128 g (4.5 oz.)

Cable length 2.0 m (6.6 ft.)

Connector FireWire 4-pin to 6-pin

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Video cable, RCA <-> RCA, 2.0 m/6.6 ft.

Part number:

1910484
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to transfer video signals from the infrared camera to an external monitor, or to a computer featuring
an internal video card.

Technical data

Weight 60 g (2.1 oz.)

Cable length 2.0 m (6.6 ft.)

Connector RCA to RCA

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.

Part number:

1910490
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to power the infrared camera from the cigarette lighter socket in a car.

Note: This is the same product as p/n 1196497.

Technical data

Cable length 1.2 m (3.9 ft).

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
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Part number: Compatible with the following products

• 45002-0201 FLIR T340 (50 Hz)1910490
• 45302-0201 FLIR T360 (30 Hz)

Specifications subject to change without further notice. • 37705-0102 FLIR T360 (9 Hz)
Camera models and accessories subject to regional • 45309-0201 FLIR T365 (30 Hz)
market considerations. License procedures may apply. • 45309-0201-1 FLIR T365 (30 Hz) + EX845

• 45602-0201 FLIR T365 (9 Hz)Information and equipment described herein may require
• 45602-0201-1 FLIR T365 (9 Hz) + EX845US Government authorization for export purposes.
• 45001-0202 FLIR T390 (50 Hz)Diversion contrary to US law is prohibited.
• 45301-0202 FLIR T400 (30 Hz)(v1.01) • 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Hard transport case for FLIR B/P/SC6xx

Part number:

T197262
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Hard transport case for FLIR B/P/SC6XX

Technical data

Weight 3.5 kg (7.7 lb.)

Size (L × W × H) 495 × 387 × 194 mm (19.5 × 15.2 × 7.6 in.)

Color Black

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Headset, 3.5 mm plug

Part number:

1910489
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Standard headset with 3.5 mm plug

Technical data

Audio Headset including microphone

Audio, connector type 4-pole 3.5 mm jack

Scope of delivery

• Headset

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
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Part number: Compatible with the following products

• 37706-0102 FLIR B360 (9 Hz)1910489
• 45310-0201 FLIR B365 (30 Hz)

Specifications subject to change without further notice. • 45310-0201-1 FLIR B365 (30 Hz) + MO297
Camera models and accessories subject to regional • 45604-0201 FLIR B365 (9 Hz)
market considerations. License procedures may apply. • 45604-0201-1 FLIR B365 (9 Hz) + MO297

• 45303-0202 FLIR B400 (30 Hz)Information and equipment described herein may require
• 45308-0202 FLIR B425 (30 Hz)US Government authorization for export purposes.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45603-0202 FLIR B425 (9 Hz)(v1.01) • 45603-0202-1 FLIR B425 (9 Hz) + MO297
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Remote control unit

Part number:

T197230
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

Remote Control Unit, can be used to control the camera safely from a remote distance (approx. 15 m, 49 ft.). Extremely
useful when the camera needs to look at dangerous processes.

Technical data

WLAN Wireless communication for remote control of the camera
using USB adapter

Operating temperature range The remote control is not intended to be used below 0°C
(32°F)

Weight 0.61 kg (1.3 lb.) (including battery)

Battery weight 0.12 kg (0.26 lb.)

Size (L × W × H) 166.5 × 87.4 × 125.1 mm (6.6 × 4.9 × 3.4 in.)

Scope of delivery

• Cardboard box
• Remote control
• Battery
• Mains cable
• Pouch
• Power supply
• Sunshield
• USB cable
• User’s manual
• WLAN USB micro adapter (intended for the remote control)
• WLAN USB micro adapter (intended for the camera)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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Bluetooth® USB micro adapter

Part number:

T951235
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth® USB micro adapter for wireless connection between the infrared camera and external Bluetooth equipment.

Technical data

Bluetooth USB-A

Scope of delivery

• Bluetooth® USB micro adapter

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)

1983 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC6xx series (handheld cameras)



Part number: Compatible with the following products

• 45308-0202-1 FLIR B425 (30 Hz) + MO297T951235
• 45603-0202 FLIR B425 (9 Hz)

Specifications subject to change without further notice. • 45603-0202-1 FLIR B425 (9 Hz) + MO297
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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Bluetooth Headset

Part number:

T197771
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)

General description

Headset with Bluetooth for wireless connection with the infrared camera.

Technical data

Bluetooth Connection to the infrared camera

Audio Headset including microphone

Scope of delivery

• Headset
• Ear clip
• Charger
• Multi plugs
• USB cable Std A to Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T197771
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.10)
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Wi-Fi USB micro adapter

Part number:

T951387
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Wi-Fi USB adapter for wireless connection between the infrared camera and external equipment.

NOTE: Only for use in markets accepting CE and FCC regulations for wireless equipment.

Scope of delivery

• Wi-Fi USB micro adapter

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
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Part number: Compatible with the following products

• 45310-0201-1 FLIR B365 (30 Hz) + MO297T951387
• 45604-0201 FLIR B365 (9 Hz)

Specifications subject to change without further notice. • 45604-0201-1 FLIR B365 (9 Hz) + MO297
Camera models and accessories subject to regional • 45303-0202 FLIR B400 (30 Hz)
market considerations. License procedures may apply. • 45308-0202 FLIR B425 (30 Hz)

• 45308-0202-1 FLIR B425 (30 Hz) + MO297Information and equipment described herein may require
• 45603-0202 FLIR B425 (9 Hz)US Government authorization for export purposes.
• 45603-0202-1 FLIR B425 (9 Hz) + MO297Diversion contrary to US law is prohibited.

(v1.0)
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EX845: Clamp meter + IR therm TRMS 1000A
AC/DC

Part number:

T910972
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with METERLiNK™
Wirelessly transmits Voltage and Current readings to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

METERLiNK™ makes it easy for a thermographer to quickly take electrical readings using an Extech EX845 clamp
meter and instantly record them right on an infrared image. METERLiNK™ accelerates infrared inspections and
diagnostics while adding value to your reports by increasing the amount of detail you provide.

EX845 CAT IV Clamp Meter Features:

• Patented built-in non-contact IR Thermometer design with laser pointer
• True RMS Current and Voltage measurements
• Peak hold captures inrush currents and Transients
• MultiMeter functions include AC/DC Voltage, Resistance, Capacitance, Frequency, Diode, and Continuity
• 1.7" (43mm) jaw opening for conductors up to 750MCM or two 500MCM
• 4000 count backlit display
• Features include Data Hold and Min/Max and Auto Power off
• Autoranging with manual range button
• Complete with CAT IV test leads, 9V battery, Type K probe (-22 to 572°F/-30 to 300°C), pouch case, and

Professional Test Lead Set

Professional Test Lead Features:

• 8-Piece Professional Test Lead set
• Two 42" (1m) PVC lead extensions with shrouded banana plugs at both ends
• Two modular 4" (102mm) Heavy Duty test probe handles with 0.16" (4mm) banana plug tip
• Two standard size, alligator clips with insulated rubber boot
• Two extra large, double-insulated, alligator clips with sharp teeth for piercing insulated wire. Jaws open to 0.8"

(20mm)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)T910972
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0403 FLIR T640 45° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 45606-0201 FLIR T200 (9 Hz)Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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MO297: Moisture meter, pinless with memory

Part number:

T910973
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Bluetooth Transmitter with MeterLink™
Wirelessly transmits moisture and humidity data to your FLIR high-definition infrared camera to incorporate meter
readings with thermal images.
For more info see www.extech.com

FLIR infrared cameras rapidly reveal moisture problems in homes and commercial structures. Documenting water
damage with a moisture meter can provide valuable added details about moisture issues. The process of correlating
readings to infrared images however is awkward, imprecise and prone to errors. METERLiNK™ expedites building
inspections by annoting several moisture-related readings from damaged surfaces directly onto the related infrared
image. METERLiNK™ increases accuracy and eliminates confusion about which moisture readings pertain to which
images.

Key features:

• Quickly indicates the moisture content of materials with Pinless technology without damaging the surface; Remote
Pin-type probe (MO290-P included) allows for contact moisture readings (3ft/0.9m cable length)

• Manually store/recall up to 20 labeled readings
• Works on multiple wood types and other building materials
• Easy to read, large dual display with automatic backlight feature
• Simultaneously displays moisture value of wood or material being tested, Air Temperature, IR Temperature, or

Humidity
• Pinless measurement depth to 0.75" (19mm) below the surface
• Programmable high/low Moisture and Humidity alarms
• Designed with a patented IR circuit to measure non-contact surface temperature; 8:1 distance to spot ratio with 0.95

fixed emissivity
• Built-in Humidity/Temperature probe measures Relative Humidity, Air Temperature plus Grains Per Pound

(GPP)/(g/kg), Dew Point (DP), Vapor Pressure, and condensation point
• Automatic calculation of differential Temperature (IR - DP) to determine condensation point
• Fast Analog Bargraph
• Min/Max and Data Hold
• Auto power off and low battery indication
• Complete with pin moisture probe with cable, 9V battery and case

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)T910973
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-0401 FLIR T640 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-0402 FLIR T640 25° (incl. Wi-Fi)

• 55901-0403 FLIR T640 45° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)(v1.0) • 45606-0201 FLIR T200 (9 Hz)
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45302-0201 FLIR T360 (30 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 45608-0201 FLIR B200 (9 Hz)
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)

1992 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC6xx series (handheld cameras)



ThermoVision™ System Developers Kit Ver. 2.6

Part number:

T197038
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

ThermoVision™ System Developers Kit

Key features:

• Supports communication and broadcasting via FireWire™, Ethernet, and USB interfaces.
• Gives the user full control of the camera.
• Allows the user to set alarm conditions and measurement functions in the camera
• Allows the user to define I/O functionality (FLIR A series).
• Based on ActiveX technology.
• Supports acquisition of images through FireWire™, Ethernet, and USB interfaces.
• Reads from and writes to file in FLIR Systems’ proprietary file format and writes to files in FLIR Systems’ open floating

point format (*.fpf).
• Converts 16-bit absolute pixels into temperature pixels and several intermediate types of pixels formats, for maximum

user flexibility. Applies to all camera models with temperature measurement capabilities.
• Allows 16-bit temperature linear outputs from FLIR A series cameras.
• Includes method that allows using individual emissivity value correction on any single pixel or condensed measuring

value – e.g. average, minimum etc.
• Supports conditional recording to file through FireWire™, Ethernet, and USB interfaces.

Users with licenses for the previous version can download a free upgrade via the following link:
http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=62

Release notes

Version ThermoVision 2.6 SP2

New features • --- News in SP2:
• Support for FLIR GF3XX series
• Support for windowing in FLIR A615 and FLIR SC6x5
• Support for windowing in FLIR SC6x0
• Various bug fixes

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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Part number: Compatible with the following products

• 55001-0201 FLIR SC645 15°T197038
• 55001-0202 FLIR SC645 25°

Specifications subject to change without further notice. • 55001-0203 FLIR SC645 45°
Camera models and accessories subject to regional • 55001-0204 FLIR SC645 7°
market considerations. License procedures may apply. • 55001-0301 FLIR SC655 15°

• 55001-0302 FLIR SC655 25°Information and equipment described herein may require
• 55001-0303 FLIR SC655 45°US Government authorization for export purposes.
• 55001-0304 FLIR SC655 7°Diversion contrary to US law is prohibited.
• 44401-0201 FLIR GF300 14.5°(v1.04) • 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ThermoVision™ LabVIEW® Digital Toolkit Ver. 3.3

Part number:

T197039
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The ThermoVision LabVIEW Toolkit is a set of VIs (virtual instruments) for cameras that support alarms, measurement
functions, and I/O functionality.
Through LabVIEW, you can use these VIs as sub-VIs to manage communications with a FLIR IR camera in digital mode.
You can also generate true temperature images from images acquired through LabVIEW, and can use the LabVIEW IR
Measurement and Display tools to analyze the temperatures of imaged objects.

Key features:

• Set up communications between LabVIEW VI and a FLIR IR camera
• Capture and collect images via FireWire or Ethernet interfaces
• Adjust the camera configuration parameters and focus as you view a live image
• Control the camera calibration
• Send any other camera command to the camera
• Generate a true temperature image from a 16-bit image acquired using the camera’s
• FireWire or Ethernet interfaces
• Close communications to the IR camera

Users with licenses for the previous version can download a free upgrade via the following link:
http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=63

Note: Only supports National Instrumenst 32-bit Labview

Release notes

Version 3.3

New features • Windows 7 32- and 64-bit support
• Support for FLIR A615 and FLIR SC6X5 (including

windowing)
• Support for windowing in FLIR SC660
• Various bug fixes
• New example VIs

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T197039
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ThermaCAM™ Researcher Professional 2.8

Part number:

1196147
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

ThermaCAM™ Researcher Professional

Note:

• This version 2.8 is compatible with ThermaCAM SC3000.
• There is a newer version of this software available.

Release notes

Version 2.8
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ThermaCAM™ Researcher Professional 2.9

Part number:

T197020
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

ThermaCAM™ Researcher Professional

Note:

• This version 2.9 is compatible with ThermaCAM Merlin, Omega, SC4000/SC6000 (Cumulus) and ThermaCAM
Phoenix.

• There is a newer version of this software available.

Release notes

Version 2.9
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ThermaCAM™ Researcher Professional 2.10

Part number:

T197936
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

ThermaCAM™ Researcher Professional

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=101

Release notes

Version 2.10

New features • FLIR SC6X0 windowing and 120 Hz support
• Full support for FLIR SC305, FLIR SC325, FLIR SC645,

and SC655 (windowing and full speed)
• No support for FLIR A300, A310, A315, and A615 (still

supports FLIR A320, A320G, and A325)
• Improved Bonjour scanning
• Zoom and pan tools buttons added
• Plot values are now stored in the session files
• JPEG quality setting dialog added, when storing IR *.jpg

files
• JPEG storage with an IR scale added
• FLIR GF series IR images supported
• Auto-adjust only covers zoomed area of the image
• Auto-NUC is now controlled by the camera
• Support for Windows 7, 32- and 64-bit
• Various bug fixes

Scope of delivery

• ThermaCAM™ Researcher Professional

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2

Part number:

T197454
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454
• Windows Vista, 32-bit

Specifications subject to change without further notice. • Windows Vista, 64-bit
Camera models and accessories subject to regional • Windows 7, 32-bit
market considerations. License procedures may apply. • Windows 7, 64-bit
Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.08) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 5 user licenses

Part number:

T197454L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 5 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L5
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 10 user licenses

Part number:

T197454L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 10 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L10
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit
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Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1

Part number:

T198206
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.02) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 5 user licenses

Part number:

T198206L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 5 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L5 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L5
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 10 user licenses

Part number:

T198206L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 10 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L10 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L10
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR Max 3.1

Part number:

T198209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
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Part number: Compatible with the following products

• 40402-3703 FLIR SC620 45°T198209
• 55901-1201 FLIR T610 15°

Specifications subject to change without further notice. • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1202 FLIR T610 25°
market considerations. License procedures may apply. • 55901-0202 FLIR T610 25° (incl. Wi-Fi)

• 55901-1203 FLIR T610 45°Information and equipment described herein may require
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1101 FLIR T620 15°Diversion contrary to US law is prohibited.
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)(v1.0) • 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T198209
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-2201 FLIR E40
market considerations. License procedures may apply. • 49001-2301 FLIR E50

• 49001-1602 FLIR E60Information and equipment described herein may require
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTUS Government authorization for export purposes.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed(v1.0) • SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 5 user licenses

Part number:

T198209L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 5 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L5
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L5
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 10 user licenses

Part number:

T198209L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 10 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L10
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L10
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade previous version to FLIR ResearchIR 3.1

Part number:

T198292
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR 3.1, for
details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

Scope of delivery

• FLIR ResearchIR

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198292
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Upgrade previous version to FLIR ResearchIR
Max 3.1

Part number:

T198291
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR Max 3.1,
for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198291
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
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Part number: Compatible with the following products

• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 CameraT198291
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)

Specifications subject to change without further notice. • 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)

• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)Information and equipment described herein may require
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)US Government authorization for export purposes.
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512Diversion contrary to US law is prohibited.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)(v1.01) • 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade FLIR ResearchIR 3.x to FLIR ResearchIR
Max 3.1

Part number:

T198290
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade of FLIR ResearchIR 3.x to FLIR ResearchIR Max 3.1, for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
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Part number: Compatible with the following products

• 40205-0201 FLIR T250T198290
• 45605-0201 FLIR T250 (9 Hz)

Specifications subject to change without further notice. • 45605-0201-1 FLIR T250 (9 Hz) + EX845
Camera models and accessories subject to regional • 45305-0201 FLIR T300 (30 Hz)
market considerations. License procedures may apply. • 45004-0201 FLIR T330 (50 Hz)

• 45311-0201 FLIR T335 (30 Hz)Information and equipment described herein may require
• 45311-0201-1 FLIR T335 (30 Hz) + EX845US Government authorization for export purposes.
• 45609-0201 FLIR T335 (9 Hz)Diversion contrary to US law is prohibited.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845(v1.01) • 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
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Part number: Compatible with the following products

• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)T198290
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)

Specifications subject to change without further notice. • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)

• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)Information and equipment described herein may require
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512US Government authorization for export purposes.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)Diversion contrary to US law is prohibited.
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)(v1.01) • 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR QuickReport 1.2 SP2

Part number:

1196541
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR QuickReport (freeware) allows users to organize and analyze the radiometric images from its infrared cameras and
present them in a report in just three easy steps.

1. Organize
Transfer the images to your computer via USB, SD Memory Card or Windows® Explorer. In FLIR QuickReport images
will be shown as thumbnails so that they are easy to find and select.
2. Analyze
FLIR QuickReport can be used to analyze your IR images. Change level and span to get the most out of your images.
Measurement functions (spots, areas etc) and text annotations can be added/edited. It is also possible to use the
dewpoint alarm or insulation alarm within FLIR QuickReport.
3. Report
Create multi page report with either 2 IR images, or 1 IR image and a photo. The images can be placed into the report
by using a drag-and-drop operation. Any image descriptions or text comments will be transferred from the camera and
will automatically be included in the report.

Key features:

• Adjust level, span, and color palette
• Change Isotherm and temperature levels
• Create spot meters, lines, and areas
• Email one or more images
• Alter parameters for the Dewpoint and Insulation alarms
• Add your company logo to inspection reports
• Drag-and-drop images and preview report pages
• Digitally zoom and pan up to 8 times
• Fusion: Interval/Blending/Picture-in-Picture
• Text comments: Add/Delete/Edit

The software allows the user to adjust the level, span, zoom and pan of the camera. FLIR QuickReport features a choice
of ten different color palettes. The alarm displays risk of surface condensation, mould growth and inadequate insulation.
The built-in report templates allow the user to either include two infrared images, or an infrared image and a digital
photo. Image descriptions and text and voice comments can be transferred automatically into the report.
The inspection report can be emailed or exported into Excel, or to the FLIR Reporter software.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=38

Release notes

Version 1.2 SP2

New features • MeterLink Support
• Minor Bugfixes

Scope of delivery

• Freeware (see Download)

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°1196541
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.02) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)1196541
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 2470422710US B2 indigo version
Camera models and accessories subject to regional • 44201-0101 FLIR GF306 14.5°
market considerations. License procedures may apply. • 44202-0101 FLIR GF306 14.5° Fixed lens

• 44201-0102 FLIR GF306 24°Information and equipment described herein may require
• 44202-0102 FLIR GF306 24° Fixed lensUS Government authorization for export purposes.
• 44601-0101 FLIR GF309 14.5°Diversion contrary to US law is prohibited.
• 44602-0101 FLIR GF309 14.5° Fixed lens(v1.02) • 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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One year extended warranty for SC6x0 series

Part number:

T199810
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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General Maintenance SC6x0 series

Part number:

T199829
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced Thermal measurements (R&D) -
attendance 1 pers. (2 days)

Part number:

ITC-ADV-3041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The core part (2 days) consists of lectures on theoretical subjects, plus hands-on. Additional days can be booked (ITC-
ADV-3006). After a general review of heat and heat transfer, the participants will learn about radiative heat transfer.
Starting with the standard measurement situation they will learn about the importance of emissivity and reflected
apparent temperature. The participants will compute and estimate emissivity and do compensation for the reflected
apparent temperature. They will also learn about calibration and Hypercal. Depending on the needs of the audience and
the time available, additional topics to be covered can be measurement through windows, measurable figures of merit,
signal generation, the influence of integration time, ROIC, etc., triggering and synchronization, and NUC and Bad Pixel
Replacement.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer
• What does a camera see? Definition of a standard measurement situation
• Computing the emissivity. Estimating emissivity and TRefl (with practice)
• From radiation to signal
• Measurable figure of merits (with practice)
• Triggering and synchronization (additional content, upon request, with practice)
• Measuring through a window (additional content, upon request, with practice)
• Calibration (additional content, upon request, with practice)
• Spectral filters (additional content, upon request, with practice)
• NUC and Bad Pixels replacement (additional content, upon request, with practice)
• Transient, Lock-in and Pulse, basics of NDT (additional content, upon request)

Labs

• Practice according to content listed above

Course information

Available languages English, other languages upon request

Target group • Users of FLIR cooled thermal cameras and systems
(cameras connected to a PC with e.g. the software
programs Altair, AltairLI or Thesa).

• Users of un-cooled thermal cameras with interest in
advanced thermal measurement applications.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students
• Persons working with NDT

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days (in succession or separate)
Upon request: Additional day including complementary
topics (ITC-ADV-3006)
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None

2052 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC6xx series (handheld cameras)



Part number: Course details

Course fee includes • Tuition by qualified ITC instructorITC-ADV-3041
• Training and/or reference material in printed format

Specifications subject to change without further notice. • Diploma of attendance
Camera models and accessories subject to regional • Might include more, such as lunch or refreshments,
market considerations. License procedures may apply. depending on location and the organizing entity
Information and equipment described herein may require Note This is normally an on-site course organized at aUS Government authorization for export purposes. customer’s facility. For open classes, please contact yourDiversion contrary to US law is prohibited. closest ITC, ITC partner or FLIR sales representative.
(v1.0)

Course organization

ITC The course “ITC Advanced Thermal Measurements (R&D)”
is offered by ITC direct operations in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers The course “ITC Advanced Thermal Measurements (R&D)”
is delivered by ITC qualified instructors having the relevant
expertise in advanced thermal measurement, infrared
applications, and the use of the camera equipment
including software programs.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Advanced Thermal Measurements (R&D) -
group up to 6 pers. (2 days)

Part number:

ITC-ADV-3046
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The core part (2 days) consists of lectures on theoretical subjects, plus hands-on. Additional days can be booked (ITC-
ADV-3006). After a general review of heat and heat transfer, the participants will learn about radiative heat transfer.
Starting with the standard measurement situation they will learn about the importance of emissivity and reflected
apparent temperature. The participants will compute and estimate emissivity and do compensation for the reflected
apparent temperature. They will also learn about calibration and Hypercal. Depending on the needs of the audience and
the time available, additional topics to be covered can be measurement through windows, measurable figures of merit,
signal generation, the influence of integration time, ROIC, etc., triggering and synchronization, and NUC and Bad Pixel
Replacement.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer
• What does a camera see? Definition of a standard measurement situation
• Computing the emissivity. Estimating emissivity and TRefl (with practice)
• From radiation to signal
• Measurable figure of merits (with practice)
• Triggering and synchronization (additional content, upon request, with practice)
• Measuring through a window (additional content, upon request, with practice)
• Calibration (additional content, upon request, with practice)
• Spectral filters (additional content, upon request, with practice)
• NUC and Bad Pixels replacement (additional content, upon request, with practice)
• Transient, Lock-in and Pulse, basics of NDT (additional content, upon request)

Labs

• Practice according to content listed above

Course information

Available languages English, other languages upon request

Target group • Users of FLIR cooled thermal cameras and systems
(cameras connected to a PC with e.g. the software
programs Altair, AltairLI or Thesa).

• Users of un-cooled thermal cameras with interest in
advanced thermal measurement applications.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students
• Persons working with NDT

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days (in succession or separate)
Upon request: Additional day including complementary
topics (ITC-ADV-3006)
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None
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Part number: Course details

Course fee includes • Tuition by qualified ITC instructorITC-ADV-3046
• Training and/or reference material in printed format

Specifications subject to change without further notice. • Diploma of attendance
Camera models and accessories subject to regional • Attendance of a group up to 6 persons
market considerations. License procedures may apply. • Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on locationInformation and equipment described herein may require
and organizing entityUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Note This is normally an on-site course organized at a
(v1.0) customer’s facility. The fee does not include costs for

instructor’s travelling or lodging. The customer is
responsible for providing access to the equipment or
objects that should be analyzed or measured, a suitable
meeting room, and preferably also refreshments/lunch.

Course organization

ITC The course “ITC Advanced Thermal Measurements (R&D)”
is offered by ITC direct operations in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers The course “ITC Advanced Thermal Measurements (R&D)”
is delivered by ITC qualified instructors having the relevant
expertise in advanced thermal measurement, infrared
applications, and the use of the camera equipment
including software programs.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
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ITC Advanced training - group of max. 6 pers,
additional day 3 for on-site training,

Part number:

ITC-ADV-3006
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An additional day can be booked when the customer wants to extend the training content, software exercises or guided
field practice.

The third day can be added to the following courses:
ITC-ADV-3046

Content

• Customized, build on the topics of the course prior to the additional day

Labs

• Customized, depending on the equipment used and the application of interest

Course information

Available languages English, other languages upon demand

Target group • Participants of advanced courses that are delivered on-
site

Typical student • Persons with special interests in the equipment and their
application requesting in-depth training or additional
guidance.

Pre-requisites • Please refer to the pre-requisites of the course prior to
the additional day

Course details

Duration 1 day

Structure Customized upon the customer’s request

Exam None

Course fee includes • ITC qualified instructor teaching the class
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons
• Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Additional days are offered by the ITC or ITC partner
arranging the respective standard class prior to the
additional day. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers Additional days are normally lectured by the same ITC
trainers lecturing the standard class prior to the additional
day.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°ITC-ADV-3006
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 42901-1001 FLIR SC305
Camera models and accessories subject to regional • 48001-1001 FLIR SC325
market considerations. License procedures may apply. • 55001-0201 FLIR SC645 15°

• 55001-0202 FLIR SC645 25°Information and equipment described herein may require
• 55001-0203 FLIR SC645 45°US Government authorization for export purposes.
• 55001-0204 FLIR SC645 7°Diversion contrary to US law is prohibited.
• 55001-0301 FLIR SC655 15°(v1.0) • 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Customized workshop - per person (per day)

Part number:

ITC-EXP-1041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a special day emphasizing on specifications of equipment towards the particularities of applications (for instance
triggering or high speed). It addresses mainly the needs of high-end camera users in the scientific or industrial fields.

Content

• Customized

Labs

• Customized

Course information

Available languages English, French, other languages upon request

Target group • Highly specialized users with advanced and scientific
applications as well as persons interested in these
applications and related infrared equipment.

Typical student • Researchers
• Scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Typically 1 day

Structure Theory and hands-on, depending on topics

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance

Note This course is typically organized at the customer’s site.
Course fee does not include cost for instructor’s travelling
or lodging. The customer is responsible for providing a
suitable classroom and preferably also refreshments/lunch.

Course organization

ITC ITC customized workshops are offered worldwide by ITC
and partners. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC customized workshops are lectured by ITC qualified
specialists having the relevant expertise in the workshop’s
subject and the related fields of application.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
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Part number: Compatible with the following products

• 40402-3603 FLIR SC640 45°ITC-EXP-1041
• 40402-3702 FLIR SC620 24°

Specifications subject to change without further notice. • 40402-3703 FLIR SC620 45°
Camera models and accessories subject to regional • 42701-1001 FLIR A300 (9 Hz)
market considerations. License procedures may apply. • 42701-1101 FLIR A310 (9 Hz)

• 42701-1201 FLIR A320 Tempscreen (9 Hz)Information and equipment described herein may require
• 42901-1101 FLIR A315 (9 Hz)US Government authorization for export purposes.
• 48001-1101 FLIR A315Diversion contrary to US law is prohibited.
• 48201-1001 FLIR A300(v1.0) • 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ITC Infrared application and system consultancy
(per day)

Part number:

ITC-EXP-1050
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Consultancy can be described as any action or arrangement that is not strictly a training course. Most likely, a thermal
camera will be involved. It can be, but is not restricted to:
- Pre-sales equipment or software demonstration over the normal extend
- Equipment and software demonstration and explanation over the normal extend
- Advanced technical support
- Application support
- Comparative study involving a camera, either alone or in conjunction with other instruments
- General measurements in a difficult or unusual situation

Content

• Customized

Labs

• Customized

Course information

Available languages English, French, other languages upon request

Target group • Advanced users who wish to receive an in-depth
guidance to complex problems related to infrared
equipment, applications, and measurement questions.

Typical student • Industry technical personnel
• Researchers
• Scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Typically 1 day

Structure Theory and hands-on, depending on topics

Exam None

Course fee includes • Consultancy by qualified ITC specialist
• Training and/or reference material

Note Consultancy is typically carried out at the customer’s site.
The fee does not include costs for instructor’s travelling or
lodging. The customer is responsible for providing access
to the equipment or objects that should be analyzed or
measured, a suitable meeting room, and preferably also
refreshments/lunch.

Course organization

ITC ITC consultancy is offered by ITC in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers ITC consultancy is delivered by ITC qualified specialists
having the relevant expertise in infrared measurement and
the related fields of application.
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Part number: Compatible with the following products

• 40402-3501 FLIR SC660 12°ITC-EXP-1050
• 40402-3502 FLIR SC660 24°Specifications subject to change without further notice.
• 40402-3503 FLIR SC660 45°Camera models and accessories subject to regional
• 40402-3601 FLIR SC640 12°market considerations. License procedures may apply.
• 40402-3602 FLIR SC640 24°

Information and equipment described herein may require • 40402-3603 FLIR SC640 45°
US Government authorization for export purposes. • 40402-3702 FLIR SC620 24°
Diversion contrary to US law is prohibited. • 40402-3703 FLIR SC620 45°

• 42701-1001 FLIR A300 (9 Hz)(v1.0)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens

2061 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC6xx series (handheld cameras)



ITC In-house R&D training ATS products - group
up to 4 pers. (2 days)

Part number:

ITC-PRO-2004
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The core part (2 days) consists of lectures on theoretical subjects, plus hands-on. After a general review of heat and
heat transfer, the participants will learn about radiative heat transfer. Starting with the standard measurement situation
they will learn about the importance of emissivity and reflected apparent temperature. The participants will compute and
estimate emissivity and do compensation for the reflected apparent temperature. They will also learn about calibration
and Hypercal. Depending on the needs of the audience and the time available, additional topics to be covered can be
measurement through windows, measurable figures of merit, signal generation, the influence of integration time, ROIC,
etc., triggering and synchronization, and NUC and Bad Pixel Replacement.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer
• What does a camera see? Definition of a standard measurement situation
• Computing the emissivity. Estimating emissivity and TRefl (with practice)
• From radiation to signal
• Measurable figure of merits (with practice)
• Triggering and synchronization (additional content, upon request, with practice)
• Measuring through a window (additional content, upon request, with practice)
• Calibration (additional content, upon request, with practice)
• Spectral filters (additional content, upon request, with practice)
• NUC and Bad Pixels replacement (additional content, upon request, with practice)
• Transient, Lock-in and Pulse, basics of NDT (additional content, upon request)

Labs

• Practice according to content listed above

Course information

Available languages English, other languages upon request

Target group • Users of FLIR cooled thermal cameras and systems
(cameras connected to a PC with e.g. the software
programs Altair, AltairLI or Thesa).

• Users of un-cooled thermal cameras with interest in
advanced thermal measurement applications.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students
• Persons working with NDT

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days
Upon request: Additional day including complementary
topics
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None
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Part number: Course details

Course fee includes • Tuition by qualified ITC instructorITC-PRO-2004
• Training and/or reference material in printed format

Specifications subject to change without further notice. • Diploma of attendance
Camera models and accessories subject to regional • Attendance of a group up to 4 persons
market considerations. License procedures may apply. • Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on locationInformation and equipment described herein may require
and organizing entityUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Note This is normally an on-site course organized at a
(v1.0) customer’s facility. The fee does not include costs for

instructor’s travelling or lodging. The customer is
responsible for providing access to the equipment or
objects that should be analyzed or measured, a suitable
meeting room, and preferably also refreshments/lunch.

Course organization

ITC The course “ITC In-house R&D training ATS products” is
offered by ITC direct operations in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers The course “ITC In-house R&D training ATS products” is
delivered by ITC qualified instructors having the relevant
expertise in advanced thermal measurement, infrared
applications, and the use of the camera equipment
including software programs.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°

2079 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC6xx series (handheld cameras)



Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

2093 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC6xx series (handheld cameras)



ITC Practical Course - Solar panel inspection -
attendance, 1 pers (2 days)

Part number:

ITC-PRA-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” is
lectured by qualified ITC instructors with special experience
in the field of solar panel installations.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-PRA-2011
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.02)
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Practical Course - Solar panel inspection -
group up to 10 pers (2 days)

Part number:

ITC-PRA-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.
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Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” isITC-PRA-2019
lectured by qualified ITC instructors with special experience

Specifications subject to change without further notice. in the field of solar panel installations.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.02) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC R&D basics for industry users - group up to 6
pers. (2 days)

Part number:

ITC-EXP-2036
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This 2-day course consists of lectures on theoretical subjects, plus hands-on.
After a general review of heat and heat transfer, the participants will learn about radiative heat transfer, and
thermography equipment. Intensive practice is performed on software.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer (includes estimation of TRefl and the emissivity) (with practice)
• Thermography equipment
• Software e.g. ThermaCAM Researcher, FLIR Quickplot or FLIR ResearchIR

Labs

• Measurements and software exercises

Course information

Available languages English, other languages upon request

Target group • Users of FLIR uncooled thermal cameras working with
software programs as ThermaCAM Researcher, FLIR
Quickplot or FLIR ResearchIR

• and with infrared applications in the industry or at
research institutions.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days (in succession or separate)
Upon request: Additional day including complementary
topics (ITC-EXP-3006)
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training and/or reference material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons

Note This is normally an on-site course organized at a
customer’s facility. The fee does not include costs for
instructor’s travelling or lodging. The customer is
responsible for providing access to the equipment or
objects that should be analyzed or measured, a suitable
meeting room, and preferably also refreshments/lunch.

Course organization
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Part number: ITC The course “ITC R&D basics for industry users” is offered
by ITC direct operations in EMEA. Specific customerITC-EXP-2036 requests shall be forwarded to the closest ITC or ITC
partner or FLIR sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The course “ITC R&D basics for industry users” is delivered
market considerations. License procedures may apply. by ITC qualified instructors having the relevant expertise in

advanced thermal measurement, infrared applications, andInformation and equipment described herein may require
the use of the camera equipment including softwareUS Government authorization for export purposes.
programs.Diversion contrary to US law is prohibited.

(v1.0)
Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course electrical thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2041 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course electrical thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2049
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2049 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°

2107 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC6xx series (handheld cameras)



Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short courses - group of max. 6 pers,
additional day 3 for on-site training

Part number:

ITC-EXP-3006
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An additional day can be booked when the customer wants to extend the training content, software exercises or guided
field practice.

The third day can be added to the following courses:
ITC-EXP-2036

Content

• Customized, build on the topics of the course prior to the additional day

Labs

• Customized, depending on the equipment used and the application of interest

Course information

Available languages English, other languages upon demand

Target group • Participants of short courses that are delivered on-site

Typical student • Persons with special interests in the equipment and their
application requesting in-depth training or additional
guidance.

Pre-requisites • Please refer to the pre-requisites of the course prior to
the additional day

Course details

Duration 1 day

Structure Customized upon the customer’s request

Exam None

Course fee includes • ITC qualified instructor teaching the class
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons
• Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Additional days are offered by the ITC or ITC partner
arranging the respective standard class prior to the
additional day. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers Additional days are normally lectured by the same ITC
trainers lecturing the standard class prior to the additional
day.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
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Part number: Compatible with the following products

• 40402-3703 FLIR SC620 45°ITC-EXP-3006
• 42901-1001 FLIR SC305

Specifications subject to change without further notice. • 48001-1001 FLIR SC325
Camera models and accessories subject to regional • 55001-0201 FLIR SC645 15°
market considerations. License procedures may apply. • 55001-0202 FLIR SC645 25°

• 55001-0203 FLIR SC645 45°Information and equipment described herein may require
• 55001-0204 FLIR SC645 7°US Government authorization for export purposes.
• 55001-0301 FLIR SC655 15°Diversion contrary to US law is prohibited.
• 55001-0302 FLIR SC655 25°(v1.0) • 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - attendance 1 pers.

Part number:

ITC-EXP-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-1001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-1001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - group up to 10 pers.

Part number:

ITC-EXP-1009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-1009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-1009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - attendance 1 pers.

Part number:

ITC-EXP-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-2001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-2001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - group up to 10 pers.

Part number:

ITC-EXP-2009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-2009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-2009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - attendance 1 pers.

Part number:

ITC-EXP-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-3001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-3001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - group up to 10 pers.

Part number:

ITC-EXP-3009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-3009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-3009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR lens, 24° with case for GF300, GF309, GF320

Part number:

T197387
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The standard 24° lens is suitable for the majority of applications.

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Technical data

Field of view (FOV) 24° × 18°

Minimum focus distance 0.3 m (1.0 ft.)

Focal length 23 mm (0.89 in.)

Lens identification Automatic

F-number 1.5

Lens note For spectral range 3.2–3.4 and 3.8–4.05 µm

Weight 0.30 kg (0.67 lb.)

Size (L × D) 57 × 80 mm (2.24 × 3.15 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44401-0202 FLIR GF300 24°
• 44601-0101 FLIR GF309 14.5°
• 44601-0102 FLIR GF309 24°
• 44401-0101 FLIR GF320 14.5°
• 44401-0102 FLIR GF320 24°
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IR lens, 6° with case for GF300, GF309, GF320,
GF346

Part number:

T197388
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The 6° lens is a popular lens accessory and provides 4× magnification compared to the standard lens. Ideal for small or
distant targets.

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Technical data

Field of view (FOV) 6° × 4.5°

Minimum focus distance 2 m (6.6 ft.)

Focal length 92 mm (3.61 in.)

Lens identification Automatic

F-number 1.5

Lens note For spectral range 3.2–3.4 and 3.8–4.05 µm
Does not fit together with the heat shield

Weight 0.70 kg (1.54 lb.)

Size (L × D) 116 × 99 mm (4.57 × 3.90 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44401-0202 FLIR GF300 24°
• 44601-0101 FLIR GF309 14.5°
• 44601-0102 FLIR GF309 24°
• 44401-0101 FLIR GF320 14.5°
• 44401-0102 FLIR GF320 24°
• 59801-0101 FLIR GF346 14.5°
• 59801-0102 FLIR GF346 24°
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IR lens, 14.5° with case for GF300, GF309, GF320

Part number:

T197385
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The 14.5° lens is a popular lens accessory and provides 1.7× magnification compared to the standard lens. Ideal for
small or distant targets.

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Technical data

Field of view (FOV) 14.5° × 10.8°

Minimum focus distance 0.5 m (1.64 ft.)

Focal length 38 mm (1.49 in.)

Lens identification Automatic

F-number 1.5

Lens note For spectral range 3.2–3.4 and 3.8–4.05 µm

Weight 0.28 kg (0.62 lb.)

Size (L × D) 54 × 80 mm (2.13 × 3.15 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44401-0202 FLIR GF300 24°
• 44601-0101 FLIR GF309 14.5°
• 44601-0102 FLIR GF309 24°
• 44401-0101 FLIR GF320 14.5°
• 44401-0102 FLIR GF320 24°
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IR lens, 24° with case for GF306

Part number:

T197386
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The standard 24° lens is suitable for the majority of applications.

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Technical data

Field of view (FOV) 24° × 18°

Minimum focus distance 0.3 m (1.0 ft.)

Focal length 23 mm (0.89 in.)

Lens identification Automatic

F-number 1.5

Lens note For spectral range 10–11 µm

Weight 0.30 kg (0.67 lb.)

Size (L × D) 57 × 80 mm (2.24 × 3.15 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 44201-0101 FLIR GF306 14.5°
• 44201-0102 FLIR GF306 24°
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IR lens, 14.5° with case for GF306

Part number:

T197384
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The 14.5° lens is a popular lens accessory and provides 1.7× magnification compared to the standard lens. Ideal for
small or distant targets.

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Technical data

Field of view (FOV) 14.5° × 10.8°

Minimum focus distance 0.5 m (1.64 ft.)

Focal length 38 mm (1.49 in.)

Lens identification Automatic

F-number 1.5

Lens note For spectral range 10–11 µm

Size (L × D) 54 × 80 mm (2.13 × 3.15 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 44201-0101 FLIR GF306 14.5°
• 44201-0102 FLIR GF306 24°
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IR lens, 24° with case for GF335, GF346

Part number:

T198267
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The standard 24° lens is suitable for the majority of applications.

Licensing and classification

License information Interchangeable lens version of the FLIR GF3XX series
requires US Department of State License and will be
subject to limitations on resale, except inside US. Allow a
minimum of 90 days after application submittal for approval.

Technical data

Field of view (FOV) 24° × 18°

Minimum focus distance 0.3 m (1.0 ft.)

Focal length 23 mm (0.89 in.)

Lens identification Automatic

F-number 1.5

Lens note For spectral range 3–5 µm

Weight 0.30 kg (0.67 lb.)

Size (L × D) 57 × 80 mm (2.24 × 3.15 in.)

Scope of delivery

• Lens
• Lens cap
• Lens case

Compatible with the following products

• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59801-0102 FLIR GF346 24°
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Battery

Part number:

1196209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

High capacity battery for the IR camera.

Technical data

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 V

Battery capacity 4.4 Ah at +20°C (+68°F)

Battery note Approximate lithium content: 3.0 g

Charging system In camera (AC adapter or 12 V from a vehicle) or 2-bay
charger

Charging time 2.5 h to 95% capacity, charging status indicated by LED's

Charging temperature 0°C to +45°C (+32°F to +113°F)

Battery storage temperature range –40°C to +70°C (–40°F to +158°F)

Battery weight 0.24 kg (0.52 lb.)

Size (L × W × H) 141 × 47 × 28 mm (5.5 × 1.8 × 1.1 in.)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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Battery charger, incl. power supply with multi
plugs

Part number:

T197692
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Stand-alone 2-bay battery charger, including power supply with multi plugs.

Note: This product replaces T197563 and 1196210EU/UK/US

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 3000 mA at 12 VDC

Battery charger size (L × W × H) 158 × 122 × 25 mm (6.2 × 4.8 × 1.0 in.)

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Stand-alone 2-bay battery charger
• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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Power supply, incl. multi plugs

Part number:

T910814
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

FLIR P/B/SC6xx and FLIR GF3xx series:
Power supply, including multiple plugs, to charge the battery when it is inside or outside of the camera.

FLIR T6xx and FLIR Exx series:
Power supply, including multiple plugs, to charge the battery when it is inside the camera or in the battery charger.

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 3000 mA at 12 VDC

Cable length 1.98 m (6.5 ft.)

Scope of delivery

• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1403 FLIR T640 45°T910814
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 55901-1601 FLIR T640bx 15°
Camera models and accessories subject to regional • 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1602 FLIR T640bx 25°

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1603 FLIR T640bx 45°US Government authorization for export purposes.
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 44401-0201 FLIR GF300 14.5°(v1.03) • 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Adapter, SD memory card to USB

Part number:

1910475
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Adapter, SD memory card to USB.

Easy to install and use; no additional driver installation required for Windows ME, 2000 and XP. Driver included for
Windows 98SE.

Technical data

Weight 16 g (0.56 oz.)

Size (L × W × H) 74 × 26 × 11 mm (2.9 × 1.0 × 0.4 in.)

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
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Part number: Compatible with the following products

• 37706-0102 FLIR B360 (9 Hz)1910475
• 45310-0201 FLIR B365 (30 Hz)

Specifications subject to change without further notice. • 45310-0201-1 FLIR B365 (30 Hz) + MO297
Camera models and accessories subject to regional • 45604-0201 FLIR B365 (9 Hz)
market considerations. License procedures may apply. • 45604-0201-1 FLIR B365 (9 Hz) + MO297

• 45303-0202 FLIR B400 (30 Hz)Information and equipment described herein may require
• 45308-0202 FLIR B425 (30 Hz)US Government authorization for export purposes.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45603-0202 FLIR B425 (9 Hz)(v1.01) • 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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Memory card micro-SD with adapters

Part number:

T910737
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

Micro-SD Card for data storage (e.g. images)

Technical data

Memory card, size At least 2 GB

Scope of delivery

• micro-SD
• Adapter to miniSD Card
• Adapter from miniSD Card to SD memory card

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)T910737
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.03) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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USB cable Std A <-> Mini-B

Part number:

1910423
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using the USB protocol.

Technical data

Weight 60 g (2.1 oz.)

Cable length 1.8 m (5.9 ft.)

Connector Standard USB-A to USB Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)1910423
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.02) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E401910423
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)
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Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.

Part number:

1910490
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to power the infrared camera from the cigarette lighter socket in a car.

Note: This is the same product as p/n 1196497.

Technical data

Cable length 1.2 m (3.9 ft).

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845

2154 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR GF3xx series



Part number: Compatible with the following products

• 45002-0201 FLIR T340 (50 Hz)1910490
• 45302-0201 FLIR T360 (30 Hz)

Specifications subject to change without further notice. • 37705-0102 FLIR T360 (9 Hz)
Camera models and accessories subject to regional • 45309-0201 FLIR T365 (30 Hz)
market considerations. License procedures may apply. • 45309-0201-1 FLIR T365 (30 Hz) + EX845

• 45602-0201 FLIR T365 (9 Hz)Information and equipment described herein may require
• 45602-0201-1 FLIR T365 (9 Hz) + EX845US Government authorization for export purposes.
• 45001-0202 FLIR T390 (50 Hz)Diversion contrary to US law is prohibited.
• 45301-0202 FLIR T400 (30 Hz)(v1.01) • 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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HDMI to DVI cable 1.5 m

Part number:

T910816
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This cable is used to connect the infrared camera with an external display.

Technical data

Weight 213 g (7.5 oz.)

Cable length 1.5 m (4.9 ft.)

Connector HDMI to DVI

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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HDMI to HDMI cable 1.5 m

Part number:

T910815
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This cable is used to connect the infrared camera with an external display.

Technical data

Weight 195 g (6.9 oz.)

Cable length 1.5 m (4.9 ft.)

Connector HDMI to HDMI

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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Hard transport case for FLIR GF3xx-Series

Part number:

T197555
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Hard transport case for FLIR GF300-Series

Technical data

Weight 3.5 kg (7.7 lb.)

Size (L × W × H) 488 × 386 × 185 mm (19.2 × 15.2 × 7.3 in.)

Color Black

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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Heat Shield for FLIR GF309

Part number:

T197482
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Heat shield for the FLIR GF309.

Technical data

Weight 0.50 kg (1.10 lb.)

Size (L × W × H) 195 × 243 × 195 mm (7.7 × 9.6 × 7.7 in.)

Scope of delivery

• Heat shield
• Mounting support
• Transport case

Compatible with the following products

• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
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ThermoVision™ System Developers Kit Ver. 2.6

Part number:

T197038
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

ThermoVision™ System Developers Kit

Key features:

• Supports communication and broadcasting via FireWire™, Ethernet, and USB interfaces.
• Gives the user full control of the camera.
• Allows the user to set alarm conditions and measurement functions in the camera
• Allows the user to define I/O functionality (FLIR A series).
• Based on ActiveX technology.
• Supports acquisition of images through FireWire™, Ethernet, and USB interfaces.
• Reads from and writes to file in FLIR Systems’ proprietary file format and writes to files in FLIR Systems’ open floating

point format (*.fpf).
• Converts 16-bit absolute pixels into temperature pixels and several intermediate types of pixels formats, for maximum

user flexibility. Applies to all camera models with temperature measurement capabilities.
• Allows 16-bit temperature linear outputs from FLIR A series cameras.
• Includes method that allows using individual emissivity value correction on any single pixel or condensed measuring

value – e.g. average, minimum etc.
• Supports conditional recording to file through FireWire™, Ethernet, and USB interfaces.

Users with licenses for the previous version can download a free upgrade via the following link:
http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=62

Release notes

Version ThermoVision 2.6 SP2

New features • --- News in SP2:
• Support for FLIR GF3XX series
• Support for windowing in FLIR A615 and FLIR SC6x5
• Support for windowing in FLIR SC6x0
• Various bug fixes

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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Part number: Compatible with the following products

• 55001-0201 FLIR SC645 15°T197038
• 55001-0202 FLIR SC645 25°

Specifications subject to change without further notice. • 55001-0203 FLIR SC645 45°
Camera models and accessories subject to regional • 55001-0204 FLIR SC645 7°
market considerations. License procedures may apply. • 55001-0301 FLIR SC655 15°

• 55001-0302 FLIR SC655 25°Information and equipment described herein may require
• 55001-0303 FLIR SC655 45°US Government authorization for export purposes.
• 55001-0304 FLIR SC655 7°Diversion contrary to US law is prohibited.
• 44401-0201 FLIR GF300 14.5°(v1.04) • 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ThermoVision™ LabVIEW® Digital Toolkit Ver. 3.3

Part number:

T197039
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The ThermoVision LabVIEW Toolkit is a set of VIs (virtual instruments) for cameras that support alarms, measurement
functions, and I/O functionality.
Through LabVIEW, you can use these VIs as sub-VIs to manage communications with a FLIR IR camera in digital mode.
You can also generate true temperature images from images acquired through LabVIEW, and can use the LabVIEW IR
Measurement and Display tools to analyze the temperatures of imaged objects.

Key features:

• Set up communications between LabVIEW VI and a FLIR IR camera
• Capture and collect images via FireWire or Ethernet interfaces
• Adjust the camera configuration parameters and focus as you view a live image
• Control the camera calibration
• Send any other camera command to the camera
• Generate a true temperature image from a 16-bit image acquired using the camera’s
• FireWire or Ethernet interfaces
• Close communications to the IR camera

Users with licenses for the previous version can download a free upgrade via the following link:
http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=63

Note: Only supports National Instrumenst 32-bit Labview

Release notes

Version 3.3

New features • Windows 7 32- and 64-bit support
• Support for FLIR A615 and FLIR SC6X5 (including

windowing)
• Support for windowing in FLIR SC660
• Various bug fixes
• New example VIs

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T197039
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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FLIR VideoReport

Part number:

T197556
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR VideoReport makes reports including videos easy. You can create and edit your video clips taken with the FLIR GF
series cameras. Build your movie with a few simple drag-and-drops. Delete bad shots and include only the best scenes.
FLIR VideoReport is a software package specifically designed to provide an easy way to edit non-radiometric *.mp4 and
*.avi video clips, taken with FLIR GF series cameras.

Key features:

• Create a longer video clip from several shorter ones, using a storyboard.
• Rearrange the order of shorter video clips on a storyboard before you create a longer video clip.
• Trim a video clip and make the portions that you don’t want to display invisible.
• Save any frame from a video clip as an image.
• Add a title screen with custom text.
• Add explanatory text to any video clip.
• Play video clips at several different speeds.
• Read out measurement values, stored as metadata from, an *.mp4 video clip.
• Add digital photos to a video clip.
• Add IR images to a video clip.
• Add GPS information from the camera to a video clip.
• Review file properties and information about the camera type, lens, and serial number.
• Split a video clip into two parts.
• Add markers (circle or arrow) as overlay graphics to any video clip.
• Auto Update function

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=90

Release notes

Version 1.1 SP4

New features • --- News in SP4: ---
• New codec implemented.
• Various bug fixes.
• --- News in SP3: ---
• New user interface design
• New logo funcionality
• Various bug fixes

Scope of delivery

• Digital download, or
• CD-ROM

System requirements

Operating system • Microsoft® Windows® XP with Service Pack 3 (SP3),
32-bit

• Microsoft® Windows® Vista® with Service Pack 1
(SP1), 32-bit and 64-bit

• Microsoft® Windows® Vista® with Service Pack 2
(SP2), 32-bit and 64-bit

• Microsoft® Windows® 7, 32-bit and 64-bit

Software note Run Windows® Update before you install FLIR
VideoReport
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Part number: System requirements

Hardware requirements • Personal computer with a 1 GHz 32-bit (x86) processorT197556
• 1 GB of RAM (minimum)

Specifications subject to change without further notice. • 40 GB hard disk, with at least 15 GB available hard disk
Camera models and accessories subject to regional space
market considerations. License procedures may apply. • DVD-ROM drive

• Support for DirectX® 9 graphics with:Information and equipment described herein may require
• - WDDM driverUS Government authorization for export purposes.
• - 128 MB of graphics memory (minimum)Diversion contrary to US law is prohibited.
• - Pixel shader 2.0 in hardware(v1.06) • - 32 bits per pixel
• Super VGA (1024 × 768) or higher-resolution monitor
• Internet access
• Audio output
• Keyboard and Microsoft® mouse, or a compatible

pointing device

Hardware note Actual requirements and product functionality may vary
based on your system configuration.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

2166 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR GF3xx series



Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR QuickReport 1.2 SP2

Part number:

1196541
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR QuickReport (freeware) allows users to organize and analyze the radiometric images from its infrared cameras and
present them in a report in just three easy steps.

1. Organize
Transfer the images to your computer via USB, SD Memory Card or Windows® Explorer. In FLIR QuickReport images
will be shown as thumbnails so that they are easy to find and select.
2. Analyze
FLIR QuickReport can be used to analyze your IR images. Change level and span to get the most out of your images.
Measurement functions (spots, areas etc) and text annotations can be added/edited. It is also possible to use the
dewpoint alarm or insulation alarm within FLIR QuickReport.
3. Report
Create multi page report with either 2 IR images, or 1 IR image and a photo. The images can be placed into the report
by using a drag-and-drop operation. Any image descriptions or text comments will be transferred from the camera and
will automatically be included in the report.

Key features:

• Adjust level, span, and color palette
• Change Isotherm and temperature levels
• Create spot meters, lines, and areas
• Email one or more images
• Alter parameters for the Dewpoint and Insulation alarms
• Add your company logo to inspection reports
• Drag-and-drop images and preview report pages
• Digitally zoom and pan up to 8 times
• Fusion: Interval/Blending/Picture-in-Picture
• Text comments: Add/Delete/Edit

The software allows the user to adjust the level, span, zoom and pan of the camera. FLIR QuickReport features a choice
of ten different color palettes. The alarm displays risk of surface condensation, mould growth and inadequate insulation.
The built-in report templates allow the user to either include two infrared images, or an infrared image and a digital
photo. Image descriptions and text and voice comments can be transferred automatically into the report.
The inspection report can be emailed or exported into Excel, or to the FLIR Reporter software.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=38

Release notes

Version 1.2 SP2

New features • MeterLink Support
• Minor Bugfixes

Scope of delivery

• Freeware (see Download)

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°1196541
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.02) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)1196541
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 2470422710US B2 indigo version
Camera models and accessories subject to regional • 44201-0101 FLIR GF306 14.5°
market considerations. License procedures may apply. • 44202-0101 FLIR GF306 14.5° Fixed lens

• 44201-0102 FLIR GF306 24°Information and equipment described herein may require
• 44202-0102 FLIR GF306 24° Fixed lensUS Government authorization for export purposes.
• 44601-0101 FLIR GF309 14.5°Diversion contrary to US law is prohibited.
• 44602-0101 FLIR GF309 14.5° Fixed lens(v1.02) • 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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One year extended warranty for GF3xx series

Part number:

T199825
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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General Maintenance GF3xx series

Part number:

T199834
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ITC Advanced Furnace Application Course -
additional student to on site class

Part number:

ITC-ADV-3055
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the furnace camera, and to adjust it for
environmental conditions related to furnace applications.
Lab and/or field practice is a key part of this class. Basic inspection procedures will be covered including equipment
checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts.

This partnumber is reserved for adding additional students to an advanced furnace application on site class.

Content

• Introduction
• Working environment (refineries, units, furnaces)
• General rules, camera set up and operation
• On site job organization and related procedures
• Basics of radiative thermal transfer
• Principles and limitations of IR furnace applications
• Discussion and evaluation of inspection and measurement results
• Methodology
• Reporting

Labs

• On site job organization
• Follow the site inspection procedure
• Site measurements
• If possible, field work on-site inspecting real equipment

Course information

Available languages English, French

Target group • Users of FLIR furnace cameras such as the FLIR
GF309.

• Users of models like AGEMA 550, Inframetrics 290/390,
FLIR ThermaCAM P25F/P50F

• Qualified thermographers who want to learn more about
furnace applications

• Non thermographers who want to learn how to use GF
cameras or other cameras suited for furnace
applications for measurements in their industry

Typical student • A person working with furnace applications in the
industry and/or with surveillance and/or predictive
maintenance and rather moderate knowledge on IR
thermography or

• A person from another IR application field, with rather
moderate knowledge about furnace applications and not
too much experience of GF cameras.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days, additional days upon request (ITC-ADV-4006)

Structure Theory classes with integrated hands-on during day one
and the morning of day two and three, practical labs
respective exam in the afternoon of day two and three.

Exam None
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Part number: Course details

Course fee includes • Tuition by qualified ITC instructorITC-ADV-3055
• Training material in printed format

Specifications subject to change without further notice. • Diploma of attendance
Camera models and accessories subject to regional • Might include more, such as refreshments or lunch,
market considerations. License procedures may apply. depending on location and organizing entity
Information and equipment described herein may require Note This course can only be booked via ITC due to the FLIR GFUS Government authorization for export purposes. camera export restrictions.Diversion contrary to US law is prohibited.
(v1.0)

Course organization

ITC The ITC Advanced Furnace Application Course is offered
worldwide by ITC subsidiaries. Specific customer requests
shall be forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers The ITC Advanced Furnace Application is lectured by
qualified ITC trainers with special expertise in handling the
GF cameras and furnace applications.

Compatible with the following products

• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
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ITC Advanced Furnace Application Course -
attendance, 1 pers. (3 days)

Part number:

ITC-ADV-3051
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the furnace camera, and to adjust it for
environmental conditions related to furnace applications.
Lab and/or field practice is a key part of this class. Basic inspection procedures will be covered including equipment
checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts.

Content

• Introduction
• Working environment (refineries, units, furnaces)
• General rules, camera set up and operation
• On site job organization and related procedures
• Basics of radiative thermal transfer
• Principles and limitations of IR furnace applications
• Discussion and evaluation of inspection and measurement results
• Methodology
• Reporting

Labs

• On site job organization
• Follow the site inspection procedure
• Site measurements
• If possible, field work on-site inspecting real equipment

Course information

Available languages English, French

Target group • Users of FLIR furnace cameras such as the FLIR
GF309.

• Users of models like AGEMA 550, Inframetrics 290/390,
FLIR ThermaCAM P25F/P50F

• Qualified thermographers who want to learn more about
furnace applications

• Non thermographers who want to learn how to use GF
cameras or other cameras suited for furnace
applications for measurements in their industry

Typical student • A person working with furnace applications in the
industry and/or with surveillance and/or predictive
maintenance and rather moderate knowledge on IR
thermography or

• A person from another IR application field, with rather
moderate knowledge about furnace applications and not
too much experience of GF cameras.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days, additional days upon request (ITC-ADV-4006)

Structure Theory classes with integrated hands-on during day one
and the morning of day two and three, practical labs
respective exam in the afternoon of day two and three.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity
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Part number: Course details

Note This course can only be booked via ITC due to the FLIR GFITC-ADV-3051
camera export restrictions.

Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply. Course organization
Information and equipment described herein may require ITC The ITC Advanced Furnace Application Course is offeredUS Government authorization for export purposes. worldwide by ITC subsidiaries. Specific customer requestsDiversion contrary to US law is prohibited. shall be forwarded to the closest ITC subsidiary.
(v1.0)

ITC Trainers and Licensed Trainers The ITC Advanced Furnace Application is lectured by
qualified ITC trainers with special expertise in handling the
GF cameras and furnace applications.

Compatible with the following products

• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
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ITC Advanced Furnace Applications Course -
group up to 6 persons (3 days)

Part number:

ITC-ADV-3056
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the furnace camera, and to adjust it for
environmental conditions related to furnace applications.
Lab and/or field practice is a key part of this class. Basic inspection procedures will be covered including equipment
checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts.

Content

• Introduction
• Working environment (refineries, units, furnaces)
• General rules, camera set up and operation
• On site job organization and related procedures
• Basics of radiative thermal transfer
• Principles and limitations of IR furnace applications
• Discussion and evaluation of inspection and measurement results
• Methodology
• Reporting

Labs

• On site job organization
• Follow the site inspection procedure
• Site measurements
• If possible, field work on-site inspecting real equipment

Course information

Available languages English, French

Target group • Users of FLIR furnace cameras such as the FLIR
GF309.

• Users of models like AGEMA 550, Inframetrics 290/390,
FLIR ThermaCAM P25F/P50F

• Qualified thermographers who want to learn more about
furnace applications

• Non thermographers who want to learn how to use GF
cameras or other cameras suited for furnace
applications for measurements in their industry

Typical student • A person working with furnace applications in the
industry and/or with surveillance and/or predictive
maintenance and rather moderate knowledge on IR
thermography or

• A person from another IR application field, with rather
moderate knowledge about furnace applications and not
too much experience of GF cameras.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days, additional days upon request (ITC-ADV-4006)

Structure Theory classes with integrated hands-on during day one
and the morning of day two and three, practical labs
respective exam in the afternoon of day two and three.

Exam None
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Part number: Course details

Course fee includes • ITC qualified instructor teaching the classITC-ADV-3056
• Training material in printed format

Specifications subject to change without further notice. • Diploma of attendance
Camera models and accessories subject to regional • Attendance of a group up to 6 persons
market considerations. License procedures may apply. • Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on locationInformation and equipment described herein may require
and organizing entityUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Note This course can only be booked via ITC due to the FLIR GF
(v1.0) camera export restrictions.

Course organization

ITC The ITC Advanced Furnace Application Course is offered
worldwide by ITC subsidiaries. Specific customer requests
shall be forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers The ITC Advanced Furnace Application is lectured by
qualified ITC trainers with special expertise in handling the
GF cameras and furnace applications.

Compatible with the following products

• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
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ITC Advanced Gas Detection Course - additional
student to on site class, 1 pers.

Part number:

ITC-ADV-3035
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the GasFindIR camera, and to adjust it for
environmental conditions to find gas leaks.
Lab and/or field practice in finding leaks is a key part of this class. Basic inspection procedures will be covered including
equipment checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts. After
the course, the participant will be able to do qualified inspections on the base of existing laws, standards, and
regulations.

Note 1: This course can only be booked via ITC due to the GasFindIR camera export restrictions. Please inform ITC if
the customer has an MW or LW GasFindIR camera.
Note 2: This partnumber is reserved for adding additional students to a gas detection on site class.

Content

• Introduction
• Camera set up and operation
• Thermal science fundamentals
• Heat transfer
• IR theory
• VOC absorption characteristics
• Survey and reporting
• Safety considerations

Labs

• Hands-on and practical exercises during the afternoon of day 2.
• If possible, field work on-site inspecting real equipment, if not exercises on ITC’s special tailored GasFindIR lab

equipment.

Course information

Available languages English

Target group • Qualified thermographers who want to learn more about
the special application volatile gas detection within the
petrochemical industry with an IR MW camera.

• Non thermographers who want to learn how to use their
GasFindIR MW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques
in the petrochemical industry.

• Qualified thermographers who want to learn more about
the special application volatile gas detection for
surveillance of electrical equipment with an IR LW
camera.

• Non thermographers who want to learn how to use their
GasFindIR LW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques.

Typical student • A person working in the petrochemical industry with
surveillance and/or predictive maintenance and rather
moderate knowledge on IR thermography or

• a person working with surveillance and/or predictive
maintenance of electrical equipment and rather
moderate knowledge on IR thermography or

• a person from another IR application field, with rather
moderate knowledge about VOC gases and not too
much experience of the specific GasFindIR camera.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days (20 hours)
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Part number: Course details

Structure Theory classes with integrated hands-on during day oneITC-ADV-3035
and the morning of day two and three, practical labs

Specifications subject to change without further notice. respective exam in the afternoon of day two and three.
Camera models and accessories subject to regional
market considerations. License procedures may apply. Exam A final exam (30 multiple choice questions) will be written

on the 3d day in the afternoon. In connection, the correctInformation and equipment described herein may require answers will be discussed by the instructor and theUS Government authorization for export purposes. participants.Diversion contrary to US law is prohibited.
Course fee includes • Tuition by ITC licensed instructor(v1.0)

• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Advanced Gas Detection Course is offered worldwide
by ITC subsidiaries as listed in "Courses offered by ITC
partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach
Advanced Gas Detection Courses.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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ITC Advanced Gas Detection Course - attendance,
1 pers.

Part number:

ITC-ADV-3031
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the GasFindIR camera, and to adjust it for
environmental conditions to find gas leaks.
Lab and/or field practice in finding leaks is a key part of this class. Basic inspection procedures will be covered including
equipment checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts. After
the course, the participant will be able to do qualified inspections on the base of existing laws, standards, and
regulations.

Note: This course can only be booked via ITC due to the GasFindIR camera export restrictions. Please inform ITC if the
customer has an MW or LW GasFindIR camera.

Content

• Introduction
• Camera set up and operation
• Thermal science fundamentals
• Heat transfer
• IR theory
• VOC absorption characteristics
• Survey and reporting
• Safety considerations

Labs

• Hands-on and practical exercises during the afternoon of day 2.
• If possible, field work on-site inspecting real equipment, if not exercises on ITC’s special tailored GasFindIR lab

equipment.

Course information

Available languages English

Target group • Qualified thermographers who want to learn more about
the special application volatile gas detection within the
petrochemical industry with an IR MW camera.

• Non thermographers who want to learn how to use their
GasFindIR MW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques
in the petrochemical industry.

• Qualified thermographers who want to learn more about
the special application volatile gas detection for
surveillance of electrical equipment with an IR LW
camera.

• Non thermographers who want to learn how to use their
GasFindIR LW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques.

Typical student • A person working in the petrochemical industry with
surveillance and/or predictive maintenance and rather
moderate knowledge on IR thermography or

• a person working with surveillance and/or predictive
maintenance of electrical equipment and rather
moderate knowledge on IR thermography or

• a person from another IR application field, with rather
moderate knowledge about VOC gases and not too
much experience of the specific GasFindIR camera.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days (20 hours)
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Part number: Course details

Structure Theory classes with integrated hands-on during day oneITC-ADV-3031
and the morning of day two and three, practical labs

Specifications subject to change without further notice. respective exam in the afternoon of day two and three.
Camera models and accessories subject to regional
market considerations. License procedures may apply. Exam A final exam (30 multiple choice questions) will be written

on the 3d day in the afternoon. In connection, the correctInformation and equipment described herein may require answers will be discussed by the instructor and theUS Government authorization for export purposes. participants.Diversion contrary to US law is prohibited.
Course fee includes • Tuition by ITC licensed instructor(v1.0)

• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Advanced Gas Detection Course is offered worldwide
by ITC subsidiaries as listed in "Courses offered by ITC
partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach
Advanced Gas Detection Courses.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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ITC Advanced Gas Detection Course – group of
10 pers.

Part number:

ITC-ADV-3039
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the GasFindIR camera, and to adjust it for
environmental conditions to find gas leaks.
Lab and/or field practice in finding leaks is a key part of this class. Basic inspection procedures will be covered including
equipment checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts. After
the course, the participant will be able to do qualified inspections on the base of existing laws, standards, and
regulations.

Note: This course can only be booked via ITC due to the GasFindIR camera export restrictions. Please inform ITC if the
customer has an MW or LW GasFindIR camera.

Content

• Introduction
• Camera set up and operation
• Thermal science fundamentals
• Heat transfer
• IR theory
• VOC absorption characteristics
• Survey and reporting
• Safety considerations

Labs

• Hands-on and practical exercises during the afternoon of day 2.
• If possible, field work on-site inspecting real equipment, if not exercises on ITC’s special tailored GasFindIR lab

equipment.

Course information

Available languages English

Target group • Qualified thermographers who want to learn more about
the special application volatile gas detection within the
petrochemical industry with an IR MW camera.

• Non thermographers who want to learn how to use their
GasFindIR MW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques
in the petrochemical industry.

• Qualified thermographers who want to learn more about
the special application volatile gas detection for
surveillance of electrical equipment with an IR LW
camera.

• Non thermographers who want to learn how to use their
GasFindIR LW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques.

Typical student • A person working in the petrochemical industry with
surveillance and/or predictive maintenance and rather
moderate knowledge on IR thermography or

• a person working with surveillance and/or predictive
maintenance of electrical equipment and rather
moderate knowledge on IR thermography or

• a person from another IR application field, with rather
moderate knowledge about VOC gases and not too
much experience of the specific GasFindIR camera.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days (20 hours)
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Part number: Course details

Structure Theory classes with integrated hands-on during day oneITC-ADV-3039
and the morning of day two and three, practical labs

Specifications subject to change without further notice. respective exam in the afternoon of day two and three.
Camera models and accessories subject to regional
market considerations. License procedures may apply. Exam A final exam (30 multiple choice questions) will be written

on the 3d day in the afternoon. In connection, the correctInformation and equipment described herein may require answers will be discussed by the instructor and theUS Government authorization for export purposes. participants.Diversion contrary to US law is prohibited.
Course fee includes • Tuition by ITC licensed instructor(v1.0)

• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Advanced Gas Detection Course is offered worldwide
by ITC subsidiaries as listed in "Courses offered by ITC
partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach
Advanced Gas Detection Courses.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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ITC Advanced Gas Detection Course - group of up
to 6 pers. (3 days)

Part number:

ITC-ADV-3036
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the GasFindIR/FLIR GF3xx camera, and to
adjust it for environmental conditions to find gas leaks.
Lab and/or field practice in finding leaks is a key part of this class. Basic inspection procedures will be covered including
equipment checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts. After
the course, the participant will be able to do qualified inspections on the base of existing laws, standards, and
regulations.

Content

• Introduction
• Camera set up and operation
• Thermal science fundamentals
• Heat transfer
• IR theory
• VOC absorption characteristics
• Survey and reporting
• Safety considerations

Labs

• Hands-on and practical exercises during the afternoon of day 2.
• If possible, field work on-site inspecting real equipment, if not exercises on ITC’s special tailored gas detection lab

equipment.

Course information

Available languages English, French

Target group • Qualified thermographers who want to learn more about
the special application volatile gas detection within the
petrochemical industry with an infrared MW camera.

• Non thermographers who want to learn how to use their
GasFindIR or FLIR GF MW camera to complement or
replace existing LDAR (Leak Detection And Repair)
techniques in the petrochemical industry.

• Qualified thermographers who want to learn more about
the special application volatile gas detection for
surveillance of electrical equipment with an infrared LW
camera.

• Non thermographers who want to learn how to use their
GasFindIR or FLIR GF LW camera to complement or
replace existing LDAR (Leak Detection And Repair)
techniques.

Typical student • A person working in the petrochemical industry with
surveillance and/or predictive maintenance and rather
moderate knowledge on IR thermography or

• A person working with surveillance and/or predictive
maintenance of electrical equipment and rather
moderate knowledge on IR thermography or

• A person from another IR application field, with rather
moderate knowledge about VOC gases and not too
much experience of the specific GasFindIR or FLIR
GF3xx camera.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days, additional days upon request (ITC-ADV-4006)
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Part number: Course details

Structure Theory classes with integrated hands-on during day oneITC-ADV-3036
and the morning of day two and three, practical labs

Specifications subject to change without further notice. respective exam in the afternoon of day two and three.
Camera models and accessories subject to regional
market considerations. License procedures may apply. Exam A final exam (30 multiple choice questions) will be written

on the 3d day in the afternoon. In connection, the correctInformation and equipment described herein may require answers will be discussed by the instructor and theUS Government authorization for export purposes. participants.Diversion contrary to US law is prohibited.
Course fee includes • ITC licensed instructor teaching the class(v1.0)

• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Note This course can only be booked via ITC due to the
GasFindIR and GF camera export restrictions. Please
inform ITC if the customer has an MW or LW GasFindIR or
GF camera.

Course organization

ITC The ITC Advanced Gas Detection Course is offered
worldwide by ITC subsidiaries. Specific customer requests
shall be forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers T560392 Trainers teaching courses lists all licensed
trainers and ITC trainers authorized to teach the ITC
Advanced Gas Detection Courses.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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ITC Advanced training - group of max. 6 pers,
additional day 4 for on-site training

Part number:

ITC-ADV-4006
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An additional day can be booked when the customer wants to extend the training content, software exercises or guided
field practice.

The fourth day can be added to the following courses:
ITC-ADV-3036
ITC-ADV-3056

Content

• Customized, build on the topics of the course prior to the additional day

Labs

• Customized, depending on the equipment used and the application of interest

Course information

Available languages English, other languages upon demand

Target group • Participants of advanced courses that are delivered on-
site

Typical student • Persons with special interests in the equipment and their
application requesting in-depth training or additional
guidance.

Pre-requisites • Please refer to the pre-requisites of the course prior to
the additional day

Course details

Duration 1 day

Structure Customized upon the customer’s request

Exam None

Course fee includes • ITC qualified instructor teaching the class
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons
• Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Additional days are offered by the ITC or ITC partner
arranging the respective standard class prior to the
additional day. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers Additional days are normally lectured by the same ITC
trainers lecturing the standard class prior to the additional
day.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
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Part number: Compatible with the following products

• 44202-0101 FLIR GF306 14.5° Fixed lensITC-ADV-4006
• 44201-0102 FLIR GF306 24°

Specifications subject to change without further notice. • 44202-0102 FLIR GF306 24° Fixed lens
Camera models and accessories subject to regional • 44601-0101 FLIR GF309 14.5°
market considerations. License procedures may apply. • 44602-0101 FLIR GF309 14.5° Fixed lens

• 44601-0102 FLIR GF309 24°Information and equipment described herein may require
• 44602-0102 FLIR GF309 24° Fixed lensUS Government authorization for export purposes.
• 44401-0101 FLIR GF320 14.5°Diversion contrary to US law is prohibited.
• 44402-0101 FLIR GF320 14.5° Fixed lens(v1.0) • 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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ITC Customized workshop - per person (per day)

Part number:

ITC-EXP-1041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a special day emphasizing on specifications of equipment towards the particularities of applications (for instance
triggering or high speed). It addresses mainly the needs of high-end camera users in the scientific or industrial fields.

Content

• Customized

Labs

• Customized

Course information

Available languages English, French, other languages upon request

Target group • Highly specialized users with advanced and scientific
applications as well as persons interested in these
applications and related infrared equipment.

Typical student • Researchers
• Scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Typically 1 day

Structure Theory and hands-on, depending on topics

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance

Note This course is typically organized at the customer’s site.
Course fee does not include cost for instructor’s travelling
or lodging. The customer is responsible for providing a
suitable classroom and preferably also refreshments/lunch.

Course organization

ITC ITC customized workshops are offered worldwide by ITC
and partners. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC customized workshops are lectured by ITC qualified
specialists having the relevant expertise in the workshop’s
subject and the related fields of application.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
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Part number: Compatible with the following products

• 40402-3603 FLIR SC640 45°ITC-EXP-1041
• 40402-3702 FLIR SC620 24°

Specifications subject to change without further notice. • 40402-3703 FLIR SC620 45°
Camera models and accessories subject to regional • 42701-1001 FLIR A300 (9 Hz)
market considerations. License procedures may apply. • 42701-1101 FLIR A310 (9 Hz)

• 42701-1201 FLIR A320 Tempscreen (9 Hz)Information and equipment described herein may require
• 42901-1101 FLIR A315 (9 Hz)US Government authorization for export purposes.
• 48001-1101 FLIR A315Diversion contrary to US law is prohibited.
• 48201-1001 FLIR A300(v1.0) • 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ITC Infrared application and system consultancy
(per day)

Part number:

ITC-EXP-1050
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Consultancy can be described as any action or arrangement that is not strictly a training course. Most likely, a thermal
camera will be involved. It can be, but is not restricted to:
- Pre-sales equipment or software demonstration over the normal extend
- Equipment and software demonstration and explanation over the normal extend
- Advanced technical support
- Application support
- Comparative study involving a camera, either alone or in conjunction with other instruments
- General measurements in a difficult or unusual situation

Content

• Customized

Labs

• Customized

Course information

Available languages English, French, other languages upon request

Target group • Advanced users who wish to receive an in-depth
guidance to complex problems related to infrared
equipment, applications, and measurement questions.

Typical student • Industry technical personnel
• Researchers
• Scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Typically 1 day

Structure Theory and hands-on, depending on topics

Exam None

Course fee includes • Consultancy by qualified ITC specialist
• Training and/or reference material

Note Consultancy is typically carried out at the customer’s site.
The fee does not include costs for instructor’s travelling or
lodging. The customer is responsible for providing access
to the equipment or objects that should be analyzed or
measured, a suitable meeting room, and preferably also
refreshments/lunch.

Course organization

ITC ITC consultancy is offered by ITC in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers ITC consultancy is delivered by ITC qualified specialists
having the relevant expertise in infrared measurement and
the related fields of application.
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Part number: Compatible with the following products

• 40402-3501 FLIR SC660 12°ITC-EXP-1050
• 40402-3502 FLIR SC660 24°Specifications subject to change without further notice.
• 40402-3503 FLIR SC660 45°Camera models and accessories subject to regional
• 40402-3601 FLIR SC640 12°market considerations. License procedures may apply.
• 40402-3602 FLIR SC640 24°

Information and equipment described herein may require • 40402-3603 FLIR SC640 45°
US Government authorization for export purposes. • 40402-3702 FLIR SC620 24°
Diversion contrary to US law is prohibited. • 40402-3703 FLIR SC620 45°

• 42701-1001 FLIR A300 (9 Hz)(v1.0)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - attendance 1 pers.

Part number:

ITC-EXP-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-1001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-1001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - group up to 10 pers.

Part number:

ITC-EXP-1009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-1009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-1009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - attendance 1 pers.

Part number:

ITC-EXP-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-2001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-2001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - group up to 10 pers.

Part number:

ITC-EXP-2009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-2009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-2009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - attendance 1 pers.

Part number:

ITC-EXP-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-3001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-3001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - group up to 10 pers.

Part number:

ITC-EXP-3009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-3009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-3009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Optical Cleaning Kit

Part number:

09289-200
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Optical Cleaning Kit

Scope of delivery

• Polishing cloth
• Lens brush
• Eyeglass cleaner
• Case

Compatible with the following products

• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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25 mm Lens

Part number:

20887-200
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This lens is suitable for the majority of applications.

Licensing and classification

License information Interchangeable lens version of the ThermaCAM™
GasFindIR Class I, Div II, the ThermaCAM™ GasFindIR
CO and the ThermaCAM™ GasFindIR HSX requires US
Department of State License and will be subject to
limitations on resale, except inside US. Allow a minimum of
90 days after application submittal for approval.

Technical data

Field of view (FOV) 22° × 16°

Focal length 25 mm (0.98 in.)

Spatial resolution (IFOV) 1.2 mrad

F-number 2.3

Compatible with the following products

• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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50 mm Lens

Part number:

20888-200
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

50 mm Lens

Licensing and classification

License information Interchangeable lens version of the ThermaCAM™
GasFindIR Class I, Div II, the ThermaCAM™ GasFindIR
CO and the ThermaCAM™ GasFindIR HSX requires US
Department of State License and will be subject to
limitations on resale, except inside US. Allow a minimum of
90 days after application submittal for approval.

Technical data

Field of view (FOV) 11° × 8°

Focal length 50 mm (1.97 in.)

Spatial resolution (IFOV) 0.6 mrad

F-number 2.3

Scope of delivery

• Lens
• Lens cap
• Lens case

Compatible with the following products

• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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100 mm Lens

Part number:

20889-200
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

100 mm Lens

Licensing and classification

License information Interchangeable lens version of the ThermaCAM™
GasFindIR Class I, Div II, the ThermaCAM™ GasFindIR
CO and the ThermaCAM™ GasFindIR HSX requires US
Department of State License and will be subject to
limitations on resale, except inside US. Allow a minimum of
90 days after application submittal for approval.

Technical data

Field of view (FOV) 5.5° × 4°

Focal length 100 mm (3.94 in.)

Spatial resolution (IFOV) 0.3 mrad

F-number 2.3

Scope of delivery

• Lens
• Lens cap
• Lens case

Compatible with the following products

• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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Lens Hood for 25mm Lens

Part number:

24016-000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Lens Hood for 25 mm lens

Technical data

Color Black

Compatible with the following products

• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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Lens Hood for 50mm Lens

Part number:

24016-001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Lens Hood for 50 mm lens

Technical data

Color Black

Compatible with the following products

• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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25 mm Lens (for use with 21057-251 & 21057-200)

Part number:

23563-201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

Licensing and classification

License information Interchangeable lens version of the ThermaCAM™
GasFindIR LW requires US Department of State License
and will be subject to limitations on resale, except inside
US. Allow a minimum of 90 days after application submittal
for approval.

Technical data

Field of view (FOV) 22° x 16°

Focal length 25 mm (0.98 in.)

Spatial resolution (IFOV) 1.2 mrad

F-number 2.0

Scope of delivery

• Lens
• Lens caps
• Lens case
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100 mm Lens (for use with 21057-251 & 21057-
200)

Part number:

23563-202
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

Licensing and classification

License information Interchangeable lens version of the ThermaCAM™
GasFindIR LW requires US Department of State License
and will be subject to limitations on resale, except inside
US. Allow a minimum of 90 days after application submittal
for approval.

Technical data

Field of view (FOV) 5.5° x 4°

Focal length 100 mm (3.94 in.)

Spatial resolution (IFOV) 0.3 mrad

F-number 2.0

Scope of delivery

• Lens
• Lens cap
• Lens case
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DR 11 NiMH Battery

Part number:

17619-200
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

DR 11 NiMH Battery

Technical data

Battery type NiMH

Battery voltage 6 V

Battery capacity 4.2 Ah

Compatible with the following products

• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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Battery Charger (NiMH)

Part number:

17151-002
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Battery Charger (NiMH)

Compatible with the following products

• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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Li Ion Battery

Part number:

24779-200
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Li Ion Battery

Technical data

Battery type Li Ion

Battery voltage 7.5 V

Battery capacity 7.8 Ah
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Battery Charger for Li Ion Battery

Part number:

24777-001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Battery Charger for Li Ion Battery

2242 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermaCAM™ GasFindIR series



Cable-BNC 6FT

Part number:

03198-000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This cable is used to transfer video signals from the infrared camera to an external monitor, or to a computer featuring
an internal video card.

Technical data

Cable length 1.8 m (6 ft.)

Connector BNC

Compatible with the following products

• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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Cable-RS-232 Remote

Part number:

14730-000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This cable is used to connect the infrared camera with a computer, using serial communication (RS-232).

Technical data

Connector 9-pin D-sub, DB9

Compatible with the following products

• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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Cable S-Video GasFindIR

Part number:

20981-500
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This cable is used to transfer S-video signals from the infrared camera to an external monitor, or to a computer featuring
an internal video card.

Compatible with the following products

• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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A/V Cable for Archos PVR

Part number:

21466-000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This cable is used to connect the infrared camera to an external personal video recorder.

Compatible with the following products

• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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Hard Transport Case

Part number:

3301011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Hard Transport Case

Technical data

Color Black

Compatible with the following products

• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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Personal Video Recorder

Part number:

21465-000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Personal Video Recorder

Compatible with the following products

• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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One Year Extended Warranty for InSb GasFindIR

Part number:

EXT-WAR-GCAM
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

One Year Extended Warranty for InSb GasFindIR

Compatible with the following products

• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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One year extended warranty for GasFindIR LW

Part number:

EXT-WAR-GCAM-LW
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

One year extended warranty for GasFindIR LW
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ITC Advanced Gas Detection Course - additional
student to on site class, 1 pers.

Part number:

ITC-ADV-3035
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the GasFindIR camera, and to adjust it for
environmental conditions to find gas leaks.
Lab and/or field practice in finding leaks is a key part of this class. Basic inspection procedures will be covered including
equipment checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts. After
the course, the participant will be able to do qualified inspections on the base of existing laws, standards, and
regulations.

Note 1: This course can only be booked via ITC due to the GasFindIR camera export restrictions. Please inform ITC if
the customer has an MW or LW GasFindIR camera.
Note 2: This partnumber is reserved for adding additional students to a gas detection on site class.

Content

• Introduction
• Camera set up and operation
• Thermal science fundamentals
• Heat transfer
• IR theory
• VOC absorption characteristics
• Survey and reporting
• Safety considerations

Labs

• Hands-on and practical exercises during the afternoon of day 2.
• If possible, field work on-site inspecting real equipment, if not exercises on ITC’s special tailored GasFindIR lab

equipment.

Course information

Available languages English

Target group • Qualified thermographers who want to learn more about
the special application volatile gas detection within the
petrochemical industry with an IR MW camera.

• Non thermographers who want to learn how to use their
GasFindIR MW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques
in the petrochemical industry.

• Qualified thermographers who want to learn more about
the special application volatile gas detection for
surveillance of electrical equipment with an IR LW
camera.

• Non thermographers who want to learn how to use their
GasFindIR LW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques.

Typical student • A person working in the petrochemical industry with
surveillance and/or predictive maintenance and rather
moderate knowledge on IR thermography or

• a person working with surveillance and/or predictive
maintenance of electrical equipment and rather
moderate knowledge on IR thermography or

• a person from another IR application field, with rather
moderate knowledge about VOC gases and not too
much experience of the specific GasFindIR camera.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days (20 hours)
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Part number: Course details

Structure Theory classes with integrated hands-on during day oneITC-ADV-3035
and the morning of day two and three, practical labs

Specifications subject to change without further notice. respective exam in the afternoon of day two and three.
Camera models and accessories subject to regional
market considerations. License procedures may apply. Exam A final exam (30 multiple choice questions) will be written

on the 3d day in the afternoon. In connection, the correctInformation and equipment described herein may require answers will be discussed by the instructor and theUS Government authorization for export purposes. participants.Diversion contrary to US law is prohibited.
Course fee includes • Tuition by ITC licensed instructor(v1.0)

• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Advanced Gas Detection Course is offered worldwide
by ITC subsidiaries as listed in "Courses offered by ITC
partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach
Advanced Gas Detection Courses.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC

2252 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermaCAM™ GasFindIR series



ITC Advanced Gas Detection Course - attendance,
1 pers.

Part number:

ITC-ADV-3031
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the GasFindIR camera, and to adjust it for
environmental conditions to find gas leaks.
Lab and/or field practice in finding leaks is a key part of this class. Basic inspection procedures will be covered including
equipment checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts. After
the course, the participant will be able to do qualified inspections on the base of existing laws, standards, and
regulations.

Note: This course can only be booked via ITC due to the GasFindIR camera export restrictions. Please inform ITC if the
customer has an MW or LW GasFindIR camera.

Content

• Introduction
• Camera set up and operation
• Thermal science fundamentals
• Heat transfer
• IR theory
• VOC absorption characteristics
• Survey and reporting
• Safety considerations

Labs

• Hands-on and practical exercises during the afternoon of day 2.
• If possible, field work on-site inspecting real equipment, if not exercises on ITC’s special tailored GasFindIR lab

equipment.

Course information

Available languages English

Target group • Qualified thermographers who want to learn more about
the special application volatile gas detection within the
petrochemical industry with an IR MW camera.

• Non thermographers who want to learn how to use their
GasFindIR MW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques
in the petrochemical industry.

• Qualified thermographers who want to learn more about
the special application volatile gas detection for
surveillance of electrical equipment with an IR LW
camera.

• Non thermographers who want to learn how to use their
GasFindIR LW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques.

Typical student • A person working in the petrochemical industry with
surveillance and/or predictive maintenance and rather
moderate knowledge on IR thermography or

• a person working with surveillance and/or predictive
maintenance of electrical equipment and rather
moderate knowledge on IR thermography or

• a person from another IR application field, with rather
moderate knowledge about VOC gases and not too
much experience of the specific GasFindIR camera.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days (20 hours)
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Part number: Course details

Structure Theory classes with integrated hands-on during day oneITC-ADV-3031
and the morning of day two and three, practical labs

Specifications subject to change without further notice. respective exam in the afternoon of day two and three.
Camera models and accessories subject to regional
market considerations. License procedures may apply. Exam A final exam (30 multiple choice questions) will be written

on the 3d day in the afternoon. In connection, the correctInformation and equipment described herein may require answers will be discussed by the instructor and theUS Government authorization for export purposes. participants.Diversion contrary to US law is prohibited.
Course fee includes • Tuition by ITC licensed instructor(v1.0)

• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Advanced Gas Detection Course is offered worldwide
by ITC subsidiaries as listed in "Courses offered by ITC
partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach
Advanced Gas Detection Courses.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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ITC Advanced Gas Detection Course – group of
10 pers.

Part number:

ITC-ADV-3039
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the GasFindIR camera, and to adjust it for
environmental conditions to find gas leaks.
Lab and/or field practice in finding leaks is a key part of this class. Basic inspection procedures will be covered including
equipment checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts. After
the course, the participant will be able to do qualified inspections on the base of existing laws, standards, and
regulations.

Note: This course can only be booked via ITC due to the GasFindIR camera export restrictions. Please inform ITC if the
customer has an MW or LW GasFindIR camera.

Content

• Introduction
• Camera set up and operation
• Thermal science fundamentals
• Heat transfer
• IR theory
• VOC absorption characteristics
• Survey and reporting
• Safety considerations

Labs

• Hands-on and practical exercises during the afternoon of day 2.
• If possible, field work on-site inspecting real equipment, if not exercises on ITC’s special tailored GasFindIR lab

equipment.

Course information

Available languages English

Target group • Qualified thermographers who want to learn more about
the special application volatile gas detection within the
petrochemical industry with an IR MW camera.

• Non thermographers who want to learn how to use their
GasFindIR MW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques
in the petrochemical industry.

• Qualified thermographers who want to learn more about
the special application volatile gas detection for
surveillance of electrical equipment with an IR LW
camera.

• Non thermographers who want to learn how to use their
GasFindIR LW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques.

Typical student • A person working in the petrochemical industry with
surveillance and/or predictive maintenance and rather
moderate knowledge on IR thermography or

• a person working with surveillance and/or predictive
maintenance of electrical equipment and rather
moderate knowledge on IR thermography or

• a person from another IR application field, with rather
moderate knowledge about VOC gases and not too
much experience of the specific GasFindIR camera.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days (20 hours)
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Part number: Course details

Structure Theory classes with integrated hands-on during day oneITC-ADV-3039
and the morning of day two and three, practical labs

Specifications subject to change without further notice. respective exam in the afternoon of day two and three.
Camera models and accessories subject to regional
market considerations. License procedures may apply. Exam A final exam (30 multiple choice questions) will be written

on the 3d day in the afternoon. In connection, the correctInformation and equipment described herein may require answers will be discussed by the instructor and theUS Government authorization for export purposes. participants.Diversion contrary to US law is prohibited.
Course fee includes • Tuition by ITC licensed instructor(v1.0)

• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Advanced Gas Detection Course is offered worldwide
by ITC subsidiaries as listed in "Courses offered by ITC
partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach
Advanced Gas Detection Courses.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC

2256 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermaCAM™ GasFindIR series



ITC Advanced Gas Detection Course - group of up
to 6 pers. (3 days)

Part number:

ITC-ADV-3036
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the GasFindIR/FLIR GF3xx camera, and to
adjust it for environmental conditions to find gas leaks.
Lab and/or field practice in finding leaks is a key part of this class. Basic inspection procedures will be covered including
equipment checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts. After
the course, the participant will be able to do qualified inspections on the base of existing laws, standards, and
regulations.

Content

• Introduction
• Camera set up and operation
• Thermal science fundamentals
• Heat transfer
• IR theory
• VOC absorption characteristics
• Survey and reporting
• Safety considerations

Labs

• Hands-on and practical exercises during the afternoon of day 2.
• If possible, field work on-site inspecting real equipment, if not exercises on ITC’s special tailored gas detection lab

equipment.

Course information

Available languages English, French

Target group • Qualified thermographers who want to learn more about
the special application volatile gas detection within the
petrochemical industry with an infrared MW camera.

• Non thermographers who want to learn how to use their
GasFindIR or FLIR GF MW camera to complement or
replace existing LDAR (Leak Detection And Repair)
techniques in the petrochemical industry.

• Qualified thermographers who want to learn more about
the special application volatile gas detection for
surveillance of electrical equipment with an infrared LW
camera.

• Non thermographers who want to learn how to use their
GasFindIR or FLIR GF LW camera to complement or
replace existing LDAR (Leak Detection And Repair)
techniques.

Typical student • A person working in the petrochemical industry with
surveillance and/or predictive maintenance and rather
moderate knowledge on IR thermography or

• A person working with surveillance and/or predictive
maintenance of electrical equipment and rather
moderate knowledge on IR thermography or

• A person from another IR application field, with rather
moderate knowledge about VOC gases and not too
much experience of the specific GasFindIR or FLIR
GF3xx camera.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days, additional days upon request (ITC-ADV-4006)
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Part number: Course details

Structure Theory classes with integrated hands-on during day oneITC-ADV-3036
and the morning of day two and three, practical labs

Specifications subject to change without further notice. respective exam in the afternoon of day two and three.
Camera models and accessories subject to regional
market considerations. License procedures may apply. Exam A final exam (30 multiple choice questions) will be written

on the 3d day in the afternoon. In connection, the correctInformation and equipment described herein may require answers will be discussed by the instructor and theUS Government authorization for export purposes. participants.Diversion contrary to US law is prohibited.
Course fee includes • ITC licensed instructor teaching the class(v1.0)

• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Note This course can only be booked via ITC due to the
GasFindIR and GF camera export restrictions. Please
inform ITC if the customer has an MW or LW GasFindIR or
GF camera.

Course organization

ITC The ITC Advanced Gas Detection Course is offered
worldwide by ITC subsidiaries. Specific customer requests
shall be forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers T560392 Trainers teaching courses lists all licensed
trainers and ITC trainers authorized to teach the ITC
Advanced Gas Detection Courses.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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ITC Advanced training - group of max. 6 pers,
additional day 4 for on-site training

Part number:

ITC-ADV-4006
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An additional day can be booked when the customer wants to extend the training content, software exercises or guided
field practice.

The fourth day can be added to the following courses:
ITC-ADV-3036
ITC-ADV-3056

Content

• Customized, build on the topics of the course prior to the additional day

Labs

• Customized, depending on the equipment used and the application of interest

Course information

Available languages English, other languages upon demand

Target group • Participants of advanced courses that are delivered on-
site

Typical student • Persons with special interests in the equipment and their
application requesting in-depth training or additional
guidance.

Pre-requisites • Please refer to the pre-requisites of the course prior to
the additional day

Course details

Duration 1 day

Structure Customized upon the customer’s request

Exam None

Course fee includes • ITC qualified instructor teaching the class
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons
• Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Additional days are offered by the ITC or ITC partner
arranging the respective standard class prior to the
additional day. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers Additional days are normally lectured by the same ITC
trainers lecturing the standard class prior to the additional
day.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
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Part number: Compatible with the following products

• 44202-0101 FLIR GF306 14.5° Fixed lensITC-ADV-4006
• 44201-0102 FLIR GF306 24°

Specifications subject to change without further notice. • 44202-0102 FLIR GF306 24° Fixed lens
Camera models and accessories subject to regional • 44601-0101 FLIR GF309 14.5°
market considerations. License procedures may apply. • 44602-0101 FLIR GF309 14.5° Fixed lens

• 44601-0102 FLIR GF309 24°Information and equipment described herein may require
• 44602-0102 FLIR GF309 24° Fixed lensUS Government authorization for export purposes.
• 44401-0101 FLIR GF320 14.5°Diversion contrary to US law is prohibited.
• 44402-0101 FLIR GF320 14.5° Fixed lens(v1.0) • 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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IR lens, f=41.3 mm with case (15°)

Part number:

T197914
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

The 15° lens is a popular lens accessory and provides 1.7× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 15° x 11° (19° diagonally)

Minimum focus distance 500 mm (19.69 in.)

Focal length 41.3 mm (1.63 in.)

Spatial resolution (IFOV) 0.41 mrad

Lens identification Automatic

F-number 1.0

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Weight 0.190 kg (0.419 lb.)

Size (L × D) 47 × 67 mm (1.85 × 2.64 in.)

Front lens diameter 52 mm (2.05 in.)

Scope of delivery

• Lens
• Lens case
• Front lens cap
• Rear lens cap

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
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Part number: Compatible with the following products

• 55001-0201 FLIR SC645 15°T197914
• 55001-0202 FLIR SC645 25°

Specifications subject to change without further notice. • 55001-0203 FLIR SC645 45°
Camera models and accessories subject to regional • 55001-0204 FLIR SC645 7°
market considerations. License procedures may apply. • 55001-0301 FLIR SC655 15°

• 55001-0302 FLIR SC655 25°Information and equipment described herein may require
• 55001-0303 FLIR SC655 45°US Government authorization for export purposes.
• 55001-0304 FLIR SC655 7°Diversion contrary to US law is prohibited.

(v1.03)
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IR lens, f=24.6 mm with case (25°)

Part number:

T197922
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

The standard 25° lens is suitable for the majority of applications.

Technical data

Field of view (FOV) 25° x 19° (31° diagonally)

Minimum focus distance 250 mm (9.84 in.)

Focal length 24.6 mm (0.97 in.)

Spatial resolution (IFOV) 0.69 mrad

Lens identification Automatic

F-number 1.0

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Weight 0.160 kg (0.353 lb.)

Size (L × D) 41 × 67 mm (1.61 × 2.64 in.)

Front lens diameter 32 mm (1.26 in.)

Scope of delivery

• Lens
• Lens case
• Front lens cap
• Rear lens cap

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
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Part number: Compatible with the following products

• 55001-0202 FLIR SC645 25°T197922
• 55001-0203 FLIR SC645 45°

Specifications subject to change without further notice. • 55001-0204 FLIR SC645 7°
Camera models and accessories subject to regional • 55001-0301 FLIR SC655 15°
market considerations. License procedures may apply. • 55001-0302 FLIR SC655 25°

• 55001-0303 FLIR SC655 45°Information and equipment described herein may require
• 55001-0304 FLIR SC655 7°US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.03)
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IR lens, f=13.1 mm with case (45°)

Part number:

T197915
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

This wide angle lens has a field of view almost double that of the standard 25° lens. Perfect for wide or tall targets or
when working in confined areas.

Technical data

Field of view (FOV) 45° x 34° (55° diagonally)

Minimum focus distance 150 mm (5.91 in.)

Focal length 13.1 mm (0.52 in.)

Spatial resolution (IFOV) 1.29 mrad

Lens identification Automatic

F-number 1.0

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Weight 0.209 kg (0.461 lb.)

Size (L × D) 50 × 67 mm (1.97 × 2.64 in.)

Front lens diameter 30 mm (1.18 in.)

Scope of delivery

• Lens
• Lens case
• Front lens cap
• Rear lens cap

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
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Part number: Compatible with the following products

• 55001-0201 FLIR SC645 15°T197915
• 55001-0202 FLIR SC645 25°

Specifications subject to change without further notice. • 55001-0203 FLIR SC645 45°
Camera models and accessories subject to regional • 55001-0204 FLIR SC645 7°
market considerations. License procedures may apply. • 55001-0301 FLIR SC655 15°

• 55001-0302 FLIR SC655 25°Information and equipment described herein may require
• 55001-0303 FLIR SC655 45°US Government authorization for export purposes.
• 55001-0304 FLIR SC655 7°Diversion contrary to US law is prohibited.

(v1.03)
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IR lens, f=88.9 mm with case and A/SC6x5
support (7°)

Part number:

T198165
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The 7° lens is a popular accessory and provides 3.6× magnification compared to the standard lens. Ideal for small or
distant targets such as overhead power lines.

Technical data

Field of view (FOV) 7° × 5.3° (8.7° diagonally)

Minimum focus distance 2.0 m (6.6 ft.)

Focal length 88.9 mm (3.5 in.)

Spatial resolution (IFOV) 0.19 mrad

Lens identification Automatic

F-number 1.3

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Weight 0.88 kg (1.94 lb.)

Weight, lens 0.71 kg (1.57 lb.)

Size (L × D) 96 × 126 mm (3.78 × 4.96 in.), excluding support

Front lens diameter 96 mm (3.78 in.)

Scope of delivery

• Lens
• Lens case
• Front lens cap
• Rear lens cap
• Mounting support
• Lens mounting instructions

Compatible with the following products

• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Close-up IR lens, 2.9× (50 µm) with case

Part number:

T198059
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 32 × 24 mm (40 mm diagonally)

Magnifying factor 2.9×

Working distance 84 mm

Depth of field 0.65 mm

Focal length 78 mm

Spatial resolution (IFOV) 50 µm

Lens identification Manual

F-number 1.0

Number of lenses 2 (2 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note The close-up lens is mounted on the 25° lens

Weight 0.197 kg (0.43 lb.)

Size (L × D) 32 × 67 mm

Front lens diameter 53 mm

Scope of delivery

• Lens
• Front lens cap
• Rear lens cap
• Case
• Instruction for mounting close-up lenses

Compatible with the following products

• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55001-0102 FLIR A615 25°
• 55001-0202 FLIR SC645 25°
• 55001-0302 FLIR SC655 25°
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Close-up IR lens, 5.8× (100 µm) with case

Part number:

T198060
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 64 × 48 mm (80 mm diagonally)

Magnifying factor 5.8×

Working distance 172 mm

Depth of field 2.8 mm

Focal length 149 mm

Spatial resolution (IFOV) 100 µm

Lens identification Manual

F-number 1.0

Number of lenses 2 (2 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note The close-up lens is mounted on the 25° lens

Weight 0.176 kg (0.39 lb.)

Size (L × D) 28 × 67 mm

Front lens diameter 53 mm

Scope of delivery

• Lens
• Front lens cap
• Rear lens cap
• Case
• Instruction for mounting close-up lenses

Compatible with the following products

• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55001-0102 FLIR A615 25°
• 55001-0202 FLIR SC645 25°
• 55001-0302 FLIR SC655 25°
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IR lens, f = 30 mm, 15° incl. case

Part number:

1196961
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

The 15° lens is a popular lens accessory and provides 1.7× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 15° × 11.25°

Minimum focus distance 1.2 m (3.93 ft.)

Focal length 30.38 mm (1.2 in.)

Spatial resolution (IFOV) 1.31 mrad/0.82 mrad

F-number 1.3

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.092 kg (0.203 lb.), incl. two lens caps

Size (L × D) 24 × 58 mm (1.0 × 2.3 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202 FLIR B425 (30 Hz)1196961
• 45308-0202-1 FLIR B425 (30 Hz) + MO297

Specifications subject to change without further notice. • 45603-0202 FLIR B425 (9 Hz)
Camera models and accessories subject to regional • 45603-0202-1 FLIR B425 (9 Hz) + MO297
market considerations. License procedures may apply. • 42701-1001 FLIR A300 (9 Hz)

• 42701-1101 FLIR A310 (9 Hz)Information and equipment described herein may require
• 42701-1201 FLIR A320 Tempscreen (9 Hz)US Government authorization for export purposes.
• 42901-1101 FLIR A315 (9 Hz)Diversion contrary to US law is prohibited.
• 48001-1101 FLIR A315(v1.02) • 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR lens, f = 10 mm, 45° incl. case

Part number:

1196960
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This wide angle lens has a field of view almost double that of the standard lens. Perfect for wide or tall targets or when
working in crowded spaces.

Technical data

Field of view (FOV) 45° × 33.8°

Minimum focus distance 0.20 m (0.66 ft.)

Focal length 9.66 mm (0.38 in.)

Spatial resolution (IFOV) 3.93 mrad/2.45 mrad

F-number 1.3

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.105 kg (0.231 lb.), incl. two lens caps

Size (L × D) 38 × 47 mm (1.5 × 1.9 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202 FLIR B425 (30 Hz)1196960
• 45308-0202-1 FLIR B425 (30 Hz) + MO297

Specifications subject to change without further notice. • 45603-0202 FLIR B425 (9 Hz)
Camera models and accessories subject to regional • 45603-0202-1 FLIR B425 (9 Hz) + MO297
market considerations. License procedures may apply. • 42701-1001 FLIR A300 (9 Hz)

• 42701-1101 FLIR A310 (9 Hz)Information and equipment described herein may require
• 42701-1201 FLIR A320 Tempscreen (9 Hz)US Government authorization for export purposes.
• 42901-1101 FLIR A315 (9 Hz)Diversion contrary to US law is prohibited.
• 48001-1101 FLIR A315(v1.01) • 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Close-up 4× (100 µm) incl. case

Part number:

T197215
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 32 × 24 mm

Magnifying factor 4×

Working distance 79 mm

Depth of field ±2.0 mm

Focal length 73 mm (2.9 in.)

Spatial resolution (IFOV) 160 µm/100 µm

F-number 1.3

Number of lenses 2 (2 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.11 kg (0.24 lb.)

Size (L × D) 35.2 × 55 mm

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45304-0201 FLIR B360 (30 Hz)T197215
• 37706-0102 FLIR B360 (9 Hz)

Specifications subject to change without further notice. • 45310-0201 FLIR B365 (30 Hz)
Camera models and accessories subject to regional • 45310-0201-1 FLIR B365 (30 Hz) + MO297
market considerations. License procedures may apply. • 45604-0201 FLIR B365 (9 Hz)

• 45604-0201-1 FLIR B365 (9 Hz) + MO297Information and equipment described herein may require
• 45303-0202 FLIR B400 (30 Hz)US Government authorization for export purposes.
• 45308-0202 FLIR B425 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297(v1.02) • 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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Close-up 2× (50 µm) incl. case

Part number:

T197214
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 16 × 12 mm

Magnifying factor 2×

Working distance 33 mm

Depth of field ±0.4 mm

Focal length 37 mm (1.5 in.)

Spatial resolution (IFOV) 80 µm/50 µm

F-number 1.3

Number of lenses 2 (2 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.11 kg (0.24 lb.)

Size (L × D) 35.2 × 55 mm

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45304-0201 FLIR B360 (30 Hz)T197214
• 37706-0102 FLIR B360 (9 Hz)

Specifications subject to change without further notice. • 45310-0201 FLIR B365 (30 Hz)
Camera models and accessories subject to regional • 45310-0201-1 FLIR B365 (30 Hz) + MO297
market considerations. License procedures may apply. • 45604-0201 FLIR B365 (9 Hz)

• 45604-0201-1 FLIR B365 (9 Hz) + MO297Information and equipment described herein may require
• 45303-0202 FLIR B400 (30 Hz)US Government authorization for export purposes.
• 45308-0202 FLIR B425 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297(v1.03) • 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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IR lens, 76 mm (6°) with case and mounting
support for A/SC3xx

Part number:

T197407
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

A narrow FOV is used in applications where the object that is going to be monitored is remote from the Camera or when
the Camera needs to be far away from the object due to for an example high temperatures.

Technical data

Field of view (FOV) 6° × 4.5°

Minimum focus distance 4 m (13.11 ft.)

Focal length 76 mm (3.0 in.)

Spatial resolution (IFOV) 0.33 mrad

F-number 1.3

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Weight Lens: 0.328 kg (0.723 lb.)
Support: 0.15 kg (0.331 lb.)

Size (L × D) 106 × 89 mm (4.17 × 3.48 in.), excluding support

Scope of delivery

• Lens
• Lens case
• Mounting support

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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IR lens, 4 mm (90°) with case and mounting
support for A/SC3xx

Part number:

T197411
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

A wide angle lens is used when working in confined areas or when a large object area needs to be covered. This lens is
also designed for to look in to electrical cabinets down to 1/2” windows.

Technical data

Field of view (FOV) 90° × 73°

Minimum focus distance 20 mm (0.79 in.)

Focal length 4 mm (0.157 in.)

Spatial resolution (IFOV) 6.3 mrad

F-number 1.3

Number of lenses 3 (3asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 5%

Weight Lens: 0.262 kg (0.578 lb.)
Support: 0.048 kg (0.106 lb.)

Size (L × D) 90 × 60 mm (3.54 × 2.36 in.), excluding support

Scope of delivery

• Lens
• Lens case
• Mounting support

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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Close-up 1× (25 µm) incl. case and mounting
support for A/SC3xx

Part number:

T197415
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 8 × 6 mm

Magnifying factor 1×

Working distance 20 mm

Depth of field ±0.15 mm

Focal length 18.2 mm (0.72 in.)

Spatial resolution (IFOV) 25 µm

F-number 1.3

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note The lens and mounting support does not mechanically fit
the FLIR T/Bxxx series.

Weight 0.38 kg (0.83 lb.)

Size (L × D) 167 × 60 mm

Scope of delivery

• Lens
• Lens case
• Mounting support

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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High temp. option +1200°C/+2192°F for FLIR
T/B2xx to T/B4xx and A/SC3xx Series

Part number:

T197000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +1200°C (+2192°F)

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
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Part number: Compatible with the following products

• 61001-1102 FLIR A310pt 15° PALT197000
• 61001-1103 FLIR A310pt 25° PAL

Specifications subject to change without further notice. • 61002-1101 FLIR A310pt 6° NTSC
Camera models and accessories subject to regional • 61002-1102 FLIR A310pt 15° NTSC
market considerations. License procedures may apply. • 61002-1103 FLIR A310pt 25° NTSC

• 61201-1003 FLIR A300f 25°Information and equipment described herein may require
• 61201-1004 FLIR A300f 45°US Government authorization for export purposes.
• 61201-1103 FLIR A310f 25°Diversion contrary to US law is prohibited.
• 61201-1104 FLIR A310f 45°(v1.0) • 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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Power supply, incl. multi plugs, for A/SC3xx and
A/SC6xx

Part number:

T910922
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Power supply, incl. multi plugs

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 2000 mA at 12 VDC

Size (L × W × H) 81 x 47 x 34 mm (3.2 x 1.9 x 1.3 in.)

Cable length 1.5 m (4.9 ft.)

Color Black

Scope of delivery

• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Power cord EU

Part number:

1910400
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Power cord (EU) for the power supply (1910585) used together with the FLIR A/SC3xx and A/SC6xx series.
The power supply (1910585) itself is discontinued and replaced by a new power supply (which includes muliplugs and
another power cable).

Technical data

AC operation 250 V 16 A

Cable length 2.0 m (6.6 ft.)

Color Black

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Power cord US

Part number:

1910401
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Power cord (US) for the power supply (1910585) used together with the FLIR A/SC3xx and A/SC6xx series.
The power supply (1910585) itself is discontinued and replaced by a new power supply (which includes muliplugs and
another power cable).

Technical data

AC operation 125 V 15 A

Cable length 2.0 m (6.6 ft.)

Color Black

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Power cord UK

Part number:

1910402
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Power cord (UK) for the power supply (1910585) used together with the FLIR A/SC3xx and A/SC6xx series.
The power supply (1910585) itself is discontinued and replaced by a new power supply (which includes muliplugs and
another power cable).

Technical data

AC operation 250 V 13 A

Cable length 2.0 m (6.6 ft.)

Color Black

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Video cable, 3.0 m/9.8 ft.

Part number:

908929
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to transfer video signals from the infrared camera to an external monitor, or to a computer featuring
an internal video card.

Technical data

Weight 163 g (5.7 oz.)

Cable length 3.0 m (9.8 ft.)

Connector BNC

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°

2288 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR A3xx/6xx series



Ethernet cable CAT-6, 2m/6.6 ft.

Part number:

T951004
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera to Ethernet.

Technical data

Weight 80 g (2.8 oz.)

Cable length 2.0 m (6.6 ft.)

Connector RJ-45 to RJ-45

Cable type CAT-6

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Power cable, pigtailed

Part number:

1910586
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used, when a separate power supply is used (not the one supplied with the camera)

Technical data

Weight 75 g (2.6 oz.)

Cable length 2.0 m (6.6 ft.)

Connector Pigtailed

Color Black

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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USB cable Std A <-> Mini-B

Part number:

1910423
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using the USB protocol.

Technical data

Weight 60 g (2.1 oz.)

Cable length 1.8 m (5.9 ft.)

Connector Standard USB-A to USB Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)1910423
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.02) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E401910423
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)
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Hard transport case for A/SC3xx and A/SC6x5
series

Part number:

T197871
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Rugged, watertight plastic case for FLIR A/SC3XX and A/SC65X series. Holds all items neatly and securely. The case
can be locked with padlocks and features a breather valve to prevent pressure build-up in airplane cargo holds.

Technical data

Weight 3.1 kg (6.8 lb.)

Size (L × W × H) 463 × 346 × 172 mm (18.2 × 13.6 × 6.8 in.)

Color Black

Scope of delivery

• Hard transport case

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Cardboard box for A/SC3xx and A/SC6x5 series

Part number:

T197870
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Cardboard box with plastic handle for the FLIR A/SC3XX and A/SC65X series. Holds all items neatly.

Technical data

Weight 0.86 kg (1.9 lb.)

Size (L × W × H) 455 × 300 × 165 mm (17.9 × 11.8 × 6.5 in.)

Material Cardboard

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Fixed Housing for A3xx 25°/45°/90°

Part number:

61301-0002
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The main purpose of the environmental housing is to increase the environmental specification of any A3XX camera to IP
66 without affecting any of the features available in the camera itself.

Technical data

Operating temperature range –25°C to +50°C (–13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Weight 4.0 kg (8.8 lb.)

Size (L × W × H) 460 × 140 × 150 mm (18.1 × 5.5 × 5.9 in.)

Scope of delivery

• Fixed Housing for A3xx 7°/15°

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
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Fixed Housing for A3XX 7°/15°

Part number:

61301-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The main purpose of the environmental housing is to increase the environmental specification of any A3XX camera to IP
66 without affecting any of the features available in the camera itself.

Technical data

Operating temperature range –25°C to +50°C (–13°F to +122°F)

Storage temperature range –40°C to +70°C (–40°F to +158°F)

Weight 4.0 kg (8.8 lb.)

Size (L × W × H) 460 × 140 × 150 mm (18.1 × 5.5 × 5.9 in.)

Scope of delivery

• Fixed Housing for A3xx 7°/15°

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
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ThermoVision™ LabVIEW® Digital Toolkit Ver. 3.3

Part number:

T197039
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The ThermoVision LabVIEW Toolkit is a set of VIs (virtual instruments) for cameras that support alarms, measurement
functions, and I/O functionality.
Through LabVIEW, you can use these VIs as sub-VIs to manage communications with a FLIR IR camera in digital mode.
You can also generate true temperature images from images acquired through LabVIEW, and can use the LabVIEW IR
Measurement and Display tools to analyze the temperatures of imaged objects.

Key features:

• Set up communications between LabVIEW VI and a FLIR IR camera
• Capture and collect images via FireWire or Ethernet interfaces
• Adjust the camera configuration parameters and focus as you view a live image
• Control the camera calibration
• Send any other camera command to the camera
• Generate a true temperature image from a 16-bit image acquired using the camera’s
• FireWire or Ethernet interfaces
• Close communications to the IR camera

Users with licenses for the previous version can download a free upgrade via the following link:
http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=63

Note: Only supports National Instrumenst 32-bit Labview

Release notes

Version 3.3

New features • Windows 7 32- and 64-bit support
• Support for FLIR A615 and FLIR SC6X5 (including

windowing)
• Support for windowing in FLIR SC660
• Various bug fixes
• New example VIs

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T197039
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ThermoVision™ System Developers Kit Ver. 2.6

Part number:

T197038
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

ThermoVision™ System Developers Kit

Key features:

• Supports communication and broadcasting via FireWire™, Ethernet, and USB interfaces.
• Gives the user full control of the camera.
• Allows the user to set alarm conditions and measurement functions in the camera
• Allows the user to define I/O functionality (FLIR A series).
• Based on ActiveX technology.
• Supports acquisition of images through FireWire™, Ethernet, and USB interfaces.
• Reads from and writes to file in FLIR Systems’ proprietary file format and writes to files in FLIR Systems’ open floating

point format (*.fpf).
• Converts 16-bit absolute pixels into temperature pixels and several intermediate types of pixels formats, for maximum

user flexibility. Applies to all camera models with temperature measurement capabilities.
• Allows 16-bit temperature linear outputs from FLIR A series cameras.
• Includes method that allows using individual emissivity value correction on any single pixel or condensed measuring

value – e.g. average, minimum etc.
• Supports conditional recording to file through FireWire™, Ethernet, and USB interfaces.

Users with licenses for the previous version can download a free upgrade via the following link:
http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=62

Release notes

Version ThermoVision 2.6 SP2

New features • --- News in SP2:
• Support for FLIR GF3XX series
• Support for windowing in FLIR A615 and FLIR SC6x5
• Support for windowing in FLIR SC6x0
• Various bug fixes

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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Part number: Compatible with the following products

• 55001-0201 FLIR SC645 15°T197038
• 55001-0202 FLIR SC645 25°

Specifications subject to change without further notice. • 55001-0203 FLIR SC645 45°
Camera models and accessories subject to regional • 55001-0204 FLIR SC645 7°
market considerations. License procedures may apply. • 55001-0301 FLIR SC655 15°

• 55001-0302 FLIR SC655 25°Information and equipment described herein may require
• 55001-0303 FLIR SC655 45°US Government authorization for export purposes.
• 55001-0304 FLIR SC655 7°Diversion contrary to US law is prohibited.
• 44401-0201 FLIR GF300 14.5°(v1.04) • 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ThermoVision™ System Tools & Utilities 1.6

Part number:

T197873
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

Utility CD for FLIR A3XX, A6XX, SC3XX and SC6X5 cameras: this CD is normally supplied in camera package. The
software can be downloaded free of charge.
FLIR IR Monitor is included. This software enables the user to set up and control up to nine FLIR A3XX cameras
simultaneously for simple automation and safety applications.

Key features:

• Monitor software for the A3XX series
• Set-up of analysis regions of interest (ROI)
• Set-up of alarms and I/O configuration for digital output
• Setting of scheduled events and other e-mail options
• Set-up and visualization of up to nine A3XX cameras for stand-alone applications, e.g. on-line monitoring and control
• Set-up of synchronized signals for recording of image sequences in FLIR ResearchIR
• Draw a mask to cut out part of the image not to be analyzed
• Saving of images and image control
• Synchronize the camera to internet time servers
• Windows 7, 32- and 64-bit support

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=19

Release notes

Version 1.6

New features • New FLIR IR Camera Player 2.2.3
• Save image snapshot on the PC (FLIR A325 camera)
• Isotherm coverage
• Minor bug fixes

Scope of delivery

• Freeware (see Download) and includes:
• ThermoVision™ System Tools & Utilities 1.6
• FLIR IR Monitor
• FLIR IP Config
• FLIR IR Camera Player

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
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Part number: Compatible with the following products

• 61201-1105 FLIR A310f 90°T197873
• 61201-1203 FLIR A315f 25°

Specifications subject to change without further notice. • 61201-1204 FLIR A315f 45°
Camera models and accessories subject to regional • 61201-1205 FLIR A315f 90°
market considerations. License procedures may apply. • 55001-0101 FLIR A615 15°

• 55001-0102 FLIR A615 25°Information and equipment described herein may require
• 55001-0103 FLIR A615 45°US Government authorization for export purposes.
• 55001-0104 FLIR A615 7°Diversion contrary to US law is prohibited.
• 42901-1001 FLIR SC305(v1.04) • 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ThermaCAM™ Researcher Professional 2.8

Part number:

1196147
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

ThermaCAM™ Researcher Professional

Note:

• This version 2.8 is compatible with ThermaCAM SC3000.
• There is a newer version of this software available.

Release notes

Version 2.8
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ThermaCAM™ Researcher Professional 2.9

Part number:

T197020
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

ThermaCAM™ Researcher Professional

Note:

• This version 2.9 is compatible with ThermaCAM Merlin, Omega, SC4000/SC6000 (Cumulus) and ThermaCAM
Phoenix.

• There is a newer version of this software available.

Release notes

Version 2.9
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ThermaCAM™ Researcher Professional 2.10

Part number:

T197936
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

ThermaCAM™ Researcher Professional

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=101

Release notes

Version 2.10

New features • FLIR SC6X0 windowing and 120 Hz support
• Full support for FLIR SC305, FLIR SC325, FLIR SC645,

and SC655 (windowing and full speed)
• No support for FLIR A300, A310, A315, and A615 (still

supports FLIR A320, A320G, and A325)
• Improved Bonjour scanning
• Zoom and pan tools buttons added
• Plot values are now stored in the session files
• JPEG quality setting dialog added, when storing IR *.jpg

files
• JPEG storage with an IR scale added
• FLIR GF series IR images supported
• Auto-adjust only covers zoomed area of the image
• Auto-NUC is now controlled by the camera
• Support for Windows 7, 32- and 64-bit
• Various bug fixes

Scope of delivery

• ThermaCAM™ Researcher Professional

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2

Part number:

T197454
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454
• Windows Vista, 32-bit

Specifications subject to change without further notice. • Windows Vista, 64-bit
Camera models and accessories subject to regional • Windows 7, 32-bit
market considerations. License procedures may apply. • Windows 7, 64-bit
Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.08) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 5 user licenses

Part number:

T197454L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 5 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L5
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 10 user licenses

Part number:

T197454L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 10 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L10
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR ResearchIR 3.1

Part number:

T198206
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.02) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 5 user licenses

Part number:

T198206L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 5 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L5 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L5
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 10 user licenses

Part number:

T198206L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 10 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L10 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L10
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR Max 3.1

Part number:

T198209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
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Part number: Compatible with the following products

• 40402-3703 FLIR SC620 45°T198209
• 55901-1201 FLIR T610 15°

Specifications subject to change without further notice. • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1202 FLIR T610 25°
market considerations. License procedures may apply. • 55901-0202 FLIR T610 25° (incl. Wi-Fi)

• 55901-1203 FLIR T610 45°Information and equipment described herein may require
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1101 FLIR T620 15°Diversion contrary to US law is prohibited.
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)(v1.0) • 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T198209
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-2201 FLIR E40
market considerations. License procedures may apply. • 49001-2301 FLIR E50

• 49001-1602 FLIR E60Information and equipment described herein may require
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTUS Government authorization for export purposes.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed(v1.0) • SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 5 user licenses

Part number:

T198209L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 5 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L5
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L5
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 10 user licenses

Part number:

T198209L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 10 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L10
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L10
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade previous version to FLIR ResearchIR 3.1

Part number:

T198292
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR 3.1, for
details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

Scope of delivery

• FLIR ResearchIR

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198292
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Upgrade previous version to FLIR ResearchIR
Max 3.1

Part number:

T198291
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR Max 3.1,
for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198291
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
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Part number: Compatible with the following products

• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 CameraT198291
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)

Specifications subject to change without further notice. • 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)

• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)Information and equipment described herein may require
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)US Government authorization for export purposes.
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512Diversion contrary to US law is prohibited.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)(v1.01) • 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade FLIR ResearchIR 3.x to FLIR ResearchIR
Max 3.1

Part number:

T198290
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade of FLIR ResearchIR 3.x to FLIR ResearchIR Max 3.1, for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
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Part number: Compatible with the following products

• 40205-0201 FLIR T250T198290
• 45605-0201 FLIR T250 (9 Hz)

Specifications subject to change without further notice. • 45605-0201-1 FLIR T250 (9 Hz) + EX845
Camera models and accessories subject to regional • 45305-0201 FLIR T300 (30 Hz)
market considerations. License procedures may apply. • 45004-0201 FLIR T330 (50 Hz)

• 45311-0201 FLIR T335 (30 Hz)Information and equipment described herein may require
• 45311-0201-1 FLIR T335 (30 Hz) + EX845US Government authorization for export purposes.
• 45609-0201 FLIR T335 (9 Hz)Diversion contrary to US law is prohibited.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845(v1.01) • 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
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Part number: Compatible with the following products

• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)T198290
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)

Specifications subject to change without further notice. • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)

• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)Information and equipment described herein may require
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512US Government authorization for export purposes.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)Diversion contrary to US law is prohibited.
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)(v1.01) • 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)

2338 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR A3xx/6xx series



FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Tools Mobile (Android Application)

Part number:

APP-10002
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

FLIR Tools Mobile is an intuitive Android app for analyzing, managing, and distributing infrared images.

Key features:

• Import images from your Wi-FI-enabled infrared camera.
• Lay out and move measurement tools on the image.
• Read out temperature measurements.
• Zoom in on images.
• On the Android phone/tablet, remotely take snapshots when a camera is connected.
• On the camera, take snapshots that will automatically be saved on the Android phone/tablet.
• Delete images on the Android phone/tablet.
• Display an image’s GPS coordinates on Google Maps.
• Create and e-mail reports.
• Save images in the Android phone/tablet photo library.
• Send images to FTP sites and other file-sharing services (DropBox, Box.net, etc.).
• Display image information, e.g., object parameters, text comments, and file details.
• Play back voice comments.
• Change the level and span.
• Change general settings in the app.
• Change the palette.
• Help files in 21 languages.

Download

The application can be downloaded from Android Market, see the link below.

https://market.android.com/details?id=com.flir.viewer

Release notes

Version FLIR Tools Mobile 1.0.1

New features • --- News in 1.0.1 ---
• Greek and Russian language support for PDF export

now enabled.
• Help files now translated into 21 languages.
• Various bug fixes and optimizations.

System requirements

Operating system • Android 2.3 and later

Compatible with the following products

• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310APP-10002
• 61201-1003 FLIR A300f 25°

Specifications subject to change without further notice. • 61201-1004 FLIR A300f 45°
Camera models and accessories subject to regional • 61201-1103 FLIR A310f 25°
market considerations. License procedures may apply. • 61201-1104 FLIR A310f 45°

• 61201-1105 FLIR A310f 90°Information and equipment described herein may require
• 49001-2001 FLIR E40 (incl. Wi-Fi)US Government authorization for export purposes.
• 49001-2101 FLIR E50 (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 49001-0602 FLIR E60 (incl. Wi-Fi)(v1.03) • 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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One year extended warranty for A/SC3xx series

Part number:

T199819
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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General Maintenance A/SC3xx series

Part number:

T199803
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325

2345 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR A3xx/6xx series



One year extended warranty for A/SC6x5 series

Part number:

T199827
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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General Maintenance A/SC6x5 series

Part number:

T199831
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Customized workshop - per person (per day)

Part number:

ITC-EXP-1041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a special day emphasizing on specifications of equipment towards the particularities of applications (for instance
triggering or high speed). It addresses mainly the needs of high-end camera users in the scientific or industrial fields.

Content

• Customized

Labs

• Customized

Course information

Available languages English, French, other languages upon request

Target group • Highly specialized users with advanced and scientific
applications as well as persons interested in these
applications and related infrared equipment.

Typical student • Researchers
• Scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Typically 1 day

Structure Theory and hands-on, depending on topics

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance

Note This course is typically organized at the customer’s site.
Course fee does not include cost for instructor’s travelling
or lodging. The customer is responsible for providing a
suitable classroom and preferably also refreshments/lunch.

Course organization

ITC ITC customized workshops are offered worldwide by ITC
and partners. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC customized workshops are lectured by ITC qualified
specialists having the relevant expertise in the workshop’s
subject and the related fields of application.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
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Part number: Compatible with the following products

• 40402-3603 FLIR SC640 45°ITC-EXP-1041
• 40402-3702 FLIR SC620 24°

Specifications subject to change without further notice. • 40402-3703 FLIR SC620 45°
Camera models and accessories subject to regional • 42701-1001 FLIR A300 (9 Hz)
market considerations. License procedures may apply. • 42701-1101 FLIR A310 (9 Hz)

• 42701-1201 FLIR A320 Tempscreen (9 Hz)Information and equipment described herein may require
• 42901-1101 FLIR A315 (9 Hz)US Government authorization for export purposes.
• 48001-1101 FLIR A315Diversion contrary to US law is prohibited.
• 48201-1001 FLIR A300(v1.0) • 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ITC Infrared application and system consultancy
(per day)

Part number:

ITC-EXP-1050
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Consultancy can be described as any action or arrangement that is not strictly a training course. Most likely, a thermal
camera will be involved. It can be, but is not restricted to:
- Pre-sales equipment or software demonstration over the normal extend
- Equipment and software demonstration and explanation over the normal extend
- Advanced technical support
- Application support
- Comparative study involving a camera, either alone or in conjunction with other instruments
- General measurements in a difficult or unusual situation

Content

• Customized

Labs

• Customized

Course information

Available languages English, French, other languages upon request

Target group • Advanced users who wish to receive an in-depth
guidance to complex problems related to infrared
equipment, applications, and measurement questions.

Typical student • Industry technical personnel
• Researchers
• Scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Typically 1 day

Structure Theory and hands-on, depending on topics

Exam None

Course fee includes • Consultancy by qualified ITC specialist
• Training and/or reference material

Note Consultancy is typically carried out at the customer’s site.
The fee does not include costs for instructor’s travelling or
lodging. The customer is responsible for providing access
to the equipment or objects that should be analyzed or
measured, a suitable meeting room, and preferably also
refreshments/lunch.

Course organization

ITC ITC consultancy is offered by ITC in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers ITC consultancy is delivered by ITC qualified specialists
having the relevant expertise in infrared measurement and
the related fields of application.
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Part number: Compatible with the following products

• 40402-3501 FLIR SC660 12°ITC-EXP-1050
• 40402-3502 FLIR SC660 24°Specifications subject to change without further notice.
• 40402-3503 FLIR SC660 45°Camera models and accessories subject to regional
• 40402-3601 FLIR SC640 12°market considerations. License procedures may apply.
• 40402-3602 FLIR SC640 24°

Information and equipment described herein may require • 40402-3603 FLIR SC640 45°
US Government authorization for export purposes. • 40402-3702 FLIR SC620 24°
Diversion contrary to US law is prohibited. • 40402-3703 FLIR SC620 45°

• 42701-1001 FLIR A300 (9 Hz)(v1.0)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.

2364 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR A3xx/6xx series



Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5

2370 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR A3xx/6xx series



Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC R&D basics for industry users - group up to 6
pers. (2 days)

Part number:

ITC-EXP-2036
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This 2-day course consists of lectures on theoretical subjects, plus hands-on.
After a general review of heat and heat transfer, the participants will learn about radiative heat transfer, and
thermography equipment. Intensive practice is performed on software.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer (includes estimation of TRefl and the emissivity) (with practice)
• Thermography equipment
• Software e.g. ThermaCAM Researcher, FLIR Quickplot or FLIR ResearchIR

Labs

• Measurements and software exercises

Course information

Available languages English, other languages upon request

Target group • Users of FLIR uncooled thermal cameras working with
software programs as ThermaCAM Researcher, FLIR
Quickplot or FLIR ResearchIR

• and with infrared applications in the industry or at
research institutions.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days (in succession or separate)
Upon request: Additional day including complementary
topics (ITC-EXP-3006)
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training and/or reference material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons

Note This is normally an on-site course organized at a
customer’s facility. The fee does not include costs for
instructor’s travelling or lodging. The customer is
responsible for providing access to the equipment or
objects that should be analyzed or measured, a suitable
meeting room, and preferably also refreshments/lunch.

Course organization
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Part number: ITC The course “ITC R&D basics for industry users” is offered
by ITC direct operations in EMEA. Specific customerITC-EXP-2036 requests shall be forwarded to the closest ITC or ITC
partner or FLIR sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The course “ITC R&D basics for industry users” is delivered
market considerations. License procedures may apply. by ITC qualified instructors having the relevant expertise in

advanced thermal measurement, infrared applications, andInformation and equipment described herein may require
the use of the camera equipment including softwareUS Government authorization for export purposes.
programs.Diversion contrary to US law is prohibited.

(v1.0)
Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Fever Screening - additional
student to on site class (2 days)

Part number:

ITC-EXP-2025
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

This partnumber is reserved for adding additional students to a fever screening on site class.

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.
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Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2025
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Fever Screening - attendance 1
pers. (2 days)

Part number:

ITC-EXP-2021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.
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Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2021
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Fever Screening - inclusive 10
pers. (2 days)

Part number:

ITC-EXP-2029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.
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Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2029
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - attendance 1 pers.

Part number:

ITC-EXP-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-1001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-1001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - group up to 10 pers.

Part number:

ITC-EXP-1009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-1009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-1009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - attendance 1 pers.

Part number:

ITC-EXP-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-2001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-2001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - group up to 10 pers.

Part number:

ITC-EXP-2009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-2009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300

2418 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR A3xx/6xx series



Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-2009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - attendance 1 pers.

Part number:

ITC-EXP-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-3001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-3001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - group up to 10 pers.

Part number:

ITC-EXP-3009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-3009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300

2424 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR A3xx/6xx series



Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-3009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR lens, f=41.3 mm with case (15°)

Part number:

T197914
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

The 15° lens is a popular lens accessory and provides 1.7× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 15° x 11° (19° diagonally)

Minimum focus distance 500 mm (19.69 in.)

Focal length 41.3 mm (1.63 in.)

Spatial resolution (IFOV) 0.41 mrad

Lens identification Automatic

F-number 1.0

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Weight 0.190 kg (0.419 lb.)

Size (L × D) 47 × 67 mm (1.85 × 2.64 in.)

Front lens diameter 52 mm (2.05 in.)

Scope of delivery

• Lens
• Lens case
• Front lens cap
• Rear lens cap

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
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Part number: Compatible with the following products

• 55001-0201 FLIR SC645 15°T197914
• 55001-0202 FLIR SC645 25°

Specifications subject to change without further notice. • 55001-0203 FLIR SC645 45°
Camera models and accessories subject to regional • 55001-0204 FLIR SC645 7°
market considerations. License procedures may apply. • 55001-0301 FLIR SC655 15°

• 55001-0302 FLIR SC655 25°Information and equipment described herein may require
• 55001-0303 FLIR SC655 45°US Government authorization for export purposes.
• 55001-0304 FLIR SC655 7°Diversion contrary to US law is prohibited.

(v1.03)
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IR lens, f=24.6 mm with case (25°)

Part number:

T197922
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

The standard 25° lens is suitable for the majority of applications.

Technical data

Field of view (FOV) 25° x 19° (31° diagonally)

Minimum focus distance 250 mm (9.84 in.)

Focal length 24.6 mm (0.97 in.)

Spatial resolution (IFOV) 0.69 mrad

Lens identification Automatic

F-number 1.0

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Weight 0.160 kg (0.353 lb.)

Size (L × D) 41 × 67 mm (1.61 × 2.64 in.)

Front lens diameter 32 mm (1.26 in.)

Scope of delivery

• Lens
• Lens case
• Front lens cap
• Rear lens cap

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
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Part number: Compatible with the following products

• 55001-0202 FLIR SC645 25°T197922
• 55001-0203 FLIR SC645 45°

Specifications subject to change without further notice. • 55001-0204 FLIR SC645 7°
Camera models and accessories subject to regional • 55001-0301 FLIR SC655 15°
market considerations. License procedures may apply. • 55001-0302 FLIR SC655 25°

• 55001-0303 FLIR SC655 45°Information and equipment described herein may require
• 55001-0304 FLIR SC655 7°US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.03)

2430 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC3xx/6xx series (fixed cameras)



IR lens, f=13.1 mm with case (45°)

Part number:

T197915
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

This wide angle lens has a field of view almost double that of the standard 25° lens. Perfect for wide or tall targets or
when working in confined areas.

Technical data

Field of view (FOV) 45° x 34° (55° diagonally)

Minimum focus distance 150 mm (5.91 in.)

Focal length 13.1 mm (0.52 in.)

Spatial resolution (IFOV) 1.29 mrad

Lens identification Automatic

F-number 1.0

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Weight 0.209 kg (0.461 lb.)

Size (L × D) 50 × 67 mm (1.97 × 2.64 in.)

Front lens diameter 30 mm (1.18 in.)

Scope of delivery

• Lens
• Lens case
• Front lens cap
• Rear lens cap

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
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Part number: Compatible with the following products

• 55001-0201 FLIR SC645 15°T197915
• 55001-0202 FLIR SC645 25°

Specifications subject to change without further notice. • 55001-0203 FLIR SC645 45°
Camera models and accessories subject to regional • 55001-0204 FLIR SC645 7°
market considerations. License procedures may apply. • 55001-0301 FLIR SC655 15°

• 55001-0302 FLIR SC655 25°Information and equipment described herein may require
• 55001-0303 FLIR SC655 45°US Government authorization for export purposes.
• 55001-0304 FLIR SC655 7°Diversion contrary to US law is prohibited.

(v1.03)
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IR lens, f=88.9 mm with case and A/SC6x5
support (7°)

Part number:

T198165
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The 7° lens is a popular accessory and provides 3.6× magnification compared to the standard lens. Ideal for small or
distant targets such as overhead power lines.

Technical data

Field of view (FOV) 7° × 5.3° (8.7° diagonally)

Minimum focus distance 2.0 m (6.6 ft.)

Focal length 88.9 mm (3.5 in.)

Spatial resolution (IFOV) 0.19 mrad

Lens identification Automatic

F-number 1.3

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Weight 0.88 kg (1.94 lb.)

Weight, lens 0.71 kg (1.57 lb.)

Size (L × D) 96 × 126 mm (3.78 × 4.96 in.), excluding support

Front lens diameter 96 mm (3.78 in.)

Scope of delivery

• Lens
• Lens case
• Front lens cap
• Rear lens cap
• Mounting support
• Lens mounting instructions

Compatible with the following products

• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Close-up IR lens, 2.9× (50 µm) with case

Part number:

T198059
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 32 × 24 mm (40 mm diagonally)

Magnifying factor 2.9×

Working distance 84 mm

Depth of field 0.65 mm

Focal length 78 mm

Spatial resolution (IFOV) 50 µm

Lens identification Manual

F-number 1.0

Number of lenses 2 (2 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note The close-up lens is mounted on the 25° lens

Weight 0.197 kg (0.43 lb.)

Size (L × D) 32 × 67 mm

Front lens diameter 53 mm

Scope of delivery

• Lens
• Front lens cap
• Rear lens cap
• Case
• Instruction for mounting close-up lenses

Compatible with the following products

• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55001-0102 FLIR A615 25°
• 55001-0202 FLIR SC645 25°
• 55001-0302 FLIR SC655 25°
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Close-up IR lens, 5.8× (100 µm) with case

Part number:

T198060
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 64 × 48 mm (80 mm diagonally)

Magnifying factor 5.8×

Working distance 172 mm

Depth of field 2.8 mm

Focal length 149 mm

Spatial resolution (IFOV) 100 µm

Lens identification Manual

F-number 1.0

Number of lenses 2 (2 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note The close-up lens is mounted on the 25° lens

Weight 0.176 kg (0.39 lb.)

Size (L × D) 28 × 67 mm

Front lens diameter 53 mm

Scope of delivery

• Lens
• Front lens cap
• Rear lens cap
• Case
• Instruction for mounting close-up lenses

Compatible with the following products

• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55001-0102 FLIR A615 25°
• 55001-0202 FLIR SC645 25°
• 55001-0302 FLIR SC655 25°
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IR lens, f = 30 mm, 15° incl. case

Part number:

1196961
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

The 15° lens is a popular lens accessory and provides 1.7× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 15° × 11.25°

Minimum focus distance 1.2 m (3.93 ft.)

Focal length 30.38 mm (1.2 in.)

Spatial resolution (IFOV) 1.31 mrad/0.82 mrad

F-number 1.3

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.092 kg (0.203 lb.), incl. two lens caps

Size (L × D) 24 × 58 mm (1.0 × 2.3 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202 FLIR B425 (30 Hz)1196961
• 45308-0202-1 FLIR B425 (30 Hz) + MO297

Specifications subject to change without further notice. • 45603-0202 FLIR B425 (9 Hz)
Camera models and accessories subject to regional • 45603-0202-1 FLIR B425 (9 Hz) + MO297
market considerations. License procedures may apply. • 42701-1001 FLIR A300 (9 Hz)

• 42701-1101 FLIR A310 (9 Hz)Information and equipment described herein may require
• 42701-1201 FLIR A320 Tempscreen (9 Hz)US Government authorization for export purposes.
• 42901-1101 FLIR A315 (9 Hz)Diversion contrary to US law is prohibited.
• 48001-1101 FLIR A315(v1.02) • 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR lens, f = 10 mm, 45° incl. case

Part number:

1196960
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This wide angle lens has a field of view almost double that of the standard lens. Perfect for wide or tall targets or when
working in crowded spaces.

Technical data

Field of view (FOV) 45° × 33.8°

Minimum focus distance 0.20 m (0.66 ft.)

Focal length 9.66 mm (0.38 in.)

Spatial resolution (IFOV) 3.93 mrad/2.45 mrad

F-number 1.3

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.105 kg (0.231 lb.), incl. two lens caps

Size (L × D) 38 × 47 mm (1.5 × 1.9 in.)

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
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Part number: Compatible with the following products

• 45308-0202 FLIR B425 (30 Hz)1196960
• 45308-0202-1 FLIR B425 (30 Hz) + MO297

Specifications subject to change without further notice. • 45603-0202 FLIR B425 (9 Hz)
Camera models and accessories subject to regional • 45603-0202-1 FLIR B425 (9 Hz) + MO297
market considerations. License procedures may apply. • 42701-1001 FLIR A300 (9 Hz)

• 42701-1101 FLIR A310 (9 Hz)Information and equipment described herein may require
• 42701-1201 FLIR A320 Tempscreen (9 Hz)US Government authorization for export purposes.
• 42901-1101 FLIR A315 (9 Hz)Diversion contrary to US law is prohibited.
• 48001-1101 FLIR A315(v1.01) • 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Close-up 4× (100 µm) incl. case

Part number:

T197215
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 32 × 24 mm

Magnifying factor 4×

Working distance 79 mm

Depth of field ±2.0 mm

Focal length 73 mm (2.9 in.)

Spatial resolution (IFOV) 160 µm/100 µm

F-number 1.3

Number of lenses 2 (2 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.11 kg (0.24 lb.)

Size (L × D) 35.2 × 55 mm

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45304-0201 FLIR B360 (30 Hz)T197215
• 37706-0102 FLIR B360 (9 Hz)

Specifications subject to change without further notice. • 45310-0201 FLIR B365 (30 Hz)
Camera models and accessories subject to regional • 45310-0201-1 FLIR B365 (30 Hz) + MO297
market considerations. License procedures may apply. • 45604-0201 FLIR B365 (9 Hz)

• 45604-0201-1 FLIR B365 (9 Hz) + MO297Information and equipment described herein may require
• 45303-0202 FLIR B400 (30 Hz)US Government authorization for export purposes.
• 45308-0202 FLIR B425 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297(v1.02) • 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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Close-up 2× (50 µm) incl. case

Part number:

T197214
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 16 × 12 mm

Magnifying factor 2×

Working distance 33 mm

Depth of field ±0.4 mm

Focal length 37 mm (1.5 in.)

Spatial resolution (IFOV) 80 µm/50 µm

F-number 1.3

Number of lenses 2 (2 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note When two pieces of data are separated by “/” the first piece
of data is for T/B200 and T/B250 and the second piece of
data is for T/B360, T/B400 and A320/A325

Weight 0.11 kg (0.24 lb.)

Size (L × D) 35.2 × 55 mm

Scope of delivery

• Lens
• Lens case

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45304-0201 FLIR B360 (30 Hz)T197214
• 37706-0102 FLIR B360 (9 Hz)

Specifications subject to change without further notice. • 45310-0201 FLIR B365 (30 Hz)
Camera models and accessories subject to regional • 45310-0201-1 FLIR B365 (30 Hz) + MO297
market considerations. License procedures may apply. • 45604-0201 FLIR B365 (9 Hz)

• 45604-0201-1 FLIR B365 (9 Hz) + MO297Information and equipment described herein may require
• 45303-0202 FLIR B400 (30 Hz)US Government authorization for export purposes.
• 45308-0202 FLIR B425 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202-1 FLIR B425 (30 Hz) + MO297(v1.03) • 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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IR lens, 76 mm (6°) with case and mounting
support for A/SC3xx

Part number:

T197407
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

A narrow FOV is used in applications where the object that is going to be monitored is remote from the Camera or when
the Camera needs to be far away from the object due to for an example high temperatures.

Technical data

Field of view (FOV) 6° × 4.5°

Minimum focus distance 4 m (13.11 ft.)

Focal length 76 mm (3.0 in.)

Spatial resolution (IFOV) 0.33 mrad

F-number 1.3

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Weight Lens: 0.328 kg (0.723 lb.)
Support: 0.15 kg (0.331 lb.)

Size (L × D) 106 × 89 mm (4.17 × 3.48 in.), excluding support

Scope of delivery

• Lens
• Lens case
• Mounting support

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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IR lens, 4 mm (90°) with case and mounting
support for A/SC3xx

Part number:

T197411
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

A wide angle lens is used when working in confined areas or when a large object area needs to be covered. This lens is
also designed for to look in to electrical cabinets down to 1/2” windows.

Technical data

Field of view (FOV) 90° × 73°

Minimum focus distance 20 mm (0.79 in.)

Focal length 4 mm (0.157 in.)

Spatial resolution (IFOV) 6.3 mrad

F-number 1.3

Number of lenses 3 (3asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 5%

Weight Lens: 0.262 kg (0.578 lb.)
Support: 0.048 kg (0.106 lb.)

Size (L × D) 90 × 60 mm (3.54 × 2.36 in.), excluding support

Scope of delivery

• Lens
• Lens case
• Mounting support

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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Close-up 1× (25 µm) incl. case and mounting
support for A/SC3xx

Part number:

T197415
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

For R&D usage or development purposes. As an example looking at PCB's or small electronic components.

Technical data

Field of view (FOV) 8 × 6 mm

Magnifying factor 1×

Working distance 20 mm

Depth of field ±0.15 mm

Focal length 18.2 mm (0.72 in.)

Spatial resolution (IFOV) 25 µm

F-number 1.3

Number of lenses 3 (3 asph)

MTF @ 70% of FOV Normal requirements (52%)

Distortion 3%

Lens note The lens and mounting support does not mechanically fit
the FLIR T/Bxxx series.

Weight 0.38 kg (0.83 lb.)

Size (L × D) 167 × 60 mm

Scope of delivery

• Lens
• Lens case
• Mounting support

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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High temp. option +1200°C/+2192°F for FLIR
T/B2xx to T/B4xx and A/SC3xx Series

Part number:

T197000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +1200°C (+2192°F)

Compatible with the following products

• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
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Part number: Compatible with the following products

• 61001-1102 FLIR A310pt 15° PALT197000
• 61001-1103 FLIR A310pt 25° PAL

Specifications subject to change without further notice. • 61002-1101 FLIR A310pt 6° NTSC
Camera models and accessories subject to regional • 61002-1102 FLIR A310pt 15° NTSC
market considerations. License procedures may apply. • 61002-1103 FLIR A310pt 25° NTSC

• 61201-1003 FLIR A300f 25°Information and equipment described herein may require
• 61201-1004 FLIR A300f 45°US Government authorization for export purposes.
• 61201-1103 FLIR A310f 25°Diversion contrary to US law is prohibited.
• 61201-1104 FLIR A310f 45°(v1.0) • 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325

2448 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC3xx/6xx series (fixed cameras)



High temp option +300°C to 2000°C (+572°F to
3632°F) for FLIR SC645/SC655 and T6xx

Part number:

T197896
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range +300°C to +2000°C (+572°F to +3632°F)

Compatible with the following products

• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Power supply, incl. multi plugs, for A/SC3xx and
A/SC6xx

Part number:

T910922
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Power supply, incl. multi plugs

Technical data

AC operation 100–240 VAC, 50/60 Hz, 12 VDC out

Power 2000 mA at 12 VDC

Size (L × W × H) 81 x 47 x 34 mm (3.2 x 1.9 x 1.3 in.)

Cable length 1.5 m (4.9 ft.)

Color Black

Scope of delivery

• Power supply including cable
• EU plug
• UK plug
• US plug
• AU plug

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Power cord EU

Part number:

1910400
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Power cord (EU) for the power supply (1910585) used together with the FLIR A/SC3xx and A/SC6xx series.
The power supply (1910585) itself is discontinued and replaced by a new power supply (which includes muliplugs and
another power cable).

Technical data

AC operation 250 V 16 A

Cable length 2.0 m (6.6 ft.)

Color Black

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Power cord US

Part number:

1910401
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Power cord (US) for the power supply (1910585) used together with the FLIR A/SC3xx and A/SC6xx series.
The power supply (1910585) itself is discontinued and replaced by a new power supply (which includes muliplugs and
another power cable).

Technical data

AC operation 125 V 15 A

Cable length 2.0 m (6.6 ft.)

Color Black

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Power cord UK

Part number:

1910402
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Power cord (UK) for the power supply (1910585) used together with the FLIR A/SC3xx and A/SC6xx series.
The power supply (1910585) itself is discontinued and replaced by a new power supply (which includes muliplugs and
another power cable).

Technical data

AC operation 250 V 13 A

Cable length 2.0 m (6.6 ft.)

Color Black

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Ethernet cable CAT-6, 2m/6.6 ft.

Part number:

T951004
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera to Ethernet.

Technical data

Weight 80 g (2.8 oz.)

Cable length 2.0 m (6.6 ft.)

Connector RJ-45 to RJ-45

Cable type CAT-6

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Power cable, pigtailed

Part number:

1910586
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used, when a separate power supply is used (not the one supplied with the camera)

Technical data

Weight 75 g (2.6 oz.)

Cable length 2.0 m (6.6 ft.)

Connector Pigtailed

Color Black

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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USB cable Std A <-> Mini-B

Part number:

1910423
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using the USB protocol.

Technical data

Weight 60 g (2.1 oz.)

Cable length 1.8 m (5.9 ft.)

Connector Standard USB-A to USB Mini-B

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)1910423
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.02) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E401910423
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)
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Hard transport case for A/SC3xx and A/SC6x5
series

Part number:

T197871
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Rugged, watertight plastic case for FLIR A/SC3XX and A/SC65X series. Holds all items neatly and securely. The case
can be locked with padlocks and features a breather valve to prevent pressure build-up in airplane cargo holds.

Technical data

Weight 3.1 kg (6.8 lb.)

Size (L × W × H) 463 × 346 × 172 mm (18.2 × 13.6 × 6.8 in.)

Color Black

Scope of delivery

• Hard transport case

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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Cardboard box for A/SC3xx and A/SC6x5 series

Part number:

T197870
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Cardboard box with plastic handle for the FLIR A/SC3XX and A/SC65X series. Holds all items neatly.

Technical data

Weight 0.86 kg (1.9 lb.)

Size (L × W × H) 455 × 300 × 165 mm (17.9 × 11.8 × 6.5 in.)

Material Cardboard

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ThermoVision™ LabVIEW® Digital Toolkit Ver. 3.3

Part number:

T197039
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The ThermoVision LabVIEW Toolkit is a set of VIs (virtual instruments) for cameras that support alarms, measurement
functions, and I/O functionality.
Through LabVIEW, you can use these VIs as sub-VIs to manage communications with a FLIR IR camera in digital mode.
You can also generate true temperature images from images acquired through LabVIEW, and can use the LabVIEW IR
Measurement and Display tools to analyze the temperatures of imaged objects.

Key features:

• Set up communications between LabVIEW VI and a FLIR IR camera
• Capture and collect images via FireWire or Ethernet interfaces
• Adjust the camera configuration parameters and focus as you view a live image
• Control the camera calibration
• Send any other camera command to the camera
• Generate a true temperature image from a 16-bit image acquired using the camera’s
• FireWire or Ethernet interfaces
• Close communications to the IR camera

Users with licenses for the previous version can download a free upgrade via the following link:
http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=63

Note: Only supports National Instrumenst 32-bit Labview

Release notes

Version 3.3

New features • Windows 7 32- and 64-bit support
• Support for FLIR A615 and FLIR SC6X5 (including

windowing)
• Support for windowing in FLIR SC660
• Various bug fixes
• New example VIs

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T197039
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ThermoVision™ System Developers Kit Ver. 2.6

Part number:

T197038
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

ThermoVision™ System Developers Kit

Key features:

• Supports communication and broadcasting via FireWire™, Ethernet, and USB interfaces.
• Gives the user full control of the camera.
• Allows the user to set alarm conditions and measurement functions in the camera
• Allows the user to define I/O functionality (FLIR A series).
• Based on ActiveX technology.
• Supports acquisition of images through FireWire™, Ethernet, and USB interfaces.
• Reads from and writes to file in FLIR Systems’ proprietary file format and writes to files in FLIR Systems’ open floating

point format (*.fpf).
• Converts 16-bit absolute pixels into temperature pixels and several intermediate types of pixels formats, for maximum

user flexibility. Applies to all camera models with temperature measurement capabilities.
• Allows 16-bit temperature linear outputs from FLIR A series cameras.
• Includes method that allows using individual emissivity value correction on any single pixel or condensed measuring

value – e.g. average, minimum etc.
• Supports conditional recording to file through FireWire™, Ethernet, and USB interfaces.

Users with licenses for the previous version can download a free upgrade via the following link:
http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=62

Release notes

Version ThermoVision 2.6 SP2

New features • --- News in SP2:
• Support for FLIR GF3XX series
• Support for windowing in FLIR A615 and FLIR SC6x5
• Support for windowing in FLIR SC6x0
• Various bug fixes

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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Part number: Compatible with the following products

• 55001-0201 FLIR SC645 15°T197038
• 55001-0202 FLIR SC645 25°

Specifications subject to change without further notice. • 55001-0203 FLIR SC645 45°
Camera models and accessories subject to regional • 55001-0204 FLIR SC645 7°
market considerations. License procedures may apply. • 55001-0301 FLIR SC655 15°

• 55001-0302 FLIR SC655 25°Information and equipment described herein may require
• 55001-0303 FLIR SC655 45°US Government authorization for export purposes.
• 55001-0304 FLIR SC655 7°Diversion contrary to US law is prohibited.
• 44401-0201 FLIR GF300 14.5°(v1.04) • 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ThermoVision™ System Tools & Utilities 1.6

Part number:

T197873
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.04)

General description

Utility CD for FLIR A3XX, A6XX, SC3XX and SC6X5 cameras: this CD is normally supplied in camera package. The
software can be downloaded free of charge.
FLIR IR Monitor is included. This software enables the user to set up and control up to nine FLIR A3XX cameras
simultaneously for simple automation and safety applications.

Key features:

• Monitor software for the A3XX series
• Set-up of analysis regions of interest (ROI)
• Set-up of alarms and I/O configuration for digital output
• Setting of scheduled events and other e-mail options
• Set-up and visualization of up to nine A3XX cameras for stand-alone applications, e.g. on-line monitoring and control
• Set-up of synchronized signals for recording of image sequences in FLIR ResearchIR
• Draw a mask to cut out part of the image not to be analyzed
• Saving of images and image control
• Synchronize the camera to internet time servers
• Windows 7, 32- and 64-bit support

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=19

Release notes

Version 1.6

New features • New FLIR IR Camera Player 2.2.3
• Save image snapshot on the PC (FLIR A325 camera)
• Isotherm coverage
• Minor bug fixes

Scope of delivery

• Freeware (see Download) and includes:
• ThermoVision™ System Tools & Utilities 1.6
• FLIR IR Monitor
• FLIR IP Config
• FLIR IR Camera Player

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
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Part number: Compatible with the following products

• 61201-1105 FLIR A310f 90°T197873
• 61201-1203 FLIR A315f 25°

Specifications subject to change without further notice. • 61201-1204 FLIR A315f 45°
Camera models and accessories subject to regional • 61201-1205 FLIR A315f 90°
market considerations. License procedures may apply. • 55001-0101 FLIR A615 15°

• 55001-0102 FLIR A615 25°Information and equipment described herein may require
• 55001-0103 FLIR A615 45°US Government authorization for export purposes.
• 55001-0104 FLIR A615 7°Diversion contrary to US law is prohibited.
• 42901-1001 FLIR SC305(v1.04) • 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ThermaCAM™ Researcher Professional 2.10

Part number:

T197936
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

ThermaCAM™ Researcher Professional

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=101

Release notes

Version 2.10

New features • FLIR SC6X0 windowing and 120 Hz support
• Full support for FLIR SC305, FLIR SC325, FLIR SC645,

and SC655 (windowing and full speed)
• No support for FLIR A300, A310, A315, and A615 (still

supports FLIR A320, A320G, and A325)
• Improved Bonjour scanning
• Zoom and pan tools buttons added
• Plot values are now stored in the session files
• JPEG quality setting dialog added, when storing IR *.jpg

files
• JPEG storage with an IR scale added
• FLIR GF series IR images supported
• Auto-adjust only covers zoomed area of the image
• Auto-NUC is now controlled by the camera
• Support for Windows 7, 32- and 64-bit
• Various bug fixes

Scope of delivery

• ThermaCAM™ Researcher Professional

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2

Part number:

T197454
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.08)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454
• Windows Vista, 32-bit

Specifications subject to change without further notice. • Windows Vista, 64-bit
Camera models and accessories subject to regional • Windows 7, 32-bit
market considerations. License procedures may apply. • Windows 7, 64-bit
Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.08) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 5 user licenses

Part number:

T197454L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 5 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L5
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR QuickPlot 1.2, 10 user licenses

Part number:

T197454L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.07)

General description

FLIR QuickPlot is part of the FLIR R&D software family. It is specifically designed for entry- and mid level R&D users that
want to get an understanding on thermal events for design, product or process. The software allows the user to visualize
thermal patterns, to record and store thermal image sequences, and to create time-temperature plots for further analysis.

Key features:

• Visualizes thermal patterns
• Acts as multiple spot pyrometers
• Non-invasive, Non-contact
• Possible to record and store image sequences for later retrieval
• Possibility to generate time-temperature plots

Typical applications:

• Monitoring of a cars exterior temperature pattern in climate test chamber
• Monitoring of surface temperatures on devices when they are subjected to a life cycle test in an climate chamber
• Monitoring of surface temperature on devices when loading conditions are changed. For an example Power supplies,

cooling devices and moving mechanics

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=78

Release notes

Version FLIR QuickPlot 1.2 SP2

New features • --- News in SP2:
• Export to *.avi
• Support for FLIR SC645 and SC655
• Windowing 100, 200 Hz (FLIR SC655 only)
• --- News in SP1:
• Simplified Chinese language support.
• Traditional Chinese language support.
• Support for UVC (USB Video Class).
• --- News in 1.2:
• New license handling. It is now possible to de-

activate/activate a program to move programs between
computers.

• Emissivity calculator.
• Plot has been reworked to improve usability.
• Export plot data to *.csv/clipboard.
• Export profile data to *.csv/clipboard.
• Export screenshot to file (and copy to clipboard) for plot,

profile and image.
• Delta measurement added.
• Circle tool added to FLIR QuickPlot.
• Invert palette.
• Change palette color distribution.
• Added palette preview in palette chooser.
• All context menus has been reworked and improved.
• Scale control has been redesigned graphically.
• Improved usability for adding new tabs and opening

images.
• Support for more cameras: ThermaCAM™ S65,

ThermoVision™ A20 and ThermoVision™ A40.
• Windows® 7, 32 and 64-bit support.

Scope of delivery

• FLIR QuickPlot
• Getting Starting Guide
• 10 user licenses
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Part number: System requirements

Operating system • Windows XP, 32-bitT197454L10
• Windows Vista, 32-bitSpecifications subject to change without further notice.
• Windows Vista, 64-bitCamera models and accessories subject to regional
• Windows 7, 32-bitmarket considerations. License procedures may apply.
• Windows 7, 64-bit

Information and equipment described herein may require
US Government authorization for export purposes.

Compatible with the following productsDiversion contrary to US law is prohibited.
(v1.07) • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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FLIR ResearchIR 3.1

Part number:

T198206
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.02) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 5 user licenses

Part number:

T198206L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 5 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L5 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L5
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR 3.1, 10 user licenses

Part number:

T198206L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Key features:

• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

New features • --- News in 3.1: ---
• New FCF file format embeds session data

(measurements and processing filters); FCF files are
backward compatible with other native formats (SEQ,
FFF, PTW).

• Copy/paste measurements.
• Add a selected frame number to the record in the

recording tab.
• AVI export supports measurement and scale selection.
• Export menu reorganized for better clarity.
• Copy to clipboard compatibility with Excel.
• Out-of-range and saturation colors in palette.
• Select visibility of images in results table (all images/only

visible/images in current tab).
• Local measurement parameters now saved.
• Improvements and bug fixes in plots.
• Bug fixes in AVI export.
• Other performance improvements and bug fixes.

Scope of delivery

• FLIR ResearchIR
• 10 user licenses

System requirements
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Part number: Operating system • Windows XP, 32 bit
• Windows Vista, 32 bitT198206L10 • Windows Vista, 64 bit
• Windows 7, 32 bitSpecifications subject to change without further notice.
• Windows 7, 64 bitCamera models and accessories subject to regional

market considerations. License procedures may apply.
Compatible with the following productsInformation and equipment described herein may require

US Government authorization for export purposes.
• 40402-3501 FLIR SC660 12°Diversion contrary to US law is prohibited.
• 40402-3502 FLIR SC660 24°

(v1.01) • 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325T198206L10
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.01) • 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR ResearchIR Max 3.1

Part number:

T198209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°

2483 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC3xx/6xx series (fixed cameras)



Part number: Compatible with the following products

• 40402-3703 FLIR SC620 45°T198209
• 55901-1201 FLIR T610 15°

Specifications subject to change without further notice. • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1202 FLIR T610 25°
market considerations. License procedures may apply. • 55901-0202 FLIR T610 25° (incl. Wi-Fi)

• 55901-1203 FLIR T610 45°Information and equipment described herein may require
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1101 FLIR T620 15°Diversion contrary to US law is prohibited.
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)(v1.0) • 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2401 FLIR E40bx (incl. Wi-Fi)T198209
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-1002 FLIR E60bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-2201 FLIR E40
market considerations. License procedures may apply. • 49001-2301 FLIR E50

• 49001-1602 FLIR E60Information and equipment described herein may require
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTUS Government authorization for export purposes.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed(v1.0) • SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 5 user licenses

Part number:

T198209L5
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 5 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L5
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L5
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR ResearchIR Max 3.1, 10 user licenses

Part number:

T198209L10
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Key features:

• Pre/post-recording.
• Mathematical processing toolbox.
• Image filtering toolbox.
• Multiple camera support for parallel recording.
• Radiometric digital detail enhancement (DDE) improves dramatically the understanding of the thermal image, while

maintaining radiometric measurement accuracy.
• View, record and store images at high speed.
• Post-processing of fast thermal events.
• Generate time–temperature plots from live images or recorded sequences.
• Advanced start/stop recording conditions.
• Unlimited number of analysis functions (spot, line, area).
• File organizer with quick collection and preview of sequences.
• Zoom and pan allows a closer look.
• Multiple user-configurable tabs for live images, recorded images or plots.

FLIR ResearchIR in combination with a FLIR thermal imaging camera is the perfect solution for any R&D or scientific
application. It will allow researchers in all fields to make the smallest of temperature differences visible and to thoroughly
analyze the thermal process in real-time.

Typical applications:

• The transient behavior of a power supply or one of its components during power up when altering the load or any
other parameter.

• Evaluating the transient behavior of a car brake when braking and when altering the material in the brakes.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max
• 10 user licenses

System requirements

Operating system • Windows XP, 32 bit
• Windows Vista, 32 bit
• Windows Vista, 64 bit
• Windows 7, 32 bit
• Windows 7, 64 bit

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°T198209L10
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 55901-1201 FLIR T610 15°
Camera models and accessories subject to regional • 55901-0201 FLIR T610 15° (incl. Wi-Fi)
market considerations. License procedures may apply. • 55901-1202 FLIR T610 25°

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)Information and equipment described herein may require
• 55901-1203 FLIR T610 45°US Government authorization for export purposes.
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)Diversion contrary to US law is prohibited.
• 55901-1101 FLIR T620 15°(v1.0) • 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-0602 FLIR E60 (incl. Wi-Fi)T198209L10
• 49001-2401 FLIR E40bx (incl. Wi-Fi)

Specifications subject to change without further notice. • 49001-2501 FLIR E50bx (incl. Wi-Fi)
Camera models and accessories subject to regional • 49001-1002 FLIR E60bx (incl. Wi-Fi)
market considerations. License procedures may apply. • 49001-2201 FLIR E40

• 49001-2301 FLIR E50Information and equipment described herein may require
• 49001-1602 FLIR E60US Government authorization for export purposes.
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCTDiversion contrary to US law is prohibited.
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT(v1.0) • SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
• 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
• 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade previous version to FLIR ResearchIR 3.1

Part number:

T198292
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR 3.1, for
details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
Users who are interested in more advanced scientific applications should choose FLIR ResearchIR Max.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=132

Release notes

Version FLIR ResearchIR 3.1

Scope of delivery

• FLIR ResearchIR

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198292
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

2493 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC3xx/6xx series (fixed cameras)



Upgrade previous version to FLIR ResearchIR
Max 3.1

Part number:

T198291
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade previous version of ThermaCAM Researcher Professional and FLIR ResearchIR to FLIR ResearchIR Max 3.1,
for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
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Part number: Compatible with the following products

• 45606-0201 FLIR T200 (9 Hz)T198291
• 40205-0201 FLIR T250

Specifications subject to change without further notice. • 45605-0201 FLIR T250 (9 Hz)
Camera models and accessories subject to regional • 45605-0201-1 FLIR T250 (9 Hz) + EX845
market considerations. License procedures may apply. • 45305-0201 FLIR T300 (30 Hz)

• 45004-0201 FLIR T330 (50 Hz)Information and equipment described herein may require
• 45311-0201 FLIR T335 (30 Hz)US Government authorization for export purposes.
• 45311-0201-1 FLIR T335 (30 Hz) + EX845Diversion contrary to US law is prohibited.
• 45609-0201 FLIR T335 (9 Hz)(v1.01) • 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
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Part number: Compatible with the following products

• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 CameraT198291
• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)

Specifications subject to change without further notice. • 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)

• 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)Information and equipment described herein may require
• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)US Government authorization for export purposes.
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512Diversion contrary to US law is prohibited.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)(v1.01) • 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)
• 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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Upgrade FLIR ResearchIR 3.x to FLIR ResearchIR
Max 3.1

Part number:

T198290
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Upgrade of FLIR ResearchIR 3.x to FLIR ResearchIR Max 3.1, for details see the product data for the current version.
Note: This release only applies to the APAC and EMEA regions.
FLIR ResearchIR is aimed at R&D and science professionals who use thermal imaging cameras with a cooled or
uncooled detector. FLIR ResearchIR makes the most of a thermal imaging camera, and allows high-speed recording
and advanced thermal pattern analysis. FLIR ResearchIR is the perfect tool for industrial R&D.
FLIR ResearchIR Max contains all the features of FLIR ResearchIR, plus features for advanced thermal analysis.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=134

Release notes

Version FLIR ResearchIR Max 3.1

Scope of delivery

• FLIR ResearchIR Max

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)

2497 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC3xx/6xx series (fixed cameras)



Part number: Compatible with the following products

• 40205-0201 FLIR T250T198290
• 45605-0201 FLIR T250 (9 Hz)

Specifications subject to change without further notice. • 45605-0201-1 FLIR T250 (9 Hz) + EX845
Camera models and accessories subject to regional • 45305-0201 FLIR T300 (30 Hz)
market considerations. License procedures may apply. • 45004-0201 FLIR T330 (50 Hz)

• 45311-0201 FLIR T335 (30 Hz)Information and equipment described herein may require
• 45311-0201-1 FLIR T335 (30 Hz) + EX845US Government authorization for export purposes.
• 45609-0201 FLIR T335 (9 Hz)Diversion contrary to US law is prohibited.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845(v1.01) • 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1201 FLIR A320 Tempscreen
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
• SC73MWFWSGIG SC7300 MW - SC7000 Series - 320x256 MCT
• SC73LWFWSGIG SC7300 LW - SC7000 Series - 320x256 MCT
• SC75BBFWSGIG SC7500 MW Broadband - SC7000 Series - 320x256 InSb High Speed
• SC76BBFWSGIG SC7600 MW Broadband - SC7000 Series - 640x512 InSb
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
• SC77LWFWSGIG SC7700 LW - SC7000 Series - 640x512 QWIP
• SC79VLFWSGIG SC7900 VL - SC7000 Series - 320x256 MCT 7.7-11.5µm
• SC72BBFWSGIG SC7200 MW Broadband - SC7000 Series - 320x256 InSb
• SC52MBFWSGIG SC5200 MB Large Band - SC5000 Series - 320x256 InSb
• SC55MBFWSGIG SC5500 MB Large Band - SC5000 Series - 320x256 InSb High Speed
• SC56MBFWSGIG SC5600 MB Large Band - SC5000 Series - 640x512 InSb
• SC25SWGIG SC2500 SW - SC2000 Series - 320x256 InGaAs 0.9-1.7µm
• SC57MBFWSGIG SC5700 MB large band - SC5000 Series - 640x512 MCT
• SC57MWFWSGIG SC5700 midwave - SC5000 Series - 640x512 MCT - F4
• SC775LWFWSGIG SC7750 LW - SC7000 Series - 640x512 MCT
• SC765BBFWSGIG SC7650 MW Broadband - SC7000 Series - Indigo 640x512 InSb
• SC7650E SC 7650E essential-FLIR 640x512 - InSb - 1.5-5.1µm-Trigger-No wheel-5-300°C max-no lockin-no multiTI
• SC565MBFWSGIG SC5650 MB F4 Large band - SC5000 Series - Indigo 640x512 InSb
• SC77BBFWSGIG SC7700 BB- SC7000 Series - 640x512 MCT
• 23520-200 SC8000HS InSb 1024x1024 f/4.0 Camera (3.0µ - 5.0µ)
• 420-0044-02-00 SC6000HS InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-02-00-BB SC6000HS InSb Broadband 640x512 f/2.5 Camera (1.5µ - 5.0µ)
• 420-0047-01-00 SC6000HS InSb Lab 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0047-02-00 SC6000HS InSb Lab w/Filter Wheel 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 420-0044-05-00 SC6000HS QWIP 640x512 f/2.5 Camera (8.0μ - 9.2μ)
• 420-0046-02-00 SC6000HS InGaAs 640x512 f/2.5 Camera (0.9μ - 1.7μ)
• 420-0044-01-00 SC6000HS InSb 640x512 f/4.1 Camera
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Part number: Compatible with the following products

• 23520-201 SC8000 InSb Broadband 1024x1024 f/4.0 Camera (1.5µ - 5.0µ)T198290
• 24048-200 SC6700 InSb Broadband 640x512 f/2.5 Camera (1.0µ - 5.0µ)

Specifications subject to change without further notice. • 24048-201 SC6701 InSb 640x512 f/2.5 Camera (3.0µ - 5.0µ)
Camera models and accessories subject to regional • 24048-202 SC6702 InSb Broadband 640x512 f/4.0 Camera (1.0µ - 5.0µ)
market considerations. License procedures may apply. • 24048-203 SC6703 InSb 640x512 f/4.0 Camera (3.0µ - 5.0µ)

• 420-0044-09-SP SC6000 QWIP 640x512 f/4.1 Camera (8.0µ - 9.2µ)Information and equipment described herein may require
• 28102-200 SC2600 SWIR InGaAs (0.9 - 1.7 μm), 640x512US Government authorization for export purposes.
• 26985-202 SC8200HS Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8202)Diversion contrary to US law is prohibited.
• 26985-203 SC8200HS InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8203)(v1.01) • 27011-200 SC6100 InSb Broadband 640x512 f/2.5 Camera (1.0μ - 5.0μ)
• 27011-201 SC6101 InSb 640x512 f/2.5 Camera (3.0μ - 5.0μ)
• 27011-202 SC6102 InSb Broadband 640x512 f/4.0 Camera (1.0μ - 5.0μ)
• 27011-203 SC6103 InSb 640x512 f/4.0 Camera (3.0μ - 5.0μ)
• 27525-202 SC8300HS Broadband InSb (1.5 - 5.0 μm), 1344x784, f/4.0 (Model -SC8302)
• 27525-203 SC8300HS InSb (3.0 - 5.0 μm), 1344x784, f/4.0 (Model - SC8303)
• 26985-212 SC8200 Broadband InSb (1.5 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8242)
• 26985-213 SC8200 InSb (3.0 - 5.0 μm), 1024x1024, f/4.0 (Model - SC8243)
• 27525-212 SC8300 Broadband InSb (1.5 - 5.0 μm),1280x720, f/4.0 (Model - SC8342)
• 27525-213 SC8300 InSb (3.0 - 5.0 μm), 1280x720, f/4.0 (Model - SC8343)
• 420-0046-03-00 SC6000HS VisGaAs 640X512 f/2.5 Camera (0.4u-1.7u)
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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One year extended warranty for A/SC3xx series

Part number:

T199819
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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General Maintenance A/SC3xx series

Part number:

T199803
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
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One year extended warranty for A/SC6x5 series

Part number:

T199827
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The Extended Warranty Package covers parts and labour for your IR camera, consumables not included.
FLIR Systems warrants its products to be free from defects caused by faulty material or poor workmanship, for a period
specified above. NO PRODUCT IS WARRANTED TO BE MERCHANTABLE OR FIT FOR ANY PARTICULAR USE OR
APPLICATION. The warranty is void if the buyer damages the item due to misuse, abuse, modification, processing, or
integration with other items. FLIR Systems’maximum liability under this warranty is limited to the obligation to replace or,
at its sole option, to credit Buyer’s account up to the purchase price.

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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General Maintenance A/SC6x5 series

Part number:

T199831
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

General Maintenance package offers a complete 14 points inspection and calibration service (for one lens combination).
Shipping cost not included.

14-point inspection program:

• Perform a complete operational check.
• Fusion calibration and laser alignment, when applicable.
• Verify all internal cable and PCB connections.
• Clean the viewfinder and check the optics.
• Upgrade the internal camera software to the latest revisions.
• Perform minor repairs.
• Verify and/or re-equalize as needed each temperature range for image uniformity.
• Verify standard lens calibration (optional: other or specially engineered lenses).
• Verify ambient temperature compensation as needed.
• Recalibration to ensure factory specifications are met.
• Calibrate temperature ranges up to +1500°C, when applicable.
• Perform a quality-approved acceptance test procedure.
• Provide a calibration label with the next due date.
• Provide a calibration certificate (optional: extended calibration certificate with measured values).

Download

Contact info can be found at:

http://support.flir.com

Compatible with the following products

• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced Thermal measurements (R&D) -
attendance 1 pers. (2 days)

Part number:

ITC-ADV-3041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The core part (2 days) consists of lectures on theoretical subjects, plus hands-on. Additional days can be booked (ITC-
ADV-3006). After a general review of heat and heat transfer, the participants will learn about radiative heat transfer.
Starting with the standard measurement situation they will learn about the importance of emissivity and reflected
apparent temperature. The participants will compute and estimate emissivity and do compensation for the reflected
apparent temperature. They will also learn about calibration and Hypercal. Depending on the needs of the audience and
the time available, additional topics to be covered can be measurement through windows, measurable figures of merit,
signal generation, the influence of integration time, ROIC, etc., triggering and synchronization, and NUC and Bad Pixel
Replacement.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer
• What does a camera see? Definition of a standard measurement situation
• Computing the emissivity. Estimating emissivity and TRefl (with practice)
• From radiation to signal
• Measurable figure of merits (with practice)
• Triggering and synchronization (additional content, upon request, with practice)
• Measuring through a window (additional content, upon request, with practice)
• Calibration (additional content, upon request, with practice)
• Spectral filters (additional content, upon request, with practice)
• NUC and Bad Pixels replacement (additional content, upon request, with practice)
• Transient, Lock-in and Pulse, basics of NDT (additional content, upon request)

Labs

• Practice according to content listed above

Course information

Available languages English, other languages upon request

Target group • Users of FLIR cooled thermal cameras and systems
(cameras connected to a PC with e.g. the software
programs Altair, AltairLI or Thesa).

• Users of un-cooled thermal cameras with interest in
advanced thermal measurement applications.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students
• Persons working with NDT

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days (in succession or separate)
Upon request: Additional day including complementary
topics (ITC-ADV-3006)
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None
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Part number: Course details

Course fee includes • Tuition by qualified ITC instructorITC-ADV-3041
• Training and/or reference material in printed format

Specifications subject to change without further notice. • Diploma of attendance
Camera models and accessories subject to regional • Might include more, such as lunch or refreshments,
market considerations. License procedures may apply. depending on location and the organizing entity
Information and equipment described herein may require Note This is normally an on-site course organized at aUS Government authorization for export purposes. customer’s facility. For open classes, please contact yourDiversion contrary to US law is prohibited. closest ITC, ITC partner or FLIR sales representative.
(v1.0)

Course organization

ITC The course “ITC Advanced Thermal Measurements (R&D)”
is offered by ITC direct operations in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers The course “ITC Advanced Thermal Measurements (R&D)”
is delivered by ITC qualified instructors having the relevant
expertise in advanced thermal measurement, infrared
applications, and the use of the camera equipment
including software programs.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Advanced Thermal Measurements (R&D) -
group up to 6 pers. (2 days)

Part number:

ITC-ADV-3046
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The core part (2 days) consists of lectures on theoretical subjects, plus hands-on. Additional days can be booked (ITC-
ADV-3006). After a general review of heat and heat transfer, the participants will learn about radiative heat transfer.
Starting with the standard measurement situation they will learn about the importance of emissivity and reflected
apparent temperature. The participants will compute and estimate emissivity and do compensation for the reflected
apparent temperature. They will also learn about calibration and Hypercal. Depending on the needs of the audience and
the time available, additional topics to be covered can be measurement through windows, measurable figures of merit,
signal generation, the influence of integration time, ROIC, etc., triggering and synchronization, and NUC and Bad Pixel
Replacement.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer
• What does a camera see? Definition of a standard measurement situation
• Computing the emissivity. Estimating emissivity and TRefl (with practice)
• From radiation to signal
• Measurable figure of merits (with practice)
• Triggering and synchronization (additional content, upon request, with practice)
• Measuring through a window (additional content, upon request, with practice)
• Calibration (additional content, upon request, with practice)
• Spectral filters (additional content, upon request, with practice)
• NUC and Bad Pixels replacement (additional content, upon request, with practice)
• Transient, Lock-in and Pulse, basics of NDT (additional content, upon request)

Labs

• Practice according to content listed above

Course information

Available languages English, other languages upon request

Target group • Users of FLIR cooled thermal cameras and systems
(cameras connected to a PC with e.g. the software
programs Altair, AltairLI or Thesa).

• Users of un-cooled thermal cameras with interest in
advanced thermal measurement applications.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students
• Persons working with NDT

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days (in succession or separate)
Upon request: Additional day including complementary
topics (ITC-ADV-3006)
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None
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Part number: Course details

Course fee includes • Tuition by qualified ITC instructorITC-ADV-3046
• Training and/or reference material in printed format

Specifications subject to change without further notice. • Diploma of attendance
Camera models and accessories subject to regional • Attendance of a group up to 6 persons
market considerations. License procedures may apply. • Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on locationInformation and equipment described herein may require
and organizing entityUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Note This is normally an on-site course organized at a
(v1.0) customer’s facility. The fee does not include costs for

instructor’s travelling or lodging. The customer is
responsible for providing access to the equipment or
objects that should be analyzed or measured, a suitable
meeting room, and preferably also refreshments/lunch.

Course organization

ITC The course “ITC Advanced Thermal Measurements (R&D)”
is offered by ITC direct operations in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers The course “ITC Advanced Thermal Measurements (R&D)”
is delivered by ITC qualified instructors having the relevant
expertise in advanced thermal measurement, infrared
applications, and the use of the camera equipment
including software programs.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
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ITC Advanced training - group of max. 6 pers,
additional day 3 for on-site training,

Part number:

ITC-ADV-3006
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An additional day can be booked when the customer wants to extend the training content, software exercises or guided
field practice.

The third day can be added to the following courses:
ITC-ADV-3046

Content

• Customized, build on the topics of the course prior to the additional day

Labs

• Customized, depending on the equipment used and the application of interest

Course information

Available languages English, other languages upon demand

Target group • Participants of advanced courses that are delivered on-
site

Typical student • Persons with special interests in the equipment and their
application requesting in-depth training or additional
guidance.

Pre-requisites • Please refer to the pre-requisites of the course prior to
the additional day

Course details

Duration 1 day

Structure Customized upon the customer’s request

Exam None

Course fee includes • ITC qualified instructor teaching the class
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons
• Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Additional days are offered by the ITC or ITC partner
arranging the respective standard class prior to the
additional day. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers Additional days are normally lectured by the same ITC
trainers lecturing the standard class prior to the additional
day.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°ITC-ADV-3006
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 42901-1001 FLIR SC305
Camera models and accessories subject to regional • 48001-1001 FLIR SC325
market considerations. License procedures may apply. • 55001-0201 FLIR SC645 15°

• 55001-0202 FLIR SC645 25°Information and equipment described herein may require
• 55001-0203 FLIR SC645 45°US Government authorization for export purposes.
• 55001-0204 FLIR SC645 7°Diversion contrary to US law is prohibited.
• 55001-0301 FLIR SC655 15°(v1.0) • 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Customized workshop - per person (per day)

Part number:

ITC-EXP-1041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a special day emphasizing on specifications of equipment towards the particularities of applications (for instance
triggering or high speed). It addresses mainly the needs of high-end camera users in the scientific or industrial fields.

Content

• Customized

Labs

• Customized

Course information

Available languages English, French, other languages upon request

Target group • Highly specialized users with advanced and scientific
applications as well as persons interested in these
applications and related infrared equipment.

Typical student • Researchers
• Scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Typically 1 day

Structure Theory and hands-on, depending on topics

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance

Note This course is typically organized at the customer’s site.
Course fee does not include cost for instructor’s travelling
or lodging. The customer is responsible for providing a
suitable classroom and preferably also refreshments/lunch.

Course organization

ITC ITC customized workshops are offered worldwide by ITC
and partners. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC customized workshops are lectured by ITC qualified
specialists having the relevant expertise in the workshop’s
subject and the related fields of application.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
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Part number: Compatible with the following products

• 40402-3603 FLIR SC640 45°ITC-EXP-1041
• 40402-3702 FLIR SC620 24°

Specifications subject to change without further notice. • 40402-3703 FLIR SC620 45°
Camera models and accessories subject to regional • 42701-1001 FLIR A300 (9 Hz)
market considerations. License procedures may apply. • 42701-1101 FLIR A310 (9 Hz)

• 42701-1201 FLIR A320 Tempscreen (9 Hz)Information and equipment described herein may require
• 42901-1101 FLIR A315 (9 Hz)US Government authorization for export purposes.
• 48001-1101 FLIR A315Diversion contrary to US law is prohibited.
• 48201-1001 FLIR A300(v1.0) • 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ITC Infrared application and system consultancy
(per day)

Part number:

ITC-EXP-1050
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Consultancy can be described as any action or arrangement that is not strictly a training course. Most likely, a thermal
camera will be involved. It can be, but is not restricted to:
- Pre-sales equipment or software demonstration over the normal extend
- Equipment and software demonstration and explanation over the normal extend
- Advanced technical support
- Application support
- Comparative study involving a camera, either alone or in conjunction with other instruments
- General measurements in a difficult or unusual situation

Content

• Customized

Labs

• Customized

Course information

Available languages English, French, other languages upon request

Target group • Advanced users who wish to receive an in-depth
guidance to complex problems related to infrared
equipment, applications, and measurement questions.

Typical student • Industry technical personnel
• Researchers
• Scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Typically 1 day

Structure Theory and hands-on, depending on topics

Exam None

Course fee includes • Consultancy by qualified ITC specialist
• Training and/or reference material

Note Consultancy is typically carried out at the customer’s site.
The fee does not include costs for instructor’s travelling or
lodging. The customer is responsible for providing access
to the equipment or objects that should be analyzed or
measured, a suitable meeting room, and preferably also
refreshments/lunch.

Course organization

ITC ITC consultancy is offered by ITC in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers ITC consultancy is delivered by ITC qualified specialists
having the relevant expertise in infrared measurement and
the related fields of application.
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Part number: Compatible with the following products

• 40402-3501 FLIR SC660 12°ITC-EXP-1050
• 40402-3502 FLIR SC660 24°Specifications subject to change without further notice.
• 40402-3503 FLIR SC660 45°Camera models and accessories subject to regional
• 40402-3601 FLIR SC640 12°market considerations. License procedures may apply.
• 40402-3602 FLIR SC640 24°

Information and equipment described herein may require • 40402-3603 FLIR SC640 45°
US Government authorization for export purposes. • 40402-3702 FLIR SC620 24°
Diversion contrary to US law is prohibited. • 40402-3703 FLIR SC620 45°

• 42701-1001 FLIR A300 (9 Hz)(v1.0)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ITC In-house R&D training ATS products - group
up to 4 pers. (2 days)

Part number:

ITC-PRO-2004
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The core part (2 days) consists of lectures on theoretical subjects, plus hands-on. After a general review of heat and
heat transfer, the participants will learn about radiative heat transfer. Starting with the standard measurement situation
they will learn about the importance of emissivity and reflected apparent temperature. The participants will compute and
estimate emissivity and do compensation for the reflected apparent temperature. They will also learn about calibration
and Hypercal. Depending on the needs of the audience and the time available, additional topics to be covered can be
measurement through windows, measurable figures of merit, signal generation, the influence of integration time, ROIC,
etc., triggering and synchronization, and NUC and Bad Pixel Replacement.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer
• What does a camera see? Definition of a standard measurement situation
• Computing the emissivity. Estimating emissivity and TRefl (with practice)
• From radiation to signal
• Measurable figure of merits (with practice)
• Triggering and synchronization (additional content, upon request, with practice)
• Measuring through a window (additional content, upon request, with practice)
• Calibration (additional content, upon request, with practice)
• Spectral filters (additional content, upon request, with practice)
• NUC and Bad Pixels replacement (additional content, upon request, with practice)
• Transient, Lock-in and Pulse, basics of NDT (additional content, upon request)

Labs

• Practice according to content listed above

Course information

Available languages English, other languages upon request

Target group • Users of FLIR cooled thermal cameras and systems
(cameras connected to a PC with e.g. the software
programs Altair, AltairLI or Thesa).

• Users of un-cooled thermal cameras with interest in
advanced thermal measurement applications.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students
• Persons working with NDT

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days
Upon request: Additional day including complementary
topics
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None

2523 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC3xx/6xx series (fixed cameras)



Part number: Course details

Course fee includes • Tuition by qualified ITC instructorITC-PRO-2004
• Training and/or reference material in printed format

Specifications subject to change without further notice. • Diploma of attendance
Camera models and accessories subject to regional • Attendance of a group up to 4 persons
market considerations. License procedures may apply. • Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on locationInformation and equipment described herein may require
and organizing entityUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Note This is normally an on-site course organized at a
(v1.0) customer’s facility. The fee does not include costs for

instructor’s travelling or lodging. The customer is
responsible for providing access to the equipment or
objects that should be analyzed or measured, a suitable
meeting room, and preferably also refreshments/lunch.

Course organization

ITC The course “ITC In-house R&D training ATS products” is
offered by ITC direct operations in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers The course “ITC In-house R&D training ATS products” is
delivered by ITC qualified instructors having the relevant
expertise in advanced thermal measurement, infrared
applications, and the use of the camera equipment
including software programs.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

2530 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC3xx/6xx series (fixed cameras)



ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC R&D basics for industry users - group up to 6
pers. (2 days)

Part number:

ITC-EXP-2036
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This 2-day course consists of lectures on theoretical subjects, plus hands-on.
After a general review of heat and heat transfer, the participants will learn about radiative heat transfer, and
thermography equipment. Intensive practice is performed on software.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer (includes estimation of TRefl and the emissivity) (with practice)
• Thermography equipment
• Software e.g. ThermaCAM Researcher, FLIR Quickplot or FLIR ResearchIR

Labs

• Measurements and software exercises

Course information

Available languages English, other languages upon request

Target group • Users of FLIR uncooled thermal cameras working with
software programs as ThermaCAM Researcher, FLIR
Quickplot or FLIR ResearchIR

• and with infrared applications in the industry or at
research institutions.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days (in succession or separate)
Upon request: Additional day including complementary
topics (ITC-EXP-3006)
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training and/or reference material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons

Note This is normally an on-site course organized at a
customer’s facility. The fee does not include costs for
instructor’s travelling or lodging. The customer is
responsible for providing access to the equipment or
objects that should be analyzed or measured, a suitable
meeting room, and preferably also refreshments/lunch.

Course organization
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Part number: ITC The course “ITC R&D basics for industry users” is offered
by ITC direct operations in EMEA. Specific customerITC-EXP-2036 requests shall be forwarded to the closest ITC or ITC
partner or FLIR sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The course “ITC R&D basics for industry users” is delivered
market considerations. License procedures may apply. by ITC qualified instructors having the relevant expertise in

advanced thermal measurement, infrared applications, andInformation and equipment described herein may require
the use of the camera equipment including softwareUS Government authorization for export purposes.
programs.Diversion contrary to US law is prohibited.

(v1.0)
Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Fever Screening - additional
student to on site class (2 days)

Part number:

ITC-EXP-2025
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

This partnumber is reserved for adding additional students to a fever screening on site class.

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.
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Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2025
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Fever Screening - attendance 1
pers. (2 days)

Part number:

ITC-EXP-2021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.
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Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2021
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Fever Screening - inclusive 10
pers. (2 days)

Part number:

ITC-EXP-2029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.
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Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2029
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short courses - group of max. 6 pers,
additional day 3 for on-site training

Part number:

ITC-EXP-3006
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An additional day can be booked when the customer wants to extend the training content, software exercises or guided
field practice.

The third day can be added to the following courses:
ITC-EXP-2036

Content

• Customized, build on the topics of the course prior to the additional day

Labs

• Customized, depending on the equipment used and the application of interest

Course information

Available languages English, other languages upon demand

Target group • Participants of short courses that are delivered on-site

Typical student • Persons with special interests in the equipment and their
application requesting in-depth training or additional
guidance.

Pre-requisites • Please refer to the pre-requisites of the course prior to
the additional day

Course details

Duration 1 day

Structure Customized upon the customer’s request

Exam None

Course fee includes • ITC qualified instructor teaching the class
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons
• Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Additional days are offered by the ITC or ITC partner
arranging the respective standard class prior to the
additional day. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers Additional days are normally lectured by the same ITC
trainers lecturing the standard class prior to the additional
day.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
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Part number: Compatible with the following products

• 40402-3703 FLIR SC620 45°ITC-EXP-3006
• 42901-1001 FLIR SC305

Specifications subject to change without further notice. • 48001-1001 FLIR SC325
Camera models and accessories subject to regional • 55001-0201 FLIR SC645 15°
market considerations. License procedures may apply. • 55001-0202 FLIR SC645 25°

• 55001-0203 FLIR SC645 45°Information and equipment described herein may require
• 55001-0204 FLIR SC645 7°US Government authorization for export purposes.
• 55001-0301 FLIR SC655 15°Diversion contrary to US law is prohibited.
• 55001-0302 FLIR SC655 25°(v1.0) • 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°

2570 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC3xx/6xx series (fixed cameras)



ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.

2574 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC3xx/6xx series (fixed cameras)



Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - attendance 1 pers.

Part number:

ITC-EXP-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-1001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-1001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - group up to 10 pers.

Part number:

ITC-EXP-1009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-1009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300

2581 (of 3109) http://www.flir.com · http://support.flir.com Accessories for FLIR SC3xx/6xx series (fixed cameras)



Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-1009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - attendance 1 pers.

Part number:

ITC-EXP-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-2001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-2001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - group up to 10 pers.

Part number:

ITC-EXP-2009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-2009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-2009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - attendance 1 pers.

Part number:

ITC-EXP-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-3001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-3001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - group up to 10 pers.

Part number:

ITC-EXP-3009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-3009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-3009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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IR lens, f = 17 mm (25°/18.9°)

Part number:

1195271
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

The standard 25° lens is suitable for the majority of applications.

Technical data

Field of view (FOV) 24.5° × 19.05°/18.7° × 14.03°/20.2° × 15.15°

Minimum focus distance 0.3 m (0.98 ft.)

Focal length 17 mm (0.67 in.)

Spatial resolution (IFOV) 2.72 mrad/2.06 mrad/2.24 mrad

F-number 1.2

Lens note When three pieces of data are separated by “/” the first
piece of data is for cameras with a serial number starting
with 215, the second piece of data is for cameras with a
serial number starting with 243 and the last piece of data is
for cameras with a serial number starting with 247

Weight 0.07 kg; 0.16 lbs. (lens excl. case & lens cap)

Size (L × D) 28 × 59 mm (1.10 × 2.32 in.)

Scope of delivery

• Lens
• Lens case
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IR lens, f = 36 mm (12°/9.1°)

Part number:

1195272
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The 12° lens is a popular lens accessory and provides 2X magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 11.7° × 8.78°/8.89° × 6.67°/9.65° × 7.24°

Minimum focus distance 0.7 m (2.3 ft.)

Focal length 36 mm (1.4 in.)

Spatial resolution (IFOV) 1.28 mrad/0.97 mrad/1.06 mrad

F-number 1.2

Lens note When three pieces of data are separated by “/” the first
piece of data is for cameras with a serial number starting
with 215, the second piece of data is for cameras with a
serial number starting with 243 and the last piece of data is
for cameras with a serial number starting with 247

Weight 0.18 kg; 0.40 lbs. (lens excl. case & lens cap)

Size (L × D) 51 × 70 mm (2 × 2.76 in.)

Scope of delivery

• Lens
• Lens case
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IR lens, f = 9.2 mm (45°/34.1°)

Part number:

1195273
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This wide angle lens has a field of view almost double that of the standard 25° lens. Perfect for wide or tall targets such
as electrical panels or paper machinery.

Technical data

Field of view (FOV) 43.8° × 32.85°/33.8° × 25.35°/36.5° × 27.38°

Minimum focus distance 0.01 m (0.03 ft.)

Focal length 9.2 mm (0.36 in.)

Spatial resolution (IFOV) 5.03 mrad/3.8 mrad/4.13 mrad

F-number 1.2

Lens note When three pieces of data are separated by “/” the first
piece of data is for cameras with a serial number starting
with 215, the second piece of data is for cameras with a
serial number starting with 243 and the last piece of data is
for cameras with a serial number starting with 247

Weight 0.18 kg; 0.40 lbs. (lens excl. case & lens cap)

Size (L × D) 51 × 59 mm (2 × 2.32 in.)

Scope of delivery

• Lens
• Lens case
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IR lens for 160x120, f = 87 mm (5/3.8), incl. case

Part number:

1196020
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This lens is ideal for small or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 4.87° × 3.65°/3.68° × 2.76°/4.0° × 3.0°

Focal length 87 mm (3.4 in.)

Spatial resolution (IFOV) 0.53 mrad/0.40 mrad/0.44 mrad

F-number 1.2

Lens note When three pieces of data are separated by “/” the first
piece of data is for cameras with a serial number starting
with 215, the second piece of data is for cameras with a
serial number starting with 243 and the last piece of data is
for cameras with a serial number starting with 247

Scope of delivery

• Lens
• Lens case
• Mounting support
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IR lens, 15° for EX320/EX300/BX320, incl. case

Part number:

1196356
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This lens is ideal for small or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 14.9° × 11.2°

Minimum focus distance 0.5 m (1.64 ft.)

Focal length 46.2 mm (1.82 in.)

Spatial resolution (IFOV) 0.82 mrad

F-number 1.5

Scope of delivery

• Lens
• Lens case
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IR lens, 45° for EX320/EX300/BX320, incl, case

Part number:

1196357
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This wide angle lens is perfect for wide or tall targets or when working in crowded spaces.

Technical data

Field of view (FOV) 44.9° × 33.7°

Minimum focus distance 0.20 m (0,66 ft.)

Focal length 14.7 mm (0.58 in.)

Spatial resolution (IFOV) 2.59 mrad

F-number 1.5

Scope of delivery

• Lens
• Lens case
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IR lens, 25° for EX320/EX300/BX320. incl. case

Part number:

1196359
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This lens is suitable for the majority of applications.

Technical data

Field of view (FOV) 25.0° × 18.75°

Minimum focus distance 0.3 m (0.98 ft.)

Focal length 27.4 mm (1.08 in.)

Spatial resolution (IFOV) 1.39 mrad

F-number 1.5

Scope of delivery

• Lens
• Lens case
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IR lens, 23° for E320/E300/B4, incl. case

Part number:

1196741
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This lens is suitable for the majority of applications.

Technical data

Field of view (FOV) 23.1° × 17.33

Minimum focus distance 0.3 m (0.98 ft.)

Focal length 27.4 mm (1.08 in.)

Spatial resolution (IFOV) 1.28 mrad

F-number 1.5

Scope of delivery

• Lens
• Lens case
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IR lens, 41° for E320/E300/B4, incl. case

Part number:

1196742
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This wide angle lens is perfect for wide or tall targets or when working in crowded spaces.

Technical data

Field of view (FOV) 41.7° × 31.27°

Minimum focus distance 0.2 m (0.66 ft.)

Focal length 14.7 mm (0.58 in.)

Spatial resolution (IFOV) 2.38 mrad

F-number 1.5

Scope of delivery

• Lens
• Lens case
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IR lens, 14° for E320/E300/B4, incl. case

Part number:

1196743
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This lens is ideal for small or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 13.8° × 10.35°

Minimum focus distance 0.5 m (1.64 ft.)

Focal length 46.2 mm (1.82 in.)

Spatial resolution (IFOV) 0.76 mrad

F-number 1.5

Scope of delivery

• Lens
• Lens case
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High temp. option +900°C/+1652°F for E series
160x120

Part number:

1195436
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +900°C (+1652°F)

Compatible with FLIR products ThermaCAM E Series (with 160 x 120 detector)
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+1200°C/+2192°F External filter for EX320 ver.
with 25° lens

Part number:

1196355
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.
An external filter is added to the 25° lens

Technical data

Optional object temperature range Up to +1200°C (+2192°F)

Compatible with FLIR products ThermaCAM EX300/320 Series (with 25°)
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High temp. option +1200°C/+2192°F for E300/E320
ULIS ver.

Part number:

1196714
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +1200°C (+2192°F)

Compatible with FLIR products ThermaCAM E300/320 Series (ULIS version)
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Battery

Part number:

T198258
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

High capacity battery for the IR camera.
Note: Replaces 1195106 - Battery

Technical data

Battery type Rechargeable Li Ion battery

Battery voltage 7.2 VDC

Battery capacity 2.1 Ah

Battery note Approximate lithium content: 1.5 g

Size (L × W × H) 89 x 42.2 x 19.8 mm (3.5 x 1.7 x 0.8 in.)

Scope of delivery

• Battery
• Instruction Battery charging

2609 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermaCAM™ E and B series



Battery charger, incl. power supply

Part number:

1195577
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Battery charger, incl. power supply, xx = US, UK, EU

Technical data

AC operation 90–264 V, 47–63 Hz

Power 25 W

Scope of delivery

• Battery charger
• Power supply
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Battery charger (Japan), incl. power supply

Part number:

1195578
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Battery charger (Japan), incl. power supply

Technical data

AC operation 90–264 V, 47–63 Hz

Power 25 W

Scope of delivery

• Battery charger
• Power supply
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ThermaCAM™ PC USB cable, 1.5 m./4.9 ft.

Part number:

1195128
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using USB.

Technical data

Weight 50 g (1.8 oz.)

Cable length 1.5 m (4.9 ft.)

Connector Standard USB-A to mini DIN 6-pin
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ThermaCAM™ PC RS-232 cable, 1.5 m/4.9 ft.

Part number:

1195129
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using serial communication (RS-232).

Technical data

Weight 63 g (2.2 oz.)

Cable length 1.5 m (4.9 ft.)

Connector 9-pin D-sub to mini DIN 6-pin
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Hard transport case for ThermaCAM™ E Series

Part number:

1196326
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Hard transport case for ThermaCAM™ E Series

Scope of delivery

• Transport case
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Hand strap

Part number:

1195221
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Adjustable hand strap for the E-series

Technical data

Weight 9 g (0.32 oz.)

Length 300 mm (11.8 in.)

Color Black
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Sun shield

Part number:

1195461
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Sun shield for the E-series

Technical data

Weight 39 g (1.38 oz.)

Size (L × W × H) 80 × 35 × 65 mm (3.1 × 1.4 × 2.6 in.)

Material Metal

Color Black
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Shield against stray light from LCD, for
ThermaCAM™ Scout

Part number:

1195492
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Shield against stray light from LCD, for ThermaCAM™ Scout. Used in the dark to avoid light from the LCD.

Scope of delivery

• Shield
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FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit
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Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR QuickReport 1.2 SP2

Part number:

1196541
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR QuickReport (freeware) allows users to organize and analyze the radiometric images from its infrared cameras and
present them in a report in just three easy steps.

1. Organize
Transfer the images to your computer via USB, SD Memory Card or Windows® Explorer. In FLIR QuickReport images
will be shown as thumbnails so that they are easy to find and select.
2. Analyze
FLIR QuickReport can be used to analyze your IR images. Change level and span to get the most out of your images.
Measurement functions (spots, areas etc) and text annotations can be added/edited. It is also possible to use the
dewpoint alarm or insulation alarm within FLIR QuickReport.
3. Report
Create multi page report with either 2 IR images, or 1 IR image and a photo. The images can be placed into the report
by using a drag-and-drop operation. Any image descriptions or text comments will be transferred from the camera and
will automatically be included in the report.

Key features:

• Adjust level, span, and color palette
• Change Isotherm and temperature levels
• Create spot meters, lines, and areas
• Email one or more images
• Alter parameters for the Dewpoint and Insulation alarms
• Add your company logo to inspection reports
• Drag-and-drop images and preview report pages
• Digitally zoom and pan up to 8 times
• Fusion: Interval/Blending/Picture-in-Picture
• Text comments: Add/Delete/Edit

The software allows the user to adjust the level, span, zoom and pan of the camera. FLIR QuickReport features a choice
of ten different color palettes. The alarm displays risk of surface condensation, mould growth and inadequate insulation.
The built-in report templates allow the user to either include two infrared images, or an infrared image and a digital
photo. Image descriptions and text and voice comments can be transferred automatically into the report.
The inspection report can be emailed or exported into Excel, or to the FLIR Reporter software.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=38

Release notes

Version 1.2 SP2

New features • MeterLink Support
• Minor Bugfixes

Scope of delivery

• Freeware (see Download)

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°1196541
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.02) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)1196541
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 2470422710US B2 indigo version
Camera models and accessories subject to regional • 44201-0101 FLIR GF306 14.5°
market considerations. License procedures may apply. • 44202-0101 FLIR GF306 14.5° Fixed lens

• 44201-0102 FLIR GF306 24°Information and equipment described herein may require
• 44202-0102 FLIR GF306 24° Fixed lensUS Government authorization for export purposes.
• 44601-0101 FLIR GF309 14.5°Diversion contrary to US law is prohibited.
• 44602-0101 FLIR GF309 14.5° Fixed lens(v1.02) • 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)

2628 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermaCAM™ E and B series



Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced Building – attendance 1 pers

Part number:

ITC-ADV-3011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn the physical concepts of heat transfer and apply them together with relevant building science. After the course, the
participant will be able to do a qualified building inspection on the base of existing laws, standards, and regulations.

Note: This course refers mainly to European building standards. Please consult ITC before selling it in other countries.

Content

• Introduction and refresher of IR basics
• Thermal transfer and wall structures
• Insulating materials
• Humidity, moisture, and the dew point
• Air leaks, pressure profiles, and air permeability
• Survey methodology

Labs

• Outside inspection
• Air permeability test (with Blower Door)
• Reporting

Course information

Available languages English

Target group • Professional users in building applications who want to
become experts in Building Thermography.

Typical student • Knows how to operate the camera
• Knows how to report
• Has a background in a building profession, but rather

moderate experience in IR or has experience in another
IR application field but rather moderate knowledge in
building science

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Recommendations • Knowledge of building techniques
• Bring own PC for calculations and exercises

Course details

Duration 3 days (24 hours)

Structure Theory takes place in the mornings, practical labs,
calculations, and software exercises are scheduled for the
afternoons.

Exam A final test (20 multiple choice questions) will be written on
the 3rd day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced Building Course is offered worldwide by ITC
as listed in "Courses offered by ITC partners" (T560393).ITC-ADV-3011 Specific customer requests shall be forwarded to the
closest ITC subsidiary or LTC.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach the

Advanced Building Course.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Advanced Building – group of 10 pers.

Part number:

ITC-ADV-3019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn the physical concepts of heat transfer and apply them together with relevant building science. After the course, the
participant will be able to do a qualified building inspection on the base of existing laws, standards, and regulations.

Note: This course refers mainly to European building standards. Please consult ITC before selling it in other countries.

Content

• Introduction and refresher of IR basics
• Thermal transfer and wall structures
• Insulating materials
• Humidity, moisture, and the dew point
• Air leaks, pressure profiles, and air permeability
• Survey methodology

Labs

• Outside inspection
• Air permeability test (with Blower Door)
• Reporting

Course information

Available languages English

Target group • Professional users in building applications who want to
become experts in Building Thermography.

Typical student • Knows how to operate the camera
• Knows how to report
• Has a background in a building profession, but rather

moderate experience in IR or has experience in another
IR application field but rather moderate knowledge in
building science

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Recommendations • Knowledge of building techniques
• Bring own PC for calculations and exercises

Course details

Duration 3 days (24 hours)

Structure Theory takes place in the mornings, practical labs,
calculations, and software exercises are scheduled for the
afternoons.

Exam A final test (20 multiple choice questions) will be written on
the 3rd day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced Building Course is offered worldwide by ITC
as listed in "Courses offered by ITC partners" (T560393).ITC-ADV-3019 Specific customer requests shall be forwarded to the
closest ITC subsidiary or LTC.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach the

Advanced Building Course.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)

2636 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermaCAM™ E and B series



ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

2648 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermaCAM™ E and B series



ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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IR lens, f = 72 mm (12°/10°)

Part number:

194176
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The lens is a popular lens accessory and provides approximately 2× magnification compared to the standard lens. Ideal
for small or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 11.7° × 8.78°/9.65° × 7.24°

Minimum focus distance 1.2 m (3.93 ft.)

Focal length 71.5 mm (28.1 in.)

Spatial resolution (IFOV) 0.64 mrad/0.53 mrad

F-number 1.0

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with
218, 234, 236 or 250 and the second piece of data is for
cameras with a serial number starting with 253

Scope of delivery

• Lens
• Lens case
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IR lens, f = 18 mm (45°/37°)

Part number:

194401
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This wide angle lens has a field of view almost double that of the standard 24° lens. Perfect for wide or tall targets such
as electrical panels or paper machinery.

Technical data

Field of view (FOV) 44.6° × 33.45°/37.3° × 27.97°

Minimum focus distance 0.1 m (0.32 ft.)

Focal length 18 mm (0.71 in.)

Spatial resolution (IFOV) 2.57 mrad/2.11 mrad

F-number 1.0

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with
218, 234, 236 or 250 and the second piece of data is for
cameras with a serial number starting with 253

Scope of delivery

• Lens
• Lens case
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Close-up IR lens, 150 mm (FOV 64 mm/53 mm)

Part number:

194533
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This close-up optic attaches to the standard built-in 24° lens and provides resolution of very small targets. Ideal for
integrated circuit inspection applications.

Technical data

Field of view (FOV) 64 mm/53 mm

Minimum focus distance 115 mm

Working distance 150 mm

Depth of field ±0.9 mm

Spatial resolution (IFOV) 200 µm/166 µm

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with
218, 234, 236 or 250 and the second piece of data is for
cameras with a serial number starting with 253

Scope of delivery

• Lens
• Lens case
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Protective plastic window

Part number:

194560
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

A protective plastic window for the built-in lens, suitable when the camera is used in a dusty environment or when there
is a risk of liquids splashing on the lens. The plastic film is made of polyolefin.

Technical data

Weight 0,08 kg (0.17 lbs.)

Size (L × D) 41 × 87 mm (1.61 × 3.43 in.)

Scope of delivery

• Protective plastic window
• Protective plastic window case
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IR lens, f = 9.0 mm (80°/66°)

Part number:

194702
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This wide angle lens has a field of view approximately three times that of the standard 24° lens. This lens is suitable for
extremely cramped situations where the operator can not step farther back from the object.

Technical data

Field of view (FOV) 78.8° × 59.1°/68.0° × 51.0°

Minimum focus distance 0.15 m (0.49 ft.)

Focal length 9 mm (0.35 in.)

Spatial resolution (IFOV) 5.14 mrad/4.22 mrad

F-number 1.0

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with
218, 234, 236 or 250 and the second piece of data is for
cameras with a serial number starting with 253

Scope of delivery

• Lens
• Lens case
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Protective window

Part number:

1194977
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Protective window for the built-in lens. The window is made of monocrystalline fluoride.

Technical data

Size (L × D) 48 × 71 mm (1.89 × 2.80 in.)

Scope of delivery

• Protective window
• Protective window case
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Close-up IR lens, 80 mm (FOV 34 mm/28 mm)

Part number:

1194978
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This close-up optic attaches to the standard built-in 24° lens and provides resolution of very small targets. Ideal for
integrated circuit inspection applications.

Technical data

Field of view (FOV) 34 mm/28 mm

Minimum focus distance 61 mm

Working distance 76 mm

Depth of field ±-0.25 mm

Spatial resolution (IFOV) 106 µm/88 µm

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with
218, 234, 236 or 250 and the second piece of data is for
cameras with a serial number starting with 253

Scope of delivery

• Lens
• Lens case
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IR lens, f = 124 mm (7°/5.75°) P/S Series

Part number:

1195650
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

The 7° lens is a popular lens accessory and provides 3.5× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines. The lens fits P and S-series.

Technical data

Field of view (FOV) 6,83° × 5.12°/5.61° × 4.21°

Minimum focus distance 4.0 m (13.11 ft.)

Focal length 124 mm (4.9 in.)

Spatial resolution (IFOV) 0.37 mrad/0.31 mrad

F-number 1.0

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 218
or 234 and the second piece of data is for cameras with a
serial number starting with 253

Weight 1.6 kg (3.53 lb.) incl. mechanical support

Size (L × D) 215 mm (8.46 in.) × 160.5 mm (6.32 in.)

Scope of delivery

• Lens
• Lens case
• Mounting support
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Macro IR lens, 19 mm (50µ/42µ)

Part number:

1700500
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This macro lens attaches to the standard built-in 24° lens and provides resolution of extremely small targets.

Technical data

Field of view (FOV) 15.1 mm/12.5 mm

Minimum focus distance 14.3 mm

Working distance 18.7 mm

Depth of field ±50 µm

Spatial resolution (IFOV) 47 µm/39 µm

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with
218, 234, 236 or 250 and the second piece of data is for
cameras with a serial number starting with 253
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High temperature option +1000°C/+1832°F

Part number:

1195437
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +1000°C (+1832°F)

Compatible with FLIR products ThermaCAM P25 to P65, S65, B20 and ThermoVision A40
Series

Compatible with old FLIR products ThermaCAM S45
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High temperature option +1500°C/+2732°F

Part number:

1195438
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +1500°C (+2732°F)

Compatible with FLIR products ThermaCAM P25 to P65, S65, B20 and ThermoVision A40
Series

Compatible with old FLIR products ThermaCAM S45
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High temperature option +2000°C/+3632°F

Part number:

1195439
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +2000°C (+3632°F)

Compatible with FLIR products ThermaCAM P25 to P65, S65, B20 and ThermoVision A40
Series

Compatible with old FLIR products ThermaCAM S45
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Battery P/S series

Part number:

T198288
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

High capacity battery for the IR camera.
Note: Replaces 1195268 - Battery P/S series

Technical data

Battery type Rechargeable Li Ion battery

Battery voltage 9-16 VDC (11-16 VDC when charging)

Battery note Approximate lithium content: 3.0 g

Charging system In camera (AC adapter) or in battery charger

Battery weight 0.22 kg (0.48 lb.)

Scope of delivery

• Battery
• Instruction Battery charging
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RS-232 cable, 1.5 m/4.9 ft.

Part number:

1195313
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using serial communication (RS-232).

Technical data

Weight 110 g (3.9 oz.)

Cable length 1.5 m (4.9 ft.)

Connector 9-pin D-sub to Lemo 6-pin
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USB cable, 1.5 m/4.9 ft.

Part number:

1195314
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using USB.

Technical data

Weight 90 g (3.2 oz.)

Cable length 1.5 m (4.9 ft.)

Connector Standard USB-A to Lemo 6-pin
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Battery charger, incl, power supply

Part number:

1195719
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Battery charger, incl, power supply, where xx = US, UK, EU

Technical data

AC operation 90–264 V, 47–63 Hz

Power 25 W

Scope of delivery

• Battery charger
• Power supply
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Power supply

Part number:

1910228
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Power supply

Technical data

AC operation 90–264 VAC, 47/63 Hz, 12 VDC ±5% output to the camera

Power 36 W

Size (L × W × H) 111 × 50 × 32 mm (4.4 × 2.0 × 1.3 in.)

Cable length 1.5 to 2.0 m (4.9 to 6.6 ft.)

Connector DC cable with 2.5 mm center plug, barrel type

2670 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermaCAM™ P and S series



PC-Card™ > 100 MB

Part number:

194713
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

PC-Card for image storage.

Technical data

Memory card, size > 100 MB

Size (L × W × H) 86 × 54 × 4 mm (3.4 × 2.1 × 0.2 in.)
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PC-Card™ adapter for CompactFlash™ card

Part number:

1909820
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

PC-Card adapter to be able to use the CompactFlash card in a standard PC-Card reader.

Technical data

Weight 40 g (1.41 oz.)

Size (L × W × H) 86 × 54 × 4 mm (3.4 × 2.1 × 0.2 in.)
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Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.

Part number:

1195143
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to power the infrared camera from the cigarette lighter socket in a car.

Technical data

Weight 44 g (1.6 oz.)

Cable length 1.5 m (4.9 ft.)

Connector Cigarette lighter connector to DC jack 2.5 mm
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Extension cable for remote control, 5.0 m/16.4 ft.

Part number:

1195495
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is an extension cable for the remote control

Technical data

Weight 214 g (7.5 oz.)

Cable length 5.0 m (16.4 ft.)

Connector Lemo 6 pin male to female
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Video cable RCA <-> RCA, 2 m/6.6 ft.

Part number:

1909775
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to transfer video signals from the infrared camera to an external monitor, or to a computer featuring
an internal video card.

Technical data

Weight 76 g (2.7 oz.)

Cable length 2.0 m (6.6 ft.)

Connector RCA to RCA
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FireWire™ cable 4/6 2 m/6.6 ft.

Part number:

1909812
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using FireWire.

Technical data

Weight 33 g (1.2 oz.)

Cable length 2.0 m (6.6 ft.)

Connector FireWire 4-pin to 6-pin
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FireWire™ cable 4/4 2 m/6.6 ft.

Part number:

1909813
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using FireWire.

Technical data

Weight 72 g (2.5 oz.)

Cable length 2.0 m (6.6 ft.)

Connector FireWire 4-pin to 4-pin
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S-Video cable, 1.5 m/4.9 ft.

Part number:

1909811
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to transfer S-video signals from the infrared camera to an external monitor, or to a computer featuring
an internal video card.

Technical data

Weight 55 g (1.9 oz.)

Cable length 1.5 m (4.9 ft.)

Connector S-video to mini DIN 4 pin
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Hard transport case for ThermaCAM™ P/S Series

Part number:

1196325
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Rugged, watertight plastic shipping case for ThermaCAM™ P/S Series. Holds all items neatly and securely. The case
can be locked with padlocks and features a breather valve to prevent pressure build-up in airplane cargo holds.

Technical data

Weight 3.5 kg (7.7 lb.)

Size (L × W × H) 488 × 386 × 185 mm (19.2 × 15.2 × 7.8 in.)

Color Black
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Headset

Part number:

194109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Headset for P25 to P65, S65 and B20 series. To be used for voice annotation.

Technical data

Weight 43 g (1.5 oz.)

Connector Lemo

Scope of delivery

• Headset
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Remote control, incl. 4" LCD

Part number:

1195346
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Remote control of the infrared camera, including a 4" LCD.

Scope of delivery

• Remote control, incl. 4" LCD
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Camera handle

Part number:

1195694
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Camera handle for P25 to P65, S65 and B20 series.

Technical data

Weight 94 g (03.3 oz.)

Scope of delivery

• Handle
• Mounting kit
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Video lamp for digital camera

Part number:

1195994
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Video lamp for the digital camera for P25 to P65, S65 and B20 series

Technical data

Weight 42 g (1.48 oz.)

Size (L × D) 80 × 23 mm (3.15 × 0.91 in.)

Connector Lemo

Scope of delivery

• Video lamp
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Video lens 12°

Part number:

1909503
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Video lens 12° for the digital camera for P25 to P65, S65 and B20 series.

Technical data

Weight 3 g (0.1 oz.)

Size (L × D) Diameter: 13 mm (0.5 in.)

Scope of delivery

• Lens
• Lens cap
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Protective cap for LEMO connector (headset)

Part number:

1910232
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Rugged, metal protective cap for LEMO connector (headset) for P25 to P65, S65 and B20 series.

Scope of delivery

• Protective cap
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Protective cap for LEMO connector (USB/RS-232
and RC)

Part number:

1910233
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Rugged, metal protective cap for LEMO connector (USB/RS-232 and RC) for P25 to P65, S65 and B20 series.

Technical data

Weight 7 g (0.2 oz.)

Scope of delivery

• Protective cap
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FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit
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Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR QuickReport 1.2 SP2

Part number:

1196541
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR QuickReport (freeware) allows users to organize and analyze the radiometric images from its infrared cameras and
present them in a report in just three easy steps.

1. Organize
Transfer the images to your computer via USB, SD Memory Card or Windows® Explorer. In FLIR QuickReport images
will be shown as thumbnails so that they are easy to find and select.
2. Analyze
FLIR QuickReport can be used to analyze your IR images. Change level and span to get the most out of your images.
Measurement functions (spots, areas etc) and text annotations can be added/edited. It is also possible to use the
dewpoint alarm or insulation alarm within FLIR QuickReport.
3. Report
Create multi page report with either 2 IR images, or 1 IR image and a photo. The images can be placed into the report
by using a drag-and-drop operation. Any image descriptions or text comments will be transferred from the camera and
will automatically be included in the report.

Key features:

• Adjust level, span, and color palette
• Change Isotherm and temperature levels
• Create spot meters, lines, and areas
• Email one or more images
• Alter parameters for the Dewpoint and Insulation alarms
• Add your company logo to inspection reports
• Drag-and-drop images and preview report pages
• Digitally zoom and pan up to 8 times
• Fusion: Interval/Blending/Picture-in-Picture
• Text comments: Add/Delete/Edit

The software allows the user to adjust the level, span, zoom and pan of the camera. FLIR QuickReport features a choice
of ten different color palettes. The alarm displays risk of surface condensation, mould growth and inadequate insulation.
The built-in report templates allow the user to either include two infrared images, or an infrared image and a digital
photo. Image descriptions and text and voice comments can be transferred automatically into the report.
The inspection report can be emailed or exported into Excel, or to the FLIR Reporter software.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=38

Release notes

Version 1.2 SP2

New features • MeterLink Support
• Minor Bugfixes

Scope of delivery

• Freeware (see Download)

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°1196541
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.02) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)1196541
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 2470422710US B2 indigo version
Camera models and accessories subject to regional • 44201-0101 FLIR GF306 14.5°
market considerations. License procedures may apply. • 44202-0101 FLIR GF306 14.5° Fixed lens

• 44201-0102 FLIR GF306 24°Information and equipment described herein may require
• 44202-0102 FLIR GF306 24° Fixed lensUS Government authorization for export purposes.
• 44601-0101 FLIR GF309 14.5°Diversion contrary to US law is prohibited.
• 44602-0101 FLIR GF309 14.5° Fixed lens(v1.02) • 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)

2714 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermaCAM™ P and S series



Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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Close-up IR lens, 34/100

Part number:

1194958
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This close-up optic attaches to the standard 20° lens and provides resolution of targets as small as 106 µm. Ideal for
integrated circuit inspection applications.

Technical data

Field of view (FOV) 34 mm × 25.5 mm (1.34 in. × 1.00 in.)

Minimum focus distance 75 mm (2.96 in.)

Working distance 99 mm (3.9 in.)

Depth of field ±0.5 mm (±0.020 in.)

Spatial resolution (IFOV) 107 µm

Scope of delivery

• Lens
• Lens case
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Microscope IR lens, 10/26, and close-up IR lens,
34/100

Part number:

1194962
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This microscope lens ataches to the standard 20° lens and provides resolutions as low as 31 µm. The front part of the
microscope lens can be removed, and will then be identical to Part Number 1 194 958.

Technical data

Field of view (FOV) 9.9 mm × 7.5 mm (0.39 in. × 0.30 in.)

Minimum focus distance 24 mm (0.95 in.)

Working distance 26 mm (1.02 in.)

Depth of field ±0.05 mm (0.002 in.)

Spatial resolution (IFOV) 31 µm

Scope of delivery

• Lens
• Lens case
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IR lens, 2.5°

Part number:

1194981
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This optic provides 8x magnification compared to the built-in 20° lens and is ideally suited for target signature analysis
and other scientific applications.

Technical data

Minimum focus distance 45 m (147.54 ft.)

F-number 2.0

Weight 2.14 kg; 4.71 lbs. (lens excl. case & lens cap)

Size (L × D) 326 × 168 mm (12.85 × 6.61 in.)

Scope of delivery

• Lens
• Mounting kit
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IR lens, 5°

Part number:

1194982
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This optic provides 4x magnification compared to the built-in 20° lens and is ideally suited for target signature analysis
and other scientific applications.

Technical data

Minimum focus distance 10 m (32.79 ft.)

Focal length 142.1 mm (5.6 in.)

F-number 2.0

Weight 1.00 kg; 2.20 lbs. (lens excl. case & lens cap)

Scope of delivery

• Lens
• Mounting kit
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IR lens, 60°

Part number:

1195022
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This wide angle lens has a field of view three times that of the standard 20° lens. This lens is suitable for extremely
cramped conditions, where the operator can not step farther back from the object.

Technical data

Minimum focus distance 0.1 m (0.33 ft.)

Spatial resolution (IFOV) 3.28 mrad

F-number 2.0

Weight 0.38 kg; 0.84 lbs. (lens excl. case & lens cap)

Size (L × D) 87 × 69 mm (3.43 × 2.72 in.)

Scope of delivery

• Lens
• Lens case
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IR lens, f = 72 mm (12°/10°)

Part number:

194176
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The lens is a popular lens accessory and provides approximately 2× magnification compared to the standard lens. Ideal
for small or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 11.7° × 8.78°/9.65° × 7.24°

Minimum focus distance 1.2 m (3.93 ft.)

Focal length 71.5 mm (28.1 in.)

Spatial resolution (IFOV) 0.64 mrad/0.53 mrad

F-number 1.0

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with
218, 234, 236 or 250 and the second piece of data is for
cameras with a serial number starting with 253

Scope of delivery

• Lens
• Lens case
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High temperature option +2000°C/+3632°F

Part number:

1199709
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +2000°C (+3632°F)

Compatible with FLIR products ThermaCAM SC3000 Series
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PC-Card™ adapter for CompactFlash™ card

Part number:

1909820
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

PC-Card adapter to be able to use the CompactFlash card in a standard PC-Card reader.

Technical data

Weight 40 g (1.41 oz.)

Size (L × W × H) 86 × 54 × 4 mm (3.4 × 2.1 × 0.2 in.)
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PC-Card™ > 100 MB

Part number:

194713
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

PC-Card for image storage.

Technical data

Memory card, size > 100 MB

Size (L × W × H) 86 × 54 × 4 mm (3.4 × 2.1 × 0.2 in.)
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Hard transport case for ThermaCAM™ SC3000

Part number:

194737
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Hard transport case for ThermaCAM™ SC3000

Scope of delivery

• Transport case
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Camera handle

Part number:

1194983
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Camera handle for ThermaCAM™ SC3000 Series

Scope of delivery

• Camera handle
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High speed option

Part number:

1199710
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

High speed option for ThermaCAM™ SC3000 Series
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ThermaCAM™ Researcher Professional 2.8

Part number:

1196147
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

ThermaCAM™ Researcher Professional

Note:

• This version 2.8 is compatible with ThermaCAM SC3000.
• There is a newer version of this software available.

Release notes

Version 2.8
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FLIR Reporter Professional (DVD)

Part number:

T197717
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.05)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=93

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional
• Getting Starting Guide

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit
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Part number: System requirements

Software requirements • Office 2003 (32-bit)T197717
• Office 2007 (32-bit)

Specifications subject to change without further notice. • Office 2010 (32-bit)
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.05) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
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Part number: Compatible with the following products

• 45610-0201-1 FLIR B335 (9 Hz) + MO297T197717
• 45304-0201 FLIR B360 (30 Hz)

Specifications subject to change without further notice. • 37706-0102 FLIR B360 (9 Hz)
Camera models and accessories subject to regional • 45310-0201 FLIR B365 (30 Hz)
market considerations. License procedures may apply. • 45310-0201-1 FLIR B365 (30 Hz) + MO297

• 45604-0201 FLIR B365 (9 Hz)Information and equipment described herein may require
• 45604-0201-1 FLIR B365 (9 Hz) + MO297US Government authorization for export purposes.
• 45303-0202 FLIR B400 (30 Hz)Diversion contrary to US law is prohibited.
• 45308-0202 FLIR B425 (30 Hz)(v1.05) • 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR Reporter Professional (license only)

Part number:

T127451
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.06)

General description

FLIR Reporter Professional is a powerful software for creating compelling and professional, fully customized, easy-to-
interpret maintenance reports.

Professional Report Wizard guides you step-by-step in combining all IR inspection data - infrared and visual images,
temperature measurements, and text notes – into a professional, easy-to-interpret maintenance report.

Key features:

• Flexible report page design and layout for customized reports
• Use quick insert function to easily create custom report pages
• Fully integrated with standard Microsoft Word
• Generates reports in standard MS Office format and PDF-format
• Powerful temperature analysis
• Triple Fusion Picture-in-Picture (movable, sizable, scalable)
• Rapid report manager supporting automatic report generation by drag-and-drop
• Trending functionality
• Automatic link to Google™ Maps for images with GPS coordinates
• Automatic summary table for the report
• Fine tune images and make full temperature analysis directly in Microsoft Word
• Spell check
• Create your own formulas including measurement values from images
• Play radiometric sequences directly in the report
• Search functionality to quickly finding images for your report
• Panorama tool for combining several images to a larger image
• Support for GF series IR images
• Auto Update function
• Office 2003 (32-bit), Office 2007 (32-bit) and Office 2010 (32-bit)
• Windows 7 (32 and 64-bit), Windows Vista (32 and 64-bit)
• Support for MeterLink™ data
• *.docx compatibility

Download

Download your copy of FLIR Reporter Professional here:

http://support.flir.com/reporter

Release notes

Version 8.5 SP4

New features • --- News in SP4: ---
• Big endian issue of DC images resolved.
• IR Table labels can be changed.
• IR Summary Table labels can be changed.
• Various bug fixes.
• --- News in SP3: ---
• Ability to save sessions as files (previously only

save/open a session). (Professional Report Wizard)
• Profile Open/Save settings for the properties file.

(Professional Report Wizard)

Scope of delivery

• FLIR Reporter Professional scratch card

System requirements
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Part number: Operating system • Windows XP, 32-bit
• Windows Vista, 32-bitT127451 • Windows Vista, 64-bit
• Windows 7, 32-bitSpecifications subject to change without further notice.
• Windows 7, 64-bitCamera models and accessories subject to regional

market considerations. License procedures may apply. Software requirements • Office 2003 (32-bit)
• Office 2007 (32-bit)Information and equipment described herein may require
• Office 2010 (32-bit)US Government authorization for export purposes.

Diversion contrary to US law is prohibited.
(v1.06) Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45306-0201 FLIR B300 (30 Hz)T127451
• 45312-0201 FLIR B335 (30 Hz)

Specifications subject to change without further notice. • 45312-0201-1 FLIR B335 (30 Hz) + MO297
Camera models and accessories subject to regional • 45610-0201 FLIR B335 (9 Hz)
market considerations. License procedures may apply. • 45610-0201-1 FLIR B335 (9 Hz) + MO297

• 45304-0201 FLIR B360 (30 Hz)Information and equipment described herein may require
• 37706-0102 FLIR B360 (9 Hz)US Government authorization for export purposes.
• 45310-0201 FLIR B365 (30 Hz)Diversion contrary to US law is prohibited.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297(v1.06) • 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 2470422710US B2 indigo version
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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FLIR QuickReport 1.2 SP2

Part number:

1196541
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR QuickReport (freeware) allows users to organize and analyze the radiometric images from its infrared cameras and
present them in a report in just three easy steps.

1. Organize
Transfer the images to your computer via USB, SD Memory Card or Windows® Explorer. In FLIR QuickReport images
will be shown as thumbnails so that they are easy to find and select.
2. Analyze
FLIR QuickReport can be used to analyze your IR images. Change level and span to get the most out of your images.
Measurement functions (spots, areas etc) and text annotations can be added/edited. It is also possible to use the
dewpoint alarm or insulation alarm within FLIR QuickReport.
3. Report
Create multi page report with either 2 IR images, or 1 IR image and a photo. The images can be placed into the report
by using a drag-and-drop operation. Any image descriptions or text comments will be transferred from the camera and
will automatically be included in the report.

Key features:

• Adjust level, span, and color palette
• Change Isotherm and temperature levels
• Create spot meters, lines, and areas
• Email one or more images
• Alter parameters for the Dewpoint and Insulation alarms
• Add your company logo to inspection reports
• Drag-and-drop images and preview report pages
• Digitally zoom and pan up to 8 times
• Fusion: Interval/Blending/Picture-in-Picture
• Text comments: Add/Delete/Edit

The software allows the user to adjust the level, span, zoom and pan of the camera. FLIR QuickReport features a choice
of ten different color palettes. The alarm displays risk of surface condensation, mould growth and inadequate insulation.
The built-in report templates allow the user to either include two infrared images, or an infrared image and a digital
photo. Image descriptions and text and voice comments can be transferred automatically into the report.
The inspection report can be emailed or exported into Excel, or to the FLIR Reporter software.

Download

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=38

Release notes

Version 1.2 SP2

New features • MeterLink Support
• Minor Bugfixes

Scope of delivery

• Freeware (see Download)

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit
• Windows Vista, 64-bit
• Windows 7, 32-bit
• Windows 7, 64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°1196541
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.02) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)1196541
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 2470422710US B2 indigo version
Camera models and accessories subject to regional • 44201-0101 FLIR GF306 14.5°
market considerations. License procedures may apply. • 44202-0101 FLIR GF306 14.5° Fixed lens

• 44201-0102 FLIR GF306 24°Information and equipment described herein may require
• 44202-0102 FLIR GF306 24° Fixed lensUS Government authorization for export purposes.
• 44601-0101 FLIR GF309 14.5°Diversion contrary to US law is prohibited.
• 44602-0101 FLIR GF309 14.5° Fixed lens(v1.02) • 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Customized workshop - per person (per day)

Part number:

ITC-EXP-1041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a special day emphasizing on specifications of equipment towards the particularities of applications (for instance
triggering or high speed). It addresses mainly the needs of high-end camera users in the scientific or industrial fields.

Content

• Customized

Labs

• Customized

Course information

Available languages English, French, other languages upon request

Target group • Highly specialized users with advanced and scientific
applications as well as persons interested in these
applications and related infrared equipment.

Typical student • Researchers
• Scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Typically 1 day

Structure Theory and hands-on, depending on topics

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance

Note This course is typically organized at the customer’s site.
Course fee does not include cost for instructor’s travelling
or lodging. The customer is responsible for providing a
suitable classroom and preferably also refreshments/lunch.

Course organization

ITC ITC customized workshops are offered worldwide by ITC
and partners. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC customized workshops are lectured by ITC qualified
specialists having the relevant expertise in the workshop’s
subject and the related fields of application.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
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Part number: Compatible with the following products

• 40402-3603 FLIR SC640 45°ITC-EXP-1041
• 40402-3702 FLIR SC620 24°

Specifications subject to change without further notice. • 40402-3703 FLIR SC620 45°
Camera models and accessories subject to regional • 42701-1001 FLIR A300 (9 Hz)
market considerations. License procedures may apply. • 42701-1101 FLIR A310 (9 Hz)

• 42701-1201 FLIR A320 Tempscreen (9 Hz)Information and equipment described herein may require
• 42901-1101 FLIR A315 (9 Hz)US Government authorization for export purposes.
• 48001-1101 FLIR A315Diversion contrary to US law is prohibited.
• 48201-1001 FLIR A300(v1.0) • 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ITC Infrared application and system consultancy
(per day)

Part number:

ITC-EXP-1050
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Consultancy can be described as any action or arrangement that is not strictly a training course. Most likely, a thermal
camera will be involved. It can be, but is not restricted to:
- Pre-sales equipment or software demonstration over the normal extend
- Equipment and software demonstration and explanation over the normal extend
- Advanced technical support
- Application support
- Comparative study involving a camera, either alone or in conjunction with other instruments
- General measurements in a difficult or unusual situation

Content

• Customized

Labs

• Customized

Course information

Available languages English, French, other languages upon request

Target group • Advanced users who wish to receive an in-depth
guidance to complex problems related to infrared
equipment, applications, and measurement questions.

Typical student • Industry technical personnel
• Researchers
• Scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Typically 1 day

Structure Theory and hands-on, depending on topics

Exam None

Course fee includes • Consultancy by qualified ITC specialist
• Training and/or reference material

Note Consultancy is typically carried out at the customer’s site.
The fee does not include costs for instructor’s travelling or
lodging. The customer is responsible for providing access
to the equipment or objects that should be analyzed or
measured, a suitable meeting room, and preferably also
refreshments/lunch.

Course organization

ITC ITC consultancy is offered by ITC in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers ITC consultancy is delivered by ITC qualified specialists
having the relevant expertise in infrared measurement and
the related fields of application.

2752 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermaCAM™ SC3000 series



Part number: Compatible with the following products

• 40402-3501 FLIR SC660 12°ITC-EXP-1050
• 40402-3502 FLIR SC660 24°Specifications subject to change without further notice.
• 40402-3503 FLIR SC660 45°Camera models and accessories subject to regional
• 40402-3601 FLIR SC640 12°market considerations. License procedures may apply.
• 40402-3602 FLIR SC640 24°

Information and equipment described herein may require • 40402-3603 FLIR SC640 45°
US Government authorization for export purposes. • 40402-3702 FLIR SC620 24°
Diversion contrary to US law is prohibited. • 40402-3703 FLIR SC620 45°

• 42701-1001 FLIR A300 (9 Hz)(v1.0)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250

2773 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermaCAM™ SC3000 series



Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Spring for IR lens, f = 17 mm

Part number:

1122048
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Spring for IR lens f = 17 mm

Technical data

Weight 2 g (0.1 oz.)

Material Metal
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Spring for IR lens, f = 36 mm

Part number:

1122059
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Spring for IR lens f = 36 mm
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Spring for IR lens, f = 9.2 mm

Part number:

1122060
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Spring for IR lens f = 9.2 mm

Technical data

Weight 3 g (0.1 oz.)

Material Metal
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IR lens, f = 17 mm (25°/18.9°), without case

Part number:

1195027
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

Technical data

Field of view (FOV) 24.5° × 19.05°/18.7° × 14.03°

Minimum focus distance 0.3 m (0.98 ft.)

Focal length 17 mm (0.67 in.)

Spatial resolution (IFOV) 2.72 mrad/2.06 mrad

F-number 1.2

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 227
and the second piece of data is for cameras with a serial
number starting with 249
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IR lens, f = 36 mm (12°/9.1°), without case

Part number:

1195269
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Technical data

Field of view (FOV) 11.7° × 8.78°/8.89° × 6.67°

Minimum focus distance 0.7 m (2.3 ft.)

Focal length 36 mm (1.4 in.)

Spatial resolution (IFOV) 1.28 mrad/0.97 mrad

F-number 1.2

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 227
and the second piece of data is for cameras with a serial
number starting with 249

Scope of delivery

• Lens
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IR lens, f = 9.2 mm (45°/34.1°), without case

Part number:

1195270
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

Technical data

Field of view (FOV) 43.8° × 32.85°/33.8° × 25.35°

Minimum focus distance 0.01 m (0.03 ft.)

Focal length 9.2 mm (0.36 in.)

Spatial resolution (IFOV) 5.03 mrad/3.8 mrad

F-number 1.2

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 227
and the second piece of data is for cameras with a serial
number starting with 249

Scope of delivery

• Lens
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IR lens, f = 36 mm (12°/9.1°), for motor focus

Part number:

1195833
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

Technical data

Field of view (FOV) 11.7° × 8.78°/8.89° × 6.67°

Minimum focus distance 0.7 m (2.3 ft.)

Focal length 36 mm (1.4 in.)

Spatial resolution (IFOV) 1.28 mrad/0.97 mrad

F-number 1.2

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 227
and the second piece of data is for cameras with a serial
number starting with 249
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IR lens, f = 17 mm (25°/18.9°), for motor focus

Part number:

1195834
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

Technical data

Field of view (FOV) 24.5° × 19.05°/18.7° × 14.03°

Minimum focus distance 0.3 m (0.98 ft.)

Focal length 17 mm (0.67 in.)

Spatial resolution (IFOV) 2.72 mrad/2.06 mrad

F-number 1.2

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 227
and the second piece of data is for cameras with a serial
number starting with 249
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IR lens, f = 9.2 mm (45°/34.1°), for motor focus

Part number:

1195835
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

Technical data

Field of view (FOV) 43.8° × 32.85°/33.8° × 25.35°

Minimum focus distance 0.01 m (0.03 ft.)

Focal length 9.2 mm (0.36 in.)

Spatial resolution (IFOV) 5.03 mrad/3.8 mrad

F-number 1.2

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 227
and the second piece of data is for cameras with a serial
number starting with 249
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IR lens, f = 54 mm (8°/6°)

Part number:

1195981
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

Technical data

Field of view (FOV) 8° × 6°/6° × 4.5°

Minimum focus distance 3 m (9.8 ft.)

Focal length 54 mm (2.1 in.)

Spatial resolution (IFOV) 0.44 mrad/0.33 mrad

F-number 1.2

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 227
and the second piece of data is for cameras with a serial
number starting with 249

Scope of delivery

• Lens
• Lens case
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IR lens, f = 4,5 mm (80°/60°)

Part number:

1195982
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

Technical data

Field of view (FOV) 80° × 60°/60° × 45°

Minimum focus distance 0.01 m (0.03 ft.)

Focal length 4.5 mm (0.18 in.)

Spatial resolution (IFOV) 7.75 mrad/5.8 mrad

F-number 1.2

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 227
and the second piece of data is for cameras with a serial
number starting with 249

Scope of delivery

• Lens
• Lens case
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IR lens, f = 4,5 mm (80°/60°), incl. motor focus

Part number:

1196006
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

Technical data

Field of view (FOV) 80° × 60°/60° × 45°

Minimum focus distance 0.01 m (0.03 ft.)

Focal length 4.5 mm (0.18 in.)

Spatial resolution (IFOV) 7.75 mrad/5.8 mrad

F-number 1.2

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 227
and the second piece of data is for cameras with a serial
number starting with 249

Scope of delivery

• Lens
• Lens case
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Motor focus for IR lens, f = 36 mm, 9.2 mm and 17
mm

Part number:

1196007
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

Motor focus for IR lens f = 36 mm, 9.2 mm and 17 mm

Technical data

Weight 191 g (6.7 oz.)

Material Metal and plastic

Scope of delivery

• Motor focus
• Mounting kit
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IR lens, f = 87 mm (5°/3.8°), incl. motor focus

Part number:

1196015
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

Technical data

Field of view (FOV) 4.87° × 3.65°/3.68° × 2.76°

Focal length 87 mm (3.4 in.)

Spatial resolution (IFOV) 0.53 mrad/0.40 mrad

F-number 1.2

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 227
and the second piece of data is for cameras with a serial
number starting with 249

Scope of delivery

• Lens
• Lens case
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IR lens, f = 54 mm (8°/6°), incl. motor focus

Part number:

1196016
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

Technical data

Field of view (FOV) 8° × 6°/6° × 4.5°

Minimum focus distance 3 m (9.8 ft.)

Focal length 54 mm (2.1 in.)

Spatial resolution (IFOV) 0.44 mrad/0.33 mrad

F-number 1.2

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 227
and the second piece of data is for cameras with a serial
number starting with 249

Scope of delivery

• Lens
• Lens case
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IR lens, f = 54 mm (8°/6°), with case

Part number:

1196017
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

Technical data

Field of view (FOV) 8° × 6°/6° × 4.5°

Minimum focus distance 3 m (9.8 ft.)

Focal length 54 mm

Spatial resolution (IFOV) 0.44 mrad/0.33 mrad

F-number 1.2

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 227
and the second piece of data is for cameras with a serial
number starting with 249

Scope of delivery

• Lens
• Lens case
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IR lens, f = 4,5 mm (80°/60°), with case

Part number:

1196018
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

Technical data

Field of view (FOV) 80° × 60°/60° × 45°

Minimum focus distance 0.01 m (0.03 ft.)

Focal length 4.5 mm (0.18 in.)

Spatial resolution (IFOV) 7.75 mrad/5.8 mrad

F-number 1.2

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 227
and the second piece of data is for cameras with a serial
number starting with 249

Scope of delivery

• Lens
• Lens case
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IR lens, f = 87 mm (5°/3.8°), with case

Part number:

1196019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

Technical data

Field of view (FOV) 4.87° × 3.65°/3.68° × 2.76°

Focal length 87 mm (3.4 in.)

Spatial resolution (IFOV) 0.53 mrad/0.40 mrad

F-number 1.2

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with 227
and the second piece of data is for cameras with a serial
number starting with 249

Scope of delivery

• Lens
• Lens case
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High temp. option +900°C/+1652°F for E series
160x120

Part number:

1195436
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +900°C (+1652°F)

Compatible with FLIR products ThermaCAM E Series (with 160 x 120 detector)
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Battery charger, incl. power supply

Part number:

1195577
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Battery charger, incl. power supply, xx = US, UK, EU

Technical data

AC operation 90–264 V, 47–63 Hz

Power 25 W

Scope of delivery

• Battery charger
• Power supply
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Battery charger (Japan), incl. power supply

Part number:

1195578
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Battery charger (Japan), incl. power supply

Technical data

AC operation 90–264 V, 47–63 Hz

Power 25 W

Scope of delivery

• Battery charger
• Power supply
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RS-232 cable, 1.5 m/4.9 ft.

Part number:

908618
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using serial communication (RS-232).

Technical data

Weight 180 g (6.3 oz.)

Cable length 1.5 m (4.9 ft.)

Connector 9-pin D-sub male to female
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Video cable, 3.0 m/9.8 ft.

Part number:

908929
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to transfer video signals from the infrared camera to an external monitor, or to a computer featuring
an internal video card.

Technical data

Weight 163 g (5.7 oz.)

Cable length 3.0 m (9.8 ft.)

Connector BNC

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
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Ethernet cable, CAT5, crossover, 2.0 m/6.6 ft

Part number:

1909921
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using Ethernet.

Technical data

Weight 75 g (2.6 oz.)

Cable length 2.0 m (6.6 ft.)

Connector RJ-45 to RJ-45
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FireWire™ cable 6/6, 2 m/6.6 ft, with screw
locking

Part number:

1909954
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using FireWire.

Technical data

Weight 130 g (4.6 oz.)

Cable length 2.0 m (6.6 ft.)

Connector FireWire 6-pin to 6-pin
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Ethernet cable, 2 m/6.6 ft.

Part number:

1910015
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This cable is used to connect the infrared camera to Ethernet.

Technical data

Cable length 2.0 m (6.6 ft.)

Connector RJ-45 to RJ-45

Cable type CAT-5
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Ethernet cable, 2 m/6.6 ft, crossed

Part number:

1910016
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This crossover cable is used to connect the infrared camera to Ethernet.

Technical data

Weight 80 g (2.8 oz.)

Cable length 2.0 m (6.6 ft.)

Connector RJ-45 to RJ-45

Cable type CAT-5
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Hard transport case for ThermoVision™ A20
Series

Part number:

1195642
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Hard transport case for ThermoVision™ A20 Series

Scope of delivery

• Transport case
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)

2826 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermoVision™ A20 series



Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Customized workshop - per person (per day)

Part number:

ITC-EXP-1041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a special day emphasizing on specifications of equipment towards the particularities of applications (for instance
triggering or high speed). It addresses mainly the needs of high-end camera users in the scientific or industrial fields.

Content

• Customized

Labs

• Customized

Course information

Available languages English, French, other languages upon request

Target group • Highly specialized users with advanced and scientific
applications as well as persons interested in these
applications and related infrared equipment.

Typical student • Researchers
• Scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Typically 1 day

Structure Theory and hands-on, depending on topics

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance

Note This course is typically organized at the customer’s site.
Course fee does not include cost for instructor’s travelling
or lodging. The customer is responsible for providing a
suitable classroom and preferably also refreshments/lunch.

Course organization

ITC ITC customized workshops are offered worldwide by ITC
and partners. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC customized workshops are lectured by ITC qualified
specialists having the relevant expertise in the workshop’s
subject and the related fields of application.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
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Part number: Compatible with the following products

• 40402-3603 FLIR SC640 45°ITC-EXP-1041
• 40402-3702 FLIR SC620 24°

Specifications subject to change without further notice. • 40402-3703 FLIR SC620 45°
Camera models and accessories subject to regional • 42701-1001 FLIR A300 (9 Hz)
market considerations. License procedures may apply. • 42701-1101 FLIR A310 (9 Hz)

• 42701-1201 FLIR A320 Tempscreen (9 Hz)Information and equipment described herein may require
• 42901-1101 FLIR A315 (9 Hz)US Government authorization for export purposes.
• 48001-1101 FLIR A315Diversion contrary to US law is prohibited.
• 48201-1001 FLIR A300(v1.0) • 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)

2850 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermoVision™ A20 series



Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)

2854 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermoVision™ A20 series



Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC R&D basics for industry users - group up to 6
pers. (2 days)

Part number:

ITC-EXP-2036
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This 2-day course consists of lectures on theoretical subjects, plus hands-on.
After a general review of heat and heat transfer, the participants will learn about radiative heat transfer, and
thermography equipment. Intensive practice is performed on software.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer (includes estimation of TRefl and the emissivity) (with practice)
• Thermography equipment
• Software e.g. ThermaCAM Researcher, FLIR Quickplot or FLIR ResearchIR

Labs

• Measurements and software exercises

Course information

Available languages English, other languages upon request

Target group • Users of FLIR uncooled thermal cameras working with
software programs as ThermaCAM Researcher, FLIR
Quickplot or FLIR ResearchIR

• and with infrared applications in the industry or at
research institutions.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days (in succession or separate)
Upon request: Additional day including complementary
topics (ITC-EXP-3006)
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training and/or reference material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons

Note This is normally an on-site course organized at a
customer’s facility. The fee does not include costs for
instructor’s travelling or lodging. The customer is
responsible for providing access to the equipment or
objects that should be analyzed or measured, a suitable
meeting room, and preferably also refreshments/lunch.

Course organization
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Part number: ITC The course “ITC R&D basics for industry users” is offered
by ITC direct operations in EMEA. Specific customerITC-EXP-2036 requests shall be forwarded to the closest ITC or ITC
partner or FLIR sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The course “ITC R&D basics for industry users” is delivered
market considerations. License procedures may apply. by ITC qualified instructors having the relevant expertise in

advanced thermal measurement, infrared applications, andInformation and equipment described herein may require
the use of the camera equipment including softwareUS Government authorization for export purposes.
programs.Diversion contrary to US law is prohibited.

(v1.0)
Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Fever Screening - additional
student to on site class (2 days)

Part number:

ITC-EXP-2025
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

This partnumber is reserved for adding additional students to a fever screening on site class.

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.
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Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2025
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Fever Screening - attendance 1
pers. (2 days)

Part number:

ITC-EXP-2021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.
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Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2021
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Fever Screening - inclusive 10
pers. (2 days)

Part number:

ITC-EXP-2029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.
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Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2029
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Protective window

Part number:

1194977
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Protective window for the built-in lens. The window is made of monocrystalline fluoride.

Technical data

Size (L × D) 48 × 71 mm (1.89 × 2.80 in.)

Scope of delivery

• Protective window
• Protective window case
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Close-up IR lens, 80 mm (FOV 34 mm/28 mm)

Part number:

1194978
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This close-up optic attaches to the standard built-in 24° lens and provides resolution of very small targets. Ideal for
integrated circuit inspection applications.

Technical data

Field of view (FOV) 34 mm/28 mm

Minimum focus distance 61 mm

Working distance 76 mm

Depth of field ±-0.25 mm

Spatial resolution (IFOV) 106 µm/88 µm

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with
218, 234, 236 or 250 and the second piece of data is for
cameras with a serial number starting with 253

Scope of delivery

• Lens
• Lens case
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IR lens, f = 124 mm (7°)

Part number:

1195939
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The 7° lens is a popular lens accessory and provides 3.5× magnification compared to the standard lens. Ideal for small
or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 6,83° × 5.12°

Minimum focus distance 4.0 m (13.11 ft.)

Focal length 124 mm (4.9 in.)

Spatial resolution (IFOV) 0.37 mrad

F-number 1.0

Weight 1.6 kg (3.53 lb.) incl. mechanical support

Size (L × D) 215 mm (8.46 in.) × 160.5 mm (6.32 in.)

Scope of delivery

• Lens
• Lens case
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Spacer, 12° & 80°

Part number:

1195952
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

Spacer for 12° and 80° lenses for the A40 series.
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Macro IR lens, 19 mm (50µ/42µ)

Part number:

1700500
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This macro lens attaches to the standard built-in 24° lens and provides resolution of extremely small targets.

Technical data

Field of view (FOV) 15.1 mm/12.5 mm

Minimum focus distance 14.3 mm

Working distance 18.7 mm

Depth of field ±50 µm

Spatial resolution (IFOV) 47 µm/39 µm

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with
218, 234, 236 or 250 and the second piece of data is for
cameras with a serial number starting with 253
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IR lens, f = 72 mm (12°/10°)

Part number:

194176
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

The lens is a popular lens accessory and provides approximately 2× magnification compared to the standard lens. Ideal
for small or distant targets such as overhead power lines.

Technical data

Field of view (FOV) 11.7° × 8.78°/9.65° × 7.24°

Minimum focus distance 1.2 m (3.93 ft.)

Focal length 71.5 mm (28.1 in.)

Spatial resolution (IFOV) 0.64 mrad/0.53 mrad

F-number 1.0

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with
218, 234, 236 or 250 and the second piece of data is for
cameras with a serial number starting with 253

Scope of delivery

• Lens
• Lens case
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IR lens, f = 18 mm (45°/37°)

Part number:

194401
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This wide angle lens has a field of view almost double that of the standard 24° lens. Perfect for wide or tall targets such
as electrical panels or paper machinery.

Technical data

Field of view (FOV) 44.6° × 33.45°/37.3° × 27.97°

Minimum focus distance 0.1 m (0.32 ft.)

Focal length 18 mm (0.71 in.)

Spatial resolution (IFOV) 2.57 mrad/2.11 mrad

F-number 1.0

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with
218, 234, 236 or 250 and the second piece of data is for
cameras with a serial number starting with 253

Scope of delivery

• Lens
• Lens case
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Close-up IR lens, 150 mm (FOV 64 mm/53 mm)

Part number:

194533
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This close-up optic attaches to the standard built-in 24° lens and provides resolution of very small targets. Ideal for
integrated circuit inspection applications.

Technical data

Field of view (FOV) 64 mm/53 mm

Minimum focus distance 115 mm

Working distance 150 mm

Depth of field ±0.9 mm

Spatial resolution (IFOV) 200 µm/166 µm

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with
218, 234, 236 or 250 and the second piece of data is for
cameras with a serial number starting with 253

Scope of delivery

• Lens
• Lens case
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Protective plastic window

Part number:

194560
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

A protective plastic window for the built-in lens, suitable when the camera is used in a dusty environment or when there
is a risk of liquids splashing on the lens. The plastic film is made of polyolefin.

Technical data

Weight 0,08 kg (0.17 lbs.)

Size (L × D) 41 × 87 mm (1.61 × 3.43 in.)

Scope of delivery

• Protective plastic window
• Protective plastic window case
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IR lens, f = 9.0 mm (80°/66°)

Part number:

194702
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This wide angle lens has a field of view approximately three times that of the standard 24° lens. This lens is suitable for
extremely cramped situations where the operator can not step farther back from the object.

Technical data

Field of view (FOV) 78.8° × 59.1°/68.0° × 51.0°

Minimum focus distance 0.15 m (0.49 ft.)

Focal length 9 mm (0.35 in.)

Spatial resolution (IFOV) 5.14 mrad/4.22 mrad

F-number 1.0

Lens note When two pieces of data are separated by “/” the first piece
of data is for cameras with a serial number starting with
218, 234, 236 or 250 and the second piece of data is for
cameras with a serial number starting with 253

Scope of delivery

• Lens
• Lens case
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High temperature option +1000°C/+1832°F

Part number:

1195437
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +1000°C (+1832°F)

Compatible with FLIR products ThermaCAM P25 to P65, S65, B20 and ThermoVision A40
Series

Compatible with old FLIR products ThermaCAM S45
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High temperature option +1500°C/+2732°F

Part number:

1195438
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +1500°C (+2732°F)

Compatible with FLIR products ThermaCAM P25 to P65, S65, B20 and ThermoVision A40
Series

Compatible with old FLIR products ThermaCAM S45
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High temperature option +2000°C/+3632°F

Part number:

1195439
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

For high temperature applications the camera can be calibrated for high temperature ranges.

Technical data

Optional object temperature range Up to +2000°C (+3632°F)

Compatible with FLIR products ThermaCAM P25 to P65, S65, B20 and ThermoVision A40
Series

Compatible with old FLIR products ThermaCAM S45
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Battery charger, incl. power supply

Part number:

1195577
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Battery charger, incl. power supply, xx = US, UK, EU

Technical data

AC operation 90–264 V, 47–63 Hz

Power 25 W

Scope of delivery

• Battery charger
• Power supply
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Battery charger (Japan), incl. power supply

Part number:

1195578
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Battery charger (Japan), incl. power supply

Technical data

AC operation 90–264 V, 47–63 Hz

Power 25 W

Scope of delivery

• Battery charger
• Power supply
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Ethernet cable, CAT5, crossover, 2.0 m/6.6 ft

Part number:

1909921
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This cable is used to connect the infrared camera with a computer, using Ethernet.

Technical data

Weight 75 g (2.6 oz.)

Cable length 2.0 m (6.6 ft.)

Connector RJ-45 to RJ-45
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FireWire™ cable 6/6, 2 m/6.6 ft, with screw
locking

Part number:

1909954
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using FireWire.

Technical data

Weight 130 g (4.6 oz.)

Cable length 2.0 m (6.6 ft.)

Connector FireWire 6-pin to 6-pin
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Ethernet cable, 2 m/6.6 ft.

Part number:

1910015
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This cable is used to connect the infrared camera to Ethernet.

Technical data

Cable length 2.0 m (6.6 ft.)

Connector RJ-45 to RJ-45

Cable type CAT-5
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Ethernet cable, 2 m/6.6 ft, crossed

Part number:

1910016
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This crossover cable is used to connect the infrared camera to Ethernet.

Technical data

Weight 80 g (2.8 oz.)

Cable length 2.0 m (6.6 ft.)

Connector RJ-45 to RJ-45

Cable type CAT-5
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RS-232 cable, 1.5 m/4.9 ft.

Part number:

908618
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to connect the infrared camera with a computer, using serial communication (RS-232).

Technical data

Weight 180 g (6.3 oz.)

Cable length 1.5 m (4.9 ft.)

Connector 9-pin D-sub male to female
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Video cable, 3.0 m/9.8 ft.

Part number:

908929
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This cable is used to transfer video signals from the infrared camera to an external monitor, or to a computer featuring
an internal video card.

Technical data

Weight 163 g (5.7 oz.)

Cable length 3.0 m (9.8 ft.)

Connector BNC

Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
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Hard transport case for ThermoVision™ A40
Series

Part number:

1195815
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Hard transport case for ThermoVision™ A40 Series

Scope of delivery

• Transport case
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FLIR IR Camera Player

Part number:

DSW-10000
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

FLIR IR Camera Player is a PC-based remote control and viewer that you can use with cameras from FLIR Systems.

You can perform one or more of the following with FLIR IR Camera Player:

• Record a video stream from the camera.
• Save a frame from the video stream as a snapshot image (*.bmp).
• Autofocus, focus far, and focus near.
• Autoadjust the camera image.
• Freeze the camera image.
• Save a camera image in the camera.
• Change Color palette.
• Add an image description and a text comment to an image.

You connect a camera in one of the following ways:

• Ethernet
• FireWire
• USB

Download

This software is a freeware. To download, click the following link:

http://support.flir.com/SwDownload/app/RssSWDownload.aspx?ID=89

Release notes

Version 2.2.6

New features • --- News in 2.2.6
• Various bug fixes.
• --- News in 2.2.5
• Color palette menu.
• Option to record AVI video clips from cameras that

deliver MPEG or H264 image streams.
• Option to compress the FLIR Researcher formats F7M0

and F7M2 to AVI.
• Support for FLIR Exx series cameras.
• Support for FLIR T6xx series cameras.

System requirements

Operating system • Windows XP, 32-bit
• Windows Vista, 32-bit/64-bit
• Windows 7, 32-bit/64-bit

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
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Part number: Compatible with the following products

• 55901-0202 FLIR T610 25° (incl. Wi-Fi)DSW-10000
• 55901-1203 FLIR T610 45°

Specifications subject to change without further notice. • 55901-0203 FLIR T610 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1101 FLIR T620 15°
market considerations. License procedures may apply. • 55901-0101 FLIR T620 15° (incl. Wi-Fi)

• 55901-1102 FLIR T620 25°Information and equipment described herein may require
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)US Government authorization for export purposes.
• 55901-1103 FLIR T620 45°Diversion contrary to US law is prohibited.
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)(v1.02) • 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
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Part number: Compatible with the following products

• 48001-1001 FLIR SC325DSW-10000
• 55001-0201 FLIR SC645 15°

Specifications subject to change without further notice. • 55001-0202 FLIR SC645 25°
Camera models and accessories subject to regional • 55001-0203 FLIR SC645 45°
market considerations. License procedures may apply. • 55001-0204 FLIR SC645 7°

• 55001-0301 FLIR SC655 15°Information and equipment described herein may require
• 55001-0302 FLIR SC655 25°US Government authorization for export purposes.
• 55001-0303 FLIR SC655 45°Diversion contrary to US law is prohibited.
• 55001-0304 FLIR SC655 7°(v1.02) • 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

2905 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermoVision™ A40 series



ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Customized workshop - per person (per day)

Part number:

ITC-EXP-1041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a special day emphasizing on specifications of equipment towards the particularities of applications (for instance
triggering or high speed). It addresses mainly the needs of high-end camera users in the scientific or industrial fields.

Content

• Customized

Labs

• Customized

Course information

Available languages English, French, other languages upon request

Target group • Highly specialized users with advanced and scientific
applications as well as persons interested in these
applications and related infrared equipment.

Typical student • Researchers
• Scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Typically 1 day

Structure Theory and hands-on, depending on topics

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance

Note This course is typically organized at the customer’s site.
Course fee does not include cost for instructor’s travelling
or lodging. The customer is responsible for providing a
suitable classroom and preferably also refreshments/lunch.

Course organization

ITC ITC customized workshops are offered worldwide by ITC
and partners. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC customized workshops are lectured by ITC qualified
specialists having the relevant expertise in the workshop’s
subject and the related fields of application.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
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Part number: Compatible with the following products

• 40402-3603 FLIR SC640 45°ITC-EXP-1041
• 40402-3702 FLIR SC620 24°

Specifications subject to change without further notice. • 40402-3703 FLIR SC620 45°
Camera models and accessories subject to regional • 42701-1001 FLIR A300 (9 Hz)
market considerations. License procedures may apply. • 42701-1101 FLIR A310 (9 Hz)

• 42701-1201 FLIR A320 Tempscreen (9 Hz)Information and equipment described herein may require
• 42901-1101 FLIR A315 (9 Hz)US Government authorization for export purposes.
• 48001-1101 FLIR A315Diversion contrary to US law is prohibited.
• 48201-1001 FLIR A300(v1.0) • 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.

2920 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermoVision™ A40 series



Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°

2921 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermoVision™ A40 series



Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°

2929 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermoVision™ A40 series



Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

2939 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermoVision™ A40 series



ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC R&D basics for industry users - group up to 6
pers. (2 days)

Part number:

ITC-EXP-2036
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This 2-day course consists of lectures on theoretical subjects, plus hands-on.
After a general review of heat and heat transfer, the participants will learn about radiative heat transfer, and
thermography equipment. Intensive practice is performed on software.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer (includes estimation of TRefl and the emissivity) (with practice)
• Thermography equipment
• Software e.g. ThermaCAM Researcher, FLIR Quickplot or FLIR ResearchIR

Labs

• Measurements and software exercises

Course information

Available languages English, other languages upon request

Target group • Users of FLIR uncooled thermal cameras working with
software programs as ThermaCAM Researcher, FLIR
Quickplot or FLIR ResearchIR

• and with infrared applications in the industry or at
research institutions.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days (in succession or separate)
Upon request: Additional day including complementary
topics (ITC-EXP-3006)
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training and/or reference material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons

Note This is normally an on-site course organized at a
customer’s facility. The fee does not include costs for
instructor’s travelling or lodging. The customer is
responsible for providing access to the equipment or
objects that should be analyzed or measured, a suitable
meeting room, and preferably also refreshments/lunch.

Course organization
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Part number: ITC The course “ITC R&D basics for industry users” is offered
by ITC direct operations in EMEA. Specific customerITC-EXP-2036 requests shall be forwarded to the closest ITC or ITC
partner or FLIR sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The course “ITC R&D basics for industry users” is delivered
market considerations. License procedures may apply. by ITC qualified instructors having the relevant expertise in

advanced thermal measurement, infrared applications, andInformation and equipment described herein may require
the use of the camera equipment including softwareUS Government authorization for export purposes.
programs.Diversion contrary to US law is prohibited.

(v1.0)
Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°

2945 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermoVision™ A40 series



ITC Short course Fever Screening - additional
student to on site class (2 days)

Part number:

ITC-EXP-2025
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

This partnumber is reserved for adding additional students to a fever screening on site class.

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.
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Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2025
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Fever Screening - attendance 1
pers. (2 days)

Part number:

ITC-EXP-2021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.
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Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2021
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Fever Screening - inclusive 10
pers. (2 days)

Part number:

ITC-EXP-2029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.

2950 (of 3109) http://www.flir.com · http://support.flir.com Accessories for ThermoVision™ A40 series



Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2029
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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Training
A photograph from our company archives



ITC R&D basics for industry users - group up to 6
pers. (2 days)

Part number:

ITC-EXP-2036
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This 2-day course consists of lectures on theoretical subjects, plus hands-on.
After a general review of heat and heat transfer, the participants will learn about radiative heat transfer, and
thermography equipment. Intensive practice is performed on software.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer (includes estimation of TRefl and the emissivity) (with practice)
• Thermography equipment
• Software e.g. ThermaCAM Researcher, FLIR Quickplot or FLIR ResearchIR

Labs

• Measurements and software exercises

Course information

Available languages English, other languages upon request

Target group • Users of FLIR uncooled thermal cameras working with
software programs as ThermaCAM Researcher, FLIR
Quickplot or FLIR ResearchIR

• and with infrared applications in the industry or at
research institutions.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days (in succession or separate)
Upon request: Additional day including complementary
topics (ITC-EXP-3006)
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training and/or reference material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons

Note This is normally an on-site course organized at a
customer’s facility. The fee does not include costs for
instructor’s travelling or lodging. The customer is
responsible for providing access to the equipment or
objects that should be analyzed or measured, a suitable
meeting room, and preferably also refreshments/lunch.

Course organization
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Part number: ITC The course “ITC R&D basics for industry users” is offered
by ITC direct operations in EMEA. Specific customerITC-EXP-2036 requests shall be forwarded to the closest ITC or ITC
partner or FLIR sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The course “ITC R&D basics for industry users” is delivered
market considerations. License procedures may apply. by ITC qualified instructors having the relevant expertise in

advanced thermal measurement, infrared applications, andInformation and equipment described herein may require
the use of the camera equipment including softwareUS Government authorization for export purposes.
programs.Diversion contrary to US law is prohibited.

(v1.0)
Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Advanced Building – attendance 1 pers

Part number:

ITC-ADV-3011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn the physical concepts of heat transfer and apply them together with relevant building science. After the course, the
participant will be able to do a qualified building inspection on the base of existing laws, standards, and regulations.

Note: This course refers mainly to European building standards. Please consult ITC before selling it in other countries.

Content

• Introduction and refresher of IR basics
• Thermal transfer and wall structures
• Insulating materials
• Humidity, moisture, and the dew point
• Air leaks, pressure profiles, and air permeability
• Survey methodology

Labs

• Outside inspection
• Air permeability test (with Blower Door)
• Reporting

Course information

Available languages English

Target group • Professional users in building applications who want to
become experts in Building Thermography.

Typical student • Knows how to operate the camera
• Knows how to report
• Has a background in a building profession, but rather

moderate experience in IR or has experience in another
IR application field but rather moderate knowledge in
building science

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Recommendations • Knowledge of building techniques
• Bring own PC for calculations and exercises

Course details

Duration 3 days (24 hours)

Structure Theory takes place in the mornings, practical labs,
calculations, and software exercises are scheduled for the
afternoons.

Exam A final test (20 multiple choice questions) will be written on
the 3rd day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced Building Course is offered worldwide by ITC
as listed in "Courses offered by ITC partners" (T560393).ITC-ADV-3011 Specific customer requests shall be forwarded to the
closest ITC subsidiary or LTC.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach the

Advanced Building Course.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Advanced Building – group of 10 pers.

Part number:

ITC-ADV-3019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn the physical concepts of heat transfer and apply them together with relevant building science. After the course, the
participant will be able to do a qualified building inspection on the base of existing laws, standards, and regulations.

Note: This course refers mainly to European building standards. Please consult ITC before selling it in other countries.

Content

• Introduction and refresher of IR basics
• Thermal transfer and wall structures
• Insulating materials
• Humidity, moisture, and the dew point
• Air leaks, pressure profiles, and air permeability
• Survey methodology

Labs

• Outside inspection
• Air permeability test (with Blower Door)
• Reporting

Course information

Available languages English

Target group • Professional users in building applications who want to
become experts in Building Thermography.

Typical student • Knows how to operate the camera
• Knows how to report
• Has a background in a building profession, but rather

moderate experience in IR or has experience in another
IR application field but rather moderate knowledge in
building science

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Recommendations • Knowledge of building techniques
• Bring own PC for calculations and exercises

Course details

Duration 3 days (24 hours)

Structure Theory takes place in the mornings, practical labs,
calculations, and software exercises are scheduled for the
afternoons.

Exam A final test (20 multiple choice questions) will be written on
the 3rd day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced Building Course is offered worldwide by ITC
as listed in "Courses offered by ITC partners" (T560393).ITC-ADV-3019 Specific customer requests shall be forwarded to the
closest ITC subsidiary or LTC.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach the

Advanced Building Course.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Advanced Furnace Application Course -
additional student to on site class

Part number:

ITC-ADV-3055
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the furnace camera, and to adjust it for
environmental conditions related to furnace applications.
Lab and/or field practice is a key part of this class. Basic inspection procedures will be covered including equipment
checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts.

This partnumber is reserved for adding additional students to an advanced furnace application on site class.

Content

• Introduction
• Working environment (refineries, units, furnaces)
• General rules, camera set up and operation
• On site job organization and related procedures
• Basics of radiative thermal transfer
• Principles and limitations of IR furnace applications
• Discussion and evaluation of inspection and measurement results
• Methodology
• Reporting

Labs

• On site job organization
• Follow the site inspection procedure
• Site measurements
• If possible, field work on-site inspecting real equipment

Course information

Available languages English, French

Target group • Users of FLIR furnace cameras such as the FLIR
GF309.

• Users of models like AGEMA 550, Inframetrics 290/390,
FLIR ThermaCAM P25F/P50F

• Qualified thermographers who want to learn more about
furnace applications

• Non thermographers who want to learn how to use GF
cameras or other cameras suited for furnace
applications for measurements in their industry

Typical student • A person working with furnace applications in the
industry and/or with surveillance and/or predictive
maintenance and rather moderate knowledge on IR
thermography or

• A person from another IR application field, with rather
moderate knowledge about furnace applications and not
too much experience of GF cameras.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days, additional days upon request (ITC-ADV-4006)

Structure Theory classes with integrated hands-on during day one
and the morning of day two and three, practical labs
respective exam in the afternoon of day two and three.

Exam None
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Part number: Course details

Course fee includes • Tuition by qualified ITC instructorITC-ADV-3055
• Training material in printed format

Specifications subject to change without further notice. • Diploma of attendance
Camera models and accessories subject to regional • Might include more, such as refreshments or lunch,
market considerations. License procedures may apply. depending on location and organizing entity
Information and equipment described herein may require Note This course can only be booked via ITC due to the FLIR GFUS Government authorization for export purposes. camera export restrictions.Diversion contrary to US law is prohibited.
(v1.0)

Course organization

ITC The ITC Advanced Furnace Application Course is offered
worldwide by ITC subsidiaries. Specific customer requests
shall be forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers The ITC Advanced Furnace Application is lectured by
qualified ITC trainers with special expertise in handling the
GF cameras and furnace applications.

Compatible with the following products

• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
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ITC Advanced Furnace Application Course -
attendance, 1 pers. (3 days)

Part number:

ITC-ADV-3051
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the furnace camera, and to adjust it for
environmental conditions related to furnace applications.
Lab and/or field practice is a key part of this class. Basic inspection procedures will be covered including equipment
checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts.

Content

• Introduction
• Working environment (refineries, units, furnaces)
• General rules, camera set up and operation
• On site job organization and related procedures
• Basics of radiative thermal transfer
• Principles and limitations of IR furnace applications
• Discussion and evaluation of inspection and measurement results
• Methodology
• Reporting

Labs

• On site job organization
• Follow the site inspection procedure
• Site measurements
• If possible, field work on-site inspecting real equipment

Course information

Available languages English, French

Target group • Users of FLIR furnace cameras such as the FLIR
GF309.

• Users of models like AGEMA 550, Inframetrics 290/390,
FLIR ThermaCAM P25F/P50F

• Qualified thermographers who want to learn more about
furnace applications

• Non thermographers who want to learn how to use GF
cameras or other cameras suited for furnace
applications for measurements in their industry

Typical student • A person working with furnace applications in the
industry and/or with surveillance and/or predictive
maintenance and rather moderate knowledge on IR
thermography or

• A person from another IR application field, with rather
moderate knowledge about furnace applications and not
too much experience of GF cameras.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days, additional days upon request (ITC-ADV-4006)

Structure Theory classes with integrated hands-on during day one
and the morning of day two and three, practical labs
respective exam in the afternoon of day two and three.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity
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Part number: Course details

Note This course can only be booked via ITC due to the FLIR GFITC-ADV-3051
camera export restrictions.

Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply. Course organization
Information and equipment described herein may require ITC The ITC Advanced Furnace Application Course is offeredUS Government authorization for export purposes. worldwide by ITC subsidiaries. Specific customer requestsDiversion contrary to US law is prohibited. shall be forwarded to the closest ITC subsidiary.
(v1.0)

ITC Trainers and Licensed Trainers The ITC Advanced Furnace Application is lectured by
qualified ITC trainers with special expertise in handling the
GF cameras and furnace applications.

Compatible with the following products

• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
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ITC Advanced Furnace Applications Course -
group up to 6 persons (3 days)

Part number:

ITC-ADV-3056
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the furnace camera, and to adjust it for
environmental conditions related to furnace applications.
Lab and/or field practice is a key part of this class. Basic inspection procedures will be covered including equipment
checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts.

Content

• Introduction
• Working environment (refineries, units, furnaces)
• General rules, camera set up and operation
• On site job organization and related procedures
• Basics of radiative thermal transfer
• Principles and limitations of IR furnace applications
• Discussion and evaluation of inspection and measurement results
• Methodology
• Reporting

Labs

• On site job organization
• Follow the site inspection procedure
• Site measurements
• If possible, field work on-site inspecting real equipment

Course information

Available languages English, French

Target group • Users of FLIR furnace cameras such as the FLIR
GF309.

• Users of models like AGEMA 550, Inframetrics 290/390,
FLIR ThermaCAM P25F/P50F

• Qualified thermographers who want to learn more about
furnace applications

• Non thermographers who want to learn how to use GF
cameras or other cameras suited for furnace
applications for measurements in their industry

Typical student • A person working with furnace applications in the
industry and/or with surveillance and/or predictive
maintenance and rather moderate knowledge on IR
thermography or

• A person from another IR application field, with rather
moderate knowledge about furnace applications and not
too much experience of GF cameras.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days, additional days upon request (ITC-ADV-4006)

Structure Theory classes with integrated hands-on during day one
and the morning of day two and three, practical labs
respective exam in the afternoon of day two and three.

Exam None
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Part number: Course details

Course fee includes • ITC qualified instructor teaching the classITC-ADV-3056
• Training material in printed format

Specifications subject to change without further notice. • Diploma of attendance
Camera models and accessories subject to regional • Attendance of a group up to 6 persons
market considerations. License procedures may apply. • Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on locationInformation and equipment described herein may require
and organizing entityUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Note This course can only be booked via ITC due to the FLIR GF
(v1.0) camera export restrictions.

Course organization

ITC The ITC Advanced Furnace Application Course is offered
worldwide by ITC subsidiaries. Specific customer requests
shall be forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers The ITC Advanced Furnace Application is lectured by
qualified ITC trainers with special expertise in handling the
GF cameras and furnace applications.

Compatible with the following products

• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
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ITC Advanced Gas Detection Course - additional
student to on site class, 1 pers.

Part number:

ITC-ADV-3035
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the GasFindIR camera, and to adjust it for
environmental conditions to find gas leaks.
Lab and/or field practice in finding leaks is a key part of this class. Basic inspection procedures will be covered including
equipment checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts. After
the course, the participant will be able to do qualified inspections on the base of existing laws, standards, and
regulations.

Note 1: This course can only be booked via ITC due to the GasFindIR camera export restrictions. Please inform ITC if
the customer has an MW or LW GasFindIR camera.
Note 2: This partnumber is reserved for adding additional students to a gas detection on site class.

Content

• Introduction
• Camera set up and operation
• Thermal science fundamentals
• Heat transfer
• IR theory
• VOC absorption characteristics
• Survey and reporting
• Safety considerations

Labs

• Hands-on and practical exercises during the afternoon of day 2.
• If possible, field work on-site inspecting real equipment, if not exercises on ITC’s special tailored GasFindIR lab

equipment.

Course information

Available languages English

Target group • Qualified thermographers who want to learn more about
the special application volatile gas detection within the
petrochemical industry with an IR MW camera.

• Non thermographers who want to learn how to use their
GasFindIR MW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques
in the petrochemical industry.

• Qualified thermographers who want to learn more about
the special application volatile gas detection for
surveillance of electrical equipment with an IR LW
camera.

• Non thermographers who want to learn how to use their
GasFindIR LW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques.

Typical student • A person working in the petrochemical industry with
surveillance and/or predictive maintenance and rather
moderate knowledge on IR thermography or

• a person working with surveillance and/or predictive
maintenance of electrical equipment and rather
moderate knowledge on IR thermography or

• a person from another IR application field, with rather
moderate knowledge about VOC gases and not too
much experience of the specific GasFindIR camera.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days (20 hours)
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Part number: Course details

Structure Theory classes with integrated hands-on during day oneITC-ADV-3035
and the morning of day two and three, practical labs

Specifications subject to change without further notice. respective exam in the afternoon of day two and three.
Camera models and accessories subject to regional
market considerations. License procedures may apply. Exam A final exam (30 multiple choice questions) will be written

on the 3d day in the afternoon. In connection, the correctInformation and equipment described herein may require answers will be discussed by the instructor and theUS Government authorization for export purposes. participants.Diversion contrary to US law is prohibited.
Course fee includes • Tuition by ITC licensed instructor(v1.0)

• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Advanced Gas Detection Course is offered worldwide
by ITC subsidiaries as listed in "Courses offered by ITC
partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach
Advanced Gas Detection Courses.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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ITC Advanced Gas Detection Course - attendance,
1 pers.

Part number:

ITC-ADV-3031
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the GasFindIR camera, and to adjust it for
environmental conditions to find gas leaks.
Lab and/or field practice in finding leaks is a key part of this class. Basic inspection procedures will be covered including
equipment checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts. After
the course, the participant will be able to do qualified inspections on the base of existing laws, standards, and
regulations.

Note: This course can only be booked via ITC due to the GasFindIR camera export restrictions. Please inform ITC if the
customer has an MW or LW GasFindIR camera.

Content

• Introduction
• Camera set up and operation
• Thermal science fundamentals
• Heat transfer
• IR theory
• VOC absorption characteristics
• Survey and reporting
• Safety considerations

Labs

• Hands-on and practical exercises during the afternoon of day 2.
• If possible, field work on-site inspecting real equipment, if not exercises on ITC’s special tailored GasFindIR lab

equipment.

Course information

Available languages English

Target group • Qualified thermographers who want to learn more about
the special application volatile gas detection within the
petrochemical industry with an IR MW camera.

• Non thermographers who want to learn how to use their
GasFindIR MW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques
in the petrochemical industry.

• Qualified thermographers who want to learn more about
the special application volatile gas detection for
surveillance of electrical equipment with an IR LW
camera.

• Non thermographers who want to learn how to use their
GasFindIR LW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques.

Typical student • A person working in the petrochemical industry with
surveillance and/or predictive maintenance and rather
moderate knowledge on IR thermography or

• a person working with surveillance and/or predictive
maintenance of electrical equipment and rather
moderate knowledge on IR thermography or

• a person from another IR application field, with rather
moderate knowledge about VOC gases and not too
much experience of the specific GasFindIR camera.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days (20 hours)
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Part number: Course details

Structure Theory classes with integrated hands-on during day oneITC-ADV-3031
and the morning of day two and three, practical labs

Specifications subject to change without further notice. respective exam in the afternoon of day two and three.
Camera models and accessories subject to regional
market considerations. License procedures may apply. Exam A final exam (30 multiple choice questions) will be written

on the 3d day in the afternoon. In connection, the correctInformation and equipment described herein may require answers will be discussed by the instructor and theUS Government authorization for export purposes. participants.Diversion contrary to US law is prohibited.
Course fee includes • Tuition by ITC licensed instructor(v1.0)

• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Advanced Gas Detection Course is offered worldwide
by ITC subsidiaries as listed in "Courses offered by ITC
partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach
Advanced Gas Detection Courses.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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ITC Advanced Gas Detection Course – group of
10 pers.

Part number:

ITC-ADV-3039
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the GasFindIR camera, and to adjust it for
environmental conditions to find gas leaks.
Lab and/or field practice in finding leaks is a key part of this class. Basic inspection procedures will be covered including
equipment checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts. After
the course, the participant will be able to do qualified inspections on the base of existing laws, standards, and
regulations.

Note: This course can only be booked via ITC due to the GasFindIR camera export restrictions. Please inform ITC if the
customer has an MW or LW GasFindIR camera.

Content

• Introduction
• Camera set up and operation
• Thermal science fundamentals
• Heat transfer
• IR theory
• VOC absorption characteristics
• Survey and reporting
• Safety considerations

Labs

• Hands-on and practical exercises during the afternoon of day 2.
• If possible, field work on-site inspecting real equipment, if not exercises on ITC’s special tailored GasFindIR lab

equipment.

Course information

Available languages English

Target group • Qualified thermographers who want to learn more about
the special application volatile gas detection within the
petrochemical industry with an IR MW camera.

• Non thermographers who want to learn how to use their
GasFindIR MW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques
in the petrochemical industry.

• Qualified thermographers who want to learn more about
the special application volatile gas detection for
surveillance of electrical equipment with an IR LW
camera.

• Non thermographers who want to learn how to use their
GasFindIR LW camera to complement or replace
existing LDAR (Leak Detection And Repair) techniques.

Typical student • A person working in the petrochemical industry with
surveillance and/or predictive maintenance and rather
moderate knowledge on IR thermography or

• a person working with surveillance and/or predictive
maintenance of electrical equipment and rather
moderate knowledge on IR thermography or

• a person from another IR application field, with rather
moderate knowledge about VOC gases and not too
much experience of the specific GasFindIR camera.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days (20 hours)
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Part number: Course details

Structure Theory classes with integrated hands-on during day oneITC-ADV-3039
and the morning of day two and three, practical labs

Specifications subject to change without further notice. respective exam in the afternoon of day two and three.
Camera models and accessories subject to regional
market considerations. License procedures may apply. Exam A final exam (30 multiple choice questions) will be written

on the 3d day in the afternoon. In connection, the correctInformation and equipment described herein may require answers will be discussed by the instructor and theUS Government authorization for export purposes. participants.Diversion contrary to US law is prohibited.
Course fee includes • Tuition by ITC licensed instructor(v1.0)

• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Advanced Gas Detection Course is offered worldwide
by ITC subsidiaries as listed in "Courses offered by ITC
partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach
Advanced Gas Detection Courses.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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ITC Advanced Gas Detection Course - group of up
to 6 pers. (3 days)

Part number:

ITC-ADV-3036
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course bridges the gap between IR thermography, background science and application theory. The participant will
learn fundamental concepts of heat and chemistry, to setup and to operate the GasFindIR/FLIR GF3xx camera, and to
adjust it for environmental conditions to find gas leaks.
Lab and/or field practice in finding leaks is a key part of this class. Basic inspection procedures will be covered including
equipment checkout, route planning, permitting requirements, safety practices/equipment and reporting concepts. After
the course, the participant will be able to do qualified inspections on the base of existing laws, standards, and
regulations.

Content

• Introduction
• Camera set up and operation
• Thermal science fundamentals
• Heat transfer
• IR theory
• VOC absorption characteristics
• Survey and reporting
• Safety considerations

Labs

• Hands-on and practical exercises during the afternoon of day 2.
• If possible, field work on-site inspecting real equipment, if not exercises on ITC’s special tailored gas detection lab

equipment.

Course information

Available languages English, French

Target group • Qualified thermographers who want to learn more about
the special application volatile gas detection within the
petrochemical industry with an infrared MW camera.

• Non thermographers who want to learn how to use their
GasFindIR or FLIR GF MW camera to complement or
replace existing LDAR (Leak Detection And Repair)
techniques in the petrochemical industry.

• Qualified thermographers who want to learn more about
the special application volatile gas detection for
surveillance of electrical equipment with an infrared LW
camera.

• Non thermographers who want to learn how to use their
GasFindIR or FLIR GF LW camera to complement or
replace existing LDAR (Leak Detection And Repair)
techniques.

Typical student • A person working in the petrochemical industry with
surveillance and/or predictive maintenance and rather
moderate knowledge on IR thermography or

• A person working with surveillance and/or predictive
maintenance of electrical equipment and rather
moderate knowledge on IR thermography or

• A person from another IR application field, with rather
moderate knowledge about VOC gases and not too
much experience of the specific GasFindIR or FLIR
GF3xx camera.

Pre-requisites • Basic understanding and knowledge of natural sciences
• Technical background

Course details

Duration 3 days, additional days upon request (ITC-ADV-4006)
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Part number: Course details

Structure Theory classes with integrated hands-on during day oneITC-ADV-3036
and the morning of day two and three, practical labs

Specifications subject to change without further notice. respective exam in the afternoon of day two and three.
Camera models and accessories subject to regional
market considerations. License procedures may apply. Exam A final exam (30 multiple choice questions) will be written

on the 3d day in the afternoon. In connection, the correctInformation and equipment described herein may require answers will be discussed by the instructor and theUS Government authorization for export purposes. participants.Diversion contrary to US law is prohibited.
Course fee includes • ITC licensed instructor teaching the class(v1.0)

• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Note This course can only be booked via ITC due to the
GasFindIR and GF camera export restrictions. Please
inform ITC if the customer has an MW or LW GasFindIR or
GF camera.

Course organization

ITC The ITC Advanced Gas Detection Course is offered
worldwide by ITC subsidiaries. Specific customer requests
shall be forwarded to the closest ITC subsidiary.

ITC Trainers and Licensed Trainers T560392 Trainers teaching courses lists all licensed
trainers and ITC trainers authorized to teach the ITC
Advanced Gas Detection Courses.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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ITC Advanced General Thermography Course -
attendance, 1 pers.

Part number:

ITC-ADV-3021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3021 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3021
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced General Thermography Course-
group of 10 pers.

Part number:

ITC-ADV-3029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This interdisciplinary course bridges the gap between IR thermography, background science and application theory.
Being an overview course it deals with three main application fields of thermography: electrical, industrial, and building.
For every application the participant will learn about the specific theory, typical faults, and how to detect them with a
thermography camera. The student will also learn about the basics of condition monitoring, and maintenance.
Examples and case studies from the real world illustrate the course content and are discussed with the participants.
Participants will be trained in discovering and identifying typical faults by typical thermal patterns.

Content

• Introduction
• Electrical Applications (current, voltage, resistance, electrical systems, Ohm’s law, some important properties of

materials, typical faults, surveying methodology and criteria, safety, voltage limits)
• Industrial Applications (bearings, pumps, gears, belts, misalignment and couplings, gaskets, seals, rings, glands,

steam traps, furnaces)
• Building Applications (definition of the building envelope, steady state thermal transfer in a building envelope,

transient thermal transfer in a building envelope, applications)

Course information

Available languages English

Target group • Professional thermographers holding a Level 1 or a
Level 2 certificate and

• with interest in increasing their knowledge of different
thermographic applications, and their limitations or

• with a special interest in condition monitoring of
machines

Typical student • Knows how to operate the camera
• Knows how to report
• Works in the industry with e.g. maintenance and

condition monitoring or is a consultant

Pre-requisites • Valid Level 1 thermography certificate
• IR related education and experience

Course details

Duration 3 days (24 hours)

Structure The course is divided into the three parts: Electrical
Applications, Industrial Applications, and Building
Applications. Theory sessions and case studies including
interactive discussions alternate.

Exam A final exam (30 multiple choice questions) will be written
on the 3d day in the afternoon. In connection, the correct
answers will be discussed by the instructor and the
participants.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization
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Part number: ITC The Advanced General Thermography Course is offered
worldwide by ITC as listed in "Courses offered by ITCITC-ADV-3029 partners" (T560393). Specific customer requests shall be
forwarded to the closest ITC subsidiary.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
market considerations. License procedures may apply. licensed trainers and ITC trainers authorized to teach

Advanced General Thermography Courses.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
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Part number: Compatible with the following products

• 45312-0201 FLIR B335 (30 Hz)ITC-ADV-3029
• 45312-0201-1 FLIR B335 (30 Hz) + MO297

Specifications subject to change without further notice. • 45610-0201 FLIR B335 (9 Hz)
Camera models and accessories subject to regional • 45610-0201-1 FLIR B335 (9 Hz) + MO297
market considerations. License procedures may apply. • 45304-0201 FLIR B360 (30 Hz)

• 37706-0102 FLIR B360 (9 Hz)Information and equipment described herein may require
• 45310-0201 FLIR B365 (30 Hz)US Government authorization for export purposes.
• 45310-0201-1 FLIR B365 (30 Hz) + MO297Diversion contrary to US law is prohibited.
• 45604-0201 FLIR B365 (9 Hz)(v1.0) • 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Advanced Thermal measurements (R&D) -
attendance 1 pers. (2 days)

Part number:

ITC-ADV-3041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The core part (2 days) consists of lectures on theoretical subjects, plus hands-on. Additional days can be booked (ITC-
ADV-3006). After a general review of heat and heat transfer, the participants will learn about radiative heat transfer.
Starting with the standard measurement situation they will learn about the importance of emissivity and reflected
apparent temperature. The participants will compute and estimate emissivity and do compensation for the reflected
apparent temperature. They will also learn about calibration and Hypercal. Depending on the needs of the audience and
the time available, additional topics to be covered can be measurement through windows, measurable figures of merit,
signal generation, the influence of integration time, ROIC, etc., triggering and synchronization, and NUC and Bad Pixel
Replacement.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer
• What does a camera see? Definition of a standard measurement situation
• Computing the emissivity. Estimating emissivity and TRefl (with practice)
• From radiation to signal
• Measurable figure of merits (with practice)
• Triggering and synchronization (additional content, upon request, with practice)
• Measuring through a window (additional content, upon request, with practice)
• Calibration (additional content, upon request, with practice)
• Spectral filters (additional content, upon request, with practice)
• NUC and Bad Pixels replacement (additional content, upon request, with practice)
• Transient, Lock-in and Pulse, basics of NDT (additional content, upon request)

Labs

• Practice according to content listed above

Course information

Available languages English, other languages upon request

Target group • Users of FLIR cooled thermal cameras and systems
(cameras connected to a PC with e.g. the software
programs Altair, AltairLI or Thesa).

• Users of un-cooled thermal cameras with interest in
advanced thermal measurement applications.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students
• Persons working with NDT

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days (in succession or separate)
Upon request: Additional day including complementary
topics (ITC-ADV-3006)
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None
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Part number: Course details

Course fee includes • Tuition by qualified ITC instructorITC-ADV-3041
• Training and/or reference material in printed format

Specifications subject to change without further notice. • Diploma of attendance
Camera models and accessories subject to regional • Might include more, such as lunch or refreshments,
market considerations. License procedures may apply. depending on location and the organizing entity
Information and equipment described herein may require Note This is normally an on-site course organized at aUS Government authorization for export purposes. customer’s facility. For open classes, please contact yourDiversion contrary to US law is prohibited. closest ITC, ITC partner or FLIR sales representative.
(v1.0)

Course organization

ITC The course “ITC Advanced Thermal Measurements (R&D)”
is offered by ITC direct operations in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers The course “ITC Advanced Thermal Measurements (R&D)”
is delivered by ITC qualified instructors having the relevant
expertise in advanced thermal measurement, infrared
applications, and the use of the camera equipment
including software programs.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Advanced Thermal Measurements (R&D) -
group up to 6 pers. (2 days)

Part number:

ITC-ADV-3046
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The core part (2 days) consists of lectures on theoretical subjects, plus hands-on. Additional days can be booked (ITC-
ADV-3006). After a general review of heat and heat transfer, the participants will learn about radiative heat transfer.
Starting with the standard measurement situation they will learn about the importance of emissivity and reflected
apparent temperature. The participants will compute and estimate emissivity and do compensation for the reflected
apparent temperature. They will also learn about calibration and Hypercal. Depending on the needs of the audience and
the time available, additional topics to be covered can be measurement through windows, measurable figures of merit,
signal generation, the influence of integration time, ROIC, etc., triggering and synchronization, and NUC and Bad Pixel
Replacement.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer
• What does a camera see? Definition of a standard measurement situation
• Computing the emissivity. Estimating emissivity and TRefl (with practice)
• From radiation to signal
• Measurable figure of merits (with practice)
• Triggering and synchronization (additional content, upon request, with practice)
• Measuring through a window (additional content, upon request, with practice)
• Calibration (additional content, upon request, with practice)
• Spectral filters (additional content, upon request, with practice)
• NUC and Bad Pixels replacement (additional content, upon request, with practice)
• Transient, Lock-in and Pulse, basics of NDT (additional content, upon request)

Labs

• Practice according to content listed above

Course information

Available languages English, other languages upon request

Target group • Users of FLIR cooled thermal cameras and systems
(cameras connected to a PC with e.g. the software
programs Altair, AltairLI or Thesa).

• Users of un-cooled thermal cameras with interest in
advanced thermal measurement applications.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students
• Persons working with NDT

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days (in succession or separate)
Upon request: Additional day including complementary
topics (ITC-ADV-3006)
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None
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Part number: Course details

Course fee includes • Tuition by qualified ITC instructorITC-ADV-3046
• Training and/or reference material in printed format

Specifications subject to change without further notice. • Diploma of attendance
Camera models and accessories subject to regional • Attendance of a group up to 6 persons
market considerations. License procedures may apply. • Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on locationInformation and equipment described herein may require
and organizing entityUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Note This is normally an on-site course organized at a
(v1.0) customer’s facility. The fee does not include costs for

instructor’s travelling or lodging. The customer is
responsible for providing access to the equipment or
objects that should be analyzed or measured, a suitable
meeting room, and preferably also refreshments/lunch.

Course organization

ITC The course “ITC Advanced Thermal Measurements (R&D)”
is offered by ITC direct operations in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers The course “ITC Advanced Thermal Measurements (R&D)”
is delivered by ITC qualified instructors having the relevant
expertise in advanced thermal measurement, infrared
applications, and the use of the camera equipment
including software programs.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• SC77MWFWSGIG SC7700 MW - SC7000 Series - 640x512 MCT
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ITC Advanced training - group of max. 6 pers,
additional day 3 for on-site training,

Part number:

ITC-ADV-3006
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An additional day can be booked when the customer wants to extend the training content, software exercises or guided
field practice.

The third day can be added to the following courses:
ITC-ADV-3046

Content

• Customized, build on the topics of the course prior to the additional day

Labs

• Customized, depending on the equipment used and the application of interest

Course information

Available languages English, other languages upon demand

Target group • Participants of advanced courses that are delivered on-
site

Typical student • Persons with special interests in the equipment and their
application requesting in-depth training or additional
guidance.

Pre-requisites • Please refer to the pre-requisites of the course prior to
the additional day

Course details

Duration 1 day

Structure Customized upon the customer’s request

Exam None

Course fee includes • ITC qualified instructor teaching the class
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons
• Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Additional days are offered by the ITC or ITC partner
arranging the respective standard class prior to the
additional day. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers Additional days are normally lectured by the same ITC
trainers lecturing the standard class prior to the additional
day.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
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Part number: Compatible with the following products

• 40402-3702 FLIR SC620 24°ITC-ADV-3006
• 40402-3703 FLIR SC620 45°

Specifications subject to change without further notice. • 42901-1001 FLIR SC305
Camera models and accessories subject to regional • 48001-1001 FLIR SC325
market considerations. License procedures may apply. • 55001-0201 FLIR SC645 15°

• 55001-0202 FLIR SC645 25°Information and equipment described herein may require
• 55001-0203 FLIR SC645 45°US Government authorization for export purposes.
• 55001-0204 FLIR SC645 7°Diversion contrary to US law is prohibited.
• 55001-0301 FLIR SC655 15°(v1.0) • 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Advanced training - group of max. 6 pers,
additional day 4 for on-site training

Part number:

ITC-ADV-4006
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An additional day can be booked when the customer wants to extend the training content, software exercises or guided
field practice.

The fourth day can be added to the following courses:
ITC-ADV-3036
ITC-ADV-3056

Content

• Customized, build on the topics of the course prior to the additional day

Labs

• Customized, depending on the equipment used and the application of interest

Course information

Available languages English, other languages upon demand

Target group • Participants of advanced courses that are delivered on-
site

Typical student • Persons with special interests in the equipment and their
application requesting in-depth training or additional
guidance.

Pre-requisites • Please refer to the pre-requisites of the course prior to
the additional day

Course details

Duration 1 day

Structure Customized upon the customer’s request

Exam None

Course fee includes • ITC qualified instructor teaching the class
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons
• Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Additional days are offered by the ITC or ITC partner
arranging the respective standard class prior to the
additional day. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers Additional days are normally lectured by the same ITC
trainers lecturing the standard class prior to the additional
day.

Compatible with the following products

• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°

2997 (of 3109) http://www.flir.com · http://support.flir.com ITC training courses



Part number: Compatible with the following products

• 44202-0101 FLIR GF306 14.5° Fixed lensITC-ADV-4006
• 44201-0102 FLIR GF306 24°

Specifications subject to change without further notice. • 44202-0102 FLIR GF306 24° Fixed lens
Camera models and accessories subject to regional • 44601-0101 FLIR GF309 14.5°
market considerations. License procedures may apply. • 44602-0101 FLIR GF309 14.5° Fixed lens

• 44601-0102 FLIR GF309 24°Information and equipment described herein may require
• 44602-0102 FLIR GF309 24° Fixed lensUS Government authorization for export purposes.
• 44401-0101 FLIR GF320 14.5°Diversion contrary to US law is prohibited.
• 44402-0101 FLIR GF320 14.5° Fixed lens(v1.0) • 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 24059-250 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II PAL
• 24059-201 ThermaCAM™ GasFindIR 25 mm fixed lens Class I Div II NTSC
• 24059-251 ThermaCAM™ GasFindIR 25 mm lens Class I Div II PAL
• 24059-200 ThermaCAM™ GasFindIR 25 mm lens Class I Div II NTSC
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ITC Customized workshop - per person (per day)

Part number:

ITC-EXP-1041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a special day emphasizing on specifications of equipment towards the particularities of applications (for instance
triggering or high speed). It addresses mainly the needs of high-end camera users in the scientific or industrial fields.

Content

• Customized

Labs

• Customized

Course information

Available languages English, French, other languages upon request

Target group • Highly specialized users with advanced and scientific
applications as well as persons interested in these
applications and related infrared equipment.

Typical student • Researchers
• Scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Typically 1 day

Structure Theory and hands-on, depending on topics

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance

Note This course is typically organized at the customer’s site.
Course fee does not include cost for instructor’s travelling
or lodging. The customer is responsible for providing a
suitable classroom and preferably also refreshments/lunch.

Course organization

ITC ITC customized workshops are offered worldwide by ITC
and partners. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC customized workshops are lectured by ITC qualified
specialists having the relevant expertise in the workshop’s
subject and the related fields of application.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
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Part number: Compatible with the following products

• 40402-3603 FLIR SC640 45°ITC-EXP-1041
• 40402-3702 FLIR SC620 24°

Specifications subject to change without further notice. • 40402-3703 FLIR SC620 45°
Camera models and accessories subject to regional • 42701-1001 FLIR A300 (9 Hz)
market considerations. License procedures may apply. • 42701-1101 FLIR A310 (9 Hz)

• 42701-1201 FLIR A320 Tempscreen (9 Hz)Information and equipment described herein may require
• 42901-1101 FLIR A315 (9 Hz)US Government authorization for export purposes.
• 48001-1101 FLIR A315Diversion contrary to US law is prohibited.
• 48201-1001 FLIR A300(v1.0) • 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ITC Infrared application and system consultancy
(per day)

Part number:

ITC-EXP-1050
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Consultancy can be described as any action or arrangement that is not strictly a training course. Most likely, a thermal
camera will be involved. It can be, but is not restricted to:
- Pre-sales equipment or software demonstration over the normal extend
- Equipment and software demonstration and explanation over the normal extend
- Advanced technical support
- Application support
- Comparative study involving a camera, either alone or in conjunction with other instruments
- General measurements in a difficult or unusual situation

Content

• Customized

Labs

• Customized

Course information

Available languages English, French, other languages upon request

Target group • Advanced users who wish to receive an in-depth
guidance to complex problems related to infrared
equipment, applications, and measurement questions.

Typical student • Industry technical personnel
• Researchers
• Scientists
• University students

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Typically 1 day

Structure Theory and hands-on, depending on topics

Exam None

Course fee includes • Consultancy by qualified ITC specialist
• Training and/or reference material

Note Consultancy is typically carried out at the customer’s site.
The fee does not include costs for instructor’s travelling or
lodging. The customer is responsible for providing access
to the equipment or objects that should be analyzed or
measured, a suitable meeting room, and preferably also
refreshments/lunch.

Course organization

ITC ITC consultancy is offered by ITC in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers ITC consultancy is delivered by ITC qualified specialists
having the relevant expertise in infrared measurement and
the related fields of application.
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Part number: Compatible with the following products

• 40402-3501 FLIR SC660 12°ITC-EXP-1050
• 40402-3502 FLIR SC660 24°Specifications subject to change without further notice.
• 40402-3503 FLIR SC660 45°Camera models and accessories subject to regional
• 40402-3601 FLIR SC640 12°market considerations. License procedures may apply.
• 40402-3602 FLIR SC640 24°

Information and equipment described herein may require • 40402-3603 FLIR SC640 45°
US Government authorization for export purposes. • 40402-3702 FLIR SC620 24°
Diversion contrary to US law is prohibited. • 40402-3703 FLIR SC620 45°

• 42701-1001 FLIR A300 (9 Hz)(v1.0)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
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ITC In-house R&D training ATS products - group
up to 4 pers. (2 days)

Part number:

ITC-PRO-2004
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

The core part (2 days) consists of lectures on theoretical subjects, plus hands-on. After a general review of heat and
heat transfer, the participants will learn about radiative heat transfer. Starting with the standard measurement situation
they will learn about the importance of emissivity and reflected apparent temperature. The participants will compute and
estimate emissivity and do compensation for the reflected apparent temperature. They will also learn about calibration
and Hypercal. Depending on the needs of the audience and the time available, additional topics to be covered can be
measurement through windows, measurable figures of merit, signal generation, the influence of integration time, ROIC,
etc., triggering and synchronization, and NUC and Bad Pixel Replacement.

Content

• Introduction
• Review on thermal transfer
• Radiative heat transfer
• What does a camera see? Definition of a standard measurement situation
• Computing the emissivity. Estimating emissivity and TRefl (with practice)
• From radiation to signal
• Measurable figure of merits (with practice)
• Triggering and synchronization (additional content, upon request, with practice)
• Measuring through a window (additional content, upon request, with practice)
• Calibration (additional content, upon request, with practice)
• Spectral filters (additional content, upon request, with practice)
• NUC and Bad Pixels replacement (additional content, upon request, with practice)
• Transient, Lock-in and Pulse, basics of NDT (additional content, upon request)

Labs

• Practice according to content listed above

Course information

Available languages English, other languages upon request

Target group • Users of FLIR cooled thermal cameras and systems
(cameras connected to a PC with e.g. the software
programs Altair, AltairLI or Thesa).

• Users of un-cooled thermal cameras with interest in
advanced thermal measurement applications.

Typical student • Laboratory and industry technical personnel
• Researchers and scientists
• University students
• Persons working with NDT

Pre-requisites • None

Recommendations • Basic knowledge about thermography and related
parameters.

• Experience in measurement techniques and general
software skills.

Course details

Duration Standard: 2 days
Upon request: Additional day including complementary
topics
Upon request: 1 day only (for experienced users with
sufficient theoretical background)

Structure Theory and hands-on

Exam None
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Part number: Course details

Course fee includes • Tuition by qualified ITC instructorITC-PRO-2004
• Training and/or reference material in printed format

Specifications subject to change without further notice. • Diploma of attendance
Camera models and accessories subject to regional • Attendance of a group up to 4 persons
market considerations. License procedures may apply. • Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on locationInformation and equipment described herein may require
and organizing entityUS Government authorization for export purposes.

Diversion contrary to US law is prohibited. Note This is normally an on-site course organized at a
(v1.0) customer’s facility. The fee does not include costs for

instructor’s travelling or lodging. The customer is
responsible for providing access to the equipment or
objects that should be analyzed or measured, a suitable
meeting room, and preferably also refreshments/lunch.

Course organization

ITC The course “ITC In-house R&D training ATS products” is
offered by ITC direct operations in EMEA. Specific
customer requests shall be forwarded to the closest ITC,
ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers The course “ITC In-house R&D training ATS products” is
delivered by ITC qualified instructors having the relevant
expertise in advanced thermal measurement, infrared
applications, and the use of the camera equipment
including software programs.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC In-house training - additional attendance 1
pers. (per day)

Part number:

ITC-EXP-1021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

This partnumber is reserved for adding additional students to an on site class.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1021
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1021
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC In-house training - group up to 10 pers. (per
day)

Part number:

ITC-EXP-1029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An on-site training can be customized upon your needs. The participants will learn about IR thermography, inspections,
measurements, applications, and reporting corresponding to the level needed for performing measurements and
inspection in their working environment. The trainer will give useful advice on how to best implement IR thermography in
your business.

Content

• An on-site course can be any course, from a 1-day introduction to general thermography, over a customized
application course to a complete certification course.

Labs

• Portable classroom labs
• Field training on the site in agreement with the customer

Course information

Available languages English, Dutch, German, French, Italian, Spanish, Swedish,
other languages upon request

Target group • Employees of a company or certain departments who
would like to minimize travel costs and receive the
training directly on their daily working site.

Pre-requisites • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Recommendations • Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course details

Duration Customized or according to the kind of course the in-house
training is equivalent to.

Structure Theory, camera handling, demos, practical labs and field
training alternate.

Exam Please refer to the pre-requisites and recommendations
applicable to the kind of course the in-house training is
equivalent to.

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons

Note Course fee does not include cost for instructor’s travelling
or lodging. When organized at the customers’ site, the
customer is responsible for providing a suitable classroom
and preferably also refreshments/lunch.

Course organization

ITC ITC In-house courses are offered worldwide by ITC and
partners as listed. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers ITC In-house courses are lectured by ITC qualified
instructors with experience in the relevant fields of
application.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1029
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1029
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5105
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

This partnumber is reserved for adding additional students to a level 1 on site class.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5105
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.0)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
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Part number: Compatible with the following products

• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)ITC-CER-5105
• 55901-1602 FLIR T640bx 25°

Specifications subject to change without further notice. • 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
Camera models and accessories subject to regional • 55901-1603 FLIR T640bx 45°
market considerations. License procedures may apply. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

• 40206-0102 FLIR T200Information and equipment described herein may require
• 45606-0201 FLIR T200 (9 Hz)US Government authorization for export purposes.
• 40205-0201 FLIR T250Diversion contrary to US law is prohibited.
• 45605-0201 FLIR T250 (9 Hz)(v1.0) • 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
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Part number: Compatible with the following products

• 39302-0504 Extech IRC30ITC-CER-5105
• 39301-0403 FLIR i3

Specifications subject to change without further notice. • 39301-0103 FLIR i5
Camera models and accessories subject to regional • 39301-0305 FLIR i7
market considerations. License procedures may apply. • 60101-0101 FLIR i3

• 60101-0201 FLIR i5Information and equipment described herein may require
• 60101-0301 FLIR i7US Government authorization for export purposes.
• 49001-0101 FLIR E33Diversion contrary to US law is prohibited.
• 49001-0201 FLIR E65(v1.0) • 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 1 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5101
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5101
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
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Part number: Compatible with the following products

• 55901-1603 FLIR T640bx 45°ITC-CER-5101
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)

Specifications subject to change without further notice. • 40206-0102 FLIR T200
Camera models and accessories subject to regional • 45606-0201 FLIR T200 (9 Hz)
market considerations. License procedures may apply. • 40205-0201 FLIR T250

• 45605-0201 FLIR T250 (9 Hz)Information and equipment described herein may require
• 45605-0201-1 FLIR T250 (9 Hz) + EX845US Government authorization for export purposes.
• 45305-0201 FLIR T300 (30 Hz)Diversion contrary to US law is prohibited.
• 45004-0201 FLIR T330 (50 Hz)(v1.01) • 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
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Part number: Compatible with the following products

• 39301-0305 FLIR i7ITC-CER-5101
• 60101-0101 FLIR i3

Specifications subject to change without further notice. • 60101-0201 FLIR i5
Camera models and accessories subject to regional • 60101-0301 FLIR i7
market considerations. License procedures may apply. • 49001-0101 FLIR E33

• 49001-0201 FLIR E65Information and equipment described herein may require
• 49001-1801 FLIR E30US Government authorization for export purposes.
• 49001-1901 FLIR E30bxDiversion contrary to US law is prohibited.
• 49001-2001 FLIR E40 (incl. Wi-Fi)(v1.01) • 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60

3018 (of 3109) http://www.flir.com · http://support.flir.com ITC training courses



ITC Level 1 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5109
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 1 certified thermographer. The participant will learn
about the basics of infrared, how to operate the camera under different conditions and for various purposes, how to do
an appropriate judgement of the measurement situation in the field and how to identify potential error sources. After the
class, the participant will be able to do IR inspections following written guidelines and to report the result of this
inspection.

Content

• Introduction to Thermography
• Camera Operation
• Basic physics of heat
• Basic physics of infrared
• Thermal pattern recognition and IR applications
• IR temperature measurement techniques
• Qualitative and quantitative thermography
• Inspection routines and reporting

Student presentations
During the seminar, students will generate a small case study based on the lab exercises to be presented to the class.

Labs

• Camera handling
• Level and Span
• Conduction pattern
• Forced convection
• Direct and indirect thermal measurement
• Thermal capacity
• Steady state and transient heat flow
• Evaporation and condensation
• Electrical application
• Emissivity and Reflected apparent temperature
• Spatial resolution
• Location and temperature measurement of a hot/cold spot
• Image transfer to the computer

Course information

Available languages Chinese, Danish, Dutch, English, Finish, French, German,
Greek, Hebrew, Italian, Japanese, Korean, Norwegian,
Polish, Portuguese (bra.), Romanian, Russian, Serbo-
Croatian, Spanish, Swedish, Thai

Target group • Practical user
• This course is designed for beginners in thermography

with some experience in camera handling and limited IR
knowledge, who want to take their first step to become a
professional thermographer and want to qualify as a
Level 1 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having already some basic experience with IR
thermography,

• knowing the basic functions of the camera,
• who wants to become a certified thermographer in order

to gain a competitive advantage or who needs the
certifications because of legal reasons or company
internal regulations.
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Part number: Course information

Pre-requisites • Be familiar with the basic operation of an infraredITC-CER-5109
camera

Specifications subject to change without further notice. • Have the recommended experience within thermography
Camera models and accessories subject to regional according to relevant standards
market considerations. License procedures may apply.
Information and equipment described herein may require

Course detailsUS Government authorization for export purposes.
Diversion contrary to US law is prohibited. Duration 35 – 40 hours
(v1.01)

Structure Theory and camera practice (hands-on) alternate every
day, additional labs and software exercises at some days.

Exam Written exam (closed book) including multiple choice
questions and practical image interpretation on the last day.
Maximum duration as defined by relevant certification
standards.

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity

Course organization

ITC The Level 1 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in "Courses
offered by ITC partners" (T560393). Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
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Part number: Compatible with the following products

• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)ITC-CER-5109
• 55901-1603 FLIR T640bx 45°

Specifications subject to change without further notice. • 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
Camera models and accessories subject to regional • 40206-0102 FLIR T200
market considerations. License procedures may apply. • 45606-0201 FLIR T200 (9 Hz)

• 40205-0201 FLIR T250Information and equipment described herein may require
• 45605-0201 FLIR T250 (9 Hz)US Government authorization for export purposes.
• 45605-0201-1 FLIR T250 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45305-0201 FLIR T300 (30 Hz)(v1.01) • 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
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Part number: Compatible with the following products

• 39301-0103 FLIR i5ITC-CER-5109
• 39301-0305 FLIR i7

Specifications subject to change without further notice. • 60101-0101 FLIR i3
Camera models and accessories subject to regional • 60101-0201 FLIR i5
market considerations. License procedures may apply. • 60101-0301 FLIR i7

• 49001-0101 FLIR E33Information and equipment described herein may require
• 49001-0201 FLIR E65US Government authorization for export purposes.
• 49001-1801 FLIR E30Diversion contrary to US law is prohibited.
• 49001-1901 FLIR E30bx(v1.01) • 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Level 2 Thermography Course - additional
student to on site class, 1 pers

Part number:

ITC-CER-5205
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

This partnumber is reserved for adding additional students to a level 2 on site class.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.
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Part number: Course details

Duration 40 hoursITC-CER-5205
Specifications subject to change without further notice. Structure Theory, camera practice (hands-on), and prepared case
Camera models and accessories subject to regional studies alternate every day.
market considerations. License procedures may apply.

Exam Written exam (closed book) including multiple choice
Information and equipment described herein may require questions and practical image interpretation on the last day.
US Government authorization for export purposes. Maximum duration as defined by relevant certification
Diversion contrary to US law is prohibited. standards.
(v1.0)

Course fee includes • Tuition by ITC licensed instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Note Only for non-EURO, non-SEK, non NOK, non- £, -non CHF
countries

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
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Part number: Compatible with the following products

• 45605-0201 FLIR T250 (9 Hz)ITC-CER-5205
• 45605-0201-1 FLIR T250 (9 Hz) + EX845

Specifications subject to change without further notice. • 45305-0201 FLIR T300 (30 Hz)
Camera models and accessories subject to regional • 45004-0201 FLIR T330 (50 Hz)
market considerations. License procedures may apply. • 45311-0201 FLIR T335 (30 Hz)

• 45311-0201-1 FLIR T335 (30 Hz) + EX845Information and equipment described herein may require
• 45609-0201 FLIR T335 (9 Hz)US Government authorization for export purposes.
• 45609-0201-1 FLIR T335 (9 Hz) + EX845Diversion contrary to US law is prohibited.
• 45002-0201 FLIR T340 (50 Hz)(v1.0) • 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-1002 FLIR E60bx (incl. Wi-Fi)ITC-CER-5205
• 49001-2201 FLIR E40

Specifications subject to change without further notice. • 49001-2301 FLIR E50
Camera models and accessories subject to regional • 49001-1602 FLIR E60
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)
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ITC Level 2 Thermography Course - attendance, 1
pers.

Part number:

ITC-CER-5201
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5201
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of 1 person
• Might include more, such as lunch, depending on

location and organizing entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
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Part number: Compatible with the following products

• 45311-0201 FLIR T335 (30 Hz)ITC-CER-5201
• 45311-0201-1 FLIR T335 (30 Hz) + EX845

Specifications subject to change without further notice. • 45609-0201 FLIR T335 (9 Hz)
Camera models and accessories subject to regional • 45609-0201-1 FLIR T335 (9 Hz) + EX845
market considerations. License procedures may apply. • 45002-0201 FLIR T340 (50 Hz)

• 45302-0201 FLIR T360 (30 Hz)Information and equipment described herein may require
• 37705-0102 FLIR T360 (9 Hz)US Government authorization for export purposes.
• 45309-0201 FLIR T365 (30 Hz)Diversion contrary to US law is prohibited.
• 45309-0201-1 FLIR T365 (30 Hz) + EX845(v1.01) • 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5201
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Level 2 Thermography Course – group of 10
pers.

Part number:

ITC-CER-5209
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)

General description

This course prepares the student for qualification as a category 2 certified thermographer. The participant will learn
about topics in infrared thermography to increase the knowledge about infrared physics, heat science, infrared
measurement equipment and its application. As a Level 2 thermographer the participant shall provide guidance to
category 1 personnel in the areas of equipment selection, techniques, limitations, data analysis, corrective actions and
reporting.

Content

• Thermal science
• Heat transfer
• Temperature measurement
• Infrared science
• IR equipment and applications

Student presentations
During the seminar, students shall present a prepared case study to the class. The maximum duration (excl. discussion)
should be 7 minutes and the maximum number of 7 slides should not be exceeded.

Labs (Note: Labs marked “(M)” are mandatory)

• Newton’s law (class lab) (M)
• Advanced emissivity measurement (M)
• Variation of emissivity with the angle (M)
• Transient thermal transfer
• Indirect power measurement (M)
• IR-window transmission (M)
• Slit Response Function
• Hole Response Function (M)
• Parallel circuits

Course information

Available languages Dutch, English, German, French, Italian, Portuguese (bra.),
Spanish, Swedish

Target group • Professional user
• This course is designed for thermographers holding a

Level 1 certificate, who want to increase their knowledge
about IR thermography and who want to qualify as a
Level 2 certified thermographer.

Typical student • A person with a professional technical background such
as technician, engineer, consultant, or researcher who
works with maintenance, building inspection, mechanical
or electrical applications, production, or R&D,

• having several months of professional experience within
thermography,

• versed in camera operation and reporting,
• holding a Level 1 certificate,
• who needs the Level 2 Certification for guidance and

supervision of other thermographers or is interested in
deeper understanding of IR thermography.

Pre-requisites • Valid Level 1 thermography certificate,
• Recommended experience within thermography

according to relevant standards,
• Prepared case study to be presented at the Level 2

course and submitted towards qualification at course
closing.

Course details

Duration 40 hours
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Part number: Course details

Structure Theory, camera practice (hands-on), and prepared caseITC-CER-5209
studies alternate every day.

Specifications subject to change without further notice.
Camera models and accessories subject to regional Exam Written exam (closed book) including multiple choice
market considerations. License procedures may apply. questions and practical image interpretation on the last day.

Maximum duration as defined by relevant certificationInformation and equipment described herein may require standards.US Government authorization for export purposes.
Diversion contrary to US law is prohibited. Course fee includes • Tuition by ITC licensed instructor

• Training material in printed format(v1.01)
• Refreshments
• Diploma of attendance
• Certificate of conformance with certification requirements

(subject to passing the exam)
• Attendance of a group up to 10 persons
• Might include more, such as lunch, instructor’s travel

expenses, etc. depending on location and organizing
entity.

Course organization

ITC The Level 2 Thermography Course is offered worldwide by
ITC subsidiaries and ITC partners as listed in T560393
Courses offered by ITC partners. Specific customer
requests shall be forwarded to the closest ITC subsidiary or
LTC as listed in "ITC Directory" (1560096).

ITC Trainers and Licensed Trainers "Courses taught by ITC instructors" (T560392) lists all
licensed trainers and ITC trainers authorized to teach Level
1 Thermography Courses.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
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Part number: Compatible with the following products

• 45004-0201 FLIR T330 (50 Hz)ITC-CER-5209
• 45311-0201 FLIR T335 (30 Hz)

Specifications subject to change without further notice. • 45311-0201-1 FLIR T335 (30 Hz) + EX845
Camera models and accessories subject to regional • 45609-0201 FLIR T335 (9 Hz)
market considerations. License procedures may apply. • 45609-0201-1 FLIR T335 (9 Hz) + EX845

• 45002-0201 FLIR T340 (50 Hz)Information and equipment described herein may require
• 45302-0201 FLIR T360 (30 Hz)US Government authorization for export purposes.
• 37705-0102 FLIR T360 (9 Hz)Diversion contrary to US law is prohibited.
• 45309-0201 FLIR T365 (30 Hz)(v1.01) • 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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Part number: Compatible with the following products

• 49001-2201 FLIR E40ITC-CER-5209
• 49001-2301 FLIR E50

Specifications subject to change without further notice. • 49001-1602 FLIR E60
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.01)
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ITC Practical Course - Solar panel inspection -
attendance, 1 pers (2 days)

Part number:

ITC-PRA-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” is
lectured by qualified ITC instructors with special experience
in the field of solar panel installations.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-PRA-2011
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.02)
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Practical Course - Solar panel inspection -
group up to 10 pers (2 days)

Part number:

ITC-PRA-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
photovoltaic solar systems.
During the first day, you learn about the basics of thermography, how a thermal camera works, and how to use it
correctly. The second day starts with the basics of photovoltaic solar systems and solar panel installations. You learn
about IR metrological particularities that are critical for solar panel inspections with a thermal camera, how to interpret
the displayed thermal images, and in which way they can be associated to typical problems and faults. Emphasis is put
on case studies, selected from the field, as well as practical exercises.

Content

• Basics of thermography (radiation, spectral waveband, influences of the atmosphere)
• IR camera: principle, design and operation (FPA, measurement ranges, thermal tuning: level and span, color palettes)
• IR measurement technique: measurement parameters (emissivity, radiation from the environment, distance, relative

humidity, atmospheric temperature)
• IR Camera figures of merit: resolution limits (thermal, spatial, time related)
• Practical exercises
• Basics of photovoltaic solar systems (terminology, design, principle of operation, module types)
• Solar panel installation: connection types (string, bypass diodes, shadowing)
• IR metrological particularity (spectral bands, inspection conditions, spatial resolution, camera positioning and angle)
• Typical thermal readouts (examples, causes and interpretation – defect/no defect, practical exercises)

Course information

Available languages English, French, German, Swedish, Italian, Dutch, Spanish

Target group • Beginners and everybody interested in the use of IR
thermography for the inspection of photovoltaic solar
systems.

Typical student • A person working with maintenance or installation of
solar panels.

• Thermographers familiar with electrical inspections and
interested in solar panel inspections.

Pre-requisites • None

Recommendations • Basic knowledge in electrical installations or another
technical field.

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Practical Course Solar panel inspection” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.
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Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Practical Course Solar panel inspection” isITC-PRA-2019
lectured by qualified ITC instructors with special experience

Specifications subject to change without further notice. in the field of solar panel installations.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3001 FLIR P660 12°Diversion contrary to US law is prohibited. • 40402-3002 FLIR P660 24°
(v1.02) • 40402-3003 FLIR P660 45°

• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course building thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for the inspection of
buildings. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about the building envelope, important physical
parameters and typical faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• The building envelope
• Important physical parameters
• Major anomalies
• Thermal patterns
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Building application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and building applications.

Typical student • A person from the building sector
• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and building

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Building Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2019 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Building Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of building applications.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course building thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for the inspection of
buildings. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about the building envelope, important physical
parameters and typical faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• The building envelope
• Important physical parameters
• Major anomalies
• Thermal patterns
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Building application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and building applications.

Typical student • A person from the building sector
• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and building

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Building Thermography” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.
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Part number: Course organization

ITC Trainers and Licensed Trainers The “ITC Short Course Building Thermography” is lecturedITC-EXP-2011
by qualified ITC instructors with special experience in the

Specifications subject to change without further notice. field of building applications.
Camera models and accessories subject to regional
market considerations. License procedures may apply.

Compatible with the following productsInformation and equipment described herein may require
US Government authorization for export purposes. • 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited. • 40402-3802 FLIR B660 24°
(v1.0) • 40402-3803 FLIR B660 45°

• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course electrical thermography -
attendance 1 pers. (2 days)

Part number:

ITC-EXP-2041
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2041 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course electrical thermography -
inclusive 10 pers. (2 days)

Part number:

ITC-EXP-2049
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
electrical systems. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography and how to use your camera the best way. The second day
you will start with a brief reminder of thermal transfers before you learn about electrical systems and components,
material properties, typical problems and faults. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Basics of heat transfer
• Electrical systems
• Important properties of material
• Most common problems
• Case studies
• Common mistakes
• Application guidelines
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Electrical application labs

Course information

Available languages English, French, German, Swedish

Target group • Beginners and everybody interested in IR thermography
and electrical applications.

Typical student • A person working with maintenance or installation of
electrical systems

• Someone looking to purchase a camera
• Someone who just purchased a camera
• Students and pupils with thermography and electrical

application related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization
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Part number: ITC The “ITC Short Course Electrical Thermography” is offered
worldwide by ITC and partners. Specific customer requestsITC-EXP-2049 shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.Specifications subject to change without further notice.

Camera models and accessories subject to regional ITC Trainers and Licensed Trainers The “ITC Short Course Electrical Thermography” is lectured
market considerations. License procedures may apply. by qualified ITC instructors with special experience in the

field of electrical installations.Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.

Compatible with the following products
(v1.0)

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Fever Screening - additional
student to on site class (2 days)

Part number:

ITC-EXP-2025
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

This partnumber is reserved for adding additional students to a fever screening on site class.

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.
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Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2025
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Fever Screening - attendance 1
pers. (2 days)

Part number:

ITC-EXP-2021
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.
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Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2021
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course Fever Screening - inclusive 10
pers. (2 days)

Part number:

ITC-EXP-2029
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This full 2-day course aims at explaining how to set-up a procedure for the temperature control of population. It is
designed for persons who might have to implement a control (medical authorities, customs, civil security, etc). It starts
with a brief, but necessary, reminder of thermal transfers and of the fundamentals of thermography. Key factors such as
NETD, drift and drift compensation, baseline measurement and update, and the factors influencing the diagnosis are
explained in details. Camera setup is included. ITC recommends organizing it simultaneously to a real-size test (airport,
ferry-port, seaport, river port, stadium, etc.).

Content

• Introduction
• Human physiological factors
• Basic thermography
• IR Camera basics
• Fever screening methodology

Labs

• Emissivity and Trefl
• Camera settings
• Influence of the object size on the measurement

Course information

Available languages English

Target group • Persons with professional interest in human febrile
temperature screening.

Typical student • Airline operative personnel
• Reception personnel

Pre-requisites • None

Recommendations • Basic technical understanding
• Should be organized with a real-size test in the field

Course details

Duration 2 days

Structure Theory, camera handling, demos in the morning and
practical labs alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Fever Screening” is offered
worldwide by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC, ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Fever Screening” is lectured by
qualified ITC instructors with special experience in human
febrile temperature screening.
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Part number: Compatible with the following products

• 42701-1001 FLIR A300 (9 Hz)ITC-EXP-2029
• 42701-1101 FLIR A310 (9 Hz)Specifications subject to change without further notice.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Camera models and accessories subject to regional
• 42901-1101 FLIR A315 (9 Hz)market considerations. License procedures may apply.
• 48001-1101 FLIR A315

Information and equipment described herein may require • 48201-1001 FLIR A300
US Government authorization for export purposes. • 48201-1101 FLIR A310
Diversion contrary to US law is prohibited. • 48201-1201 FLIR A320 Tempscreen

• 60901-1101 FLIR A310pt 6° (9 Hz) PAL(v1.0)
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Short course HVAC and plumbing -
attendance 1 pers (2 days)

Part number:

ITC-EXP-2061
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
heating and HVAC systems, and related installations. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography, and how to use your camera the best way. The second day
you will get introduced to various heating systems before you learn about typical faults and how thermography helps you
to locate and analyze these. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Heating systems
• Pipe tracing and localization or water circuits
• Water leaks
• Moisture and humidity
• Water radiators
• Tanks, manifolds and plenums
• HVAC systems
• Industrial heat exchangers
• Photovoltaic panel inspection
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Application labs

Course information

Available languages English, French, German, Italian, Spanish, Swedish

Target group • Beginners and anybody interested in IR thermography,
plumbing and HVAC applications.

Typical student • Plumbers or persons working with plumbing and
or/HVAC systems

• Facility managers
• Someone looking to purchase a camera
• Someone who just purchased a camera

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Refreshments
• Diploma of attendance
• Might include more, such as lunch, depending on

location

Course organization

ITC The “ITC Short Course HVAC and plumbing” is offered in
EMEA by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course HVAC and plumbing” is lectured by
qualified ITC instructors with special experience in the field
of electrical installations.
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Part number: Compatible with the following products

• 40402-3801 FLIR B660 12°ITC-EXP-2061
• 40402-3802 FLIR B660 24°Specifications subject to change without further notice.
• 40402-3803 FLIR B660 45°Camera models and accessories subject to regional
• 40402-3902 FLIR B620 24°market considerations. License procedures may apply.
• 40402-3903 FLIR B620 45°

Information and equipment described herein may require • 55901-1301 FLIR T620bx 15°
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-1302 FLIR T620bx 25°

• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.02)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
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ITC Short course HVAC and plumbing - group up
to 10 pers (2 days)

Part number:

ITC-EXP-2069
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.02)

General description

This course gives a general introduction to IR thermography and an overview on its specific use for inspections of
heating and HVAC systems, and related installations. It aims at giving you clues on what you can do with your camera.
During the first day, you learn the basics of thermography, and how to use your camera the best way. The second day
you will get introduced to various heating systems before you learn about typical faults and how thermography helps you
to locate and analyze these. Emphasis is put on case studies, selected from the field.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• IR Camera handling
• Heating systems
• Pipe tracing and localization or water circuits
• Water leaks
• Moisture and humidity
• Water radiators
• Tanks, manifolds and plenums
• HVAC systems
• Industrial heat exchangers
• Photovoltaic panel inspection
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement
• Application labs

Course information

Available languages English, French, German, Italian, Spanish, Swedish

Target group • Beginners and anybody interested in IR thermography,
plumbing and HVAC applications.

Typical student • Plumbers or persons working with plumbing and
or/HVAC systems

• Facility managers
• Someone looking to purchase a camera
• Someone who just purchased a camera

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 2 days

Structure Theory, camera handling, demos and practical labs
alternate.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments or lunch,

depending on location.

Note Course fee does not include cost for instructor’s travelling
or lodging.

Course organization

ITC The “ITC Short Course HVAC and plumbing” is offered in
EMEA by ITC and partners. Specific customer requests
shall be forwarded to the closest ITC or ITC partner or FLIR
sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course HVAC and plumbing” is lectured by
qualified ITC instructors with special experience in the field
of electrical installations.
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Part number: Compatible with the following products

• 40402-3801 FLIR B660 12°ITC-EXP-2069
• 40402-3802 FLIR B660 24°Specifications subject to change without further notice.
• 40402-3803 FLIR B660 45°Camera models and accessories subject to regional
• 40402-3902 FLIR B620 24°market considerations. License procedures may apply.
• 40402-3903 FLIR B620 45°

Information and equipment described herein may require • 55901-1301 FLIR T620bx 15°
US Government authorization for export purposes. • 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
Diversion contrary to US law is prohibited. • 55901-1302 FLIR T620bx 25°

• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)(v1.02)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-1901 FLIR E30bx
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)

3056 (of 3109) http://www.flir.com · http://support.flir.com ITC training courses



ITC Short course Introduction to thermography -
inclusive 10 pers. (1 day)

Part number:

ITC-EXP-1019
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-EXP-1019
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.0)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-EXP-1019
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.0) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short course Introduction to thermography -
attendance 1 pers. (1 day)

Part number:

ITC-EXP-1011
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

This is a full one day course for beginners and everybody interested in IR thermography and its applications. The course
covers the basics of IR theory and includes demos, camera hand-on and practical exercises using relevant key labs.

Content

• Basics of thermography
• Basics of emissivity and reflected apparent temperature
• Introduction to electrical and building inspections
• IR Camera handling
• Data analysis and reports

Labs

• Emissivity and Trefl
• Influence of the angle on the measurement
• Influence of the object size on the measurement

Course information

Available languages English, French, German, Swedish, Danish

Target group • Beginners and everybody interested in IR thermography
and its applications.

Typical student • Someone looking to purchase a camera
• Someone who just purchased a camera
• A person who starts to use IR cameras at work
• Students and pupils with thermography related projects

Pre-requisites • None

Recommendations • Interest for the technology and its applications

Course details

Duration 1 day

Structure Theory, camera handling and demos in the morning.
Practical labs in the afternoon.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC The “ITC Short Course Introduction to Thermography” is
offered worldwide by ITC and partners. Specific customer
requests shall be forwarded to the closest ITC, ITC partner
or FLIR sales representative.

ITC Trainers and Licensed Trainers The “ITC Short Course Introduction to Thermography” is
lectured by qualified ITC instructors with long time
experience in the various fields of thermography.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
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Part number: Compatible with the following products

• 40402-3101 FLIR P640 12°ITC-EXP-1011
• 40402-3102 FLIR P640 24°

Specifications subject to change without further notice. • 40402-3103 FLIR P640 45°
Camera models and accessories subject to regional • 40402-3202 FLIR P630 24°
market considerations. License procedures may apply. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°Information and equipment described herein may require
• 40402-3403 FLIR P620 45°US Government authorization for export purposes.
• 40402-3801 FLIR B660 12°Diversion contrary to US law is prohibited.
• 40402-3802 FLIR B660 24°(v1.0) • 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
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Part number: Compatible with the following products

• 45603-0202 FLIR B425 (9 Hz)ITC-EXP-1011
• 45603-0202-1 FLIR B425 (9 Hz) + MO297

Specifications subject to change without further notice. • 42701-1001 FLIR A300 (9 Hz)
Camera models and accessories subject to regional • 42701-1101 FLIR A310 (9 Hz)
market considerations. License procedures may apply. • 42701-1201 FLIR A320 Tempscreen (9 Hz)

• 42901-1101 FLIR A315 (9 Hz)Information and equipment described herein may require
• 48001-1101 FLIR A315US Government authorization for export purposes.
• 48201-1001 FLIR A300Diversion contrary to US law is prohibited.
• 48201-1101 FLIR A310(v1.0) • 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Short courses - group of max. 6 pers,
additional day 3 for on-site training

Part number:

ITC-EXP-3006
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

An additional day can be booked when the customer wants to extend the training content, software exercises or guided
field practice.

The third day can be added to the following courses:
ITC-EXP-2036

Content

• Customized, build on the topics of the course prior to the additional day

Labs

• Customized, depending on the equipment used and the application of interest

Course information

Available languages English, other languages upon demand

Target group • Participants of short courses that are delivered on-site

Typical student • Persons with special interests in the equipment and their
application requesting in-depth training or additional
guidance.

Pre-requisites • Please refer to the pre-requisites of the course prior to
the additional day

Course details

Duration 1 day

Structure Customized upon the customer’s request

Exam None

Course fee includes • ITC qualified instructor teaching the class
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 6 persons
• Might include more, such as lunch, refreshments,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Additional days are offered by the ITC or ITC partner
arranging the respective standard class prior to the
additional day. Specific customer requests shall be
forwarded to the closest ITC, ITC partner or FLIR sales
representative.

ITC Trainers and Licensed Trainers Additional days are normally lectured by the same ITC
trainers lecturing the standard class prior to the additional
day.

Compatible with the following products

• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
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Part number: Compatible with the following products

• 40402-3703 FLIR SC620 45°ITC-EXP-3006
• 42901-1001 FLIR SC305

Specifications subject to change without further notice. • 48001-1001 FLIR SC325
Camera models and accessories subject to regional • 55001-0201 FLIR SC645 15°
market considerations. License procedures may apply. • 55001-0202 FLIR SC645 25°

• 55001-0203 FLIR SC645 45°Information and equipment described herein may require
• 55001-0204 FLIR SC645 7°US Government authorization for export purposes.
• 55001-0301 FLIR SC655 15°Diversion contrary to US law is prohibited.
• 55001-0302 FLIR SC655 25°(v1.0) • 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
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ITC Software course - attendance 1 pers. (per
day)

Part number:

ITC-SOW-0001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0001
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0001
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Software course - group up to 10 pers. (per
day)

Part number:

ITC-SOW-0009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.03)

General description

These courses are for users of FLIR software like FLIR Reporter Professional or FLIR ResearchIR. Please observe that
content and labs depend on the software used.

Content

• System requirements
• Configuration
• Analyzing functions
• Templates
• Reporting functions
• Data exchange

Labs

• System set up
• Data import
• Data analysis
• Creating templates
• Creating reports
• Exporting data
• Triggering

Course information

Available languages English, French, German, other languages upon request

Target group • Persons interested in, or users, of the specific software.

Typical student • Consultants interested in reporting
• Building inspectors with reporting needs
• R&D staff interested in advanced data analysis

Pre-requisites • Laptop with installed software full version or 30 day
demo (download on www.flir.com)

Recommendations • Basic knowledge about thermography and related
parameters.

Course details

Duration Depends on software.

Structure Short system introduction, then demos and practical
exercises.

Exam None

Course fee includes • Tuition by qualified ITC instructor
• Training material
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Software courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Software courses are lectured by ITC qualified instructors
experienced in usage of the software being subject of the
class.
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Part number: Compatible with the following products

• 40402-3001 FLIR P660 12°ITC-SOW-0009
• 40402-3002 FLIR P660 24°Specifications subject to change without further notice.
• 40402-3003 FLIR P660 45°Camera models and accessories subject to regional
• 40402-3101 FLIR P640 12°market considerations. License procedures may apply.
• 40402-3102 FLIR P640 24°

Information and equipment described herein may require • 40402-3103 FLIR P640 45°
US Government authorization for export purposes. • 40402-3202 FLIR P630 24°
Diversion contrary to US law is prohibited. • 40402-3302 FLIR P635 24°

• 40402-3402 FLIR P620 24°(v1.03)
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
• 40402-3902 FLIR B620 24°
• 40402-3903 FLIR B620 45°
• 40402-3501 FLIR SC660 12°
• 40402-3502 FLIR SC660 24°
• 40402-3503 FLIR SC660 45°
• 40402-3601 FLIR SC640 12°
• 40402-3602 FLIR SC640 24°
• 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
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Part number: Compatible with the following products

• 45303-0202 FLIR B400 (30 Hz)ITC-SOW-0009
• 45308-0202 FLIR B425 (30 Hz)

Specifications subject to change without further notice. • 45308-0202-1 FLIR B425 (30 Hz) + MO297
Camera models and accessories subject to regional • 45603-0202 FLIR B425 (9 Hz)
market considerations. License procedures may apply. • 45603-0202-1 FLIR B425 (9 Hz) + MO297

• 42701-1001 FLIR A300 (9 Hz)Information and equipment described herein may require
• 42701-1101 FLIR A310 (9 Hz)US Government authorization for export purposes.
• 42701-1201 FLIR A320 Tempscreen (9 Hz)Diversion contrary to US law is prohibited.
• 42901-1101 FLIR A315 (9 Hz)(v1.03) • 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
• 60901-1101 FLIR A310pt 6° (9 Hz) PAL
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL
• 60901-1103 FLIR A310pt 25° (9 Hz) PAL
• 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSC
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSC
• 61001-1101 FLIR A310pt 6° PAL
• 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - attendance 1 pers.

Part number:

ITC-EXP-1001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-1001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-1001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 1 day - group up to 10 pers.

Part number:

ITC-EXP-1009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 1 day

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-1009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-1009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - attendance 1 pers.

Part number:

ITC-EXP-2001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-2001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen
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Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-2001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 2 days - group up to 10 pers.

Part number:

ITC-EXP-2009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 2 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-2009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300

3081 (of 3109) http://www.flir.com · http://support.flir.com ITC training courses



Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-2009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - attendance 1 pers.

Part number:

ITC-EXP-3001
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Might include more, such as refreshments or lunch,

depending on location and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
• 40402-3802 FLIR B660 24°
• 40402-3803 FLIR B660 45°
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Part number: Compatible with the following products

• 40402-3902 FLIR B620 24°ITC-EXP-3001
• 40402-3903 FLIR B620 45°

Specifications subject to change without further notice. • 40402-3501 FLIR SC660 12°
Camera models and accessories subject to regional • 40402-3502 FLIR SC660 24°
market considerations. License procedures may apply. • 40402-3503 FLIR SC660 45°

• 40402-3601 FLIR SC640 12°Information and equipment described herein may require
• 40402-3602 FLIR SC640 24°US Government authorization for export purposes.
• 40402-3603 FLIR SC640 45°Diversion contrary to US law is prohibited.
• 40402-3702 FLIR SC620 24°(v1.0) • 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
• 48201-1101 FLIR A310
• 48201-1201 FLIR A320 Tempscreen

3084 (of 3109) http://www.flir.com · http://support.flir.com ITC training courses



Part number: Compatible with the following products

• 60901-1101 FLIR A310pt 6° (9 Hz) PALITC-EXP-3001
• 60901-1102 FLIR A310pt 15° (9 Hz) PAL

Specifications subject to change without further notice. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL
Camera models and accessories subject to regional • 60902-1101 FLIR A310pt 6° (9 Hz) NTSC
market considerations. License procedures may apply. • 60902-1102 FLIR A310pt 15° (9 Hz) NTSC

• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCInformation and equipment described herein may require
• 61001-1101 FLIR A310pt 6° PALUS Government authorization for export purposes.
• 61001-1102 FLIR A310pt 15° PALDiversion contrary to US law is prohibited.
• 61001-1103 FLIR A310pt 25° PAL(v1.0) • 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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ITC Training 3 days - group up to 10 pers.

Part number:

ITC-EXP-3009
Specifications subject to change without further notice.
Camera models and accessories subject to regional
market considerations. License procedures may apply.
Information and equipment described herein may require
US Government authorization for export purposes.
Diversion contrary to US law is prohibited.
(v1.0)

General description

Customized courses or courses that are offered locally. Please contact you nearest ITC or FLIR office for information.

Content

• Customized

Labs

• Customized

Course information

Available languages English, Dutch, French, German, Italian, Spanish, Swedish,
other languages upon request.

Target group • Depends on course

Typical student • Persons with very specific applications
• Persons requesting customized training, e.g. R&D

training
• Persons requesting product / system training

Pre-requisites • Depends on course

Recommendations • Depends on course

Course details

Duration 3 days

Structure Typically theory and practical exercises

Exam Upon request

Course fee includes • Tuition by qualified ITC instructor
• Training material in printed format
• Diploma of attendance
• Attendance of a group up to 10 persons
• Might include more, such as refreshments, lunch,

instructor’s travel expenses, etc. depending on location
and organizing entity

Course organization

ITC Customized courses are offered worldwide by ITC and
partners. Specific customer requests shall be forwarded to
the closest ITC, ITC partner or FLIR sales representative.

ITC Trainers and Licensed Trainers Customized courses are lectured by ITC qualified trainers
with experience in the relevant field of application.

Compatible with the following products

• 40402-3001 FLIR P660 12°
• 40402-3002 FLIR P660 24°
• 40402-3003 FLIR P660 45°
• 40402-3101 FLIR P640 12°
• 40402-3102 FLIR P640 24°
• 40402-3103 FLIR P640 45°
• 40402-3202 FLIR P630 24°
• 40402-3302 FLIR P635 24°
• 40402-3402 FLIR P620 24°
• 40402-3403 FLIR P620 45°
• 40402-3801 FLIR B660 12°
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Part number: Compatible with the following products

• 40402-3802 FLIR B660 24°ITC-EXP-3009
• 40402-3803 FLIR B660 45°

Specifications subject to change without further notice. • 40402-3902 FLIR B620 24°
Camera models and accessories subject to regional • 40402-3903 FLIR B620 45°
market considerations. License procedures may apply. • 40402-3501 FLIR SC660 12°

• 40402-3502 FLIR SC660 24°Information and equipment described herein may require
• 40402-3503 FLIR SC660 45°US Government authorization for export purposes.
• 40402-3601 FLIR SC640 12°Diversion contrary to US law is prohibited.
• 40402-3602 FLIR SC640 24°(v1.0) • 40402-3603 FLIR SC640 45°
• 40402-3702 FLIR SC620 24°
• 40402-3703 FLIR SC620 45°
• 55901-1201 FLIR T610 15°
• 55901-0201 FLIR T610 15° (incl. Wi-Fi)
• 55901-1202 FLIR T610 25°
• 55901-0202 FLIR T610 25° (incl. Wi-Fi)
• 55901-1203 FLIR T610 45°
• 55901-0203 FLIR T610 45° (incl. Wi-Fi)
• 55901-1101 FLIR T620 15°
• 55901-0101 FLIR T620 15° (incl. Wi-Fi)
• 55901-1102 FLIR T620 25°
• 55901-0102 FLIR T620 25° (incl. Wi-Fi)
• 55901-1103 FLIR T620 45°
• 55901-0103 FLIR T620 45° (incl. Wi-Fi)
• 55901-1301 FLIR T620bx 15°
• 55901-0301 FLIR T620bx 15° (incl. Wi-Fi)
• 55901-1302 FLIR T620bx 25°
• 55901-0302 FLIR T620bx 25° (incl. Wi-Fi)
• 55901-1303 FLIR T620bx 45°
• 55901-0303 FLIR T620bx 45° (incl. Wi-Fi)
• 55901-1401 FLIR T640 15°
• 55901-0401 FLIR T640 15° (incl. Wi-Fi)
• 55901-1402 FLIR T640 25°
• 55901-0402 FLIR T640 25° (incl. Wi-Fi)
• 55901-1403 FLIR T640 45°
• 55901-0403 FLIR T640 45° (incl. Wi-Fi)
• 55901-1601 FLIR T640bx 15°
• 55901-0601 FLIR T640bx 15° (incl. Wi-Fi)
• 55901-1602 FLIR T640bx 25°
• 55901-0602 FLIR T640bx 25° (incl. Wi-Fi)
• 55901-1603 FLIR T640bx 45°
• 55901-0603 FLIR T640bx 45° (incl. Wi-Fi)
• 40206-0102 FLIR T200
• 45606-0201 FLIR T200 (9 Hz)
• 40205-0201 FLIR T250
• 45605-0201 FLIR T250 (9 Hz)
• 45605-0201-1 FLIR T250 (9 Hz) + EX845
• 45305-0201 FLIR T300 (30 Hz)
• 45004-0201 FLIR T330 (50 Hz)
• 45311-0201 FLIR T335 (30 Hz)
• 45311-0201-1 FLIR T335 (30 Hz) + EX845
• 45609-0201 FLIR T335 (9 Hz)
• 45609-0201-1 FLIR T335 (9 Hz) + EX845
• 45002-0201 FLIR T340 (50 Hz)
• 45302-0201 FLIR T360 (30 Hz)
• 37705-0102 FLIR T360 (9 Hz)
• 45309-0201 FLIR T365 (30 Hz)
• 45309-0201-1 FLIR T365 (30 Hz) + EX845
• 45602-0201 FLIR T365 (9 Hz)
• 45602-0201-1 FLIR T365 (9 Hz) + EX845
• 45001-0202 FLIR T390 (50 Hz)
• 45301-0202 FLIR T400 (30 Hz)
• 45307-0202 FLIR T425 (30 Hz)
• 45307-0202-1 FLIR T425 (30 Hz) + EX845
• 45601-0202 FLIR T425 (9 Hz)
• 45601-0202-1 FLIR T425 (9 Hz) + EX845
• 40208-0102 FLIR B200
• 45608-0201 FLIR B200 (9 Hz)
• 40207-0201 FLIR B250
• 45607-0201 FLIR B250 (9 Hz)
• 45607-0201-1 FLIR B250 (9 Hz) + MO297
• 45306-0201 FLIR B300 (30 Hz)
• 45312-0201 FLIR B335 (30 Hz)
• 45312-0201-1 FLIR B335 (30 Hz) + MO297
• 45610-0201 FLIR B335 (9 Hz)
• 45610-0201-1 FLIR B335 (9 Hz) + MO297
• 45304-0201 FLIR B360 (30 Hz)
• 37706-0102 FLIR B360 (9 Hz)
• 45310-0201 FLIR B365 (30 Hz)
• 45310-0201-1 FLIR B365 (30 Hz) + MO297
• 45604-0201 FLIR B365 (9 Hz)
• 45604-0201-1 FLIR B365 (9 Hz) + MO297
• 45303-0202 FLIR B400 (30 Hz)
• 45308-0202 FLIR B425 (30 Hz)
• 45308-0202-1 FLIR B425 (30 Hz) + MO297
• 45603-0202 FLIR B425 (9 Hz)
• 45603-0202-1 FLIR B425 (9 Hz) + MO297
• 42701-1001 FLIR A300 (9 Hz)
• 42701-1101 FLIR A310 (9 Hz)
• 42701-1201 FLIR A320 Tempscreen (9 Hz)
• 42901-1101 FLIR A315 (9 Hz)
• 48001-1101 FLIR A315
• 48201-1001 FLIR A300
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Part number: Compatible with the following products

• 48201-1101 FLIR A310ITC-EXP-3009
• 48201-1201 FLIR A320 Tempscreen

Specifications subject to change without further notice. • 60901-1101 FLIR A310pt 6° (9 Hz) PAL
Camera models and accessories subject to regional • 60901-1102 FLIR A310pt 15° (9 Hz) PAL
market considerations. License procedures may apply. • 60901-1103 FLIR A310pt 25° (9 Hz) PAL

• 60902-1101 FLIR A310pt 6° (9 Hz) NTSCInformation and equipment described herein may require
• 60902-1102 FLIR A310pt 15° (9 Hz) NTSCUS Government authorization for export purposes.
• 60902-1103 FLIR A310pt 25° (9 Hz) NTSCDiversion contrary to US law is prohibited.
• 61001-1101 FLIR A310pt 6° PAL(v1.0) • 61001-1102 FLIR A310pt 15° PAL
• 61001-1103 FLIR A310pt 25° PAL
• 61002-1101 FLIR A310pt 6° NTSC
• 61002-1102 FLIR A310pt 15° NTSC
• 61002-1103 FLIR A310pt 25° NTSC
• 61201-1003 FLIR A300f 25°
• 61201-1004 FLIR A300f 45°
• 61201-1103 FLIR A310f 25°
• 61201-1104 FLIR A310f 45°
• 61201-1105 FLIR A310f 90°
• 61201-1203 FLIR A315f 25°
• 61201-1204 FLIR A315f 45°
• 61201-1205 FLIR A315f 90°
• 55001-0101 FLIR A615 15°
• 55001-0102 FLIR A615 25°
• 55001-0103 FLIR A615 45°
• 55001-0104 FLIR A615 7°
• 42901-1001 FLIR SC305
• 48001-1001 FLIR SC325
• 55001-0201 FLIR SC645 15°
• 55001-0202 FLIR SC645 25°
• 55001-0203 FLIR SC645 45°
• 55001-0204 FLIR SC645 7°
• 55001-0301 FLIR SC655 15°
• 55001-0302 FLIR SC655 25°
• 55001-0303 FLIR SC655 45°
• 55001-0304 FLIR SC655 7°
• 44401-0201 FLIR GF300 14.5°
• 44402-0201 FLIR GF300 14.5° Fixed lens
• 44401-0202 FLIR GF300 24°
• 44402-0202 FLIR GF300 24° Fixed lens
• 44201-0101 FLIR GF306 14.5°
• 44202-0101 FLIR GF306 14.5° Fixed lens
• 44201-0102 FLIR GF306 24°
• 44202-0102 FLIR GF306 24° Fixed lens
• 44601-0101 FLIR GF309 14.5°
• 44602-0101 FLIR GF309 14.5° Fixed lens
• 44601-0102 FLIR GF309 24°
• 44602-0102 FLIR GF309 24° Fixed lens
• 44401-0101 FLIR GF320 14.5°
• 44402-0101 FLIR GF320 14.5° Fixed lens
• 44401-0102 FLIR GF320 24°
• 44402-0102 FLIR GF320 24° Fixed lens
• 57501-0102 FLIR GF335 24°
• 59801-0101 FLIR GF346 14.5°
• 59802-0101 FLIR GF346 14.5° Fixed lens
• 59801-0102 FLIR GF346 24°
• 59802-0102 FLIR GF346 24° Fixed lens
• 39302-0204 Extech i5
• 39302-0504 Extech IRC30
• 39301-0403 FLIR i3
• 39301-0103 FLIR i5
• 39301-0305 FLIR i7
• 60101-0101 FLIR i3
• 60101-0201 FLIR i5
• 60101-0301 FLIR i7
• 49001-0101 FLIR E33
• 49001-0201 FLIR E65
• 49001-1801 FLIR E30
• 49001-1901 FLIR E30bx
• 49001-2001 FLIR E40 (incl. Wi-Fi)
• 49001-2101 FLIR E50 (incl. Wi-Fi)
• 49001-0602 FLIR E60 (incl. Wi-Fi)
• 49001-2401 FLIR E40bx (incl. Wi-Fi)
• 49001-2501 FLIR E50bx (incl. Wi-Fi)
• 49001-1002 FLIR E60bx (incl. Wi-Fi)
• 49001-2201 FLIR E40
• 49001-2301 FLIR E50
• 49001-1602 FLIR E60
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About ITC
A photograph from our company archives



Welcome to ITC, the leading source of knowledge
within infrared science and its applications
ITC is present in over 50 countries, and has instructors that speak 22 native languages.
We offer everything from short introduction courses to certification courses. Our instructors
are among the most knowledgeable people in the industry. ITC is proud that its products
and services are compliant with industry, national, and international standards. Join our
community, our conferences, or our courses at:

• http:// www.infraredtraining.com
• http://www.irtraining.eu.

Level 1 to 3 thermography courses
These courses prepare you for qualification as a certified thermographer. You will learn
about infrared physics, camera technology, and thermographic applications and
inspections at different levels. The courses include exercises, field studies, discussions,
and traditional teaching classes, and end with a closed-book exam.

Advanced application courses
These interdisciplinary courses bridge the gap between infrared thermography, background
science, and application theory. You will learn about important scientific concepts in, for
example, physics, heat science, and chemistry. You will apply them together with relevant
application theory, and thus be able to perform qualified inspections within your field of
application on the basis of existing laws, standards, and regulations. The courses end with
an exam. A prerequisite for these courses is a valid Level 1 certificate.

Short courses
These courses provide you with the most important basics of infrared thermography theory
and applications, camera operation, and software usage. You will learn about the basics of
emissivity and reflected apparent temperature and course-related applications. During the
hands-on sessions you will operate the camera in different measurement situations. You
will also learn how to analyze and report your findings. The courses include practical
exercises and key laboratory sessions.

E-learning
Self-paced 24/7 on-demand online courses are available for infrared thermography basics,
different applications, and camera handling. Visit http://www.irtraining.com.

In-house classes
On-site training can be customized to your needs. Participants will learn about infrared
thermography, inspections, measurements, applications, and reporting corresponding to
the level needed to perform measurements and inspection in their working environment.
The trainer will provide useful advice on how to best implement infrared thermography in
your business.



Software courses
In these hands-on classes you will learn to use the relevant FLIR software for your needs.
Depending on the software, the emphasis will be on analysis and reporting or camera
connection, data acquisition, and analysis.

System training
Certain cameras and infrared measurement equipment require deeper understanding of the
software and hardware components. In training classes for CVS, ATS, and automation
cameras and products, you will learn about installation, configuration, and integration of the
entire system for different applications. You will also learn about image acquisition
optimization and image analysis.

Workshops and conferences
In many countries ITC offers workshops and conferences on different infrared applications
as well as user meetings.

For information about InfraMation, the world’s largest annual infrared applications
conference, visit:

http://www.inframation.org

For the R&D and Automation conference, infraR&D, visit:

http://www.infraredforum.eu



Contact
• ITC Global operations: itc@flir.se
• ITC Americas: http://www.infraredtraining.com
• ITC EMEA: http://www.irtraining.eu
• info@irtraining.eu



Service and support
A photograph from our company archives



FLIR’s qualifications
FLIR is the world’s largest manufacturer with over 50 years’ experience of commercial-
grade infrared cameras. FLIR builds state-of-the-art, high-performance, field-worthy infrared
cameras. We’re serious about our infrared cameras and the accuracy of the temperature
measurements they produce. It’s our core business—and it’s our only business. FLIR
Service is ISO 9001:2000 certified.

FLIR service
The FLIR service team’s mission is to provide the world’s best service and support of your
high-performance FLIR infrared camera and accessories. FLIR offers a variety of service
packages to help you gain the most from your investment in a FLIR infrared camera. FLIR
also recommends its FLIR 14 Point Inspection and Calibration program on an annual basis
to enssure correct temperature readings.

Service and support
FLIR is committed to providing you with superior customer service and infrared camera
support. Our customer service staff is available to take your calls during regular business
hours. We have skilled technicians ready to assist you! Software and application support
can be found 24 hours a day at:

http://support.flir.com



Documentation downloads
At http://support.flir.com you can search among more than 1700 manuals, mechanical
drawings, and CAD data files from FLIR Systems (exceeding 220,000 pages of
technical information). The collection also includes manuals for our obsolete products,
as well as manuals from our predecessors and acquired companies AGA, Agema, FSI,
Inframetrics, Indigo Systems, and Cedip. Downloading documentation requires a simple
customer registration.

Software downloads
At http://support.flir.com you can also download evaluation versions of our software, as
well as service packs, patches, bug fixes, etc. Downloading software requires a simple
customer registration.

Downloads of datasheets and product catalogs
At http://support.flir.com we also provide datasheets and product catalogs for all our
products. These publications are re-published every night (CET) to make sure that they
contain the very latest information. They are available in A4 and US letter sizes. No
customer registration is needed to download these publications.
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	MO297: Moisture meter, pinless with memory
	FLIR Reporter Professional (DVD)
	FLIR Reporter Professional (license only)
	FLIR ResearchIR 3.1
	FLIR ResearchIR 3.1, 5 user licenses
	FLIR ResearchIR 3.1, 10 user licenses
	FLIR ResearchIR Max 3.1
	FLIR ResearchIR Max 3.1, 5 user licenses
	FLIR ResearchIR Max 3.1, 10 user licenses
	Upgrade previous version to FLIR ResearchIR 3.1
	Upgrade previous version to FLIR ResearchIR Max 3.1
	Upgrade FLIR ResearchIR 3.x to FLIR ResearchIR Max 3.1
	FLIR QuickReport 1.2 SP2
	FLIR Tools
	FLIR Viewer (iPad/iPhone Application)
	FLIR Remote (iPad/iPhone Application)
	FLIR Tools Mobile (Android Application)
	FLIR IR Camera Player
	One year extended warranty for T6xx series
	General Maintenance T6xx series
	ITC Advanced Building – attendance 1 pers
	ITC Advanced Building – group of 10 pers.
	ITC Advanced General Thermography Course - attendance, 1 pers.
	ITC Advanced General Thermography Course- group of 10 pers.
	ITC In-house training - additional attendance 1 pers. (per day)
	ITC In-house training - group up to 10 pers. (per day)
	ITC Level 1 Thermography Course - additional student to on site class, 1 pers
	ITC Level 1 Thermography Course - attendance, 1 pers.
	ITC Level 1 Thermography Course – group of 10 pers.
	ITC Level 2 Thermography Course - additional student to on site class, 1 pers
	ITC Level 2 Thermography Course - attendance, 1 pers.
	ITC Level 2 Thermography Course – group of 10 pers.
	ITC Practical Course - Solar panel inspection - attendance, 1 pers (2 days)
	ITC Practical Course - Solar panel inspection - group up to 10 pers (2 days)
	ITC Short course building thermography - inclusive 10 pers. (2 days)
	ITC Short course building thermography -attendance 1 pers. (2 days)
	ITC Short course electrical thermography - attendance 1 pers. (2 days)
	ITC Short course electrical thermography - inclusive 10 pers. (2 days)
	ITC Short course HVAC and plumbing - attendance 1 pers (2 days)
	ITC Short course HVAC and plumbing - group up to 10 pers (2 days)
	ITC Short course Introduction to thermography - inclusive 10 pers. (1 day)
	ITC Short course Introduction to thermography -attendance 1 pers. (1 day)
	ITC Software course - attendance 1 pers. (per day)
	ITC Software course - group up to 10 pers. (per day)
	ITC Training 1 day - attendance 1 pers.
	ITC Training 1 day - group up to 10 pers.
	ITC Training 2 days - attendance 1 pers.
	ITC Training 2 days - group up to 10 pers.
	ITC Training 3 days - attendance 1 pers.
	ITC Training 3 days - group up to 10 pers.

	Accessories for FLIR P6xx series
	IR Window 2 in
	IR Window 3 in.
	IR Window 4 in.
	IR lens, f = 76 mm, 12°, incl. case for FLIR 600 series
	IR lens, f = 131 mm, 7°, incl. case for FLIR 600 series
	IR lens, f = 19 mm, 45°, incl. case for FLIR 600 series
	IR lens, f = 38 mm, 24°, incl. case for FLIR 600 series
	Macro lens, 1x (25 um) with case
	Close-up IR lens 0.5X, f = 75 mm (fits 24° IR lens) for ThermaCAM and FLIR 600 series
	Protective window (fits 24°) with case
	High temperature option +2000°C/+3632°F
	High temperature option +1500°C/+2732°F
	Battery
	Battery charger, incl. power supply with multi plugs
	Power supply, incl. multi plugs
	Adapter, SD memory card to USB
	Memory card micro-SD with adapters
	USB cable Std A <-> Mini-B
	FireWire cable 6/6, 2.0 m/6.6 ft.
	FireWire cable 4/6, 2.0 m/6.6 ft.
	Video cable, RCA <-> RCA, 2.0 m/6.6 ft.
	Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.
	Hard transport case for FLIR B/P/SC6xx
	Headset, 3.5 mm plug
	Remote control unit
	Option for P/B6xx: Radiometric IR-video streaming using FireWire
	Bluetooth® USB micro adapter
	Bluetooth Headset
	Wi-Fi USB micro adapter
	EX845: Clamp meter + IR therm TRMS 1000A AC/DC
	MO297: Moisture meter, pinless with memory
	FLIR Reporter Professional (DVD)
	FLIR Reporter Professional (license only)
	FLIR QuickReport 1.2 SP2
	FLIR IR Camera Player
	One year extended warranty for P6xx series
	General Maintenance P6xx series
	ITC Advanced General Thermography Course - attendance, 1 pers.
	ITC Advanced General Thermography Course- group of 10 pers.
	ITC In-house training - additional attendance 1 pers. (per day)
	ITC In-house training - group up to 10 pers. (per day)
	ITC Level 1 Thermography Course - additional student to on site class, 1 pers
	ITC Level 1 Thermography Course - attendance, 1 pers.
	ITC Level 1 Thermography Course – group of 10 pers.
	ITC Level 2 Thermography Course - additional student to on site class, 1 pers
	ITC Level 2 Thermography Course - attendance, 1 pers.
	ITC Level 2 Thermography Course – group of 10 pers.
	ITC Practical Course - Solar panel inspection - attendance, 1 pers (2 days)
	ITC Practical Course - Solar panel inspection - group up to 10 pers (2 days)
	ITC Short course electrical thermography - attendance 1 pers. (2 days)
	ITC Short course electrical thermography - inclusive 10 pers. (2 days)
	ITC Short course Introduction to thermography - inclusive 10 pers. (1 day)
	ITC Short course Introduction to thermography -attendance 1 pers. (1 day)
	ITC Software course - attendance 1 pers. (per day)
	ITC Software course - group up to 10 pers. (per day)
	ITC Training 1 day - attendance 1 pers.
	ITC Training 1 day - group up to 10 pers.
	ITC Training 2 days - attendance 1 pers.
	ITC Training 2 days - group up to 10 pers.
	ITC Training 3 days - attendance 1 pers.
	ITC Training 3 days - group up to 10 pers.

	Accessories for FLIR B6xx series
	IR Window 2 in
	IR Window 3 in.
	IR Window 4 in.
	Close-up IR lens 0.5X, f = 75 mm (fits 24° IR lens) for ThermaCAM and FLIR 600 series
	IR lens, f = 76 mm, 12°, incl. case for FLIR 600 series
	IR lens, f = 131 mm, 7°, incl. case for FLIR 600 series
	IR lens, f = 19 mm, 45°, incl. case for FLIR 600 series
	IR lens, f = 38 mm, 24°, incl. case for FLIR 600 series
	Macro lens, 1x (25 um) with case
	Protective window (fits 24°) with case
	High temperature option +2000°C/+3632°F
	High temperature option +1500°C/+2732°F
	Battery
	Battery charger, incl. power supply with multi plugs
	Power supply, incl. multi plugs
	Adapter, SD memory card to USB
	Memory card micro-SD with adapters
	USB cable Std A <-> Mini-B
	Video cable, RCA <-> RCA, 2.0 m/6.6 ft.
	Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.
	FireWire cable 6/6, 2.0 m/6.6 ft.
	FireWire cable 4/6, 2.0 m/6.6 ft.
	Hard transport case for FLIR B/P/SC6xx
	Headset, 3.5 mm plug
	Remote control unit
	Option for P/B6xx: Radiometric IR-video streaming using FireWire
	Bluetooth® USB micro adapter
	Bluetooth Headset
	Wi-Fi USB micro adapter
	EX845: Clamp meter + IR therm TRMS 1000A AC/DC
	MO297: Moisture meter, pinless with memory
	FLIR Reporter Professional (DVD)
	FLIR Reporter Professional (license only)
	FLIR QuickReport 1.2 SP2
	FLIR IR Camera Player
	One year extended warranty for B6xx series
	General Maintenance B6xx series
	ITC Advanced Building – attendance 1 pers
	ITC Advanced Building – group of 10 pers.
	ITC Advanced General Thermography Course - attendance, 1 pers.
	ITC Advanced General Thermography Course- group of 10 pers.
	ITC In-house training - additional attendance 1 pers. (per day)
	ITC In-house training - group up to 10 pers. (per day)
	ITC Level 1 Thermography Course - additional student to on site class, 1 pers
	ITC Level 1 Thermography Course - attendance, 1 pers.
	ITC Level 1 Thermography Course – group of 10 pers.
	ITC Level 2 Thermography Course - additional student to on site class, 1 pers
	ITC Level 2 Thermography Course - attendance, 1 pers.
	ITC Level 2 Thermography Course – group of 10 pers.
	ITC Short course building thermography - inclusive 10 pers. (2 days)
	ITC Short course building thermography -attendance 1 pers. (2 days)
	ITC Short course HVAC and plumbing - attendance 1 pers (2 days)
	ITC Short course HVAC and plumbing - group up to 10 pers (2 days)
	ITC Short course Introduction to thermography - inclusive 10 pers. (1 day)
	ITC Short course Introduction to thermography -attendance 1 pers. (1 day)
	ITC Software course - attendance 1 pers. (per day)
	ITC Software course - group up to 10 pers. (per day)
	ITC Training 1 day - attendance 1 pers.
	ITC Training 1 day - group up to 10 pers.
	ITC Training 2 days - attendance 1 pers.
	ITC Training 2 days - group up to 10 pers.
	ITC Training 3 days - attendance 1 pers.
	ITC Training 3 days - group up to 10 pers.

	Accessories for FLIR SC6xx series (handheld cameras)
	IR Window 2 in
	IR Window 3 in.
	IR Window 4 in.
	IR lens, f = 76 mm, 12°, incl. case for FLIR 600 series
	IR lens, f = 131 mm, 7°, incl. case for FLIR 600 series
	IR lens, f = 19 mm, 45°, incl. case for FLIR 600 series
	IR lens, f = 38 mm, 24°, incl. case for FLIR 600 series
	Macro lens, 1x (25 um) with case
	Close-up IR lens 0.5X, f = 75 mm (fits 24° IR lens) for ThermaCAM and FLIR 600 series
	Protective window (fits 24°) with case
	High temperature option +2000°C/+3632°F
	High temperature option +1500°C/+2732°F
	Battery
	Battery charger, incl. power supply with multi plugs
	Power supply, incl. multi plugs
	Adapter, SD memory card to USB
	Memory card micro-SD with adapters
	USB cable Std A <-> Mini-B
	FireWire cable 6/6, 2.0 m/6.6 ft.
	FireWire cable 4/6, 2.0 m/6.6 ft.
	Video cable, RCA <-> RCA, 2.0 m/6.6 ft.
	Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.
	Hard transport case for FLIR B/P/SC6xx
	Headset, 3.5 mm plug
	Remote control unit
	Bluetooth® USB micro adapter
	Bluetooth Headset
	Wi-Fi USB micro adapter
	EX845: Clamp meter + IR therm TRMS 1000A AC/DC
	MO297: Moisture meter, pinless with memory
	ThermoVision™ System Developers Kit Ver. 2.6
	ThermoVision™ LabVIEW® Digital Toolkit Ver. 3.3
	ThermaCAM™ Researcher Professional 2.8
	ThermaCAM™ Researcher Professional 2.9
	ThermaCAM™ Researcher Professional 2.10
	FLIR QuickPlot 1.2
	FLIR QuickPlot 1.2, 5 user licenses
	FLIR QuickPlot 1.2, 10 user licenses
	FLIR Reporter Professional (DVD)
	FLIR Reporter Professional (license only)
	FLIR ResearchIR 3.1
	FLIR ResearchIR 3.1, 5 user licenses
	FLIR ResearchIR 3.1, 10 user licenses
	FLIR ResearchIR Max 3.1
	FLIR ResearchIR Max 3.1, 5 user licenses
	FLIR ResearchIR Max 3.1, 10 user licenses
	Upgrade previous version to FLIR ResearchIR 3.1
	Upgrade previous version to FLIR ResearchIR Max 3.1
	Upgrade FLIR ResearchIR 3.x to FLIR ResearchIR Max 3.1
	FLIR QuickReport 1.2 SP2
	FLIR IR Camera Player
	One year extended warranty for SC6x0 series
	General Maintenance SC6x0 series
	ITC Advanced General Thermography Course - attendance, 1 pers.
	ITC Advanced General Thermography Course- group of 10 pers.
	ITC Advanced Thermal measurements (R&D) - attendance 1 pers. (2 days)
	ITC Advanced Thermal Measurements (R&D) - group up to 6 pers. (2 days)
	ITC Advanced training - group of max. 6 pers, additional day 3 for on-site training,
	ITC Customized workshop - per person (per day)
	ITC Infrared application and system consultancy (per day)
	ITC In-house R&D training ATS products - group up to 4 pers. (2 days)
	ITC In-house training - additional attendance 1 pers. (per day)
	ITC In-house training - group up to 10 pers. (per day)
	ITC Level 1 Thermography Course - additional student to on site class, 1 pers
	ITC Level 1 Thermography Course - attendance, 1 pers.
	ITC Level 1 Thermography Course – group of 10 pers.
	ITC Level 2 Thermography Course - additional student to on site class, 1 pers
	ITC Level 2 Thermography Course - attendance, 1 pers.
	ITC Level 2 Thermography Course – group of 10 pers.
	ITC Practical Course - Solar panel inspection - attendance, 1 pers (2 days)
	ITC Practical Course - Solar panel inspection - group up to 10 pers (2 days)
	ITC R&D basics for industry users - group up to 6 pers. (2 days)
	ITC Short course electrical thermography - attendance 1 pers. (2 days)
	ITC Short course electrical thermography - inclusive 10 pers. (2 days)
	ITC Short course Introduction to thermography - inclusive 10 pers. (1 day)
	ITC Short course Introduction to thermography -attendance 1 pers. (1 day)
	ITC Short courses - group of max. 6 pers, additional day 3 for on-site training
	ITC Software course - attendance 1 pers. (per day)
	ITC Software course - group up to 10 pers. (per day)
	ITC Training 1 day - attendance 1 pers.
	ITC Training 1 day - group up to 10 pers.
	ITC Training 2 days - attendance 1 pers.
	ITC Training 2 days - group up to 10 pers.
	ITC Training 3 days - attendance 1 pers.
	ITC Training 3 days - group up to 10 pers.

	Accessories for FLIR GF3xx series
	IR lens, 24° with case for GF300, GF309, GF320
	IR lens, 6° with case for GF300, GF309, GF320, GF346
	IR lens, 14.5° with case for GF300, GF309, GF320
	IR lens, 24° with case for GF306
	IR lens, 14.5° with case for GF306
	IR lens, 24° with case for GF335, GF346
	Battery
	Battery charger, incl. power supply with multi plugs
	Power supply, incl. multi plugs
	Adapter, SD memory card to USB
	Memory card micro-SD with adapters
	USB cable Std A <-> Mini-B
	Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.
	HDMI to DVI cable 1.5 m
	HDMI to HDMI cable 1.5 m
	Hard transport case for FLIR GF3xx-Series
	Heat Shield for FLIR GF309
	ThermoVision™ System Developers Kit Ver. 2.6
	ThermoVision™ LabVIEW® Digital Toolkit Ver. 3.3
	FLIR VideoReport
	FLIR Reporter Professional (DVD)
	FLIR Reporter Professional (license only)
	FLIR QuickReport 1.2 SP2
	FLIR IR Camera Player
	One year extended warranty for GF3xx series
	General Maintenance GF3xx series
	ITC Advanced Furnace Application Course - additional student to on site class
	ITC Advanced Furnace Application Course - attendance, 1 pers. (3 days)
	ITC Advanced Furnace Applications Course - group up to 6 persons (3 days)
	ITC Advanced Gas Detection Course - additional student to on site class, 1 pers.
	ITC Advanced Gas Detection Course - attendance, 1 pers.
	ITC Advanced Gas Detection Course – group of 10 pers.
	ITC Advanced Gas Detection Course - group of up to 6 pers. (3 days)
	ITC Advanced training - group of max. 6 pers, additional day 4 for on-site training
	ITC Customized workshop - per person (per day)
	ITC Infrared application and system consultancy (per day)
	ITC In-house training - additional attendance 1 pers. (per day)
	ITC In-house training - group up to 10 pers. (per day)
	ITC Software course - attendance 1 pers. (per day)
	ITC Software course - group up to 10 pers. (per day)
	ITC Training 1 day - attendance 1 pers.
	ITC Training 1 day - group up to 10 pers.
	ITC Training 2 days - attendance 1 pers.
	ITC Training 2 days - group up to 10 pers.
	ITC Training 3 days - attendance 1 pers.
	ITC Training 3 days - group up to 10 pers.

	Accessories for ThermaCAM™ GasFindIR series
	Optical Cleaning Kit
	25 mm Lens
	50 mm Lens
	100 mm Lens
	Lens Hood for 25mm Lens
	Lens Hood for 50mm Lens
	25 mm Lens (for use with 21057-251 & 21057-200)
	100 mm Lens (for use with 21057-251 & 21057-200)
	DR 11 NiMH Battery
	Battery Charger (NiMH)
	Li Ion Battery
	Battery Charger for Li Ion Battery
	Cable-BNC 6FT
	Cable-RS-232 Remote
	Cable S-Video GasFindIR
	A/V Cable for Archos PVR
	Hard Transport Case
	Personal Video Recorder
	One Year Extended Warranty for InSb GasFindIR
	One year extended warranty for GasFindIR LW
	ITC Advanced Gas Detection Course - additional student to on site class, 1 pers.
	ITC Advanced Gas Detection Course - attendance, 1 pers.
	ITC Advanced Gas Detection Course – group of 10 pers.
	ITC Advanced Gas Detection Course - group of up to 6 pers. (3 days)
	ITC Advanced training - group of max. 6 pers, additional day 4 for on-site training

	Accessories for FLIR A3xx/6xx series
	IR lens, f=41.3 mm with case (15°)
	IR lens, f=24.6 mm with case (25°)
	IR lens, f=13.1 mm with case (45°)
	IR lens, f=88.9 mm with case and A/SC6x5 support (7°)
	Close-up IR lens, 2.9× (50 µm) with case
	Close-up IR lens, 5.8× (100 µm) with case
	IR lens, f = 30 mm, 15° incl. case
	IR lens, f = 10 mm, 45° incl. case
	Close-up 4× (100 µm) incl. case
	Close-up 2× (50 µm) incl. case
	IR lens, 76 mm (6°) with case and mounting support for A/SC3xx
	IR lens, 4 mm (90°) with case and mounting support for A/SC3xx
	Close-up 1× (25 µm) incl. case and mounting support for A/SC3xx
	High temp. option +1200°C/+2192°F for FLIR T/B2xx to T/B4xx and A/SC3xx Series
	Power supply, incl. multi plugs, for A/SC3xx and A/SC6xx
	Power cord EU
	Power cord US
	Power cord UK
	Video cable, 3.0 m/9.8 ft.
	Ethernet cable CAT-6, 2m/6.6 ft.
	Power cable, pigtailed
	USB cable Std A <-> Mini-B
	Hard transport case for A/SC3xx and A/SC6x5 series
	Cardboard box for A/SC3xx and A/SC6x5 series
	Fixed Housing for A3xx 25°/45°/90°
	Fixed Housing for A3XX 7°/15°
	ThermoVision™ LabVIEW® Digital Toolkit Ver. 3.3
	ThermoVision™ System Developers Kit Ver. 2.6
	ThermoVision™ System Tools & Utilities 1.6
	ThermaCAM™ Researcher Professional 2.8
	ThermaCAM™ Researcher Professional 2.9
	ThermaCAM™ Researcher Professional 2.10
	FLIR QuickPlot 1.2
	FLIR QuickPlot 1.2, 5 user licenses
	FLIR QuickPlot 1.2, 10 user licenses
	FLIR ResearchIR 3.1
	FLIR ResearchIR 3.1, 5 user licenses
	FLIR ResearchIR 3.1, 10 user licenses
	FLIR ResearchIR Max 3.1
	FLIR ResearchIR Max 3.1, 5 user licenses
	FLIR ResearchIR Max 3.1, 10 user licenses
	Upgrade previous version to FLIR ResearchIR 3.1
	Upgrade previous version to FLIR ResearchIR Max 3.1
	Upgrade FLIR ResearchIR 3.x to FLIR ResearchIR Max 3.1
	FLIR IR Camera Player
	FLIR Tools Mobile (Android Application)
	One year extended warranty for A/SC3xx series
	General Maintenance A/SC3xx series
	One year extended warranty for A/SC6x5 series
	General Maintenance A/SC6x5 series
	ITC Advanced General Thermography Course - attendance, 1 pers.
	ITC Advanced General Thermography Course- group of 10 pers.
	ITC Customized workshop - per person (per day)
	ITC Infrared application and system consultancy (per day)
	ITC In-house training - additional attendance 1 pers. (per day)
	ITC In-house training - group up to 10 pers. (per day)
	ITC Level 1 Thermography Course - additional student to on site class, 1 pers
	ITC Level 1 Thermography Course - attendance, 1 pers.
	ITC Level 1 Thermography Course – group of 10 pers.
	ITC Level 2 Thermography Course - additional student to on site class, 1 pers
	ITC Level 2 Thermography Course - attendance, 1 pers.
	ITC Level 2 Thermography Course – group of 10 pers.
	ITC R&D basics for industry users - group up to 6 pers. (2 days)
	ITC Short course Fever Screening - additional student to on site class (2 days)
	ITC Short course Fever Screening - attendance 1 pers. (2 days)
	ITC Short course Fever Screening - inclusive 10 pers. (2 days)
	ITC Short course Introduction to thermography - inclusive 10 pers. (1 day)
	ITC Short course Introduction to thermography -attendance 1 pers. (1 day)
	ITC Software course - attendance 1 pers. (per day)
	ITC Software course - group up to 10 pers. (per day)
	ITC Training 1 day - attendance 1 pers.
	ITC Training 1 day - group up to 10 pers.
	ITC Training 2 days - attendance 1 pers.
	ITC Training 2 days - group up to 10 pers.
	ITC Training 3 days - attendance 1 pers.
	ITC Training 3 days - group up to 10 pers.

	Accessories for FLIR SC3xx/6xx series (fixed cameras)
	IR lens, f=41.3 mm with case (15°)
	IR lens, f=24.6 mm with case (25°)
	IR lens, f=13.1 mm with case (45°)
	IR lens, f=88.9 mm with case and A/SC6x5 support (7°)
	Close-up IR lens, 2.9× (50 µm) with case
	Close-up IR lens, 5.8× (100 µm) with case
	IR lens, f = 30 mm, 15° incl. case
	IR lens, f = 10 mm, 45° incl. case
	Close-up 4× (100 µm) incl. case
	Close-up 2× (50 µm) incl. case
	IR lens, 76 mm (6°) with case and mounting support for A/SC3xx
	IR lens, 4 mm (90°) with case and mounting support for A/SC3xx
	Close-up 1× (25 µm) incl. case and mounting support for A/SC3xx
	High temp. option +1200°C/+2192°F for FLIR T/B2xx to T/B4xx and A/SC3xx Series
	High temp option +300°C to 2000°C (+572°F to 3632°F) for FLIR SC645/SC655 and T6xx
	Power supply, incl. multi plugs, for A/SC3xx and A/SC6xx
	Power cord EU
	Power cord US
	Power cord UK
	Ethernet cable CAT-6, 2m/6.6 ft.
	Power cable, pigtailed
	USB cable Std A <-> Mini-B
	Hard transport case for A/SC3xx and A/SC6x5 series
	Cardboard box for A/SC3xx and A/SC6x5 series
	ThermoVision™ LabVIEW® Digital Toolkit Ver. 3.3
	ThermoVision™ System Developers Kit Ver. 2.6
	ThermoVision™ System Tools & Utilities 1.6
	ThermaCAM™ Researcher Professional 2.10
	FLIR QuickPlot 1.2
	FLIR QuickPlot 1.2, 5 user licenses
	FLIR QuickPlot 1.2, 10 user licenses
	FLIR ResearchIR 3.1
	FLIR ResearchIR 3.1, 5 user licenses
	FLIR ResearchIR 3.1, 10 user licenses
	FLIR ResearchIR Max 3.1
	FLIR ResearchIR Max 3.1, 5 user licenses
	FLIR ResearchIR Max 3.1, 10 user licenses
	Upgrade previous version to FLIR ResearchIR 3.1
	Upgrade previous version to FLIR ResearchIR Max 3.1
	Upgrade FLIR ResearchIR 3.x to FLIR ResearchIR Max 3.1
	FLIR IR Camera Player
	One year extended warranty for A/SC3xx series
	General Maintenance A/SC3xx series
	One year extended warranty for A/SC6x5 series
	General Maintenance A/SC6x5 series
	ITC Advanced General Thermography Course - attendance, 1 pers.
	ITC Advanced General Thermography Course- group of 10 pers.
	ITC Advanced Thermal measurements (R&D) - attendance 1 pers. (2 days)
	ITC Advanced Thermal Measurements (R&D) - group up to 6 pers. (2 days)
	ITC Advanced training - group of max. 6 pers, additional day 3 for on-site training,
	ITC Customized workshop - per person (per day)
	ITC Infrared application and system consultancy (per day)
	ITC In-house R&D training ATS products - group up to 4 pers. (2 days)
	ITC In-house training - additional attendance 1 pers. (per day)
	ITC In-house training - group up to 10 pers. (per day)
	ITC Level 1 Thermography Course - additional student to on site class, 1 pers
	ITC Level 1 Thermography Course - attendance, 1 pers.
	ITC Level 1 Thermography Course – group of 10 pers.
	ITC Level 2 Thermography Course - additional student to on site class, 1 pers
	ITC Level 2 Thermography Course - attendance, 1 pers.
	ITC Level 2 Thermography Course – group of 10 pers.
	ITC R&D basics for industry users - group up to 6 pers. (2 days)
	ITC Short course Fever Screening - additional student to on site class (2 days)
	ITC Short course Fever Screening - attendance 1 pers. (2 days)
	ITC Short course Fever Screening - inclusive 10 pers. (2 days)
	ITC Short course Introduction to thermography - inclusive 10 pers. (1 day)
	ITC Short course Introduction to thermography -attendance 1 pers. (1 day)
	ITC Short courses - group of max. 6 pers, additional day 3 for on-site training
	ITC Software course - attendance 1 pers. (per day)
	ITC Software course - group up to 10 pers. (per day)
	ITC Training 1 day - attendance 1 pers.
	ITC Training 1 day - group up to 10 pers.
	ITC Training 2 days - attendance 1 pers.
	ITC Training 2 days - group up to 10 pers.
	ITC Training 3 days - attendance 1 pers.
	ITC Training 3 days - group up to 10 pers.

	Accessories for ThermaCAM™ E and B series
	IR lens, f = 17 mm (25°/18.9°)
	IR lens, f = 36 mm (12°/9.1°)
	IR lens, f = 9.2 mm (45°/34.1°)
	IR lens for 160x120, f = 87 mm (5/3.8), incl. case
	IR lens, 15° for EX320/EX300/BX320, incl. case
	IR lens, 45° for EX320/EX300/BX320, incl, case
	IR lens, 25° for EX320/EX300/BX320. incl. case
	IR lens, 23° for E320/E300/B4, incl. case
	IR lens, 41° for E320/E300/B4, incl. case
	IR lens, 14° for E320/E300/B4, incl. case
	High temp. option +900°C/+1652°F for E series 160x120
	+1200°C/+2192°F External filter for EX320 ver. with 25° lens
	High temp. option +1200°C/+2192°F for E300/E320 ULIS ver.
	Battery
	Battery charger, incl. power supply
	Battery charger (Japan), incl. power supply
	ThermaCAM™ PC USB cable, 1.5 m./4.9 ft.
	ThermaCAM™ PC RS-232 cable, 1.5 m/4.9 ft.
	Hard transport case for ThermaCAM™ E Series
	Hand strap
	Sun shield
	Shield against stray light from LCD, for ThermaCAM™ Scout
	FLIR Reporter Professional (DVD)
	FLIR Reporter Professional (license only)
	FLIR QuickReport 1.2 SP2
	ITC Advanced General Thermography Course - attendance, 1 pers.
	ITC Advanced General Thermography Course- group of 10 pers.
	ITC Advanced Building – attendance 1 pers
	ITC Advanced Building – group of 10 pers.
	ITC Level 1 Thermography Course - attendance, 1 pers.
	ITC Level 1 Thermography Course – group of 10 pers.
	ITC Level 2 Thermography Course - attendance, 1 pers.
	ITC Level 2 Thermography Course – group of 10 pers.

	Accessories for ThermaCAM™ P and S series
	IR lens, f = 72 mm (12°/10°)
	IR lens, f = 18 mm (45°/37°)
	Close-up IR lens, 150 mm (FOV 64 mm/53 mm)
	Protective plastic window
	IR lens, f = 9.0 mm (80°/66°)
	Protective window
	Close-up IR lens, 80 mm (FOV 34 mm/28 mm)
	IR lens, f = 124 mm (7°/5.75°) P/S Series
	Macro IR lens, 19 mm (50µ/42µ)
	High temperature option +1000°C/+1832°F
	High temperature option +1500°C/+2732°F
	High temperature option +2000°C/+3632°F
	Battery P/S series
	RS-232 cable, 1.5 m/4.9 ft.
	USB cable, 1.5 m/4.9 ft.
	Battery charger, incl, power supply
	Power supply
	PC-Card™ > 100 MB
	PC-Card™ adapter for CompactFlash™ card
	Cigarette lighter adapter kit, 12 VDC, 1.2 m/3.9 ft.
	Extension cable for remote control, 5.0 m/16.4 ft.
	Video cable RCA <-> RCA, 2 m/6.6 ft.
	FireWire™ cable 4/6 2 m/6.6 ft.
	FireWire™ cable 4/4 2 m/6.6 ft.
	S-Video cable, 1.5 m/4.9 ft.
	Hard transport case for ThermaCAM™ P/S Series
	Headset
	Remote control, incl. 4" LCD
	Camera handle
	Video lamp for digital camera
	Video lens 12°
	Protective cap for LEMO connector (headset)
	Protective cap for LEMO connector (USB/RS-232 and RC)
	FLIR Reporter Professional (DVD)
	FLIR Reporter Professional (license only)
	FLIR QuickReport 1.2 SP2
	FLIR IR Camera Player
	ITC Advanced General Thermography Course - attendance, 1 pers.
	ITC Advanced General Thermography Course- group of 10 pers.
	ITC Level 1 Thermography Course - attendance, 1 pers.
	ITC Level 1 Thermography Course – group of 10 pers.
	ITC Level 2 Thermography Course - attendance, 1 pers.
	ITC Level 2 Thermography Course – group of 10 pers.

	Accessories for ThermaCAM™ SC3000 series
	Close-up IR lens, 34/100
	Microscope IR lens, 10/26, and close-up IR lens, 34/100
	IR lens, 2.5°
	IR lens, 5°
	IR lens, 60°
	IR lens, f = 72 mm (12°/10°)
	High temperature option +2000°C/+3632°F
	PC-Card™ adapter for CompactFlash™ card
	PC-Card™ > 100 MB
	Hard transport case for ThermaCAM™ SC3000
	Camera handle
	High speed option
	ThermaCAM™ Researcher Professional 2.8
	FLIR Reporter Professional (DVD)
	FLIR Reporter Professional (license only)
	FLIR QuickReport 1.2 SP2
	ITC Advanced General Thermography Course - attendance, 1 pers.
	ITC Advanced General Thermography Course- group of 10 pers.
	ITC Customized workshop - per person (per day)
	ITC Infrared application and system consultancy (per day)
	ITC In-house training - additional attendance 1 pers. (per day)
	ITC In-house training - group up to 10 pers. (per day)
	ITC Level 1 Thermography Course - additional student to on site class, 1 pers
	ITC Level 1 Thermography Course - attendance, 1 pers.
	ITC Level 1 Thermography Course – group of 10 pers.
	ITC Level 2 Thermography Course - additional student to on site class, 1 pers
	ITC Level 2 Thermography Course - attendance, 1 pers.
	ITC Level 2 Thermography Course – group of 10 pers.
	ITC Software course - attendance 1 pers. (per day)
	ITC Software course - group up to 10 pers. (per day)

	Accessories for ThermoVision™ A20 series
	Spring for IR lens, f = 17 mm
	Spring for IR lens, f = 36 mm
	Spring for IR lens, f = 9.2 mm
	IR lens, f = 17 mm (25°/18.9°), without case
	IR lens, f = 36 mm (12°/9.1°), without case
	IR lens, f = 9.2 mm (45°/34.1°), without case
	IR lens, f = 36 mm (12°/9.1°), for motor focus
	IR lens, f = 17 mm (25°/18.9°), for motor focus
	IR lens, f = 9.2 mm (45°/34.1°), for motor focus
	IR lens, f = 54 mm (8°/6°)
	IR lens, f = 4,5 mm (80°/60°)
	IR lens, f = 4,5 mm (80°/60°), incl. motor focus
	Motor focus for IR lens, f = 36 mm, 9.2 mm and 17 mm
	IR lens, f = 87 mm (5°/3.8°), incl. motor focus
	IR lens, f = 54 mm (8°/6°), incl. motor focus
	IR lens, f = 54 mm (8°/6°), with case
	IR lens, f = 4,5 mm (80°/60°), with case
	IR lens, f = 87 mm (5°/3.8°), with case
	High temp. option +900°C/+1652°F for E series 160x120
	Battery charger, incl. power supply
	Battery charger (Japan), incl. power supply
	RS-232 cable, 1.5 m/4.9 ft.
	Video cable, 3.0 m/9.8 ft.
	Ethernet cable, CAT5, crossover, 2.0 m/6.6 ft
	FireWire™ cable 6/6, 2 m/6.6 ft, with screw locking
	Ethernet cable, 2 m/6.6 ft.
	Ethernet cable, 2 m/6.6 ft, crossed
	Hard transport case for ThermoVision™ A20 Series
	FLIR IR Camera Player
	ITC Advanced General Thermography Course - attendance, 1 pers.
	ITC Advanced General Thermography Course- group of 10 pers.
	ITC Customized workshop - per person (per day)
	ITC In-house training - additional attendance 1 pers. (per day)
	ITC In-house training - group up to 10 pers. (per day)
	ITC Level 1 Thermography Course - additional student to on site class, 1 pers
	ITC Level 1 Thermography Course - attendance, 1 pers.
	ITC Level 1 Thermography Course – group of 10 pers.
	ITC Level 2 Thermography Course - additional student to on site class, 1 pers
	ITC Level 2 Thermography Course - attendance, 1 pers.
	ITC Level 2 Thermography Course – group of 10 pers.
	ITC R&D basics for industry users - group up to 6 pers. (2 days)
	ITC Short course Fever Screening - additional student to on site class (2 days)
	ITC Short course Fever Screening - attendance 1 pers. (2 days)
	ITC Short course Fever Screening - inclusive 10 pers. (2 days)
	ITC Short course Introduction to thermography - inclusive 10 pers. (1 day)
	ITC Short course Introduction to thermography -attendance 1 pers. (1 day)
	ITC Software course - attendance 1 pers. (per day)
	ITC Software course - group up to 10 pers. (per day)

	Accessories for ThermoVision™ A40 series
	Protective window
	Close-up IR lens, 80 mm (FOV 34 mm/28 mm)
	IR lens, f = 124 mm (7°)
	Spacer, 12° & 80°
	Macro IR lens, 19 mm (50µ/42µ)
	IR lens, f = 72 mm (12°/10°)
	IR lens, f = 18 mm (45°/37°)
	Close-up IR lens, 150 mm (FOV 64 mm/53 mm)
	Protective plastic window
	IR lens, f = 9.0 mm (80°/66°)
	High temperature option +1000°C/+1832°F
	High temperature option +1500°C/+2732°F
	High temperature option +2000°C/+3632°F
	Battery charger, incl. power supply
	Battery charger (Japan), incl. power supply
	Ethernet cable, CAT5, crossover, 2.0 m/6.6 ft
	FireWire™ cable 6/6, 2 m/6.6 ft, with screw locking
	Ethernet cable, 2 m/6.6 ft.
	Ethernet cable, 2 m/6.6 ft, crossed
	RS-232 cable, 1.5 m/4.9 ft.
	Video cable, 3.0 m/9.8 ft.
	Hard transport case for ThermoVision™ A40 Series
	FLIR IR Camera Player
	ITC Advanced General Thermography Course - attendance, 1 pers.
	ITC Advanced General Thermography Course- group of 10 pers.
	ITC Customized workshop - per person (per day)
	ITC In-house training - additional attendance 1 pers. (per day)
	ITC In-house training - group up to 10 pers. (per day)
	ITC Level 1 Thermography Course - additional student to on site class, 1 pers
	ITC Level 1 Thermography Course - attendance, 1 pers.
	ITC Level 1 Thermography Course – group of 10 pers.
	ITC Level 2 Thermography Course - additional student to on site class, 1 pers
	ITC Level 2 Thermography Course - attendance, 1 pers.
	ITC Level 2 Thermography Course – group of 10 pers.
	ITC R&D basics for industry users - group up to 6 pers. (2 days)
	ITC Short course Fever Screening - additional student to on site class (2 days)
	ITC Short course Fever Screening - attendance 1 pers. (2 days)
	ITC Short course Fever Screening - inclusive 10 pers. (2 days)
	ITC Short course Introduction to thermography - inclusive 10 pers. (1 day)
	ITC Short course Introduction to thermography -attendance 1 pers. (1 day)
	ITC Software course - attendance 1 pers. (per day)
	ITC Software course - group up to 10 pers. (per day)


	Training
	ITC training courses
	ITC R&D basics for industry users - group up to 6 pers. (2 days)
	ITC Advanced Building – attendance 1 pers
	ITC Advanced Building – group of 10 pers.
	ITC Advanced Furnace Application Course - additional student to on site class
	ITC Advanced Furnace Application Course - attendance, 1 pers. (3 days)
	ITC Advanced Furnace Applications Course - group up to 6 persons (3 days)
	ITC Advanced Gas Detection Course - additional student to on site class, 1 pers.
	ITC Advanced Gas Detection Course - attendance, 1 pers.
	ITC Advanced Gas Detection Course – group of 10 pers.
	ITC Advanced Gas Detection Course - group of up to 6 pers. (3 days)
	ITC Advanced General Thermography Course - attendance, 1 pers.
	ITC Advanced General Thermography Course- group of 10 pers.
	ITC Advanced Thermal measurements (R&D) - attendance 1 pers. (2 days)
	ITC Advanced Thermal Measurements (R&D) - group up to 6 pers. (2 days)
	ITC Advanced training - group of max. 6 pers, additional day 3 for on-site training,
	ITC Advanced training - group of max. 6 pers, additional day 4 for on-site training
	ITC Customized workshop - per person (per day)
	ITC Infrared application and system consultancy (per day)
	ITC In-house R&D training ATS products - group up to 4 pers. (2 days)
	ITC In-house training - additional attendance 1 pers. (per day)
	ITC In-house training - group up to 10 pers. (per day)
	ITC Level 1 Thermography Course - additional student to on site class, 1 pers
	ITC Level 1 Thermography Course - attendance, 1 pers.
	ITC Level 1 Thermography Course – group of 10 pers.
	ITC Level 2 Thermography Course - additional student to on site class, 1 pers
	ITC Level 2 Thermography Course - attendance, 1 pers.
	ITC Level 2 Thermography Course – group of 10 pers.
	ITC Practical Course - Solar panel inspection - attendance, 1 pers (2 days)
	ITC Practical Course - Solar panel inspection - group up to 10 pers (2 days)
	ITC Short course building thermography - inclusive 10 pers. (2 days)
	ITC Short course building thermography -attendance 1 pers. (2 days)
	ITC Short course electrical thermography - attendance 1 pers. (2 days)
	ITC Short course electrical thermography - inclusive 10 pers. (2 days)
	ITC Short course Fever Screening - additional student to on site class (2 days)
	ITC Short course Fever Screening - attendance 1 pers. (2 days)
	ITC Short course Fever Screening - inclusive 10 pers. (2 days)
	ITC Short course HVAC and plumbing - attendance 1 pers (2 days)
	ITC Short course HVAC and plumbing - group up to 10 pers (2 days)
	ITC Short course Introduction to thermography - inclusive 10 pers. (1 day)
	ITC Short course Introduction to thermography -attendance 1 pers. (1 day)
	ITC Short courses - group of max. 6 pers, additional day 3 for on-site training
	ITC Software course - attendance 1 pers. (per day)
	ITC Software course - group up to 10 pers. (per day)
	ITC Training 1 day - attendance 1 pers.
	ITC Training 1 day - group up to 10 pers.
	ITC Training 2 days - attendance 1 pers.
	ITC Training 2 days - group up to 10 pers.
	ITC Training 3 days - attendance 1 pers.
	ITC Training 3 days - group up to 10 pers.
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